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Preface 



Computer analysis of images and patterns is a scientific field of longstanding 
tradition, with roots in the early years of the computer era when electronic 
brains inspired scientists. Moreover, the design of vision machines is a part of 
humanity’s dream of the artificial person. 

I remember the 2nd CAIP, held in Wismar in 1987. Lectures were read in 
German, English and Russian, and proceedings were also only partially written 
in English. The conference took place under a different political system and 
proved that ideas are independent of political walls. A few years later the Berlin 
Wall collapsed, and Professors Sommer and Klette proposed a new formula for 
the CAIP: let it be held in Central and Eastern Europe every second year. There 
was a sense of solidarity with scientific communities in those countries that found 
themselves in a state of transition to a new economy. A well-implemented idea 
resulted in a chain of successful events in Dresden (1991), Budapest (1993), 
Prague (1995), Kiel (1997), and Ljubljana (1999). 

This year the conference was welcomed at Warsaw. There are three invited 
lectures and about 90 contributions written by more than 200 authors from 27 
countries. Besides Poland (60 authors), the largest representation comes from 
France (23), followed by England (16), Czech Republic (11), Spain (10), Ger- 
many (9), and Belarus (9). Regrettably, in spite of free registration fees and free 
accommodation for authors from former Soviet Union countries, we received only 
one accepted paper from Russia. 

Contributions are organized into sessions corresponding to the scope of the 
conference: image analysis (20 papers), computer vision (12), pattern recognition 
(12), medical imaging (10), motion analysis (8), augmented reality (4), image 
indexing (7), image compression (8), and industrial applications (6). Several 
brilliant results are presented and in my opinion the average level of quality of 
the contributions is high. New trends in these disciplines are well represented. 

The 9th conference on Computer Analysis of Images and Patterns was orga- 
nized at Warsaw University of Technology, in September 2001, under the auspices 
of its Rector, Professor Jerzy Woznicki. We appreciate the kind patronage of the 
International Association for Pattern Recognition (lAPR) and the Polish As- 
sociation for Image Processing, the Polish Section of Institute of Electrical and 
Electronics Engineers, and of the Institute of Radioelectronics in the Department 
of Electronics and Information Technology. 

Major sponsorship was received from Altkom Akademia S.A., a private educa- 
tional institution in Poland. We also thank The Foundation for the Development 
of Radiocommunication and Multimedia Technologies for support . 



Wladyslaw Skarbek 
CAIP 2001 chair 
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MPEG-7: Evolution or Revolution? 



Mirostaw Bober 



Visual Information Laboratory 
Mitsubishi Electric Information Center Europe 
20 Frederic Sanger Road, Surrey Research Park 
Guildford, GUI 2SE, UK 
miroslaw . boberOvil . ite . mee . com 



Abstract. The ISO MPEG-7 Standard, also known as a Multimedia Content 
Description Interface, will he soon finalized. After several years of intensive 
work on technology development, implementation and testing by almost all 
major players in the digital multimedia arena, the results of this international 
project will he assessed by the most cruel and demanding judge: the market. 
Will it meet all the high expectations of the developers and, above all, future us- 
ers? Will it result in a revolution, evolution or will it just simply pass unnoticed? 

In this invited lecture, I will review the components of the MPEG-7 Standard in 
the context of some novel applications. I will go beyond the classical im- 
age/video retrieval scenarios, and look into more generic image/object recogni- 
tion framework relying on the MPEG-7 technology. Such a framework is appli- 
cable to a wide range of new applications. The benefits of using standardized 
technology, over other state-of-the art techniques from computer vision, image 
processing, and database retrieval, will be investigated. Demonstrations of the 
generic object recognition system will be presented, followed by some other ex- 
amples of emerging applications made possible by the Standard. In conclusion, I 
will assess the potential impact of this new standard on emerging services, 
products and future technology developments. 

Keywords: MPEG-7, multimedia database retrieval, multimedia object recog- 
nition 
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The MPEG-7 Visual Description Framework - 
Concepts, Accuracy, and Applications 



Jens-Rainer Ohm 

Rheinisch-Westfalische Technische Hochschule Aachen, 
Institut fiir Nachrichtentechnik 
Melatener Str. 23, D-52072 Aachen, Germany 
ohm@ient.rwth-aachen.de 



Abstract. This paper gives a brief introduction into the Visual part of the forth- 
coming new standard MPEG-7, the "Multimedia Content Description Interface". 
It then emphasizes on the aspects how the Visual Descriptors of MPEG-7 were 
optimized for efficiency, compactness and behavior similar to human visual 
characteristics. The MPEG-7 descriptors were mainly designed for signal identi- 
fication and recognition in the context of multimedia applications ; however, 
they are applicable wherever interoperability between distributed systems de- 
signed for the task of visual information recognition need a standardized inter- 
face. I this sense, MPEG-7 may become a key element in the process of conver- 
gence of multimedia related applications with computer vision systems. 



Keywords: MPEG-7, visual descriptor, application scenario 



1 Introduction 

Recently, ISO’s Moving Pictures Experts Group (MPEG) has finalized the standardi- 
zation of the "Multimedia Content Description Interface", called MPEG-7, which shall 
provide standardized feature description tools for audiovisual data [1][2]. Part 3 of the 
standard is handling Visual feature description. Even though database retrieval is fore- 
seen as one of the first and most illustrative applications of MPEG-7, the general ap- 
plicability of this description framework is much broader, installing a link between 
image/video coding and visual-signal recognition techniques. MPEG-7 is not a com- 
petitor with previous MPEG standards (MPEG-1, MPEG-2, MPEG-4), which were 
mainly designed for encoding of audiovisual signals with the goal of reconstruction 
and rendering with highest quality. Moreover, it is a step towards the next-higher level 
of signal representation, describing signal features, not signal samples. This is highly 
valuable in the context of systems dealing with the content of audiovisual signals, such 
as automatic identification and recognition systems. The need for a standard arises 
when interoperability between distributed systems on visual information is necessary, 
or communication between a human user and a machine about visual information is 
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required. This paper gives a coarse overview about the Visual elements of the MPEG- 
7 standard (section 2), explain how the MPEG-7 Visual Descriptors were designed 
taking into account the characteristics of human perception (section 3), and point out 
possible applications from different areas as indicated above (section 4). 



2 The MPEG-7 Standard and Its Visual Part 



The meaning of "content features" to be described by MPEG-7 is widespread, and can 
consist of elements for 

high-level description (e.g. manually-generated metadata like authoring informa- 
tion, scripting and editing information) ; 

mid-level description (e.g. rule-based semantic categories of objects or subjects 
present within a scene) ; 

low-level description (e.g. basic visual features like color, texture, shape, geome- 
try, motion within a scene or of a camera). 

The work reported in this contribution concentrates on the low-level visual feature 
description aspects, in which case automatic extraction of features from the data is 
usually possible, and definition of matching criteria for the similarity using a specific 
feature type is more or less unique. Even though, it is not the intention that MPEG-7 
standardizes the feature extraction, nor the search/retrieval algorithms, which may be 
differently optimized for specific applications. However, for some features at a very 
low level, the feature extraction process must be more or less unique, and had to be 
specified as the semantic meaning of a description element. This is of high importance 
for interoperability between different systems, or an automatic system and a human, 
where the "common understanding" about what a specific feature description means 
must be clear. 



DS "A" 




Fig. 1. Example of a simple hierarchical MPEG-7 description scheme structure. 

An MPEG-7 description is structured in terms of Description Schemes (DS) and 
Descriptors (D), the latter ones instantiated as Descriptor Values (DV). A description 
scheme can contain one or more descriptor(s) and/or subordinate description 
scheme(s). An example is illustrated in Eig.l, where the DS “A” is the top-level DS, 
containing the Ds “A” and “B”, and DS “B”, which again is containing Ds “C” and 
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“D”. A simple hierarchical structure is shown here, but recursive nesting, and linking 
of DSs is possible as well. Each single descriptor usually characterizes one single 
feature of the content. The associated descriptor value can be a scalar or a vector 
value, or some simple structure of different value types, depending on the nature of the 
descriptor. 

Furthermore, MPEG-7 specifies a Description DefinitionLlanguage (DDL), which 
is an extension of the XML (extensible Markup Language) allowing definition of DS 
and D structures (syntactic structure in terms of composition and data types). As XML 
is a textual format, there exists a complementary Binary Format fo MPEG-7 data 
(BiM), which is more efficient in terms of data size of description. In the Visual part 
of MPEG-7, containing all description elements related to images, video, graphics etc., 
each D is specified syntactically in DDL and in a specifically tuned, compact binary 
representation. Further, semantics is explained, which specifies the exact meaning of 
DVs related to each D. 



Table 1. Overview MPEG-7 Visual Descriptors. 





MovingRegionDS 


VideoSegmentDS 


StillRegionDS 


Color 








Scalable Color 


viaK/F 


viaK/F 


X 


Group Of Frames 
Histogram 


X 


X 




Dominant Color 


viaK/F 


viaK/F 


X 


Color Layout 


viaK/F 


viaK/F 


X 


Color Structure 


viaK/F 


viaK/F 


X 


Texture 








Homogeneous 

Texture 


viaK/F 


viaK/F 


X 


Edge Histogram 


viaK/F 


viaK/F 


X 


Texture Browsing 


viaK/F 


viaK/F 


X 


Shape 








Region Shape 


viaK/F 


— 


X 


Contour Shape 


viaK/F 


— 


X 


Motion 








Camera Motion 


— 


X 


— 


Motion Trajectory 


X 


— 


— 


Parametric Motion 


X 


X 


— 


Motion Activity 


X 


X 


— 


Localization 








Region Locator 


— 


— 


X 


Spatio-Temporal 


X 


— 


— 



The most important MPEG-7 DSs related to Visual Ds are the MovingRegionDS, the 
VideoSegmentDS and the StillRegionDS. Table 1 gives an overview about the most 
important Visual Ds and their relationship with these three DS types. The notion "via 
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K/F" means that a descriptor originally designed for still image/region can be attached 
to a video or moving region via a keyframe. 

The set of Visual Descriptors covers elementary methods that are frequently em- 
ployed in tasks like automatic image/video analysis, spatial/temporal segmentation, 
similarity analysis, as applicable in computer vision, content-based browsing/retrieval, 
surveillance and many other areas. Even though many systems for these applications 
have been developed already, proprietary methods have been used in specification of 
the visual features. As this may be useful for optimized standalone systems, it is not a 
viable solution in networked environments, where distributed components must in- 
teroperate. Moreover, one of the main purposes of the development of MPEG-7 has 
been encoding of signal features, i.e. achieving the best tradeoff between compactness 
(e.g. number of bits, number of values in a Descriptor) and expressiveness of a feature 
representation. As a by-product, optimum feature encoding also allows classification 
based on these features with minimum complexity : This is due to the fact that the 
comparison, e.g. based on a feature vector distance calculation, is directly proportional 
to the dimensionality, data type and bit precision of the underlying values. Moreover, 
there is some evidence that there exists a close relationship between information- 
theoretic concepts and expressiveness of a feature descriptor. As an example, Eig. 2 
shows some retrieval results that were achieved in experimentation based on the Scal- 
able Color Descriptor, which is a multi-resolution representation of an HSV color 
histogram [3]. These are parameterized against the entropy per histogram line, which 
for a discrete number J of histogram value levels with probabilities P(j) is given as 



^(7) -log 2 ^(7) (1) 

7=1 

and the number of histogram lines (varied between 32-256). Lower value of 
"ANMRR" (see next section) means better retrieval, i.e. better expressiveness of the 
descriptor. 





Entropy per histogram line 



Fig. 2. Compactness versus retrieval accuracy of a color histogram (HSV color space). 
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3 Criteria for Visual Descriptor Efficiency 

Core experiments were extensively conducted during the MPEG-7 standardization proc- 
ess to compare different proposed, competing technologies and optimize the selected 
approaches. For Visual Ds, the retrieval application was found to he the best model : A 
good retrieval result in response to a visual-feature based query would be a good indica- 
tor for the expressiveness of the descriptor. The so-called query by example paradigm 
has been employed as the primary method for evaluations. In query-by-example, the 
respective descriptor values are extracted from the query image, and then matched to the 
corresponding descriptors of images contained in a database. In order to be objective in 
the comparisons, a quantitative measure was needed. This required for each Descriptor 
specification of a data set, a query set and the corresponding ground-truth data. The 
ground-truth data is a set of visually similar images for a given query image. 

For statistically valuable results, the number of queries should be about 1% of the 
number of images in the database. For example, in the color experiments, the color im- 
age dataset consisted of more than 5000 images [4], and a set of 50 queries, each with 
specified ground truth images, has been defined. Based on these definitions, queries were 
run, and the query results had to be weighted based on some numeric measure. A very 
popular measure for this purpose is the Retrieval Rate (RR), defined for query q as 



RR(q) = 



NF{a,q) 
NG{q) ’ 



( 2 ) 



where NG (q) 'i^ the size of the ground truth set for a query q, and NF ( a,q) is the number 
of ground truth images found within the first a-NG (q) retrieved items. RR (q) can take 
values between 0 and 1, where 0 stands for "no image found", and 1 for "all images 
found". The factor a shall be >1, where a larger a is more tolerant to occasional misses. 
If (2) is performed over the whole set of NQ queries, the Average Retrieval Rate (ARR) 
is given by 



1 nq 

ARR = yRR(q). 



( 3 ) 



While the RR and ARR are straightforward to compute, some issues remained to be 
resolved. For an unconstrained dataset — like random image databases used in retrieval 
experiments — it is not possible to define a fixed number of ground truth items for all the 
queries. Fetting NG (q) vary with q introduces a bias for certain queries, particularly if 
there is a large variation in this number. To address these problems, normalized measures 
that take into account different sizes of ground truth sets and the actual ranks obtained 
from the retrieval were defined. Retrievals that miss items are assigned a constant pen- 
alty. Consider a query q. Assume that as a result of the retrieval, the ^-th ground truth 
image for this query q is found at a specific Rank{k). Further, a number K is defined 
which specifies the "relevant ranks", i.e. the ranks that would still count as feasible in 
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terms of subjective evaluation of retrieval. We therefore define a modified rank, 
Rank*(k) as: 



Rank*(k) 



jRank(k) if Rank{k)< K(q) 
1 1.25 if Rankfk)> K{q) 



K = min{4 ■ NG(q),2 ■ max [iVG(g)v4 

From [4)J we get the Average Rank for query q 



J NG(q) 

AVR(q) V Rank ' 

NG(q) ^ 



(k) 



(4) 



(5) 



To eliminate influences of different A^G(^), the Modified Retrieval Rank 



MRR(q) = AVR{q) - 0.5 - 



(6) 



is defined, which is always larger than 0, but with upper margin still dependent on NG. 
This finally leads to the Normalized Modified Retrieval Rank 



NMRR(q) = 



MRR(q) 



1.25K + 0.5- 



NGiq) 



(7) 



which can take values betwe en 0 (indicating whole ground truth found) and 1 (indicating 
nothing found). From |(7)| finally the Average Normalized Modified Retrieval Rank 
(ANMRR) is defined : 



1 NQ(q) 

ANMRR = y NMRR(q) (8) 

NQiq) ^ 

The Measure of ANMRR has been used in the MPEG-7 Core Experiments wherever 
the whole set of queries consisted of ground truth sets with variable size, which was 
the case in the Color Descriptors group and for the Edge Histogram Descriptor. In 
most other cases, it was possible to define equally-sized ground truth sets deterministi- 
cally, such that it was possible to employ the ARR measure (2). In any case, observa- 
tion of human visual characteristics, as expressed by the ground truth definitions, has 
been an important design goal. There is evidence that the ANMRR measure approxi- 
mately coincides linearly with the results of subjective evaluation about retrieval accu- 
racy of search engines. Eig. 3 shows the high correlation between this measure and the 
retrieval quality explored in a subjective experiment [5]. 
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Scenario #2 




Subjective Rates 



Fig. 3. Least squares fit of ANMRR on subjective rates (color similarity retrieval experiment) 



4 Application Scenarios 

Most MPEG-7 Visual applications will be based on distance measurements between a 
specific item’s visual feature(s) and some feature reference. A distance measure that 
was found adequate for similarity measurements with most of the MPEG-7 Visual Ds 
is the L| norm. Assume that the feature with index i of two Visual items A and B is 
described in a vector-valued Descriptor as vect‘‘*(A) and vect*'*(B), respectively. Then, 
the L| distance with regard to this feature is defined as 

r/,. = Li (A, B) = llvect^'^ (A) - vect<'^ (B)|| (9) 



If there is a set of different descriptors describing a Visual item, a similarity-cost 
function will be associated with each descriptor, and final ranking is performed by 
weighted summation of all descriptors’ similarity results. If I features with individual 
matching criteria d. are compared, normalization is necessary. This can, e.g., be based 
on the variance of distances 




( 10 ) 



Eurther, an individual weighting factor w. can be associated with each feature, such 
that highest similarity is achieved for the Visual item, which minimizes the following 
cost function (cf. Fig. 4a) : 

I I 

s = '^Wi'Si with (11) 

1=1 1=1 

Depending on the application, this weight factor can be adapted according to the rele- 
vance of a feature. This aspect, however, is beyond the scope of this paper. 




The MPEG-7 Visual Description Framework 



9 



(11) expresses a linear combination of different feature distances, which signifies an 
exhaustive comparison over all feature values available. To speed up computation, it is 
useful to employ a coarse-to-fine approach (Fig. 4b). If specific features can be classi- 
fied as dominant, a coarse pre-selection is possible, which identifies a subset of visual 
items with highest similarity. Likewise, for one single feature, a specific part of the 
description can play a dominant role, as it is the case e.g. for the smaller-size histo- 
grams in the Scalable Color Descriptor. Descriptions of additional features or of the 
same feature at a finer granularity level are then compared in subsequent phases of the 
search only on the pre-selected items. A proper implementation of a coarse-to-fine 
search will yield best results with a much faster comparison than the parallel approach. 





a) 



b) 



Fig. 4. a Linearly-weighted combination of distances derived from different Visual Ds. b 
Coarse-to-fine matching 



The concepts explained so far can either be employed for classification of similarity or 
dissimilarity. In the area of multimedia content (images/video), typically similarity 
would be used for retrieval - e.g. finding most similar images in databases. Fig. 5 
shows examples for similar images classified based on the color feature (top : indoor 
scenes with persons) and on the basis of texture feature (bottom), where the query 
image is the one shown at top/leftmost position. Likewise, maximum similarity crite- 
rion can be used if one single representative image shall be selected from a set of 
given similar images, e.g. selection of a keyframe from a video shot. Based on MPEG- 
7 Ds, it is straightforward to select the image which is most similar to the centroid 
(mean over all weighted feature values) of the cluster established by the set. 

Visual dissimilarity is useful in the case when an unexpected event occurs. This is 
usually detected if the distance (e.g. (11)) exceeds some pre-defined threshold value. 
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Dissimilarity measures are useful e.g. in the shot boundary detection (video segmenta- 
tion), or in surveillance applications (automatic generation of alarms). 

During the conference, application examples from the areas of image/video database 
retrieval, video segmentation and video browsing / keyframe selection will be demon- 
strated. 



5 Conclusions 

Basically, feature similarity and dissimilarity concepts play a key role in many com- 
puter-vision applications, like regional/temporal segmentation, motion estimation, 
classification of objects or events visible in a camera, etc. The concepts developed in 
the framework of MPEG-7 are very important not only for the area of multimedia, but 
also for the general area of Computer Vision, because 

1. a set of standardized Visual feature Descriptors is established, which allows 
interoperability of distributed systems for artificial vision tasks ; 

2. this set has been optimized for behavior similar to human vision ; 

3. optimum tradeoff between expressiveness and compactness of the data repre- 
sentation has been targeted, which means that feature description based on 
MPEG-7 offers high efficiency not only for storage and transmission, but 
also for similarity classification based on these descriptors ; 

4. Information-theory and pattern-classification based concepts are brought to- 
gether, which lets expect further improvement by synergy from these two 
well-explored scientific areas. 
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Abstract. Color is one of the most important and easily identihable 
features for describing visual content. The MPEG standardization group 
developed a number of descriptors that cover different aspects of this 
important visual feature. The objective of this paper is to review them 
and present some applications of the color descriptors by themselves 
and in combination with other visual descriptors. 

Keywords: image indexing, color descriptor, MPEG-7 



1 Introduction 

Color is one of the most important and easily identifiable features of visual con- 
tent. A significant amount of research has been conducted on various aspects 
of color characterization relating to its perception, coherency and spatial distri- 
bution. As a result, several approaches to its description have been proposed. 
MPEG-7 has standardized a subset of these approaches in the form of color 
descriptors. 

This paper provides an overview of color descriptors defined by the MPEG-7 
Standard, as well as to explain the process and motivation for their selection. 
Some applications of the MPEG-7 color technology are also briefly introduced. 

Detailed normative information on each descriptor can be found in the Stan- 
dard document (currently in Final Gommittee Draft). The non-normative 
components are specified in the Experimentation Model document |2|. Finally, 
a general overview of the MPEG-7 standard is given in P|. All the documents 
listed above can be found on the offlcial MPEG website: 

http://www.cselt.it/MPEG/. An overview of the MPEG-7 visual part can be 
also found in |HS|. 

This paper is structured as follows. It starts with a description of the process 
used for the selection of color descriptors in section |21 Sectional presents the color 
descriptors currently defined in MPEG-7 (Final Gommittee Draft P) along with 
some of their applications. Finally, section 01 concludes and describes possible 
future work. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 11-^3 2001. 
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2 Core Experiment Process 



Following the MPEG tradition, the MPEG-7 group used the Gore Experiment 
(GE) process to select the best techniques for standardization. The procedures 
differed somewhat between the feature groups, but were the same for all the 
color descriptors. 

Early in the standardization process, the color experts agreed to define a 
common color dataset (GGD) by selecting 5,466 images from the MPEG-7 con- 
tent set. Following that, 50 common color queries (GGQ) with associated sets of 
ground truth images were agreed upon by consensus among the experts 0 . 

The evaluation process required a retrieval performance measure. This was 
based on the retrieval rank and normalized to accommodate the differently sized 
ground truth sets. The resulting measure, called Normalized Modified Retrieval 
Rank (NMRR) is defined as 



NMRR(q) 



AVR(g) - 0.5[1 -k iVG(q)] 
Rank”^’' - 0.5[1 -k NG{q)] 



( 1 ) 



where q is the current query, NG{q) is the ground truth set size, Rank““ is the 
upper limit of the retrieval rank, and the Average Retrieval Rank (AVR) is 



NG(q) 

AVR(9) = Rank*(fc), (2) 

where Rank*(fc) is the retrieval rank capped by the Rank™'^’' defined above. The 
Average Normalized Modified Retrieval Rank (ANMRR) is finally defined as the 
average of the NMRR over the query set. For details and a theoretical expla- 
nation, see [7|. An experimental study of the relationship between the ANMRR 
measure and subjective perception of retrieval performance can be found in |^. 



3 Color Descriptors 

MPEG-7 defines five color descriptors covering different aspects of color and 
application areas. The Dominant Golor descriptor characterizes an image or 
image region in terms of a small number of dominant color values and some 
statistical properties related to those. Scalable Golor is a color histogram with 
efficient encoding based on the Haar transform. Golor Structure is an extension 
of the color histogram that incorporates some associated structural information. 
Golor Layout describes the spatial layout of color within an image. Finally, Group 
of Frames/Group of Pictures Golor is an extension of scalable color to an image 
sequence / collection . 

Besides the “proper” descriptors listed above, the MPEG-7 Standard contains 
two basic blocks or datatypes: Golor Space and Golor Quantization. These are 
not descriptors in their own right - they mainly serve as a reference for the 
specification of color space and its quantization in other descriptors. 
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The Color Space datatype is used to specify the color space that a given 
descriptor refers to. It defines four color spaces: RGB, YCbCr, HVS, and HMMD. 
To allow extra flexibility, a new color space can be defined by specifying the linear 
transformation from the RGB color space. 

The Color Quantization datatype specifies the quantization of the given color 
space. It support linear quantization of the color components, with the number 
of bins for each component specified independently. 

It should be noted that only the Dominant Color descriptor actually uses 
these two datatypes directly. All the other descriptors fix the color space and 
specify their own quantization, but refer to the Color Space for the definition of 
transformations . 



3.1 Dominant Color 

This descriptor provides a compact description of the representative colors of 
an image or image region. Its main target applications are similarity retrieval 
in image databases and browsing of image databases based on single or several 
color values. The representative colors can be indexed in the 3-D color space, 
which allows for efficient indexing of large databases 0 . 

In its basic form, the Dominant Color descriptor consists of the number of 
dominant colors (N), and for each dominant color its value expressed as a vec- 
tor of color components (ci) and the percentage of pixels (pi) in the image or 
image region in the cluster corresponding to Cj. Two additional fields, spatial 
coherency (s) and color variance (vi), provide further characteristics of the color 
distribution in the spatial and color space domains. Spatial coherency describes 
the spatial distribution of pixels associated with each representative color, high 
value means that pixels of similar color are co-located. Color variance describes 
the variation of the color values of the pixels in a cluster around the correspond- 
ing representative color. It can be used to obtain a more precise characterization 
of the color distribution. 

The extraction procedur^ for the dominant color uses the Generalized Lloyd 
Algorithm I2IIUI to divide the set of pixel values corresponding to a given im- 
age region into clusters in the color space. The algorithm minimizes a global 
distortion measure D, which is defined as 



Ni 

71 — 1 

where Nj is the number of pixels, x„ is the n-th color vector, and Ci{n) is 
the cluster center (representative color) for the n-th pixel. The procedure is 
initialized with one cluster consisting of all pixels and one representative color 

^ That is, the extraction method used in the core experiments. MPEG-7 does not 
standardize the extraction and matching procedures for descriptors, although the 
recommended methods will be published as part of a technical report based on the 
Experimentation Model document [5|. 
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computed as the centroid (center of mass) of the cluster. The algorithm then 
follows a sequence of centroid calculation and clustering steps until a stopping 
criterion (minimum distortion or maximum number of iterations) is met. The 
clusters with the highest distortion are divided by adding perturbation vectors 
to their centroids until the distortion falls below a predefined threshold or the 
maximum number of clusters has been generated. The resulting percentages are 
uniformly quantized to 5 bits. The color values are quantized according to the 
Color Quantization element if it is present, otherwise uniform quantization to 5 
bits per color component is used. 

The spatial coherency is calculated by selecting each representative color and 
calculating the per-cluster coherency as the average connectivity of the pixels 
within the cluster and then computing a weighted average of these values, using 
percentages pi as the weights. It is then non-uniformly quantized to 5 bits. 

Finally, the color variances are computed as variances of the pixel values 
within each cluster and non-uniformly quantized to 1 bit per component. 

The matching function used depends on the components present in the query 
and target descriptors. The basic matching function Z3 dc uses only the percent- 
ages and color values and is defined as follows 

Ni N2 Ni N2 

Dt)C = (4) 

i—1 J — 1 

where p\ and p 2 correspond to query and target descriptor, and j is the simi- 
larity coefficient between two colors and c^, specified in | 2 |. 

If the spatial coherency field is present, then the matching function is 
defined as 

Df)C = - S2 \Ddc + (5) 

where si and S 2 are the spatial coherencies of the query and target descriptors, 
and Wa and are fixed weights, set to 0.3 and 0.7 respectively. 

If the color variance field is present, the matching function is based on mod- 
eling of the color distribution as a mixture of 3D Gaussian distributions with 
parameters defined as color values and variances m- Calculation of the squared 
difference between the query and target distributions then leads to the following 
formula for the matching function 



Ni Ni N2 N2 Ni N2 

DdG = E + E EP2iP2j/2z2j + E E^l*^^2j/li2j, (6) 

i—1 j — 1 i—1 j—1 i—1 j—1 



where 



fxiyj — 



27r yJVxiyjlVxiyju’^xiyj‘i 



: exp 




( 7 ) 



xiyj \ XI yi / ’ xiyj 





and 



( 8 ) 
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In the equations above, and are the dominant color values and variances, 
x,y index the query and target descriptors, i,j the descriptor components, and 
l,u,v the components of the color space. 

Table Dl shows a comparison of ANMRR results for two descriptor sizes us- 
ing different matching functions obtained on the CCD/CCQ dataset using the 
MPEG-7 XM software. As the extraction results in different numbers of colors 
for different images, the average over the dataset given. The resulting 

descriptor size can be easily calculated from the bit allocations specified above. 
It can be seen that reasonable results are obtained even for the basic version 
of the descriptor and a significant improvement can be achieved by using the 
optional fields. 



Table 1. ANMRR results for Dominant Color. 



ANMRR(Ddc) ANMRR(Dgc) ANMRR(D^c) 

3 0.31 0.30 0.25 

5 0.25 0.21 0.16 



The Dominant Color descriptor has been applied in combination with the 
Contour Shape descriptor in a Web-based video retrieval system m A real- 
time object recognition system using MPEG-7 descriptors (Dominant Color, 
Contour Shape and Multiple View), which has been developed by Mitsubishi 
Electric ITE-VIL, was presented during the 2nd MPEG-7 Awareness Event in 
Singapore in March 2001 (see http ;//www. mpeg-7. com for details). 

3.2 Scalable Color 

The Scalable Color descriptor is a color histogram extracted in HSV color space, 
and encoded for storage efficiency. 

The descriptor extraction starts with the computation of the color histogram 
with 256 bins in the HSV color space with hue (H) component quantized to 16 
bins, and saturation (S) and value (V) quantized to 4 bins each. This initial 
version is then passed through a series of 1-D Haar transforms, starting with H 
axis, followed by S, V and H. The result is a set of 16 low-pass coefficients and 
up 240 high-pass coefficients. Due to the redundancy of the original histogram, 
the high-pass coefficients tend to have low (positive and negative) values. This 
property can be exploited in two ways. 

Firstly, some, or even all, of the high-pass coefficients can be discarded, lead- 
ing to descriptors with lower number of coefficients, starting with the original 
256 and going down through 128, 64, 32 to 16. In the last case only the low-pass 
coefficients are preserved. 

Secondly, the number of bits used can be reduced by scaling of the coefficients 
to different numbers of bits. In the most extreme case, only the signs of the high- 
pass coefficients are encoded. 
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The default matching function for Scalable Color is based on the Li metric 
and is given by, 



N 



Z?sc = ^|HaW-HbW 



( 9 ) 



The matching can be performed either in the Haar transform space or in the 
original color histogram space after reverse a Haar transform. The retrieval per- 
formance is very similar for both cases, generally slightly higher if the histogram 
is reconstructed. In principle, any other matching method suitable for histograms 
can be used, although it was found that L\ metric gave very good retrieval per- 
formance in the MPEG-7 core experiments. 

Table 0 shows a comparison of ANMRR results for five settings of the num- 
ber of coefficients (iVcoeffs) and varying number of bitplanes discarded, which is 
given in parentheses m- The total descriptor size varies between 54 bits for 
16 coefficients and 6 bitplanes discarded, and 2310 for 256 coefficients with no 
discarded bitplanes. 



Table 2. ANMRR results for Scalable Color. 



Mcoeffs ANMRR(6) ANMRR(3) ANMRR(O) 



16 


0.45 


0.20 


0.19 


32 


0.34 


0.16 


0.13 


64 


0.21 


0.14 


0.09 


128 


0.14 


0.10 


0.06 


256 


0.11 


0.08 


0.05 



Typical applications of the descriptor include similarity search in multimedia 
databases and browsing of large databases. Scalable Color also forms the basis 
of the Group of Frames/Pictures Color descriptor. 



3.3 Color Layout 

The Color Layout descriptor compactly characterizes the spatial distribution of 
color within an image. 

The Color Layout uses an array of representative colors for the image, ex- 
pressed in the YCbCr color space, as the starting point for the descriptor defi- 
nition. The size of the array is fixed to 8x8 elements to ensure scale invariance 
of the descriptor. The representative colors can be selected in several ways, the 
simplest one being the average color of the corresponding image block. The array 
obtained in this way is then transformed using the Discrete Cosine Transform 
(DCT), which is followed by zig-zag re-ordering The low-frequency DCT 
coefficients are preserved and quantized to form the descriptor. By default, 6 co- 
efficients are used for the luminance component and 3 for both chrominance com- 
ponents but different numbers can be specified by means of descriptor attributes 
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(numOlYCoeff and numOfCCoeff for luminance and chrominance components, 
respectively) . 

The default matching function is essentially a weighted sum of squared dif- 
ferences between the corresponding descriptor components, specifically. 



a 



CL = 



m-YD^+ 



- C 6/)2 + 



■XCn-Cr/r, 



( 10 ) 

where y, Cb and Cr are the DCT coefficients of the respective color compo- 
nents, w\, wl are weights chosen to reflect the perceptual importance of the 
coefficients and the summation is over the number of coefficients. 

Table El shows a comparison of ANMRR results for different numbers of 
coefficients HSl- Note that these results were obtained on a modified data set that 
was defined to exercise the layout of the color in the image JEj- The ANMRR 
on the standard CCQ dataset with 6-I-3-I-3 combination is 0.09 mi. 



Table 3. ANMRR results for Color Layout. 



number of coefficients ANMRR size (bits) 

6-b3-t3 0.50 64 

6+6+6 0.36 94 



The Color Layout descriptor can be used for fast searching of databases as 
well as filtering in broadcasting applications. Another interesting application 
that has been investigated within the MPEG-7 core experiment process is de- 
scription of video clips, where Color Layout is combined with the Time Series 
structure IIHI.A demonstration of a realtime broadcast video monitoring system 
using the Color Layout descriptor was presented by NEC at the 2nd MPEG-7 
Awareness Event in Singapore in March 2001 (see http://www.mpeg-7.com for 
details). 



3.4 Color Structure 

The Color Structure descriptor is a generalization of the color histogram that 
captures some spatial characteristics of the color distribution in an image. It is 
defined in the HMMD color space using non-uniform color quantization, specific 
to Color Structure P, to between 32-256 colors. 

The descriptor is defined by means of a structuring element, which is a con- 
tiguous set of pixels, typically of rectangular shape. In the process of extracting 
the Color Structure descriptor, this element is moved across the whole image, 
one or more pixels at a time, depending on the image size. At each position, the 
color of each pixel covered by the structuring element is determined. For each 
of these colors, the histogram bin containing its count is incremented by one. 
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The actual descriptor is obtained by normalization and non-linear quantization 
of the final histogram. 

As in the case of Scalable Color, Color Structure has the property of scala- 
bility in the sense that a descriptor with a larger number of bins can be reduced 
to one with a smaller number of bins. Due to the non-linear quantization of the 
color space, this bin unification process, explained in more detail in ^ and |2|, 
is relatively complex. For reasons related to interoperability, this process is also 
applied to obtain the descriptor if the number of colors is smaller than 256. 

Since the structure of the descriptor is the same as for color histogram, the 
same matching functions can be used. The default matching function is the Li 
metric (see Eq. EJ, but as in the case of Scalable Color, any histogram matching 
method can be used. 

Table El shows a comparison of ANMRR results for four bin number settings 
at four different bin quantizations P2|. It is interesting to note that the differ- 
ence in performance between 120 to 184 bins is smaller than the accuracy with 
which the results are presented here, which shows that the 120-bin quantization 
of the color space is sufficient for the subset of colors characteristic of typical 
images. It can be seen that the Color Structure descriptor has very good retrieval 



Table 4. ANMRR results for Color Structure. 



iVcoeffs ANMRR(1 bit) ANMRR(2 bits) ANMRR(8 bits) 



32 


0.81 


0.34 


0.11 


64 


0.76 


0.27 


0.07 


120 


0.73 


0.23 


0.05 


184 


0.71 


0.23 


0.05 



performance. The main application envisaged for it is image/ video retrieval in 
multimedia databases, particularly when high accuracy is required. 

3.5 Group of Ftames/Group of Pictures Golor 

This descriptor is an extension of the Scalable Color to a group of 
frames/pictures. As such it is particularly applicable to video database searching 
and browsing and filtering of broadcast video material, particularly in combina- 
tion with hierarchical clustering of the video frames m- 

The structure of the GoF / GoP Color descriptor is identical to that of Scalable 
Color with the exception of one additional field, aggregation, which specifies how 
the color pixels from the different pictures/frames were combined before the 
extraction of the color histogram. The possible values are average, median and 
intersection m- 

The average is obtained simply as the average of the color histograms for all 
the frames/pictures in the group: 

1 ^ 

GoFP'^™W = -^HfcW, 



( 11 ) 



MPEG-7 Color Descriptors and Their Applications 



19 



where k indexes the frames/pictures and i indexes the histogram bins (the same 
convention is followed in the two following equations) . The gener- 

ally gives retrieval performance for typical video clips m 

The median histogram is obtained by calculating the median value of each 
histogram bin over the frames/pictures and assigning this value to the resulting 
histogram bin: 



= median (Ho H,..., Hat- i[i]). (12) 

The use of the median helps to eliminate the effect of outliers in the frame/picture 
groups. Therefore, GoFP“®'^‘'^" improves retrieval performance in cases of oc- 
clusion, lighting changes, etc. 

The intersection histogram is obtained by calculating the minimum value 
of each histogram bin over the frames/pictures and assigning this value to the 
resulting histogram bin: 

GoFP“*“"®'=*'°"H = minfc (Hfc[;]) . (13) 

The intersection finds the minimum common colors in the frames/pictures and 
can therefore be used in applications that require the detection of a high level 
of correlation in the color. 

4 Conclusions 

We have presented MPEG-7 color descriptors and described their main features 
and performance. We have seen that they cover a large spectrum of applications. 
Nevertheless some issues related to color characterization are still being inves- 
tigated and discussed, and may be incorporated in future versions of MPEG- 
7. Some of them, in particular color “temperature”, i.e. a subjective feeling of 
warmth or cold associated with different color are undergoing tests in core exper- 
iments. Other issues, such as color calibration and the colorimetric color spaces 
and their usefulness in the context of the MPEG-7 Standard are still being dis- 
cussed. 
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Abstract. We present three descriptors of texture feature of a region. Namely, 
the homogeneous texture descriptor (HTD), the edge histogram descriptor 
(EHD), and the perceptual browsing descriptor (PBD). They are currently 
included in the Committee Draft of the MPEG-7 Visual flSO/IEC 15938-3). 
Each descriptor has a unique functionality and application domain. HTD and 
EHD describe statistical distribution of the texture and are useful for image 
retrieval application, while HTD is for homogeneously textured region and 
EHD is for multi-textured natural image or sketch. PBD is a compact descriptor 
suitable for quick browsing application. 



Keywords: texture descriptor, MPEG-7 



1 Introduction 

MPEG-7 establishes a universal M/M description interface and describing content- 
based feature is one of primary objectives. Image texture is one of important visual 
features and applications using texture includes the retrieval, browsing, and indexing. 
Three texture have been recommended in the MPEG-7 Committee Draft (CD) Part3: 
Visual (ISO/IEC 15938-3). We will brief each of them below. 

The homogeneous texture descriptor (HTD) describes a precise statistical 
distribution of the image texture. It’s a vector of 62 integers coming from the Gabor 
filter response of 30 frequency layout channels. It enables to classify images with 
high precision. HTD is to be used for similarity retrieval applications. 

The edge histogram descriptor (EHD) is an 80-bin histogram representing the local 
edge distribution of an image. It is to be used for an image retrieval application where 
the data images are not necessarily homogeneously textured, e.g., natural images, 
sketch, or clip art images etc. Also, it supports a query based on sub image blocks. 

The perceptual browsing descriptor (PBD) is designed for an application where 
features with perceptual meaning are needed to browse the database. It is very 
compact and describes a high level perceptual semantics of an image texture; texture 
regularity, directionality and coarseness. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 21-28, 2001. 
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In the following, we present the definition, semantics, extraction, and test results. 
The readers are advised to read the references to get an in-depth understanding. 



2 Homogeneous Texture Descriptor (HTD) 

2.1 Definition and Semantics 

HTD is composed of 62 numbers. The first two are the mean and the standard 
deviation of the image. The rest are the energy and the energy deviation of the Gabor 
filtered responses of the “channel”, in the subdivision layout of the frequency domain 
in Figure 1. This design is based on the fact that response of the visual cortex is band- 
limited and brain decomposes the spectra into bands in spatial frequency [1, 2,3,4, 5]. 



Channel (C,) 




Fig. 1. Frequency Domain Division Layout 



The center frequencies of the channels in the angular and radial directions are such 
that 0^ = 30° X r 0 < r < 5 , (0^ = CO^ - 2 ‘ 0 < s < 4 , 0)^ = 3/4. The equation for the 
Gabor wavelet filters is the following. 



Gp^^(co,0) = exp 






■exp 



j0-0rf 



( 1 ) 



Note that (7^ and (Tg is the standard deviation in the radial and the angular 
direction, where the neighboring filters meet at the half of the maximum 



2.2 Extraction 

The extraction of the mean and the standard deviation is straightforward. For the rest, 
the Radon transform followed by 1-D Fourier transform is applied. Let F((0, 9) be 
the result. Then the energy and the energy deviation of the t channel is 




Texture Descriptors in MPEG-7 



23 



1 360 



= log[l+ Pi\, di = log[l-F^,.] , where jP,. = ^ , 

®=0+M°+ 



( 2 ) 



1 360 



« IlC-ftl ’ I.r -G,Jco,0)-\o\-F(co,0) 



a=o°+ 

|ft)| is the Jacobian between the Cartesian and the Polar. Then the HTD is written as 
HTD = [f 61 , 62 , d^Q ] (3) 



2.3 Experimental Results 

Let HTD- and HTD j be the HTD of image i and j, then their similarity is, 

d(i,j) = distance {HTD^ , HTD y ) = ^ 

k 

Where w(k) is the weight anda(A:) is the standard deviations of A:'* descriptor values in 
the database. We performed tests on MPEG-7 dataset, which consists of the Brodatz 
images (Tl), ICU images (T2), and their scale and orientation variations [7]. The 
results for Tl and T2 are shown in Table 1. 



Table 1. Average Retrieval Rates (ARR) for the HTD 



Data set 


ARR (Average Retrieval Rate %) 


Tl 


77.32 


T2 


90.67 



w{k)[HTDi (k) - HTD j (fe)] 
a(k) 



(4) 



3 Edge Histogram Descriptor 



3.1 Definition and Semantics 

The edge histogram descriptor (EHD) represents local edge distribution in the image. 
It describes edges in each ‘sub-image’, which is obtained by dividing the image using 
4x4 grid as in Eig. 2. Edges in the sub-image are classified into five types; vertical, 
horizontal, 45-degree, 135-degree, and non-directional. Occurrence of each type 
becomes a histogram bin, producing 80 histogram bins overall. The order of these 
bins is shown in Table 2. 
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Fig. 2. The sub-image and Image-block. 



Table 2. Semantics of local edge bins 





Semantics 


Bins 


Semantics 




Vertical edge at (0,0) 


Bin[5] 


Vertical edge at (0,1) 




Horizontal edge at (0,0) 








45degree edge at (0,0) 








135 degree edge at (0,0) 


Bin[78] 


135 degree edge at (3,3) 




Non-direc. edge at (0,0) 


Bin[79] 


Non-direc. edge at (3,3) 



The histogram bin values are normalized by the total number of the image-blocks. 
The bin values are then non-linearly quantized to keep the size of the histogram as 
small as possible [9]. We assigned 3 bits/bin and 240 bits are needed in total [8]. 



3.2 Edge Extraction 

Since the EHD describes non-directional edge and no-edge cases, an edge extraction 
scheme based on image-block (instead of pixel) is needed, as in Fig. 2. For the block- 
based edge extraction schemes, we refer the reader to methods in [10][1 1][12]. 



3.3 Experimental Results 

For a good performance, we need the global edge distribution for the whole image and 
semi-global, horizontal and vertical edge distributions. The global is obtained by 
accumulating 5 FHD bins for all the sub-images. For the semi-global, four connected 
sub-images are clustered as in Fig. 3 [13]. In total, we have 150 bins (80 local + 5 
global + 65 semi-global). The 11639 MPFG-7 image dataset [7] is used for the test. 
Using an absolute distance measure [12][13], the ANMRR was as low as 0.2962. 
FHD showed good results both in query by example and by sketch, especially for 
natural images with non-uniform textures and clipart images. 
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Fig. 3. Clusters of sub-images for semi-global histograms 





4 Perceptual Browsing Descriptor 

4.1 Definition and Semantics 

The syntax of the Perceptual Browsing Descriptor (PBD) is the following. 

PBD = [v, V, V, V, V, ] (5) 

Vj represents the regularity, P, represent the two directions that best capture the 
directionality, v^, ^represent the two scales that best capture the coarseness. 



4.2 Extraction 



As in [17], the image is decomposed into a set of filtered images, W^(x,y), 
m = 1,...,S n = 1,..., K . The overall extraction process is depicted in Fig. 4. 




PBD[V2V3] PBD[V1 V4 vs] 



Fig. 4. Extraction of Perceptual Browsing Descriptor 



Dominant Direction can be estimated in spatial domain [17] or in frequency 
domain [16], [18]. Due to the aperture effect [18], the spatial domain approach seems 
to be more adequate [14]. We used S directional histograms of the SxK images. 

H(s k)- - x = l,...,5 and k = I,..., K (O.l) 



( 6 ) 
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N(s, k) is the number of pixels in the filtered image at (s, k) larger than a threshold 
t *. Among the direction(s) having peaks in H(s, k) with peak also in the neighboring 
scale, with two peaks of the highest sharpness, are chosen as PBD\y^ ] and PBD{v^ ] . 
The sharpness of a peak is C(s,k) = 0.5 • (2H(s,k) - H(s, k-V)- H(s, k + 1)) [14]. 
For the coarseness, two projections, and are computed as follows. 

P^'"’(l)=jjw^(x,y)S(xocsd^ +ysin0^ ~l)ckfy P^'"\l) = jjw^(x,y)S(xoos0^ +ysmO^^~l)dxdy 



O^oi ’ ^D 02 dominant directions. Let P{1) be the projection corresponding 

to (similar for The Normalized Auto-correlation Function (NAC) is 

computed as in (8). Let p_posi(i), p_magn{i) and v_ posi(j) ,v_magn(j) be the 
positions and magnitudes of the peaks and valleys in NAC(k). And let dis and std be 
the mean and the standard deviation of the distances of successive peaks. The 

projections with std ! dis less than a threshold become candidates. Let m (H) and 
m (V) be the scale index of candidate and with the maximum contrast 
(defined in (8)). Then PBD[v^] = m (H) and PBD[v^] = m (F) . 



NAC(k) = 



^ P(m - k)P(m) 

m=k 

-1 «-l 

'^P^(m-k)'^P^(m) 



contrast = 



1 M ^ V 

— ^ P_ magn(i) “ — ^ v_ magn(i) 
1=1 



( 8 ) 



The regularity is obtained by assigning credits to the candidates. The credits are then 
added and quantized to be an integer between 1 and 4. For more details, see [19]. 



4.3 Experiments 

For each 512x512 image in the Brodatz album [15], 19 256 x 256 images are obtained 

by partitioning and rotating the large image by 30° steps. Figure 5(a) shows dominant 
direction estimation of the T069. Note also that the estimated orientations in Figure 
5(b) match reasonably well with the perceived directionality of the texture. 

Subjective tests are also conducted with 25 texture groups. The ground truth was 
formed by human observation. The comparison result is shown in Table 3 



At each scale 5", the threshold is set to f = jj. + (J , where /i and (J are the mean and the 
standard deviation over the all K filtered images at that scale s. 



1 
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Fig. 5. (a) Detection of the gradual directionality change (b) Detected dominant direction(s) 



Table 3. Subjective Evaluation results 





Texture Pattern 


% of matches | 




TOOl, T003, T020, T021, T022, T032, T036, T046, T047, T052, 


First 


Second 


SI 


T053, T056, T064, T065, T077, T082, T084, T085, T094, T095 


98 


88 


S2 


T050, T051, T083, T106, T115 


100 





The regularity and coarseness are also evaluated using images in Table 4. Five people 
were asked to quantify the regularity and coarseness. For regularity, the two values 
were within +1 deviation for 29 out of 30 images. For the scales, assuming that the 
scales match if the two values are within ±1, they were in agreement for 26/30 (87%). 



Table 4. Images used in subjective evaluation 



# 



TOO 1 ,T002,T006,T007,T009,T0 1 2,T0 1 4,T0 1 8,T020,T02 1 ,T023,T025 ,T026,T037,T039, 
T053,T055,T056,T064,T065,T067,T071,T075,T088,T094,T096,T097,T103,T107, T1 1 1 



5 Summary and Conclusion 

Texture is one of salient features in content-based representation of images. Due to 
variety of the applications, MPEG-7 recommends three texture descriptors. Their 
efficiency and robustness are carefully checked through the CE process by the MPEG 
members. The descriptors are more or less complimentary to each other. It is 
reasonable to speculate that a combination scheme would give richer functionality. 
Future research leads to investigation of this aspect. 
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Abstract. We present an overview of the MPEG-7 motion descriptors viz. mo- 
tion trajectory, camera motion, parametric motion and motion activity. These 
descriptors cover a wide range of functionality and hence enable several appli- 
cations. We present the salient parts of the syntax, the semantics and the associ- 
ated extraction of each of these descriptors. We discuss the possible applications 
for these descriptors and associated complexity trade-offs. We then describe a 
case study of a low complexity video browsing and indexing system that capi- 
talizes on the simple extraction, compactness and effectiveness of the motion 
activity descriptor. This system relies on feature extraction in the compressed 
domain, which makes dynamic feature extraction possible. It combines the 
MPEG-7 motion activity descriptor and a simple color histogram to achieve 
both video summarization (top-down traversal) and indexing (bottom-up tra- 
versal) and thus enables a user-friendly video-browsing interface. 



Keywords: MPEG-7, motion-based video indexing and summarization, motion 
activity 



1 Introduction 

The motion features of a video sequence constitute an integral part of its spatio- 
temporal characteristics, and are thus indispensable for video indexing. Past work on 
video indexing using motion characteristics has largely relied on camera motion esti- 
mation techniques, trajectory-matching techniques and aggregated motion vector his- 
togram based techniques [5-13,15,17,26,27,28]. 

Expressing the motion field, coarse or fine, of a typical video sequence requires a 
huge volume of information. Hence, the principal objective of motion-based indexing 
is concisely and effectively encapsulating essential characteristics of the motion field. 
Such indexing techniques span a wide range of computational complexity, since the 
motion fields can be sparse or dense, and the processing of the motion fields ranges 
from simple to complex. Motion feature extraction in the MPEG- 1/2 compressed 
domain has been popular because of the ease of extraction of the motion vectors from 
the compressed bitstream. However, since compressed domain motion vectors consti 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 29-40, 2001. 
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tute a sparse motion field, they cannot be used for computing descriptors that require 
dense motion fields. 

Motion-based indexing is useful by itself since it enables motion-based queries, 
which is useful in domains such as sports and surveillance in which motion is the 
dominant feature. For example, the motion activity descriptor can help detect exciting 
moments from a soccer game, or the motion trajectory descriptor can help distinguish 
a lob from a volley in a tennis game. Motion-based indexing has also been shown to 
significantly improve the performance of similarity based video retrieval systems [15], 
when combined with other fundamental features such as color, texture and shape. 
Motion descriptions can also be the basis for complementary functionalities, such as 
video hyperlinking based on trajectories [18,20], refined browsing based on motion 
[32], or refinement of table of content [19,20]. 

The rest of the paper is organized as follows. Section 2 provides an overview of the 
MPEG-7 motion descriptors. Section 3 discusses possible applications for these de- 
scriptors and related practical issues. Section 4 presents a video browsing system 
based on the motion activity feature. Section 5 concludes the paper and presents possi- 
bilities for future work. 



2 Overview of MPEG-7 Motion Descriptors 



The MPEG-7 motion descriptors cover the range of complexity and functionality 
mentioned in the introduction, enabling MPEG-7 to support a broad range of applica- 
tions. The common guiding principle is to maintain simple extraction, simple match- 
ing, concise expression and effective characterization of motion characteristics. 

They are organized as illustrated in fig 1 . 



Video Segment 







^^Mosaic 


Camera Motion 




1 

Warping Parameters 




Motion 


Activity 





Moving Region 



Trajectory 



Parametric Motion 



Fig. 1. MPEG-7 motion descriptions 



2.1 Camera Motion Descriptor 

2.1.1 Salient Syntax and Semantics 

This descriptor characterizes 3-D camera motion parameters. It is based on 3-D cam- 
era motion parameter information, which can be automatically extracted or generated 
by capture devices. The camera motion descriptor supports the following well-known 
basic camera operations: fixed, panning (horizontal rotation), tracking (horizontal 





An Overview of MPEG-7 Motion Descriptors and Their Applications 



31 



transverse movement, also called traveling in the film industry), tilting (vertical rota- 
tion), booming (vertical transverse movement), zooming (change of the focal length), 
dollying (translation along the optical axis), and rolling (rotation around the optical 
axis). 



2.1.2 Highlights of Extraction 

Note that this descriptor can be instantiated by the capture device during capture. If 
that is not possible, the extraction relies on getting the camera motion parameters from 
the motion field. The camera motion parameters consist of three camera translation 
parameters T,^, T^, T^, three camera rotation parameters R^, R^, R^, and one camera 
zoom parameter The camera motion according to these 7 parameters induces an 
image motion described as follows: 



Equation 1: 

/, 









R, +y-R, -t/.tan“‘ 






v / J 



1 +^ 



R, 



j 



Equation 2: 



f 



R,-x-R^+ 






/, 



2 ^ 
f 



R„ 



j 



These equations are obtained by using perspective transformation of a physical 
point P(X,Y,Z) on a rigid object in 3-D to a point p(x,y) in the retinal plane, u,, and u^, 
are the x and y components of the image velocity at a given image position (x,y), Z is 
3-D depth and/is the camera focal length. 




Fig. 2. Perspective projection and camera motion parameters 
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2.2 Motion Trajectory 

Motion trajectory is a high-level feature associated with a moving region, defined as a 
spatio-temporal localization of one of its representative points (e.g. the centroid). 

2.2.1 Salient Syntax and Semantics 




Fig. 3. Motion trajectory 



The trajectory model is a first or second order piecewise approximation along time, 
for each spatial dimension. The core of the description is a set of keypoints, repre- 
senting the successive spatio-temporal positions of the described object (positions of 
one representative point of the object, such as its center of mass). They are defined by 
their coordinates in space (2D or 3D) and time. Additionally, interpolating parameters 
can be added to specify non-linear interpolations between keypoints. 

2.2.2 Highlights of Extraction 

The extraction in this case relies on the availability of segmented spatio-temporal 
regions in the content. This would be either through the alpha channel of MPEG-4 or 
by carrying out a segmentation prior to computing the trajectory to mark the regions. 
Once the regions are segmented, the motion trajectory is defined as the locus of the 
center of mass of the region. Note that if the segmentation is already done, the de- 
scriptor is quite easy to extract. 

2.3 Parametric Motion 

This descriptor addresses the motion of objects in video sequences, as well as global 
motion. If it is associated with a region, it can be used to specify the relationship be- 
tween two or more feature point motion trajectories according to the underlying mo- 
tion model. The descriptor characterizes the evolution of arbitrarily shaped regions 
over time in terms of a 2-D geometric transform. 

The parametric model the descriptor expresses are: 

Translational model: v^(x, y) = ai_ Vy(x, y) = a 2 

Rotation/scaling model: Vx(x, y) = ai -H a 3 X + 

Vy(x, y) = az - a 4 X -i- ayy 
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Affine model; Vx(x, y) = ai -i- a3X + a4y, Vy(x, y) = a2 H- asx + aey 

Planar perspective model: Vx(x, y) = (ai -i- 33 x -1-34 y) / (1 H- 37 x -nag y) 

Vy(x, y) = (32 -I- as X -1-36 y) / (1 H- 37 X -tag y) 

Parabolic model; Vx(x, y) = ai -1- 33 x -1- 34 y H- 37 xy -H ag x^ -H aio y^ 

Vy(x, y) = 32 -H as x -I- ae y H- ag xy -I- ail x^ H- ai 2 y^ 

where Vx(x, y) and Vx(x, y) represent the x and y displacement components of the pixel 
at coordinates (x, y). The descriptor should be associated with a spatio-temporal re- 
gion. Therefore, along with the motion parameters, spatial and temporal information is 
provided. 

2.3.1 Highlights of Extraction 

This descriptor relies on computationally intense operations on the motion field to fit 
the various models. It is the most computationally complex of the MPEG -7 motion 
descriptors. 

2.4 Motion Activity 

A human watching a video or animation sequence perceives it as being a slow se- 
quence, fast paced sequence, action sequence etc. The activity descriptor [ 3 ] captures 
this intuitive notion of ‘intensity of action’ or ‘pace of action’ in a video segment. 
Examples of high ‘activity’ include scenes such as ‘goal scoring in a soccer match’, 
‘scoring in a basketball game’, ‘a high speed car chase’ etc. On the other hand scenes 
such as ‘news reader shot’, ‘an interview scene’, ‘a still shot’ etc. are perceived as low 
action shots. Video content in general spans the gamut from high to low activity. This 
descriptor enables us to accurately express the activity of a given video sequence/shot 
and comprehensively covers the aforementioned gamut. It can be used in diverse ap- 
plications such as content re-purposing, surveillance, fast browsing, video abstracting, 
video editing, content based querying etc. 

To more efficiently enable the applications mentioned above, we need additional 
attributes of motion activity. Thus our motion activity descriptor includes the follow- 
ing attributes. 

2.4.1 Salient Semantics and Syntax Intensity 

This attribute is expressed as a 3 -bit integer lying in the range [ 1 , 5 ]. The value of 1 
specifies the lowest intensity, whereas the value of 5 specifies the highest intensity. 
Intensity is defined as the variance of motion vector magnitudes, first appropriately 
normalized by the frame resolution and then appropriately quantized as per frame 
resolution (see [ 3 ]). In other words, the thresholds for the 3 -bit quantizer are normal- 
ized with respect with respect to the frame resolution and rate. 

DominantDirection 

This attribute expresses the dominant direction and can be expressed as an angle be- 
tween 0 and 360 degrees 
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Spatial Distribution Parameters: Nsr, Nmr, Mr 

Short, medium and long runs of zeros are elements of the motion activity descriptor 
that provide information about the number and size of active objects in the scene. 
Their values are extracted from the thresholded motion vector magnitude matrix, 
which has elements for each block indexed by (i,j). Each run is obtained by recording 
the length of zero runs in a raster scan order over this matrix. The thresholded motion 
vector magnitude matrix is given by: 

For each object or frame the “thresholded activity matrix” is defined as: 



C thresh/- -\ 

mvihj) = 



1 0, otherwise 



avg 

mv 



where the motion vector matrix and average motion vector magnitude for an MxN 
macro-block frame are defined as: 

- {/?(;, j)] where R{i, j) = --Jxfj + yfj for inter blocks and R(i, j) = 0 for intra 

blocks 



C^avg 

^mv 



1 



M-lN-l 



MN 






1=0 1=0 

From the thresholded motion vector magnitude matrix, the zero run-lengths are classi- 
fied into three categories, short, medium and long, which are normalized with respect 
to the frame width (see [3] for details). 



SpatialLocalizationParameter(s) 

A 3-bit integer expressing the quantized percentage duration of activities of each loca- 
tion (i.e. division block). 



TemporalParameters 

This is a histogram consisting of 5 bins. The histogram expresses the relative duration 
of different levels of activity in the sequence. Each value is the percentage of each 
quantized intensity level segments duration compared to the whole sequence duration. 



2.4.2 Highlights of Extraction 

It is evident from the semantics that the motion activity descriptor relies on simple 
operations on the motion vector magnitudes. Most often these are MPEG- 1/2/4 motion 
vectors. It lends itself therefore to compressed domain extraction and is also easy to 
compute since it does not rely on any pre-processing step such as segmentation. The 
intention of the descriptor is to capture the gross motion characteristics of the video 
segment. It is the least computationally complex of the MPEG-7 motion descriptors. 
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3 Applications of Motion Descriptors 

Possible applications of MPEG-7 motion descriptors are: 

1. Content-based querying and retrieval from video databases - Since all the 
descriptors are compact, they would lend themselves well to this application. 

2. Video Browsing - The motion activity descriptor can help find the most active 
parts of a soccer game for example. The camera motion descriptor would also be 
helpful, as would the motion trajectory descriptor. 

3. Surveillance - The basic aim in this case would be event detection in stored or 
live video. The motion activity descriptor is the easiest to apply, but the other de- 
scriptors could also be used to detect specific actions. 

4. Video Summarization - In [30] we have shown that the intensity of motion ac- 
tivity of a video sequence is in fact a direct indication of its summarizability. In 
the next section, we describe an application that uses the summarizability notion 
to dynamically generate video summaries. 

5. Video Re-Purposing - The motion descriptors can be used to control the presen- 
tation format of content e.g. by dropping more frames when the motion activity 
intensity is low and fewer when it is high, or by slowing down the replay frame 
rate when the camera motion is a fast pan etc. 

While there are perhaps other possible applications for the MPEG-7 motion de- 
scriptors, some issues emerge from considering the above applications: 

a. Extraction Complexity - Low extraction complexity, i.e., fast generation of 
content description, is obviously desirable for all applications, but for applica- 
tions such as consumer video browsing, it is essential. To this end, descriptors 
that lend themselves to computation with motion vectors extracted from 
MPEG- 1/2/4 or other compressed video are the most desirable. The parametric 
motion descriptor and the motion trajectory descriptor require a dense motion 
field for accurate computation. The camera motion and motion activity de- 
scriptors can be successfully extracted from compressed domain motion vec- 
tors. Thus they are the most suitable for video browsing applications. The 
wider scope of the motion activity descriptor makes it our first choice for in- 
corporation into a video browsing system. 

b. Inferring Higher level features from low-level features - All four described de- 
scriptors are low-level descriptors. However, in the right context, they can pro- 
vide hints to higher level features. Eor instance, the most interesting moments 
in a soccer game are often marked by high motion activity and camera motion. 
In a specific domain, a certain trajectory would immediately identify an event 
e.g. in a game of tennis. Therefore, all four descriptors are highly applicable to 
systems that use lower-level features to infer higher level features. Such sys- 
tems typically have less stringent requirements on computational complexity 
since they are seldom real-time. Note that for a short video program, the mo- 
tion activity and the camera motion descriptors already provide a simple way 
to infer higher-level features like interesting play etc. However, such infer- 
ences are still broad. In all likelihood, a domain- specific knowledge-based in- 
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ference superstructure would be required to detect semantic events using the 
MPEG-7 motion descriptors. 

c. Content-Based Lower Level Operations - The MPEG-7 motion descriptors 
would be extremely useful in providing hints for lower level operations such as 
transcoding from one bitrate to another, content enhancement, content presen- 
tation etc 

4 A Video Browsing System Based on Motion Activity 

As mentioned earlier, the compactness and ease of extraction of the motion activity 
descriptor make it the best candidate for a video browsing system. In our application, 
we use the intensity and the spatial distribution attributes of the motion activity de- 
scriptor. In Eigure 4, we illustrate finding the most active shots in a video program 




Fig 4. Video browsing - Extracting the 10 most “active” video segments in a news program 




438 

Query Segment from 
Spanish News Program 







Querying with combination of spatial and intensity of motion activity attributes 



Fig 5. Illustration of video browsing with and without descriptors of spatial distribution of 
motion activity 

using the intensity of motion activity. Note that the results are a mixture of sports and 
other shots. In Figure 5, we illustrate the use of the spatial distribution attribute of the 
motion activity distributor. As can be seen, the spatial distribution goes beyond the 





An Overview of MPEG-7 Motion Descriptors and Their Applications 



37 



intensity of motion activity and helps match similar activities such as in this case, 
talking. In Figure 6, we again illustrate the use of the spatial attribute in matching 
shots with similar activities within a news video program in the first row, since the 
query and the retrieval shots are all “head and shoulders” shots. In the next two rows, 
we show that we can use the motion activity descriptor as a first line of attack to prune 
the search space, before using a bulky (64 bin) color histogram to get the final matches 
in the subsequent stage. Note that the results are similar are to those got by using color 
alone in row 2. Note that the color histogram is also extracted in the compressed do- 
main. 

Motion Activity Descriptor Alone (4-element feature vectori 

21390 





2644 393 6694 6784 26678 

Fig 6. Video indexing using motion activity combined with color 




Fig 7. Illustration of adaptive sub-sampling approach to video summarization. The top row 
shows a uniform sub-sampling of the surveillance video, while the bottom row shows an 
adaptive sub-sampling of the surveillance video. Note that the adaptive approach captures 
the interesting events while the uniform sub-sampling mostly captures the highway when it 
is empty. The measure of motion activity is the average motion vector magnitude in this case 
which is similar to the MPEG-7 intensity of motion activity descriptor in performance. 
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3 Content Based Video Biowsing - Mitsubishi Electric ATL - Hiciosoll Internet Explorer mmn\ 



RIe Edit View Go Favorites Help 




Fig 8. WWW-based interface for dynamic video summarization 
(^Ug^^63J7j49d33/_DemoAgglethtm^ or 

Figures 4, 5 and 6 illustrate the video indexing capabilities of the motion activity de- 
scriptor. We have recently shown that the intensity of motion activity is an indication 
of the summarizability of the video sequence[30]. This gives rise to a sampling ap- 
proach to video summarization in which video sequences are sub- sampled heavily if 
the activity is low and not so heavily if the activity is high [4,33]. We can thus vary the 
length of the summary of a shot by varying the sub-sampling rate. We illustrate this 
approach in Figure 7. 

We illustrate our system in Figure 8. We uniformly sample the video program roughly 
every 1.5 seconds and extract features in the MPEG-1 compressed domain for each of 
those 1.5 second shots, as well as thumbnails. We do so to circumvent shot detection 
and to maintain one-pass feature extraction. We extract the four-element motion fea- 
ture vector as mentioned earlier, as well as a color histogram taken from the dc values 
of the first intra-coded frame of the shot. The interface displays all the thumbnails, and 
each video shot can be played by clicking on the corresponding thumbnail. A query 
can be launched by right clicking on the desired query thumbnail and choosing the 
desired combination of features. So far we have described the indexing or bottom-up 
traversal capabilities of the system. 

In addition to the above, our system provides a dynamic summarization framework 
that relies on the intensity of motion activity. As can be seen from figure 8, the user 
can specify any portion of the video program by entering the starting and stopping 
times, and immediately receive a summary of the video sequence. The summary is 
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displayed in the form of an array of key frames, but can also be played as a concate- 
nated video sequence. In this manner, the user can traverse the content top-down, until 
he gets the desired portion. The thumbnails received as a result of the summarization , 
also lend themselves to the indexing described earlier. Thus our system provides the 
user with extremely flexible traversal of the content using top-down (video summari- 
zation) or bottom-up (video indexing) traversal. 

Note that our system is Web-based, and can thus serve clients of varying capabili- 
ties and bandwidths. We have already demonstrated this system to the Japanese press 
and to the MPEG-7 Awareness event in Singapore in 2001. 



5 Conclusion 

We presented an overview of the MPEG-7 motion descriptors and discussed their 
applications. We then motivated and presented a video browsing system based on 
motion activity. Our system is easy to use and computationally simple. In future work, 
we plan to incorporate the camera motion descriptor into the video-browsing frame- 
work, as well as refine the existing summarization by adding audio features. 
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Abstract. In this paper, we present the tools specified hy the MDS part of the 
MPEG-7 standard for describing multimedia data such as images and video. In 
particular, we focus on the description tools that represent the structure and se- 
mantics of multimedia data to whose development we have actively contributed. 
We also describe some of our research prototype systems dealing with the ex- 
traction and application of MPEG-7 structural and semantic descriptions. These 
systems are AMOS, a video object segmentation and retrieval system, and 
IMKA, an intelligent multimedia knowledge application using the 
MediaNet knowledge representation framework. 



Keywords: MPEG-7, multimedia content descriptor, retrieval system 



1 Introduction 

In recent years, there has been an important increase of available multimedia data in 
both the scientific and consumer domains and facilities to access the multimedia data. 
However, the extraction of useful information from the multimedia data and the appli- 
cation of this information in practical systems such as multimedia search engines are 
still open problems. The most important barrier has been the lack of a comprehensive, 
simple, and flexible representation of multimedia data that enables flexible, scalable, 
and efficient multimedia applications. 

MPEG-7 aims at standardizing tools for describing multimedia data to tear this bar- 
rier. The MPEG-7 framework consists of Descriptors (Ds), Description Schemes 
(DSs), a Description Definition Language (DDL), and coding schemes. Descriptors 
represent features or attributes of multimedia data such as color, texture, textual an- 
notations, and media format. Description schemes specify more complex structures 
and semantics grouping descriptors and other description schemes such as segments 
of, and objects depicted in, multimedia data. The description definition language al- 
lows defining and extending descriptors and description schemes. Einally, coding 
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schemes to compress descriptions and tools are needed to satisfy the storage and 
transmission requirements. MPEG-7 is currently in Final Committee Draft and sched- 
uled to become an international standard in October 2001. 

The specification of the MPEG-7 standard is divided into several parts, which cor- 
respond to the different MPEG groups working on it [5] [8]. The parts of the MPEG-7 
standard are systems - transmission and encoding of MPEG-7 descriptions and tools -, 
DDL - description definition language based on XML-Schema -, video - Ds and DSs 
for video data -, audio - Ds and DSs for audio data -, Multimedia Description Scheme 
(MDS) - generic Ds and DSs for any media-, reference software - reference imple- 
mentation of the standard -, and conformance - guidelines and procedures for testing 
conformance to MPEG-7. 

This paper presents the MPEG-7 MDS tools [4], which are organized on the basis 
of their functionality into basic elements, content description, content management, 
content organization, navigation and access, and user interaction. We have actively 
contributed to the development of the MDS tools, especially to the content description 
tools on which we focus on this paper. Content description tools describe the perceiv- 
able content of multimedia data including its structure and semantics. 

The creation and application of MPEG-7 descriptions are outside the scope of the 
MPEG-7 standard. However, MPEG-7 is becoming a significant driver of new re- 
search for multimedia analysis, storage, searching, and filtering [6], among others. In 
this paper, we also present two of our research prototypes systems, AMOS and IMKA, 
which demonstrate the extraction and application of MPEG-7 structure and semantic 
descriptions, respectively. AMOS is a video object segmentation and retrieval system 
[7]. IMKA is an intelligent multimedia knowledge application using the MediaNet 
knowledge representation framework [2] [3]. 

This paper is organized as follows. In section 2, we provide an overview of the 
MPEG-7 MDS tools. We describe the content description tools in detail providing 
examples in section 3. Section 4 presents the research prototype systems AMOS and 
IMKA. Finally, we conclude with a summary in section 5. 



2 Overview of MPEG-7 MDS Tools 

The MPEG-7 MDS tools [4] are organized on the basis of their functionality into basic 
elements, content description, content management, content organization, navigation 
and access, and user interaction, as shown in Figure 1. We shall provide an overview 
of the MPEG-7 MDS tools in this section. 

The basic elements are the schema tools, basic datatypes, media localization tools, 
and basic tools repeatedly used to define other MPEG-7 MDS tools. The schema tools 
define the root and top-level elements for MPEG-7 descriptions, and the base types 
and packaging of MPEG-7 tools. The root element is the starting element of complete 
or partial MPEG-7 descriptions to allow both the complete and incremental transmis- 
sion of MPEG-7 descriptions. MPEG-7 descriptions can be associated metadata such 
as such as version, creator, and rights. Top-level elements are the elements that imme- 
diately follow the root element in a description such as multimedia content entity (e.g.. 
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image, video, and multimedia collection.), abstraction (e.g., world, model, and sum- 
mary), and management (e.g., user and creation) elements. The base types are the 
tools from which the MPEG-7 tools (e.g., Ds and DSs) are derived. Finally, package 
tools describe the packaging of MPEG-7 tools into hierarchical folders. 
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Fig. 1: Organization of the MPEG-7 MDS tools. 



Basic datatypes represent constrained integer and real values, vectors and matrices, 
country and region codes, references, unique identifiers, time points and duration, etc. 
Media localization tools represent links to multimedia data using media URIs, inline 
media, and spatio-temporal locators. Some basic tools are text annotation tools, classi- 
fication schemes and controlled term tools. Text annotation tools represent unstruc- 
tured and structured textual annotations. Textual annotations can be structured by 
questions such as who, where, and when, by keywords, or by syntactic dependency 
relations. Classification scheme and controlled term tools describe hierarchical classi- 
fications of textual and graphical terms in subject-like areas, relations among the 
terms, and references to terms in classification schemes. Other basic tools describe 
persons, group of persons, organizations, geographical locations either real or fic- 
tional, relations and graph structures, criteria for ordering descriptions, audience’s 
affective response to multimedia data, and the pronunciation of a set of words. 

The content management tools relate to the media, creation and usage of the multi- 
media data. This information is not usually perceived in the media. Media tools de- 
scribe media information of the multimedia data as a unique identifier and a set of 
media profiles. A media profile describes a coded version of the multimedia data in 
terms of format, quality, and transcoding hints, among others. Creation tools describe 
the creation and production of the multimedia data including the creation process (e.g., 
title, abstract, creator, creation place, time, and tools), the classification (e.g., target 
audience, genre, and rating), and related material (e.g., trailers and web pages for 
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movies). Usage tools describe the usage process of the multimedia data including the 
rights, the publication (e.g., emission and edition), audience, and financial results. 

The content description tools describe the perceivable content of multimedia data in 
terms of the structure and semantics of multimedia data. Structure description tools 
represent the structure of multimedia data in space, time, and media source by de- 
scribing segments of multimedia data such as still regions, video segments, and audio 
segments, and attributes, hierarchical decompositions, and relations of segments. Cor- 
respondingly, the structure description tools are segment entity, attribute, decomposi- 
tion, and relation tools. Similarly, semantic description tools represent the narrative 
world depicted, or related to multimedia data by describing semantic entities in the 
narrative world such as objects, agent objects, events, concepts, semantic states, se- 
mantic places, and semantic times, and attributes and relations of semantic entities. 
Correspondingly, the semantic description tools are semantic entity, attribute, and 
relation tools. 

The content organization tools address the collection, modeling, and classification 
of multimedia data. Collection tools describe unordered sets of multimedia data, seg- 
ments, semantic entities, descriptors, or mixed sets of the above. These tools can also 
describe relations among collections. There are three types of model tools: probability, 
analytical, and cluster model tools. Probability model tools associate statistics or prob- 
abilities to collections; analytical model tools associate labels or semantics to collec- 
tion; finally, the cluster model tools can associate not only statistics or probabilities 
but also labels or semantics to collections. Finally, classification model tools describe 
known collections in order to classify unknown ones. 

The navigation and access tools describe summaries, partitions and decomposi- 
tions, and variations of multimedia data. Hierarchical and sequential summary tools 
describe hierarchical or sequential summaries of multimedia data. Hierarchy summa- 
ries are composed of highlight segments of the multimedia data that are organized in 
hierarchies. Sequential summaries are composed of images and audio clips that can be 
synchronized and presented to the user at different speeds. Partitions and decomposi- 
tion tools describe decomposition of images, video, or audio-visual data in space 
and/or frequency partitions. Variation tools describe relations between different varia- 
tions of multimedia data (e.g., summary, revision, and modality conversion). 

Finally, the user interaction tools describe user preferences and history in the con- 
sumption of multimedia data. User preference tools describe preferences of users 
pertaining to the filtering, search, and browsing of multimedia data (e.g., creation and 
classification preferences). The user history tools describe history of users in con- 
suming the multimedia data as set of user actions (e.g., record, pause, and play) with 
associated temporal information. 



3 Content Description Tools 

We have actively contributed to the development of the MDS descriptors and descrip- 
tion schemes, in particular, to the content description tools, which are described in 
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more detail in this section. As mentioned in the previous section, content description 
tools describe the structure and semantics of multimedia data. Figure 2 shows the 
structure and semantic descriptions of an image; the corresponding XML description 
is provided in the Appendix. 



3.1 Structure Description Tools 

The structure description tools represent the structure of multimedia data in space, 
time, and media source by describing general and application-specific segments of 
multimedia data together with their attributes, hierarchical decompositions, and rela- 
tions. 

The most basic visual segment is the still region, which is a group of pixels In a 2D 
image or a video frame. Figure 2 shows three examples of still regions corresponding 
to the full image and the two regions depicting the persons in the image (SRI, SR2, 
and SR3). Other strictly visual segments are the video segment, defined as a group of 
pixels in a video, and the moving region, defined as a set of pixels In a group of frames 
in a video. The audio segment is defined as a group of samples in an audio sequence. 
Both audio-visual segment and the audio-visual region contain audio and visual data 
in an audio-visual sequence corresponding to a group of frames and audio samples 
synchronized in time, and an arbitrary group of pixels and audio samples, accordingly. 




Still region SR3: 
Textual annotation 
Color structure 
Contour shape 



Directional spatial 
segment relation: 
left 



Event EVl: 
Label 

Semantic time 
Semantic place 



Concept Cl: 
Label 
Property 
Property 



Concept -semantic 
base relation: 

hasPropertyOf 



Object-event 


Comradeship 


relation: 




hasAgentOf 


/O Shake hands [J\ 





Object-event 

relation: 

hasAccompanierOf 



'^Alex 



Ana * 




Segment-semantic base 
relation: 

hasMediaPerceptionOf 



Agent object 
AOl: 

Label 

Person 



Agent object 
A02: 

Label 

Person 



Fig. 2: Structure description (left) and semantic description (right) of an image. 



The application-specific segments are mosaics (a panoramic view of a video seg- 
ment), 3D still regions (3D spatial region of a 3D image), image and video texts (still 
region and moving region that correspond to text, respectively), ink segments (tempo- 
ral segment of electronic ink data), multimedia segments (composite of segments 
forming a multimedia presentation such as an MPEG-4 presentation or a web page), 
and edited video segments (video segments resulting from editing work). 
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Visual and audio features, and media, creation and usage information of the multi- 
media data represented by segments can be described using the visual and audio Ds 
and DSs, and the media, creation and usage tools, respectively. Segment attribute 
description tools describe other attributes of segments related to spatio-temporal, me- 
dia, and graph masks; importance for matching and point of view; creation and media 
of ink segments; and hand writing recognition (e.g., lexicon and results). 

The segment decomposition tools describe the decomposition of segments in hierar- 
chies of segments to form, for example, tables of contents of multimedia data. MPEG- 
7 has defined four types of segment decompositions: spatial, temporal, spatio- 
temporal, and media source decompositions. An image can be decomposed spatially 
into a set of still regions corresponding to objects in the image, which, at the same 
time, can be decomposed into other still regions. Figure 2 exemplifies the spatial de- 
composition of a still region into two still regions. Similar decompositions can be 
generated in time and/or space for video and other multimedia data. A media source 
decomposition divides segments into its media constituents such as audio and video 
tracks. The sub-segments resulting from a decomposition may overlap in time, space, 
and/or media; furthermore, their union may not cover the full time, space, and media 
extents of the parent segment, thus leaving gaps. The spatial decomposition shown in 
Figure 2 has gaps but no overlaps. 

The segment relation description tools describe general relations among segments. 
Figure 2 shows an example of the spatial relation left between two still regions (SR2 
and SR3). Current normative segment relations in MPEG-7 are directional and topo- 
logical spatial relations (e.g., “left” and “north”, and “touches” and “inside”, respec- 
tively), binary and n-ary temporal relations (e.g., “before” and “during”, and “sequen- 
tial” and “parallel”, respectively), n-ary spatio-temporal relations (“union” and “inter- 
section”), and other binary relations (e.g., “keyFor” -a segment that is key for another- 
and “annotates” -e.g., a segment that describes another-). 



3.2 Semantic Description Tools 

The semantic description tools represent narrative worlds depicted by or related to 
multimedia data by describing semantic entities in the narrative world such as objects, 
agent objects, events, concepts, semantic states, semantic places, and semantic times, 
together with their attributes and relations. 

A narrative world refers to the reality in which the description makes sense, which 
may be the world depicted in the multimedia data (e.g., earth world and Roman my- 
thology world). Objects and events are perceivable entities that exist or take place in 
time and space in the narrative world, respectively. Agent objects are objects that are 
persons, group of persons, or organizations. As example, the semantic description in 
Figure 2 shows an event and two agent objects corresponding to "Shake hands" (EVl), 
and the two persons "Alex" and "Ana" (AOl and A02). Concepts are entities that 
cannot be perceived in the narrative world or described as the generalization of per- 
ceivable semantic entities. "Comradeship" (Cl) in Figure 2 is a concept. Semantic 
states are parametric attributes of semantic entities and semantic relations at a specific 
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point in time and space (e.g., weight and height of person). Finally, semantic places 
and times are locations and times in the narrative world, respectively. The event 
"Shake hands" have associated a semantic place and a semantic time. 

Semantics entities can be described in terms of labels, a textual definition, proper- 
ties, and features of the segments where they appear. Semantic attribute description 
tools describe other attributes of semantic entities related to abstraction levels and 
semantic measurements in time and space. Abstraction refers to the process of taking a 
concrete semantic description of multimedia data (e.g., "Alex is shaking hands with 
Ana" in the image shown in Figure 2) and generalizing it to a set of multimedia data 
(media abstraction, e.g., "Alex is shaking hands with Ana" in any picture) or a set of 
concrete semantic descriptions (formal abstraction, e.g., "Any man is shaking hands 
with any woman"). 

The semantic relation description tools describe general relations among semantic 
entities and other entities. Current normative semantic relations in MPEG-7 are rela- 
tions among semantic entities (e.g., “generalizationOf’-a semantic entity has a more 
general meaning than another, “hasAgentOf ’-object that initiates the action of an 
event-, “hasAccompanierOf ’-object that is a join agent in an event-, and “hasProp- 
ertyOf ’-concept that represents properties of a semantic entity-), relations among 
semantic entities and semantic relations (“membershipFunctionFor”-semantic state 
that parameterizes the degree of a semantic relation-), relations among semantic enti- 
ties and segment (e.g., “hasMediaPerceptionOf ’-segment that depicts a semantic en- 
tity- and “hasMediaSymbolOf ’-segment that symbolizes a semantic entity-), and rela- 
tions among semantic entities and models (e.g., “exemplifiedBy”-model that exempli- 
fies a semantic entity- and “hasQualityOf ’-analytical model that qualifies attributes of 
a semantic entity). Figure 2 includes examples of some semantic relations. 



4 Research Prototype Systems 

The creation and application of MPEG-7 descriptions are outside the scope of the 
MPEG-7 standard. Flowever, MPEG-7 is becoming a significant driver of new re- 
search for multimedia analysis, storage, searching, and filtering, [6], among others. In 
this section, we present two of our research prototypes systems, AMOS and IMKA, 
which demonstrate the generation and application of MPEG-7 structure and semantic 
descriptions, respectively, in a retrieval application. 



4.1 AMOS: Video Object Segmentation and Search System 

AMOS is a video object segmentation and retrieval system [7]. In this framework, a 
video object (e.g. person, car) is modeled and tracked as a set of regions with corre- 
sponding visual features and spatio-temporal relations (see Figure 3. a). The region- 
based model also provides an effective base for similarity retrieval of video objects. 

AMOS effectively combines user input and automatic region segmentation for de- 
fining and tracking video objects at a semantic level. First, the user roughly outlines 
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the contour of an object at the starting frame, which is used to create a video object 
with underlying homogeneous regions. This process is based on a region segmentation 
method that involves color and edge features and a region aggregation method that 
classifies regions into foreground and background. Then, the object and the homoge- 
neous regions are tracked through successive frames. This process uses affine motion 
models to project regions from frame to frame and a color-based region growing to 
determine the final projected regions. Users can stop the segmentation at any time to 
correct the contour of video objects. Extensive experimental results have demonstrated 
excellent results. Most tracking errors are caused by uncovered regions and can be 
corrected with a few user inputs. 




(left), query canvas (top right), and feature weights (bottom right). 

AMOS also extracts salient regions within video objects that users can interactively 
create and manipulate. Visual features and spatio-temporal relations are computed for 
video objects and salient regions and stored in a database for similarity matching. The 
features include motion trajectory, dominant color, texture, shape, and time descrip- 
tors. Currently three types of relations among the regions of a video object are sup- 
ported: orientation spatial (angle between two regions), topological spatial (contains, 
does not contain, or inside), and directional temporal (start before, at the same time, or 
after). Users can enter textual annotations for the objects. 

AMOS accepts queries in the form of sketches or examples and returns similar 
video objects based on different features and relations. Figure 3.b shows the query 
interface of AMOS. The query process of finding candidate video objects for a query 
uses a filtering together with a joining scheme. The first step is to find a list candidate 
regions from the database for each query region based on the visual features. Then, the 
region lists are joined to obtain candidate objects and their total distance to the query 
is computed by matching the spatio-temporal relations. 

The mapping of the video object representation of AMOS to MPEG-7 Ds and DSs 
in straightforward. In fact, the AMOS system has been used to generate descriptions to 
evaluate parts of MPEG-7 [1]. A video can be described as a video segment that is 
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spatio-temporally decomposed into moving regions corresponding to the segmented 
video objects. In the same way, these moving regions can be decomposed into other 
moving regions corresponding to the salient regions of the objects. The visual features, 
textual annotations, and spatio-temporal relations can be described using the norma- 
tive visual, textual annotation, and segment relation tools. 



4.2 IMKA: Intelligent Multimedia Knowledge Application 

IMKA, is an intelligent multimedia knowledge application using the MediaNet knowl- 
edge representation framework [2] [3]. MediaNet uses multimedia information for 
representing semantic and perceptual information about the world. MediaNet knowl- 
edge bases can be built from partially annotated collections of multimedia data and 
used to enhance the retrieval of multimedia data. 

MediaNet represents the world using concepts and relationships between the con- 
cepts that are defined and exemplified by multimedia information such as text, images, 
video sequences, and audio-visual descriptors. In MediaNet, concepts can represent 
either semantically meaningful objects or perceptual patterns in the world. MediaNet 
models the traditional semantic relationship types such as generalization and aggrega- 
tion but adds additional functionality by modeling perceptual relationships based on 
feature descriptor similarity and constraints. Figure 4 shows an example of a Medi- 
aNet knowledge base illustrating the concepts Human and Hominid. 




“a primate of the 
familyHominidad’ 



Shape feature: (0.4 ...) 



Fig. 4. MediaNet knowledge base illustrating the concepts Human and Hominid. 

We construct a MediaNet knowledge base semi-automatically from a partially an- 
notated Image collection using the electronic lexical system WordNet and an image 
network built from multiple example images, extracted color and texture descriptors. 
First, stop words are removed from the textual annotations. Then, the words in the 
textual annotations are inputted to WordNet to obtain the list of relevant concepts and 
relationships between them with human supervision. In this process, a human supervi- 
sor removes the meanings associated with each word returned by WordNet that do not 
apply to the images. A concept is created for each remaining sense. Only a subset of 
the semantic relationships from WordNet is considered: opposite, specializa- 
tion/generalization, and part/compose of. Finally, automatic visual feature extraction 
tools are used to extract features from the Images and feature centroids for concepts. 
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An intelligent image retrieval system for images has been implemented by extend- 
ing a typical image retrieval system with a MediaNet knowledge base and a query 
processor that translates and expands queries across multiple media modalities. First, 
the query processor classifies each incoming query into a set of relevant concepts 
based on the media representations of the concepts. The initial set of relevant concepts 
is then extended with other semantically similar concepts. A visual query is issued to 
the descriptor similarity-based search engine for the incoming query and each relevant 
concept (using centroids). Finally, the results of all the queries are merged into a 
unique list based on how similar the concepts that generated those results were to the 
initial user query. We have found that MediaNet can improve the performance of 
image retrieval applications for semantic queries (e.g., find Tapirs and other animals); 
however, additional experiments are needed to further demonstrate the performance 
gain of using MediaNet in an image retrieval system. 

MediaNet knowledge bases can be encoded using MPEG-7 semantic and model 
tools, which could greatly benefit the exchange and re-use of knowledge and intelli- 
gence among multimedia applications. Each concept in MediaNet can be a semantic 
entity. The textual representations of a concept can be textual labels of the semantic 
entity. Other media representations of concepts can be described using probability 
models (e.g., centroids of concepts) and audio-visual examples of semantic entities. 
Relationships among concepts in MediaNet can be encoded as relationships among the 
corresponding semantic entities. 



5 Summary 

MPEG-7 provides a comprehensive suite of tools for describing multimedia data that 
has the potential to revolutionize current multimedia applications. In particular, the 
MDS part of the standard includes tools for describing the structure, semantics, media, 
creation, usage, collections, models, summaries and views of multimedia data that 
allow efficiently searching, filtering, browsing, and access of multimedia. In addition, 
MDS tools can also describe user preferences and history in consuming multimedia 
data that allow personalized multimedia services and devices. However, MPEG-7 has 
also introduced many new research problems related to the extraction and application 
of MPEG-7 descriptions. This paper has provided an overview of the MPEG-7 MDS 
tools focussing on the tools for describing the structure and semantics of multimedia 
data. It has also presented two research prototypes systems that can extract and use 
semantic and structure descriptions in a retrieval scenario. 
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Appendix: XML for Example Structure and Semantic Descriptions 



The XML for the structure description in Figure 2 follows. 

<StillRegion id="SRl"> 

<CreationInf ormation> 

<Creation> 

<Creator> 

<Role><Name>Photographer</Namex/Role> 

<Person> 

<Name> 

<GivenName>Seungyup</GivenName> 

< Fami lyName > Paek< / Fami lyName > 

< /Name> 

</Person> 

< / Creator> 

< / Creation> 

< / Creationinf ormation> 

<TextualInf ormation> 

<FreeTextAnnotation> 

Alex shakes hands with Ana 
< / FreeTextAnnotation> 

</TextualInf ormation> 

<SpatialSegmentation overlap= " false " gap="true"> 
<StillRegion id="SR2"> 

<TextualInf ormation> 

<FreeTextAnnotation> Alex </FreeTextAnnotation> 
</TextualInf ormation> 

<VisualDescriptor xsi : type= "ColorStructureType " > 

< /VisualDescriptor> 

< / StillRegion> 

<StillRegion id="SR3"> 
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<TextualInf ormation> 

<FreeTextAnnotation> Ana </FreeTextAnnotation> 

</TextualInf ormation> 

<Relation xsi : type= "DirectionalSpatialSegmentRelationType " 
name="left" target="#SR2 "/> 

<VisualDescriptor xsi : type= "ColorStructureType " > 

< /VisualDescriptor> 

<VisualDescriptor xsi : type= "ContourShapeType " > 

< /VisualDescriptor> 

< / StillRegion> 

< / SpatialSegmentation> 

< / StillRegion> 

The XML for the semantic description in Figure 2 follows. We assume the XML for the structu- 
re and semantic descriptions are in the same XML file. 

<Semantic> 

<LabelxName>Alex shakes hands with Ana </Namex/Label> 
<SemanticBase xsi :type="EventType" id="EVl"> 

<LabelxName>Shake hands< /Name >< /Label > 

<Relation xsi : type= "Obj ectEventRelationType " 
name= "hasAgentOf " target = "#A01 " /> 

<Relation xsi : type= "Obj ectEventRelationType " 

name= "hasAccompanierOf " target = "#A02 " /> 

<Relation xsi : type= "ConceptSemanticBaseRelationType " 
name= "hasPropertyOf " target = "#C1 " /> 

<Relation xsi : type= "SegmentSemanticBaseRelationType " 

name= "hasMediaPerceptionOf " target = "#SR1 " /> 
<SemanticPlace> 

<LabelxName>Columbia University< /Name >< /Label > 

< / SemanticPlace> 

<SemanticTime> 

<LabelxName>9 : 45am, May 27, 1998</Namex/Label> 
<TimexTimePoint>1998-05-27T09 :45 + 01 : 00</TimePointx/Time> 

< / SemanticTime> 

< / SemanticBase> 

<SemanticBase xsi : type= "AgentObj ectType " id="A01"> 

<LabelxName >Alex< /Name x /Label > 

<Relation xsi : type= "SegmentSemanticBaseRelationType " 

name= "hasMediaPerceptionOf " target="#SR2 "/> 

<Agent xsi : type= " PersonType " > 

<NamexGivenName >Ale j andro</GivenName>< /Name> 

< /Agent > 

< / SemanticBase> 

<SemanticBase xsi : type= "AgentObj ectType " id="A02"> 

<LabelxName >Ana< /Name x /Label > 

<Agent xsi : type= " PersonType " > 

<Name xGi venName >Ana< / Gi venName x / Name > 

< /Agent > 

< / SemanticBase> 

<SemanticBase xsi :type="ConceptType" id="Cl"> 
<LabelxName>Comradeship</Namex/Label> 

<Property>Associate</ Property > <Property>Friend</ Property > 

< / SemanticBase> 

< / Semantio 
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Abstract. This paper presents a very efficient and accurate method 
for retrieving images based on spatial color information. The method 
is based on a regular subblock approach with a large number of blocks 
and minimal color information for each block. Binary Thresholded 
Histogram and Extended Binary Thresholded Histogram are defined. 
Only 40 numbers are used to describe an image. Computing the distance 
is done by a very fast bitewise sum mod 2 operation. 
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1 Introduction 

A key aspect of image databases is the creation of robust and efficient indices 
which are used for content based retrieval of image. To achieve this aim several 
features such as color, shape, texture etc. are employed. In particular, color 
remains the most important low-level feature which is used to build indices for 
database images. The color histogram is the most popular index, due primarily 
to its simplicity. Unfortunately, it tends to give many false positivies, especially 
when image database is large. Therefore using color layout is a better solution 
to image retrieval. A natural approach is to divide the whole image into regular 
parts and extract color features from each of the parts |2I4| . Another similar 
approach is the quadtree color layout . In this approach the entire image is split 
into a quadtree structure and each tree branch has a histogram to describe its 
color. Unfortunately, this regular subblock-based approach is computation and 
storage expensive. Moreover, it cannot provide accurate spatial color information 
for a small number of parts. Increasing the number of parts increases spatial 
color information but it also increases the memory required to store histograms 
and the time required to compare them. For example, in the work ^ an image 
was partitioned into a 3*3 array of 9 subblocks. Thus 10 histograms need to be 
calculated, one for the entire image and one for each of the 9 subblocks. This 
method requires large computation but does not provide accurate spatial color 
information. 

Quite a different approach is to segment the image into regions with salient 
color features m- The position and color set features of each region are re- 
membered for later queries. The disadvantage of this approach is the generally 
a difficult problem of good image segmentation. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 53-03 2001. 
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In the work cni each pixel of a particular color is classified as either coherent 
or incoherent. Then scattered pixels are distinguished from clustered pixels. It 
permits improving the accurate local color information. 

In the next method ini the authors used five partially overlapping fuzzy 
regions from which they extract the average color and the covariance matrix of 
the color distribution. 

Among other methods the work 0 is where a color co-occurrence matrix is 
constructed and the correlogram, as the similarity measures, is used. 

This work is based on a regular subblock approach. But in comparison to 
other methods the technique is quite different. The idea is as follows: large sub- 
blocks but the minimum color information for each block. This idea results from 
the following fact: If a human is observing even a very complicated image, he is 
able to distinguish only few colors for a small part of the image. In our work we 
will show that for each parts the information about the number of pixels of given 
color is not essential. Binary information about occuring coarsed color is quite 
sufficient. Thanks to this assumption a very fast image retrieval is obtained. 



2 HSV Color Space 

We would like to take into consideration human color perception and recall. To 
achieve this aim using the RGB space has several inconveniences. Above all there 
is not any correlation among human color perception and RGB values. If we are 
to describe the color content of an image, we would use terms such as bright 
blue, yellow or brown, not RGB values. Furthermore it is very difficult to divide 
histograms into small number of bins in such a way that any bin describes a 
color discerned by humans. Therefore, HSV space is much better for our work. 
We would like to create a histogram with a small number of bins. For HSV space 
it is very natural. 

For images using the RGB color space it is necessary to make the conversion 
from RGB to HSV space. The method of this conversion for example is given in 
the works m- 

However the main problem is how to select histogram bins. 

For instance in only HS coordinates to form a two-dimensional histogram 
are used. The H and S dimensions were divided into N and M bins, respectively, 
for a total N*M bins. Authors of the work chose N=8, M=4 so the number 
of all bins is 32. 

In the other works authors distinguished bright chromatic colors, chromatic 
colors and black and white colors. In work if is shown experimentally that 
bright chromatic colors are with value > 75% and saturation >= 20%. Golors 
with value < 25% are classified as black, and colors with saturation < 20% and 
value > 75% can be classified as white. All remaining colors are chromatic. 

In our method we create bins according to the above partition and we dis- 
tinguish white, black, bright chromatic and chromatic colors. In HSV space H 
coordinate is particularly important, since it represents color in a manner which 
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is proven to imitate human color recognition and recall. We divide bright chro- 
matic colors into 9 bins by divide H into 9 nonregular parts. However, we divide 
the chromatic colors into two parts according to the division S for 2 parts and 
further each of them into 9 bins by dividing H into 9 nonregular parts. It results 
from the fact, that many researchers claim that the saturation histogram has 
a multimodal nature. To sum up we have 29 bins: 2 bins for white and black 
colors, 9 bins for bright chromatic colors and 18 (2*9) bins for chromatic colors. 

It should be underlined that we divide H dimension into nonregular way 
according to table 1. 



Table 1. Division of H dimension 



h < 25 or h > 335 


red 


25<=h< 48 




48 <= /i< 66 




Q6<=h< 160 


green 


160 <=h< 185 




185 <=h< 200 




200 <=h< 270 


blue 


270 <=h< 295 




295 <=h< 335 





It results from the observation how colors are located in color space with 
changing the H value. Red, green and blue colors occupy more place than other 
medial colors. We assume that between each main colors: red, green and blue 
are 2 medial colors, so we have 9 parts of H value. 

Each bin contains the percentage of pixels in the image that have a corre- 
sponding value of V, H and S for that bin (the sum of all bins equals 100). 

3 Binary Thresholded Histogram 

In Binary Thresholded Histogram (BTH) only salient colors which can be dis- 
cerned by human in an image are specified. If we are observing small part of the 
image, then in general we can distinguish only a few colors. 

In order to obtain BTH it is necessary to do the following steps: 

Step 1 Creating Thresholded Histogram 

In Thresholded Histogram all values less than the given threshold are equal 
to 0. In this work the threshold is equal to 4%. For the following fragment 
of the histogram 

1, 23, 3, 11, 2, 2, 34, ... 
we obtain: 

0,23,0,11,0,0,34,... 
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Step 2 Creating BTH 

BTH is obtained from Thresholded Histogram by binarization. If the value 
in Thresholded Histogram is not equal to 0, we set the value to 1, otherwise 
we set the value to 0. 

For example we have: 

0 , 1 , 0 , 1 , 0 , 0 , 1 ,- 

Value 1 in BTH means, that this position of histogram contains essential 
value. Through experiments we find out that a number of the value 1 in BTH is 
small and changes between 1 and 8 for small parts of the image (each image was 
divided into 40 parts). On average it is equal to 3.5 (for our image database). 

BTH introduces a big simplification and it can not be used for all images. 
BTH gives excellent results if the image is divide into small parts (in our case 
into 40 parts). 



4 Retrieval 

We base on division of an image into a number of parts. We propose a division 
into 40 parts (5 rows and 8 columns) for rectangular images. For all parts it 
is necessary to compute BTH. BTH has 29 bits and therefore, it is possible 
to locate these bits in one number of type unsigned int (in C language). The 
number of that type has 32 bits so 3 bits remain free. Each image is described 
by 40 integer numbers. In these 40 numbers a huge amount of information is 
contained in the color layout. 

The query is described also by 40 BTH keeping in 40 numbers. The distance 
between two BTH h and g is computed as follows: 

29 

d = 0gj) 

If BTH h is kept in the number x and BTH g is kept in the number y, to 
compute the distance it is enough to count positions with value 1 in vector r, 
where 

r = X " y 

where operation " denotes bitewise a sum mod 2 (in C language) . 

Computing the distance is performed very fast by bitewise operation. For 
example let us consider the fragments of BTH h and g: 
h: 

0 1 0 1 0 0 1 ... 

g: 

0 0 0 1 0 1 1 ... 

By doing bitewise the sum mod 2 we have: 

0 1 0 0 0 1 0 ... 
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In this case the distance is 2. It means, that histograms are different in two 
places. In the first image there is a color which is absent in the second image 
and vice-versa. The remaining colors are identical. 

The distance between two image is simply the sum of the distance between 
individual parts: 



40 

D = Y,d^ 

1=1 

According to the given definition the smallest distance value indicates the 
database image that matches best. 

In Fig. I there is a query and an example of retrieved images. The distances 
between the query and images are as follows: 54,64,68,87,91. The distances are 
not very small but the similarity is very good. 




Fig. 1. Retrieval of top left image. Retrieved images are from top left to bottom right 
in order of best match. 



5 Extended Binary Thresholded Histogram 

The disadvantage of all histogram techniques is the possibility that the number 
of relevant images not retrieved can be large. It follows from the fact that a 
similarity can exist on the basis of not two appropriate bins but two adjacent 
bins. It is possible if pixels in the image bin are located near of border of the 
bin and if pixels in adjacent query bin are located near the same border. For 
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example, let us consider the bin in histogram query having the value 3 and the 
appropriate bin for an image having the value 24. In this case in BTH for query 
is value 0 and in BTH for image is value 1. This bins are not similar. Yet, the 
similarity is possible if in the query there are a lot of pixels in adjacent bin located 
near the border. In our work the resolution of this problem is proposed by using 
the Extended Binary Thresholded Histogram. Each bin of that histogram has 
value 1, iff the appropriate bin in Extended Histogram has a value greater than 
a given threshold. For Extended Histogram the number of pixels in the bins is 
calculated in extended borders. For example, the bin for bright chromatic red 
color has borders: 



u >= 75 A s >= 20 A (/r< 25 V > 335) 

The borders for the same bin in Extended Histogram are: 

u >= 70 A s >= 15 A (/r< 30 V /r > 330) 

The borders of the bin are greater by 5% for v i s and by 5° for h. The 
borders of bins overlap and each bin contains the part of pixels from adjacent 
bins. It follows that 



hi = l => hf = I 

where hi denotes a bin for BTH and hf denotes a bin for Extended BTH. 
Therefore by using Extended BTH it is only possible to decrease the distance 
between the query and the image. 

Let us introduce the following notation: 

q - variable keeping BTH for query 

im - variable keeping BTH for image 

qExt - variable keeping Extended BTH for query 

If value for irrii is 0, the distance is computed using and if the value for 
imi is 1, the distance is computed using qExti. It results from the fact that only 
if irrii is 1, it is possible to decrease the distance. Then we have: 

r = ~im & (q ~ im) I im & (qExt ~ im) = q & ~im I ~qExt & im 

where I , & denotes bitewise operations. The number of value 1 in vector 
r is the distance. 

Extended BTH can decrease the distance and it can be used as a supplemen- 
tary method for matching. 

For query from Fig. 1 the distances between query and retrieved images by 
Extended BTH are: 43,54,59,75,76. 
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6 Discussion of Result 

The effectiveness of retrieval performances can be measured by recall and preci- 
sion jS|: 

recall = Aj(A + C) 
precision = Aj {A + B) 

where A is the number of relevant images retrieved, B is the number of not 
relevant images retrieved, and C is the number of relevant images not retrieved. 

For our method precision is very high because the probability that the dis- 
tance between two images is small and that the images are not similar, is very 
small. It follows from the following reasoning: Let us think again what it means 
that the distance is equal 40 for example (we have 40 parts of the image). It 
can mean that for each parts the distance is 1. There is 1 additional color for 
each parts and remaining colors are identical.lt is also possible that for 20 parts 
the distance is 2. It means that for 20 parts only 1 color is different. It is also 
possible, that few parts are quite dissimilar but the remaining are completely 
similar. In all this case the entire image is similar to query. 

During experiments a query was created also by modifications of an image. 
These modifications were as follows: 

1 . small translation of the image 

2. small rotation of the image 

3. small change of colors for each pixel 

4. adding noise to an image 

In all these cases the distance between query and image was very small. 
Therefore our method is better than other methods which base on regular sub- 
block approach in which spatial information is encoded too strictly i.e. during 
matching it is hard to take into consideration even for small rotations and trans- 
lations of an image. In our method a small translation or rotation of an image 
does not change BTH for each part or perhaps changes it to a very small degree. 

Much worse a matter is with recall, because the number of relevant images not 
retrieved can be large. If the query is created from the image by large translation, 
then similar images cannot be found. 

There exists a simple way of improving the value of recall. It is sufficient to 
cut from a query the most essential fragment including for example 3*5 parts 
and then matching this fragment to an image by finding the best position. The 
number of test amounts to 6 ((5-3) * (8-5) = 6) so it can be accepted. 

It is also possible to obtain matching using Extended BTH which can also 
improve the value of recall. 

7 Conclusion 

In this paper a very fast and effective method of image retrieval has been pre- 
sented. The method is based on spatial color information obtained from each 
part of the image. It should be emphasized that the number of these parts can 
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not be too small. In the work division into 40 parts for rectangular images has 
been proposed. 

In the paper Binary Thresholded Histogram and Extended Thresholded His- 
togram have been defined. Both have 29 bits which allows to locate each of 
them in one number. As a result, each image is described by only 40 numbers. 
Computing the distance is done by a very fast bitewise sum mod 2 operation. 

The value of precision for the proposed method is very high. In the work the 
way of improving the value of recall has been proposed. 
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Abstract. Reversible transforms applied in wavelet coder to realize lossy-to- 
lossless compression are considered in this paper. 1-D wavelet transform possi- 
ble to be customized in part II of nowadays JPEG2000 standard is optimized to 
increase an efficiency of the first lossy phase of compression process. Different 
classes of reversible transforms were analyzed, evaluated in experiments, and 
compared one another in a sense of effectiveness, complexity and possibility of 
further optimization. Suitable selection of reversible wavelet transform can in- 
crease effectiveness of the coder even up to 2.7 dB of PSNR for 0.5 bpp in 
comparison to standard 5/3 transform. New reversible transform generated with 
lifting scheme was proposed. It overcomes all other in both phases of lossy-to- 
lossless compression (up to 0.4 dB of PSNR in comparison to the state-of-art 
transforms of JPEG2000 standardization process). Therefore, an efficiency of 
reversible wavelets can be comparable to irreversible wavelets effectiveness in 
several cases of lossy compression. 

Keywords: wavelet coding, integer-to-integer transform, lifting scheme 



1 Introduction 

Wavelets are useful tool in compression applications because of their great potential of 
original data modeling. Majority of real life images may be sparsely approximated by 
transformation base functions with finite support, suitable regularity and enough 
amount of vanishing moments. Resultant significant decorrelation of input signals 
assures compactness of information in spatial and frequency domain. Recent wavelet 
coders take advantage of reversible wavelet transformation to realize lossy-to-lossless 
progressive compression which is very useful in image data transmission systems. 
Reversible integer-to-integer wavelet transforms are invertible in finite-precision 
arithmetic and map input integers to output integers. More efficient irreversible trans- 
forms give floating point coefficients and lossless data encoding is not possible be- 
cause of necessity of additional quantization converting floating point data to integers. 

Investigation of new integer transforms is important for practice because of 
JPEG2000 standard development and expected worldwide applications. Part I of this 
standard [1] includes two wavelet transforms, the integer 5/3 and float 9/7. Only 5/3 
transform provides considerable lossless compression in relation to very low com- 
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plexity and exhibits a minimum of ringing when quantized. Application of additional 
reversible and irreversible wavelet transforms is customized in Part II which is devel- 
oped by JPEG committee (ISO/IEC JTC1/SC29 WGI). They could be fixed or arbi- 
trary defined to increase reduction of redundancy over scales in image domain. 

We looked for more effective reversible transforms to make lossy compression 
comparable-in-efficiency to irreversible wavelet compression reference. Therefore, we 
investigated the most useful integer-to-integer transforms. State-of-art transforms 
from literature and JPEG2000 standardization process were tested and new ones were 
designed. This investigation is presented in section 2, tests and results of our experi- 
ments are reported in section 3, followed by conclusions presented in final section 4. 



2 Investigation of Effective Integer-to-Integer Transforms 



Both lossy and lossless performance of reversible integer transforms in wavelet com- 
pression was investigated. We characterised transforms by the number of vanishing 
moments of the analysing high pass filter N and the number of vanishing moments of 
the synthesizing high pass filter A in a form (N,N) ■ Additionally, we used a notation 

LIL to indicate the lengths L and L of low pass and high pass analysis filters, re- 
spectively. Computational complexity was concerned as a number of addition and 
shift operation required in one-level 1-D decomposition per two input samples (even 
and odd). Divisions are replaced by bit shifts and multiplications by shift and add 
operations, similarly to [2]. 

Lifting scheme is a design approach of biorthogonal wavelets with compact support 
which provides their reversibility [3] and supports enough degrees of freedom to sat- 
isfy certain constraints assumptions (such as regularity, vanishing moments, frequency 
localization and shape) and custom design the wavelet. This scheme could be used as a 
tool for construction of reversible transforms by rounding off the results of each fil- 
tering in dual lifting and lifting steps before correction of proceeded value of odd and 
even sample, respectively. Lifting starts with lazy wavelet transform given by 
= x[2n] and d''°\n\ = x{ln + l\ to formulate entree low pass and high pass sub- 
bands of input signal x[n\ ■ Next, they are replaced in successive (fe-indexed) lifting 



steps of forward transform according to: 






^ - i]l + \ 



( 1 ) 



where the filter coefficients p (prediction) and u (updating) are computed by factori- 
zation of polyphase matrix of any perfect reconstruction filter bank. Rescaling is 
omitted in our customization process (we assume scaling factor equals to 1). 



2.1 State-of-Art Reversible Transforms for Compression 

Many effective reversible transforms were applied in lossless wavelet coders. Most of 
them are defined and tested in [2] [4] [5]. Simple one called S transform (1,1) is rather 
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ineffective in a case of natural image compression but can be useful in reversible en- 
coding of compound images with a lot of edges and high frequency components [4] 
and noisy medical ultrasound images. The S transform is simply: 

d[n\ = d^'^\n\ = — 

i[«] = ^ ^ 

We selected three classes of the most useful and efficient transforms. 

Factorised Effective Irreversible Biorthogonal Transforms 

An important example of this is 9/7 transform [6] realised in reversible manner 
(9/7rev). Irreversible (floating point) version of this transform (9/7irrev) was used as a 
reference in our tests. By factorisation, this smooth (4,4) kernel was implemented in 
four lifting steps with rounding giving floating point lifting coefficients [4]. Therefore, 
arithmetic implementation is not perfect and computational costs are increased. 

Generally, the efficiency of reversible 9/7 is poor in both: lossy and lossless man- 
ner. Taking into account its higher complexity (even with coefficients approximation 
by integers divided by powers of 2 from [2] 9/7rev is almost three times more com- 
plex than binary 9/7 transform from table 1) one can conclude the inefficiency of such 
scheme of reversible transform generation. More effective irreversible transforms are 
more complex than 9/7 and making their reversible forms by factoring poliphase ma- 
trix into lifting steps seems to be not profitable. 

Interpolating Transforms 

They are wavelet transforms built from the interpolating Deslauriers-Dubuc scaling 
functions [7] derived independently by Reissell [8], Wei et al. [9], Strang and Nguyen 
[10], Sweldens [3]. These transforms were found as the most useful in lossy-to- 
lossless wavelet coders because of high transformation efficiency and simplicity of 
software and hardware applications. The coefficients of interpolating transforms are 
integers divided by powers of 2, giving perfect arithmetic and fast chip execution. 
Low pass filter is half band (h(z) + h{-z) = 2) in this case. Since, for even samples 
h^{z) = ^ factorisation can be made only in two lifting steps [11], i.e. one step predic- 
tion (dual lifting) is followed by single primal lifting step. Generally, ones can state 
that in image processing the number of dual vanishing moments is much more impor- 
tant than the number of primal vanishing moments. Hence, the optimisation effort 
should be mostly directed to initial prediction step in analysis process. It was con- 
firmed in our experiments. 

Effective biorthogonal wavelets built from interpolating scaling functions were se- 
lected by considering the results presented in [2] [4] [5] [12] [13]. Their definitions are 
collected in table 1. Transforms are grouped into two classes: oriented on satisfying 
number of vanishing moments and regularity, and oriented on maximising of coding 
gain with reduced number of vanishing moments and comparable complexity. 
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Table 1. Effective reversible forward transforms built from interpolating scaling functions. 
Transform characteristics: taps, vanishing moments, computational complexity, reference. 



Transform 


Definition 


5/3 
(2,2) 
7 [15] 


d[n] = r/<“>[«] - [n] + f [n + 1]) J 

s[n] = f °\n] + l\(d[n-l] + d[n]) + ^ J 


9/7 
(4,2) 
12 [4] 


d[n] = d^°\n] + [^is^°fn-l] + s^°\n + 2]-9(s [«] -H 5 '“> [« -t- 1])) -t- j J 
s[n] = s<-°\n] + l\(d[n-l] + d[n]) + \ J 


13/7 
(4,4) 
16 [4] 


dln] = d ™ [n] -H (s ™ [n - 1] -H J [n + 2]-9{s [n] + s [n -H 1])) -H 

5 [m] = s [n] + (~d[n - 2] - d[n -(- 1] ) -H 9(d[n -\] + d[n\))+ ^ J 


17/7 
(4,6) 
22 [5] 


d{n\ = d^°^ [n] + [3^ (s [n - 1] + 5 [n + 2]-9(s [«] -H 5 [n -t- 1] )) -H j J 
s[n] = 5® [n] -H l^(9{d[n - 3] -H d[n + 2]) - 59{d[n -2] + d[n + 1]) -t 
+ 306(d[n-l] + d[n])) + ^j 


17/11 
(6,4) 
22 [9] 


d[n] = J® [w] -H (-3(i*“’[n - 2] -H x'">[w -H 3]) -H 25(i*“*[w - 1] -t -h2])- 

-15(Xi™[n]-Hi™[w-Hl]))-t|J 

s[n] = s [n] + (-d[n -2]-d[n + l]) + 9{d[n-l] + d[n])) + l J 


21/11 
(6,6) 
28 [5] 


d[n] = r/™[n] -H L^(-3(j™[n -2] + ^™[w -H 3]) -t 25(j™[w -1] -t i™[w -t 2]) - 
-15(Xi®[n]-HJ™[n-Hl]))+|J 

s[n] = J® [n] -H l-^(3{d[n - 3] -H d[n + 2]) - 25{d[n - 2] -t d[n + 1]) -t 
+ i59{d[n-\] + d[n\)) + \\ 


13/7crf 
(4,2) 
16 [13] 


d[n\ = d [n] -H Li^ {s [« - 1] -H 5 [n -H 2] - 9{s [«] -H i [n -H 1])) -H {J 

s[n\ = s^^fn\ + \j^{-d[n-2]-d[n + \\) + 5{d[n-Y\ + d[n\)) + ^ J 


13/1 Icrf 
(6,1) 
18 [5] 


d[n\ = r/™[n] -H L^(-3(i®[w - 2] -H i®[« -H 3]) -H 25(^™[w - 1] -t i™[w -h 2])- 
-150(i®[n]-Hi®[n-tl]))-HyJ 
sYn] = s‘'°\n] + \j^{d[n-\] + d[n]) + \ J 


17/1 Icrf 
(6,2) 
22 [5] 


d[n\ = f^^ [n] + (-3( [w - 2] -H [w -H 3] ) -H 25(i [n-l] + s^°> [n + 2])- 

-15(Xi®[M]-Hi™[w-Hl]))-H2j 

j[n] = i‘'“*[n]-t[-j^(-(i[n-2]-£/[n-Hl])-l-5((i[n-l]-l-£/[n]))-l-2 J 



Low-cost 5/3 transform is very useful in reversible encoding of compound images but 
rather ineffective for natural images. Lower cost improvement was done by 9/7 trans- 
form, and successively higher cost improvement by transforms with increased number 
of vanishing moments. Three last kernels were elaborated by Canon Research Centre 
[5] to increase the effectiveness of interpolated wavelets. 

Transforms of Extra Lifting Steps 

It is a conception to extend the efficient and low cost S or 5/3 transforms. One proce- 
dure of reversible transform creation is Sh-P (S transform plus Prediction) [14]. The 
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forward S-nP starts from simple S transform (equations 1) followed by prediction 
made from a set of low pass and old adjacent high pass coefficients. Effective example 
of this procedure is SPB. 

Another extension procedure given by Calderbank et. al. [4] allows to generate a 
family of (2+2,2) transforms with an extra lifting step extending 5/3 transform as: 

d[n] = - La(-l/2j*‘>[n - 1] -r - 1/2j™[w -h 1]) (3) 

-H /?(-l/2i™[n] -H -H 1] -l/2s[n + 2]) -H -Hi] -H 

where coefficients •, •, and • can be fitted to optimise encoding efficiency. The most 
efficient representatives are placed in table 2. First one 5/1 la with four vanishing 
moments of analysis high pass filter improves the effectiveness of 5/3 filter, mostly in 
a case of lossy compression. Its modification 5/1 lb done by Adams [2] has got re- 
duced number of vanishing moments and increased coding gain. 



Table 2. Effective reversible forward transforms of extra lifting step. 



Transform 


Definition 


SPB 


0 

1 . 
0 

II 


(2,1) 


5[n] = /“>[«] 


11 [14] 


d[n] = d® [m] -h \_\{2s[n - 1] -h i[n] - 3i[n -r 1] -r 2d^'\n + 1]) -r |J 


5/1 la 


[n] = [n] - (j™ [n] -H -H 1]) J 


(4,2) 


5[«] = 5 [n] + (d [n-\] + d [«]) -H 


13 [4] 


d{n\ = *'*[«] -H (5[« - 1] - ^[«] - 5[n-l- 1] + s[n + 2 ])) + )^ J 


5/1 lb 


[n] = [n] - [} (j™ [n] -H -H 1]) J 


(2,2) 


s[n] = J [n] + [j (d [n-l] + d ® [n]) + 


13 [2] 


d[n] = d [n] + (s[n - 1] - s[n\ - sin + \] + s[n + 2 ])) + ^ J 



We optimised scheme (3) and added fourth lifting step to increase an accuracy of 
updating. Hence, 19/11 transform extending 5/1 la was defined as follows: 

r/™[n] = (/“>[«] -t /“>[« -t 1])J 

[n] = [n] + [2 [n - 1] -t- [n]) -t- ( 4 ) 

d[n] = -H - 1] - + 1] + [n + 2])) -t- 

s[n\ = s^^\n\ + \j^{-d[n-2] + d{n-\\ + d[n\- d[n + Y\)) + ^ -J 

Complexity of resulting 19/1 1 transform is equal to 19. Generally, adding extra lifting 
steps to simple two-lifts transforms did not allow us to increase the performance of 
wavelet decomposition significantly. 

2.2 Lifting Scheme-Based Customisation 

An analysis of the properties (number of taps, vanishing moments and lifting steps, 
complexity, coding gain value) of efficient transforms and the results of conducted 
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tests were important in selection of the most useful transforms. Starting with two step 
lifting scheme, prediction was optimised to increase coding gain of the transform. 
Primal lifting step was realised in less complex way as a conclusion of introductory 
considerations and experiments. Next, based on lifting we constructed several trans- 
forms of different complexity examining relation between scheme complexity, quality 
of original signal approximation, and resulting coding gain (with Markov models and 
simulated mean images) in different decomposition modes and coder conceptions. 
Finally, the most useful 17/1 In (4,2) transform was proposed as follows: 

d[«]=^/™[«]-^[^(-^™[«-2]-^®[«-^3]-^7(^™[«-l]-^^™[«-^2])-38(^™[«]-^^™[«-^l]))-^iJ 

s[n] = s^°^[n\ + \^(—d[n — 2\-d[n + \]) + 5{d[n-\] + d[ri\)) + j -J 

Computational complexity of this transform is equal to 20, filter coefficients are pre- 
sented in table 3, and scaling functions and wavelets are shown in fig. 1. This kernel is 
a result of interpolating transform optimisation done by more suitable signal approxi- 
mation in prediction step. 







Fig. 1. Scaling functions and wavelets of analysis and synthesis for kernel 17/1 In. 
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Table 3. Coefficients of low pass filters of new transform. 



Trans- 

form 


h{z)l 42 


h(z)/42 


17/lln 


2-’(z-'-7z-'-r38z-‘-r64 

-r38z-7z'-rz") 


- 12z^ -r 68z^ - 64z^^ - 1 16z"' -r 320z^‘ -r 630 
-r 320z - 1 16z" - 64z' -r 68z'‘ - 12z" -r z*) 



3 Tests 

Selection of the most effective reversible transforms in wavelet-based compression 
scheme was verified in many experiments with three natural test images: Lena, Bar- 
bara and Goldhill and other JPEG2000 test images (Target and Seismic). SPIHT [16] 
and JPEG2000 (according to verification model VMS. 6) codecs were used in perform- 
ance tests. The chosen results are presented in tables 4, 5 and 6, and in figure 2. 

Table 4. The evaluation of reversible wavelet transforms in lossless compression (with 6 level 
Mallat decomposition). The values of bit rate (bpp) are presented. 





SPIHT Coder 


JPEG2000 Coder 


Transform 


Lena 


Bar- 


Gold- 


Target 


Mean 


Lena 


Bar- 


Gold- 


Tar- 


Mean 




bara 


hill 


bara 


hill 


get 


9/7rev 


4.24 


4.75 


4.81 


3.09 


4.223 


4.33 


4.73 


4.86 


2.50 


4.105 


5/3 


4.22 


4.79 


4.75 


2.51 


4.068 


4.31 


4.78 


4.83 


2.13 


4.013 


9/7 


4.19 


4.70 


4.74 


2.64 


4.068 


4.28 


4.69 


4.83 


2.26 


4.015 


13/7 


4.18 


4.68 


4.74 


2.64 


4.060 


4.27 


4.65 


4.83 


2.25 


4.000 


17/7 


4.18 


4.66 


4.75 


2.63 


4.055 


4.27 


4.64 


4.83 


2.24 


3.995 


17/11 


4.18 


4.65 


4.75 


2.68 


4.065 


4.27 


4.64 


4.83 


2.28 


4.005 


21/11 


4.17 


4.64 


4.75 


2.67 


4.058 


4.27 


4.62 


4.83 


2.27 


3.998 


13/7crf 


4.18 


4.67 


4.75 


2.63 


4.058 


4.27 


4.66 


4.82 


2.24 


3.998 


13/1 Icrf 


4.19 


4.67 


4.76 


2.71 


4.083 


4.28 


4.66 


4.83 


2.30 


4.018 


17/1 Icrf 


4.18 


4.64 


4.75 


2.66 


4.058 


4.27 


4.62 


4.83 


2.26 


3.995 


SPB (S-tP) 


4.20 


4.72 


4.78 


2.64 


4.085 


- 


- 


- 


- 


- 


5/lla 


4.19 


4.71 


4.74 


2.66 


4.075 


4.28 


4.70 


4.83 


2.25 


4.015 


5/1 lb 


4.20 


4.74 


4.74 


2.63 


4.078 


4.29 


4.73 


4.82 


2.21 


4.013 


17/lln 


4.18 


4.63 


4.73 


2.63 


4.043 


4.27 


4.63 


4.83 


2.24 


3.993 



Table 4 presents rather small improvement of lossless compression by suitable re- 
versible transform selection in both tested coders. Generally, more taps and more 
vanishing moment transforms gave slightly higher performance (mean bit rate im- 
provements is up to 0.6% in comparison to 5/3 transform). We can suggest that that 
inserting the high pass sample in extra step is not so much profitable in most cases. 
The 9/7 interpolating transform with similar-to-5/11 complexity gave slightly better 
results and seems to be more useful. 

Erom table 5 we can suggest that more sophisticated transforms achieved signifi- 
cant improvement of reconstructed image quality in comparison to the 5/3. Consider- 
ing the efficiency and complexity, the most useful transforms from each class were 
selected as follows: 21/11, 17/1 Icrf and SPB. They were compared to 17/1 In in next 
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test image compression- see figure 2. Effectiveness of 17/1 In was more attractive in 
lossy data encoding. The performance improvement over 5/3 transform was close to 
2.5 dB of PSNR for 0.5 bpp, and improvement over any other tested transform was 
close to 0.4 dB of PSNR for 0.5 bpp in several cases. Additionally, it was shown that 
in several cases the efficiency of reversible transform is higher than reference effi- 
ciency of irreversible transform - see the results of 17/1 In and 9/7irrev for Barbara 
and Target images. Hence, 17/1 In transform may be useful for many applications. 

The relations and general tendency between transform efficiency were similar in 
two test coders. Using both of them makes our considerations more reliable. 

Table 5. The results of reversible transform selection in lossy compression (with 6 level Mallat 



decomposition). The results of PSNR are presented. 



Codec 


Transform 


Lena 


Barbara 


Goldhill 


Target 


0.25 


0.5 


0.25 


0.5 


0.25 


0.5 


0.25 


0.5 


SPIHT 


9/7irrev 


34.11 


37.21 


27.58 


31.39 


30.56 


33.13 


24.27 


29.90 


9/7rev 


33.53 


36.23 


26.94 


30.57 


30.02 


32.36 


22.57 


29.17 


5/3 


33.19 


36.27 


26.44 


29.87 


30.17 


32.65 


22.60 


28.84 


9/7 


33.62 


36.55 


26.73 


30.52 


30.20 


32.68 


23.31 


29.73 


13/7 


33.76 


36.71 


27.12 


30.94 


30.35 


32.83 


24.15 


29.97 


11 n 


33.81 


36.72 


27.28 


31.11 


30.37 


32.81 


24.51 


30.79 


17/11 


33.78 


36.74 


27.22 


31.22 


30.32 


32.78 


24.55 


30.21 


21/11 


33.83 


36.79 


27.35 


31.40 


30.36 


32.80 


24.67 


30.47 


13/7crf 


33.78 


36.71 


27.28 


31.08 


30.36 


32.84 


24.61 


31.08 


13/1 Icrf 


33.72 


36.66 


27.06 


30.96 


30.22 


32.67 


23.77 


29.61 


17/1 Icrf 


33.84 


36.76 


27.41 


31.42 


30.37 


32.81 


24.88 


31.21 


SPB (S-^P) 


33.64 


36.56 


26.87 


30.57 


30.22 


32.60 


21.99 


29.27 


5/lla 


33.54 


36.51 


26.58 


30.40 


30.13 


32.60 


22.93 


29.45 


5/llb 


33.43 


36.46 


26.57 


30.19 


30.19 


32.68 


22.72 


29.09 


17/1 In 


33.89 


36.76 


27.41 


31.47 


30.36 


32.80 


25.01 


31.51 


JPEG2000 


5/3 


33.28 


36.32 


27.38 


30.92 


30.15 


32.77 


26.71 


33.15 


9/7 


33.49 


36.57 


27.56 


31.38 


30.13 


32.69 


27.05 


33.83 


13/7 


33.70 


36.70 


28.04 


31.81 


30.32 


32.85 


27.32 


34.18 


11 n 


33.69 


36.74 


28.16 


31.98 


30.33 


32.89 


28.48 


34.78 


17/11 


33.72 


33.67 


28.12 


32.05 


30.31 


32.80 


27.91 


34.30 


21/11 


33.78 


36.76 


28.30 


32.21 


30.37 


32.87 


28.39 


34.57 


13/7crf 


33.68 


36.74 


28.22 


32.05 


30.34 


32.88 


28.71 


35.00 


13/1 Icrf 


33.58 


36.63 


27.82 


31.64 


30.16 


32.68 


27.16 


33.42 


17/1 Icrf 


33.79 


36.70 


28.34 


32.26 


30.38 


32.83 


28.97 


34.94 


5/lla 


33.44 


36.49 


27.56 


31.37 


30.06 


32.63 


26.72 


33.17 


5/llb 


33.39 


36.45 


27.57 


31.26 


30.12 


32.72 


26.73 


33.28 


17/1 In 


33.76 


36.79 


28.33 


32.31 


30.35 


32.86 


29.07 


35.09 



Moreover, destructive influence of increased number of lifting steps on efficiency of 
transformation suggested by Adams and Kosentini [2] was not confirmed in our analy- 
sis. We constructed transform with four lifting steps, which simply extends 2 and 3 
steps transforms, and outperforms them in most cases of lossless and lossy compres- 
sion -see the results In table 6. Our understanding is that an impact of better approxi- 
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mation of natural image data (done in additional lifting steps) on final compression 
efficiency is more significant than losing effectiveness by approximation error of 
rounding process in successive lifting steps. 




Fig. 2. Compression efficiency evaluation of SPIHT coder with different reversible transforms 
to be applied. Three kernels as effective representatives of mentioned groups are considered: 
SPB (dotted), 21/11 (dashdot), 17/1 Icrf (dashed), and proposed 17/1 In (solid). As a reference 
5/3 transform (point) is used. Approximated curves for Seismic test image are presented. 



Table 6. An influence of the number of transform lifting steps on lossless compression per- 
formance. The values of bit rate (bpp) are presented. 



Transform 


Reversible compres- 
sion 

(bit rate [bpp]) 


Lossy compression (PSNR [dB]) | 


Lena 


Barbara 


Goldhill 


Lena 


Bar- 

bara 


Gold 

hill 


Mean 


0.25 


0.5 


0.25 


0.5 


0.25 


0.5 


2 lifting steps 
(5/3) 


4.22 


4.79 


4.75 


4.587 


33.19 


36.27 


26.44 


29.87 


30.17 


32.65 


3 lifting steps 
(5/1 la) 


4.19 


4.71 


4.74 


4.547 


33.54 


36.51 


26.58 


30.40 


30.13 


32.60 


4 lifting steps 
(19/1 In) 


4.19 


4.68 


4.74 


4.537 


33.66 


36.50 


27.08 


30.78 


30.20 


32.70 



4 Conclusions 

The role of wavelet coders constructed according to JPEG 2000 paradigm seems to be 
fundamental in a development of new lossy-to-lossless compression techniques for 
internet, telemedicine and other applications. More complex but however more regu- 
lar, similar-to-data reversible transforms with greater coding ability indicated by cod- 
ing gain value could be useful for practice because of considerable compression effi- 
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ciency improvement. The optimisation of reversible transform improves coder per- 
formance by increasing information compactness in the first parts of progressively 
coded data stream. Proposed integer-to-integer transform gave comparable to irre- 
versible transforms compression efficiency for both coders in several cases. 

Because of obvious decomposition ability of interpolating wavelets family we plan 
a future research based on adaptive fitting of interpolating wavelet support to data 
characteristics in segmented regions of interests. It will be followed by coding gain 
optimisation of initial wavelets for these regions. Scale and space adaptive wavelets 
could be clearly constructed and optimised with lifting scheme. 

References 

1. ISO/IEC: JPEG 2000 image coding system. JPEG 2000 Part I Final Draft International 
Standard (August 2000) 

2. Adams, M.D., Kossentini, F.: Reversible integer-to-integer wavelet transforms for image 
compression: performance, evaluation and analysis. IEEE Trans. Image Process. 9 (2000) 
1010-1024 

3. Sweldens, W.: The lifting scheme: a custom-design construction of biorthogonal wavelets. 
Appl. Comput. Harmonic. Analysis 3 (1996) 186-200 

4. Calderbank, R.C., Daubechies, I., Sweldens, W., Yeo, B.-L.: Wavelet transforms that map 
integers to integers. Applied and Computational Harmonic Analysis (ACHA) 5 (1998) 332- 
369 

5. Sablatnig, J., Seiler, R., Jung, K.: Report on Transform Core Experiment: Compare the 
lossy performance of various reversible integer wavelet transforms. In: ISO/IEC JTC 1/SC 
29/WG 1 N 915, 1998 

6. Antonini, M., Barlaud, M., Mathieu, P., Daubechies, I.: Image coding using wavelet trans- 
form. IEEE Trans. Image Process. 1 (1992) 205-220. 

7. Deslauriers, G., Dubuc, S.: Interpolation dyadique. In Fractals, dimensions non entieres et 
applications. Masson, Paris (1987) 44-55. 

8. Reissell, L.-M.: Wavelet multiresolution representation of curves and surfaces. CVGIP: 
Graphical Models and Image Process., 58 (1996) 198-217. 

9. Wei, D., Tian, J., Wells, O. Jr., Burrus, C.S.: A new class of biorthogonal wavelet systems 
for image transform coding. IEEE Trans. Image Process., 7 (1998) I000-I0I3. 

10. Strang, G., Nguyen, T.: Wavelets and filter banks, Wellesley-Cambridge Press (1996). 

11. Daubechies, I., Sweldens, W.: Factoring wavelet transforms into lifting steps. J. Fourier 
Anal. Appl., 4 (1998) 247-269 

12. Bilgin, A., Sementelli, P.J., Sheng, F., Marcellin, W.: Scalable image coding using reversi- 
ble integer wavelet transforms. IEEE Trans. Image Process., 9 (2000) 1972-1977 

13. Adams, M.D., Kharitonenko, I., Kossentini, F.: Report on Core Experiment CodEff4: 
Performance Evaluation of Several Reversible Integer-to-Integer Wavelet Transforms in 
the JPEG-2000 Verification Model (Version 2.1). In: ISO/IEC JTC 1/SC 29/WG 1 N 
1015, 1998 

14. Said, A., Pearlman, W.A.: An image multiresolution representation for lossless and lossy 
compression. IEEE Trans. Image Process. 5 (1996) 1303-1310 

15. Le Gall, D., Tabatabai, A.: Sub-band coding of digital images using symmetric short kernel 
filters and arithmetic coding techniques. In: Proc. Of IEEE International Conference on 
Acoustics, Speech, and Signal Process., 2 (1988) 761-764 

16. Said, A., Pearlman, W.A.: A new fast and efficient image codec based on set partitioning 
in hierarchical trees. IEEE Trans. Circ. & Syst. Video. Tech., 6 (1996) 243-250. 




Coding of Irregular Image Regions by SA DFT 



Ryszard Stasinski 



Instytut Elektroniki i Telekomunikacji, Politechnika Poznariska 
Piotrowo 3A, 60-965 Poznan, Poland 
rstasins@et .put .poznan.pl 



Abstract. In the paper the new transform adapting to shapes of irregular image 
segments is introduced, the shape-adaptive (SA) DFT. Its definition is based on 
periodic data extension rather than data shifts, hence, in contrast to SA DCT 
segment reconstruction is possible even if part of contour data is missing. Visu- 
ally the quality of images reconstructed from the part of SA DFT samples is al- 
most as good as for the SA DCT, especially for high compression ratios. 

Keywords: shape adaptive transform. Discrete Cosine Transform, Discrete 
Fourier Transform 



1 Introduction 

The introduced in the paper shape adaptive discrete Fourier transform (SA DFT) is an 
alternative to the shape-adaptive DCT (SA DCT) [1]. SA DCT is a method for coding 
of irregularly shaped image segments. It is included in the MPEG-4 image compres- 
sion standard as an auxiliary technique. It consists of defining the two-dimensional 
DCT in such a way that samples inside an irregular image region are transformed, 
only, hence, shape adaptivity of the transform. This is an obvious advantage of appli- 
cations in which an image is treated as a collection of objects, like multimedia, data- 
bases etc. Namely, after segmentation of an image into regions (‘objects’) we can code 
them without any excess of information, as the coding blocks need not be rectangular 
anymore. Moreover, the technique performs much better than simple shape adaptive 
methods based on DCT for rectangular blocks, probably due to the lack of interfer- 
ence with arbitrary defined samples situated outside the processed region [2], [4]. 

Nevertheless, when compared with other shape-adaptive coding methods the SA 
DCT exhibit some drawbacks. Namely, the method is very susceptible to shape errors 
caused by transmission channel or storage media noise, which is in contrast to ex- 
trapolation methods [4] . That is why the use of DFT instead of DCT is considered in 
the paper, section 2. The DFT of a vector can be interpreted as the Fourier transform 
of a periodic signal one period of which is processed. We need not to shift the signal 
as in the SA DCT, it suffices to extend it periodically and to compute the DFT starting 
from the beginning of a row/column. Secondly, if part of information about the shape 
border is missing, but we can deduce correct row/column DFT sizes, the image can be 
correctly reconstructed by periodic extension of inverse DFTs in the decoder, section 
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3. Then, some device or a human should decide which image samples belong to the 
region, and which are obtained by shape periodic extension. Similarly, as the SA 
DCT, SA DPT can be easily extended to process correctly signal DC component, sec- 
tion 4. 



2 SA DFT Definition 

Let us consider a one-dimensional vector x(n) of size N, in which Ns samples belong 
to a region, and the remaining ones are background samples. Assume for the moment 
that the shape is convex, i.e. that shape samples form contiguous clusters inside image 
rows and columns, i.e. they are not separated by background samples. The one- 
dimensional SA DFT method is: 

• Extend periodically shape samples in the data vector, i.e. if is a shape 
sample, then s&t x(n+kNs)=x(n), k=.. .,-1,0,1,..., 0<n+kNs<N. In fact, only the 
beginning vector samples x(0),x(l ),...,x(Ns-l ) should be defined. 

• Compute the A(s-point DFT for the first Ns vector samples. Due to the DFT re- 
dundancy for real valued data DFT samples for indices greater than Ns/2 
should be rejected. 

• Scale the results. In the paper the scaling factor is i/^JN^ for output samples 
of A( 5 -point DFT, which makes the 2-D transform orthogonal [2-4]. 

The method is generalized to two-dimensions in the same way as separable trans- 
forms: firstly, the 1-D algorithm above processes each signal row, secondly, the algo- 
rithm is applied to each column of the results. Note that the first column is real (it 
contains samples X(0)), in addition for even Ns final row X(Ns/2) samples are real, too. 
For avoiding column DFT redundancy row DFT samples X(Ns/2) should be removed 
from the rows and processed by a separate column DFT. Additionally, if the shape is 
not convex, then before making row/column periodic extensions we should ’shrink the 
holes’ in shape filled with background samples by shape samples shifts in such a way 
that shape samples make one contiguous block beginning on the position of the first 
row/column sample. The order of computations can be reversed, column transforma- 
tions can precede the row ones, which usually leads to different results [4], Fig.l. 



3 Experiment 

The SA DFT has been realized as a Matlab function and tested on the segment ‘face’ 
from image #6 from QCIF sequence 'Carphone' used in experiments in [4] . For mak- 
ing the results comparable to those from [4], the logarithms of the basis restriction er- 
rors have been compared: 

Ns 

^(x(i)-x(i))^ 

1=1 
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x{i) is an approximation of datum x(i). It appears that due to worse data compression 
properties basis restriction error curves for SA DPT lay below those for the SA DCT 
and are less steep, Fig. 1 , the difference grows from zero when only the greatest trans- 
form samples are preserved up to approximately 2 dB when 40% of the greatest trans- 
form samples is used for image reconstruction. Nevertheless, when 5-10% greatest 
transform samples are retained the subjective visual qualities of reconstructed images 
are quite similar. Fig. 2. This is in part due to the fact that errors of images recon- 
structed from SA DFT concentrate on the shape border, which is not that important 
visually, Fig. 2. Namely, because of implied periodicity of signals processed by the 
DFT the last data sample is followed by the first one, and if they are very different, 
then we have an edge, hence, usual problems with edge distortions. 

In Figure 3 shape reconstruction property of the SA DFT is illustrated. The first 
image shows the shape of the convex version of the ‘face’ segment used for experi- 
ments in [4], pixels belonging to the segment are gray, and those of the background 
are black. To the right the segment reconstructed from the 10% greatest SA DFT coef- 
ficients is shown. Then, incomplete shape information is visualized, it is assumed that 
we know only the sizes of row DFTs, actual positions of segment samples inside rows 
are missing. Finally, the segment reconstructed from 10% greatest SA DFT coeffi- 
cients using incomplete shape information is shown, inverse DFT samples have been 
extended periodically along rows. As it can be seen, shape pixels are identical to those 
above, only the background is not black anymore. 



4 SA DFT Improvements 

For the sake of simplicity the compared in the paper SA DFT and SA DCT versions 
are orthogonal, which means that they are not DC preserving [2-4]. Nevertheless, for 
such large data segments as the ‘face’ one the differences between results for SA DCT 
(and SA DFT) versions are negligible. Moreover, the construction of DC preserving 
SA DFT version is straightforward. Namely, similarly as for the SA DCT the structure 
of the DC separated and ADC corrected [2] SA DFT is as follows: 

• Subtract mean segment value from the data. 

• Compute the SA DFT. 

• Replace transform X(0,0) sample by the segment mean value (possibly multiplied 
by a constant). 

The X(0,0) sample reconstruction consists in finding such multiplier for this sample 
eigenfuction that the reconstructed from SA DCT image mean value is nullified. Then, 
image mean value is added for final image restitution [2] . 

Basis restriction error curves for the DC corrected SA DFT and SA DCT are almost 
the same as those in Fig. 1 . 
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5 Conclusion 

The problem of reducing SA DCT susceptibility to contour reconstruction errors is 
addressed in the paper. It is proposed to replace shift operations of this transform by 
periodic data extension, and the DCT by the DFT; in this way the SA DPT is ob- 
tained. The transform indeed allows correct reconstruction of irregular segment sam- 
ples when nothing more than numbers of samples in either rows or columns are pro- 
vided. Visually partly reconstructed images from the new transform are almost as 
good as those for the SA DCT. 




Fig. 1. SA DFT/DCT basis restriction error as a function of used transform samples fraction for 
segment ‘face’, upper curves are valid when rows are processed first. 
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Fig. 2. ‘ Face’ segment reconstructed from 10% of greatest transform samples of the SA DPT 
(upper left), and SA DCT (upper right), and absolute values of errors between the reconstruc- 
tions and original image for SA DFT (lower left) and SA DCT (lower right). Note high error 
values (bright pixels) on the border of the image reconstructed from SA DFT. 
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Fig. 3. Convex version of the ‘face’ segment reconstructed from the 10% of the greatest SA 
DFT samples (right images) on the basis of full shape information (upper left image), and row 
DFT sizes (lower left image). 
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Abstract. Pairwise nearest neighbor method (PNN), in its exact form, provides 
good quality codebooks for vector quantization but at the cost of high run time. 
We consider the utilization of the partial distortion search technique in order to 
reduce the workload caused by the distance calculations in the PNN. By ex- 
periments, we show that the simple improvement reduces the run time down to 
50-60% 

Keywords: Vector quantization, pairwise nearest neighbor method, partial dis- 
tortion search 



1 Introduction 

Vector quantization maps a set of N input vectors {x.} in a A-dimensional Euclidean 
space to a set of M code vectors {cj [1]. The pairwise nearest neighbor method 
(PNN) [2] is a simple and well-known method for generating the codehook. It starts 
hy initializing a codebook of size N, where each training vector is considered as its 
own code vector. Two code vectors are merged in each step of the algorithm and the 
process is repeated until the codebook reduces to the desired size M. The PNN can 
also be combined with the generalized Lloyd algorithm (GLA) [3], as was done in [4], 
used as a component in the split-and-merge algorithm [5], or as the crossover method 
in genetic algorithm [6]. 

The main drawback of the PNN is its slowness as the original implementation re- 
quires 0{N K) time [7]. An order of magnitude faster algorithm has recently been 
introduced [8], but the method is still lower bounded by O(N^K), which is more than 
the 0(NMK) time required by the GLA. Additional improvements are therefore 
needed in order to make the exact algorithm competitive also in speed. 

We propose to use partial distortion search (PDS) technique to be used with the 
PNN in order to reduce the workload from the distance calculations. The PDS tech- 
nique was originally proposed by Bei and Gray [9] for fast code vector search under 
the Euclidean distance metric. The idea of the PDS method is to terminate a single 
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distance calculation immediately when the partially distance exceeds the shortest 
distance found so far. This idea is independent on the chosen metrics and therefore it 
can be applied to the PNN. 

In the rest of the paper, we recall the exact PNN method and its fast implementa- 
tions. We then show how the PDS method can be applied both in the initialization 
stage, and in the main loop of the PNN. By experiments, we show that the method 
achieves speed-up of about 50-60 % with a very simple implementation and without 
any additional data structures. 



2 Pairwise Nearest Neighbor Method 



The aim of the PNN algorithm is to find a codebook C of M code vectors (q) by 
minimizing the average squared Euclidean distance between the training vectors and 
their representative code vectors: 




( 1 ) 



where is the cluster (partition) index of the training vector x.. Cluster is defined as 
the set of training vectors that belong to the same partition a: 



s 



a 




( 2 ) 



The basic structure of the PNN method is shown in Fig. 1. It starts by initializing 
each training vector x^ as its own code vector q. In each step of the algorithm, two 
clusters (code vectors) is merged and the centroid of the merged cluster is used as a 
new code vector. The cost of merging two clusters s^ and i',, {“distance” of the clusters) 
can be calculated as [2] : 



d 



a,b 



+ n. 




(3) 



where and are the cluster centroids and and are the cluster sizes. 



PNN(X, M)^C,P 
q^{x) V/e[1,N]; 
m N', 

REPEAT 

(s^, <— NearestClustersO; 

MergeClusters(i^, 
m <— m-1; 

UpdateDataStructuresO; 
UNTIL m=M- 



Fig. 1. Structure of the exact PNN method. 
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The exact variant of the PNN applies local optimization strategy: all possible clus- 
ter pairs are considered and the one (a, b) increasing the distortion least is chosen. The 
clusters are then merged and the process is repeated until the codebook reaches the 
size M. Straightforward implementation of this takes 0(N K) time because there are 
0(N) steps, and in each step there are 0{N^) cost function values to be calculated. 

A much faster variant of the PNN can be implemented by maintaining for each 
cluster a pointer to its nearest neighbor [8]. The nearest neighbor nn^ for a cluster is 
defined as the cluster minimizing the merge cost. In this way, only few nearest neigh- 
bor searches are needed in each iteration. The method is denoted as fast exact PNN. 



3 Partial Distortion Search 

Let s^ be the cluster, for which we seek the nearest neighbor. We use full search, i.e., 
calculate the distance values d^. (see Eq. 3) between s^ and all other clusters i'j. Let 
be the distance of the best candidate found so far. The distance is calculated cumula- 
tively by summing up the squared differences in each dimension. The cumulative 
summation is non-decreasing, as the individual terms are non-negative. The calcula- 
tion can therefore be terminated and the candidate rejected if the partial distance value 
exceeds the current minimum d^^^. 



3.1 Simple Variant 



The implementation of the partial distance calculation is shown in Fig. 2. The distance 
function consists of the squared Euclidean distance (e^.) of the cluster centroids, and 
a weighting factor (w^ .) that depends on the cluster sizes: 



e 



aj 




(4) 



w 









(5) 



Here c^^ and c.^ refer to the A:’th component of the corresponding vector. The 
weighting factor w^. is calculated first, and the squared Euclidean distance e^. is then 
cumulated by summing up the squared differences in each dimension. After each 
summation, we calculate the partial distortion value (w^. ■ e^.) and compare it to the 
distance of the best candidate (d 

X min'' 






‘ e > d 

a,j — n 



( 6 ) 



The distance calculation is terminated if this condition is found to be true. The cal- 
culations of the partial distortion require an additional multiplication operation and an 
extra comparison for checking the termination condition. We refer this as the simple 
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variant. Speed-up can be achieved if this extra work does not exceed the time saved 
by the termination. 



3.2 Optimized Variant 

The extra multiplication in (6) can be avoided by formulating the termination condi- 
tion as: 

^ (7) 

w . 

a.j 

The right part of the equation can now be calculated in the beginning of the func- 
tion, and only the comparison remains inside the summation loop. We refer this as the 
optimized variant. As a drawback, there are one extra division due to (7) and extra 
multiplication outside the loop. 

The computational efficiencies of the two variants are compared to that of the full 
search in Table 1. The simple variant is faster when the dimensions are very small and 
in cases when the termination happens earlier. The equation (6) is also less vulnerable 
to rounding errors than (7). The optimized variant, on the other hand, produces signifi- 
cant improvement when the dimensions are very large. 



MergeCost(ia, .Sj, d^in) — > d; 
e 0; 
k^O; 

w -Hj/ (n^ + Wj); 
REPEAT 

k ^ — k + 1 : 
e + (Caic - 
d i—w -e; 

UNTIL (d > d^„) OK {k = K) \ 
RETURN d\ 



Fig. 2. Pseudo code for the distance calculation in the (simple) PDS method. 



Table 1. Summary of the arithmetic operations involved in the distance calculations. The value 
qe [0,1] refers as the proportion of the processed dimensions. 



Variant: 




/ 


+ 


Full search 


k + 2 


1 


2k + 1 


Simple variant 


2kq + 1 


1 


2kq + 1 


Optimized variant 


kq + 2 


2 


2kq + 1 
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3.3 Initial Candidate 

Overall, the effectiveness of the method depends on the quality of the current candi- 
date. It is therefore important to have a good initial candidate so that the would be 
small already at the early stages of the calculations. In this way, more distance calcu- 
lations can be terminated sooner. In the previous iteration, the nearest neighbor for 
was one of the clusters that were merged. It is expected that the distance to the merged 
cluster remains relatively small and, therefore, we take this as the first candidate. This 
minor enhancement turns out to provide significant improvement in the algorithm, see 
the experiments in Section 4. 



4 Test Results 

We generated training sets from six images: Bridge, Camera, Miss America, Table 
tennis. House and Airplane. The vectors in the first two sets {Bridge, Camera) are 4x4 
pixel blocks from the gray-scale images. The third and fourth sets (Miss America, 
Table Tennis) have been obtained by subtracting two subsequent image frames of the 
original video image sequences, and then constructing 4x4 spatial pixel blocks from 
the residuals. Only the first two frames have been used. The fifth and sixth data sets 
{House, Airplane) consist of color values of the RGB images. Applications of this kind 
of data sets is found in image and video image coding {Bridge, Camera, Miss Amer- 
ica, Table tennis), and in color image quantization {House, Airplane). 

The effect of the initial candidate in the PDS is first studied as a function of the 
vector dimension. For this purpose, we use artificially generated training sets with the 
parameters A=1024, M=256, and varying the vector size K from 16 to 1024. The re- 
sults are shown in Fig. 3, and they clearly demonstrate the importance of the initial 
guess for training sets with large vector dimension. The improvement is less signifi- 
cant for training sets with K<16 but still large enough to be useful. In the following, 
we assume that the initial guess is always used. 

The performance of the two PDS variants (simple and the optimized variant) is 
summarized in Fig. 4 for the six training sets. The results show that the simple variant 
is better for the training sets {House and Airplane) with small vector dimensions 
{K=3). This is because of the extra division operation in the optimized variant. In fact, 
the optimized variant is even slower than the original PNN. For the other training sets 
{Bridge, Camera, Miss America, Table tennis), the optimized variant works much 
better and gives always equal to or better result than the simple variant. The signifi- 
cance of the division operation is much smaller in case of vector with higher dimen- 
sion. 

We would also like to note that the cost of the division operation is hardware de- 
pendent. The results indicate that the relative performance of the optimized variant 
increases as a function of K, but one should not draw any final conclusions about the 
exact value of K, after which the optimized variant outperforms the simple variant. 
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Fig. 3. Remaining run time relative to full search PNN for the optimized PDS with and without 
initial guess. 

Table 2 gives more detailed workload of the different PNN variants for three train- 
ing sets, one from each category. The overall run times of the PDS is then summarized 
in Table 3. From the experiments we can see that the results greatly depend on the 
training set. 

The effect of the vector size is demonstrated in Fig. 5 with the artificial training sets 
described earlier in this section. Obviously, the overall run time increases as a function 
of the vector size. On the other, the relative improvement of the speed-up methods 
also increases, which partly compensates the increase in the vector size. 




Bridge Camera Miss Table House Airpiane 
America tennis 



Fig. 4. Remaining run time relative to full search PNN for the simple and optimized variants of 
the PDS. 
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Table 2. The average number of distance calculations per nearest neighbor search, the average 
number of processed vector dimension during the distance calculation, and the total number of 
processed vector dimensions per search on average. 







Distance 
calculations / 
search 


Dimensions / 
distance 
calculation 


Dimensions / 
search 


Bridge, A^=4096, 


Full 


2208.6 


16.0 


35338.3 


M=25(). K=\6 




PDS 


2208.7 


3.0 


6534.2 


House, 


Full 


16514.8 


3.0 


49544.5 


A?=34112,M=256, 


K=3 


PDS 


16533.6 


1.1 


17538.3 


Miss America, 


Full 


3404.8 


16.0 


54476.9 


A=6480, M=256, 


K=16 


PDS 


3401.5 


4.8 


16194.3 





Fig. 5. Run time (in seconds) as a function of the code vector dimension (above), and remaining 
run time relative to the full search PNN (below). 
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Table 3. Run times (in seconds) for the six training sets (M=256). 





Bridge 


Camera 


House 


Airplane 


Miss 

America 


Table 

tennis 


Full search 


79 


73 


1524 


8812 


229 


2895 


PDS 


42 


35 


1826 


10460 


143 


1756 


Remaining 


53% 


48% 


120% 


119% 


62% 


61% 



5 Conclusions 

We have proposed the partial distortion search (PDS) for speeding-up the PNN. The 
effect of the method have studied thoroughly and the results show that the PDS 
method works well in most cases and achieves similar speed-up than was obtained 
within the GLA; roughly about 50% with the favorable training sets. The use of the 
PDS is questionable only with vectors of very small dimension. In this case, the im- 
provement can be overwhelmed by the overhead caused by the additional test. The use 
of the initial candidate was also found to be important. Overall, the PDS is very effi- 
cient with vectors of very large dimension. For example, less than 10% run time is 
required with vectors of size 256 or more. 
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Abstract. The paper comprises study on accumulation of errors produced by 
near-lossless JPEG-LS in the consecutive compression-decompression cycles. 
Paper proves that alternatively, lossless compression can be performed on 
luminance and chrominance with reduced representation bit numbers. The 
advantage is that the errors do not accumulate in the consecutive cycles of 
compression because rounding errors of the RGB — > YC^C^ — >RGB 
transformation do not accumulate in the consecutive transformation cycles. 
Exemplary experimental data that verify these statements are included in the 
paper. 



Keywords: JPEG-LS, near-lossless image compression 



1 Introduction 

This paper deals with compression of continuous-tone color natural images, i.e. the 
images that represent real-world scenes and that these images have been produced by 
capturing these real scenes using a camera, scanner or other device that convert light 
stimuli into some electronic signals. The content of the paper is related to lossless 
(reversible) coding that is used to compress digital image data in such a way that the 
original data file can be retrieved without any change of bits. The paper deals mostly 
with near-lossless coding that tries to overcome the principal drawback of lossless 
techniques related to modest compression ratios achieved. Near-lossless coding trades 
off between compression ratio and distortion kept very small. Specification of the 
allowed distortion strongly depends on a specific application. Definitions of „near 
losslessness” use mostly one of the following criteria: 

1 . Portion of pixels which are not corrupted during the compression/ decompression 
process , e.g. 95% [1], 

2. Maximum error d of the color component value [2]. 

The very well known and widely used image compression standard JPEG [3,4] 
exploits lossy (irreversible) compression modes as well as the lossless (reversible) 
mode of operation. The lossless mode is based on intraframe prediction and entropy 
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coding, i.e. on the algorithm that is entirely different from that used by irreversible 
coding based on the DCT transform. The coming modern JPEG 2000 standard [5] 
unifies lossless and lossy compression of images into one framework based on the 
wavelet transform. Despite of its paramount functional properties, for purely lossless 
operation, JPEG 2000 is inferior to a recently developed lossless compression 
standard called as JPEG-LS [6]. This new lossless image compression standard is 
based on the LOCO-I (low-complexity context-based lossless image compression) 
algorithm [7] and usually allows higher compression ratios than those achievable by 
lossless (reversible) coding in JPEG 2000 [8]. Because of its high compression 
efficiency, the technique know as CALIC (context-based adaptive lossless/nearly 
lossless image coding) [9] is considered as a reference technique for research results 
in lossless image compression. This highly sophisticated algorithm exhibits high 
computational cost (often four times higher than LOCO-I) but only slightly higher 
compression ratio as compared to LOCO-I (up to 5%). 

Applications of image compression are related to digital picture storage and 
transmission. Even highly sensitive medical images are disseminated via 
communication networks. Recent rapid development of telemedicine is related to 
exploitation of communication networks for multimedia transmission. In a networked 
environment, an individual image can be transmitted several times. Each time it is 
encoded and decoded. Entirely lossless compression does not change image content 
but near-lossless compression degrades somewhat image quality in each 
encoding/decoding cycle. The user who is not able to perceive the degradation 
caused by a single coding/decoding cycle is often unaware of coding errors 
accumulated after several cycles of compression. Even small and well acceptable 
distortion caused by a single cycle of compression can be amplified to a very 
unacceptable distortion even after few transmissions. Unfortunately, most of near- 
lossless algorithms do not respect this problem. For example, application of the near- 
lossless mode of the LOCO-I algorithm, i.e. the JPEG-LS international standard 
results often in a loss of 10 dB of the peak signal-to-noise ratio after about 10 cycles 
of encoding and decoding. The experience of authors is that medical histological 
images exhibited easily perceivable erroneous coloration after already 3 or 4 cycles of 
encoding/decoding using the JPEG-LS algorithm. Such a situation is absolutely not 
acceptable in many applications like telepatology where a physician makes vital 
decisions by considering colors of specific items in a microscopic image. The goal of 
the paper is to examine the process of accumulation of coding errors in the 
consecutive cycles of compression and decompression of the near-lossless JPEG-LS. 
Another goal is to show how the JPEG-LS standard can be easily used for near- 
lossless compression without accumulation of coding errors. 



2 Color Transformations for Image Compression 

The images are mostly acquired and displayed in the RGB color space. Unfortunately, 
the R, G and B components are highly correlated, therefore their straightforward 
encoding is not efficient. Decorrelation of components improves the results of further 
compression. Theoretically optimal is the adaptive Karhunen-Loeve transformation, 
which is rather sophisticated in application. Employment of the Karhunen-Loeve 
transformation matched to average statistical properties of a whole image leads to 
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results, which are often even poorer than those obtained by usage of LQQ color 
coordinates [10]. Therefore rough decorrelation of color components is mostly 
obtained by a linear transformation to the YC^C^ color space, opponent color space or 
another similar one. Unfortunately those linear transformations are mostly represented 
by matrices with noninteger elements. Therefore application of such transformations 
prior to actual compression leads to some rounding errors. The whole cycle color 
transformation - compression - inverse color transformation is not exactly lossless, 
i.e. is not exactly reversible. A very interesting property of the transformation RGB — > 
TCgCjjhas been described in [11]. A proposition has been proved that tells us that the 
rounding errors do not accumulate in the consecutive cycles of the RGB — > TQQ — > 
RGB color transformations. Thus the errors after several cycles of compression and 
decompression are the same as those after a single cycle. General conditions for a 
color transformation have been given in [12]. A transformation does not cause error 
accumulation if it fulfills these conditions. In order to review the problem more 
carefully, let us assume that an image is represented by R, G and B components. For 
the sake of brevity let us assume 8-bit representation of component samples. 
Nevertheless the considerations given below can be adopted for any number of bits of 
pixel representations. A linear color transformation and the corresponding inverse 
transformation can be expressed as 




where mostly Cj = = c, = 0. Nevertheless for the YCgCj^ color space, there is D = Y, 

E= Cg, F = Cg and Cj = 16, = c, = 128 in order to match the dynamic range defined 

by ITU-R. In order to simplify the considerations and without loss of generality, the 
equations can be simplified to 




The RGB samples are integers from the interval [0,255]. The exact D, E and F 
component values obtained according to Eq. 3 have to be rounded in order to obtain 
integers D"', E‘‘ and F‘‘ from the interval [0,255]. Then again the recovered R!‘, G‘ and 
B‘‘ samples obtained from D"‘‘, E‘‘ and F‘‘ according to Eq. 4 have to be rounded to 
integers from D'‘‘, E"‘ and F‘‘ according to Eq. 4 have to be rounded to integers R"‘R"‘, 
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G'‘‘ and B'^^from the interval [0,255]. In the second cycle new values are 

calculated according to Equation 3 that defines a vector transformation corresponding 
to the second cycle. 

The following property has been proved in [12]: 

After the first cycle, all consecutive cycles of forward and backward transformations 
do not influence the values R”', G'‘‘, B'‘‘ obtained in the first cycle. The latter corollary 
tells us that further transformation cycles do not introduce additional rounding errors. 
Thus the errors after several cycles of compression and decompression are the same 
as those after a single cycle. A good example of a transformation which exhibits the 
following properties is the transformation RGB — > . 



Y~ 




~16~ 


1 


' 65.738 


129.057 


25.064 ■ 


~R~ 


Cb 




128 


1 


-37.945 


- 74.494 


112.439 


G 








2^ 














128 




112.439 


-94.154 


-18.285 


B 



~R^ 




'298.082 


0 


408.583 ■ 


1 

SO 

1 


G 


1 


298.082 


-100.291 


-208.120 


C„-128 














B 




298.082 


516.411 


0 


C^-128 



For the boundary values of 0 and 255, rounding of R, G and B does not fulfill the 
conditions of the above consideration and slight accumulation of errors occurs which 
is mostly negligible. For the transformation (5) and (5) the accumulation ends already 
in the second cycle. 



3 Near-Lossless Compression with No Accumulation of Coding 
Errors 

Surprisingly, the following strategy is equivalent to near-lossless compression that 
does not lead to accumulation of coding errors in the consecutive cycles of coding and 
decoding. 

The steps of coding are: 

1. Transform an image from the RGB to YCgC^ color space. 

2. Round the components Y, Cg Q . 

3. Compress the YCgCj^ representation using a lossless technique, e.g. JPEG-LS. 

In the experiments, we prove that this technique is competitive to near-lossless JPEG- 
LS from the point of rate-distortion characteristic. Nevertheless this proposed but very 
obvious strategy does not lead to error accumulation in the consecutive coding cycles. 



4 Experimental Results 

For JPEG-LS near-lossless compression with d = 1 and 2, the values of PSNR [dB] 
and maximum accumulated error are plotted versus cycle number for the well known 
test image “Lena”. For the sake of brevity the experimental results are described for 
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the test image “Lena” only. Nevertheless the results for other test images are similar 
and they prove the conclusions. 





^Red 

Blue 

Green 



Cycle 



— Red Cycle 

— Green 

— Blue 



Fig. 1. Near-lossless JPEG-LS with d =1 : PSNR [dB] and maximum accumulated error for test 
image “Lena”. 



a: 

•z. 

CO 

Q. 




Fig. 2. Near-lossless JPEG-LS with d =2 : PSNR [dB] and maximum accumulated error for test 
image “Lena”. 

The plots prove that the accumulated coding error increases after each coding cycle. 
Similar plots have been obtained for other test images. These plots prove that the 
accumulated errors are significant. Already second cycle reduces the quality about 2-3 
dB as compared to first cycle. The loss of 10 dB of the peak signal-to-noise ratio after 
about 10 cycles of encoding and decoding is common. Near-lossless mode of JPEG- 
LS in the RGB and YCgC^ color spaces is compared with lossless compression in the 
YC^Cr space with reduced precision of samples (Figs. 3 and 4). For near-lossless 
JPEG-LS, accumulated coding errors cause significant decrease of compression ratio 
K for consecutive cycles. These coding errors are like noise and therefore are difficult 
do encode. 
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—♦—Near Lossless, RGB, d = 1 

—■—Near Lossless, RGB, d = 2 

— ^Near Lossless, YCrCb, d = 1 

— Near Lossless, YCrCb, d = 2 

Lossless In YCrCb, 8-blt 

luminance, 7-blt chrominance 

Lossless In YCrCb, 7-blt 

luminance, 7-blt chrominance 

Lossless In YCrCb, 7-blt 

luminance 6-blt chrominance 
— Lossless In YCrCb, 6-blt 

luminance, 6-blt chrominance 

Lossless In YCrCb, 6-blt 

luminance 5-blt chrominance 
In YCrCb, 5-blt 
luminance, 5-blt chrominance 



Fig. 3. Near-lossless mode of JPEG-LS in the RGB and YC^C,; color spaces compared with 
lossless compression in the YC^C,; space with reduced precision of samples: PSNR [dB] versus 
number of coding cycles for test image “Lena”. 




0 2 4 6 8 10 

Cycle 



A Near lossless, YCbCr, d=2 

X Near lossless, YCbCr, d=1 

■ Near lossless, RGB d=2 

♦ Near lossless, RGB d=1 

Lossless In YCbCr, 5-blt 

lumlnanoe, 5-blt ohromlnanoe 

Lossless In YCbCr, 6-blt 

lumlnanoe, 5-blt ohromlnanoe 
— Lossless In YCbCr, 6-blt 

lumlnanoe, 6-blt ohromlnanoe 

Lossless In YCbCr, 7-blt 

lumlnanoe 6-blt ohromlnanoe 

Lossless In YCbCr, 7-blt 

lumlnanoe, 7-blt ohromlnanoe 

Lossless In YCbCr, 8-blt 

lumlnanoe, 7-blt ohromlnanoe 



Fig. 4. Near-lossless mode of JPEG-LS in the RGB and YCgC^ color spaces compared with 
lossless compression in the YCgC,; space with reduced precision of samples: Compression ratio 
K versus number of coding cycles for test image “Lena”. 

Application of near-lossless JPEG-LS leads to K up to 40 - 60 % greater than in the 
RGB color space. Unfortunately, image quality is respectively worse. For example, 
lossless JPEG-LS in the RGB color space with d=l already after the second cycle is 
inferior to lossless JPEG-LS with 7-bit samples of Y, Q . Here, “inferior” means 
lower compression ratio and lower quality of the reconstructed image. In general, 
similar conclusions are valid for d =2 and for the YCgC,; color space and for 
corresponding number of bits of YCgC,; representation used for lossless compression. 
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Note that PSNR lower than about 40 dB usually corresponds to visible image 
degradations. Such compression cannot be described as near-lossless. The degradation 
caused by rounding of YCgC^ is related to appearance of false contours while near- 
lossless compression introduces more noise. 



5 Conclusions 

The experiments prove that standard near-lossless JPEG-LS compression technique 
suffers from error accumulation in the consecutive cycles of coding and decoding. 
The errors accumulate after each cycle and large errors occur after only few cycles. 
Moreover the cumulated coding noise reduces compression ratio in the consecutive 
cycles. 

The color transformation RGB — > YC^Cg introduces errors in the first cycle only. 
Further cycles do not produce rounding errors. Therefore, for multiple compression 
cycles, lossless JPEG-LS with reduced sample precision in YC^Cgis superior to near- 
lossless JPEG-LS 
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Abstract. Methods of lossless compression of medical image data are consid- 
ered in this paper. Chosen classes of efficient algorithms were constructed, ex- 
amined and optimised to conclude the most useful tools for creation of medical 
image representation. 2-D context-based prediction schemes, and statistical 
models of entropy coder were fitted to different characteristics of US, MR and 
CT images. The SSM technique of suitable-to-image characteristics scanning 
followed by statistical modelling of the context in arithmetic coder was found 
out as the most effective in most cases. Average bit rate value over test images 
is equal to 2.54 bpp for SSM coder and significantly overcomes 2.92 bpp 
achieved for CALIC. Efficient hybrid encoding method fSHEC) was proposed 
as a complex tool for medical image archiving and transmission. SHEC devel- 
ops SSM by including CALIC-like coder for archiving the highest quality im- 
ages and JPEG2000-like wavelet coder for transmission of high and middle 
quality images in telemedicine systems. 

Keywords: medical image compression, reversible hybrid coders, statistical 
modeling 



1 Introduction 

Effective compression of medical images is actually useful and desired tool to solve 
the problems of overloaded networks and data base interfaces, and increasing amount 
of necessary data store media. More efficient lossy techniques are not acceptable for 
most medical imaging exams in an opinion of majority of medical specialists’ bodies. 
Most of the newest reversible techniques use heuristic prediction or encoding models, 
which are efficient only for certain classes of images. The complexity constraints 
necessitate the use of intuition and heuristics in context modelling instead of universal 
coding modelling, which has provable optimality based on complex stochastic consid- 
erations. 

The CALIC [1] is a state-of-art image coder because of applied image-independent 
order of traversing pixels that can provide adjacent, enclosing (360°) modelling con- 
texts for a maximum number of pixels. Additionally, inventive algorithmic way of 
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forming and quantizing the modelling contexts to alleviate the problem of context 
dilution was developed. Alternative coders can fit model to real local data characteris- 
tics and capture true information in adaptive way but they are too complex and time 
consuming, not useful in practise. An example is TMW [2] which contains global 
optimisation, blended linear prediction and implicit segmentation with splitting the 
compression process into an analysis step and a coding step. The computational com- 
plexity of TMW is several orders of magnitude greater than CALIC but efficiency 
improvement is between 2 and 10 percent over CALIC for several test images. Less 
complex adaptive algorithm with weaker effectiveness was proposed by G. Motta et 
al. [3] They used multiple adaptive linear prediction models, locally optimised on a 
pixel-by-pixel basis and rather simple scheme of entropy coding. In JPEG-LS method, 
simple nonlinear prediction is followed by more sophisticated entropy encoding 
scheme with statistical modelling [4]. Four-order context is used. John Robinson’s 
algorithm - BTPC (binary tree predictive coding) [5] applies shape-based predictors 
and integrated adaptive Huffman encoder. In shape-based prediction the relative val- 
ues of the four surrounding pixels are interpreted as edge, flat, point, ridge, etc., and a 
different, simple prediction is formed for each case. The fundamental stage of these 
coders is entropy encoding based on sophisticated statistical modelling of image data 
dependencies. 

The purpose of our research is to encode medical images in the most effective way. 
We analysed and tested state-of-art coders. Because of poor effectiveness of the most 
efficient image coders, e.g. CALIC and JPEG-LS in compression of ultrasonic images, 
we looked for more adaptive scheme to capture all kinds of information contained in 
medical image data sets. We presented optimisation process of coding methods in 
section 2, especially data scanning, modelling, prediction and wavelet encoding. Com- 
plimented ideas was merged in hybrid coder scheme in section 3. The experimental 
results of our research in lossless encoding of US, MR and CT images was reported in 
section 4 and summarising remarks are concluded in section 5. 



2 Optimisation of Coding Methods 

A class of medical images is differentiated. A group of high quality images: MR 
(magnetic resonance), CT (computed tomography) and CR (computed radiography) is 
characterised by important particulars, low noise level and sharp edges. Lower quality 
noisy US (ultrasonic) and NM (nuclear medicine) images are the sets of less correlated 
samples, where estimated sophisticated prediction models to remove linear or nonlin- 
ear dependencies give unprofitable results. For example, significant clearly distin- 
guishable edges with high magnitude of gradients are absent in US images. These 
images contain rather weak edges and structure of contours with lower gradient mag- 
nitude, which are placed in noisy areas. A nature of US image noise is very difficult to 
model without some simplifications. It is characteristic granular or mottled noise 
called speckle. Many predictive and interpolating models efficient in encoding of 
natural images do not work properly in compression of lower quality medical images. 

Effective schemes of image lossless coder may contain the following components: 
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- data scanning in an image space fitted to data characteristics to form one-dimen- 
sional data stream as an input of entropy coder; 

- prediction or interpolation (HINT) where a pixel value is guessed on a base of 
surrounding pixels (linear and non-linear models are used) formed as finite causal 
2-D prediction context; prediction errors are input data of entropy coder; 

- transformation-based decorrelation methods: e.g. wavelet transform with selected 
reversible filters and decomposition schemes; the coefficients are entropy coded; 

- entropy encoding (mostly arithmetic), where input data are coded basing on sta- 
tistical model of 2-D causal context. 

We considered and combined these elements into one hybrid coding scheme. 

2.1 Image Data Scanning 

A priori knowledge and initial estimation of data correlation level to extract the best 
scanning order for concrete image were applied. Next, arithmetic coder with modelled 
context was used as entropy encoder. Simple raster scan, raw-column interleaved scan, 
and other -content or -semantic oriented scanning methods based on a priori knowl- 
edge were tested. The examples including data ordering in growing circles curve 
starting from a middle point of the image were shown in fig. 1 . 

Moreover, Hilbert differential transformation (HD) of the image samples as more 
sophisticated scanning technique was tested. Hilbert-type operation is asymptotically 
optimal in terms of its correlation structure. Lempel and Ziv [6] suggested that the 
entropy of images can be asymptotically achieved by this type of scanning followed 
by a particular one-dimensional coding algorithm. An intelligible description of the 
HD applied for medical image modelling and compression is given by Y. Zhang [7]. 
Hilbert scan is characterised by ’clustering’ or locally preserving’ capability to be 
utilised for improving the image compression. 




Fig. 1. Data ordering methods in image data scanning process, in sequence from left to right: 
raw-oriented raster scan, interleaved scan, circle scan and Hilbert scan for 16X 16 image block. 

Effective scanning method can make context-based data models simpler and less 
complex. We looked for effective indicators of the most efficient scanning method 
combined with suitable causal 2D prediction or statistical modelling. A basic measure 
of the information content or ’uncertainty’ is entropy (called unconditional entropy): 
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/f(A').S/-(»)log^. (1) 

where ensemble X is a model of source information given by random variable x with a 
set of possible outcomes called source alphabet: = {a^,a 2 ,---,CCx} having prob- 

K 

abilities with P{x = a^) = p^, p^>0 and ^ =1- Such measure 

k=l 

is not suitable as scanning indicator because of context absence. Reliable information 
content measure called joint entropy is difficult to estimate for finite data sets. Most 
practical conditional entropy approximates joint entropy and includes context-based 
data dependency. The conditional entropy of X given context C with alphabet is 
defined as: 

H(A|C). X PU,y)log.^. ,2) 

a.ceAj. ,A|g -< t-'-ICf 

Entropy coders are based on such information characteristics. Causal context C of 
statistical model is dependent on scanning method. Analytically, the scanning of an 
image is the data ordering in 1-D sequence of pixel intensities x, . It is defined by 
bijection/from the closed interval of integers [1, ..., which are the pixel indexes 
in original image NxN to the set of ordered pairs [{i, j) :l< i, j < N} of image 
location of successive pixels. Thus, the context C support and bijection / should be 
chosen to minimise H(X | C(/)) ■ Ordered pixel intensities are as follows: 

2 ■ Utilising of such context in encoder leads to reduction of out- 

JK‘^) f{N ) 

put bit rate. 

Another measure could be used for estimation of 2D prediction efficiency. A dif- 
ference data stream is created from ordered input data in the following way: 

^/(O “ -^/(o “ -^/('-i) ’ and Consequently, conditional 

entropy of a difference stream E (with alphabet ) called differential entropy is 
defined as: 

H(E\C,)^ X (3) 

Memon et al. [8] considered image information source as realisation of an isotropic 
Gaussian random field with correlations decreasing with distance and pixel values 
rounded to the nearest integer. Isotropic assumption are not always fulfilled but is 
helpful when image orientation is not known (none distinct direction of maximum 
correlation is clearly noticeable). They proved that in this case simple raster scan is 
more effective than Hilbert scan. These considerations can be widen to Laplacian 
sources of differential images. In this case raster scan is also more efficient than Hil- 
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bert scan. It was really confirmed by the experiments reported in this paper. Also 
conditional entropy (eq. 2) and differential entropy (eq. 3) as characteristics of the 
scanning potential for statistical modelling and prediction were tested. A difference 
between conditional entropy and entropy (eq. 1) is an indicator of statistical modelling 
potential and differential entropy related to conditional entropy is an indicator of pre- 
diction potential. Detection of the cases when 2-D prediction or interpolation of 
scanned image is not effective for compression allows us to classify medical images 
into two groups of predictable and unpredictable data sets to increase archiving and 
transmission potential by selection of proper encoding tools. 

2.2 2D Statistical Data Modelling 

Entropy encoding of /-scanned data was optimised by context modelling (shape and 
alphabet), and quantization. Scanning-statistical modelling method (SSM) was the 
result of our considerations. Context-based probability model for arithmetic coder was 
realised as linear combination of 12 neighbours surrounding any pixel in a causal way. 
Alphabet of such 1“ order context was uniformly quantized to overcome context dilu- 
tion problem caused by great complexity of the statistical model used in entropy en- 
coder. Adaptively built model cannot learn the statistics of a source with large number 
of states fast enough to make a contribution to the compression of the every image 
being coded. Therefore, quantization of the shape and alphabet of statistical model 
could be effective in reduction of dilution limitation by decreasing the number of 
possible model states in the following way: 

q 

where random variable x represents T‘ order context with quantized alphabet. Set of 
coefficients a, and value q are estimated for each image by linear regression. Typi- 
cally, q = 2 for complexity reduction. Finally, an estimation of the conditional prob- 
ability model P{x |x) is done adaptively during encoding process. 

2.3 Causal 2D Prediction and Interpolation 

Performance of SSM technique could be improved in some cases by entering 2-D 
prediction-interpolation of scanned data and providing suitable ‘interface’ with scan- 
ning and followed statistical modelling. The coefficients of prediction and interpola- 
tion models were estimated by linear regression scheme, slightly modified to minimise 
first order entropy of prediction error stream. Therefore, close-to-optimal prediction 
models could be fitted automatically for a whole image data set, selected regions or 
adaptively modified point-by-point in a backward manner. Different techniques of 
context and prediction function modelling were tested. Context shape, order and al- 
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phabet were fitted to encoded stream characteristics to decrease data correlation and 
dilution of statistical model. 

Many image features, such as edge intensity gradient and edge orientation, differ- 
ences in textures, and generally local data dependencies could be better modelled in a 
completely enclosing context, characterizing pixel value from each direction. How- 
ever, because of causal way of model construction it could be the context of pixels 
distant from modelled one and thus ineffective. It was noticed in HINT [9]. We 
optimised basic interpolation scheme by fitting number of levels to concrete image 
characteristics. Noissy, less correlated image data sets were coded efficiently with 
only five levels of image pyramid, while high quality CT images were interpolated 
effectivelly with 8 levels pyramid. Also regularity of pixels grid in succesive levels 
were distorbed. The state-of-art realization of mixed prediction-intepolation ideas is 
CALIC. But a set of fixed heuristic predictors of CALIC were completely unsuitable 
for several US test images. Another solution was based on multiple predictors with 
blending its predictions together to give a single predicted pixel value [2]. But the 
model cost was growing up significantly and made it rather unpractical. 

2.4 Wavelet Decomposition and Progressive Coding 

By applying reversible transforms lossless wavelet coders were developed [10] [11]. 
Wavelet data decorrelation can be considered as additional step of lossless coding 
algorithm followed by bitplane or ‘whole magnitude’, and sign-based statistical mod- 
elling and entropy encoding. Data modelling is often based on zerotree structure 
(SPIHT [11]), and sometimes limited to rectangular blocks which are encoded inde- 
pendently (JPEG2000). 

We tried to select the most effective reversible transforms and decomposition pro- 
cedures. Close to twenty reversible transforms known from state-of-art compression 
applications [12] [13] [14] were used to find out the optimal form of medical image 
decorrelation. The simple S-transform for US images and 17/11 interpolating wavelet 
[12] for others were selected are the most useful. Besides basic multiresolution dyadic 
decomposition called mallat, several others like spacl, packet, fbi (examples from 
JPEG2000 part II draft), uniform, standard, and quincunx schemes (characterised in 
[15]) were investigated to be useful. Surprisingly, quincunx decomposition occurred 
the most efficient in most cases of medical image compression. 

Additional benefits of wavelet compression according to JPEG2000 paradigm are 
as follows: natural progressiveness, scalability, multiresolution restoration, ROl selec- 
tion, easy to achieve embedded data stream, and great efficiency of lossy data packets 
in lossy-to-lossless scheme. 



3 Description of the SHEC 

Our concept is that medical images should be encoded in different way depending on 
medical image characteristics. Useful-for-medical-applications coder should be able to 
alter encoding scheme relaying on entropy-based criteria or customer a priori knowl- 
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edge. The SSM is proposed as fundamental groundwork of compression technique. 
Because prediction-interpolation can slightly improve performance for high-correlated 
images it may be switched on for that cases. Good automatic indicator is to compare 
conditional and differential entropy, and both of them to unconditional entropy. 
Wavelet data decomposition may be applied in several cases with noticeable effi- 
ciency and great usefulness. Nevertheless, statistical modelling should be adopted to 
prediction errors or wavelet data characteristics in that two cases. 

We proposed Statistically-driven Hybrid Entropy Coder (SHEC) to encode all 
classes of medical images. An idea of this coder is shown in figure 2. CALIC as effi- 
cient prediction-interpolation scheme may be applied for high-quality CT, CR or MR 
images in archiving applications. Eor other images, SSM is the most efficient for ar- 
chiving, especially for difficult to encode US images. Embedded wavelet coder with 
selected progression and decomposition schemes is very useful for encoding of MR 
and CT images in teleradiology. Middle-quality MR images can be efficiently com- 
pressed and quickly previewed in data-base applications with wavelet codecs. 



Input image 



Customer or en- 
tropy-based crite- 
ria of selection 



Selection 



Prediction- 

interpolation 



Data scanning \ 



Reversible integer 
wavelet transform 



Statistical context 
modelling (selection | 
dependent) 





Adaptive 


-► 


arithmetic 




encoding 



Compressed image 
representation 



Fig. 2. Hybrid lossless coder with switched decomposition procedure. 



As a characteristics of medical Images and their susceptibility on prediction- 
interpolation-statistical modelling compression, the following indicator was used: 



H{X\C)-H(E\C^) 

H(X) 



(5) 



The entropy values are estimated for reference Hilbert scan. 



4 Tests and Results 

The following images were used in our experiments: four US images, four MR images 
and four CT images from different imaging and digitalisation systems. The images 
USl, MRl and CTl are JPEG2000 test images. Bit rate reduction of coded image 
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representation was the most important matter of the optimisation. The results of com- 
pression efficiency evaluation tests are presented in tables 1 and 2. 



Table 1 Analysis of image data scanning techniques. Two indicators of scanning effectiveness 
according to equations (2) and (3) were used. An arithmetic coder to encode ordered 1-D data 
sets was used. The values of bit rate and entropy in bits per symbol are presented. 



Input 


Scanning method 


Raster 


Interleaved 


Circle 


Hilbert 


Image 


77(A) 


77(A|0 


mcE) 


BR 


77(A|C) 


7K£lQ) 


BR 


77(A|C) 


HE\Q) 


BR 


H(X\Q 


mQ) 


BR 


USl 


6.66 


4.29 


4.80 


4.81 


4.69 


5.26 


5.31 


4.65 


5.16 


5.26 


4.68 


5.25 


5.29 


US2 


4.09 


2.00 


2.94 


2.12 


2.16 


3.10 


2.28 


2.25 


3.20 


2.40 


2.22 


3.17 


2.34 


US3 


2.92 


0.97 


1.02 


0.89 


1.24 


1.38 


1.20 


1.30 


1.42 


1.27 


1.26 


1.46 


1.25 


US4 


4.32 


3.09 


3.51 


3.17 


3.32 


3.84 


3.39 


3.18 


3.64 


3.25 


3.25 


3.74 


3.32 


CTl 


4.56 


1.69 


1.56 


1.61 


1.87 


1.77 


1.77 


1.74 


1.62 


1.64 


1.80 


1.94 


1.84 


CT2 


5.77 


3.02 


2.87 


3.20 


3.10 


2.97 


3.30 


2.92 


2.74 


3.09 


3.06 


3.20 


3.33 


CT3 


4.43 


1.65 


1.66 


1.68 


1.73 


1.76 


1.74 


1.57 


1.55 


1.60 


1.71 


1.90 


1.79 


CT4 


5.30 


2.63 


2.67 


2.78 


2.76 


2.88 


2.96 


2.57 


2.59 


2.73 


2.73 


2.89 


2.92 


MRl 


5.21 


3.20 


3.36 


3.44 


3.18 


3.36 


3.45 


3.16 


3.37 


3.44 


3.20 


3.48 


3.51 


MR2 


5.74 


3.57 


3.8sl 


3.99 


3.59 


3.81 


3.99 


3.56 


3.77 


3.94 


3.61 


3.89 


4.03 


MR3 


5.11 


3.18 


3.41 


3.42 


3.28 


3.54 


3.59 


3.21 


3.48 


3.51 


3.23 


3.52 


3.53 


MR4 


6.37 


3.86 


3.74 


4.33 


3.79 


3.76 


4.28 


3.75 


3.71 


4.17 


3.86 


4.08 


4.43 


Mean 


2.76 


2.95 


2.95 


2.89 


3.12 


3.10 


2.82 


3.02 


3.03 


2.88 


3.21 


3.13 



Significant changes of final coding efficiency are visible in the tests of the different 
scanning methods (table 1). Simple row-oriented raster scan gave the best results for 
majority of medical images, especially when image orientation was not clearly identi- 
fied. The circle scanning can improve effectiveness in the cases with dominant circle 
correlations, especially for the images of centred round organs (CT and MR images of 
head and chest). Poor efficiency of Hilbert scan at each case was noticed. 

The linear prediction, very efficient in natural image coding is not useful in any 
case of US image compression - see table 2. Moreover, even low-order predictors are 
profitable for other medical images (MR, CT) in comparison to the only scanning 
techniques. Increasing the order of predictor does not influence significantly on en- 
coding performance. HINT is slightly less efficient than 2-D prediction. 

Generally, applying of high order models is more profitable in statistical encoding 
than in prediction step. More important is approximation of enclosed context in inter- 
polation methods. Progressive scan and context is more efficiently formulated in 
CALIC than in HINT. Closer and wider context modelling makes this state-of-art 
method optimal in scanning-prediction-statistical modelling class of reversible coders. 
We noticed that CT images (the highest 1^^ value) are susceptible to CALIC compres- 
sion but MR images (with lower 7^^) are more efficiently compressed by SSM. 
Wavelet coders are also more effective in this case. 

The group of US images (with the lowest value of I^) should be encoded only by 
SSM because of very poor prediction-interpolation and wavelet decomposition effi- 
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ciency in most cases. Relations between three simple entropy measures are good indi- 
cators of prediction and statistical modelling effectiveness. First order conditional 
entropies are good measures of information for presented entropy coders because of 
context quantization leading to F‘ order causal context dependent on scanning method. 



Table 2. Chosen results of compression efficiency evaluation of referenced and optimised 
coders. The bit rates of compressed data sets are presented. WD is optimised wavelet decompo- 
sition, SM means statistical modelling. 



Input 


Reference coders 


Wavelet coders 


Statistical coders 


Image 


k 


CALIC 


BTPC 


JPEG- 

LS 


JPEG- 

2000 


SPIHT 


WD-h 

SPIHT 


2-DPR 

-l-SM 


HINT 

-l-SM 


SSM 


USl 


-.09 


4.79 


5.31 


4.92 


4.89 


4.87 


4.83 


4.75 


4.80 


4.43 


US2 


-.23 


3.35 


3.81 


3.44 


3.81 


4.29 


3.72 


3.66 


3.16 


1.94 


US3 


-.07 


1.88 


1.81 


2.28 


1.95 


3.29 


1.98 


1.65 


2.52 


0.89 


US4 


-.11 


5.16 


5.13 


5.45 


5.20 


5.47 


5.02 


4.61 


4.78 


3.00 


US mean 


-.125 


3.80 


4.02 


4.02 


3.96 


4.48 


3.89 


3.67 


3.82 


2.57 


CTl 


-.03 


1.19 


1.50 


1.32 


1.37 


1.57 


1.43 


1.48 


1.68 


1.25 


CT2 


-.02 


2.45 


2.91 


2.48 


2.52 


2.65 


2.56 


2.51 


2.9 


2.51 


CT3 


-.04 


1.49 


1.73 


1.52 


1.93 


2.13 


1.98 


1.87 


2.07 


1.60 


CT4 


-.03 


2.29 


2.76 


2.35 


2.61 


2.63 


2.60 


2.71 


2.80 


2.55 


CT mean 


-.030 


1.86 


2.23 


1.92 


2.11 


2.24 


2.14 


2.14 


2.36 


1.99 


MRl 


-.05 


2.89 


3.37 


2.98 


2.91 


2.92 


2.91 


2.96 


3.02 


2.84 


MR2 


-.05 


3.36 


3.94 


3.50 


3.48 


3.48 


3.47 


3.51 


3.68 


3.48 


MR3 


-.06 


3.05 


3.54 


3.12 


3.11 


3.08 


3.07 


3.04 


3.17 


3.04 


MR4 


-.03 


3.13 


3.80 


3.39 


3.00 


3.28 


3.17 


3.14 


3.62 


2.89 


MR mean 


-.048 


3.11 


3.66 


3.25 


3.12 


3.19 


3.16 


3.16 


3.37 


3.06 


Mean 


-.068 


2.92 


3.30 


3.06 


3.06 


3.30 


3.06 


2.99 


3.18 


2.53 



The results collected in table 2 proved excellent performance of SSM coder. Effi- 
ciency improvement is even up to 50% for US images, and middling 13% for all tested 
images in comparison to CALIC. Wavelet coder efficiency may be significantly in- 
creased by proper decomposition scheme selection (see WD-tSPIHT contra SPIHT 
results in table 2, especially for US2 and US3). 



5 Conclusions 

Entropy coder with statistical modelling is effective in compression of a majority of 
tested medical images. Entropy-based indicators are useful for evaluation of prediction 
potential in several cases of CT and MR images. Tested models of predictors and data 
statistics applied in entropy coder gave significant compression efficiency in compari- 
son to the state-of-art image reversible coders. Complexity of SSM is acceptable for 
practice. 

We proposed SHEC as a complex tool for medical image archiving and transmis- 
sion. It develops SSM by including CALIC-like coder for archiving the highest quality 
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images and JPEG2000-like wavelet coder for progressive transmission of high and 
middle quality images. 

Better statistical modelling of data dependencies seems to be the most profitable to 
increase the effectiveness of medical image compression. However, too complex sta- 
tistical models are not suitable for practice, and CALIC-like predictors are not so 
effective in archiving and progressive data transmission. Hence, adaptive combination 
of selected data decomposition modes correlated to locally fitted statistical models 
seems to be helpful. 
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Abstract. The problem of storage or transmission of codevectors is an essential 
issue in vector quantization with custom codebook. The proposed technique for 
compression of codebooks relies on structuring and ordering properties of a 
binary split algorithm used for codebook design. A simple algorithm is 
presented for automatic ordering of the codebook entries in order to group 
similar codevectors. This similarity is exploited in efficient compression of the 
codebook content by the means of lossless differential coding and lossy DCT- 
based coding. Experimental results of two compression experiments are 
reported and show that a small compression gain can be achieved in this way. 



Keywords: vector quantization, codebook compression 



1 Introduction 

Various applications of vector quantization in image data compression are studied for 
years. Out of two scenarios which are using an universal codebook and using a 
custom codebook, the latter offers significantly better quality of reconstructed images 
at the cost of additional storage and/or transmission of the codebook, which is 
prohibitive in achieving high compression efficiency. Therefore some coding 
algorithms are being investigated for more efficient representation of the codebook 
content. 

Hereafter, we refer to the codebook X = {x j , X j , . . . X „ } as a set of vectors 
X, = [jr!,.r 2 ,...%J^ calculated from image samples, subband/wavelet samples, etc. 
However following discussion is not limited to any particular data representation, a 
simple direct vector quantization of the blocks of pixels is used as a benchmark for 
experimental simulations. 



2 Tree- Structured Codebooks 

Among several approaches to codebook design, tree-structured techniques which 
result in tree-structured codebooks exhibit important advantages over non-structured 
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ones, at the cost of slightly reduced performance of both the codebook design and the 
actual vector quantization stages. First, designing an optimal codebook in highly- 
dimensional space using an optimization method is very difficult and computationally 
intractable, while hierarchical methods (such as these employed in tree-structured 
techniques) offer significant savings in computational complexity. Second, tree- 
structured codebook allows for a simplified the actual vector quantization stage, 
whereby, instead of full search, the input vector is hierarchically compared to the 
successive nodes of the tree. 

Codebook design based on tree- structured algorithm is usually an iterative procedure 
of hierarchical partitioning of the multidimensional data space into disjoint regions. 
Starting from just one codevector representing the whole data set, the codebook grows 
in each step. One cluster of vectors in a particular region is split in each iteration, and 
a respective codevector is replaced by two or more vectors representing the new 
regions just formed, usually centroids of data clusters. A very popular variant of this 
approach is a binary split (BS) technique, wherein the region under consideration is 
always split into two subregions and two new clusters are formed (cf fig. 1), which is 
associated with codebook growth by 1 codevector: 

X'"*!) = X'"* u {X X } - {X } (1) 

where X^"' denotes the codebook in «-th stage of the binary split algorithm, 

X, denotes the codevector being replaced by two new codevectors, X,. and X,,. . 



O ' Splitting border 
in step 1 . 

\ 




Fig. 1. Hierarchical data bi-partitioning by the binary split algorithm during consecutive steps 
of the BS algorithm (2D case) 

Various rules of region splitting may be applied to the BS algorithm. The most typical 
approach is to split the region along a hyperplane passing through its centroid in some 
strictly defined direction related to the data distribution within the region. One of the 
simplest approaches, proposed by Linde, Buzo and Gray [1] relies on the strengths of 
their generalized Lloyd algorithm (GLA) known as LBG algorithm (which is similar 
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to the K-means algorithm of MacQueen, [2]) for K=2. It consists of simple iterative 
LBG-based refinements of randomly initiated split. 

An important near-optimal solution (cf. e.g. [3,4,5]) is derived from the principal 
component analysis (PCA). The cluster in question is being split along the direction 
of maximum data variation around its centroids which is determined by the dominant 
eigenvector of the data covariance matrix within the cluster. 



3 Codebook Compression: Existing Approaches and the New 
Proposed Technique 

Codebook compression is often considered as a method for effective increasing the 
efficiency of data coding based on vector quantization [6]. In general, two approaches 
are practiced: lossless and weakly-lossy coding. Straightforward Huffman coding of 
the component values of codevectors brings marginal (if any) compression gain (cf 
Table 1) due to their distribution being almost uniform. 

Experiments show, that lossy compression utilizing quantization often distorts the 
codebook in way that makes it no longer optimal for quantizing the image it has been 
primarily designed for, and thus the whole process loses the advantage of using a 
custom codebook. Our proposal assumes the codebook is coded without any loss or 
with only marginal distortion so that application of custom codebook is still justified. 



Table 1. Compression gain (over PCM representation) offered by direct application of 
Huffman coding to the values of codebook vectors 





LENA 


BOATS 


Coflcbook 

size 


Huffman 
code size 


Compression 
gain [%] 


Huffman 
code size 


Compression 
gain [%] 


4x4x128 


18938 


0% 


18855 


0% 


4x4x256 


34401 


0% 


34310 


0% 


4x4x512 


65243 


0.4% 


65042 


0.7% 


4x4x1024 


127097 


3% 


126964 


3.1% 


4x4x2048 


249991 


4.6% 


249249 


4.9% 


4x4x4096 


495895 


5.4% 


492514 


6% 



Experiments show, that certain pairs of codevectors usually exhibit mutual similarity. 
This similarity may be exploited in various ways through application of data 
compression techniques, e.g. predictive coding or transform coding, applied across 
vectors, i.e. along a sequence of ordered vectors, as opposed to intra-vector coding. 
The efficiency of such compression strongly depends on the correlation between 
consecutive members of the sequence, therefore the effort is directed toward defining 
an ordering rule, 

KS,.<A (2) 

that maximizes this correlation. Such rule is in fact the one that minimizes the total 
length of a chain of ordered codevectors. 
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II (3) 

^op. = argtnin 2^ 

/=! 

Such order may be determined through exhaustive search, which however would be 
unreasonable considering the little gain in compression ratio achieved. 



4 Automatic Codebook Ordering 

The proposed simple technique relies on structuring and ordering properties of a 
binary tree. The algorithm is based on a observation that, for reasonably sized tree- 
structured codebooks, in most cases the aforementioned similarity is mostly observed 
between pairs of codevectors belonging to the same part of the tree. Therefore the 
ordering is performed automatically during the codebook design process and is 
defined by the two inductive rules: 

1. Before each step of the binary split algorithm, the codebook in its current stage of 
growth is assumed to be already ordered (which is trivial for the first and the 
second step, when codebook consists only of one or two codevectors, respectively), 

(4) 

2. Each replacement of the codevector Xg with two new code vectors, Xg. and 

X j ~ , is associated with inserting two new members into the existing sequence, in 

the place of the old member. Out of two possibilities, the one is chosen that results 
in lower the total chain length (cf. Fig. 2): 





+ Ksr - As,,, < 




=> 


(5a) 













or 



Iks,, -X,,. 


+ k'Sf— vi > 


ks„-x,,.||+ik,,,-x,,.jl 


=> 


(5b) 













Thanks to hierarchical partitioning scheme, major data clusters are separated in first 
order into different branches of the binary tree, so are separated within the sequence 
the codevectors representing them. As the smallest clusters are divided last, the 
corresponding centroids codevectors most likely result being placed next to each other 
in the sequence. 
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Fig. 2. Example ordering of the tree nodes from Fig. 1 after second step (dashed line) and 
fourth step (dotted line) of the binary split algorithm 



5 Application to Codebook Compression 

The proposed coding techniques- lossless differential coding and lossy transform 
coding both make use of the increased correlation between consecutive codevectors 
that results from the proposed ordering. For the purpose of coding, K data vectors of 
length N are formed by scanning the corresponding values x'- across all codevectors: 

j = \...K. (6) 

In case of predictive differential coding, difference vectors are calculated, for each 
pair of neighboring codevectors in the ordered sequence. For the first vector, its 
difference with the average value of its coordinates is calculated. 

= i = 2...N (7) 

Subsequently, the set of differential values is encoded using Huffman code with 
custom dictionary. 

Lossy encoding of the codebook data involves calculating discrete cosine transform of 
the vectors [J . , quantization and Huffman coding: 









k = Q 
k>Q 



( 8 ) 



where C denotes the DCT matrix, denotes the quantized DCT coefficient, and q 
denotes the quantization factor. Due to weak quantization, zero-valued coefficients do 
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not occur as frequently as they do in case of typical image transform coding. 
Therefore, LRL coding does not offer significant gain in compression ratio. 



6 Experimental Results 



Three series of experiments have been performed in order to estimate the influence of 
codebook ordering on the compression gain. Codebooks consisting of 128, 256, 512, 
1024, 2048 and 4096 vectors were designed with a PCA-based binary split algorithm 
using samples of test images partitioned onto 4x4 blocks. The codebooks were 
ordered using the proposed algorithm and further encoded using both lossless 
differential coding and lossy DCT-based coding. 



Table 2. Compression gain resulting from application of lossless differential coding of 
codevectors after codebook ordering using the proposed algorithm 



Codebook 

size 


LENA 


BOATS 


Huffman 
code size 


Compression 
gain [%] 


Huffman 
code size 


Compression 
gain [%] 


4x4x128 


14558 


11% 


15501 


5.4% 


4x4x256 


27267 


16.7% 


29420 


10% 


4x4x512 


52356 


20% 


55677 


15% 


4x4x1024 


100612 


23% 


109329 


16.6% 


4x4x2048 


199400 


23.9% 


213939 


18.4% 


4x4x4096 


384797 


26.6% 


414979 


20.8% 



As shown in table 2, application of differential coding to codebook compression 
brings small improvement in terms of positive compression gain (few percent to over 
25 percent of the number of bits required to represent the codebook) which is 
achieved without any decrease of the quality of reconstructed codebook (and hence 
without any loss in image quality). This compression gain grows especially for larger 
codebooks. 



6000Q0 ■ 




600000 ^ . 




5000Q0 


no coding 


500000 - 


no coding 


400000 




400000 - 


q-2 


300000 


q-2- 


300000 - 


q-3' 




q-3 




q=4 




q=4 




q=5 


200000 


q=5 


200000 - 




100000 




100000 - 




0 ' 




0 . 





0 500 1000 1500 2000 2500 3000 3500 4000 4500 0 500 1000 1500 2000 2500 3000 3500 4000 4500 



CODEBOOK SIZE CODEBOOK SIZE 

Fig. 3. Experimental results for lossy DCT-based coding of codebooks for test images LENA (left 
plot) and BOATS (right plot): total number of bits required to store the codebook versus the 
codebook size (number of codevectors) for various quantization coefficients 
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Compression gain offered by lossy DCT-based coding scheme is much larger (over 
50% and more). The interesting conclusion is that the gain only very slightly grows 
with the codebook size (cf fig. 3). 

The last experiment used codebooks reconstructed after lossy DCT-based coding to 
vector quantize the original images. Comparison of overall performance of the coding 
scenarios with and without codebook compression shows that the differences are 
small. Only for very small values of quantization factor, q=2 , one can observe a 
consistent improvement in coding efficiency. In case of stronger quantization of the 
DCT coefficients, the distortions introduced to the codebook make it unfortunatelly 
no longer optimal and decrease the quality of reconstructed images. 



PSNR [dB] 




0 0.5 1 1.5 2 2.5 3 3.5 

BITRATE [bpp] 




0 0.5 1 1.5 2 2.5 3 3.5 

BITRATE [bpp] 



Fig. 4. Comparison of overall vector quantization performance without (dashed line) and with 
(solid lines) lossy codebook compression for test images LENA (left plot) and BOATS (right 
plot) 



7 Conclusions 

The paper proposes a simple algorithm to order the codevectors during tree-structured 
codebook design, which results in the increased similarity between neighboring 
vectors. This similarity is exploited by differential and DCT-based coding applied 
across vectors. Experiments show that small increase of the coding efficiency can be 
achieved with lossless or weakly lossy coding of codevectors. Efficient compression 
of codebooks is very difficult, however. We reckon that codebooks obtained form 
PCA-based binary splitting algorithm are close to optimal and therefore heavily 
decorrelated. 
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Abstract. The paper describes a three-layer video coder based on spatio- 
temporal scalability and data partitioning. The base layer represents video 
sequences with reduced spatial and temporal resolution. Decoding of a middle 
layer gives full resolution images but with lower quality as compared to those 
obtained from the enhancement layer also. The bitrate overhead measured 
relative to the single layer MPEG-2 bitstream varies about 5% - 25% for 
progressive television test sequences. The base layer is fully MPEG-2 
compatible and the whole structure exhibits high level of compatibility with 
individual building blocks of MPEG-2 coders. The paper reports experimental 
results that prove useful properties of the coder proposed. 

Keywords: MPEG-2, spatio-temporal scalability, enhacement layer 



1 Introduction 

There exists growing demand for multilayer scalable video codecs that are suitable for 
video transmission over heterogeneous communication networks characterized by 
various available levels of Quality of Service. On the other hand, the service providers 
demand that the data are broadcasted once to a group of users accessed via 
heterogeneous links. For this purpose, the transmitted bitstream has to be partitioned 
into some layers in such a way that some layers are decodable into video sequences 
with reduced spatial resolution, temporal resolution or signal-to-noise ratio (SNR). 
This functionality is called spatial, temporal or SNR scalability, respectively. 

For practical reasons, the number of layers is often limited to three or even two 
layers as in most profiles of MPEG 2 [1,2]. This papers deals with a proposal of a 
video coding system with three-layer scalability (cf. Fig. 1). 

The paper is focused on the functionality of spatial scalability that is already 
provided by the MPEG-2 [1,2] and MPEG-4 [3] video compression standards. 
Unfortunately, respective standard implementations are mostly related to 
unacceptably high bitrate overheads mostly about 50% to 70% of the single-layer 
bitrate. Among other proposals for spatial scalability, those based on application of 
subband/wavelet decomposition are the most popular [4-9] but they suffer from the 
problems with bit allocation and interframe coding. 
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Quality 

of 

service 



Fig. 1. Three-layer scalable video transmission in heterogeneous network that consists of sub- 
networks Nl, N2 and N3 accessible via links with various Quality of Service 

The goal of the work is to achieve possible low bitrate overhead, i.e. the total 
bitrate related to all three layers of a scalable bitstream should be as close as possible 
to the bitrate of the respective single-layer coder. The paper deals with scalable video 
coders that compress digital television signals to bitrates of order of few megabits per 
second. These bitrates are suitable, e.g. for television broadcasting, the service of 
video on demand and video transmission using ADSL technology. Moreover it is 
required that the system produces layers with similar bitrates. 

In order to meet the latter requirement for two-layer systems, it has been proposed 
to combine the spatial scalability with other types of scalability thus reducing the base 
layer bitrate. The recent proposals are based on a combination of spatial and SNR 
scalability [10] or spatial and temporal scalability [11, 12]. This paper deals with the 
latter approach of spatio-temporal scalability that was considered in two versions 
hitherto. The first one exploited three-dimensional spatio-temporal decomposition 
[11]. The second version was based on partitioning of data related to B-frames [11, 
12]. This approach as well as that based on combination space and SNR scalabilities 
were quit successful. 

The paper deals with a novel version of spatio-temporal scalability based on 
partitioning of data related to B-frames where subband decomposition is exploited for 
the I-frames only [13,14]. The paper extends these concepts onto three-layer systems. 

The important assumption made for this work is that high level of compatibility 
with the MPEG video coding standards would be ensured. In the paper, the MPEG-2 
video coding standard is used as reference but the results are also applicable to the 
MPEG-4 systems with minor modifications. In particular, it is assumed that the low- 
resolution base layer bitstream is fully compatible with the MPEG-2 standard. 



2 Spatio-Temporal Scalability with B-Frame Data Partitioning 

Eor the sake of simplicity, spatio-temporal scalability will be reviewed for the 
simplest case of two-layer systems, i.e. systems that produce the base layer bitstream 
and the enhancement layer bitstream. Base layer bitstream allows for restoration of 
video with all resolutions (horizontal, vertical, temporal) halved as compared to the 
input video sequence. Enhancement layer bitstream can be additionally used for 
restoration of the full-quality video. 
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Let us assume that the number of B-frames between two consecutive I- or P-frames 
is odd. Temporal resolution reduction can be achieved by partitioning of the stream of 
B-frames: each second frame is included into the enhancement layer only. Therefore 
there exist two types of B-frames: BE-frames which exist in the enhancement layer 
only and BR-frames which exist both in the base and enhancement layers. The base 
layer represents the subband LL from I-, P- and BR-frames, and the enhancement 
layer represents BE-frames, subbands EH, HL, HH from I-, P-frames and hierarchical 
enhancement of the BR-frames. 

Base layer coder is implemented as a motion-compensated hybrid MPEG-2 coder. 
In the enhancement layer coder, motion is estimated for full-resolution images and 
full-frame motion compensation is performed. Motion vectors are transmitted for the 
base layer. Another motion vectors MV^ are estimated for the enhancement layer. In 
the enhancement layer, difference values (MV^-MV,^) are transmitted. 

Improved prediction is used for the BR-frames, which are the B-frames represented 
in both layers. Each macroblock in a full-resolution BR-frame can be predicted from 
three reference frames: previous reference frame (I- or P-frame), next reference frame 
(I- or P-frame), current reference frame (BR-frame). The improvement on standard 
MPEG-2 prediction within a single layer consists in another decision strategy. The 
best prediction/interpolation is chosen from all three possible reference frames: 
previous, future and interpolated. 

The I-frames are split into four subbands using wavelet decomposition. The LL- 
subband (the subband of lowest frequencies) is sent with the base layer bitstream 
while the other three subbands are encoded for middle and enhancement layers. 



3 Three-Layer Scalable System 

In the previous section a two-layer scalable coder has been described. Experimental 
data [12-14] obtained by the authors prove that the enhancement layer bitrate is 
mostly larger than that of the base layer. Therefore a reasonable three-layer system 
can be designed by use of data partitioning of the enhancement layer, i.e. the 
enhancement layer data are partitioned into the middle layer data and the new 
enhancement layer data according to the rule described by Table 1. 

The enhancement layer repeats slice headers because each layer has to be error 
resilient. The repeated slice headers allow the decoder to resynchronize the 
enhancement layer bitstream after a transmission error. 

The middle layer contains first pairs (run, level) for individual blocks. The 
control parameter influences bitrate allocation between the middle and 
enhancement layers. 

The bitrates in the individual layers can be controlled individually to some extent. 
The experience of the authors shows that all the three bitrates can be set to similar 
values for a wide range of the overall bitrates of the scalable coder. The coder 
structure is shown in Fig. 2. 




MPEG 2-Based Video Coding with Three-Layer Mixed Scalability 113 



Table 1. Data partitioning in a three-layer system 



Middle layer 


Enhancement layer of the three-layer 
system 


1. Headers 

2. Motion vectors 

3. Low frequency DCT coefficients 


1. Slice headers 

2. Remaining DCT coefficients 




DCT Discrete cosine transform 

Q Quantization 

IQ Dequantization 

I DCT I nverse cosi ne transform 

FS Frame memory 

MCP Motion-compensated predictor 

ME Motion estimator 



Fig. 2. The general structure of a three-layer coder {bits b and mv b - base layer, bits m and mv 
m - middle layer, bits e - enhancement layer) 



4 Experimental Results and Conclusions 

The verification model has been prepared as software written in C-H- language. The 
coder is implemented for processing of progressive 4:2:0 720 X 576 sequences with 
50 frames per second. The base layer coder is standard MPEG 2 coder that processes 
video in the SIP format but both the middle layer and the enhancement layer are in the 
full television resolution. 

For the sake of brevity, the results are given for two video sequences only. The 
Table 2 summarizes the results for bitrates in the range of 4 - 7 Mbps. The results for 
a nonscalable MPEG 2 MP @ ML coder are given for comparison. Figures 3 and 4 
include rate-distortion plots for all layers. Fig. 5 shows frames reconstructed from all 
three layers of quality. 

The coder is able to produce three bitstreams with similar bitrates. Such bit 
allocation is very advantageous for practical applications. With the same bitrate as by 
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MPEG-2 nonscalable profile, the scalable coder proposed reaches almost the same 
quality. The bitrate overhead due to scalability is about 5% - 25%. The codec 
proposed outperforms spatially scalable MPEG-2 [1] or MPEG-4 [3] coders which 
generate hitrate overheads often exceeding 50% even for two-layer versions. 
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Table 2. The experimental results for BT.601 progressive test sequences. 



Test sequence 


Fun Fair 


Cheer 


Single layer coder (MPEG-2) 


Bitstream [Mb/s] 


4.0 


5.18 


6.0 


7.0 


4.0 


5.21 


6.0 


7.0 


Average PSNR [dB] for 
luminance 


30.6 


32.2 


33.0 


33.8 


30.6 


31.9 


32.8 


33.7 


Proposed scalable coder 


Base layer average PSNR 
[dB] for luminance 


30.5 


33.0 


34.1 


34.1 


29.5 


32.0 


33.1 


33.1 


Average PSNR [dB] for 
luminance recovered from 
both base and middle layers 


28.5 


29.7 


29.6 


29.7 


28.7 


29.7 


30.2 


30.3 


Average PSNR [dB] for 
luminance recovered from 
all three layers 


30.6 


32.1 


33.0 


33.8 


30.4 


31.9 


32.8 


33.7 


Base layer bitstream [Mbit/s] 


1.40 


2.16 


2.50 


2.50 


1.40 


2.15 


2.50 


2.50 


Middle layer bitstream 
[Mbit/s] 


2.00 


2.18 


2.42 


2.80 


1.97 


2.03 


2.28 


2.67 


Enhancement layer 
bitstream [Mbit/s] 


1.00 


1.40 


1.84 


2.77 


0.92 


1.22 


1.65 


2.64 


Base layer bitstream as 
percent of the total bitstream 


31.8 


37.6 


37.0 


31.0 


32.6 


39.8 


38.9 


32.0 


Middle layer bitstream as 
percent of the total bitstream 


45.5 


38.0 


35.8 


34.7 


45.9 


37.6 


35.5 


34.2 


Enhancement layer 
bitstream as percent of the 
total bitstream 


22.7 


24.4 


27.2 


34.3 


21.5 


22.6 


25.6 


33.8 


Scalability overhead [%] 

(as compared to single-layer 
coding) 


10.0 


10.8 


12.6 


15.2 


7.25 


2.6 


7.2 


11.6 
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total bitrate [Mbit/s] 
base layer 

-^base and middle layers 
-^all layers 




-^base layer 
-^base and middle layers 
-^all layers 



Fig. 3. PSNR for test sequences Funfair and Cheer 
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-^enhancement layer 




total bitrate [Mblt/s] 

base layer 
middle layer 
-^enhancement layer 



Fig. 4. Layer bitrates for test sequences Funfair and Cheer 
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Fig. 5. A frame from the base, middle and enhancement layer of a test sequence Funfair (for 
the coding parameters given in Table 3 ) 
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Abstract. A low bit rate video coding requires strict buffer regulations and low 
buffer delay. Thus a macroblock level rate control is necessary. However, an 
MB -level rate control is costly at low bit rates since there is an additional 
overhead if the quantization parameter is changed frequently within a frame. 
This paper presents the rate distortion model that selects the number of 
significant coefficients to code in a macroblock. To do this we derive the model 
for rate and distortion in terms of the number of encoded coefficients with pre- 
computed quantization accuracy. Rate-Distortion trade-off is solved then by the 
Lagrange optimization and the formula is obtained that indicate how many 
coefficients should be coded. 

Keywords. Video coding, rate distortion optimization, H.263, MPEG-4 
quantization 



1 Introduction 

In typical block-based video coders, such as those standard based H.263[l][6] and 
MPEG[2] and experimental implementations[12][13], the current video frame to be 
encoded is decomposed into macroblocks of 16x16 pixels per block and the pixel 
values are transformed into set of coefficients using discrete transform. These 
coefficients are then quantized and encoded with some type of entropy coding. The 
number of bits and distortion for a given macroblock depend on the macroblock 
quantization parameter QP. If the quantization parameter is changed on the 
macroblock basis, there is additional bit expense. For instance in H.263, two bits are 
needed to indicate the existence of the differential quantization parameter. 
Furthermore two additional bits need to be transmitted in order to change QP. For the 
low bit rate applications this overhead consumes a bandwidth and could cause a loss 
in compression efficiency. The proposed algorithm pre-computes the frame level 
quantization parameter QP. The macroblock level quantization is controlled by the 
number of significant coefficients that should be encoded with QP threshold. 
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2 Frame Level Quantization 

The optimal quantization parameter QP for the whole frame is computed after the 
motion estimation and compensation (MCP) and coding mode decision. QP can be 
computed as in TMN8 [1] rate control algorithm based on the analytical model of rate 
and distortion functions. Alternatively the QP can be found by applying the 
Lagrangian optimization on the cumulative operational rate - distortion curve that is 
gathered during the additional scanning of transformed coefficients for each of the 
macroblock. The gathered statistic defines the number of significant coefficients 
subject to the quantization threshold M(QP). Knowing the budget R for the current 
frame and average cost per the significant coefficient r for the previous frame, the 
number of significant coefficients to code is estimated as M = R/r. Thus the frame 
level quantization parameter QP is chosen from the M(QP) characteristics. In the 
computation the budget Rj>R can be used to assure that the target budget B is reached 
in final allocation step. 



3 Rate and Distortion Models 

The average cost of encoding the significant coefficient is modeled by the following 
formulajll]: 



R, 

AT 



C+log 




( 1 ) 



where: 

C - is an empirical model constant 
N- is the block size, e.g. 64, 256. 

M- is the number of the significant coefficients to code 
Rj -is the estimated bit cost per block. 

The distortion function is described by the simple formula: 



D 

D=L^^ 
' M 



( 2 ) 



Where: 

j denotes maximum distortion value determined during MCP and mode decision 
for the i-th block. 

L- is an empirical model constant. 

We want to find the expression for the number of the significant coefficients 
Mj,...,Mj^ that minimizes the distortion in (2) subject to the constraint that the total 
number of bits, i.e. the sum of the macroblock Ri must be equal to R: 
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=argmin 



D 

X ' j max? 

h M 



+ A YMC + M log, — -R 

,-.i ' ' M. 



(3) 



By setting partial derivates to zero in (3), we obtain the following expression for the 
optimized number of significant coefficients to code: 

( 4 ) 

- iWlog, e + ^(/Wlog, ej + 4ALD„„,C’ 

where C’ = C-21og2e and A, is Lagrange multiplier. 

The value of A can be computed from the following equations: 

( 5 ) 

8M~ M," ~ M. 



SR, „ , N R, 

=C + log2— — log2e=— — logje 
8M, M, M, 



Thus 



i-iM. Ti-iM. 



=0 



A=- 



Z^i 



Xr-i^log,e r-\og,e 



d - denotes average distortion per coded coefficient in the previous frame 
r - denotes average bit cost per significant coefficient in the previous frame. 



( 6 ) 

(7) 

( 8 ) 



4 Rate Control Algorithm 

The available bit budget R for the current frame is computed in frame layer rate 
control that is realized as in TMN8 [1] rate control algorithm. After the budget B is 
defined we apply the search for the optimal frame quantization parameter QP. The 
number of significant coefficients is computed on the macroblock basis by applying 
expressions (4) and (8) and updating the average distortion and bit cost per encoded 
coefficient. Below the whole algorithm is outlined: 



1 . Compute current bit budget for the whole frame based 
on frame layer rate control algorithm. 
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2. Compute the characteristic M(QP). 

3 . Define the optimal QP for the current frame based on 
M(QP), average bit cost per significant coefficient and 
budget R. 

4. For each of the block: 

Compute the number of significant coefficients to 
code based on expression (4) and (8) . 

Set all remaining N-Mi coefficients in the current 
block to zero. 

Code current block with QP accuracy. 

Update the model parameters d and r , C and L after 
encoding the current block 

5. Update the model parameters d and r , C and L after 
encoding the whole frame. 



The advantage of the presented algorithm is that it operates with fixed quantization 
parameter QP and does not use DQUANT parameter to signal quantization changes 
on the macroblock level. The varying part is the number of significant coefficients 
that are coded with QP accuracy. Such quantization technique can be understood as 
non-linear approximation of an original signal f(x) with help of a few basis vectors 
from abase 91 that best approximate /fxj in that base[l 1]. 



5 Applicability of the Algorithm to DCT and Wavelet Based 
Video Coders 

The presented algorithm can be applied both to standard DCT based video coders and 
proprietary wavelet-based video coders. 

In DCT coding the quantization parameter QP should take values from the 
quantization range. The macroblock mode decision can be reduced to modes 3 of 
INTRA, INTER and INTER_4V and excluding the INTRA_Q, INTER_Q, and 
INTER4V_Q modes. The DQUANT parameter is never used. The bit savings done in 
syntax can be allocated for better texture encoding. 

Eor the embedded wavelet based coding[13] the quantization parameter shall be the 
power of 2 QP=2°. Eor the proper reconstruction a decoder needs to know the 
maximum threshold 2”’“ of a significant coefficients and the number of bits after 
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which it should stop. In [13] the idea of an embedded wavelet coder was presented 
that can be stop at self described End of Coding point (EOC). Because all of the 
encoded coefficients are represented with the same accuracy there is no need to send 
to the decoder the information about the maximum threshold. 



6 Experimental Results 

In figure 1 there is presented a plot of the average cost of the coding of a significant 
coefficient. It is seen that the bit cost of a significant coefficient varies slowly in 
function of the quantization parameter QP. The bigger changes are experienced for 
very large QP values. In that case a lot of macroblocks are quantized to zero, and the 
coefficient statistics is not very dense. In figure 2 there is a plot that displays the 
changes of the average cost on the macroblock basis. It is seen that changes are quite 
big and therefore for the proper bit allocation the macroblock level model update is 
necessary. Figure 3 displays the comparison of the number of significant coefficients 
that were computed with the new algorithm and the number of significant coefficients 
that were coded in TMN8 rate control algorithm in H.263 codec. Generally TMN8 
rate control algorithm computes QP parameter. Significant coefficients are those that 
are above 2QP. Although the exact comparison is not possible, the TMN8 model can 
serve as very good new model verifier. It is seen that both curves have similar 
characteristics. 



7 Conclusions 

In this paper the rate distortion model was presented that depends on the number of 
significant coefficients instead of the quantization parameter. The model was verified 
with the state of the art TMN8 rate control algorithm. The results shows that it can be 
used in rate control algorithm for low bit rate video coding. Currently the rate control 
is under research and it is expected that the frame by frame PSNR and buffer 
occupancy characteristics resulted in using the presented model would also be very 
close to those produced by TMN8 rate control. Because the new model allows bit 
savings in video syntax we expect that our proposal could outperform TMN8 results 
for the low bit rate video coding. 
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Fig. 1. The average cost per frame of the encoding significant coefficient in foreman.qcif 
sequence for various quantization parameters. The sequence was coded with variable rate at 
lOfps. 




Fig. 2. The average cost per macroblock of the encoding significant coefficient in foreman.qcif 
sequence for 99 frame. The sequence was coded with variable rate at lOfps, QP = 10. 
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Fig. 3. The verification of the new model. Figure plots the number of encoded coefficients in 
H.263 coder and the number of predicted significant coefficients in the new model for 99 frame 
of foreman.qcif. H.263 coder was working TMN8 rate control with 30kbs, lOfps. 
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Abstract. This article refers to the shape-adaptive DCT f SA-DCT ) algorithm 
developed hy Sikora and Makai in 1995. It is an important tool for encoding 
texture of arbitrary shaped video objects and can be included in MPEG-4 video 
codecs. In this paper a modification of normalized version SA-DCT redesigned 
for intraframe coding is presented. Simulations results show that this solution 
outperforms standard SA-DCT in rate-distortion sense. Efficiency is close to 
improved version SA-DCT for intraframe coding, known as ADC-SA-DCT. But 
computational overhead is smaller than for ADC-SA-DCT. Therefore, this 
solution may be attractive for hardware implementations. 

Keywords: shape- adaptive DCT, hardware design 



1. Introduction 

The SA-DCT algorithm, introduced in 1995 [1], is one of the most promising 
approach for shape adaptive transforms. This method is a relative low complexity 
solution which outperforms padding methods in rate-distortion sense [2]. For natural 
video SA-DCT efficiency is close to more complex solutions as Gilge transforms [3]- 
[4]. Another important property of SA-DCT is backward compatibility with standard 
DCT for square NxN blocks. Due to these benefits this transform can be used in 
object and region-based video coding systems. It has been also included in MPEG-4 
video verification model ( VM )[5]. 

The basic idea of SA-DCT includes several steps. First pixels in every vertical 
column are aligned by shifting to the upper border. After the shifting, vertical ID SA- 
DCT transform is performed on every column data vector Z with L = N. ( 1 ) elements, 
according to: 

B.=S,DCT,X. ( 2 ) 

where 

DCT^ {i, j)=r cos|^/(7 + 1 / 2)^ j 



and = l/ V 2 for i = 0 and / = \ else. 
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Sl represents scaling factor and for vertical vectors depends on Nj. Next ID column 
coefficients bij are shifted horizontally toward left border giving c^. In the last step 
ID transforms are performed on L = Mi element raw vectors C,: 

Di^S.DCT.C, ( 4 ) 

where D, is i-th raw vector of final 2D SA-DCT coefficients. 

For inverse transform respective steps are performed in reverse order and the 
transform ID formulas are: 

.2 T • .2 T , (5,6) 

C, DCTj ■ D, X DCTj B . 

LS^ ■' L-Si^ ‘ 

for raw ( L=M, ) and column ( L=Nj ) vectors. 

Original algorithm formulation [1] represents dc-preserving transform and has been 
optimized for intraframe coding, when mean value contains typically most of signal 
energy. In this case 

Sl = 4/L (!) 

This version of transform is called also nonorthonormal SA-DCT ( NO-SA-DCT ), 
because ID transforms are not normalized. It is possible to normalize the basis 
functions of SA-DCT, by setting 




Unfortunately, this transform, called pseudoorthonormal SA-DCT (PO-SA-DCT), 
isn’t dc-preserving. As shown in [2] PO-SA-DCT is an optimal solution only for 
interframe coding only, where mean value of motion compensated image segments is 
typically close to 0. But using PO-SA-DCT to intraframe coding is not recommended, 
because of mean weighting defect artifact. Kauff and Schiiiir proposed the extension 
of PO-SA-DCT suitable for intraframe coding by separating 2D DC value which is 
applied to the initial data segment before processing forward PO-SA-DCT [3]. For 
this extension, called ADC-SA-DCT, first single mean value of 2D image segment is 
calculated of all pixels belonging to the segment. Next this mean is substracted from 
all initial segment data and 2D PO-SA-DCT is applied. Finally, 2D DC value is 
replaced by scaling mean value. While performing the inverse 2D transform 
appropriate ADC correction procedure is required. 

In this paper another modification of PO-SA-DCT is presented to achieve dc- 
preserving property required for intraframe coding. This modification based on ID 
DC separation and appropriate scaling, called IDDCS-SA-DCT, has performance 
close to ADC-SA-DCT and better than NO-SA-DCT. But computational overhead for 
IDDCS-SA-DCT is smaller than for ADC-SA-DCT. Therefore, this solution may be 
attractive for hardware implementations, such as, dedicated transform cores. 

The paper is organized as follows: First, the modification idea and the architecture 
of 2D IDDCS-SA-DCT are described and the benefit for transform computational 
complexity is shown. Next efficiency comparison of the considered SA-DCT 
algorithms and LPE padding method, based on rate-distortion simulation results of 
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several MPEG-4 video sequences, are presented. And finally some discussion about 
hardware implementation aspects is presented. 



2. Extension of PO-SA-DCT toward ID DC Separation 
(IDDCS-SA-DCT ) 

To avoid mean weighting defect of PO-SA-DCT, several additional processing steps 
are applied as shown in Fig 2. First mean values mcj for pixels from every column 
vector Xj are calculated in encoder: 

(9) 

Z-O 

mc^=^ ,j=0,..,N-l 

N, 



In parallel column forward transforms (2) are performed. Next DC coefficients boj are 
replaced with mcj*f, where / represents positive scaling factor. Finally, standard raw 
PO-SA-DCT (4) are applied to raw vectors C, giving dij coefficients, which have the 
same values as in case of standard 2D PO-SA-DCT procedure, except for first raw 
do,j- It’s easy to prove that the results are the same as in case of processing input zero 
mean data vectors x y = Xy - me,. Then every column DC coefficient would be reset: 




According to DCTi( i,j ) (3) matrix property, remaining coefficients b/j, i ^ 0 would 
have the same values as in case of applying PO-SA-DCT to original Xj vector. It 
means that it is possible to omit the preparation of zero mean vectors in encoder and 
perform reverse correction in decoder side. 




Fig. 1. Block diagram of IDDCS-SA-DCT. a) Forward transform, b) Inverse transform. Mean 
correction is performed in the last processing stage, instead of after inverse raw transforms. 
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The foregoing guarantees that IDDCS-SA-DCT is a dc-preserving transform, which 
means that a transform gives only one nonzero coefficient for constant-valued input 
signal [3]. When an image data segment has nonzero mean value ms, the 2D dij 
coefficients can he presented as sum of two elements: 



di ■ - dms- ■ + ds- j (H) 

where dmsij represents coefficients after transforming uniform color segment of ms 
values and r/s', represents transform results for zero mean data segment xSij = Xq - ms. 
When ID column transform is applied to constant-valued vectors, the only ID dc 
value is set to ms*f. Other coefficients are equal to 0. After performing raw 
transforms, only the first raw vector containing column DC values can give nonzero 
output. Because all column DC coefficients have the same value the only nonzero 
coefficient is dmso.o- It means that dc- preserving property is accomplished and whole 
segment mean energy is packed to 2D DC coefficient. 

For inverse transform the simple reverse procedure is performed for correction, as 
shown in Fig. 2b. After every horizontal inverse transform a mean value me j is 
extracted by multiplying b oj coefficient by 1/f and after that b o,j coefficient is reset. 
Next standard column inverse transform is performed for every data vector. Finally, 
the previously extracted mean values are added to every output coefficient for 
appropriate vector. 

From VLSI point of view it seems that one dedicated circuit for both standard and 
shape-adaptive DCT/IDCT procedures could be a good solution for region based 
coding. If we set scaling factor 

/=4/V2 (12) 

described above correction procedure guarantees compatibility with standard DCT for 
8x8 blocks. It is possible to apply fixed correction circuit which will perform 
computations for all values of L without additional control overhead or easily turn it 
off for full 8x8 blocks. Single fixed constant for multiplication is preferable, because 
area cost of multiplier circuit would be small. As shown in section 4 it gives also 
good coding efficiency. 



3. Complexity Comparison between IDDCS-SA-DCT and ADC- 
SA-DCT 

Both IDDCS-SA-DCT and ADC-SA-DCT use the same ID transform core and there 
are differences in correction procedures, data and control flows. A number of 
arithmetic operations for forward IDDCS-SA-DCT is smaller than for ADC-SA- 
DCT, because there is not preprocessing stage with preparation zero mean data, which 
need maximum additions in ADC-SA-DCT. Also it is not necessary to compute N 
inner products for column DC coefficients, which are replaced with scaled mean 
values. In both cases there is similar number of additions for sum computation. But 
for this new proposal maximum N additional multiplications are required for 
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computation of N different mean values, while there is one multiplication for ADC- 
SA-DCT. Multiplications by appropriate inverses are useful to avoid division. The 
inverses of vector or segment length can be stored in LUT or ROM. Because of vector 
oriented computation flow in this new approach, only N values are needed, while for 
ADC-SA-DCT there are different constants. The computation of column means 
may be performed in parallel with column transforms computation for the same data 
vectors. There is enough time for computation of mean value before using it in 
correction stage. For this reason it is easy to pipeline operations for high speed 
architectures and reduce register files length. For ADC-SA-DCT, first segment mean 
calculation have to be performed before applying 2D transform. 

For inverse IDDCS-SA-DCT correction procedure is very simple and for means 
extraction only N multiplications and N reset operations are needed. Resets may be 
simply avoided by selecting 0 instead. Extracted mean values can be stored in N 
registers and used in the last correction step. Finally + N simple arithmetic 
operations are needed which do not use any shape signals. Due to multiplication by 
constant value the area of additional multiplier would be significantly reduced. 
Another possibility is to omit additions in the last stage and to apply only N 
rescaling multiplications: 



But access to shape parameters and signal by signal multiplication is 



For ADC correction procedure in inverse ADC-SA-DCT there are more arithmetic 
operations and shape signals have to be processed with access to values. It is 



possible to perform ADC correction after inverse raw subtransform. Then maximum 
3N-2 additions, N multiplications and 1 division are needed [3]. For final step also 
additions are needed. It is also possible to perform correction in post-processing mode 
after computation of whole 2D transform [5]. In this case maximum 2N^+2N-1 
additions, N multiplications and 1 division are required. In each case computational 
overhead for IDDCS-SA-DCT is smaller than for ADC-SA-DCT. 

4. Experimental Results 

To check IDDCS-SA-DCT efficiency, several experiments have been made using 
MoMuSys MPEG-4 Verification Model software. Various segmented image 
sequences have been coded and rate-distortion characteristics for particular video 
objects have been analyzed. In addition to the proposed algorithm, in figures named 
as IDDCS, three approaches: ADC-SA-DCT (DDC), NO-SA-DCT (NO) and LPE 

padding0(LPE) were simulated. Comparison between IDDCS and PO-SA-DCT (PO) 
for intra coding was also performed. The following experimental setup was used: 




/ 



(13) 



required. 




* after setting SADCT_disable flag to 1 
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• 100 first frames of every sequence was selected 

• QCIF and CIF sequences (AKIYO, BREAM, WEATHER, CHILDREN) 
were coded at 10 Hz. CCIR sequence NEWS was coded at 30 Hz. 

• Live different quantization values were chosen. 

• Eor inter macroblocks PO-SA-DCT was applied. Eor intra macroblocks one 
of four SA-DCT based transforms was set. 

• Eor IDDCS scaling factor / = 4 /V 2 

In the main experiment every frame was coded in intra mode. The number of bits for 
coding luminance component of all boundary VOP blocks was evaluated with 
achieved PSNR. Also the total number of bits for VOP luminance component with 
PSNR were computed. Bitrate values were averaged over 100 frames. As a result rate- 
distortion curves for sequence WEATHER QCIE, CHILDREN CIE and NEWS CCIR 
are depicted in Eig. 3. Eor boundary blocks, IDDCS-SA-DCT outperforms NO-SA- 
DCT, PO-SA-DCT and LPE method and is close to ADC-SA-DCT. The gain 
compared to NO-SA-DCT is up to 0.6 dB. Also the advantages of this solution are 
visible in comparison with PO-SA-DCT applied to intra blocks, then the gain is up to 
1 dB. The difference between ADC-SA-DCT and IDDCS-SA-DCT is maximum 0.5 
dB. When all blocks are considered, the differences between particular transforms are 
relatively smaller. In this case maximum difference between ADC-SA-DCT and 
IDDCS-SA-DCT is less than 0.1 dB and depends on ratio of boundary and full object 
blocks. When this ratio is small, i.e. for large objects, using IDDCS-SA-DCT gives 
very close results to ADC-SA-DCT. In every case PSNR values for both boundary 
and all blocks are higher for IDDCS-SA-DCT comparing with ADC-SA-DCT for the 
same quantization parameters. Moreover, it is still possible to change rate-distortion 
characteristics for IDDCS-SA-DCT when any adaptation of factor/ is possible. It 
was checked that setting f < 4 /V 2 decreases bitrate. 




Fig. 2. Rate-distortion curves for interframe coded sequences WEATHER, BREAM (QCIF) 
and CHILDREN (CIE). Results are averaged over all boundary and object blocks 
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Similarly small differences are noticed when second experiment was performed 
and encoder was switched to interframe mode, when only the first frame was encoded 




Fig. 3. Rate-distortion curves for intraframe coded sequences WEATHER QCIE, CHILDREN 
CIE and NEWS CCIR using IDCCS-SA-DCT, PO-SA-DCT, NO-SA-DCT and LPE. a) 
Averaged results over boundary blocks only, b) Over all boundary and object blocks 



in intra mode whereas others in inter mode ( IPPP... ). For all these sequences, the 
differences between using ADC-SA-DCT and IDDCS-SA-DCT are unnoticeable. In 
Fig. 2 rate distortion curves for inter boundary and all blocks are depicted for 
WEATHER, BREAM ( both QCIF ) and CHILDREN CIE sequence. Taking into 
account typical situation for coding video sequences, when also motion compensation 
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prediction is useful, the efficiency of IDDCS-SA-DCT is practically the same as for 
ADC-SA-DCT and significantly better than LPE padding. 




Fig. 4. VOP in frame 100 of WEATHER CIE a) Original image, b) Coded image in intraframe 
mode, 48276 bits per VOP, PSNR = 40.17 dB. c) Coded image in interframe mode, 19152 bits 
per VOP, PSNR = 38.15 dB. Intra boundary blocks were coded using IDDCS-SA-DCT. 




Fig. 5. Gain comparison between IDDCS-SA-DCT and pseudoorthonormal SA-DCT ( PO- 
SA-DCT ) when applied to intraframe coding. Results are averaged over boundary blocks for 
sequences WEATHER, BREAM (QCIF) and CHILDREN (CIF) 



5. A Brief Discussion of Implementation Issues 

When VLSI implementations are considered, the efficient solution for both cost- 
effective and high throughput architectures for DCT/IDCT is fixed point arithmetic 
usage for computations. Typically, several scalar processing units for inner product 
computation can work in parallel to achieve desirable throughput. When fixed point 
arithmetic is used, both multiplier-based (MAC) and distributed arithmetic (DA) 
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based datapath elements can be developed for inner product computations. 
Architectures either in the regular “direct“ forms or in “mixed" forms are possible for 
SA-DCT/IDCT. For “mixed" forms ID LxL matrices are decomposed to several 
stages and number of multiplication is decreased. Both ROM-based DA and adder 
based DA architectures [6]-[7] can be applied. 



6. Conclusion 

The basic idea of the presented modification is to avoid the mean weighting defect of 
normalized SA-DCT by appropriate rescaling of column DC coefficients, which may 
be realized by column mean values separation. It is easy to perform correction 
procedure in decoder side without access to shape parameters. For this procedure the 
number of arithmetic operations is significantly smaller than for ADC-SA-DCT and 
there is no division. The computational complexity is close to standard SA-DCT 
algorithm. The data flow is regular and it’s easy to implement simple fixed correction 
circuit for high throughput architectures. Simulation results show that the efficiency 
of this method is close to ADC-SA-DCT. Therefore this solution may be attractive for 
hardware realizations, like processor cores, designed for standard and shape-adaptive 
DCT/IDCT for both intra- and interframe coding, where constant coefficients are the 
same as for normalized SA-DCT. 
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Abstract. This paper proposes a technique for object recognition 
using superquadric built models. Superquadrics, which are three 
dimensional models suitable for part-level representation of objects, are 
reconstructed from range images using the recover-and-select paradigm. 
Using an interpretation tree, the presence of an object in the scene from 
the model database can be hypothesized. These hypotheses are verified 
by projecting and re-fitting the object model to the range image which 
at the same time enables a better localization of the object in the scene. 

Keywords: superquadrics, part-level object modeling, range im- 
ages 



1 Introduction and Motivation 

In computer vision, many different models have been used for describing differ- 
ent aspects of objects and scenes. Part-level models are one way of representing 
3D objects, when particular entities that they describe, correspond to percep- 
tual equivalents of parts. Several part-level shape descriptions are required to 
represent an articulated object. One of the more popular types of volumetric 
part-level descriptions are superquadrics iUlUliilTO. They are solid models 
that represent standard geometrical solids as well as shapes in between. 

Pentland nn was the first who used superquadrics in the context of com- 
puter vision. However, Solina and Bajcsy’s method for recovery of superquadrics 
from pre-segmented range images became more widespread |S|. Also, several 
methods for segmentation with superquadrics have been developed. A tight in- 
tegration of segmentation and model recovery was achieved |E] by combining the 
” recover-and-select” paradigm 0 with the superquadric recovery method [E|. 
The paradigm works by recovering independently superquadric part models ev- 
erywhere on the image, and selecting a subset which gives a compact descrip- 
tion of the underlying data. Segmentor is an object-based implementation of 
the ’’recover-and-select” segmentation paradigm using superquadrics and other 
parametric models |S|. Superquadrics, their mathematical properties, recovery 
from images and its applications are presented in detail in jSj. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 104- 11111 2001. 
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Segmentor lacks the reliability of segmentation of rough, natural shapes, 
which are not very close to ideal superquadric shapes. The superquadric models 
can not expand easily on rough surfaces and complex shapes as easily as on 
smooth regular objects which results generally in over-segmentation. Neverthe- 
less, our starting hypothesis was that the part-level description obtained by the 
Segmentor system (see Fig.|2^ and 01) is good and stable enough for recognition 
of part-level models. The configuration of parts and their rough shape should 
provide enough constraints for successful matching with the models of possible 
objects. The object hypotheses can be subsequently verified by fitting the object 
model directly to the range data. 

2 Object Recognition Scheme 

The results of processing a range image with the Segmentor is a set of su- 
perquadric models, each with known position, orientation, size and shape. Re- 
constructed superquadrics represent parts that constitute the scene. An object 
recognition system that searches for matches between parts of the scene and 
parts of the modeled object can be used, called ’’model based matching” j.'tlUU 
E0. For identifying the object in the scene we adopted the interpretation tree 
method Our object recognition system uses the following three steps: 

1. range image segmentation and superquadric recovery using the Segmentor, 

2. search for feasible interpretations of the stored model in the scene using 
interpretation trees, and 

3. hypothesis verification by projecting object models into the scene. 

The second and third step can be interleaved, to early eliminate those hypothesis 
that do not make sense. 



2.1 Object Model 

We decided to use human figures as generic articulated test objects for our 
recognition task. We were not interested in the specific problem of modeling 
human form, although systems using superquadrics for modeling humans do 
exist m- Since the workspace of our range scanner is rather small, toy figures 
representing “Commander Data” from the Star Trek series (Fig. 0 a) were used. 
Their arms and legs are flexible and the figurines can thus be configured into 
many different poses. 

We built the model of the figurine manually. The model consists of su- 
perquadrics (Fig. 0 b). Each superquadric represents one of the major body 
parts: head, torso, a pair of upper and lower arms, and a pair of upper and lower 
legs. Due to the limited scale of parts which can be recovered on the selected 
range image resolution by the Segmentor, the model does not include distinct 
models of hands and feet. Each body part is described by a superquadric of a 
particular size and shape. The torso is given a central role in the model. The 
head and upper arms and legs are attached to it via joints (Fig. 0c)). For each 



136 



J. Krivic and F. Solina 




Fig. 1. (a) The object. The object model consists of two levels: (a) superquadric part 
models define the size and shape of individual parts, (b) the structural level defines 
how parts are connected to each other. 



of those parts a joint position relatively to the center of the part itself (r*) and 
to the center of the torso (pj) is defined. Similar is true for lower extremities. 
The parameter values for all parts were obtained by measuring the figurine. 

In this paper, pi and rj stand for the relative positions of the center of the 
part i in the model, as described above, Ci is the center of superquadric that 
matches, or should match part i, R is a ZYZ rotation matrix, and (fni and ijji 
are rotation angles for part i. 

The test figurine is interesting in several ways. It is fairly realistic and there- 
fore cannot be perfectly modeled by superquadrics. Since the surfaces are not 
smooth, the reconstruction of superquadrics on their range images is less stable. 
The flexibility of body joints makes the matching problem more complex than 
if the object part configuration would be rigid. 

2.2 Model Matching 

The input to model matching is the set of superquadric models resulting from the 
Segmentor and the stored object model. The process of recognizing an object can 
be viewed as matching scene parts with part models of the stored body model 
which are arranged in an interpretation tree. The search for correct interpretation 
begins at the root. The root expands to all possible matches for the first model 
part. When the search reaches a leaf one gets a consistent interpretation. But 
because the constraints involved in checking consistency of a match are local 
in nature, the interpretation does not have to make sense globally. In general, 
there is no guarantee that a found interpretation makes global sense. These 
interpretations must therefore be taken only as hypotheses and should be further 
verified. 



Checking the Local Consistency of a Match. Reconstructions of super- 
quadrics on the object in different poses and different viewpoints differ greatly, 
except in the case of the head. Since superquadric parameters cannot be directly 
used for the comparison of two superquadrics jS|, we decided to base the consis- 
tency check merely on the volume of superquadrics. If a volume of a scene part 
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is within the interval given by the model part, the two parts represent a possible 
match. 

Matching the Head. The analysis of superquadric reconstructions of the human 
body showed that the head was the most consistently reconstructed body part. 
At the same time, the head is also the only part that does not change significantly 
its relative position in relation to the torso. Therefore, we found it reasonable to 
define constraints for the size and shape parameters of superquadrics, in order 
to reject as many unsuitable parts as possible. The values for the size and shape 
parameters were defined on the basis of thirty reconstructions. 

Matching the Torso. Superquadrics reconstructed on the torso region differ the 
most from the torso’s model superquadric. On this region several possibly over- 
lapping superquadrics can be recovered, which can partially cover even regions 
belonging to extremities. Different volume interval was used for the cases of a 
single superquadric and the case of overlapping superquadrics 

If there is also a head in the interpretation, one can more precisely compute 
the position and (although not complete) rotation parameters for the whole 
model. This information can be used to further constrain the search for inter- 
pretations. 

The analysis of the reconstruction showed, that the centers of superquadrics 
from the torso region were fairly close to the real vertical axis of the torso, 
whereas the distance to the real center of the torso was not. This can be corrected 
by taking into account the distance between the centers of the head and the 
torso. Orientation parameters can be resolved by computing the rotation, that 
transforms the z-axis into the vector Cq — Ci. The parameter ipi defines the 
rotation around the z-axis of the object itself. 

Let Cq be the center of the head’s superquadric, and Ci' approximate center 
of the torso, as mentioned earlier. Then a better approximate center of the torso 
Cl is 

Ci = Co-|so|s (1) 



where 



<(’1 



= arctan 




6*1 = — arctan 




(2) 

( 3 ) 



So^Vh- Ph 

Co - Cl' 

s = -. 

|co - Ci'l 



( 4 ) 



Cl', Cl and Cq are 3D vectors of the form [x, y, z]^, a is a 3D vector [s^,, Sy, Sz]^, 
whereas <j)i , 6 *i and ipi are the angles that define the torso’s orientation and thus 
the object’s orientation. 
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Matching the Extremities. For consistency check of matches for upper arms and 
legs, two cases were distinct. In the first, there is a real match for the head as 
well as for the torso included in the interpretation. Therefore the parameters 
for position and (partially) orientation for the whole model is known and can 
be used for checking the consistency of a given match. When a superquadric 
from a scene is in the same volume range as the upper arm or leg part model, 
parameter ipi can be computed. Parameter ipi rotates the object part model 
so that the joint position on the object model approximately overlaps with the 
possible upper arm or leg 



tpi = arctan — (5) 

s = R~^(ca, - Cl), 

where is the superquadric center, whose match with the upper arm or leg 
part model is being checked, and R is a ZYZ rotation matrix with parameters 

((()i, 01, 0). 

If the part in question is really an extremity, its center has to be approx- 
imately as distant from the joint as is the case with the object model. If the 
conditions are met, the match is consistent and rotation parameters for the part 
can be computed by 



Sx 

q>x = arctan , 


(6) 


— Sy 


J s'iX Sy 




Ox = — arctan — , 


(7) 
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o 


(8) 



In the second case, there is a wildcard match for head or torso, so there is no 
information about the position and orientation of the model (or at least about 
orientation, if there is a real match for the torso in the interpretation). 

The lower extremities were not included in the interpretation tree search 
because the interpretation can be verified quite well without them. Inclusion of 
lower extremities in the tree search would only increase the search space. 



Interpretation Verification. The checking of the global consistency of an 
interpretation means that the system should answer the question: ’’Does the 
given set of parts really represent object X?” 

We decided that the system should reject all interpretations that include 
less than four real matches. The system may, therefore, reject some correct in- 
terpretations (false negatives), but it will reject many more wrong ones (false 
positives), since there is a low probability that some parts will ’’randomly” form 
a structure similar to the structure of the human body. 

To verify a hypothesis obtained by the interpretation tree we fitted individual 
superquadrics of the stored model to corresponding regions of the range image. 




Superquadric-Based Object Recognition 139 



which were defined by the superquadrics included into the tested interpretation. 
To fit individual superquadric models to such part regions the standard fitting 
method was used m- The fitting function was minimized only for the position 
and orientation parameters, the size and shape parameters were fixed to the 
values of the tested model part superquadric. 

As in consistency check, there are two cases of interpretation verification that 
need to be considered. In the first case, there are real matches for both the head 
and the torso, and in the second case, at least one of those matches is a wild 
card. In the first case the position and orientation parameters for the model 
can easily be computed (Eqs. d EJ. It turns out that those parameters fairly 
accurately describe the position of the model. In the second case, the position 
and orientation of the model could be computed based on the position of joints, 
that connect the extremities to the torso. But, since the position of the joints 
cannot be accurately defined based on the reconstructions, the position of the 
joints cannot be accurately computed as well. In fact, the computation did not 
deliver any reasonable results and thus we decided that the interpretation is only 
good if it includes real matches for both, the torso and the head. 

Let us return to the interpretation verification by fitting the model parts to 
the corresponding regions of the range image. The model part parameters were 
used as initial parameters. The fitting is only performed for superquadrics that 
model the extremities, since they are elongated, and the fitted model defines the 
position of the joints well. When the superquadric is fitted, the distance between 
the joint position on the fitted superquadric and the initial one can be computed 
as 



d = I (Rin + Ci)~ (Rf ri -f c/) I , (9) 

where Ri is a rotation matrix, that rotates part i into initial position, is the 
relative position of the joint, Cj is the center of initial superquadric, Rf is the 
rotation matrix, that rotates part i into the fitted position, and Cf is the center of 
the fitted superquadric. The computed distance d is compared with a threshold 
p, which was set to value p = 11.0, based on the analysis of reconstructions. 
If the distance d is greater than the threshold with at least one extremity, the 
interpretation is rejected. 

Interpretation tree search does not include matches for lower extremities, 
that is lower arms and shanks. The presence of those parts is searched for only if 
the part attached to it (upper arm, thigh) is present, otherwise the results cannot 
be verified well. This parts are matched based on volume and joint distance. 

3 Experimental Results 

Range images which were obtained by a structured light range scanner and 
processed with the Segmentor system jSj. The resulting set of superquadric 
models were processed as described in the previous sections. 

First, we tried to systematically test the system’s performace for isolated 
figurines. A single figure was configured in seven different poses and eight range 
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images were taken from different viewpoints. Figure El^a-c) shows one of the 
results. 




Fig. 2. Interpretation of a single-figurine scene (a,b,c) and a complex scene (d,e,f): (a,d) 
input range image with superimposed reconstructed superquadrics, (b,e) superquadrics 
from two hypothesis interpretations, (c,f) verified interpretations. 



The object was detected in 39 out of 56 cases. In 24 of those 39 cases, the 
model computed from the best interpretation fitted the object very well. Inter- 
pretation included on the average 7.2 real matches. The object was not detected 
in 17 cases. In 9 of those cases, the reason for that was an occluded head or 
torso, so that the reconstructed superquadrics on those regions were not even 
close to the ones from the model. In 8 other cases the best interpretation found 
included less than four real matches, and was therefore rejected. 

The system’s performance was also tested on 20 different complex scenes. 
Complex scenes included several appearances of the toy figure, as well as many 
unknown objects (Fig. Etl-f). Nevertheless, there were no false positive recogni- 
tions of the human form, although there were many at least partially misleading 
configurations. It is much harder to test a complex scene in a systematic fashion 
because of so many possible variables. One can observe that the reconstructions 
of the supporting surfaces in complex scenes were not appropriate, because such 
surfaces cannot be modeled well by super quadrics. 
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4 Conclusions 

In this paper, we have investigated if superquadric based shape decomposition 
can be used for object recognition. The system is based on interpretation trees. 
We have shown, that despite very rough and somewhat unstable part descrip- 
tion, superquadrics can be used in an object recognition scheme. The system 
can handle flexible articulated objects that cannot be perfectly modeled by su- 
perquadrics which is demonstrated by the recognition of the human figure. 
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Abstract. This paper describes a new eigendecomposition method 
for weighted graph-matching. Although elegant by means of its matrix 
representation, the eigendecomposition method is proved notoriously 
susceptible to differences in the size of the graphs under considera- 
tion. In this paper we demonstrate how the method can be rendered 
robust to structural differences by adopting a hierarchical approach. 
We place the weighted graph matching problem in a probabilistic 
setting in which the correspondences between pairwise clusters can 
be used to constrain the individual correspondences. By assigning 
nodes to pairwise relational clusters, we compute within-cluster and 
between-cluster adjacency matrices. The modal co-efficients for these 
adjacency matrices are used to compute cluster correspondence and 
cluster-conditional correspondence probabilities. A sensitivity study on 
synthetic point-sets reveals that the method is considerably more ro- 
bust than the conventional method to clutter or point-set contamination. 

Keywords: pattern recognition, eigendecomposition method, weighted 
graph matching 



1 Introduction 



Matrix factorisation and eigendecomposition methods have proved to 

be alluring yet elusive tools for weighted graph matching. Stated simply, the 
aim is to find the pattern of correspondence matches between two sets of objects 
using the eigenvectors of a weighted adjacency matrix. The problem has much 
in common with spectral graph theory and has been extensively studied for 
both the general problem of graph-matching H3III!1, and for the more specific 
problem of point pattern matching PEI. Both problems commence from an 
adjacency matrix whose elements represent the strength or weight of the pairwise 
relations between nodes. In the case of point-sets, these pairwise relations are 
based on interpoint distance, and the weights may be generated using a Gaussian 
function or a similarly shaped function. The modal structure of the adjacency 
matrix is used to locate correspondence matches between nodes. The method 
may be implemented in a number of ways. The simplest of these is to follow 
Shapiro and Brady by minimizing the distance between the modal co-efficients 
m- Umeyama has suggested a more sophisticated approach which uses a matrix 
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factorization method to find the node permutation matrix which minimizes the 
distance between the weighted adjacency matrices for the graphs being matched 
m- Unfortunately, both methods fail when there are differences in the sizes of 
the graphs being matched. The reason for this is that the pattern of eigenvectors 
is unstable when structural differences are present. 

In a recent paper |2| we have revisited the method of Shapiro and Brady. 
Our aim was to use the correspondence information delivered by the method to 
develop an EM algorithm for point-set alignment. For structurally intact point- 
sets subject to positional jitter, we showed that the performance of the Shapiro 
and Brady method could be improved using ideas from robust statistics to com- 
pute the weighted adjacency matrix and to compare the modal co-efficients. To 
overcome the difficulties encountered with point-sets of different size, an explicit 
alignment process was required. 

The aim in this paper is to return to weighted graph-matching problem and 
to focus on how the method can be rendered robust to size differences. We adopt 
a hierarchical approach. The method is based on the observation that the modes 
of the adjacency matrix can be viewed as pairwise clusters. Moreover, the modal 
co-efficients represent the affinity of nodes to clusters. Similar ideas have been 
exploited by several authors to develop image segmentation H2| and grouping 
methods fnjTfnj . 

Our approach is as follows. Each mode of the adjacency matrix represents 
a pairwise cluster of nodes. While the pattern of modal co-efficients of the ad- 
jacency matrix may be disturbed by structural differences in the graphs, the 
pairwise clusters may be more stable. Hence, we can use the cluster adjacency 
matrix to improve the correspondence process. Here we use an evidence combin- 
ing method which is posed in a hierarchical framework. We compute the proba- 
bility that pairs of nodes are in correspondence by developing a mixture model 
over the set of possible correspondences between the pairwise clusters. In this 
way, the cluster correspondences weight the node-correspondence probabilities. 

To provide a concrete example of the method we focus on the problem of 
finding point correspondences. We discuss various alternative ways in which the 
correspondence process may be modelled using the modal co-efficients of the 
point and cluster adjacency matrices. We compare these alternatives with both 
the Shapiro and Brady method and our previously reported method. 



2 Background 

We are interested in the problem of weighted graph-matching. To be more formal 
let Gd = {'DjHd) and Gm — represent weighted data and model 

graphs to be matched. Here V and represent the node-sets of the two graphs. 
The connectivity structure of the two graphs are represented using the \T>\ x 
\V\ weighted data graph adjacency matrix Ho and the \M\ x \M\ weighted 
model graph adjacency matrix Hm- To provide a concrete illustration we will 
consider the problem of point-pattern matching. Here the weighted adjacency 
matrix is computed using the Euclidean distance between pairs of points. In 
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particular, we are interested in finding the correspondences between two point- 
sets, a model point-set z and a data point-set w. Each point in the image data 
set is represented by an position vector co-ordinates w^ = where i is 

the point index. In the interests of brevity we will denote the entire set of image 
points by w = {wj,Vi G T>} where T> is the point set. The corresponding fiducial 
points constituting the model are similarly represented by z = {zj,Vj G A4} 
where A4 denotes the index-set for the model feature-points Zj. Although the 
standard weighting function used to compute the elements of the adjacency 
matrices Hjj and Hm is the Gaussian, in our previous work we have found that 
better results can be obtained using weighting functions suggested by robust 
statistics. In particular, we have found that a log-cosh function gives very good 
results. If i and i' are two nodes from the data graph, then the corresponding 
element of the weighted adjacency matrix is given by 



Hoiiji') 




log cosh 





( 1 ) 



El and aim to perform weighted graph-matching using the modal struc- 
ture of the adjacency matrices. The modal structure of the adjacency matrix 
is found by solving the eigenvalue equation det[H — A/] = 0 together with the 
associated eigenvector equation H(j)i = \i4n, where A/ is the eigenvalue of 
the matrix H and (f>i is the corresponding eigenvector. The vectors are ordered 
according to the magnitude of the associated eigenvalues. The ordered column- 

vectors are used to construct a modal matrix = ((/'ll <^ 2 ! '/'si )• The column 

index of this matrix refers to the magnitude order of the eigenvalues while the 
row-index is the index of the original point-set. This modal decomposition is 
repeated for both the data and transformed model point-sets to give a data- 
graph modal matrix = (^f’|0|^|(/'|^|...|^j(^|) and a model-graph modal matrix 

Since the two point-sets are potentially of different 
size, the modes are truncated of the larger graph. This corresponds to removing 
the last ||P| — |A1|| rows and columns of the larger modal matrix. The resulting 
matrix has o = min[|2?|, |AI|] rows and columns. 

Shapiro and Brady PH find correspondences by seeking the most similar rows 
of the model matrices for the data and the model graph adjacency matrices using 
a Euclidean distance norm. However, we have found that a better strategy is to 
adopt a probabilistic method to compare the elements of the modal matrices. 
When there is a significant difference between one or more of the components 
of the eigenvectors, then these errors dominate the Euclidean distance measure 
used by Shapiro and Brady. One way to make the computation of correspon- 
dences robust to outlier measurement error is to accumulate probability on a 
component by component basis over the eigenvectors. To do this we assume that 
the individual elements of the modal matrix are subject to Gaussian measure- 
ment errors. Under this assumption the probability that the data-graph node 
i £ 2? is in correspondence with th model-graph node j G M is 
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Ei'sAT E °=1 exp 





where A: is a constant. In this way large measurement errors contribute insignifi- 
cantly through the individual exponentials appearing under the summation over 
the different eigenmodes. These probabilities can be used to locate significantly 
better correspondences than those obtained using the method of Shapiro and 
Brady when the elements of the adjacency matrix are noisy. However, the method 
also fails as soon as there are structural differences in the graphs. 

3 Modal Clusters 

The idea underpinning this paper is that the coefficients of the modal matrix 
can be viewed as providing information concerning pairwise clusters of nodes 
under the pattern of adjacency weights. Each mode, i.e. each column of the modal 
matrix is represented by an orthogonal vector in a \T>\ dimensional space. 
The columns associated with the eigenvalues of largest magnitude represent the 
most significant pairwise arrangements of nodes, while those associated with 
the eigenvalues of smallest magnitude represent insignificant structure. For a 
given node i the different modal co-efficients /), I = 1,...,\T>\ represent 

the affinity of the node to the different clusters. The larger the magnitude of 
the co-efficient, the greater the cluster affinity of the node. In other words, the 
entries in the columns of the modal matrix represent the membership affinities 
for the different clusters. The row-entries, on the other hand represent the way 
in which the individual nodes are distributed among the different clusters. Here 
we aim to exploit this property of the modal matrix to develop a fast and robust 
matching method. 

Our idea is based on the simple observation, that while the modal coefficients, 
i.e. the entries in the columns of the modal matrix, may not be stable under the 
addition of extra nodes, the associated pairwise cluster of nodes will be relatively 
robust to the addition of outliers. 



3.1 Within-Cluster Modal Matrices 

We commence by defining the pairwise clusters of the adjacency matrix. To do 
this we select the S largest eigenvalues, i.e. the first S columns of There 
are a number of ways of choosing S. Here we set the value of S so that the co- 
efficients of the subsequent columns oi <Pr) are insignificant. If T is a threshold, 
then the condition is that |^_d(z,^)| < T for f = 1, ..., \V\ and I > S. 

We are interested in using the modal co-efficients to compute the probability 
P{i G oJd) that the node i belongs to the cluster associated with mode Ud of the 
original node-set. We use the co-efficients of the first S columns of the modal 
matrix to compute the cluster membership probability. Here we assume that 
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cluster membership probability is proportional to the magnitude of the entry in 
the row indexed i and column indexed of the modal matrix and write 



P{i G uid) = <pD{i,0Jd) 






( 3 ) 



construct a within-cluster weighted node adjacency matrix using the weight- 
ing function given in Equation (Q). To do this we first identify the nodes 
which belong to each modal cluster. This is done of the basis of the cluster- 
membership probabilities P{i G tOd)- The set of nodes assigned to the cluster 
is = {i\P{i G uJd) > Tc} where Tc is a membership probability threshold. 
To construct this matrix we will need to relabel the nodes using a cluster node 
index which runs from 1 to \CuiJ- Accordingly we let denote the node-index 
assigned to the node i in the cluster ujd- The weighted adjacency matrix for 
the nodes belonging to this cluster is denoted by and the corresponding 
modal matrix is . The modal matrix for the cluster indexed iOm in the model 
node-set is denoted by 



3.2 Between Cluster Modal Matrix 



We also construct an adajcency matrix for the cluster-centres. In our experiments 
later on we will consider point-sets. For the mode with eigenvalue A/, the position- 
vector for the cluster centre is 



D in) ^ I^£>(b0|w, 



( 4 ) 



The positions of the cluster-centres for the S most significant modes of the 
data-graph adjacency matrix Hu are used to compute a, S x S cluster-centre 
adjacency matrix Cu using the log-cosh weighting function given in Equation 
(HJ. Our idea is to use the modes of the cluster-centre adjacency matrices Cu 
for the data-graph and Cm for the model-graph to provide constraints on the 
pattern of correspondences for the purposes of matching. Accordingly, we solve 
the equation det{Cu — A^I) = 0 to locate the eigenvalues of the modal cluster 
adjacency matrix. The eigenvectors 'ipu, L = of the cluster adjacency 

matrix are found by solving the equation Cu'ipP = As before, these 

eigenvectors can be used to construct a modal-matrix for the pairwise clusters. 

The matrix has the eigenvectors of G as columns, i.e. 'Pu = IV's 

This procedure is repeated to construct a second S x S cluster modal matrix 
Pm for the set of model nodes. Since the principal modal-clusters are selected on 
the magnitude-order of the associated eigenvalues, there is no need to re-order 
them. 



4 Matching 

The aim in this paper is to explore whether the additional information provided 
by the modal clusters can be used to improve the robustness of the matching 
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process to node addition and dropout. We would like to compute the probability 
P(i -O' j), that the data-graph node i G 2? is in correspondence with the model- 
graph node j S To do this we construct a mixture model over the set of 
possible correspondences between the set of S modal clusters extracted from the 
data-graph and their counterparts for the model graph. Suppose that Wd and 
LOm respectively represent node labels assigned to the modal clusters of the data 
and model graphs. Applying the Bayes formula, we can write 

s s 

P{i o j) = E E P{i->r^ j\uJd-^ iOrn)P{iOd-^ UJrn) (5) 

where P(i O O u>m) represents the cluster-conditional probability that the 
node i belonging to the data-graph cluster tOd is in correspondence with the node 
j that belongs to the model-graph cluster Wm- The quantity P{ujd Wm) denotes 
the probability that the data graph cluster indexed LOd is in correspondence with 
the model graph cluster indexed oJm- 



4.1 Cluster Conditional Correspondence Probabilities 

To compute the cluster-conditional correspondence probabilities we use the 
modal structure of the within-cluster adjacency matrices. These correspondence 
probabilities are computed using the method outlined in Equation Q. As a 
result, we write 



P{i j\Ud Urn) = 



z2i=i exp 






exp 






( 6 ) 






where Ouia,um = |Coj<i|| is the size of the smaller cluster. 



4.2 Cluster Correspondence Probabilities 



We have investigated two methods for computing the cluster correspondence 
probabilities P{uJd ^ tUm)- 



— Modal eigenvalues: The first method used to compute the cluster corre- 
spondence probabilities relies on the similarity of the normalized eigenvalues 
of the cluster modal matrix. The probabilities are computed in the following 
manner 



exp 



P{^d ^ <^m) — 



-K 






A"™ I 






= l exp 









M" I 



e: 






2n 



( 7 ) 
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— Modal co-efRcients: The mode correspondence probabilities have also been 
computed by performing a robust comparison of the co-efficients of the modal 
matrices of the cluster adjacency matrix. This is simply an application of the 
method outlined in Equation m to the modal co-efficients of the between- 
cluster adjacency matrix. We therefore set 






J2l=i exp 






2^ L—i 


exp 


-kb\\'I'D{uJd,L)\ - |lf'M(Wm,L)|p 



( 8 ) 



Note that we no-longer have to truncate the number of modes of the larger 
graph since we have chosen only the S principal clusters from both the model 
and data. 



5 Experiments 

In this section we describe our experimental evaluation of the new modal cor- 
respondence method. This is based on the matching of point-sets. The experi- 
mentation is divided into two parts. We commence with a sensitivity study on 
synthetic data. This is aimed at measuring the effectiveness of the method when 
the point sets under study are subject to clutter and positional jitter. The second 
part of the study focuses on real world data. Here we investigate the method 
when applied to finding point correspondences between curvature features in 
gesture sequences. 



5.1 Sensitivity Study 

In our sensitivity study, we have compared the new correspondence method with 
those of Shapiro and Brady CH and our previous work j2]. The Shapiro and 
Brady method is based purely on modal correspondence analysis, while our pre- 
vious method uses modal correspondence probabilities to weight the estimation 
of affine alignment parameters in a dual-step EM algorithm. 

Our sensitivity study uses randomly generated point-sets. We ensure that 
the point-sets have a clump structure by sampling the point positions from six 
partially overlapping Gaussian distributions with controlled variance. We have 
then added both new points at random positions, and, random point-jitter to the 
synthetic data. The randomly inserted points have been sampled from a uniform 
distribution. The positional jitter has been generated by displacing the points 
from their original positions by Gaussian measurement errors. The displacements 
have been randomly sampled from a circularly symmetric Gaussian distribution 
of zero mean and controlled standard deviation. 

In Figure^ we show the effect of increasing the number of randomly added 
points. In this experiment, we commence with a point-set of size 100. The plot 
shows the fraction of points correctly matched as a function of the number 
of randomly added points. The long-dashed curve, i.e. the one with gives the 
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Fig. 1. Experimental results: (a) structural error, (b) position error. 



consistently poorest results, is the result of applying the Shapiro and Brady 
algorithm. Here the fraction of correct correspondences falls below 25% once the 
fraction of added clutter exceeds 2%. The dual-step EM algorithm used in our 
previous work which finds correspondences by explicitly aligning the points, is 
shown as a dot-dashed curve and performs best of all when the level of clutter is 
less than 20%. The remaining two curves show the results obtained with the two 
variants of our hierarchical correspondence algorithm detailed in Section 4.3. In 
the case of the dotted curve the cluster correspondences are computed using only 
the modal co-efficients of the between-cluster adjacency matrix. The solid curve 
shows the results obtained if the eigenvalues are used instead. There is little to 
distinguish the two methods. Both perform rather more poorly than the dual- 
step EM algorithm when the level of clutter is less than 20%. However, for larger 
clutter levels, they provide significantly better performance. The additional use 
of the eigenvalues results in a slight improvement in performance. 

Figure D) investigates the effect of positional jitter. Here we plot the fraction 
of correct correspondence matches as a function of the standard deviation of the 
Gaussian position error added to the point-positions. We report the level of jitter 
using the ratio of the standard deviation of the Gaussian error distribution to the 
average closest inter-point distance. Here there is nothing to distinguish the be- 
haviour of our hierarchical correspondence method from the dual-step alignment 
method. In each case the fraction of correct correspondences degrades slowly with 
increasing point-position jitter. However, even when the standard deviation of 
the position errors is 50% of the average minimum interpoint-distance then the 
fraction of correct correspondences is still greater than 50%. By contrast, the 
accuracy of the Shapiro and Brady method falls below 50% once the standard 
deviation of the positional error exceeds 10% of the minimum interpoint distance. 



5.2 Real World Data 

In this section we provide some experiments with real world data. We have taken 
images from a gesture sequence of a hand. The images used in this study are 
shown in Figure 6. We commence by running the Ganny edge detector over the 
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Fig. 2. Experimental results: a) real data experimentation, b) with Shapiro and Brady’s 
method 



images to locate the boundary of the hand. From this edge data, point features 
have been detected using the corner detector of Mokhtarian and Suomela |H|. 
The raw points returned by this method are distributed relatively uniformly 
along the outer edge of the hand and are hence not suitable for cluster analysis. 
We have therefore pruned the feature points using a curvature criterion. We 
have removed all points for which the curvature of the outline is smaller than a 
heuristically set threshold. Initially there are some 800 feature points, but after 
pruning this number is reduced to 271. The pruned feature-points are shown 
in blue in the figure. They are clustered around the finger-tips and the points 
at which the fingers join the hand. After applying the clustering method, the 
set of centres shown in red is obtained. There are ten clusters in both images. 
The yellow lines between the two images show the detected correspondences. 
The fraction of correct correspondences is 81.2%. Moreover, from the pattern 
of correspondence lines it is clear that the clusters are consistently matched. In 
Figure 0 we show the result ontained with the Shapiro and Brady algorithm. 
By comparison, the pattern of correspondences is considerably less consistent. 
There are many matches between incorrect pairs of clusters. 



6 Conclusions 

In this paper we have shown how constraints provided by the arrangement of 
modal groups of points can be used to improve the matching of weighted graphs 
via eigendecomposition. The idea has been to use the modal co-efRcients of the 
adjacency matrix to establish significant pairwise clusters of nodes. We exploit 
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these pairwise clusters to develop a hierarchical correspondence method. The 
method has been illustrated on the practical problem of point pattern matching. 
Here, we have shown that while the Shapiro and Brady method fails once more 
tha a few percent of clutter is added, the new method degrades more gracefully. 
There are a number of ways in which the method described in this paper could 
be extended. One of the most important of these is to extend the method to 
line-pattern matching. 
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Abstract. This paper investigates whether meaningful shape categories 
can be identified in an unsupervised way by clustering shock-trees. 
We commence by computing weighted and unweighted edit distances 
between shock-trees extracted from the Hamilton- Jacobi skeleton of 2D 
binary shapes. Next we use an EM-like algorithm to locate pairwise 
clusters in the pattern of edit-distances. We show that when the tree 
edit distance is weighted using the geometry of the skeleton, then the 
clustering method returns meaningful shape categories. 

Keywords: clustering shock trees, EM algorithm, Hamilton-Jacobi 

skeleton 



1 Introduction 

There has recently been considerable interest in the use of the reaction-diffusion 
equation as a means of representing and analysing both 2D and 3D shapes 0 
1213] . In a nutshell, the idea is to extract a skeletal representation by evolving 
the shape-boundary inwards until singularities appear. Through the analysis of 
the differential properities of the singularities, a structural abstraction of the 
skeleton known as the shock-graph may be extracted. Although this abstraction 
has been widely used for shape-matching and recognition | 2 ], its use as a means 
of learning shape categories has attracted less attention. The aim in this paper 
is to investigate whether graph-clustering can be used as a means of partitioning 
shock-trees into shape classes via unsupervised learning. 

Graph clustering is an important yet relatively under-researched topic in ma- 
chine learning TO- The importance of the topic stems from the fact that it is 
an important tool for learning the class-structure of data abstracted in terms of 
relational graphs. Problems of this sort are posed by a multitude of unsupervised 
learning tasks in knowledge engineering, pattern recognition and computer vi- 
sion. The process can be used to structure large data-bases of relational models 
0 or to learn equivalence classes. One of the reasons for limited progress in the 
area has been the lack of algorithms suitable for clustering relational structures. 
In particular, the problem has proved elusive to conventional central clustering 
techniques. The reason for this is that it has proved difficult to define what is 
meant by the mean or representative graph for each cluster. However, Munger, 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 1 .■S2- BT71 2001. 
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Bunke and Jiang Q have recently taken some important steps in this direction by 
developing a genetic algorithm for searching for median graphs. A more fruitful 
avenue of investigation may be to pose the problem as pairwise clustering. This 
requires only that a set of pairwise distances between graphs be supplied. The 
clusters are located by identifying sets of graphs that have strong mutual pair- 
wise affinities. There is therefore no need to explicitly identify an representative 
(mean, mode or median) graph for each cluster. Unfortunately, the literature on 
pairwise clustering is much less developed than that on central clustering. 

When posed in a pairwise setting, the graph-clustering problem requires two 
computational ingredients. The first of these is a distance measure between rela- 
tional structures. The second is a means of performing pairwise clustering on the 
distance measure. There are several distance measures available in the literature. 
For instance, in the classical pattern recognition literature, Haralick and Shapiro 
|E] have described a relational distance measure between structural descriptions, 
while Eshera and Fu Pj have extended the concept of edit distance from strings 
to graphs. More recently, Christmas, Kittler and Petrou nni> Wilson and Han- 
cock nn and Huet and Hancock H2| have developed probabilistic measures of 
graph-similarity. Turning our attention to pairwise clustering, there are several 
possible routes available. The simplest is to transform the problem into a central 
clustering problem. For instance, it is possible to embed the set of pairwise dis- 
tances in a Euclidean space using a technique such as multi-dimensional scaling 
and to apply central clustering to the resulting embedding. The second approach 
is to use a graph-based method H3| to induce a classification tree on the data. 
Finally, there are mean-field methods which can be used to iteratively com- 
pute cluster-membership weights m These methods require that the number 
of pairwise clusters be known a priori. 

Our appraoch is as follows. Commencing from a data-base of silhouettes, we 
extract the Hamilton- Jacobi skeleton and locate the shocks which correspond 
to singularities in the evolution of the object boundary under the eikonal equa- 
tion. We compute the similarity of the shapes using weighted and un-weighted 
tree edit distance. With the set of pairwise edit-distances between the shock- 
graphs to hand, we use a maximum-likelihood method for pairwise clustering. 
Our experiments show that when used in conjunction with the weighted tree edit 
distance, the pairwise clustering process locates meaningful shape categories. 

2 Shock Tree Edit Distance 

The practical problem tackled in this paper is the clustering of 2D binary shapes 
based on the similarity of their shock-trees. The idea of characterizing boundary 
shape using the differential singularities of the reaction equation was first intro- 
duced into the computer vision literature by Kimia, Tannenbaum and Zucker 
0. The idea is to evolve the boundary of an object to a canonical skeletal form 
using the reaction-diffusion equation. The skeleton represents the singularities 
in the curve evolution, where inward moving boundaries collide. The reaction 
component of the boundary motion corresponds to morphological erosion of the 
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Fig. 1. Pairwise edit distances computed using un-weighted trees. 



boundary, while the diffusion component introduces curvature dependent bound- 
ary smoothing. Once the skeleton is to hand, the next step is to devise ways 
of using it to characterize the shape of the original boundary. Here we follow 
Zucker, Siddiqi, and others, by labeling points on the skeleton using so-called 
shock-classes |5| . We abstract the skeletons as trees in which the level in the tree 
is determined by their time of formation [T50 . The later the time of formation, 
and hence their proximity to the center of the shape, the higher the shock in the 
hierarchy. While this temporal notion of relevance can work well with isolated 
shocks (maxima and minima of the radius function), it fails on monotonically 
increasing or decreasing shock groups. To give an example, a protrusion that 
ends on a vertex will always have the earliest time of creation, regardless of its 
relative relevance to the shape. 

To overcome this drawback, we augment the structural information given by 
the skeleton topology and the relative time of shock formation, with a measure of 
feature importance. We opt to use a shape-measure based on the rate of change 
of boundary length with distance along the skeleton. To compute the measure 
we construct the osculating circle to the two nearest boundary points at each 
location on the skeleton. 

This measurement has previously been used in the literature to express rel- 
evance of a branch when extracting or pruning the skeleton, but is has recently 
been shown that its geometric and differential properties make it a good measure 
of shape similarity m- 
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Fig. 2. Pairwise edit distances computed using weighted trees. 



Given this representation we can cast the problem of computing distances 
between different shapes as that of finding the tree edit distance between the 
weighted graphs for their skeletons. 

With our measure assigned to each edge of the tree, we define the cost of 
matching two edges as the difference of the total length ratio measure along the 
branches. The cost of eliminating an edge is equivalent to the cost of matching 
it to an edge with zero weight, i.e. one along which the total length ratio is zero. 

Using the edit distance of the shock trees we generate two similarity measures 
for a pair of shapes. 

— The first measure is obtained weighting the nodes with the border length 

ratio normalized by the total length of the border of the shape. That is the 
length of the fraction of the border spanned by the shock group divided 
by the total length of the border. In this way the sum of the weights in a 
tree is 1 and the measure is scale invariant. The similarity of the shapes is 
computed by adding the minimum weight for each matched node, that is 
dw,w' = where Wi and rc' are the weight of the nodes that 

are matched together by our tree edit distance algorithm. 

— The second measure of shape similarity is computed from the unweighted 
structure: We assign a uniform edit cost of 1 to each node and we compute 
the average ratio of matched nodes: dyj,w' = \ 
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T 2 are the two trees to be matched, T is the median of the two trees obtained 
through cut operations only, and ^ indicates the number of nodes in the tree. 



3 Graph-Clustering 

We pose the problem of learning the set of shape-classes as that of finding pair- 
wise clusters in the distribution of tree-edit distance. The process of pairwise 
clustering is somewhat different to the more familiar one of central clustering. 
Whereas central clustering aims to characterise cluster-membership using the 
cluster mean and variance, in pairwise clustering it is the relational similarity of 
pairs of objects which are used to establish cluster membership. Although less 
well studied than central clustering, there has recently been renewed interest in 
pairwise clustering aimed at placing the method on a more principled footing 
using techniques such as mean-field annealing H3- 

To commence, we require some formalism. We are interested in grouping a set 
of graphs Q — {Gi, , G\m\} whose index set is M. The set of graphs is charac- 

terised using a matrix of pairwise similarity weights. The elements of this weight 
matrix are computed using tree-edit distance dij between the graphs indexed i 
and j. Here we use the exponential similarity function = {exp[—kdij] if 

i yf j, 0 otherwise} to generate the elements of the weight-matrix, where fc is a 
constant which is heuristically set. The aim in graph-clustering is to locate the 
updated set of similarity weights which partition the set of graphs into disjoint 
subsets. To be more formal, suppose that fi is the set of graph-clusters and let 
represent the set of the graphs belonging to the cluster indexed oj. Further, 
let sG represent the probability that the graph indexed i belongs to the clus- 
ter indexed uj at iteration n of the algorithm. We are interested in posing the 
clustering problem in a maximum likelihood setting. Under the assumption that 
the cluster memberships of the graphs follow a Bernoulli distribution with the 
link- weights as parameters, the likelihood- function for the weight matrix W is 
given by 



We have recently, shown how this log-likeihood function can be iteratively opt- 
mised using an EM-like process. In the E (expectation) step, the cluster mem- 
bership probabilities are updated according to the formula 



p{w) = \{ n 



( 1 ) 



wgi? (i,j)£MxM 

The corresponding log-likelihood function is 
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Once the revised cluster membership variables are to hand then we apply the 
M (maximisation) step of the algorithm to update the similarity-weight matrix. 
The updated similarity-weights are given by ■ These 

two steps are interleaved and iterated to convergence. 

To set the number of clusters we perform a modal analysis on the initial 
similarity matrix Here we use a result due to Sarkar and Boyer im who 

have shown that the positive eigenvectors of the matrix of similarity-weights 
can be used to assign nodes to clusters. Using the Rayleigh-Ritz theorem, they 
observe that the scalar quantity is maximised when x is the leading 

eigenvector of . Moreover, each of the subdominant eigenvectors corresponds 
to a disjoint perceptual cluster. They confine their attention to the same-sign 
positive eigenvectors (i.e. those whose corresponding eigenvalues are real and 
positive, and whose components are either all positive or are all negative in 
sign). If a component of a positive eigenvector is non-zero, then the corresponding 
node belongs to the perceptual cluster associated with the associated eigenmodes 
of the weighted adjacency matrix. The eigenvalues Ai,A 2 .... of are the 

solutions of the equation — A7| =0 where I is the \V\ x \V\ identity 

matrix. The corresponding eigenvectors xx-^,x\^, ... are found by solving the 
equation W^^^X\. = XiXx.. Let the set of positive same-sign eigenvectors be 
represented by 17 = {o;|Aa; > 0 A [(a:* (i) > OVi) V £c* (i) < OVi])}. Since the 
positive eigenvectors are orthogonal, this means that there is only one value of 
uj for which x^j(i) 0. In other words, each node i is associated with a unique 




(a) 



(b) 



Fig. 3. (a) Initial similarity matrix for the unweighted tree edit distances; (b)Final 
similarity matrix for the unweighted tree edit distances. 
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cluster. We denote the set of nodes assigned to the cluster with modal index w 
as Vuj = (i) ^ 0}. Hence each positive same-sign eigenvector is associated 

with a distinct mixing component. We use the eigenvectors of the initial affinity 
matrix to initialise the cluster membership variables. This is done using the 
magnitudes of the modal co-efhdents and we set ^ |2« (j)| ■ 



4 Experiments 

The 16 shapes used in our study are shown in Figures 1 and 2. In Figure 1 we 
show the pattern of unweighted edit distances between the shock-trees for the 
shapes, while Figure 2 shows the corresponding weighted tree edit distances. 




(a) 



(b) 



Fig. 4. (b) Initial similarity matrix for the weighted tree edit distances; (b) Final 
similarity matrix for the weighted tree edit distances. 



In Figures 3a we show the matrix of pairwise similarity weights for the un- 
weighted trees for the different shapes. Here the redder the entries, the stronger 
the similarity; the bluer the entries, the weaker the similarity. The order of the 
entries in the matrix is the same as the order of the shapes in Figures la and 
lb. After six iterations of the clustering algorithm the similarity weight matrix 
shown in Figure 3b is obtained. There are six clusters (brush (1) -|- brush (2) 
-b wrench (4); spanner (3) -I- horse (13) ; pliers (5) -I- pliers (6) -I- hammer (9) 
;pliers (7) -bhammer (8) -b horse (12); fish (10) -b fish (12); hand (14) -b hand 
(15) -b hand (16). Clearly there is merging and leakage between the different 
shape categories. In Figures 4a and 4b we show the initial and final similarity 
matrices when weighted trees are used. The entries in the initial similarity matrix 
are better grouped than those obtained when the unweighted tree edit distance 
is used. There are now seven clusters, brush (1) -b brush (2) ; spanner (3) -b 
spanner (4); pliers (5) -b pliars (6) -b pliers (7); hammer (8) -b hammer (9); fish 
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(10) + fish (11); horse (12) + horse (13); hand (14) + hand (15) + hand (16)). 
These correspond exactly to the shape categories in the data-base. 

5 Conclusions 

This paper has presented a study of the problem of clustering shock-trees. We 
gauge the similarity of the trees using weighted and unweighted edit distance. 
To idetify distinct groups of trees, we develop a maximum likelihood algorithm 
for pairwise clustering. This takes as its input a matrix of pairwise similari- 
ties between shock-trees computed from the edit distances. The algorithm is 
reminiscent of the EM algorithm and has interleaved iterative steps for comput- 
ing cluster- memberships and for updating the pairwise similarity matrix. The 
number of clusters is controlled by the number of same-sign eigenvectors of the 
current similarity matrix. Experimental evaluation of the method shows that it 
is capable of extracting clusters of trees which correspond closely to the shape- 
categories present. 
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Abstract. Genetic algorithms with a novel encoding scheme for feature 
selection are introduced. The proposed genetic algorithm is restricted to 
a particular predetermined feature subset size where the local optimal 
set of features is searched for. The encoding scheme limits the length of 
the individual to the specified subset size, whereby each gene has a value 
in the range from 1 to the total number of available features. 

This article also gives a comparative study of suboptimal feature se- 
lection methods using real-world data. The validation of the optimized 
results shows that the true feature subset size is significantly smaller 
than the global optimum found by the optimization algorithms. 

Keywords: pattern recognition, feature selection, genetic algorithm 



1 Introduction 

In real-world classification problems the relevant features are often unknown a 
priori. Thus, many features are derived and the features which do not contribute 
or even worsen the classification performance have to be discarded. Therefore, 
many algorithms exist which typically consist of four basic steps 0: 

1. a generation procedure to generate the next subset of features X. 

2. an evaluation criterion J to evaluate the quality of X. 

3. a stopping criterion for concluding the search. It can either be based on the 
generation procedure or on the evaluation function. 

4. a validation procedure for verifying the validity of the selected subset. 

The task of feature selection is to reduce the number of extracted features to a 
set of a few significant features which optimize the classification performance. 
The best subset 



X = {xi\i = l,... ,d-,Xi€Y) (1) 

is selected from the set 

Y = {y,\i = l,... ,D}, (2) 

where D is the number of extracted features and d < D denotes the size of the 
feature subset 0. A feature selection criterion function J (A) evaluates a chosen 
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subset X, whereby a higher value of J indicates a better subset. The problem of 
feature selection |J| is to find a subset X QY such that the number of chosen 
features |X| is d and J reaches the maximum 

J{X°P^)= max J(X). (3) 

^ ^ XCY,\X\=d 



The evaluation criterion J is proposed to be the performance of a statistical 
classifier (classification rate) used as decision rule. Other evaluation measures 
are available, but Dash 0 showed that the accuracy of selecting the best subset 
by applying the later used classifier is the best. Unfortunately, this is computa- 
tionally very demanding. 

Exhaustive search for feature selection is too time consuming even for a small 
number of features. Hence, suboptimal algorithms are treated in this article. 

2 Genetic Algorithms 

Genetic algorithms mm are a stochastic optimization procedure which have 
been successfully applied in many feature selection tasks mM- Siedlecki and 
Sklansky m introduced the genetic algorithms for feature selection to find the 
smallest subset for which the optimization criterion (e.g. performance of a clas- 
sifier) does not deteriorate below a certain level. So they deal with a constrained 
optimization problem, where a penalty function with additional parameters is 
used. To avoid this, a new encoding scheme is proposed to constrain the algo- 
rithm to a particular subset size. The notation for the description of the algo- 
rithm is taken from Back 

2.1 Encoding 

All genetic algorithms employed for feature selection tasks use a binary encod- 
ing where the length of the individual is determined by the number of available 
features D. In our encoding the length of the individuals in the population is 
given by a predetermined subset size d. Thus, an optimum for a particular size 
of subset is computed. 

Each gene, possessed by an individual a^, has a value between 1 and the maxi- 
mum number of features D. A single individual is given as 

cii = ,a*,d), I G {!,... ,ai.d G {I,--- ,T^}, (4) 

where p denotes the population size. 

2.2 Selection 

The selection directs the search toward promising regions in the search space. 
Stochastic universal sampling |2| is a widely used selection method due to the ad- 
vantages of zero bias and minimum spread. To each individual ai a reproduction 
probability rj{ai) according to 
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V{a^) 






( 5 ) 



is assigned, where 4>{ai) is the fitness value which is computed as C{ai) — Cw 
C{ai) denotes the classification rate of the individual ai and Cw is the worst 
classification result within the population. A model spinning wheel is constructed 
with a slot size corresponding to the individuals reproduction probability r]{ai) 
and fi equally spaced pointers select the individuals for the subsequent popula- 
tion. For implementation details refer to Baker |2| and Back p. 



2.3 Recombination 

Recombination performs an exchange of alleles between individuals. The idea 
is that useful segments of different parents are combined in order to yield a 
new individual that benefits from both parents. The crossover operator j 
selects with probability two parent individuals randomly from the population 
and recombines them to form two new individuals. A lot of different crossover 
operators are suggested in the literature p. 

Extensive experiments have shown that single-point crossover yields comparable 
results to other recombination mechanisms utilized for this feature selection task. 
The crossover position within the individual is determined at random. 



2.4 Mutation 

The mutation operator chooses a new value (o' ^ £ {1, . . . , D}) for each 

gene (f £ {1, . . . , /r} ; j £ {1, . . . , d}) in the population that undergoes mutation. 
Mutation reintroduces alleles into the population, i.e. features which have van- 
ished throughout the complete population and therefore can never be regained 
by other operators. 

2.5 Framework of the Genetic Algorithm 

During the initialization of the population P (0), to each individual d different 
features out of the pool of D features are assigned. The following conceptual 
algorithm has been slightly modified by a step enforced mutation which 
avoids a repeated selection of the same feature in one individual. The enforced 
mutation always ensures the correction of individuals. Each individual, which 
has selected the same features more often, is enforced to a further mutation of 
the identical alleles after the crossover and mutation operation. In the following, 
the framework of the genetic algorithm is shown. 



procedure GeneticAlgorithm 

begin 



t = 0 



Initialize P (t) = {ai (t) , . . . , (t)} £ 
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where / G {1, . . . , D}‘^ 

Evaluate P (t) : (t)) (a^ (t))} 

while (l ^ t) 

Select: P (t + 1) = s (P (t)) 
t = t -t“ 1 

Recombine: a'j. (t) = (P (t)) Vk G {1, . . . , 
Mutate: (t) = (a'fc (t)) Vfc G {1, . . . , ^} 

Enforced Mutation: 

(t) ^{p^ — 1 Videntical alleles in (afc(i))} (^)) 

Vfc G {1,... ,/r} 

Evaluate: P (t) : {4> (oi (t)) , . . . ,4>{a^ (t))} 

end 

end 

Symbol s denotes the stochastic universal sampling and t is the number of gen- 
erations. 

3 Sequential Feature Selection Algorithms 

Sequential feature selection algorithms search in a sequential deterministic man- 
ner for the suboptimal best feature subset. Basically, forward and backward 
algorithms are available. The forward methods start with an empty set and add 
features until a stopping criterion concludes the search. The backward algorithms 
are the counterpart. They begin with all features selected and remove features 
iteratively. The well-known suboptimal sequential algorithms are listed and a 
comparative study with real-world data is given in Section 0 

— Sequential forward selection (SFS): With each iteration one feature among 
the remaining features is added to the subset, so that the subset maximizes 
the evaluation criterion J. 

— Sequential backward selection (SBS): In each step one feature is rejected so 
that the remaining subset gives the best result. 

— Plus Ltake away r selection (PTA(/,r)): This iterative method enlarges the 
subset by adding I features with the help of the SFS algorithm in the first 
step. Afterwards r features are removed with the SBS algorithm. 

— Generalized sequential forward selection (GSFS(r)): At each stage r features 
are added simultaneously instead of adding just one feature to the subset at 
a time like the SFS method. 

— Generalized sequential backward selection (GSBS(r)) is the counterpart of 
the GSFS method. 

— Generalized plus /-take away r selection (GPTA(/,r)): The difference be- 
tween the PTA and the GPTA method is that the former approach employs 
the SFS and the SBS procedures instead of the GSFS and GSBS algorithms. 

— Sequential forward floating selection (SFFS): The SFFS includes new fea- 
tures with the help of the SFS procedure. Afterwards conditional exclusions 
of the worst features in the previously updated subset take place. Therefore, 
the parameters I and r are superfluous. 
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— Sequential backward floating selection (SBFS). 

— Adaptive sequential forward floating selection (ASFFS(r, 6, d)): This algo- 
rithm is similar to the SFFS procedure where the SFS and the SBS methods 
are replaced by their generalized versions GSFS(r) and GSBS(r). The level 
of generalization r is determined dynamically. For a detailed description refer 
to fl 5) . 

— Adaptive sequential backward floating selection (ASBFS(r, 6, d)). 

The SFFS and SBFS algorithms are described in Pudil et. al [I2|. The re- 
cently published adaptive floating algorithms (ASFFS, ASBFS) are represented 
in !E|, and all other sequential methods are explained in mn- 

4 Experimental Results 

The feature selection algorithms were applied to a data set of 540 flaw images 
gained from a surface inspection task. Five different classes of flaws have been 
established, and a total of 54 features were computed from each image. The 
algorithms for computing the different features are summarized in El. 




0 5 10 15 20 25 30 35 40 45 50 

Feature subset size 



Fig. 1. Results of feature selection obtained by different sequential optimization meth- 
ods for a subset size up to d = 54 using the 3NN classification result as evaluation cri- 
terion. The performance is achieved by averaging four optimized classification results 
gained over a rotation scheme of four data set parts. 



First, the sequential feature selection algorithms were compared in terms of 
the achieved classification result. The performance of the 3-nearest neighbor de- 
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cision ruleQ 0 serves as optimization criterion. The evaluation of the sequential 
forward algorithms is shown in Figure ^ The optimized values are averaged over 
a rotation scheme of four data set parts similar to cross-validation. 

Generally, the floating algorithms perform better than their non-floating 
counterparts. The adaptive floating method (ASFFS(3,6,7)) performs best in 
the given subset around 'ill. Whereby, there is only a marginal difference to the 
result of the classical floating algorithm (SFFS). For a small subset size the 
generalized PTA method achieves roughly the same performance as the ASFFS 
algorithm. 

Figure Q compares the result of the proposed genetic algorithm (see Sec- 
tion P) with the results of the ASFFS(3,6,7), the ASFFS(3,3,d)@, and the SFFS 
algorithm. 




Fig. 2. Results of feature selection obtained by ASFFS(3,6,7), ASFFS(3,3,d), SFFS, 
and genetic algorithms using the 3NN classification result as evaluation criterion. The 
performance is achieved by averaging four optimized classification results gained over 
a rotation scheme of four data set parts. 



The genetic algorithm optimization is performed for a subset size of 5, 10, 
15, and 20. Therefore, 3 independent optimization runs for each subset size were 
executed and the best classification result is averaged over 4 best classification 
results obtained with different training data. The genetic algorithm performs 
slightly better than the SFFS and the ASFFS(3,6,7) algorithms for all optimized 
subset sizes. The performance of the genetic algorithm and the ASFFS(3,3,d) 
achieve similar results both in performance and computational efficiency. In com- 
parison to the sequential algorithms, the genetic algorithm supplies many possi- 

^ The optimal number of neighbors k were found by estimating the classification error 
for different values of k ini. 

^ With the given parameter setting of the ASFFS algorithm the classification perfor- 
mance of a subset size of 7 within a neighborhood of 6 is optimized more thoroughly. 
^ For the ASFFS(3,3,d) method different optimization runs for each subset size d were 
performed and the best achieved results are summarized. 
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ble solutions with approximately the same performance. This can facilitate the 
choice of the most useful features. 

The chosen parameter setting for the genetic algorithm is summarized in 
Table ^ 



Table 1. Parameter setting for genetic algorithm. 



Subset size 


h 


pm 


Pc 


L 


5 


100 


0.03 


0.95 


100 


10 


O 

O 


0.01 


0.95 


150 


15 


100 


0.01 


0.95 


200 


20 


100 


0.01 


0.95 


200 



5 Verification of the Feature Subsets 

Due to overfitting of the training set the selected features for an optimal classi- 
fication of the training data produce inferior accuracy on independent test data. 
In practice the result of the feature selection optimization must be validated 
with a test set of objects. Therefore, several methods are suggested in the liter- 
ature m [E|. 

The four performances obtained by optimizing with four data set parts (rotation 
scheme) and the classification estimate of the best feature subsets found for the 
remaining test data are averaged and shown in Figure El 




Fig. 3. Verification of the results of the ASFFS(3,3,d) and the genetic algorithm ob- 
tained by using the 3NN decision rnle as evalnation criterion. 



The effect that a small subset of features yields a better classification perfor- 
mance on test data is apparent. The best classification performance of the test 
data set is achieved for a feature subset size around 5, whereby the best classi- 
fication performance of the training data is obtained with a feature subset size 
of 18. 
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6 Summary 

Genetic algorithms with a novel encoding scheme for feature selection are pre- 
sented. Conventional genetic algorithms employed for feature selection tasks use 
binary encoding. Due to the fact that a big number of features overfit the train- 
ing data and consequently decrease the predictive accuracy on independent test 
data, the algorithm has to be constrained to find an optimal subset for a small 
number of features. To avoid a penalty function with additional parameters, the 
proposed encoding restricts the search to a particular subset size. 

Additionally, a comparative study of suboptimal feature selection methods using 
real-world data is treated. 
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Abstract. This paper contributes to the statistical pattern recognition 
problem in which two classes of objects are considered and either of them 
is described by a mixture of Gaussian distributions. The components of 
either mixture are known, and unknown are only their weights. The class 
(state) of the object k is to be found at the mentioned incomplete a priori 
knowledge of the statistical model and the known observation x. The 
task can be expressed as a statistical decision making with non-random 
interventions. The task was formulated and solved first by Anderson and 
Bahadur [Q for a simpler case where each of two classes is described by 
a single Gaussian. The more general formulation with more Gaussians 
describing each of two classes was suggested by M.I. Schlesinger under 
the name generalized Anderson’s task (abbreviated GAT in the sequel). 
The linear solution to GAT was proposed in [2| and described recently 
in a more general context in a monograph |3]. 

This contribution provides (i) a formulation of GAT, (ii) a taxonomy 
of various solutions to GAT including their brief description, (iii) the 
novel improvement to one of its solutions by proposing better direction 
vector for next iteration, (iv) points to our implementation of GAT in 
a more general Statistical Pattern Recognition Toolbox (in MATLAB, 
public domain) and (v) shows experimentally the performance of the 
improvement (iii). 

Keywords: pattern recognition, Gaussian separation 



1 Definition of the Generalized Anderson’s Task 

Let AT be a multidimensional linear space. The result of object observation is a 
point X in the n-dimensional feature space X. Let k be an unobservable state 
which can have only two possible value A: S {1, 2}. It is assumed that conditional 
probabilities px\K{x\k),x € X,k € K are multidimensional Gaussian distribu- 
tions. Mathematical expectations pk and covariance matrices ak,k = 1,2, of 
these distributions are not known. The only knowledge available is that param- 
eters (/ri,(Ti) belong to a certain known set of parameters {(/r-^, G J\} and 
similarly for {^ 2 ,(^ 2 ) it is set ,(J^)\j G J 2 } (A, A denote set of indexes). Pa- 
rameters pi and cTi denote real but unknown statistical parameters of an object 
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in the state fc = 1. Parameters ,<7^} for a certain upper index j represents 
one pair from possible pairs of values. 

The goal is to find a decision strategy q: X — >• {1,2} mapping feature space 
X to space of the classes K that minimizes the value 

ma.x e{q,n^,a^), (1) 

JG J1UJ2 



where e{q, fj,^ ,a^) is a probability that the Gaussian random vector x with 
mathematical expectation and covariance matrix fulfills either constraint 
q{x) = 1 for j G J 2 or q{x) = 2 for j G Ji. In other words, it is the probability 
that the random vector x will be classified to the different class then it actually 
belongs to. 

We are interested in the solution of the formulated task under an additional 
constraint on the decision strategy q. The requirements is that the discriminant 
function should be linear, i.e. a hyperplane (a, x) = 9 and 



q{x,a,9) 



1, if (a, x) > 9, 

2, if (a, x) < 9, 



( 2 ) 



for certain vector a £ X and the scalar 9. The expression in angle brackets (a, x) 
denote scalar product of vectors a,x. 

The task dD satisfying condition 0 minimizes probability of classification 
error and can be rewritten as 



{a, 6*1 = argmin max e{q{x,a,9), ,a^). (3) 

a,e jeJiUjQ 

This is a generalization of the known Anderson’s and Bahadur’s task P that 
was formulated and solved for a simpler case, where each class is described by 
only one distribution, i.e. | Ji| = | J 2 I = 1. A toy example is shown in FigureP 



2 Solution to the Generalized Anderson’s Task 

There are several approaches how to solve GAT. They are thoroughly analyzed 
in p. First, we will list them and (in next section) we will focus on one of them 
which we have improved. 

— General Algorithm Framework. The general method based on proofs 
which leads to the optimal solution defined by the criterion 0. We shell 
devote our attention to this approach in Section 0 

— Solution by the help of optimization using general gradient theo- 
rem. The criterion 0 defining GAT is unimodal but it is neither convex 
nor differentiable p. Thus standard hill climbing methods cannot be used 
but so called generalized gradient optimization theorem can be used instead. 

— e-optimal solution. The e-solution method finds such a decision hyper- 
plane (a, 9) that the probability of wrong classification is smaller than a 
given limit Eq, i.e. 

max e{{a,9), pL^a^) < Eq. 

JiU J2 
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X 



Fig. 1. An example of GAT. The first class is described by Gaussians with parameters 
(T^), [fj? ,a^), and the second class by cr'^), (/r®, cr®), (/r®, cr®)}. Mean 

values are denoted by crosses and covariance matrices by ellipsoids. The line 
represents found linear decision rule which maximizes Mahalanobis distance from the 
nearest distribution The points Xq laying and the decision 

hyperplane have the nearest Mahalanobis distance from given distribution. 



The optimal solution m does not need to be found so that the problem is 
thus easier. The task is reduced to splitting two sets of ellipsoids their radius 
is determined by the Eq- This task can be solved by Kozinec’s algorithm P] 
which is similar to Perceptron learning rule. 

3 Algorithm Framework 

In this section we will introduce the general algorithm framework which solves 
GAT. Our contribution to this algorithm will be given in Section 0 The algo- 
rithm framework as well as concepts we will use are thoroughly analyzed and 
proved in P]. We will introduce them without proofs. 

Our goal is, in accordance with the definition of GAT (see Section 0, to 
optimize following criterion 

{a,0} = argmin max e{q{x,a,9), (4) 

a^e jeJiuJ2 

Where a, 9 are parameters of a decision hyperplane {a, x) = 9 we are searching 
for. Vectors G Ji U J 2 and matrices a^,j G Ji U J 2 are parameters of 
Gaussians describing the first class Ji and the second class J 2 . This optimization 
task can be transformed to equivalent optimization task 

a = argmax min r(a, 

a j&J 



( 5 ) 
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The task (0 is more suitable for both analysis and computation. The trans- 
formation consists of (i) introducing homogeneous coordinates by adding one 
constant coordinate, (ii) merging both the classes together by swapping one 
class along origin of coordinates, (hi) expressing of probability e{q{x,a), ,a^) 

using number r{a, ,u^). 



(i) Introducing homogenous coordinates leads to formally simpler problem 
since only vector a' = [a, —9] is looked for and the threshold 9 is hidden 
in the (n -I- l)-th cooridinate of vector a. New mean vectors 1] 

'cr^ O' 



and covariance matrices = 



0 0 



are used after it. Notice that new co- 



variance matrices have the last column and the last row zero since constant 
coordinate was added. 



(ii) Having decision hyperplane (a',x') = 0, which passes the origin of coor- 
dinates, it holds that e{q{x' , a'), ,a'^) = e{q{x',a'),—fi'^,a'^),j £ J 2 . 

It allows us to merge the input parameter sets into one set of parame- 
ters G J} = G Ji} U {(-^i'^ cr'-^)|j G J 2 }. To 

make notation simpler we will use further on notation x, a, instead 

ofx",a'',p"^,a''T 

(iii) The number r(a, ,a^) is the Mahalanobis distance between the nor- 

mal distribution N{p^,a^) and a point Xq laying on the hyperplane 
{a, x) = 0 which has the smallest distance. It has been proven ^ that 
s{q{x,a,9), p? ,(j^) monotonically decreases when r(a, incereases 

which allows us exchange minmax criterion to maxmin The point 
with the smallest distance is 



Xq = argmin {{p^ — x), (a^) ^ ■ (p^ — x)) = p^ 

x \ ( Q !, a ::)=0 



(a, ai ■ a) 



a. 



The number r{a, p^ ,a^) can be computed as 

r{a,p^,a^) = {{p^ - a;^), (cr^)"^ • {p^ - x^)) = ■ 

\J{a,a3 ■ a) 

The objective function in criterion (j^l) is unimodal and monotonically de- 
creasing function. The algorithm which solves the criterion is similar to hill 
climbing methods but the direction in which the criterion improves cannot be 
computed as a derivative since it is not differentiable. The main part of algorithm 
consists of (i) finding of an improving direction Aa in which criterion descends 
and (ii) determining how much to move in the direction Aa. The convergence 
of the algorithm crucially depends on the method of improving direction Aa. 

First, we will introduce the algorithm framework, then the original method 
finding Aa will be given and finally we will introduce our improvement which 
concerns finding Aa. 
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3.1 General Algorithm Framework for GAT 
Algorithm: 

1. Transformations. First, as we mentioned above, we have to perform trans- 
formations of G Ji U J 2 - Then we obtain one set G J. 

The algorithm processes the transformed parameters and its result is vector 
a also in the transformed space. When the algorithm exits we can easily 
transform the a back into the original space. 

2. Initialization. Such a vector is found that all scalar products G J 

are positive. If such ai does not exist then the algorithm exits and indicates 
that there is not a solution with probability of wrong classification less than 
50%. Lower index t of the vector at denotes iteration number. 

3. Improving direction. The improving direction Aa is found which satisfies 

min r{at + k ■ Aa, > min r{at, fjp ,a^), (6) 

jeJ j&J 

where fc is a positive real number. If no vector Aa satisfying 0 is found then 
the current vector at solves the task and algorithm exits. In the opposite case 
the algorithm proceeds to the following step. 

4. Movement in the improving direction. A positive real number k is 
looked for which satisfies 

k = argmaxminr(at -I- k • Aa, ,a^). 

k>0 

A new vector at+i is calculated as at+i = cxt + k ■ Aa. 

5. Additional stop condition. If a change in criterial function value during 
thist iterations is less than giving limit Ar, i.e. 

\mmr{at,fi^,a^) - minr(a(t_t,^,^^),^%a'^)| < Ar, 

then the algorithm exits else continues in iterations by jumping to step 3. 

The algorithm can exit in two cases. The first possibility is in the step 3 when 
the improve is not found then the vector at corresponds to the optimal solution 
(proof in Pj). 

The second possibility can occur when a change in criterial function value 
after thist iterations is smaller than prescribed threshold Ar- This phenomenon 
is checked in step 5. Ideally, this case should not occur but due to numerical 
solution during optimization it is possible. The occurance of this case means 
that the algorithm got stuck in some improving direction Aa and the current 
solution at does not need to be optimal. This case is undesirable and thus we 
intended to find suitable method that finds improving direction in the step 3 
and avoids this case. 

The main part of the algorithm is step 3 and step 4. The improving direction 
is searched for in the step 3. Having found the improving direction we should 
decide how much to move in this direction, it is solved in the step 4. Following 
subsections deal with these two subtasks. 
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3.2 Numerical Optimization of the Criterion Depending on One 
Real Variable 

Having finished the step 3 the current solution a and the improving direction Aa 
are available. The aim is to find the vector at+i = at + k ■ Aa which determines 
the next value of the solution. This vector has to maximize rnin^-g jr(a + k ■ 
Aa, fj,^ ,a^), so we have new optimization problem 

k = argmaxminr(a + k ■ Aa, fjp , a^), 

k>0 164 

where fc is a real positive number. To solve this optimization task we have to find 
a maximum of a real function of one real variable. This task we solve numerically 
(details are given in 0). 



3.3 Search for an Improving Direction Aa 

Here we will describe step 3 of the algorithm, that finds a direction in which 
the error decreases. Overall effectivity of the algorithm crucially depends upon 
this direction as the performed experiments have shown. Such vector Aa must 
ensure that the classification error decreases in this direction, i.e. 



minr(ot + k ■ Aa, ,a^) > minr(at,/i^,(T'^), (7) 

jeJ j&J 



where k is any positive real number. It is proved in ^ that the vector Aa 
satisfying the condition (0 must fulfill 

(Aa,x^Q) > 0,j € J°. (8) 

The set J° contains the distributions with highest error or lowest Mahalanobis 
distance, i.e. {j\j € = argmin^-gj r(a, tr-^). 

The original approach, proposed in determines improving direction as 



. {^0L,y^) 

Aa = argmax mm — r- — ; — , 

jGJO |Z\a| 



(9) 



where = , then Aa is a direction in which the classification error for 

y/ {o',(T^ ‘Ck) 

the worst distributions j G J° decreases the quickest. The task (0 is equivalent 
to the separation of finite point set with maximal margin. We used linear Support 
Vector Machines (SVM) algorithm 0. 

Following section describes the new method, which approximates Gaussian 
distribution with an identity covariance matrix, tries to improve the algorithm. 



4 Local Approximation of the Gaussian Distribution by 
the Identity Covariance Matrix 

The main contribution of the paper is described in this section. We have proposed 
the new approach how to find the improving direction in which the error of the 
optimized criterion decreases (see Section . 



A Contribution to the Schlesinger’s Algorithm 



175 



Each distribution , a^) is approximated in the point Xq by the Gaussian 
distribution , E), where E denotes the identity matrix. In the case when all 
the covariance matrixes are identity, GAT is equivalent to the optimal separation 
of finite point sets. So we determine the improving vector Aa as the optimal 
solution for the approximated distributions. 

The points Xq for all the distributions are found first as 

* 

f 

r* = min r{fE ,a^,a), xi = . . : ■ ■ a , 

(a, (T-'a) 

then the improving direction Aa is computed as 



Aa = argmaxmin 

Aol feJ 



|Z\a| 



( 10 ) 



The optimization problem II 1 1 III is solved by linear SVM algorithm. 



5 Experiments 

The aim of the experiments was to compare several algorithms solving GAT. We 
have tested algorithms on synthetic data. Experiments on real data are foreseen. 

The experiments have to determine (i) the ability of algorithms to find an 
accurate solution (close to the optimal one) and (ii) their robustness with regard 
to various input data. We created 180 data sets corresponding to task with 
known solutions. 

We tested three algorithms. The first two algorithm GAT-ORIG and GAT- 
NEW fulfill the general algorithm framework (see Section and the third one 
GAT-GGRAD uses the generalized gradient theorem (see Section The algo- 
rithm GAT-ORIG uses the original method (see Section rOll and the algorithm 
GAT-NEW uses our improvement (see Section 0|) . All the algorithms mentioned 
in this paper are implemented in the Statistical Pattern Recognition Toolbox for 
Matlab 0. 

For each algorithm we had to prescribe a stopping condition. The first stop 
condition is given by a maximal number of algorithm steps which was set to 
10000. The second one is a minimal improvement in the optimized criterion 
which was set to le — 8. 

Using of synthetically generated data allows us to compare the solution found 
by an algorithm to the known optimal solution. Moreover, we could control 
complexity of the problem: (1) the number of distributions describing classes 
varying from 4 to 340; (2) dimension of data varying from 2 to 75; (3) the 
number of additional distributions which do not affect the optimal solution but 
which make work of the tested algorithm harder. Total number of randomly 
generated testing instances was 180 used. 

Having results from the algortihms tested on the synthetic data we computed 
following statistics from: (i) mean deviation between the optimal and the found 
solution E{\e found — £opUmai\) in [%], (ii) maximal deviation between the optimal 
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and the found solution ma,x(e found — ^optimal) in [%], (in) number of wrong 
solutions, i.e. their probability of wrong classification is worse by 1% compared 
to the optimal solution. When this limit is exceeded we consider the solution as 
wrong. 

The following table summarizes the results. We conclude that the algorithm 
GAT-NEW appeared as the best. This algorithm found the optimal solution in 
all tests. The algorithm GAT-GRAD failed in 7% in our tests. The algorithm 
GAT-ORIG failed in 91.5% in our tests. 





GAT-ORIG 


GAT-NEW 


GAT-GGRAD 


Mean deviation in [%] 


8.96 


0 


0.29 


Maximal deviation in [%] 


35.14 


0 


10.56 


Wrong solutions in [%] 


91.5 


0 


7 



6 Conclusions 

We have proposed an improvement of the Schlesinger’s algorithm separating the 
statistical model given by the mixture of Gaussians (Generalized Anderson’s 
task, GAT) g. We composed and extensively tested three algorithms solving 
GAT. One of them was our improvement. The tests were performed on 180 test 
cases given by synthetic data as needed the ground truth. Our improvement 
outperformed the other algorithms. All the tested methods are implemented in 
the Statistical Pattern Recognition Toolbox for Matlab 0 that is free for use. 
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Abstract. The theoretical aspects of the decision rules stability 
problem are considered in the article. The new metric theorems of the 
stability of the polynomial decision rules are proven. These theorems 
are sequent from the well-known results of approximating irrationalities 
by rational numbers obtained by Liouville, Roth and Khinchin. The 
problem of optimal correlation between deterministic and stochastic 
methods and quality criterion in pattern recognition problems is also 
discussed. 

Keywords: Diophantine approximations, decision rules 



1 Introduction 

We announce the results of the research on the following problem. 

Main problem. Let X and Y be two finite disjoint subsets of the space 
V = R" (classes of objects), and let a function F{v) separate the classes, i.e., 

F{v) >0 at V € X and F{v) <0 at i> gY. (1) 

Do there exist subsets X*,Y* G R" such that X* D X,Y* D Y, and F(v) 
separates X* and Y*1 

We consider the metric aspect of this problem; i.e., our goal is to determine 
how much we can distort the sets X and Y (i.e., to find X* D X, and Y* D Y 
and the metric relations between these sets) so that the polynomial functions 
F{v) from a given finite set keep separating X* and Y*. In other words, we 
want to evaluate the stability of the decision rules associated with the separation 
functions from a given class. 

Stability of decision rules plays a fundamental role in pattern recognition. 
It is stability that determines eventually the reliability of solutions of applied 
problems by pattern recognition methods. However, nearly all results in this field 
are of distinct statistical character. Namely, the feature space is endowed with a 
metric (such as the Mahalanobis metric) associated to some probability measure, 
and all algorithmic constructions are performed relative to this measure. The re- 
sults are usually stated in probabilistic terms; certainly, they can be interpreted 
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as metric results, but with respect to a special non-Euclidean metric. We are 
unaware of ’’Euclidean” metric studies of stability of decision rules. At the same 
time, the mathematical theory (namely, the theory of Diophantine approxima- 
tions) - the framework, in which such a study can be performed - not only exists 
but has a long history. For this reason, the main goal of this report is to obtain 
corollaries to well-known theorems of Diophantine approximation theory in the 
form sufficient for analyzing the ’’determinate” stability of decision rules. 



2 Basic Definition and Notation 

We use the notation Q for the field of rational numbers, R for the field of real 
numbers, and K for an arbitrary field of algebraic numbers; Eq, Eh, Ek are 
the open u-dimensional unit cubes in Q, R, and K, respectively; 

£QW = {r£EQ: r = (?^, .... (jl) } ; 

and S'(x, p) is the full sphere centered at x of radius p. 

Definition 1 Let v = {i>i, ..., i/n) G R". A polynomial F{v) of degree d > 1 
in n variables with rational eoeffieients is ealled a separating polynomial for sets 
X,Y C Eq^q) (where X C\Y = %) if it satisfies relation^ 

Definition 2 Let 

5 = ( U ^(x,p) ) U [ U S{y,p) I = U 5(f) C Eh. 

VxGX / \yGV / 

A separating polynomial F(u) for sets X,Y <Z Eq^q) is ealled loeally stable on 
the set Eq if for any positive integer q there exists a real p = p{q) > 0 sueh that 
F(v) separates the sets and 5(f). 

Definition 3 The least upper bound p*{q) of the numbers p such that a 
polynomial F{v) separates and 5(f) for a fixed q is ealled the radius of local 
stability of the polynomial F{v). If p*{q) = !3q~*' (where (3 > 0 is an absolute 
constant) then the number t is called the index of local stability. 

The larger the index of local stability, the ’’less stable” the polynomial deci- 
sion rule. 

Definition 4 A separating polynomial F(y) is weakly locally stable if the sets 
5(^) and 5(f) exist for all sufficiently large g > go- 

The index and radius of weak local stability are defined similarly to the index 
and radius of local stability, respectively. 

If the sets X and Y are finite, then the (weak) local stability of a polynomial 
F{v) is a trivial corollary to textbook theorems of calculus. In general for the 
continuous functions, these theorems state only the existence of the sets 5(^) and 
5 (f). The goal of this work is to obtain estimates of the radius and index of local 
stability valid for the entire class of discriminant polynomials. The ground for 
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optimism is the unique arithmetic nature of polynomial functions with integer 
coefficients, in particular, the fact that the roots of polynomials in one variable 
are algebraic numbers. 

Let us mention two conjectures on the index of (weak) local stability, which 
are easily substantiated from ’’general considerations”. 

Proposition 1 The index of (weak) local stability is no smaller than one. 
Indeed, if t < 1, then the cube Eq is covered by stability full spheres at 
some q, and all recognition problems are reduced to learning for finite sets 
X, y C EQ{q). Fortunately for pattern recognition theory (and unfortunately 
for applications), this is impossible. 

Proposition 2 At a fixed q, the index of (weak) local stability is a non- 
decreasing function of the degree d of the separating polynomial. 

Indeed, the larger value of d, the larger number of ’’degrees of freedom” 
(coefficients) of the polynomial E^v) and, therefore, the larger the number of 
separating polynomials specific to given finite sets X and Y. 

Certainly, these considerations are not formal proofs of the properties stated. 
Rigorous proofs and precise quantitative formulations can be obtained based on 
the known facts in the Diophantine approximation theory. 

3 Diophantine Theorems on Stability for Polynomial 
Decision Rnles 

In this section, we assume that, first, X,Y C EQ{q) and, secondly, the algebraic 
manyfold 

5={z/GQ'*: F(i/)=0} 

is irreducible The former constraint is a natural ’’user” assumption. The 
hard-to-verify later constraint can be replaced in practice by a prior reduction 
of the dimension of the feature space at the expense of eliminating inessential 
features. 

Let E{v) be a separating polynomial for X,Y C EQ{q). Suppose that, for 
some 

r = (n,...,r„) e £lQ(g), (2) 

the polynomials 

= E{n,...,rj-i,x,rj+i,...,rn) (3) 

are defined. Then, the roots of these polynomials are algebraic numbers; their 
’’distance” from the rationales is an object of study of one of the directions in 
Diophantine approximation theory. The formulations and proofs of the theorems 
of Liouville, Roth and Khinchin, and LeVeque that are used in this paper and 
belong to the ’’classics” of theory of approximations of algebraic irrationalities 
by rational numbers are given in, e.g., monographs and original papers 

Q, The first theorem states that algebraic irrationalities cannot be approxi- 
mated by rationales ’’too well”, and the remaining theorems are its quantitative 
refinements. 
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Theorem 1 (The corollary to the Liouville theorem). If a separating poly- 
nomial does not vanish at points of the set _Eq, then the index of local stability 
does not exceed d. 

The following assertion seems paradoxical: the degree of the polynomial does 
not appear (!) in the statement of the Theorem 2. 

Theorem 2 (The corollary to the Roth theorem). If a separating polynomial 
does not vanish at points of the set Eq, then the index of weak local stability 
does not exceed 2 S for any S > 0. f} 

The next theorem asserts the existence of lattices in Eq so ’’fine” that the 
index of weak local stability of a polynomial separating sets X and Y of these 
lattices can be arbitrary close to 1. 

Theorem 3 (The corollary to the Khinchin theorem). Let <p{q) be an arbi- 
trary positive function of integer argument q such that ip{q) 0 as q oo. 
then, there exists a sequence {m^} (where q < mq) such that, for a separat- 
ing polynomial not vanishing at rational points of the set Eq, the inequality 
p*{mq) > <p{q){mq)~^ holds. <0> 

The informal interpretation of the last theorem in terms of recognition theory 
is as follows: Does it make practical sense to increase the learning sample size? 
Does learning drastically increase the ’’determinate” stability? The answer is yes. 
However, the learning process may be so complex that it cannot be implemented 
in practice. 

The main idea of the proofs of the theorems stated above is illustrated in 
Fig. Cl for n = 2. If the function F(z/) is polynomial, then the line F{i/) = 0 
cannot be ’’too curved”. If, in addition, hi and /i 2 are ’’sufficiently large” (i.e., 
the roots of the polynomials E{ri,x) and F{x, r 2 ) are ’’poorly” approximated by 
the rationales r\ and r 2 ), which guaranteed by the corresponding Diophantine 
theorems, then the line F{v) = 0 cannot be ’’too close” to nodes of the lattice 
£’q(g). Therefore, for a suitable value of p, which is determined by the parameters 
Ti, and / 12 , there exists a full sphere of radius p centered at (ri,r 2 ) such 

that, at all its interior points, the function F{i/) takes values of the same sign as 
at the point (ri,r 2 ). 

As an example let us consider the proof of the Theorem 1 for the case n = 2. 

Proof. Let F{iy) be a separating polynomial for sets X and Y. Let X,Y C 
£’q(g), r = (ri,r 2 ) S Aq(g), and F(r) > 0. Let 



F{ri,X2),F{xi,r2) > 0 
for ri < xi < /ii + ri, V 2 < X 2 < h 2 -\- C 2 , 
and F(ri, r 2 + / 12 ), ^(ri + hi, r 2 ) = 0. 

Let us show that for any u G S{v,p) C Ar the inequality F{v) > 0 is true, 
where p > q~‘^ . 

Indeed, let us consider the line V2 = r2 -\- ^2 for rational t2 (0 < ^2 < q~'^)- 
The inequality F{v) > 0 holds in the point v = (ri,r2+t2)- Let (ri +^i, r2 + 12 ) 
be the intersection point of the line V2 = r2 -\- ^2 and F{v) = 0 function graph. 
Since ri + is the algebraic number, according to the Liouville theorem the 
following relation is true: 
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Fig. 1. 



K^i + Ci) -61 = 161 > 9 

In the same manner it can be shown that |^i| > q~'^. Thus for all rational i>i 
{ri < i>i < hi + q~'^) the distance from F{v) = 0 function graph to the line 
V 2 = f 2 is greater than q~^. Since the rational numbers are dense in R the 
graph of the continuous curve F(y) = 0 can not be “far” from the line V 2 = 
for rational v\ and “near” to this line for irrational 

The assumption that the coordinates of all points in the sets X and Y are 
natural if the sets X and Y obtained from observations. In practice, these sets 
are often formed as results of some computational procedures and may be irra- 
tional. For instance, if the features are the components of discrete Fourier spectra 
of multidimensional signals (images), then the coordinates of points in X and 
Y are algebraic irrationalities. A computer representation of algebraic numbers 
uses their rational approximations; for this reason, it is natural to look for metric 
results on a sufficient accuracy of such approximations when the ’’scattering” of 
the points in the learning sample is known a priori. This makes it necessary 
to use Diophantine results on approximations of algebraic numbers by algebraic 
numbers. Among the diversity of known theorem of this kind, we mention LeV- 
eque’s generalization (|3|, Theorem 8A) of the Roth theorem. It has the following 
corollary (an analog of Theorem 2). 

Theorem 4 Suppose that K. is a real algebraic field; A, T C Ak; and F[ is 
the maximum absolute height of minimal polynomials of the coordinates of points 
in X and Y (see Chapter VIII). Then, for any 5 > 0, the radius of weak 
local stability of a separating polynomials does not exceed p* = <0 

4 Conclusion 

The theorems stated above for a certain impression of the expediency of applying 
determinate and/or statistical methods to recognition problems and of their 
optimal relation. 
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Fig. 2. 



Indeed (see Fig. for zone (1) of local stability, the certainty of recognition 
with the use of polynomial discriminant function is of determinate character; it 
is ensured by the Liouville theorem and does not require employment of proba- 
bilistic methods. 

Zone (4) is an exclusive sphere of statistical methods. In zones (2) and (3) 
of weak local stability, statistical methods and quality criteria for recognition 
algorithms are a palliative making it possible to reduce learning at the expense 
of passing to an ’’indeterminate”, probabilistic concept of certainty of the results 
of recognition algorithms. 

Let us also mention that in the zones of weak local stability, combined meth- 
ods that use probabilistic information on the distribution of ’’poorly approxiable” 
irrationalities |SI can be applied. 



References 

1. Lang, S.: Algebra. Reading, Mass. (1965) 

2. Cassels, J.: An Introduction to Diophantine Approximation. Cambridge (1957) 

3. Schmidt, W.: Diophantine Approximation. Springer (1980) 

4. LeVeque, W.J.: Topics in Number Theory. Addison- Wesley, Reading, Mass. (1955) 

5. Roth, K.F.: Rational Approximations to Algebraic Numbers. Mathematika, 2 (1955) 
1-20 

6. Khintchine, A.J.: Uber eine Klasse linearer Diophantische Approximationen. Ren- 
diconti Circ. Mat. Palermo, 50 (1926) 170-195 

7. LeVeque, W.J.: On Maler’s U-numbers. J.Lond. Math. Soc., 28 220-229 

8. Kargaev, P.P., Zhigljavsky, A.: Approximation of Real Numbers by Rationals: Some 
Metric Theorems. J. Number Theory, 65 (1996) 130-149 



Features Invariant Simultaneously to 
Convolution and Affine Transformation 



Tomas Suk and Jan Flusser 

Institute of Information Theory and Automation 
Academy of Sciences of the Czech Republic 
Pod vodarenskou vezi 4 
182 08 Praha 8 
Czech Republic 
{suk, f lusser}@utia. cas . cz 



Abstract. The contribution is devoted to the recognition of objects and 
patterns deformed by imaging geometry as well as by unknown blurring. 
We introduce a new class of features invariant simultaneously to blurring 
with a centrosymmetric PSF and to affine transformation. As we prove 
in the contribution, they can be constructed by combining affine moment 
invariants and blur invariants derived earlier. Combined invariants allow 
to recognize objects in the degraded scene without any restoration. 

Keywords: pattern recognition, image invariants 



1 Introduction 

Recognition of objects and patterns that are deformed in various ways has been 
a goal of much recent research. The degradations (geometric as well as radio- 
metric) are introduced during the image acquisition process by such factors as 
imaging geometry, illumination changes, wrong focus, lens aberration, system- 
atic and random sensor errors, object occlusion, etc. Finding a set of invariant 
descriptors is a key step to recognizing degraded objects regardless of the par- 
ticular deformations. 

Many papers have been devoted to the invariants to transform of spatial co- 
ordinates, like rigid-body affine and projective transform (see [Q, 0 for a survey 
and other references). Moment invariants |31, 0, Fourier-domain invariants 0, 
differential invariants 0 and point sets invariants Hl> ISI belong to the most 
popular classes of geometric invariants. 

Much less attention has been paid to invariants with respect to changes of the 
image intensity function (we call them radiometric invariants) and to combined 
radiometric-geometric invariants. Van Gool et al. introduced so-called affine- 
photometric invariants of graylevel |0| and color m images. These features are 
invariant to the affine transform and to the change of contrast and brightness of 
the image simultaneously. Some other authors used various local features (mostly 
derivatives of the image function) to find invariants to rigid-body transform and 
contrast brightness changes El- This technique has become popular in image 
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retrieval, but it is far beyond the scope of this contribution. Numerous references 
can be found in m- 

An important class of radiometric degradations we are faced with often in 
practice is image blurring. Blurring can be caused by camera defocus, atmo- 
spheric turbulence, vibrations, and by sensor or/and scene motion, to name 
a few. If the scene is flat, blurring can be usually described by a convolution 
g{x,y) = if * h){x,y), where / is an original (ideal) image, g is an acquired 
image and h is a, point spread function (PSF) of the imaging system. Since in 
most practical tasks the PSF is unknown, having the invariants to convolution 
is of prime importance when recognizing objects in a blurred scene. A pioneer 
work on this held was done by Flusser and Suk H2| who derived invariants to 
convolution with an arbitrary centrosymmetric PSF. From the geometric point 
of view, their descriptors were invariant to translation only. Despite of this, the 
invariants have found successful applications in face recognition on defocused 
photographs H3|, in normalizing blurred images into the canonical forms P3!,in 
template-to-scene matching of satellite images H2!, in blurred digit recognition 
H3, and in focus/defocus quantitative measurement [I0|. Other sets of blur in- 
variants (but still only shift- invariant) were derived for some particular kinds of 
PSF - axisymmetric blur invariants im and motion blur invariants CBI.A signif- 
icant improvement motivated by a problem of registration of blurred images was 
made by Flusser and Zitova. They introduced so-called combined blur-rotation 
invariants m and reported their successful usage in satellite image registration 

. 

However, in a real world, the imaging geometry is projective rather than rigid- 
body. If the scene is flat and the camera far from the object in comparison to its 
size, the projective transform can be well approximated by an affine transform. 
Thus, having combined affine-blur invariants is in great demand. 

In this contribution, we introduce combined invariants to affine transform 
and to convolution with an arbitrary centrosymmetric PSF, which are based on 
image moments. Since the affine transform does not preserve the shape of the 
objects, this cannot be done via straightforward generalization of previous work. 
In Section 2, we briefly recall the basic terms and earlier results of the theory 
of invariants that will be used later in the contribution. Section 3 performs the 
core of this work - we present there the central theorem on combined invariants. 
Section 4 demonstrates the numerical properties and recognition power of the 
invariants. 

2 Recalling the Theory of the Invariants 

In this Section we introduce some basic terms and briefly recall the theorems on 
the invariants which will be used later in this contribution. 

2.1 Basic Terms 

Definition 1: By image function (or image) we understand any real function 
f{x,y) € Li having a bounded support and a nonzero integral. 
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( f) 

Definition 2: Central moment of order (p+g) of the image /(x, y) is defined 
as 

oo oo 

Cq = J J ix-XcY{y-ycyf{x,y)dxdy, ( 1 ) 

— OO — OO 

where the coordinates {xc,yc) denote the centroid of f{x,y). 

Definition 3: Ajfine transform is a transform of spatial coordinates (x,y) into 
(u,v) defined by equations 

u = ao + aix + 02 y, 

V = bo + bix + b2y. ^ 

Proposition 1: Every PSF mentioned in this contribution is assumed to be 
centra symmetric and energy-preserving, i.e. 

h{x,y) = h{-x,-y), 



h{x, y)dxdy = 1. 

The assumption of centrosymmetry is not a significant limitation of practical 
utilization of the method. Most real sensors and imaging systems, both optical 
and non-optical ones, have the PSF with certain degree of symmetry. In many 
cases they have even higher symmetry than central one, such as axial or radial 
symmetry. Thus, the central symmetry is general enough to handle almost all 
practical situations. 

Note that because of centrosymmetry all moments of odd orders of the PSF 
equal zero. 

2.2 Blur Invariants 

In our earlier paper !I2|, the following theorem of blur invariants was proven. 
Theorem 1: Let fix.y) be an image function. Let us define the following func- 
tion -.AfoxAfo^n. 

If (p -I- q) is even then 

If {p -I- q) is odd then 

C{p,q)^f'> = 

Moo n=0 

0<n+m<p+q 

Then C{p,q) is invariant to convolution with any centrosymmetric function 
h{x,y), i.e. 

C{p,q)^f^=C{p,q)^f*^^ 



C{p,qY^'> = 0. 



E 



" r 

n J \m 



C{p-n,q-m)^^'^ ■ ( 3 ) 




for any p and q. 
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2.3 AfRne Moment Invariants 

Affine moment invariants (AMI’s) were introduced independently by Reiss 
and Flusser and Suk m They originate from the classical theory of algebraic 
invariants 1231 , 121 . The fundamental theorem, which was used for the derivation 
of the explicit forms of the invariants, can be formulated as follows. 

Theorem 2: If the binary form of order p has an algebraic invariant of weight 
w and order k 

■ ■ ■ ) ®0,p) “ ^ ■ ■ ■ , O0,p) 

(A denotes the determinant of the respective affine transform) then the moments 
of order p have the same invariant but with the additional factor | J|^: 

.^(^pOi ■ ■ ■ 1 Mop) = • • • , MOp), 

where | J| is the absolute value of the Jacobian. 

We refer to PH, PH for the proof of Theorem 2 and for a deeper explanation 
of the theory of the AMI’s. 



3 Combined Blur and AfRne Invariants 

By combined blur-affine invariants (CBAI’s) we understand any functional de- 
fined on the set of image functions whose value does not change if the image 
function is convolved with a centrosymmetric PSF and transformed by an affine 
transform. Note, that the convolution and the affine transform are commutative 
here. The following theorem not only guarantees the existence of the CBAFs but 
also provides an explicit algorithm how to construct them. 

Theorem 3: Let /(/Too, ' ‘ ‘ , Mpq) be an affine moment invariant. Then 
/(C(0, 0), • • • , C{P, Q)), where (7(0, 0) = /igo and all other blur invariants C{p, q) 
are defined by Theorem 1, is a combined blur-affine invariant. 

The proof can be carried out in the following way. Since 
/((7(0, 0), • • • , C{P, (5)) is a function of blur invariants C{p, q) only, it is also a 
blur invariant. To prove its invariance to affine transform, it is sufficient to prove 
that partial derivatives with respect to each parameter a G {og, oi, 02 , fog, ^i, ^ 2 } 
of the affine transform equal zero. Since it holds for /(/igg, ■ ■ ■ , Ppq), it is suf- 
ficient to prove that this property is preserved when substituting C{p,q) for 
Ppq. To do that, the affine transform ((2) can be decomposed into six one- 
parametric transformations: horizontal translation, vertical translation, uniform 
scaling, stretching, horizontal skewing and vertical skewing. It is sufficient to 
prove the invariance to each of these transformations separately, which is easier 
than to prove it directly to (0. 

To express the simplest CBAFs in explicit forms, we take five affine moment 
invariants of the 3rd and 5th orders: 



h — (^ioA^oa ~ 6^3g^2iA^i2Mo3 + 4Ai3oA*i2 + 4 a^2iA*03 ~ 3^2iMi2)/a^ooj 
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h = (mIoMoS ~ 10M50M41M14M05 + 4/X50^32^23Ai05 + 16/450^32^14 ~ 12/450^23^14 
+ 16/4|i/423/105 + - 12/441/412/405 “ 76/441/432/423/414 + 48/441/423 

+48/432/414 — 32/4l2/4l3)//4jo, 

7 s = (/ 43 oA* 12/405 “ / 43 o/ 403 / 4 l 4 ~ / 430 / 42 i/ 4 q 5 “ + 4 / 43 o/ 42 l/ 4 o 3/423 

+ 2 / 430 / 4 I 2/423 — 4 / 430 / 412 / 403/432 + / 430 / 4 q 3/441 + 3 / 42 i/ 4 i 4 — 6 / 4 I 3 / 412/423 

— 2/4I1/403/432 + 6/421/4I2/432 + 2/421/412/403/441 — /421/4Q3/450 “ 3/4i2/44l 
+/4?2/^03/450)//4to, 

74 = (2/430/412/441/405 — 8/430/412/432/414 + 6/430/412/4I3 — /43o/4o3/450/405 

+3/430/403/441/4i 4 ~ 2/43o/4o3/432/423 ~ 2/4li/44i/4o5 + 8/4I1/432/414 — 6/4I3/4I3 

+/421/412/450/405 ~ 3/42l/4i2/44i/4i4 + 2/421/412/432/423 + 2/42l/4o3/450/4l4 

— 8/421/403/141/423 + ^ ^J‘2l 1^-03 ~ 2/4i2/l50/4l4 + 8/4I2/I41/423 

— 6 / 4 I 2 / 432 )/ / 400 j 

75 = (/430/441/423/405 “ /430/44l/4i4 — /430/432/405 + ‘^fJ-30fJ-32fJ-23^^14 ~ /430/423 

— /421/450/423/405 + /42l/450/4i4 + /42l/44l/t32/405 ~ /42l/44l/423/4l4 ~ / 421 / 4 I 2/414 
+/421/432/423 + /412/450/432/405 ~ /4l2/450/423/4l4 ~ /ll2/44i/405 + /4l2/44l/432/4l4 
+/412/441/423 — /412/432/423 — /403/450/432/4i 4 + /403/450/423 + /403/44i/4l4 

— 2 / 403 / 441 / 432/423 + / 403 / 432 )// 4 qo- 

and substitute C{p,q) for /ip^. Since the even-order C{p,q)'s equal zero by defi- 
nition, only those AMI’s composed from odd-order moments are meaningful for 
this purpose. The explicit forms of C{p,qYs can be found in 1121 or derived di- 
rectly from Theorem 1. Those needed for substitution into the above AMI’s are 
listed below. 



C(3,0) = /430, C(2,1) = /421, C'(1,2) = /4i2, C(0,3) = /4o3, 



C(5,0) = /45o 



10/430/420 

/400 



C(4, 1) — /44i (3/421/420 + 2/430/4ii), 

/400 



C(3, 2) — /I32 (3/412/420 + /430/402 + 6/42l/4n), 

/400 



C(2, 3) — /l23 (3/421/402 + /403/420 + 6/4i2/4n), 

/400 



C(l,4) — /4 i4 (3/4i2/402 + 2/403/4ii), 

/400 



C( 0 , 5 ) — / 4 o 5 



10/4o3/4q2 
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4 Numerical Experiment 

Two sequences of images (the comb and the picture of the Earth) of size 512 x 256 
pixels were created to test the numerical properties of the new invariants. They 
were captured and affinely deformed by weak and strong affine transformations. 
Each image was then blurred by two square masks, 5x5 and 11 x 11. The 
values of five combined invariants from the previous section were computed for 
all combinations of blur and affine transformation (see Fig. CJ). The values of the 
invariants are shown in Tabled 

We can see that the values of the invariants within one class are very close 
to each other. Slight deviations are caused by quantization and discretization 
errors. On the other hand, the difference between the invariant values of the 
comb and Earth pictures is much bigger than the intra-class deviations, what 
illustrates a good discrimination power of the invariants. 




Fig. 1. The object ’’Comb”, (a) original, (b) blurred by square mask 5x5, (c) blurred 
by square mask 11 x 11, (d) weakly affinely deformed, without blurring, (e) weakly 
affinely deformed and blurred by square mask 5x5, (f) weakly affinely deformed and 
blurred by square mask 11 x 11, (g) strongly affinely deformed, without blurring, (h) 
strongly affinely deformed and blurred by square mask 5x5 and (i) strongly affinely 
deformed and blurred by square mask 11 x 11. 



5 Conclusion 

The paper was devoted to the image features which are invariant simultaneously 
to blurring by a filter with centrally symmetric PSF and to the affine transfor- 
mation. The major theoretical result of this work is Theorem 3, showing that 
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Table 1. The values of the combined affine and blur invariants 



Object 


Transform 


Blur 


Ji[10-^"] 


T 

o 


T 

O 


1 

o 


/5[10-^1 


Comb 


- 




- 




-15810 


-17820 


2520 


56040 


-1641 


Comb 


weak 




- 




-15730 


-17760 


2514 


55780 


-1647 


Comb 


strong 




- 




-15730 


-17770 


2514 


55780 


-1642 


Comb 


- 


5 


X 


5 


-16150 


-18450 


2584 


57650 


-1692 


Comb 


weak 


5 


X 


5 


-16080 


-18400 


2578 


57390 


-1697 


Comb 


strong 


5 


X 


5 


-16080 


-18410 


2582 


57400 


-1695 


Comb 


- 


11 


X 


11 


-16190 


-18510 


2591 


57810 


-1699 


Comb 


weak 


11 


X 


11 


-16110 


-18460 


2582 


57560 


-1702 


Comb 


strong 


11 


X 


11 


-16110 


-18470 


2588 


57550 


-1.700 


Earth 


- 




- 




-2.095 


6.952 


3.758 


5.844 


3.067 


Earth 


weak 




- 




-2.074 


6.852 


3.593 


5.791 


3.082 


Earth 


strong 




- 




-2.045 


6.387 


3.712 


5.903 


3.224 


Earth 


- 


5 


X 


5 


-2.164 


7.420 


3.935 


6.014 


3.228 


Earth 


weak 


5 


X 


5 


-2.143 


7.326 


3.755 


5.951 


3.249 


Earth 


strong 


5 


X 


5 


-2.115 


6.831 


3.886 


6.079 


3.398 


Earth 


- 


11 


X 


11 


-2.171 


7.462 


3.945 


6.016 


3.242 


Earth 


weak 


11 


X 


11 


-2.143 


7.383 


3.767 


5.920 


3.258 


Earth 


strong 


11 


X 


11 


-2.122 


6.891 


3.903 


6.069 


3.415 



the combined invariants can be constructed by substituting blur invariants into 
the affine moment invariants. The numerical experiment verified the theoretical 
results and also illustrated the discrimination power of the invariants. 

Practical applications of the new invariants may be found in object recogni- 
tion in blurred and noisy environment, in template matching, image registration, 
etc. 
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Abstract. This paper describes a technique for text segmentation of 
machine printed Gurmukhi script documents. Research in the field of 
segmentation of Gurmukhi script faces major problems mainly related 
to the unique characteristics of the script like connectivity of characters 
on the headline, two or more characters in a word having intersecting 
minimum bounding rectangles, multi-component characters, touching 
characters which are present even in clean documents. The 
segmentation problems unique to the Gurmukhi script such as 
horizontally overlapping text segments and touching characters in 
various zonal positions in a word have been discussed in detail and a 
solution has been proposed. 

Keywords: text segmentation, Gurmukhi script 



1 Introduction 

Text segmentation is a process in which the text image is segregated into units of 
patterns that seem to form characters. All recognition algorithms depend on the 
segmentation algorithm to break up the image into individual characters. Many papers 
concerning the segmentation of strings consisting of English letters and numerals 
have been published. The recent surveys on this topic can be found in references [1- 
2]. Some papers dealing with segmentation of different Indian language scripts such 
as Bangla, Devnagri and Gurmukhi have also appeared in literature [3-7], but none of 
the paper has dealt in detail with the practical problems peculiar to the Indian 
language scripts such as horizontally overlapping text segments and touching 
characters in various zonal positions in a word. 



2 Characteristics of Gurmukhi Script 

Gurmukhi script is used primarily for the Punjabi language, which is the world’s 14* 
most widely spoken language. Some of the major properties of the Gurmukhi script 
are: 

> Gurmukhi script alphabet consists of 41 consonants, 12 vowels and 3 half 
characters which lie at the feet of consonants (Fig 1). 
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> A majority of the characters have a horizontal line at the upper part (Fig 1). The 
characters of words are connected mostly hy this line called head line and so 
there is no vertical inter-character gap in the letters of a word and formation of 
merged characters is a norm rather than an aberration in Gurmukhi script The 
words are, however, separated with blank spaces. 

> A word in Gurmukhi script can be partitioned into three horizontal zones (Fig 2). 
The upper zone denotes the region above the head line, where vowels reside, 
while the middle zone represents the area below the head line where the 
consonants and some sub-parts of vowels are present. The lower zone represents 
the area below middle zone where some vowels and certain half characters lie in 
the feet of consonants. A statistical analysis of Punjabi corpus has shown the 
zone-wise percentage distribution of Gurmukhi symbols in printed text as: upper 
zone (25.39%), middle zone (70.41%) and lower zone (4.20%). 

> The bounding boxes of 2 or more characters in a word may intersect or overlap 
vertically. 

> The half characters in the lower zone frequently touch the above lying consonants 
in the middle zone. Similarly closely lying upper zone vowels frequently touch 
each other. 

> There are many multi-component characters in Gurmukhi script. A multi- 
component character is a character, which can decompose into isolated parts (e.g. 
S, K, z,Z,F, <). 
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Fig 1: Gurmukhi script character set 



Fig 2: Three zones of a Gurmukhi word 



3 Proposed Technique 

After digitization of the text, the text image is subjected to pre-processing routines 
such as noise removal, thinning and skew correction. The thinned and cleaned text 
image is then sent to the text segmenter, which segments each uniform text zone into 
text lines and text lines into words. Words are further segmented into characters and 
sub-characters. To simplify character segmentation, since it is difficult to separate a 
cursive word directly into characters, a smaller unit than a character is preferred. In 
our current work, we have taken an 8-connected component as the basic image 
representation throughout the recognition process and thus instead of character 






A Technique for Segmentation of Gurmukhi Text 



193 



segmentation we have performed connected component segmentation. A combination 
of statistical analysis of text height, horizontal projection and vertical projection and 
connected component analysis is performed to segment a text image into connected 
components. 

3.1 Line Segmentation 

Horizontal projection, which is most commonly employed to extract the lines from 
the document [3-5], fails in many cases when applied to Gurmukhi text and results in 
over segmentation or under segmentation. Over segmentation occurs when the white 
space breaks a text line into 2 or more horizontal text strips (Fig 3a). Under 
segmentation occurs when one or more vowel symbols in upper zone of a text line 
overlap with modifiers present in lower zone of previous line. As a result, white space 
no longer separates 2 consecutive text lines and two or more text lines may be fused 
together (Fig 3b). So special care has to be taken for these cases. 

The text image is broken into horizontal text strips using horizontal projection in each 
row. The gaps on the horizontal projection profile are taken as separators between the 
text strips. Each text strip could represent a) Core zone of one text line consisting of 
upper, middle zone and optionally lower zone (core strip), b) Upper zone of a text line 
(upper strip), c) Lower zone of a text line (lower strip), d) Core zone of more than one 
text line (multi strip). The next task is to identify the type of each strip. 




(b) 



Fig. 3. Example of a) Over Segmentation b)Under Segmentation. Red line indicates the overlap 
region. 

For this we first calculate the estimated average height of the core strip. We found that 
we cannot directly take the arithmetic mean of all the strips as the average height of 
the core strip, since the height of the upper strips, lower strips and multi strips present 
in the document image can greatly influence the overall figure. From experiments 
(table 1), it was observed that more than 60% of the text strips were core strips and 
thus 75 percentile of height of all the strips closely represented the average height of a 
core strip. We call this height as AV. Once the average height of core strip is found, 
then the class of the strips is identified. If the height of a strip is lesser than 33% of 
AV, then the strip is a lower strip or an upper strip. If the height is greater then 150% 
of AV, then the strip is a multi strip. Otherwise the strip is core strip. To distinguish 
between upper and lower strips, we look at the immediate next core strip. We 
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determine the spatial position of headline in the immediate next core strip, where the 
headline is found by locating the row with maximum number of black pixels. If the 
headline is present in upper 10% region of the core strip, then the previous strip is an 
upper strip else it is a lower strip. Next determine the accurate average height of a 
core strip (ACSH) by calculating the arithmetic mean of all core strip. This 
information will be used to dissect the multi strip into constituent text lines. The 
average consonant height (ACH) is also estimated by calculating the average height of 
the text lying below the headline in each core strip. This information is needed in the 
other segmentation phases. Some statistics of horizontal strips generated from 40 
document images from books, laser print outs and newspaper are tabulated in table 1. 



Table 1. Statistics of Horizontal Strips 



Strip Type 


Min height 
(Pixels) 


Max height 
(Pixels) 


Average Height 
(Pixels) 


Percentage of 
occurrence 


Fower Strip 


1 


13 


2.6 


35.7% 


Upper Strip 


6 


8 


6.5 


0.2% 


Core Strip 


36 


63 


46.7 


60.5% 


Multi Strip 


73 


101 


87.2 


3.6% 



3.2 Sub Division of Strips into Smaller Units 

In the next stage, all the text strips are processed from top to bottom in the order in 
which they occur in text and divided into smaller components. If a strip is an upper or 
lower strip, then it is entirely made up of disconnected characters or sub characters. 
These characters can easily be isolated by scanning from left to right till a black pixel 
is found and then using a search algorithm finding all the black pixels connected to it. 
Each such connected component represents one character or sub character. The 
smallest connected component of a core strip is a word since all the consonants and 
majority of upper zone vowels in the word are glued with the headline, so there is no 
inter character gap and white space separates words. The word may not contain the 
complete character images, as some of the characters or their parts may be present in 
the neighbouring strips. For segmentation of the strip into words vertical projection is 
employed by counting the number of black pixels in each vertical line, and a gap of 2 
or more pixels in the histogram is taken to be the word delimiter. The word is then 
broken into sub-characters. First the position of the headline in the word is found by 
looking for the most dominant row in the upper half of the word. The connected 
component segmentation process proceeds in 3 stages. In the first stage the connected 
component touching the headline and present in the middle and upper zone are 
isolated. In the second stage the character sub-parts not touching the headline and 
lying in upper zone are segmented while the characters in lower zones are isolated in 
third stage. The black pixels lying on the headline are not considered while 
calculating the connected components, otherwise all the characters glued along the 
headline will be treated as a single connected component. Each connected component 
now represents a) a single character or b) a part of character lying in one of upper, 
middle or lower zone. The zonal position of the connected components, coordinate of 
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the left most pixel in the bitmap and the amount of overlapping with other 
components in other zones is later used to cluster the connected components into 
characters. 

A multiple core strip is made of multiple overlapping text lines, which cannot be 
separated by horizontal projection. To segregate the text lines, the statistics generated 
in first pass will be used. The zonal height is divided by average core strip height 
(ACSH) to get an idea about the number of text lines present in the strip. To extract 
the first row, an imaginary cut is made at 0.75*ACSH. We have deliberately made a 
cut at 0.75*ACHS instead of ACSH, so that by chance the line does not cross any 
character lying in next text row. This cut will be slicing most of the words into two 
parts, but that does not create any problem since we are looking for connected 
components only. The portions of the words which have been sliced and are lying in 
next sub-strip will also be added to the connected component of current word, since 
physically they are still connected. The sub-strip is then split into words by vertical 
projection analysis using the same method as used in segmentation of core strip. For 
the next sub-strip a cut is made at ACSH height and the words are extracted in that 
sub-strip. This process continues till all the sub-strips have been segmented into 
words. Next the connected components present in the upper zone of the word are 
identified. The upper zone can also contain lower zone vowels of words lying in 
previous line. So a distinction is made using the distance of minimum bounding 
rectangle with the headline. We do not search for connected components in the lower 
zone, since if accidentally a connected component of upper zone of a word present in 
next line is encountered, then the search will lead to words present in next line and 
they will all be identified as lower zone symbols of current word. 



4 Touching Characters 

Segmentation of touching characters has been the most difficult problem in character 
segmentation. Various papers have appeared concerning the segmentation of touching 
characters [1, 8-9]. All these papers have dealt with Roman script text only. As 
already mentioned segmentation process for Gurmukhi script proceeds in both x and y 
directions since two or more characters of a word may be sharing the same x 
coordinate. So for segmentation of touching characters in Gurmukhi script, the 
merging points of the touching characters have to be determined both along the x and 
y axes. During our experiments we found a large percentage of touching characters in 
even clean machine printed Gurmukhi text. These touching characters can be 
categorized as follows as ajTouching characters in upper zone bjTouching characters 
in middle zone cjLower zone characters touching with middle zone characters and 
djLower zone characters touching with each other (Fig. 4) 

4.1 Touching Characters/Connected Components in Upper Zone 

Closely lying upper zone vowels frequently touch each other in even clean 
documents. Another common problem encountered is the merging of the dot symbol 
with other vowels or headline. In our experiments we found that about 6.9% of the 
upper zone vowels were touching other vowels or merging with the headline. 
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(a) 

(b) 

finPcid 

3 ^^ Tfeof 



(C) 




(d) 



Fig 4. Examples of touching characters a) touching characters in upper zone b)touching 
characters in middle zone c) Lower zone characters touching with middle zone characters d) 
Lower zone characters touching with each other 

A connected component (CC) in upper zone is a candidate for further splitting if it 
satisfies one of the following two conditions: 

a) Width of the CC is more than 75% of ACH: In normal cases the width of a vowel 
in upper zone is less than 75% of average height of a consonant (ACH). So if the 
width of the CC exceeds 75% of ACH then it is assumed that we have multiple fused 
vowels. If the width of the CC is x, then the potential cutting point is found in the 
region x/4 to 3x/4. For determining the cutting point, the algorithm suggested by 
Kahan at al [8] is used. 

b) Presence of an eastward oriented stroke in the second half of the CC along the x- 
axis: A careful analysis of the shapes of upper zone vowels (Fig 1) reveals that there 
is no vowel in upper zone which has a junction in the second half along the x-axis and 
a stroke originating from that junction which is oriented in eastern direction and not 
touching the headline. Thus if there exists one such stroke, then it is not part of the 
vowel. We use this property to search for a joint in the second half of the CC. If it is 
present then check for existence of a stroke emerging from this joint which is oriented 
in eastern direction and not touching the headline. If such a stroke is present then it is 
disconnected from the main connected component. Using this technique we were able 
to successfully separate the merged dot symbol from the CC of an upper vowel (Fig. 

5 ). 
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Fig 5. Separation of touching connected components in upper zone. On the left side are the 
scanned images of text and their thinned versions are on the right. Blue segments represent the 
detected touching connected components 

4.2 Touching Characters/Connected Components in Middle Zone 

On clean machine printed text, the frequency of occurrence of touching characters in 
the middle zone is found to be quite low (0.12%). This is also the region, where the 
touching characters, if present, are most difficult to detect and split. Since the chances 
of touching characters in middle zone are very low, so we normally do not test for 
occurrence of touching characters in this region. The testing is done only if : 
i) The width of a CC is more than 175% of ACH ii) The classifier fails to recognize 
the CC. To detect the cutting point, the method suggested by Kahan et al[8] is used. 
But a new problem was faced, as we are dealing with thinned images, it was found 
that sometimes a) The cutting point was not correctly found. This is because of 
thinned image the number of pixels is reduced and there is a shift in the direction of 
pixels because of thinning. This is illustrated in fig 6, where the image of touching 
character pair mA is incorrectly segmented . b) The cutting point may be correctly 
found but after separation into two CCs, the shape of the CC is so badly deformed that 
the classifier fails to recognize it. This can also be seen in fig 6, where the CC of the 
thinned image of touching character pair bm sans headline, is correctly segmented but 
the shape of the CC corresponding to m is disfigured and it cannot be correctly 
recognized. 

These twin problems were overcome by considering the unthinned version of the 
CCs. The original image is retained along with its thinned version and as there are 
sufficient number of pixels in original scanned images, so the touching point is more 
easily identified. The image is then split at the touching point and the separated 
images are then thinned and sent to the classifier for identification (Fig 6). 
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Fig 6. a) Touching Connected components b) Components separated by the algorithm c) 
Unthinned versions of connected components of fig 6a. d) Images of fig 6c split by Kahan 
method e) Thinned images of segmented images of fig 6d. 

4.3 Connected Components in Lower Zone Touching the Above Lying 
Connected Components 

It was observed that the half characters and the vowels lying in lower zone frequently 
touch the above lying consonants. The frequency of lower zone characters touching 
the middle zone characters is found to be 19.1%. For segmentation of these half 
characters, the average height of a consonant was used. It can be observed that for 
same font and size, the height of all consonants is almost same. So if the height of a 
consonant is found to he more than 120% of ACH then the consonant is topologically 
disconnected into two parts at the row near ACH with minimum number of black 
pixels. By default the cutting point is taken as the immediate row helow the ACH 
number of pixels in the y-axis and we look up and helow 10% of ACH number of 
rows for any row with fewer number of pixels. In case there exists such row, that row 
is taken as the cutting row. This method works well for most of the cases hut fails in 
case where the touching lower zone character (such as vertical line like character such 
as the character ~ = )does not much increase the height of the middle zone 
consonant (Fig 7). 

Fig 7. Scanned touching images of words Hgo? 



4.4 Connected Components in Lower Zone Touching Each Other 

In some rare instances the lower zone characters were found touching each other. The 
frequency of such occurrence though is very low (0.031%). For segmentation of such 
character pairs, the simple technique of splitting the connected component at the 
middle of the horizontal axis served the purpose. For identification of such merged 
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character pairs, the same criteria as used for upper zone vowels is used, that is if the 
width of a connected component in lower zone exceeds 75% of ACH then it is 
assumed that we have multiple fused vowels/half characters. 



5 Conclusion 

We have presented a scheme for decomposing a text image in Gurmukhi script into 
sub-characters or connected components. These connected components are then 
recognized by the classifier and merged to form characters. The various complexities 
such as absence of vertical inter-character gap in a word, horizontally overlapping text 
lines, multi-component characters, overlapping and intersecting circumscribing 
rectangles of characters, touching characters in various zonal positions in a word, 
presence of a lower character of a word in upper zone of a word in next line etc. have 
been taken care of by using this scheme. This is the first time that the problem of 
touching characters in Gurmukhi text has been studied in detail and solutions 
suggested for tackling the touching characters in various zonal positions of a word. 
Table 2 shows the accuracy rate of detecting and correctly segmenting the touching 
characters. These results are obtained by implementing and testing the proposed 
technique on about 40 machine printed Gurmukhi documents. 



Table 2. Accuracy rate of detection and segmentation of touching characters 



Type of touching characters/connected 
components 


% of correct detection and 
segmentation 


Touching/merging upper zone vowels 


92.5% 


Touching middle zone consonants 


72.3% 


Touching middle zone and lower zone 
characters 


89.3% 


Touching lower zone characters 


95.2% 
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Abstract. We describe an efficient algorithm for a calculation of 3D 
body volume and surface moments. The algorithm is based on implicit 
formulae for moment calculation and takes advantages of a polygonal 
representation. It uses only coordinates of the body vertices and facets 
orientation. 

Keywords: moment, polygonal representation, implicit formulae 



1 Introduction 

It is well known that such important geometric characteristics of 3D bodies as 
volume and orientation can be defined in terms of moments Ellipsoid of 
inertia corresponding to the body has, for example, the same zero, first and 
second moments as the body itself. The orientation of this ellipsoid in space 
usually is taken for the orientation of the body. 

Ellipsoid of inertia provides also a very useful information for defining sym- 
metry planes and axes of rotation symmetry for almost symmetrical bodies mu. 

Note also that moments and moment invariants are widely used in object 
recognition (see, for example, EC))- 

A moment computation depends greatly on a body representation. In a dis- 
crete case when a body is given by all its voxels there is sufficient to perform one 
scan of body elements to compute the moments. However, the problem becomes 
much more complicated if the body is given by its surface. Even in the discrete 
case one needs a procedure to get coordinates of all body voxels. 

One of the popular representations in computer graphics is a polygonal rep- 
resentation. In this case an object is represented by a mesh of polygonal facets. 
In the simplest case a polygon mesh is a structure that consists of polygons 
represented by a list of linked (x, y, z) coordinates that are the polygon vertices 

CH- 

The aim of this report is to describe an efficient algorithm for a 3D body 
moment calculation. The algorithm takes the advantages of a polygonal repre- 
sentation. It uses only coordinates of the body vertices and facets orientation. 
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A number of papers were devoted to developing fast algorithms of moment 
computation m Explicit formulae for 2 D polygonal shape moment calculation 
based on boundary vertex coordinates were derived in 0 . Related results are 
obtained also for 3 D polyhedral shapes m However, the formulae or recurrent 
procedures developed there for polyhedral shape moment calculation are not 
convenient for applications. 

2 Tetrahedron Moments 

Let us suppose that body P is a tetrahedron T = T(a, b, c) defined by the coor- 
dinates origin and three points a = (01,02,03), b = (61,62,^3), c = (01,02,03) 
(see Figure Pi. Denote also by S'o(a,b,c) a tetrahedron facet that is opposite to 
the coordinates origin. We assume that a triple of vectors a = (oi, 02, 03), b = 
(61,62,^3), c = (01,02,03) has a right orientation. It means that points a, b,c 
have a counter-clockwise order with respect to the outward normal of the facet 
5 'o(a,b,c). 




Fig. 1. Tetrahedron T(a, b, c). 



In this section we are interested in computation of tetrahedron volume and 
surface moments denoted by mkik2k3V (T) and rnk^k2k3So{T) , respectively 

mk^k^kiV {T) = [ x’^^y'^^z’^’^dxdydz ( 1 ) 

JT 

mk3k2k3So{T) = [ x'^^y^-z^^dS ( 2 ) 

JSo(T) 

Here the first integral is taken on the volume of T and the second one - on the 
facet S'o(r) of T. 
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We have derived in jSj the explicit formulae for computation of arbitrary 
order volume moments for a tetrahedron. Let us introduce some notations used 
in these formulae. Denote hy A = (aij) a matrix consisting of a, b, c coordinates, 
i.e. dii — di 2 — Cli^ — Cj, t — f ; 2, 3. 

Given integers ki,k 2 , k^ denote by 3C a set of such 3x3 matrices (kij) with 
integer values 0 < kij < ki that * = 1; 2, 3. 

Now we present an implicit formula for a volume moment jS| (here it is 
considered a 3D case instead of the general n-dimensional one discussed there). 



Theorem 1. Given a tetrahedron T = T(a,b,c) the following formula is true 
for a volume moment rnky^k^ksYiT) of order k = k\ + k 2 + ks 



'Olkik2k3^{T) 



\A\k1\k2\k3\ rij = l ((Si=l TT kij 

(fc + 3)! ^ ('fc- 'i 

’ {kij)eDC = ij=i 



(3) 



where |A| denotes the determinant of A. 



A similar result is valid for the surface moment k2k3So{T). 

Theorem 2. Given a tetrahedron T = T(a, b,c) the following formula is true 
for a surface moment mkjk 2 k 3 So{T) of order k = ki + k 2 + k^ 



W/cife2fe3 *^0 (T) — 



2Ar{So)ki\k2\ks\ 
(k + 2)! 



E 

(fey)G3C 



nEOg^)!) 

nL=i(^o 



* .i=i 



(4) 



where Ar(S'o) denotes the area of the facet Sq{T). 

For moments of order k for one coordinate only the formulae Q and have 
a simpler form (below they are given for the first coordinate) : 

mkooV{T) = E 

(/Ci,fe2.fc3) 



ITlkOoSoiT) 



2Ar{So) 

(fc + 2)! 



(fcl,/C 2 ,fc 3 ) 



where the summation is done for such triples (fci, fc 2 , ^ 3 ) of integer numbers that 

^1 + ^2 + ^3 = k, kj > 0, j = 1, 2, 3. 

Let us now derive as an illustration the formula for the volume moment 
Wioil^(T(a,b,c)). The summation in (OJ should be done for the following ma- 
trices (fcy): 



/ioo\ /ioo\ 

000 000 000 

\1 0 0/ \0 1 0/ \0 0 1/ 
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/010\ /001\ /001\ 

000 000 000 

\0 0 1 / \1 0 0 / \ 0 1 0 / 



/O 0 
00 
\0 0 



1 

0 

1 



One gets the following expression for the first matrix 



riij=i ■ 




i,i=i 



— 2011031 



Adding results for other matrices gives the moment formula 



Ml 

b, c)) = ^^(2oii03i + O11O32 + 

011033 + O12O31 + 2012O32 + 012033 + 013031 + 013032 + 2013O33) = 

Ml 

Y^(2oi03 + 0163 + O1C3 + O3&1 + 26163 + 61 C3 + C1O3 + C163 + 2C1C3) 

Similarly we can get the formulae for moments TOooo^( 2^) (tetrahedron vol- 
ume), miooV (T) ^ m 2 ooy(T). The formulae for other moments till order 2 follow 
straightforward from them by the symmetry property. 



moooV{T) = i|A|, miool^(T) = ^|A|(oi + bi + ci), 



m 2 ooV{T) = ^|A|(oi + bl + cj + oi6i -k oiCi -f 6iCi) 

3 Body Moment Computation 

In this section we consider a moment computation for arbitrary body P bounded 
by polygonal facets. Let us partition every face of P into oriented triangles. Sup- 
pose that vertices of every face are ordered counter-clockwise while looking from 
the outward normal to the face. When choosing arbitrarily a starting point Vg on 
a face with n vertices one gets an ordered sequence of vertices Vi, V 2 , . . . , v„ = 
Vg. Then the Tth triangle is defined by vertices Vg, Vi,Vi+i, i = 1,. . . ,n — 2. De- 
note by T(vg, Vi, Vi+i) a tetrahedron defined by i-th triangle and the coordinate 
origin (see Fig.P). 

Then the following formula is true for a volume moments of arbitrary orders 

mk^k^k^V{P) = J x^^y’^^z’^^dxdydz = 

f x^^y’^^z^^dxdydz = 'Y^mk^k2k3V{Ti), (5) 

2 i 

where the sum is taken for all tetrahedra Ti of all faces and rrik^ k 2 k 3 V{Ti) is 
the volume moment of tethahedron Ti . Note that we consider oriented moments 
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Fig. 2. Partition of a body facet V 0 V 1 V 2 V 3 V 4 into triangles. 



(i.e. the sign of this moment for tetrahedron Ti depends on the orientation of 
the vertices of facet So{Ti)). Thus a body volume moment equals to the sum of 
oriented moments of the corresponding tetrahedra. It is clear that moments for 
some tetrahedra will be added and for others will be subtracted. Since the sum 
is computed for all triangles of all facets, then the formula is independent on the 
position of the coordinate origin. 

One can check that a similar formula is true for the computation of surface 
moments of body P, i.e. 

mk,k,k,S{P)= [ x’^^y'^^z’^^dS = y^mk,k,k,So{T,). ( 6 ) 

Js{P) 

Here S{P) and So{Ti) denote the surface of P and the facet Sq of tetrahedron 
Ti, respectively. 

4 Algorithm Implementation 

Due to the nature of formulae o and o, the computational algorithm may 
benefit from the following features: 

— Polygonal facets may be processed independently one from another. There- 
fore the set of facets may be considered as a sequence, or a ’’stream”. 

— A body moment can be computed as a sum of corresponding moments cal- 
culated in several computational threads, running in parallel, each of them 
processing independently a subsequence of facets. 

— Formulae (0 and 0 for volume and surface moments differ only in a con- 
stant factor and volume/area multipliers. However, the computation of vol- 
ume moments requires that all facets have a compatible orientation. This 
requirement is not necessary for surface moments. 
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Algorithm 1 (Volume moment computation) 

Input: a sequence of compatibly oriented polygonal facets (for example, counter- 
clockwise) and moment order {ki,k2,k^) to be computed. 

Output: moment value mk„,k2,k3- 

1 . Set mkiMM 0 - 

2 . Iterate over all facets in the sequence. 

{ 

For a chosen facet iterate over all tetrahedra Ti corresponding to this 
facet and accumulate mk^ according to O) . 

} 

If the vertices of facets have a clockwise order, then the calculated moment 
nT,oooy{P) (volume) will be negative. In this case the sign of calculated 

by the algorithm should be changed. 

Algorithm 2 (Surface moment computation) 

Input: a sequence of polygonal facets and moment order {ki,k2,k3) to be com- 
puted. 

Intermediate: facet moment value m and facet area Ar. 

Output: moment value mk3,k2,k3- 

1 . Set mk^MM to 0 - 

2 . Iterate over all facets in the sequence. 

{ 

- For a chosen facet set m to zero and iterate over all triangles correspond- 
ing to this facet. 

{ 

- For the first triangle defined by vertices Vq, Vi, V2 compute the facet 
normal vector as n = [(vi — Vq) x (v2 — Vq)] and the area Ari = 
|n|/2. Here [a x b] denotes the outer product of vectors a and b. Set 
Ar = Ari . 

- For the i-th triangle defined by vertices Vo,Vi,Vi+i, i> 2 , calculate 
vector Ui = [(v^ — Vq) x (vi+i — vq)] and oriented area Ar^ = (|ni|/ 2 )- 
sign{< ni,ni >). Here < a, b > denotes the inner product of vectors 
a and b. Set Ar = Ar + Ari ond accumulate m according to ( 0 ). 

} 

- If Ar is negative then change the sign of the computed m. 

- Add m to mk3,k2,k3- 

} 

Let us point out that while computing a surface moment the requirement of 
compatible orientation for all facets is not important. It means that some facets 
can have a counter-clockwise order of their vertices and the others - a clockwise 
order of vertices. The different orders result only in a positive or a negative value 
of the facet area. Therefore, checking the sign of facet areas allows to compute 
a correct value of a surface moment. 



Efficient Computation of Body Moments 



207 




Fig. 3. A single-threaded (non-parallel) moment computation engine. ’’Moment Cal- 
culator” uses ’’Polygon Iterator” to scan a sequence of polygons (facets), one polygon 
at a time. 



Our implementation of the algorithms is written in C-|— 1-. We use the fol- 
lowing approach to design a computational engine (see Figures 01 and EJ. Body 
moments are calculated by the ’’Moment Calculator” . This is a C-|— I- object, that 
computes and accumulates moments for facets, one at a time, that are supplied 
in a predefined format by another object ’’Polygon Iterator”. In our implemen- 
tation the ’’Moment Calculator” is represented by a template class that accepts 
’’Polygon Iterator” classes as a template parameter. This scheme allows to use 
a single implementation of ’’Moment Calculator” for different polygon represen- 
tations, provided that a specific ’’Polygon Iterator” class is implemented for the 
data format under consideration. 




Fig. 4. A multithreaded (parallel) moment computation engine. There are several 
threads, each processing a subsequence of polygons. A separate ’’Moment Calculator” 
and ’’Polygon Iterator” are used in every thread. 
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The algorithm computes volume and surface moments very fast. For example, 
the computation of all zero, first and second order volume (surface) moments for 
the object presented in Figure 0(320 vertices, 320 facets and 640 edges) takes 
0.36ms (0.64ms) on PII-400 PC. 




Fig. 5. Polyhedron ’’trefoil” (320 vertices, 320 facets, 640 edges). 
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Abstract. This paper investigates the use of evolutionary programming for the 
search of hypothesis space in visual learning tasks. The general goal of the proj- 
ect is to elaborate human-competitive procedures for pattern discrimination by 
means of learning based on the training data (set of images). In particular, the 
topic addressed here is the comparison between the ‘standard’ genetic pro- 
gramming (as defined by Koza [13]) and the genetic programming extended by 
local optimization of solutions, so-called genetic local search. The hypothesis 
formulated in the paper is that genetic local search provides better solutions (i.e. 
classifiers with higher predictive accuracy) than the genetic search without that 
extension. This supposition was positively verified in an extensive comparative 
experiment of visual learning concerning the recognition of handwritten char- 
acters. 

Keywords: visual learning, genetic local search, learning from examples 



1 Introduction 

The search for an appropriate processing and representation of the visual information 
data is the most complex part of the design of computer vision systems. This task is 
weekly formalized so far, therefore in most cases the human designer is made respon- 
sible for it (see [^, p.657). Requiring significant body of knowledge, experience and 
even intuition, this work is usually tedious and expensive. The solutions (representa- 
tions, algorithms, etc.) chosen by the human expert, although usually useful, are sub- 
jective and sub-optimal in terms of system performance. For instance, if a machine 
learning classifier [18, 21] is used for the decision making based on image representa- 
tion (what is a common approach), the hypothesis space searched during its training is 
limited by that representation. This phenomenon may disable the training process from 
discovering beneficial solutions for the considered vision task (e.g. recognition, analy- 
sis, or interpretation). 

To overcome these difficulties, in this study we aim at synthesizing the complete 
image analysis and interpretation program without splitting it explicitly into stages of 
feature extraction and classification. As a result, the learning process is no more lim- 
ited by the representation predefined by the human expert, but encompasses also the 
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image processing and analysis. Thus, we follow here the paradigm of direct approach 
to pattern recognition, occupied so far mostly by the artificial neural networks. How- 
ever, instead of subsymbolic reasoning and gradient-based learning, we employ the 
paradigm of evolutionary computation for the search of the space of image analysis 
programs. 



2 Evolutionary Computation and Genetic Programming 

Evolutionary computation (EC) iE has been used in machine learning (ML) and 
pattern recognition community for quite a long time [20, 21]. Now it is widely recog- 
nized as a useful metaheuristics or even as one of ML paradigms [18, 21]. It is highly 
appreciated due to its ability to perform global parallel search of the solution space 
with low probability of getting stuck in local optima of evaluation function. Its most 
reno wned ML-related applications include feature selection [25] and concept induc- 
tion IE- In this paper, we focus on the latter of the aforementioned tasks, with indi- 
vidual solutions implementing hypotheses considered by the system being trained 
(from now on, the terms ‘solution’ and ‘hypothesis’ will be used interchangeably). Eor 
the sake of brevity we skip the presentation of EC fundamentals, assuming reader’s 
familiarity with them. 

Genetic programming (GP) is a specific paradigm of evolutionary computation 
proposed by Koza [13] employing more sophisticated representation of solutions than 
‘plain’ genetic algorithms, which use strings over binary alphabet. Thus, solutions in 
GP, usually LISP expressions, implement the problem’s specificity in a more direct 
way. GP is reported to be very effective in solving a broad scope of learning and opti- 
mization problems, including the impressive achievement of creating human- 
competitive designs for the controller synthesis problems, some of which have been 
even patented [14]. 



3 Genetic Programming for Visual Learning 

Evolutionary computation found some applications in image processing and analysis 
(e.g. [^). However, there are relatively few research projects, which aim at combining 
image processing and analysis with learning, i.e. the visual learning, meant as the 
search for pattern recognition programs [12, 23, 22, 15, 17]. Only a small fraction of 
research focuses on inducing the complete image analysis programs based on training 
examples (images), a paradigm which is very promising and universal in our opinion 
and which is subject of our research on genetic programming-based visual learning 
[15, 16, 17]. From the machine learning viewpoint [18, 21], we focus on the paradigm 
of supervised learning from examples, employing the genetic programming for the 
hypothesis representation and for the search of hypothesis space. The candidate pro- 
grams performing image analysis and recognition are evaluated on a set of training 
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cases (images). In particular, the solution’s fitness reflects the accuracy of classifica- 
tion it provides on the training set. 

The solutions (pattern recognition procedures) are expressed in GPVIS [16], an im- 
age analysis-oriented language encompassing a set of operators implementing simple 
feature extraction, region-of-interest selection, and arithmetic and logical operations. 
GPVIS allows formulating the complete pattern recognition program unnecessarily of 
an external machine learning classifier. This is the opposite of conventional approach, 
where the processing is divided into the stages of feature extraction and the reasoning. 
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Fig. 1. Tree-like and textual representations of an exemplary solution formulated in GPVIS 
language (numerical values omitted in the former representation). 

Figure 1 shows a simple example of image analysis program formulated in GPVIS, 
which has the following interpretation: if the x-coordinate of the visual mass center of 
the rectangular region of interest (roi) with coordinates of upper left corner (19,8) and 
lower right corner (2,4) is less than 12, or there are more than 8 pixels in the ‘on’ state 
in another region of interest, then the return value is true. The returned value implies 
decision in the context of particular task (e.g. classification). 



4 Extending Genetic Programming by Local Search 

The evolutionary computation carries out random parallel search and therefore does 
not require any neighborhood definition in the solution space. As a result, solution 
having high value of evaluation function may be overlooked even being very similar to 
the solution visited in the search. Starting from the late 80’ s, several attempts have 
been made to prevent that negative phenomenon. One of the considered remedies was 
to combine the genetic search with other, more systematic, metaheuristics. In particu- 
lar, hybridizing GA with various types of local search was reported to improve signifi- 
cantly the effectiveness of the search in combinatorial optimization [^. Such ap- 
proaches, known in the literature as Genetic Local Search (GLS), Memetic Algo- 
rithms or Hybrid Genetic Algorithms are now intensively studied in single- and multi- 
objective metaheuristic combinatorial optimization (for review, see [10]). 

This paper follows these directions in the context of GP by intertwining the actions 
of genetic operators with iterative improvement of solutions. Our expectation is that 
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such a local improvement can make the search more biased toward good (optimal or 
suboptimal) solutions. The particular implementation of this idea may be different as 
far as the following features are concerned: (a) neighborhood definition, (b) local 
search algorithm and (c) the extent of the local optimization. 

(a) A natural way is to base the neighborhood definition on the representation of 
solutions in the GPVIS language. As the neighbor solutions should be similar, we 
generate neighbors of a given solution by introducing minor changes in leaves of its 
expression tree, which, according to GPVIS syntax, contain exclusively numerical 
values. In particular, we obtain a single neighbor by increasing (or decreasing) the 
value at a selected leave of current solution by a small constant. 

(b) In experiments reported in the next section we used the hill-climbing algorithm 
for the local improvement of solutions. This greedy metaheuristics evaluates all the 
solutions in the neighborhood and moves to the best one, provided it is better than the 
current solution. Otherwise no move is performed and the algorithm gets stuck in 
(usually local) optimum. 

(c) The most appealing setting would be to apply an extensive local improvement to 
all individuals in the population. However, that would increase the computation time 
several times. Thus, we control the local search by means of two parameters: 

- the percentage of best (fittest) individuals that undergo the local improvement, 

- the limit of hill-climbing steps. 

In particular, in this study we chose the minimal option, improving locally only one 
best solution in each generation and allowing only one step of the hill-climbing algo- 
rithm. Seemingly, such a setting limits seriously the local search extent, as it stops 
prematurely the hill-climbing for solutions, which could continue with improvement. 
In fact, many solutions that could be further optimized actually will continue with 
local search in next generations of evolution, as only a part of the population is being 
modified in the recombination process. 



5 The Computational Experiment 

5.1 Offline Handwritten Character Data 

As a test bed for the method, we chose the problem of off-line handwritten character 
recognition, often referred to in the literature due to the wide scope of real-world ap- 
plications (see [19] for review of methods). The data source was the MNIST database 
of handwritten digits provided by LeCun et al. [19]. MNIST consists of two subsets, 
training and test, containing together images of 70,000 digits written by approx. 250 
persons, each represented by a 28x28 halftone image (Fig. 2). Characters are centered 
and scaled with respect to their horizontal and vertical dimensions, however, not ‘de- 
skewed’ . 
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5.2 Experiment Design and Presentation of Results 



The primary goal of the computational experiment was to compare the search effec- 
tiveness of the ‘plain’ genetic programming (GP) and genetic programming extended 
by the local search (GPLS). To ensure comparability of results, the runs of GP and 
GPLS algorithms were paired, i.e. they used the same initial population, training and 
test sets as well as the values of parameters: population size: 50; probability of muta- 
tion: .05; tournament selection scheme with tournament size equal to 5. In each 
generation, half of the population was retained unchanged, whereas the other fifty 
percent underwent recombination. 



C /) b ^ » c>DC^O i 

O 0 i \ 4 1 

9l A a j <3 s e/z 



IX \ J.!f tf cej ^ <r 

^46 / me <c % r 



Fig. 2. Selected difficult examples from the MNIST database. 



An evolutionary experiment started from a randomly generated Initial population. 
Each solution was evaluated by computing ist accuracy of classification on the training 
(fitness) set, containing 50 images from each of considered decision (digit) classes. In 
the recombination process, the offspring solutions were created by means of the cross- 
over operator, which randomly selects subexpressions (corresponding to subtrees in 
Fig. 1) in the two parent solutions and exchanges them. Then, for a small (.05) fraction 
of the population, the mutation operator randomly selected an individual’s subexpres- 
sion and replaced it by expression generated at random. The operators obeyed the so- 
called strong typing principle [13], i.e. they yielded correct expressions w.r.t. to 
GPVIS syntax. 

As the evolution proceeds, the GP solutions tend to grow, because large expressions 
are more resistant to the performance deterioration, which often results from recombi- 
nation. This phenomenon is conducive to inconvenient overfitting of hypotheses to the 
training data. To prevent that tendency, the fitness function was extended by an addi- 
tional penalty term implementing the so-called parsimony pressure. Solutions ex- 
ceeding 100 terms (nodes of expression tree) were linearly penalized with the evalua- 
tion decreasing to 0 when the threshold of 200 terms was reached. 

To simplify the task, the problem was decomposed into 10x9/2=45 binary prob- 
lems, each for a unique pair of decision classes. The evolution was carried out for each 
binary subproblem separately, based on the training set limited to the examples repre- 
senting the two appropriate decision classes. The triangular matrix of 45 independently 
induced classifiers form the so-called metaclassifier, in particular the n (or pairwise 
coupling) type of it [11]. The metaclassifier was then verified on an independent test 
set, containing 2000 cases, i.e. 200 images for each of 10 decision classes, acquired 
from a different group of people [19]. 
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Table 1. Comparison of the pattern recognition programs evolved in GP and GPLS runs (accu- 
racy of classification expressed in percents, superior results in bold). 
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Table 1 presents the comparison of the best solutions obtained in GP and GPLS 
runs. Each row summarizes the results of 45 pairs of genetic runs for binary subprob- 
lems. Each run consisted of GP and GPLS training starting from the same initial 
population. Consecutive rows describe experiments with different maximal number of 
generations. To provide better insight, apart from the complete 10-class classification 
problem, the 2° and 3' columns of the table contain also results for binary subprob- 
lems. In particular, the table includes: 

- the maximal number of generations (iterations) for the search process (run length), 
as set for a single binary learning task (‘Max # of generations’), 

- the number of pairs of GP and GPLS runs (per total of 45) for which the best solu- 
tion evolved in GPLS yielded strictly better accuracy of classification on the train- 
ing set than the best one obtained from ‘plain’ GP (‘GPLS better’), 

- the average increase (GPLS minus GP) of accuracy of classification for binary 
subproblems, obtained on the training set (‘Average inc. Ofacc.’), 

- the accuracy of classification of the compound n metaclassifier on the training set 
and test set for GP and GPLS (‘Metaclassifier accuracy’), 

- the size of the metaclassifier, measured as the number of terms of GPVIS expres- 
sion (‘Classifier size’). 



6 Conclusions and Future Research Directions 

The main qualitative result obtained in the experiment is that evolutionary search 
involving local improvement of solutions (GPLS) outperforms on average the ‘plain’ 
genetic programming (GP). 

As far as the binary classification problems are concerned (2° and 3' columns of 
Table 1), GPLS provided positive gain in terms of accuracy of classification on the 
training set, for all settings of maximal number of iterations. Each increase shown in 
3' column of the table is statistically significant at 0.05 level with respect to the Will- 
coxon’s matched pairs signed rank test, computed for the results obtained by particular 
binary classifiers. These improvements seem to be attractive, bearing in mind the 
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complexity of the visual learning task in the direct approach (see Section 3) and the 
fact, that the accuracy provided by both the methods for binary problems was at the 
end of runs close to 100%. 

The results for the binary classification tasks propagate to the metaclassifiers (col- 
umns 4-7 of Table 1). For all run lengths set in the experiment, GPLS metaclassifiers 
are superior on the training set. On the test set, that superiority is also observable, but 
it significantly decreases with time and when the maximal number of iteration reaches 
100, the metaclassifier evolved by ‘plain’ GP becomes better. This observation indi- 
cates that some of the GPLS solutions probably get stuck in the local optima of the 
fitness function due to the local optimization. 

It should be stressed that these improvements have been obtained by means of very 
limited extent of local optimization, which was applied only to the best solution and 
lasted only for one step in each GP generation. Note also that the obtained GPLS so- 
lutions have similar size to those reached by GP (last two columns of Table 1). 

Further work on this topic may concern different aspects of the approach. In par- 
ticular, it seems to be interesting to consider other local search metaheuristics as tools 
for local improvement of solutions or to look for the compromise between the extent 
of the local optimization and the computation time. We will also try to improve the 
performance of the search (the accuracy of classification of induced classifiers), for 
instance by preventing the premature convergence to local optima. 
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Abstract. Regenerating forest is important to account for carbon 
sink. Mapping regenerating forest from satellite data is difficult because 
it is spectrally mixed with natural forest. This paper investigated 
the combined use of texture features and voting classifications to 
enhance recognition of these two classes. Bagging and boosting were 
applied on Learning Vector Quantization (LVQ) and decision tree. 
Our results show that spatial textures improved separability. After 
applying voting classifications, class accuracy of decision tree increased 
by 5-7% and that of LVQ by approximately 3%. Substantial reduction 
(between 23% to 40%) of confusions between regenerating forest and 
natural forest were recorded. Comparatively, bagging is more consistent 
than boosting. An interesting observation is that even LVQ, a sta- 
ble learner, was able to benefit from both voting classification algorithms. 

Keywords: pattern recognition, spatial textures, rating classifier 



1 Introduction 

Land cover information is readily extractable from remotely sensed data. Since 
reflectance of different land covers may behave very differently at different wave- 
lengths, classification of land cover types is possible using multi-spectral bands 
as inputs. For example, typical land and water surface are almost instantly dis- 
tinguishable by visible bands. However, land covers can be spectrally mixed. In 
such cases, even in high dimensional spectral space, they are still unseparable. 
For examples, natural forest and logged forest, or a semi-complete construction 
site and built-up land, can be spectrally identical. This is a classic problem of 
mixed classes that class boundary is not able to And. One way to improve clas- 
sification of mixed classes is to increase input features in the hope that class 
boundary can be more distinctive in the new input space. Apart from spec- 
tral features, spatial texture is another information that can be obtained from 
satellite images. 

In this paper, we investigated the use of texture measures with two voting 
classification algorithms, bagging and boosting, to improve recognition of two 
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spectrally mixed classes: natural forest and regenerating forest. First we gen- 
erated an arbitrary number of texture features based on Haralick’s Gray Level 
Co-occurrence Matrix (GLCM) p. Then, we ran feature subset selection to se- 
lect the texture measures that are most useful to enhance separability of these 
two classes. The chosen textures would then be combined with spectral infor- 
mation for classification. We compared two learning algorithms, decision tree 
and Learning Vector Quantization, and the behavior of two voting classification 
algorithms, bagging and boosting, being applied to them 0. 0. 

2 Background 

Increasingly, forest re-growth has gained more attentions because it is important 
for explaining the global carbon cycle. Recently generating forests during the 
first 30 years accumulate biomass faster than mature forests and some believe 
that regenerating forests pay a key role in offsetting the carbon emitted from 
prior clearings I9> ini Hence, regenerating forest is a process of carbon 
sequestering. For instance, one ton of carbon is sequestered to produce 2.2 tons 
of wood. To quantify the carbon sink related to the regeneration of tropical 
forests, efforts were made to map the spatial extent of regenerating forests and 
forest cover changes using AVHRR 1km data 0, 0, 0. A study in Brazil found 
that accuracies of mapping different stages of forest regeneration were low and 
it was suggested that finer resolution data such as Landsat Thematic Mapper 
might help to solve the problem m For this study, a scene used in the NASA 
Landsat Pathfinder Humid Tropical Deforestation Project was made available. 

The Pathfinder project focused on the tropical deforestation in the Ama- 
zon Basin, Gentral Africa, and Southeast Asia m- Around three-quarters of 
the tropical rain forests worldwide were mapped using multitemporal Landsat 
images and it is believed that the majority of deforestation activities in closed 
tropical forests have been accounted for. Since regenerating forest was included 
in the classification scheme of the Pathfinder project, it naturally shed lights on 
measuring the magnitude of forest re-growth. The Landsat scene was acquired 
on October 16, 1996 (path/row: 006/066) near Pucallpa, Peru. The dimensions 
of the scene are 8192 by 7200 pixels. With expert knowledge and visual interpre- 
tation, six classes were identified: 1) forest, 2) water, 3) cloud, 4) cloud shadow, 
5) regenerating forest and 6) non-forest vegetation. Regenerating forest is de- 
fined here as secondary forest that used to be abandoned farmland or timber 
cuts and has been since grown back to forest but has not fully recovered. Initial 
experiments to map these land cover classes using spectral features have shown 
serious confusions between forest and regenerating forest. Advanced techniques 
are needed to better define these two classes. 

Texture is the visual impression of roughness, smoothness or regularity cre- 
ated by objects. To identify certain land cover types from satellite images, tex- 
ture analysis has been reportedly useful. Among different statistical texture 
measures, GLGM have been widely examined with promising results. In m, 
GLGM textures were applied to synthetic aperture radar (SAR) and Landsat 
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Thematic Mapper for discriminating between lithologies. It was reported that 
adding GLCM textures to spectral data enhanced accuracy by almost 10% for 
certain geological types. Using a Landsat TM scene for land cover inventory of 
a complex rural region, it was found in m that GLCM textures are superior 
to ancillary data when they are combined with spectral features. GLCM was 
also found to be useful in updating urban land cover map m- To investigate 
the problem of classifying regenerating forest, we decided to use GLCM texture 
measures because of its popularity, though using other texture measures, such 
as Texture Spectrum HS|, are possible. 

3 Voting Classification and Learning Algorithms 

Previous studies showed that combining predictions of multiple classifiers into 
one classifier is generally more accurate than any of the individual classifier mak- 
ing up the ensemble Hg,|I2|. Bagging and Boosting are two popular approaches 
to generate different classifiers by re-sampling from the original training data. 
Bagging involves the procedure to form new training sets that are re-sampled 
from the original training set with replacement. For each new training set, a new 
classifier is formed. Boosting attaches a weight to each training instance after 
every training cycle to reflect the importance of the instance. Subsequent train- 
ings are tuned to the more impoTtaiit / difficult instances and produce different 
classifiers. Majority voting is a common way to combine multiple classifiers to 
one classifier. For bagging, each classifier carries equal weight in voting; boost- 
ing, however, attaches a weight to the vote of each classifier according to their 
accuracy attainments. 



3.1 Bagging 

For unstable learning algorithms, a small change in the training data set can 
produce a very different classifier. Bagging, or bootstrap aggregating, is a pro- 
cedure to take advantage of this instability 0. For a data set D — {(y„, Xn),n = 
1, ... ,N} where y is the label and x is the input vector, a classifier C{x, D) 
is produced from a base learning algorithm. For each trial t = 1, . . . ,T, a new 
training set of size N, is sampled from the original set with replacement. As 
such, some of the instance in the original set will not be present, while some 
instances will be repeatedly presented in the new training set. To determine a 
class k G {1, . . . , AT} for any unknown case a, every classifier created after each 
trial has its own record of Cfya) = k and a final classifier Ca is formed by 
aggregating Ct using majority vote. Bagging can improve accuracy only if in- 
stability exists in a learning algorithm meaning that a very different classifier is 
generated by a small change in D. For stable algorithms, bagging could degrade 
performance. 
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3.2 Boosting 

Boosting produces multiple classifiers by readjusting the weight of instances in 
the original training set. Instances incorrectly classified will have their weights 
increased so that they are chosen more often than the correctly predicting cases 
in a subsequent trial. New classifiers are made to focus on these difficult cases 
and become more capable of correctly predicting the cases that caused the poor 
performance of the present classifier. Different boosting methods such as Arc-x4 
and Adaboost have been proposed and we have investigated the latter in this 

study m, ca • 

The idea of boosting is to create new classifiers that are specialized in classi- 
fying difficult cases. It is achieved by adjusting the probability of sampling from 
the original data set. Initially, all instances in a training set of size N have the 
same probability of being chosen (1/N). After each trial, the probability will 
be recalculated. Suppose at is the sum of the misclassified case probabilities of 
a current classifier Ct at trial t. The probability of misclassified cases will be 
changed by the factor = (1 — and the total sum of the probability is 

normalized to 1. The parameter ffi is used to update the weight vector with the 
motivation of reducing the probability assigned to cases on which the previous 
trial makes a good prediction and increasing the probability assigned to cases on 
which the prediction was poor. If at is greater than 0.5, the trials will terminate 
and trial T becomes t — 1. If a = 0, then trial T becomes t. For Adaboost, the 
classifiers ... ,Ct are combined with weighted voting by log(/3t). Provided 
that at is always less than 0.5 (better than a random guess) it is proved that 
training errors drop exponentially fast to zero m- In practice, zero training error 
does not always occur in boosting because of extreme difficult cases m- Fur- 
thermore, since boosting is applied to the training data set, there is no guarantee 
for improvement in classification of unseen cases. Though empirical studies have 
shown that boosting is effective in improving classification rates in different data 
domains, overfitting and unpredicted behaviors have been reported m, m 



3.3 Decision Trees and Learning Vector Quantization 

Decision tree classifiers partition the feature space into homogenous subsets re- 
cursively according to certain predefined rules. Advantages with decision tree 
classifier are that it does not assume a distribution on the data and it is ro- 
bust in training. Learning Vector Quantization (LVQ) is a supervised version of 
Self-Organizing Maps. Codebook representatives are tuned to represent different 
classes through training. Classification of unknowns is decided by the nearest- 
neighbor rule. While its training is not as speedy as decision trees (number of 
codebooks needed to be determined by experiments), it can be considered as 
a robust learner m- Apart from the popularity of these two algorithms, the 
reason of choosing them is also that each of them represents a major category 
of learning algorithms: decision trees belong to the category that builds a classi- 
fication rule using function estimation; LVQ belongs to an alternative paradigm 
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based on density estimation m- Furthermore, decision trees are considered un- 
stable while LVQ stable algorithms. As such, the degree to which they benefit 
from bagging and boosting would vary. In theory, unstable and weak learners 
will benefit more from bagging and boosting. For this study we have employed 
C5.0 [231 for decision tree experiments and the LVQ_PAKv3.1 from the Helsinki 
University of Technology for LVQ experiments. 

4 Methodology 

One subscene, 750 by 750 pixels, was extracted from the image and 5,506 training 
cases and 55,993 testing cases were randomly selected which represent 1% and 
10% of the total instances in each scene, respectively. Texture features used in 
this study include eight features generated from the GLCM: Homogeneity, Con- 
trast, Dissimilarity, Mean, Variance, Entropy, Angular Second Moment and Cor- 
relation, and four features generated from Gray Level Difference Vector (GLDV): 
Angular Second Moment, Entropy, Mean and Contrast. Given a displacement 
vector S = Ay), if N is the number of gray levels and p(i, j) is the (i, j)th 
element of the given matrix (TV x TV) divided by sum of all the matrix elements, 
then the texture measures are defined as follows: 

1) Homogeneity^[p{i,j)/l + (T - j)^] 

2) Contrast: j)^P{hj) 

3) Dissimilarity: * I* ~ j|] 

4) Mean: Mean of i =^{i*p{i,j)) 

5) Variance: Variance of i = ’^[p{i,j) * {i — Mean of 

6) Angular Second Moment:J2 p(h j)^ 

7) Entropy: - j) logp(T, j) 

8) Correlation: J2[CPi'>-c) ~ PxPy]/<yx<Jy 

where pix and ax are the mean and standard deviation of the row sum of GLGM, 
and iiy and ay are the same for the column sum of GLGM. GLDV counts the 
occurrence of the absolute difference between the reference pixel and its neighbor. 
Let fs{x,y) = \f{x,y) — f{x -\- Ax,y -\- Ay\ and ps the probability density of 
fs{x,y). The four GLDV features are defined as follows: 

9) GLDV Angular Second Moment: '^Ps{'l)‘^ 

10) GLDV Entropy: — '^ps{i) log ps{i) 

11) GLDV Mean: '^ips{i) 

12) GLDV Contrast: '^i^Psii) 

We generated the texture measures with a 31 by 31 window from the infrared 
band (Ghannel 4) since infrared band is reportedly more effective for forest ap- 
plications |2S1- The displacement vector for texture generation is 5 = (0, 1) at all 
four directions (0, 45, 90, 135 degrees). To avoid negative effects of irrelevant fea- 
tures, feature subset selection algorithm was used to get the best features. Since 
we want to get the features that can best separate the mixed classes, a training 
set with only forest and regenerating forest was prepared for feature selection. 
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The selection procedure was done using the FSS program in the Machine Learn- 
ing C-|— I- library m- Best-first search with forward expansion selection was 
adopted. Finally, six features were chosen and they included GLCM Homogene- 
ity, GLCM Mean, GLGM Variance, GLGM Entropy, GLDV Mean and GLDV 
Contrast. 

Since the accuracy boosted by bagging and boosting reportedly peaks in the 
first 10 to 30 trials, we have applied 10 ensemble classifiers for both algorithms 
m- As for the number of codebooks for LVQ, we tried from 20 to 280 per class. 
The accuracy peaked at 180. We have used 180 x 4 classes = 720 codebooks for 
our experiments (The training data randomly selected included only 4 classes 
out of six classes). 



5 Results and Discussions 

When only spectral features are used, overall accuracies of decision tree and 
LVQ are 83% and 80.36%, respectively. Gonfusion matrices in Table 1 show 
that both algorithms have similar performance on individual classes except that 
decision tree is about 2% better for non-forest vegetation. Serious confusions 
were observed between regenerating forest and forest. This can be explained by 
their similar brightness values for most of the spectral bands. Figure la is a 
biplot of spectral bands 4 (0.76 — 0.90/rm) and 5 (1.55 — 1.75 /j.to) for these two 
classes. Almost identical clusters were generated. Glass separability measured 
in Bhattacharrya Distance was 0.66 indicating a very poor separability. After 
texture features was added, Bhattacharrya Distance improved to 1.004 but this 
is still considered as poor. Figure lb is a bi-plot of band 5 and texture measure 
GLGM Homogeneity. It does show slight improvement as visually the two classes 
have more distinct clusters. Table 2 lists the recognition rates of forest and 
regenerating forest after the inclusion of selected textures and the application 
of bagging and boosting. Both decision trees and LVQ were able to tap the 
additional texture information as the accuracies of both classes were raised by 
around 3%. The only exception is the classification of forest with LVQ. Applying 
voting classifications brought further improvements. Bagging and boosting the 
decision trees enhanced accuracies by 5 to 7%. Though LVQ did not have the 
same level of improvements as decision trees, bagging LVQ still brought a 3% 
improvement to both classes. 

Table 3 presented the results for confusions between forest and regenerat- 
ing forest. Substantial improvements were observed from adding texture fea- 
tures. Voting classifications improved the results further. Boosting decision tree 
brought enormous improvement to the misclassification of ’Regenerating Forest 
to Forest’, which was down by 40.67%, and the confusion of ’Forest to Regener- 
ating Forest’ was down by 26.27%. Bagging decision tree reduced both categories 
by more than 25%. Apply bagging and boosting to LVQ has similar effects. Mis- 
classification of ’Regenerating Forest to Forest’ was reduced by around 30%, and 
’Forest to Regenerating Forest’ by around 23%. 
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Table 1. Confusion matrices (in no. of cases) and accuracy distributions (%) of decision 
tree and Learning Vector Quantization using only spectral features 



Decision Tree 



Forest Water Regenerating Non-forest Class 

Forest Vegetation Accuracy (%) 


Forest 


12863 27 


3711 


292 


76.11 


Water 


27 3428 


32 


186 


93.20 


Regenerating Forest 


3123 6 


18291 


1286 


80.56 


Non-forest Vegetation 388 82 


1806 


10395 


82.01 


Learning Vector Quantization 




Forest Water Regenerating Non-forest 


Class 






Forest 


Vegetation Accuracy (%) 


Forest 


13031 23 


3647 


200 


77.10 


Water 


54 3474 


39 


111 


94.45 


Regenerating Forest 


3215 8 


18337 


1146 


80.75 


Non-forest Vegetation 423 102 


2024 


10126 


79.89 



(a) 




40 60 80 100 120 140 

BAND 4 



(b) 




0 50 100 150 200 

GLCM HOMOGENEITY 



Fig. 1. Bi-plots of Forest (-f) and Regenerating Forest (o) with (a) spectral bands 4 
and 5, and (b) spectral band 5 and GLCM Homogeneity 
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Table 2. Accuracy enhancements using texture features and voting classifications 



Decision Tree LVQ 



Input Features and 
Voting Classifications 


Forest Regenerating Forest 
Forest 


Regenerating 

Forest 


spectral features only 


76.11% 80.56% 


77.10% 


80.76% 


add texture features 


+3.48% +2.70% 


no change +3.71% 


add texture features and bagging 


+5.84% +5.34 


+3.70% 


+3.29% 


add texture features and boosting +5.28% +7.17% 


+3.10% 


+1.32% 



Table 3. Class confusions (no. of cases) between Regenerating Forest and Forest after 
incorporating texture features and voting classifications. The figures in the brackets 
represent per cent changes as compared to using spectral features alone 



Decision Tree 



Input Features and 


Regenerating Forest Forest to 


Voting Classifications 


to Forest 


Regenerating Forest 


spectral features only 


3123 


3711 


add texture features 


2641 (-15.43%) 


3047 (-17.89%) 


add texture features and bagging 


2322 (-25.65%) 


2650 (-28.59%) 


add texture features and boosting 1853 (-40.67%) 


2736 (-26.27%) 


Learning Vector Quantization 


Input Features and 


Regenerating Forest Forest to 


Voting Classifications 


to Forest 


Regenerating Forest 


spectral features only 


3215 


3647 


add texture features 


2025 (-37.01%) 


3316 (-9.08%) 


add texture features and bagging 


2225 (-30.79%) 


2774 (-23.94%) 


add texture features and boosting 2540 (-30.00%) 


2752 (-24.54%) 
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Figure 2 shows the trend of improvement of overall accuracy as related to the 
number of ensemble classifiers. Bagging (in solid lines) increased the accuracy of 
both learning algorithms but the rate of increase apparently reached a plateau 
at the 10th trials. Boosting (in dotted lines) continuously improved accuracy 
with decision tree but degraded that of LVQ after the 5th trial. This echoed 
with previous reports that boosting could have negative results because of over- 
fitting m It has also showed that LVQ, a stable algorithm, can be benefited 
from voting classifications, especially from bagging (> 3% improvement). As for 
decision tree, boosting is more effective than bagging. 




Fig. 2. Behaviour of bagging and boosting as related to the number of ensemble clas- 
sifiers 



Final maps were produced in Figure 3 for comparison. The map with spectral 
features alone was generated by a single decision tree. The map using combined 
features was generated by a 10-round boosting of the decision trees. No post- 
classification filtering was applied to the final maps (otherwise, the resultant 
maps should have less speckles). When compared to the map using only spec- 
tral features, the map produced using combined features and 10-round boosting 
shows apparent improvements with less speckles and fragmentation, and confu- 
sions between forest and regenerating forest are significantly reduced. 

This study examined the incorporation of texture features and voting clas- 
sifications to separate two spectrally mixed classes. The techniques were tested 
using two learning algorithms, decision tree and LVQ. While texture features 
only increase class accuracy modestly, it has significant effect on reducing con- 
fusions between mixed classes. The effect was further propagated when bagging 
and boosting were applied. Comparatively, bagging behavior is consistent with 
both algorithms since boosting has degraded the performance of LVQ. The com- 
bination of voting classifications and spatial textures has helped separate two 
mixed classes to the extent where either using texture analysis or voting classi- 
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Reference map Spectral features Combined texture 

and spectral features 



Forest 

Regenerating Forest 

Water or Non-forest Vegetation 



Fig. 3. Final maps produced by different inputs and voting classifications. The map 
using spectral features alone was produced by one single decision tree. The map using 
combined features was produced from a 10-round boosting decision tree 



fication alone could not have achieved. An interesting observation is that even a 
stable learner (LVQ) was able to benefit from the voting classifications. 
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Abstract. This paper describes a novel technique for texture feature extraction 
and classification. The proposed feature extraction technique uses an Auto- 
Associative Neural Network (AANN) and the classification technique uses a 
Multi-Layer Perception (MLP) with a single hidden layer. The two approaches 
such as AANN-MLP and statistical-MLP were investigated. The performance 
of the proposed techniques was evaluated on large benchmark database of 
texture patterns. The results are very promising compared to other techniques. 
Some of the experimental results are presented in this paper. 

Keywords: pattern recognition, feature extraction, neural networks 



1 Introduction 

Texture is an important characteristic for the analysis of various types of the images 
including natural scenes, remotely sensed data and biomedical modalities. It is 
believed that the texture plays an important role in the visual systems for recognition 
and interpretation of data. Texture analysis is an important research field in computer 
vision, image processing and pattern recognition. A number of techniques have been 
developed for texture feature extraction, segmentation, classification and synthesis 
[1]. In recent years, big efforts have been devoted to the attempt to improve the 
performance of image retrieval systems and research has explored many different 
directions trying to use with profit results achieved in other areas [2]. 

There are a number of statistical techniques such as spectral method [3], wavelet 
theory [4], 2-D Wold [5] and MRF technique exist in the literature which have been 
recently developed for texture analysis, segmentation, extraction, etc. There are also a 
number of papers published describing neural based texture feature extraction and 
classification. However, the most of research using neural networks was mainly based 
on Kohonen neural network [7]. In this paper we focus on feature extraction process 
using MLP type neural networks. Research shown [10] that the neural networks can 
be good feature extractors and classifiers. We propose and investigate an auto- 
associator and classifier to extract features and classify texture images. 

The rest of the paper is organised as follows: Section 2 describes in detail the 
proposed feature extraction process using an AANN and classification using MLP. 
The statistical techniques, the preparation of training and testing data sets from 
Brodatz texture patterns and texture classes in detail are presented in Section 3. The 
experimental results are presented in Section 4. The results, analysis and comparisons 
are discussed in Section 5. The conclusion is presented in Section 6. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 228-235, 2001. 

© Springer-Verlag Berlin Heidelberg 2001 
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2 Proposed Technique 

This section describes in detail the proposed technique for feature extraction and 
classification. The overall block diagram of the proposed technique is presented in 
Figure 1 as follows. 




Fig. 1. Block diagram of the proposed technique 



The proposed technique is divided into two stages. Stage 1 deals with feature 
extraction from texture sub-images. An auto-associator was designed to extract 
features. Stage 2, deals with classification of features into texture classes. A Multi- 
Layer Perceptron (MLP) was designed to classify texture classes. The auto-associator 
feature extractor and MLP texture feature classifier are described below in detail. 

2.1 Auto-Associator Feature Extractor 

The main idea of auto-associator feature extractor is based on input:hidden:output 
mapping, where input and outputs are the same patterns. AAFE learns the same 
patterns and provides a characteristic through its hidden layer as a feature vector. As 
shown in Figure 2, we designed an auto-associator feature extractor using a single 
hidden layer feed-forward neural network. It has n inputs, n outputs and p hidden 
units. The input and output of the AAFE are the same texture patterns and the 
network is trained using a supervised learning. After training is finished, the values of 
the hidden units extracted and taken as a feature vector. The feature vector is fed to 
the MLP feature classifier, which is described in the next section. 




Fig. 2. Auto-associator as a feature extractor 
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2.2 MLP Texture Feature Classifier 

An MLP texture feature classifier is shown in Figure 3. It has n inputs same as the 
number of hidden units in auto-associator feature extractor. The output of the hidden 
layer that was obtained from auto-associator was used as input to classifier. There 
were 32 texture classes, so number of outputs was 32. 




Texture 

Classes 



2.3 Statistical-MLP Texture Feature Classifier 

As shown in Figure 4, statistical techniques were used to extract the texture features 
from the images. The mean and standard deviation form the properties of texture, 
were calculated for the each row of the image. These were treated as the features of 
the texture patterns and applied to the texture feature classifier, as input. 



Mean and 
standard 
deviation for 
each row of 
the image 




Texture 

Classes 



Fig. 4. Statistical-MLP texture feature classifier 



3 Extraction of Training and Testing Sets From Brodatz Texture 
Database 

The Brodatz texture database [6] was used to evaluate the performance of the 
proposed techniques detailed in previous section for texture features extraction and 
classification. The database contains 96, 512 x 512 texture images. In order to create a 
number of small images which belong to the same class, we partition each of the 512 
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X 512 images into 128 x 128 sub-images, thus forming 16 sub-images from each 
image. To reduce the size of input vector to neural network, the mean and standard 
deviation was calculated for each row (128 pixels) as follows: 




( 1 ) 



V ^ 1=1 (2) 

where p and ct are the mean and standard deviations, n is the number of pixels and in 
our case it was 128. First 12 sub-images were used for the training of auto-associator 
and the last 4 images were used as testing data set. These images were normalized in 
the range of 0 and 1 . 

There were total 96 texture patterns in the database which were grouped into 32 
similar classes, each of them containing 1-5 texture classes. All the texture sub- 
images belonging to the same similarity class are visually similar. This classification 
was done manually [7] and the following table shows these various similarity classes 
and the corresponding textures. 



Table 1. Texture clusters used for classifier 



Cluster 


Texture Class 




Texture Class 


1 


D1,D6, D14, D20, D49 


17 


D69, D71,D72, D93 


2 


D8, D56, D64, D65 


18 


D4, D29, D57, D92 


3 


D34, D52 


19 


D39, D40, D41, D42 


4 


D18, D46, D47 


20 


D3, DIO, D22, D35, D36, D87 


5 


D11,D16, D17 


21 


D48, D90, D91 


6 


D21,D55, D84 


22 


D43, D44, D45 


7 


D53, D77, D78, D79 


23 


D19, D82, D83, D85 


8 


D5, D33 


24 


D66, D67, D74, D75 


9 


D23, D27, D28, D30, D54 


25 


D2 


10 


D7, D58, D60 


26 


D86 


11 


D59, D61,D63 


27 


D37, D38 


12 


D62, D88, D89 


28 


D9 


13 


D24, D80,D81 


29 


D12, D13 


14 


D50, D51,D68, D70, D76 


30 


D15 


15 


D25, D26, D96 


31 


D31 


16 


D94, D95 


32 


D32 
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4 Experimental Results 

The experimental results were conducted separately for an auto-associator-classifier 
technique and statistical-neural technique. The following Sections 4. 1 and 4.2 explain 
the results obtained on Brodatz texture patterns. 

4.1 Auto-Associator and Classifier 

The experiments were conducted in two stages, firstly the training of the auto- 
associator and then the training of the classifier. The auto-associator was trained for 
the different number of hidden units and iterations to improve the feature extraction. 
Table 2 shows some of the results obtained after the training of the auto-associator. 
The number of inputs and outputs were 256. The values of momentum and learning 
rate used for the experiments were 0.7 and 0.8 respectively. The number of pairs for 
training and testing were 1152 and 384 respectively. The experiments were conducted 
by varying the number of hidden units and iterations to achieve better results. 



Table 2. Auto-associator feature extractor 



Hidden Units 


Iterations 


RMS Error 


10 


1000 


0.005698 


10 


10000 


0.003166 


15 


10000 


0.002160 


18 


10000 


0.001778 


22 


10000 


0.001471 


30 


100000 


0.000832 



The classifier was trained after obtaining the output from the hidden layer from auto- 
associator. Experiments were conducted for different number of hidden units and 
iterations and the results are shown in Table 3. 



Table 3. MLP texture feature classifier 



Hidden 

Units 


Iterations 


RMS Error 


Classification 

Rate 


Classification 
Rate [% ] 


32 


125000 


0.008312 


339/384 


88.28 


32 


100000 


0.008604 


336/384 


87.50 


32 


50000 


0.008807 


331/384 


86.19 


30 


50000 


0.009102 


286/384 


74.47 


28 


50000 


0.009331 


267/384 


69.53 



The following graphs show the difference in the amplitude of the features extracted 
from different classes. 
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(a) (b) 

Fig. 5. Extracted features for a) class 2 and b) class 32 

4.2 Statistical-MLP Texture Feature Classifier 

The 16 non- overlapping sub-images were formed from the image of size 512 x 512. 
The size of the sub-images were 128 x 128. The mean and standard deviation were 
calculated for each row of the image, i.e. for 128 pixels, thus forming 256 as the 
number of inputs. The number of classes was 32, same as it was used in auto- 
associator and classifier experiments. The results obtained from statistical-texture 
feature classifier are presented in Table 4. The values of momentum and learning rate 
used for the experiments were 0.7 and 0.8 respectively. The number of training pairs 
was 1 152 for training and 384 for testing. 



Table 4. Statistical-MLP texture feature classifier 



Hidden 

Units 


Iterations 


RMS Error 


Classification 

Rate 


Classification 
Rate [% ] 


18 


100000 


0.00517 


369 


96.06 


18 


50000 


0.00520 


367 


95.57 


18 


40000 


0.00532 


366 


95.31 


18 


30000 


0.00556 


364 


94.79 


18 


20000 


0.00592 


355 


92.44 


18 


10000 


0.00693 


338 


88.02 


15 


10000 


0.00810 


327 


85.15 



5 Analysis and Comparison of the Results 

The classification results obtained by our techniques were compared with other 
techniques. In [8] Jones and Jackway used granold technique for texture 
classification. A granold is a texture representation technique that uses two 
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parameterised monotonic mappings to transform an input image into two and half- 
dimensional surface. The granold spectrum for each image was then calculated and 
the gray level and size marginals formed. The confusion matrix was used to calculate 
the classification rate, which was 76.9% on Brodatz texture database. In [9], Wang 
and Liu compared the Nearest Linear Combination (NLC) with Nearest Neighbor 
(NN) Classification. The testing set was formed from selecting the random images 
from the training set with various sizes (100 x 100 to 200 x 200) to verify the 
classification rate. The highest classification rate was 95.48% with NLC and 93.47 % 
with NN was obtained. Our techniques achieved 88.28% and 96.06% classification 
rates which are comparable to other techniques. The following table shows the 
comparison of different techniques with our technique. 



Table 5. Comparison with other techniques 



Granold 

Classification 


Classification 
with NLC 


Classification 
with NN 


Auto-associator- 

Classifier 


Statistical- 

Neural 

Classifier 


76.9 % 


95.48% 


93.47% 


88.28% 


96.06% 



6 Conclusions 

In this paper, we have presented a novel auto-associator texture feature extractor and 
also we have described two techniques for classification of the texture patterns such 
as an auto-associator-MLP texture feature classifier and statistical-MLP texture 
feature classifier. The auto-associator seems to be a promising feature extractor. We 
have presented some feature graphs in Figure 5, which show that the auto-associator 
is capable of separating two classes very well and without any feedback from user. 
The feature extraction and classification techniques were tested on large database of 
texture patterns such as Brodatz texture database. The results obtained by our 
techniques were analysed and compared with other intelligent and conventional 
techniques. The highest classification rate was obtained using our statistical-neural 
technique. Our neural technique outperformed other statistical techniques such as 
MRF, NN, etc and neural network based techniques such as Kohonen neural network 
and learning vector quantization. Our auto-associator feature extractor improves the 
results in every new experiment with different number of iterations and hidden units. 
Currently, the investigations are underway to find out the optimal parameters for our 
auto-associator feature extractor. 
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Abstract. Biomedical Engineering in present form started its develop- 
ing since the late 1960’s and includes engineering applications in physi- 
ology and medicine, such as Biomechanics, Biomedical Instrumenta- 
tion, Bioelectrical processes. Biocontrol systems. Biomedical signal and 
image processing. Medical informatics and others. In last decades 
Medical Imaging (MI) started to play important role in innovatory solu- 
tions and applications of biomedical engineering. In our presentation 
current trends of medical imaging development are considered. We 
mean an interesting projects, the ideas currently developed in labs and 
many research centers. Underlying our research leaded in many areas of 
medical imaging, nuclear and medical engineering, in collaborations 
with several medical and biomedical centers and institutes of physics 
and nuclear science, we intended to present a quick review of the most 
hopeful research directions. -What is important, and worth of work 
with? -Is the medical imaging dynamically developing science of the 
useful applications, truly important in an information society develop- 
ment, able to cumulate the resources and interests of youth? Subjec- 
tively, we tried to find the answers considering the following topics: 
functional imaging of organs and tissues: PET (brain), SPECT (circula- 
tory system, organs), MRI (brain, circulatory system, organs), 
CT(circulatory system, organs); dynamic imaging of heart and blood 
vessels, blood supply of liver and kidneys, etc., 2-D and even 3-D perfu- 
sion maps, statistical flow models and objective computable parameters 
required to be standardized (EBCT, dynamic MRI, even US Power 
Doopler); 

image detectors (PET, radiography, CT), detection systems (SPECT), 
detectors (scintillators), sensors with amorphous silicon and selenium in 
digital radiography, x-ray tubes with laser beam irradiation; 
virtual endoscopy (bronchoscophy, gastroscophy); 

telemedicine, means protocols, network switches, satellite connectors, 
and PACS, DICOM servers, indexed data basis, Hospital Information 
Systems, remote health care, interactive consultations, patient and fam 
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ily education, structure of safety access, hierarchical exam evaluation, 

teleconferences, inspection and quality control, etc.; 

medical image compression, JPEG2000 and other encoding lossy and 

lossless techniques necessary for efficient data storing and progressive 

transmission, 

computer-aided diagnosis: the examples of improvements in digital 
mammography, ultrasound systems; image-guided surgery and therapy, 
multimodal systems (PET, MRI, CT), 3-D imaging (acquisition, recon- 
struction) for various medical systems; 

physics of medical imaging, image and signal processing, physiology 
and function from multidimensional images, visualization and display 
procedures, image perception, observer performance, image quality 
evaluation tests and technology assessment; 

and others. 

Because of such wide range of these image engineering applications it is 
very difficult to select the most important perspective research. Pre- 
sented ones were chosen to show the important from our point of view 
proofs of MI support necessity in modern diagnosis and therapy. There- 
fore, more elements of MI should be included in medical education at 
the Universities and propagated by Society organizations. An important 
conclusions derived from our study depicts predicted sources of in- 
creasing industrial development of MI and a role of MI which is ex- 
pected to play in a future hospital clinical service. 



Keywords: medical imaging systems, image processing and analysis, 
telemedicine 
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Abstract. Interaction increases flexibility of segmentation but it leads to unde- 
sired behaviour of an algorithm if knowledge being requested is inappropriate. 
In region growing, this is the case for defining the homogeneity criterion as its 
specification depends also on image formation properties that are not known to 
the user. We developed a region growing algorithm that learns its homogeneity 
criterion automatically from characteristics of the region to be segmented. It 
produces results that are only little sensitive to the seed point location and it 
allows a segmentation of individual structures. The method was successfully 
tested on artificial images and on CT images. 



Keywords: medical imaging, image segmentation, region growing 

1 Introduction 

The analysis of medical images often requires segmentation prior to visualization or 
quantification. For segmentation of structures in CT images many different approaches 
exist KH among which region growing is popular having the advantage of letting the 
user specify just one region that he/she is interested in H. Location and homogeneity 
criterion for region growing have to be supplied by the user. The former poses no 
problems as it can be expected that the user possesses sufficient anatomical knowledge 
to pinpoint a structure that he/she wants to segment. Specifying homogeneity, however, 
is difficult because the user’s concept of homogeneity is often vague and fuzzy and 
it is not translated easily into a computable criterion. Thus research in regionbased 
segmentation has focused on the design of the growing criteria as well as on algorithm 
efficiency PJ. Methods can be categorized into: 

- Criterion selection based on gray-level properties of the current points 1141-blhl . 

- Comparison of segmentations with different homogeneity criterions II7ISI9I . 
Methods are often slow because of the large number of segmentations and they 
require distinguishing the true result from segmentations with slightly different 
homogeneity criteria. These methods are dependent on seed point location and 
search order. 

- Criterion selection for a complete segmentation of the scene with potentially 
varying criterion for different regions 1 1011 H . The complete image has to be 
segmented being based on a notion of overall optimality. 
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We designed a new process of region growing for segmenting single structures that 
overcomes the limitations listed above. The process estimates the homogeneity criterion 
from the image itself, produces results that are far less sensitive to the seed point selection, 
and allows a segmentation of individual structures. The performance of our method is 
compared with the adaptive moving mean value region growing method because we 
found it is the most similar method. 



2 The Homogeneity Model 



Homogeneity at a pixel a; of a region R defined by ai,...,a„ can be described as a 
function h of that pixel and pixels Xi in a neighbourhood of x and within R: 

, , , f 1, if a; given pixels Xi is part of R, defined by Oi, ..,a„ 

^ \0, otherwise 

Getting a reliable estimate of ai,...,a„ should be possible provided that a sufficient 
number of pixels can be found that are part of the region. For CT images - which were 
the primary application of our segmentation method - we used a simple homogeneity 
model. Values represent average x-ray absorption distorted by noise and artefacts. The 
absorption is assumed to be constant for a given anatomical structure. The noise is 
assumed to be zero mean gaussian noise with an unknown standard deviation. The main 
artefact in the image is assumed to be the partial volume effect (PVE). Homogeneity in 
this case may be defined as likelihood of belonging to a gaussian distribution of grey 
values with a given mean and standard deviation. This criterion was also used by other 
authors, e.g. The effects of the PVE can be captured in an approximative fashion 

by assuming different “standard deviations" for grey values that are higher or lower than 
the mean. The homogeneity function h is then 



h{x; ^j.,ud,ld) 



1, a fjL — w -Id < X < ^ + ud 
0, otherwise 



(1) 



with Id and ud being the standard deviations of two different gaussian distributions. The 
appropriateness of this model was tested by investigating grey level distributions of CTs 
of the abdomen from manually segmented regions (see Fig.[I]l. The asymmetry of the 
distribution due to the PVE can be seen clearly in the image. Its degree depends on the 
grey values of the surrounding tissue of a region. 




Fig. 1. CT image of the abdomen (left), grey levels along line A-B (centre) and grey level histogram 
for the passable lumen of the aortic aneurysm 
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3 A New Adaptive Region Growing Algorithm 



Finding a connected region by region growing requires the homogeneity criterion to 
remain constant during search. It changes, however, if region growing is also applied 
to learn the criterion. Thus, two runs of region growing are necessary. Homogeneity 
parameters are estimated in the first run and they are applied in a second run for ex- 
tracting the region. Learning our homogeneity criterion requires to estimate mean and 
two different standard deviations for grey values from a number of pixels of the region. 
As the combination of two halves of two different gaussian functions is not a gaus- 
sian, the mean is estimated from the median instead of the average of the pixel values. 
The two standard deviations are then estimated separately. During learning process, the 
range of grey value from the current estimate for homogeneity is extended by a relax- 
ation function c{n) in order to avoid premature termination of the process (see TableQJ. 
c(n) decreases with number of pixels n that are used for the estimate. Given 

m and deviations Id and ud that were computed at a previous step (initially from 3x3 
neighbourhoods around the seed point), lower and upper thresholds are computed for 
determining region membership: 

Tiower = d{n) — [ud{n)-w + c{n)] and Tupper = + [ud{n) ■ w + c{n)] (2) 

The weight w was set to 1.5 to include approximately 86% of all region members if 
the distribution were truly gaussian. It was set that low in order to avoid leaking out 
of the region. Estimating region characteristics of a yet undetermined region requires 
a reliable estimate of the homogeneity parameters before the first nonregion pixel is 
encountered. Three assumptions were made for the search process: 

- The user sets the seed point not close to the region boundary. 

- The region consists of a sufficient number of pixels. 

- The region is compact. 

Under these assumptions the standard region growing technique is inappropriate for 
the first run and we chose the order of visiting neighbours each time at random. It 
produces a search order which closely resembles a random walk (Fig.^J. Parameters of 
the homogeneity are recomputed each time the number of pixels in the training region has 
doubled. After termination, the two deviations Id and ud are adjusted in order to account 



Table 1. Mean, Id and ud computed for subset of a manually segmented liver in CT. Standard 
deviation shown resulted from selected different seed points. 



region size 


average grey value 


Id 


ud 


9 pixels 


1288.72±5.11 


4.47±2.94 


3.87±2.75 


20 pixels 


1287.80 ±7.46 


7.70 ±4.29 


6.12±4.57 


100 pixels 


1285.36 ±8.33 


5.73±1.56 


6.40±3.14 


500 pixels 


1286.48 ±3.40 


7.60±3.58 


7.82 ±2.48 


complete region 


1287.00 


10.14 


7.94 
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Fig. 2. Randomised region growing after seed point setting and visiting 9, 40, 65, 100, 150, 200, 
400 and 475 pixels 



for the constant underestimation of the standard deviation by using only pixels that 
deviate by less than 1.5 • w from the current mean. Adjustment factors can be computed 
from tabulated integrals of the gaussian curve (see Table 0. For the second run, the 
region growing process is repeated using the same seed point, the estimated mean and 
corrected standard deviations. We set w = 2.58 in order to include 99% of the pixels if 
the grey level variation were truly gaussian. 



Table 2. Adjustment factor after each update when the region size has doubled. The true standard 
deviation is more and more underestimated, because new pixels are included only if they deviate 
by less than 1.5 times the standard deviation 



number of updates 12345678 

Correction factor for std dev 1.0 1.14 1.29 1.43 1.58 1.72 1.90 2.05 



4 Performance Evaluation of the Algorithm 



Empirical discrepancy methods - comparing results with gold standard - were used 
for evaluation of our model-based adaptive region growing (MBA). We selected 
discrepancy methods because they allow an objective and quantitative assessment of 
the segmentation algorithm with a close relationship to a concrete application. We 
subdivided our tests into two categories. First, we tested how much deviation from our 
homogeneity model the algorithm would tolerate. For this purpose we used artificial 
test images that let us control the model parameters. Then, we investigated whether 
the outcome on test images helped predict the performance on CT images if compared 
to a manual segmentation. The tests were carried out using five to six different seed 
point locations. We have compared the results of our method with the results of the 
adaptive moving mean value region growing (AMM) |01- The following metrics we 
used that allow a characterisation of the error level that is independently of the region 
characteristics and the segmentation method: 

1 . Average deviation from the contour in the gold standard II 1 21 

2. Hausdorff distance, calculated as in [El 

3. Number of over-segmented pixels 

4. Number of under-segmented pixels 

The average deviation value describes the general quality of the result. The Hausdorff dis- 
tance tells whether the region has leaked. Finally, analysis of under- and oversegmented 
pixels serves to assess whether du and Id were too high or too low. 
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4.1 Evaluation on Artificial Test Images 



Variation of the signal-noise ratio (SNR), modification of the edge gradient for the 
simulation of the partial volume effect and modification of the shading were analysed 
for segmentation on artificial test images. The first feature captures variation within our 
region homogeneity model. The modification of the edge gradient is partly included in 
the model using separate upper and lower standard deviations. Shading is not part of the 
model but may well occur in reality. 




Fig. 3. Test image generation, from left to right: source image, image of the noise portion, test 
image with an SNR of 1.5:1, segmentation result of the first run, final segmentation result. 



- Evaluation of the influence of the signal-noise-ratio (SNR) 

For a close simulation of the real conditions, we have extracted noise from the 
homogeneous areas in CT images, rather than using artificial noise. This noise was 
overlaid on test images with different contrast in order to achieve different SNRs 
(Fig. H. The image size was 13.786 pixels and the object size was 1.666 pixels. 
The results in Fig. |^| show that the average deviation for our MBA method from 
the true boundary was below one pixel at an SNR of 1 : 1 or higher. The maximum 
deviation was two pixels on average. Oversegmentation was below 0.5% while 
undersegmen-tation was below 1%. For the AMM method all error metrics have 
had higher values with larger variance. Segmentation with AMM was not possible 
for a SNR of 1 : 1 because of region leaking. 

- Evaluation of the influence of the edge gradient 

Influence of variation of the edge gradient was tested on images that were blurred 
with boxcar filters of size 3x3 to 9x9 pixels prior to adding noise with SNR of 1.5:1 
(Fig.©. The error as well as its variance increased with the amount of edge blurring 
(see Fig. ©. The latter indicates an increasing dependence of the segmentation 
result on the initial positioning of the seed point. Segmentation was not possible 
using AMM because the region leaked into the background. 

- Evaluation of the influence of shading effects 

The influence of shading effects was investigated for testing the appropriateness of 
MBA for segmentation on images from other modalities such as MRI. We added 
a shading of 0.14, 0.28, 0.42 and 0.56 grey values per pixel at a SNR of 1.5:1. 
Variance of the average and maximum deviation increased significantly with a 
gradient of 0.42 or more (Fig. ©. Using AMM, three out of six segmentations 
leaked into the background at a gradient value of 0.56. 
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Fig. 4. Test image (left) and result image with MBA 
method (right) for the evaluation of the influence of 
the edge gradient. Source image was blurred with a 
boxcar filter of size 9x9 pixels. 



4.2 Evaluation of the Segmentation in CT Images 

In the CT images, we segmented the kidney cortex, the liver and the passable lumen 
in an aortic aneurysm. SNR estimates were 1:1.75 for the liver and 1:5 for the kidneys 
and the passable lumen. The liver exhibited only little PVE, while the PVE for the other 
structures was quite significant. Segmentation was repeated five times with different seed 
points. The following homogeneity parameters were estimated for the liver region: mean 
grey value 1292.00±0.0, lower deviation 8.69±0.55 and upper deviation 7.80±0.08. 
The variation due to different seed points was very low. Eor the region of the passable 
lumen and the left kidney cortex we obtained similar results. They were compared with 
a manual segmentation that was carried out by a practicing surgeon (see Table 0 and 
Eigure|3). Segmentation with AMM depended on the seed point location. For the liver, 
an overspill happened each time using five different seed points. In order to compare 
automatic computation of the homogeneity criterion with influences from erroneous 
manual definition of it, we repeated the process using intentionally deviated thresholds 
from its estimated value. At ±1% of the total grey level range (i. e., ±15 grey values) it 
led to a doubling or tripling of all error metrics. 



Table 3. Measured values for a comparison of the segmentation results with the regions manually 
segmented. 



Metrics for error 
evaluation 


liver 


passable 

lumen 


left kidney 
cortex 


right kidney 
cortex 


average error 


l.lTO.l 


1.4T0.2 


1.3±0.1 


0.6T0.2 


Hausdorff distance 


3.6T0.3 


4.6T0.6 


6.0T0.0 


2.1T0.1 


oversegmented pixels % 


1.4T0.3 


O.ITO.O 


O.ITO.O 


0.2±0.1 


not segmented pixels % 


5.6T0.7 


10.2±1.2 


23.1T2.0 


14.1±3.1 



5 Discussion 



Results from test images indicated that the homogeneity criterion can be computed very 
accurately using our method provided that the model of homogeneity was appropriate 
for the segmentation task. Even some deviations due to shading and PVE were tolerated. 
Results on CT images were similar to those on the test images. The error estimates 
for the liver segmentation were in the expected range except for the number of non- 
segmented pixels which was higher than expected. However, this may also be due to 
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errors in manual segmentation. There was no leakage of the region if the seed point was 
positioned at least three pixels off the segment boundary. For the passable lumen of the 
aortic aneurysm and for the kidney cortex, the Hausdorff distance and the number of 
oversegmented pixels were in the expected range. The average deviation and the number 
of non-segmented pixels were higher than in the test runs. In summary, the tests have 
shown the practicability of our method for segmentation of organs in CT images. The 
advantages over other region growing methods are that it does not require the error- 
prone specification of parameters of a homogeneity criterion, it does not require full 
segmentation of the scene, and it is less sensitive to the seed point selection than other 
methods that adapt their parameters. 



Fig. 5. Segmentation results of the adaptive region 
growing method for the liver, passable lumen of the 
aortic aneurysm and for the kidney cortex as a dark 
overlay 




6 Conclusions 

We developed a new process of automatically finding the homogeneity criterion in re- 
gion growing based on a simple model of region homogeneity. The method was shown 
to deliver a good approximation of the homogeneity parameters provided that the region 
to be segmented followed the model. Furthermore, the method is rather robust towards 
deviations from this model. In future work we will extend this model in order to accom- 
modate more complex notions of homogeneity by including spatial dependency into the 
model. 
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Fig. 6 . Results of the discrepancy measurement for the average error and for the number of under- 
segmented pixels (black: MBA method, gray: AMM method), average of each time six runs per 
measuring point for the segmentation of test images with variation of the SNR. 




A New Approach for Model-Based Adaptive Region Growing 245 





Size of the boxcar filters 



Fig. 7. Results of the discrepancy measurement for average error and for number of incorrectly 
segmented pixels (solid: under-segmentation, dotted: over- segmentation), average of each time six 
runs per measuring point for the segmentation of test images with variation of the edge gradient. 




Fig. 8. Results of the discrepancy measurement for the average error and number of underseg- 
mented pixels (black: MBA method, gray: AMM method), average of each time six runs per 
measuring point for the segmentation of test images with variation of the shading. 
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Abstract. This is a feasibility study of tumor motion tracking in images 
generated by radiotherapy treatment beam. The objective is to control 
the beam during free breathing so as to reduce the irradiated zone and 
thus preserve healthy tissues. Two algorithms were tested on portal im- 
ages sequences. Optical flow estimation (standard Horn and Schunck’s 
algorithm), applied to images from a patient, gave poor results because 
of low contrast and absence of texture in these images. Target tracking 
algorithm (block-matching), tested on images of a phantom with a radio- 
opaque marker, gave satisfactory results : mean absolute error was less 
than 1 mm. Hence, tumor tracking in portal images is possible, provided 
that a marker can be implanted in tumor’s vicinity. For images without 
markers, further work is necessary to assess if the small amount of mo- 
tion information contained in such images can be reliably exploited. 

Keywords: medical imaging, motion tracking, portal image 



1 Introduction 

This work relates to the treatment of bronchial cancers by conformal radiother- 
apy. To sterilize these cancers effectively, it is necessary to deliver a high amount 
of irradiation, in a reduced volume. However, to ensure the survival and the best 
quality of life of the patient after the treatment, it is necessary to avoid irradiat- 
ing the neighboring healthy parenchyma. The conformal radiotherapy makes it 
possible to destroy cancerous cells and to protect neighboring healthy tissues P . 
In order to concentrate the radiation energy in the tumoral volume determined 
by an expert from scanner images [ 2 |, the treatment beam orientation varies 
during the radiotherapy session (Fig. OIl). Moreover, accelerator’s collimator is 
provided with mobile blades (leaves) which mask the healthy zones (Fig. ^3). 
Their position is recomputed for each angle of the beam. To make coincide the 
planned irradiation zone with the actual tumor, at the beginning of each ra- 
diotherapy session the patient is repositioned using an immobilizing matrix and 
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external marks. Accuracy of the repositioning can be verified using an electronic 
portal imaging device (EPID) 0. The portal images are generated by the treat- 
ment beam itself, on a sensor placed behind the patient’s body. However, few 
sensors accept the very high energy level of the ionizing beam (typically between 
6 and 15 MeV) and provide a sufficiently contrasted image. Only some natural 
landmarks, such as bones, are approximately perceptible. To facilitate the locat- 
ing of soft organs, e.g. prostate, which can move slightly from one day to another 
compared to the bones, an artificial marker can sometimes be implanted in the 
tumor or in its vicinity. 




Fig. 1. a) Schematic representation of a radiotherapy treatment setup: an electronic 
portal imaging device (EPID) can be placed in front of the collimator and moved 
around the patient, following the beam orientation changes, b) Bronchial zone portal 
image obtained by IRIS (Bio-Scan s.a., Geneva, Switzerland). Teeth-like black forms 
visible in the image correspond to the regions protected by collimator leaves. 



The above described technique suits the treatment of the tumors located on 
organs which do not move during the radiotherapy session. For moving organs 
such as lungs, either the irradiated zone is enlarged to cover all the amplitude 
of displacement 0, thus inevitably exposing some healthy tissues, or a mon- 
itoring device is used to detect the patient’s state (apnea or breathing) and 
to automatically start and stop the irradiation in consequence nM However, 
only a minority of patients with pulmonary lesions is able to correctly perform 
the breath-holds necessary in the latter case. The objective of our study is to 
develop a system capable of tracking the tumor motion in real time, so as to 
automatically control the position of the beam or of the patient. We took as a 
starting point the existing techniques of image processing, in particular a soft- 
ware developed within our laboratory, called Echotrack [rn,ii2]. Echotrack uses 
ultrasound images to track in real time the motion (induced by breathing and 
by patient’s movements) of renal stones and automatically adjusts the position 
of lithotriptor’s shock waves generator, according to the displacements of the 
stone. However, ultrasound is not suitable for pulmonary imaging, due to air 
contained in lungs. Instead, the use of portal images seems to be a good solu- 
tion, since it avoids additional equipment and additional amounts of ionizing 
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radiation that would occur when using fluoroscopy, for example. Although con- 
ventional EPIDs provide very low-contrast images and their imaging rate is not 
sufficient, compared with the breathing rate, our project is based on the prospect 
for acquisition of a new-generation system called IRIS (Interactive Radiother- 
apy Imaging System, Bio-Scan s.a., Geneva, Switzerland). This imaging device 
performs frame grabbing of better quality and at a much higher acquisition rate 
(up to 12 images a second) than the conventional EPIDs. 

In the sequel of this paper, firstly two approaches based on optical flow 
estimation and on target tracking will be justified, then the tests carried out will 
be described, lastly the results and perspectives will be discussed. 

2 Methods 

Our project is at the stage of a feasibility study. Let us note that portal im- 
ages have photometrical characteristics (contrasts, dynamics, noise. . . ) which 
strongly differ from the video images (Figs. 03). Given that motion estima- 
tion and tracking algorithms reported in literature generally were developed in 
the context of video image sequences, the first step is to test the applicability 
of the ’’gold standard” algorithms from the video held, to the portal image se- 
quences. In our research, we are exploring two directions. The first one is based 
on a realistic assumption according to which the tumor is not visible in the por- 
tal images because of an insufficient contrast between soft tissues. Provided that 
the motion of the surrounding organs can be determined, it should be possible 
to determine, by interpolation, the displacement of the tumor. This assumption 
leads to explore the algorithms of dense motion held (optical flow) estimation, 
i.e. algorithms which provide an estimate of the motion for each point of the 
image. The second direction is based on the assumption according to which the 
tumour can be highlighted in the images, e.g. by implanting gold markers, like 
in the case of the prostate. Although currently this process is not clinically avail- 
able for the lungs, such an attempt was recently reported H2|. The use of target 
tracking algorithms based on block-matching should then be possible. 



2.1 Optical Flow Estimation 

In the held of the optical flow estimation, the reference method is the one pro- 
posed by Horn and Schunck j^. Generally, each new algorithm is compared to 
the Horn and Schunck ’s one, so as to show the improvements achieved 0. Most 
of these improvements attempt to cope with motion held discontinuities which 
are frequent in video images [ 1 1 )j . However, in a first approximation, motion of 
different organs and tissues within the human body can be considered as contin- 
uous. Indeed, ’’static” organs (liver, kidneys, ...) undergo movements induced 
by the neighboring ’’moving” organs (heart, lungs) and the amplitude of this mo- 
tion ’’continuously” decreases, as the distance from the heart or lungs increases 
and the distance from the bones decreases. Moreover, given the low contrasts in 
the portal images of the thorax, motion discontinuities (if any) would not appear 
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as clean breaks. That is why we chose to test the Horn and Schunck’s method, 
before seeking its improvements. 

Let us remind the foundations of this method. It is based on two constraints: 
1) brightness invariance of the moving points and 2) smoothness of the mo- 
tion field. The first-order Taylor series development of the brightness invariance 
equation gives rise to the so-called motion constraint equation: 



IxU -\- lyV + It — 0 , 



( 1 ) 



where Ix, ly and It are the components of the spatio-temporal gradient of the 
brightness. This single equation is not sufficient to find two unknowns, u and v, 
which are the components of the velocity vector. That is why a second constraint 
is necessary. In the Horn and Schunck’s method, the smoothness constraint is 
expressed using the spatial derivatives of u and v: 



2 2 



( 2 ) 



The motion estimation becomes an energy minimization problem with two en- 
ergy terms weighted by a coefficient a, the smoothing (regularizing) term and 
a data attachment term : 



— (IxU + lyV + It)^ ■ ( 3 ) 

The motion field is estimated by iterative minimization of the following energy 
functional on the image support S: 

^ = J2^d(s) +a£^(s) . ( 4 ) 

sGS 



2.2 Target Tracking 

Usually, the target is an icon, i.e. a small fragment of an image. An icon is first 
selected (automatically or interactively) in an initial image of the considered se- 
quence. Then a similarity criterion is used to find, in each image of the sequence, 
the fragment which matches the target P| . High-level criteria of similarity, such 
as the criteria based on lengths and orientations of line segments, usually are 
more reliable than low-level ones, provided that structural information charac- 
terizing the icon can be extracted from the image data. In our case no structural 
information is available. Hence we are forced to choose low-level methods. These 
methods are generally referenced as ’’block matching”, where a block is simply 
the brightness pattern of the icon. Their implementations differ from each other 
by the search strategy. There are also different possible choices of the similarity 
measure. We implemented the cross-correlation centered on the mean value and 
normalized by the variance (CNV), defined as follows: 



C(x,y) = 






EZi j) - MrF X ZEZi E;=i[i^(b J) - Mp] 












( 5 ) 
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In this formula (x, y) represent the location of the currently tested block, P{i,j) 
is the brightness of the pixel (i,j) in this block, R{i,j) is the brightness of the 
corresponding pixel in the reference block, fi,. are the mean values of these 
blocks and M, N represent the block size. This measure was also implemented in 
our Echotrack software. Its numerical implementation is computationally faster 
when using the following transformation of 0: 

Ylfii R{hj)P{iJ) - MNfj.rfJ.p 

_ ( 6 ) 

Instead of searching for a maximum of similarity, one can seek a minimum of 
disparity. We implemented two well-known disparity measures: sum of absolute 
differences (SAD: k = 1) and sum of squared differences (SSD: k = 2): 

M N 

D(x,y) = ^^|i?(*,j)-P(z,j)|^ (7) 

i=i j=i 

As for the search strategy, we implemented the exhaustive search, which scans 
all the possible locations within a search window, and thus guarantees that the 
global optimum is found. We also tested a much faster, but potentially sub- 
optimal method, used in the Echotrack: a multi-grid strategy with progressive 
mesh-size reduction, called log-D step 0. The search is carried out in a small 
number L of iterations. At each iteration I -|- 1, the similarity criterion is calcu- 
lated for eight locations around the best match location (a;;, yi) from the iteration 
1: {xi -I- A[+i,yi + Z\i+i), G {— di+i, 0, di+i}. Distance between these loca- 
tions (mesh-size) is first equal to di = 2^“^, then c?;+i = di/2, Z -I- 1 G {1, ..,T}. 
At the first iteration, the similarity criterion is also calculated for the location 
(xq, yo) corresponding to the target position in the previous image or to its pre- 
dicted position, in the case of predictable movements. Three iterations are suffi- 
cient to estimate the displacements for normal breathing and usual imaging con- 
ditions. Indeed, the in-plane movement of lungs can be approximately considered 
as sinusoidal with a typical frequency of 12 breaths per minute. The maximum 
peak-to-peak displacement (observed for the lower part of the lungs) reaches 40 
mms. For an acquisition rate of 5 images per second available with IRIS, it can 
be easily calculated that the maximum displacement between two consecutive 
images is equal to 5 mms. Given the typical size of the field of view and the 
resolution of the image acquisition matrix, we have 1 mm = 1 pixel. Hence, we 
need to estimate displacements up to 5 pixels. With L — S the maximum dis- 
placement which can be estimated, is equal to 7 pixels {di+d 2 + ds = 4 -|- 2 -|- 1) . 
The number of scanned locations is then only 25, while 225 locations would be 
scanned for the exhaustive search within a window of equivalent size. 

To facilitate the tests, the above described algorithms were implemented 
within a user-friendly interface designed to easily accept new algorithms in fu- 
ture. It enables the user to open image sequences and to display them, to select 
a sub-sequence and a region of interest (or an icon), to choose an algorithm, to 
tune its parameters and to run it, to display the results and to save them. 
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3 Tests 

The optical flow estimation algorithm was applied to images from a patient with 
bronchial cancer, acquired during a short trial period when IRIS was available in 
Lyon South Hospital. True displacements were unknown. Hence two strategies 
were used to assess the consistence of the results. Firstly, motion fields obtained 
for each pair of consecutive images were visually inspected and compared with 
the perceptible movements. Secondly, the algorithm was tested on sequences 
with synthetic motion generated by taking one image from the original sequence 
and by applying to it known translations. 

Obviously, it was not possible to test the target tracking algorithm on images 
from patients, since implanting markers in the bronchial region is not yet clini- 
cally available. However, it was necessary to test it on image sequences where the 
location of he target is perfectly known. Moreover, the images were to show the 
same characteristics (contrast, noise, resolution) as real images and the move- 
ment was to resemble breathing (same amplitude, speed and acceleration). The 
best means of acquiring images under conditions close to the clinical reality, 
while controlling the displacements which one wishes to estimate, is the use of 
a phantom. We used a phantom (Fig. Ej) having the same average density as 
the human body, and density variations simulating the internal organs (namely 
lungs). A metal implant approximately 3 mms in diameter was placed inside. 
Breathing was simulated by table displacements controlled by electric drives. 
We simulated a sinusoidal movement along the head- feet line, with 40 mms of 
amplitude and a frequency of 12 breaths per minute. A series of static images 
was acquired using a conventional EPID (Varian, Palo Alto, USA), in table po- 
sitions corresponding to the acquisition rate of 5 images per second. Then the 
user manually selected, in the first image, rectangles of various sizes, framing 
the marker. These rectangles, each one in his turn, were considered as a target 
and tracked using the implemented algorithms. 




Fig. 2. Experimental setup for image acquisition of human-body phantom. Top down : 
the collimator of the accelerator, the phantom, the mobile table with position controlled 
by electric drives. The imaging device is placed below the table. 
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4 Results and Discussion 

The optical flow estimation method, applied to images from a patient, gave 
poor results for both real and synthetic motion. Significant velocity vectors were 
concentrated in a few regions having enough contrast to carry the motion infor- 
mation (Fig.|^). For the majority of pixels, the spatio-temporal gradients were 
close to zero, which explains the null amplitudes of the velocity vectors. The 
smoothness constraint involves a kind of averaging: although it propagates the 
motion information towards the homogeneous zones, it also reduces the ampli- 
tude of estimated displacements where the motion information is present. The 
conventional approach is thus unsuited. However, one can consider a similar 
method where the points used for calculations would be selected according to 
their spatio-temporal gradients. Instead of the smoothness constraint applied 
to dispersed points, one could use a model of movement common to all the 
points, e.g.'. translation combined with homothety, to take into account the ex- 
pansion/contraction of the lungs. 




Fig. 3. a) Fragment of motion field obtained for a pair of IRIS images from a patient. 
The only region with enough contrast to carry the motion information is the boundary 
of the heart (near the diagonal line of this sub-image) . b) Portal image of the phantom, 
obtained by a conventional EPID. The implanted marker (center of the rectangle) is 
hardly perceptible in the image, c) The marker highlighted by histogram equalization 
of the image fragment bounded by the rectangle. 



Unlike the Horn and Schunck’s algorithm, the target tracking algorithms 
gave satisfactory results, although the marker was hardly perceptible in the con- 
ventional EPID images (Fig. Ob)- The most important result is the fact that 
each algorithm followed the target all along its displacements, although the es- 
timated position was not always perfectly centered on the theoretical position 
of the marker. This means that portal images can be used for the purpose of 
pulmonary tumor tracking, provided that stable (non-migrating) markers can 
be implanted in clinical practice. The tumor-tracking system presented in uni 
was based on the same assumption, but used an additional imaging system with 
fluoroscopic cameras instead of an EPID. 





254 



M. Orkisz et al. 



Table 1. Estimation errors in target tracking. First three columns: exhaustive search 
with different similarity / disparity measures and constant block-size; SSD = Sum of 
Squared Differences, SAD= Sum of Absolute Differences 0 , k = 2 and 1 respectively, 
CNV = Correlation Normalized by Variance O- Next three columns: exhaustive search 
with CNV and different block-sizes. The last column: log-D step search with CNV. 



error [mms] 


SSD 


SAD 


CNV 


10 X 10 


16 X 16 


40 X 40 


log-D step 


maximum 


3.16 


2.24 


2.24 


1.0 


1.0 


2.24 


1.0 


mean 


0.91 


0.84 


0.65 


0.52 


0.56 


0.64 


0.56 


cumulated 


1.0 


2.0 


2.24 


1.0 


0.0 


4.12 


0.0 



The precision of the tracking for different combinations of search strategy and 
similarity/disparity measure is reported in (Tab. 0. With an image resolution 
of 1 mm = 1 pixel, the mean value of absolute errors was comprised between 
0.52 mm and 0.91 mm. These values are to be compared with the uncertainty of 
positioning of the table, equal to 1 mm. The correlation m performed slightly 
better than the disparity measures 0, hence it can be recommended for this 
application. Although it is approximately three times slower than the disparity 
measures, it still can be computed in real-time when combined with the log- 
D step strategy which gave as good as results as the exhaustive search. The 
cumulated error corresponds to the residual distance between the estimated and 
theoretical positions of the target after a complete breathing cycle. As expected, 
the best results were obtained for the blocks big enough to contain the entire 
target, but not too big. Indeed, the largest cumulated error (4.12 mm) occurred 
for a great block which could be regarded as model of the background rather 
than of the target. All these errors are smaller than the uncertainty margins 
(5-15 mm) added by the expert to perceptible tumoral volume, when defining 
the irradiation zone in static cases. 

5 Conclusion 

In our study, we applied conventional motion estimation and tracking algorithms 
in a new context of portal image sequences, to assess the possibility of tracking 
bronchial tumors during radiotherapy treatment. Unlike the existing methods 
designed to take into account these tumors’ motion, our approach does not re- 
quire any additional equipment compared to the standard radiotherapy setup. 
Despite very low contrasts in the portal images, our results show that tracking of 
bronchial tumors’ motion is feasible, using block-matching algorithms, provided 
that a radio-opaque marker is implanted in the tumor’s vicinity. Such markers 
were already used by a competing Japanese team, but in a more complex setup 
with an additional fluoroscopic imaging system instead of the portal imaging 
device. Let us note however, that marker implanting is not yet available in the 
clinical context. Motion estimation without markers is much more difficult. The 
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conventional optical flow estimation approach using the smoothness constraint 
is not appropriate. However, our results suggest that a specially tailored algo- 
rithm, using a model of the movement and a selection of points based on the 
spatio-temporal gradient values, could do better. 
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Abstract. A scheme for cell extraction in color histological images 
based edge detection and thinning is considered. An algorithm for 
thinning of color images is proposed that is based on thinning of pseudo 
gray-scale image. To extract accurately gray-scale levels, we propose a 
new coordinate system for color representation: system PHS, where P 
is a vector of color distance, H is a hue (chromaticity), S is a relative 
saturation. This coordinate system allows one to take into account 
specifics of histological images. Comparison of image thinning in other 
coordinate color systems is given that shows the image thinning in PHS 
system produces a rather high-quality skeleton of the objects in a color 
image. The proposed algorithm was tested on the histological images. 

Keywords: image thinning, color spaces, biomedical images 



1 Introduction 

Color image processing is rapidly developing area of research and applications 
due to widely used color image acquisition devices now. However, many algo- 
rithms that have been successfully used in grey-scale and binary image processing 
are not immediately applicable to color images. 

In difference with gray-scale images where each pixel is represented by three 
coordinates {x,y and brightness), color image is exemplified by five coordinates: 
three characteristics of the color (hue, luminance, saturation), and two coor- 
dinates of the spatial location of the object {x,y). Mutual influence of these 
coordinates is very complex and its analysis is usually time-consuming. Based 
on color coordinates, we may consider that in color image we deal with three 
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gray-scale images. Correspondingly it is possibly to build color image processing 
algorithms proceeding from corresponding gray-scale algorithms. However, we 
should answer on the question: what does correspond to a grey level in a color 
image ? 

One of the most significant operations in image processing is thinning that 
transforms original ’’thick” object in lines of one-pixel thickness. Thinning is 
very well developed for binary images 0. During last decades, there appeared 
quite many papers with algorithms for thinning of grey-scale images |lld| but 
there are no practically algorithms for thinning of color images. However, color 
always gives specifics in image processing and object recognition that leads to 
necessity to develop special algorithms for color image processing. 

Here, we consider processing of color histological images that usually contain 
cells, kernels, etc. Cells can be classified by using their shape and structure. 
The cell shape can be treated as almost round-shaped (circular-based primitive) 
and not elongated. The cell structure is characterized by its kernels and kernels’ 
position. Another important cell feature is its position in a tissue. 

It is practically impossible to select or develop automatic segmentation meth- 
ods that can automatically extract required cells and compute their charac- 
teristics. That is why most of the papers consider particular features of cell 
images and methods of their segmentation. Among the main cell segmentation 
approaches are those based on edge detection, thresholding, snakes. Hough trans- 
form, morphological operations, neural networks 

There are several papers analyzing color cell images |UJZ|. In paper 0, 
for cell image segmentation, RGB space and Lab space are combined. By this 
method, both the nucleus and cytoplasm of cancer cells can be separated from 
background. Then, the candidate cancer cells are selected using some morpho- 
logical features of nuclei, the purpose of this step is to pick out most of the 
non-cancer cells and leave a few doubtful cells for further verification, therefore 
improving the efficiency of the whole recognition process. As the last step, for all 
the candidate cells, some statistic parameters in different color space are calcu- 
lated, which are used as features for recognition. Paper [ 7 | proposes to segment 
color cell images by Constraint Satisfaction Neural Network (CSNN) algorithm. 
This is accomplished by incorporating in the CSNN algorithm multiresolution 
scheme using pyramid structure. 

The results of segmentation often depend on a cell image quality and when 
difference between cell or kernel and background is small, most of the methods 
do not work properly. We analyzed a wide range of cell images and consider 
that cell shapes can be correctly extracted through edge detection and thinning 
approach. 

In this paper, we propose the algorithm for thinning of color images that is 
based on thinning of pseudo gray-scale images. To extract accurately gray-scale 
levels, we propose a new coordinate system for color representation and propose 
algorithm to thin separate gray-scale images. Examples of thinning for color 
histological images are given. 
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2 Coordinate System for Thinning Histological Color 
Images 

Pseudo-colors usually require introduction of special coordinate system where 
they will be reflected. From other side, new coordinate system should reflect 
specifics of images and algorithms. Such as we orient to morphological algorithms 
and histological images that have special features, we will build the correspond- 
ing coordinate system. 

One of the most important characteristics of an object in a histological color 
image is its chromaticity. If image fragments have an abrupt jump in chromatic- 
ity, they are either the object or its part. However, chromaticity almost does 
not influence the object topology. From other side, if we process one coordinate 
instead of two, we get a twofold gain in the speed. In most operations of the thin- 
ning, the processing of the image consists of many iterations, hence this gain is 
essential. 

Thus, processing of vector of color distance between the origin of coordinates 
and the desired point can be an advantageous. It equals the sum of the vectors 
of the luminance and saturation or the sum of the basis RGB vectors which 
directly specify the color. Therefore, it contains information about both the 
luminance and saturation and is a gray-scale value, which is most appropriate for 
the thinning on color images. That is why we propose to introduce the coordinate 
system where one of the axes is the vector of the color distance, and another, 
the quantity which features chromaticity. 

Let us consider a cylindrical coordinate system whose central axis is a result 
of the vector summation of axes of RGB system and has a meaning of the 
monochromatic component. First of all, it should be noted that chromaticity, 
which is characterized by the angle of rotation, is an independent feature of the 
object, whereas saturation and luminance depend upon the external conditions. 
Thus, the most efficient for analysis will be employment of the vector of the color 
distance, which is equal to the sum of vectors of luminance and saturation or the 
sum of the basis RGB vectors, which directly exemplify the color. It remains to 
introduce a quantity, which will characterize a correlation of the luminance and 
saturation. Such a quantity is the angle between the vector of the color distance 
and central axis of the frame of reference. This quantity has a meaning of the 
relative saturation and should not vary during image processing. The purpose 
of this quantity is to reconstruct the relation of the luminance and saturation 
in inverse transformations. Thus, in the following, we shall call this spherical 
system of coordinates as PHS, where P is the vector of the color distance, H is 
hue (chromaticity), S is relative saturation. 

In order to obtain a desired system, it is necessary to carry out two rotations 
of the coordinate axes about 45°. We have carried out a rotation in the plane 
RB, and then in the plane RG. This resulted in the following transformations of 
the coordinates: 

r Z = \{R + V^G + B) 

\ Y = B) 

[x = -^{R-y/2G+B). 
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Passing from Cartesian coordinates ZYX to the spherical ones, we obtain 
PHS: 

{ P=y/WTWTW 
S = arccos . 

For operations of the gray-scale morphology in this system, P is used. For 
separation, H is employed, and S is always invariable because this value corre- 
sponds to the relation of the luminance and saturation. 





Fig. 1. Coordinate systems: a) RGB and ZYX systems, b) ZYX and PHS. 



Thus, we have obtained a system of color coordinates, which can be profitably 
employed for thinning of color images. 



3 Thinning of Color Images 

We propose to use pseudoimage, each pixel of which corresponds to the vector 
of the color distance of initial image. Pseudoimage corresponds to a gray-scale 
image, thus we can apply our algorithm of gray-scale thinning jOj for thinning 
of color image. 

In the pseudoimage, which consists of the vector of color, all gray-scale levels 
are analyzed simultaneously and radius-vector of the distance of the color of a 
pixel which satisfies the above-mentioned conditions is diminished by 1. In order 
that diagonal pixels would not be processed twice during one run, they should 
be marked; for this purpose, an additional array is generated with dimension 
that corresponds to the dimension of the image. After the cycle is passed, the 
array is zeroed. This guarantees that pixels are processed only once in a single 
cycle. The number of iterations of tail removal is equal to the maximum length 
of the branches, which should be removed. 

When each cycle is executed, the branches that arise due to roughness of the 
object are removed. The following condition is checked for every pixel: 
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If (pO >= X OR pi >= X OR p2 >= X OR p3 >= x OR p4 >= x OR 
p5 >= X AND p6 < x) 

AND (p2 >= X OR p3 >= x OR pi >= x OR p5 >= x OR p6 >= x OR 
p7 >= X AND pO < x) 

AND (pi >= X OR p5 >= X OR p6 >= x OR pi >= x OR pO >= x OR 
pi >= X AND p2 < a;) 

AND (p6 >= X OR pi >= X OR pO >= x OR pi >= x OR p2 >= x OR 
p3 >= X AND p4 < a;) then the central pixel is diminished by 1. 

Each pixel in the image has eight neighbors, which are numbered according 
to the following scheme (Fig. [^. 



P3 


P2 


p1 


p4 


X 


pO 


p5 


p6 


P7 



Fig. 2. 8-neighborhood of a central pixel x 



The result is a skeleton of the image, which has fragments with different hues 
and smoothly varying luminance and saturation. 

4 Binarization of Color Skeleton 

The binarization is carried out at a single run of the image. If the pixel to be 
processed has at least one of the four neighbors (pO, p2, p4, p6) with a radius- 
vector of the color distance less than its own, or all diagonal octo-neighbors have 
a radius- vector with the color distance less than its own, its value is set to 1, 
otherwise to 0. That is: 

r 1, if pO < X OR p2 < A OR p4 < A OR p6 < A OR 
A = <^ (pi < A AND p3 < A AND p5 < A AND pi < A) 

[ 0, otherwise. 

5 Experimental Results 

The developed algorithm has been applied for processing of histological images 
of a human liver, where the cell nucleus had to be extracted (Fig. EJ- The al- 
gorithm of cell extraction includes cell edge detection for which Sobel gradient 
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has been applied first (Fig. |3 d). Then, color thinning allowed us to obtain one- 
pixel thickness contours of the cell edges (Fig.0:). Subsequent hue binarization 
allowed us to extract precise contours of the cell nucleus (Fig. 01). 

Practical verification has demonstrated that the algorithm allows one to ob- 
tain a good-quality skeleton of the objects in the color image. However, employ- 
ment of the harmonic functions decelerates the process of the preparation of the 
image for processing, therefore, subsequent refinement of the algorithm through 
the optimization of the coordinate transformation is possible. 




Fig. 3. The process of separation of the nucleus of the cell from a histological image: 
(a) initial image; (b) Sobel gradient transformation with respect to the radius- vector of 
the color distance; (c) thinning with respect to the radius- vector of the color distance; 
(d) threshold segmentation with respect to the hue and binarization. 



6 Comparisons 

Let us compare thinning in the proposed coordinate system with that in other 
systems. The result of the processing of pseudoimages, which consist of the vec- 
tors L and S of HLS system, is presented in Fig.^. There are many superfluous 
ridges in this system, although processing here may be accepted as satisfactory. 
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Systems MKO with adapted to human vision monochromatic luminance Y 
(YUV, YXZ, YIQ, etc.) are also well accepted. Thinning is not very effective 
in these systems because they do not take into account correlation between the 
luminance and saturation. The result of the processing of pseudoimages, which 
consist of vectors Y of YIQ system is presented in Fig. 0:. In this coordinate 
system, there is a distortion of colors. Similar operations in the RGB system 
lead to occurrence of false branches, ridge bifurcation, distortion of the geo- 
metric colorimetric properties (Fig. 0 d) and do not lead to a result of practical 
significance. 




Fig. 4. The results of image thinning for extraction of a cell nucleus in hystology 
image: (a) in HLS system; (b) in RGB system; (c) in YIQ system. 



7 Conclusion 

Algorithm for thinning of color images has been proposed. Special color coordi- 
nate system PHS has been proposed that allows to take into account specifics 
of images and algorithm. The proposed algorithm was tested on the biomedical 
images. Comparison with other coordinate color system was given that shows 
the image thinning in PHS system produces a rather high-quality skeleton of 
objects in a color image. 
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Abstract. We are presenting a software tool developed for the purpose 
of atherosclerotic plaque study in high resolution Magnetic Resonance 
Images. A new implementation of balloon-type active contour model 
used for segmentation and quantification of blood vessel lumen is 
described. Its originality resides in a dynamic scaling process which 
makes the influence of the balloon force independent of the current 
size of the contour. The contour can therefore be initialized by single 
point. Moreover, system matrix inversion is performed only once. Hence 
computational cost is strongly reduced. This model was validated in ex 
vivo vascular images from Watanabe heritable hyperlipidaemic rabbits. 
Automatic quantification results were compared to measurements 
performed by experts. Mean quantification error was smaller than 
average intra-observer variability. 

Keywords: medical imaging, active contour model, magnetic resonance 
images 

1 Introduction 

Atherosclerosis is a disease of the vascular wall, which can cause hemodynamic 
troubles and acute accidents due to rupture of the atherosclerotic plaque. Its 
two well known manifestations are stroke (acute cerebrovascular disease) and 
myocardial infarction (acute manifestation of cardiac ischaemia). There is a 
growing field of investigation dealing with the atherosclerotic plaque identifi- 
cation and characterization before plaque rupture and severe lumen obstruction. 
Animal models of pathologies met in humans are used to evaluate both the 
therapeutic methods and exploration techniques. Magnetic Resonance Imaging 
(MRI) in our case. Watanabe heritable hyperlipidaemic (WHHL) rabbit was de- 
scribed as a well suited model for the atherosclerosis. Characterization of the 
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plaque structure and composition has been performed by means of in vitro high 
resolution MRI. These studies have shown good correlation with histology P 
- E (fig©- Among other tasks, such studies require quantification of the vas- 
cular lumen and of the plaque in numerous images. This tedious task needs to 
be computer-assisted. First-level assistance is an interactive region drawing and 
automatic calculation of the corresponding areas, diameters and perimeters. The 
second level is a user-initialized automatic segmentation, with eventual interac- 
tive corrections in difficult cases where the user disagrees with the automatically 
found outlines. The objective of the hereafter presented work was to realize an 
assistance tool with a maximum degree of automation, so as to save the user’s 
time and to improve the reproducibility of the results. 




Fig. 1. Histological section (left) and in vitro MR image (right) of a human artery with 
a large atheroscerotic plaque. Expert hand-drawn regions representing different plaque 
components in the histological section were simply superimposed on the MR image. 
Slight differences are mostly due to tearing of the artery during manipulations 



One of the main functionalities of this tool is an automatic extraction of the 
vessel lumen contour. In medical images, smooth closed boundaries are expected 
in most cases, in particular in the case of the vascular lumen, while simple edge 
detection often leads to discontinuous lines with gaps and protrusions, because 
of contrast variations and noise. One of the methods suggested to obtain smooth 
continuous contours is based on the minimum-cost path search formalism jBI. 
However, the technique most used today in the medical image processing, is 
based on deformable models (see |Zj for a survey) or on deformable templates 
0. This technique consists in using an initial form (curve, surface . . . ), provided 
with certain properties of flexibility and elasticity, which is gradually deformed 
to coincide with the boundaries present in the image. The deformations occur 
under influence of external forces which attract the form towards image points 
the likely to belong to a boundary (typically maximum of the gradient), and of 
internal forces which attract it towards an expected reference form. Since the 
very first implementation of planar deformable models called active contours 
or snakes jOj many improvements have been proposed in order to make the 
result initialization-independent. We proposed an original implementation called 
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Dynamic Active Contour (DAC) which only needs a single initialization point 
inside the object m and which can propagate on a whole sequence of images 
representing contiguous cross-sections. The algorithm was implemented within 
a user-friendly graphical interface nicknamed ATHER. 

This paper describes a validation of this tool applied to the vessel lumen 
quantification in ex vivo MR images from WHHL rabbits. In the sequel, firstly 
the animals and the image acquisition protocol will be described. Then the DAC 
model, the features of the software and the validation method will be detailed. 
Lastly, the obtained results will be presented and discussed. 

2 Animals 

The entire study includes six WHHL rabbits, three homozygous and three het- 
erozygous, two of which had a lipid-rich diet. First, two kinds of in vivo MR 
images were acquired: one set of images focused on the vascular wall, the other 
one used a contrast agent in order to highlight the vessel lumen. Then the animals 
were sacrificed at age between 13 and 18 months. Their entire aorta with heart 
and kidneys were removed after fixation under perfusion with paraformaldehyde. 



3 Images 

In vitro MR imaging was performed with a 2 T horizontal Oxford magnet and a 
SMIS console. The specimens were placed on a half-birdcage RF coil of 25 mm 
diameter working at 85.13 MHz. High resolution axial images of the thoracic 
and abdominal aorta were taken using a multislice 2D spin-echo sequence with a 
256 X 128 matrix. Slice thickness was 0.8 to 1 mm and the pixel size was 58 to 78 
/xm. T1 and T2 weighted images were obtained with TR/TE = 600/21 ms and 
1800/50 ms respectively. Six territories have been explored from the aortic arch 
down to the iliac bifurcation. The acquired images were organized into series, 
one per territory (figEJ. 

4 Dynamic Active Contours 

Let us first remind some fundamentals on active contours. A deformable contour 
model is defined by a parametric curve v{s,t) = {x{s,t),y{s,t))’^ , which evolves 
in time t and space, and by its energy, E{v) = Eint{v) + Eext(i^)- The energy 
Eint{v), corresponding to internal forces, imposes constraints on the first and 
second derivatives of the curve: 



E{v) = Eelasti.v) + Efiex{v) = a 

Jo 



dv{s, t) 
ds 



2 

ds + (I 




d'^v{s, t) 
ds^ 



2 

ds 



( 1 ) 



where a controls its elasticity while /3 controls its flexibility and s G [0,1] is 
the arc length. There are two kinds of external forces represented by a potential 
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Fig. 2. Examples of high resolution cross-sectional MR images of a rabbit aorta. Longi- 
tudinal section with lines showing the positions of cross sections from the corresponding 
series (left). Cross-sectional images weighted T1 and T2 (right). Vessel lumen appears 
in black, surrounded by a thick vessel wall layer (media), which appears in grey (better 
delineated on top) . Atherosclerotic plaque is perceptible as an additional layer between 
the media and the vessel lumen in the right part of each image (arrow). In fact, the 
plaque is a pathological thickening of a thin internal vessel wall layer (intima). 



energy Eext{v) = J^^^P{h'{s,t))ds : image forces and a balloon force. The link 
between potentials Pi{v) and forces is given by : Fi(y) = —VPi{v). The image 
forces are usually designed to attract the snake toward strong intensity gradients. 
One can also use prior knowledge about the vessel outline as function of the 
intensity, so that the potential energy function has a minimum at the vessel 
boundary. With an initialization far from any edge, the active contour would 
collapse. One solution consists in adding an external balloon force Fb El , which 
acts like an inflating pressure, and makes the active contour model move without 
any image gradient. It is expressed as F^ = 6 n(s,t), where n(s,t) is the normal 
unitary vector oriented outward at the point and & is a coefficient which 

controls the inflation. The total external force F^xt{v) is a weighted sum of these 
forces. 

The parametric curve v{s) is fitted to the image by minimization of the energy 
F{v). The minimization is a temporal and spatial discrete process, using a finite 
number N of snake points k) that approximate the snake as a polygon. The 
partial derivatives in dU are approximated by finite differences dv{s, t) /ds ~ 
{iy{{i+ 1) , k) — iy{{i — 1) , k) /2h, with h the discretization step of the snake points 
on the contour. The snake is iteratively deformed, explicitly using the external 
forces Fgxti^) at each point of the snake, while implicitly minimizing the internal 
energy. The new position v(i, k) at time step k is computed by solving the 
associated Euler equations. These equations can be solved by matrix inversion : 

v{i, k) = [ 7 I -f A]“^ • [7 • v{i, fc - 1)] -I- Fext {v{i, k - 1))] . (2) 

This equation is referred to as the evolution equation of the snake. The ma- 
trix A represents a discretized formulation of the internal energy. The damping 
parameter 7 controls the snake deformation magnitude at each iteration. 
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The discretization step h depends on the number of snake points N and, 
initially, is equal to the distance between the snake points. The evolution equa- 
tion is only valid if the snake points are equally spaced and the step h is 
unchanged. After each iteration however, the length of a snake grows due to 
external force, and h does not correspond to the real distance between the snake 
points. In conventional implementations of the active contours, the internal en- 
ergy, especially the term E^iastiy) associated with the contour’s tension, grows 
with the snake length and may stop the snake before the boundary is reached. 
This is particularly annoying if the initialization is far from the final position. 
In this case, the model needs to be resampled with a new (higher) number of 
snake points iV, or/and a new step h. The by matrix [7I -I- A], as well as 
its inverse have to be recomputed. This is a time-consuming task which limits 
the classical snake model application in many cases. 

In order to make the snake scale-independent and allow an initialization by a 
single pixel in the image, we proposed m a new numerical scheme for the snake 
energy minimization. It was designed to preserve the validity of the equation (2) 
in spite of the evolution of the snake’s size. It only needs a single computation of 
the matrices [7I -I- A] and [7I -I- A]“^, and uses a fixed number of points for all 
the iterations. The snake size is scaled at each iteration, in order to normalize 
the internal energy of the model with a fixed discretization step h' = 1. The 
scaled snake k — 1) has a normalized length equal to N. It is obtained from 
the actual snake and the average distance h^-i between its points: 

- 1)) = v{i,k - l)/hk-i ■ ( 3 ) 

The scaled snake is deformed according to the evolution equation 0, using 
the external forces F^xt from the non-scaled snake. Hence, the new (scaled) 
positions for the snake points k) are: 

v'{i, k) = [7I -f A]“^ • [7 • F{i, k-l)] + Fext (j^(*, k - 1))] . (4) 

Let Ai/'(z, k) be the snake deformation vectors for each snake point: 

Av' {i,k) = v' {i,k) — v' (i,k — 1) . ( 5 ) 

The deformation vectors are computed with a normalized internal energy, 
and the deformation is directly applied onto the non-scaled snake Az/(i, k) = 
Av'(i^k). Therefore, the new position of the snake, after the normalized defor- 
mation is: 

u{i,k) = v{i,k — \) + Av{i,k) . ( 6 ) 

In this new position, the snake points are redistributed along the polygonal 
outline, to ensure equal distances for the next iteration. 

5 Graphical Interface: ATHER 

ATHER stands for Atherosclerosis MR image visualization and quantification 
software. It displays one entire image series at a time. Each slice can be zoomed. 



Dynamic Active Contour Model for Size Independent Blood Vessel 269 



its histogram can be interactively stretched and signal to noise ratio as well as 
the standard deviation of noise can be measured in user-selected regions. Ves- 
sel lumen contours can both be manually drawn and automatically extracted, 
with a possibility of interactive refinement if necessary. The automatic contour 
extraction needs no parameter tuning, since the parameters of the DAC model 
have been experimentally optimized for the available vascular images. Firstly, 
we set the parameters of the general shape of the boundary, i.e. weighting co- 
efficients of the flexibility and elasticity terms. Secondly, we set the coefficients 
of the image force (gradient) term and of the stop criterion. We thus obtained 
a class-of-image dependent model. The same set of parameters is applicable for 
example to MRI of rabbits {in vitro and in vivo) and to human MR angiogra- 
phy of aorta and carotid arteries. Hence, the only necessary user interaction is a 
double-click in the vessel lumen in the selected slice. For further speed-up, the 
contour extraction can be performed in the entire series. The extracted contour’s 
gravity center becomes the starting point for the contour extraction in the next 
slice and so on. This method is applicable because each series represents a short, 
approximately straight, portion of the aorta (figl2[)- Quantitative results (area, 
perimeter and diameter) are displayed and stored in a computer file. ATHER 
also features such functionalities as automatic extraction of the external contour 
of the vessel wall, as well as semi-automatic plaque quantification (figOj). They 
will not be detailed in this paper, because their validation is still ongoing. 





Fig. 3. Left: cross-section of an artery with internal (dots) and external contours (line) 
of the vessel wall superimposed and plaque delineated. Right: schematic representation 
explaining the image structure. 



6 Measurement Protocol 

Validation of the DAC model was performed on a subset of three from six rabbits. 
The measurements were done on 121 slices subdivided into series corresponding 
to different territories (contiguous slices). 
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Quantitative validation was based on area measurement. The areas of the au- 
tomatically extracted contours were compared with the areas of the contours pre- 
viously drawn by two experts using Osiris software (University Hospital Geneva 
Swizterland) . Let us note that Osiris also offers the possibility of an automatic 
contour extraction. However, it needs to be done in each slice separately, after 
an interactive selection of a region of interest and an adjustment of a tolerance 
parameter (percentage of image dynamics). In practice, the experts used this 
automatic extraction and stored the result only when, in their opinion, the con- 
tour perfectly fit the boundary. Otherwise they drew it manually. In order to 
quantify intra-observer variability of the measurements, one expert re-measured 
the areas in 45 slices, 6 months later. Inter-observer variability was calculated 
for the same set of 45 slices. ATHER’s intra-variability was calculated after ap- 
plying the automatic contour extraction twice to all the data set. The user was 
authorized to change the initialization point in single images within a series but 
not to modify the resulting contours. 

For a qualitative comparison between ATHER and the experts, contours’ 
forms were visually inspected. However, distances between contours could not 
be measured except for a couple of slices for which the contours hand-drawn by 
the experts were stored as curves. All the other results of the expert-performed 
measurements were only stored as area values. 



7 Results 

The contours automatically extracted using the DAC model are very close to 
the experts’ ones. For the available (stored as curves) experts’ contours, the 
maximum distance was about one pixel (fig. EJ. 




Fig. 4. Qualitative comparison between the contours drawn by ATHER and by the 
Expert. Maximum distance is about one pixel. The curves’ thickness, in this picture, 
is 1/3 of the pixel size. 



This qualitative result (see also figEJ agrees with the quantitative compari- 
son. Average absolute difference between the experts’ measurements and ATHER 
measurements, calculated over the slices i and over the experts j: 



\AreaATHER{i) ~ Areaexpert, (*) | 

Area^iz) ^ 



( 7 ) 
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was equal to 4% for the entire set of data. It is to be compared with the variability 
of the expert-performed measurements calculated in a similar way. The intra- 
observer variability was as large as 6,4% and the inter-variability between the 
two experts was equal to 4%. The high intra-observer variability, compared to 
the inter-observer variability, can be explained by the very long delay between 
the two measures and by the fact the the second series of expert’s measurements 
was carried out on a different screen. 




Fig. 5. Examples of results obtained with the DAC model in different territories (we 
note the variable quality (signal to noise ratio) of images). 



However, the maximum difference between ATHER and the experts was as 
large as 19%. Large errors like this occurred in a few images of particularly poor 
quality (high level of noise) and in case of images with residual quantities of 
formol in the vessel lumen (figEJ. In the latter case, even an experienced human 
eye is sometimes unable to distinguish the boundary between these residues and 
the vessel wall. As confirmed by the second expert, human diagnosis based on 
these images cannot be reliable. We also calculated the intra-variability of the 
results obtained with ATHER. This variability was not more than 1,2%. When 
the images are of good quality, the automatic contour gives very good results and 
is very insensitive to the position of the initialization point. The error increases 
moderately for reasonable noise levels. In one of the rabbits, the measurement 
error increased from 6.7% to 9.5%, as the noise standard deviation increased 
from 0 to 6% of the image dynamics. 

Let us underline time savings obtained with ATHER. The experts used ap- 
proximately 1 hour to obtain the measurements for 45 slices, with their usual 
operating mode. It is to be compared with execution time by ATHER, e.g.: for 
a series of 17 slices, all the operations from image file opening to 3D surface 
rendering of the automatically extracted contours, took 30 s on the same PC. 

8 Discussion and Conclusion 

The main characteristics of our active contour implementation are fast computa- 
tion and results stability with different starting points within the vessel lumen. 
The latter characteristic reduces to minimum the user interaction. In particular, 
when propagating the boundary extraction from one slice to another, the previ- 
ous contour’s center can be used as starting point. This is very useful when slice 
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Fig. 6. Example of image where the automatically extracted contour was significantly 
different from the expert’s one, due to poor image quality and a residue of formol in 
vessel lumen. 



spacing is large and the contour forms may vary significantly between neigh- 
boring slices. In our study the slice spacing is large so as to coincide with the 
thickness of histological slices. However, with smaller spacing, the current con- 
tour can be initialized by the previous contour, slightly reduced. In this case, the 
contour extraction is even faster and more robust. The extracted planar contours 
are not only used for the purpose of quantification. They are also exploited for 
the sake of 3D visualization. From the detected boundary points, ATHER gen- 
erates a shaded surface display (figJZJ which can be interactively animated. This 
is of great interest for visual assessment of the overall intraluminal morphology 
of the plaque. The herein presented work is a part of a wider project. ATHER 
will be validated on in vivo images from the same rabbits, also for the external 
boundaries of the vessels. In parallel, the same model was implemented in an- 
other graphical interface, named MARACAS, specially designed for the study 
of MR angiography images, i.e. images of the vascular lumen obtained after a 
contrast agent injection. It was already validated on images from phantoms cm- 
Now, it is applied to images from our rabbits and from patients. 
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Abstract. A new method of image reconstruction for active, pulse thermogra- 
phy is presented. Based on experimental results the thermal model of the ob- 
served object is proposed. Studies on thermal transients basing on the FEM ob- 
ject model are presented. Examples of reconstructed images are presented and 
described for phantoms and for in-vivo measurements. Possible applications are 
discussed. 
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1 Introduction 

Non-destructive and non-invasive methods of object inspection are under studies since 
years. Imaging methods are especially under development because of easy interpreta- 
tion of an image by a human. In medicine such techniques as Computed X-ray To- 
mography or Magnetic Resonance Imaging are currently in a common practice. Ther- 
mography has been introduced as a new medical diagnostic method by the late fifties. 
The first studies were dedicated to the breast cancer detection based on static and 
unprocessed thermal images [5]. During next decades some methods have been pro- 
posed to enhanced quality of thermal images or to create quantitative detection rules. 
Some of them improved contrast by application of microwave irradiation applied to 
tumor detection [12][13]. Other introduced statistical description and differential 
analysis of thermal image regions [1][8]. However, because of overuse resulting in 
high number of false negative diagnosis produced, lack of standard procedures and 
sensitivity to local conditions, medical applications of thermography have been criti- 
cized and not fully accepted in clinical practice. In the passing decade thermal imaging 
was under continuous development resulting in the new technology of uncooled focal- 
plane-array thermal detectors [7]. New thermal cameras were introduced and applied, 
especially for non-destructive testing (NDT) of materials. New measurement tech- 
niques proposed for NDT has been found also interesting for medical applications [9]. 
In this paper a new image reconstruction technique for pulsed thermography [2] is 
proposed. 
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2 Method 



In the pulsed thermography a target object is excited during a given time period fj 

c/p(f) = A*(a)(f)-a)(t-ti)) , (1) 



where: A - amplitude of the excitation, <l>(t) - Heaviside, step function. 

Different methods of excitations can be applied including optical heating, used in the 
reported study. As a result of the heating the object temperature varies in time ac- 
cording to thermal properties of the object. Taking into account a single point of the 
object its temperature can be represented as a set of samples 







s‘’ s’’ sP 

‘^«+2 ’ “^«+3 '^ n+c 



( 2 ) 



where: n - total number of samples measured during heating, c - total number of sam- 
ples measured during cooling, p - index of a measurement point. 

In thermography a set of object points are measured giving a rectangular grid of values 
- image pixels. The geometrical size of the measurement area depends on the spatial 
resolution of the thermal camera and the measurement setup (distance, lens, etc.). In 
our study the Agema Thermovision 900 camera was situated 55 cm far from the front 
of the object. The camera spatial resolution is 204x128, which gives 26112 measure- 
ment points for a one image. Sequence of images was measured to calculate a set of 
samples for each point in time (Fig. 1.). 




Fig. 1. Sequence of measured images for pulsed thermography with indicated single measure- 
ment point (pixel). 

Images can be recorded by thermal camera with frequency adjusted to the object prop- 
erties and heating conditions. Usually it can be set up to 50 frames per second. In the 
reported study we heat the object during 30 s and record images every 1 s during 3 
minutes. Some measurements were done for a fast acquisition (30 fps) however it did 
not change the final results. As a result of the measurement during cooling phase a set 
of 180 samples for each measurement point is created. Samples can be presented at a 
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graph to analyze their distribution, e.g., Fig. 2. The heating phase was omitted since 
high influence of heating source on the measured signal. 




135 U 1JS IS IS.S 16 



Fig. 2. Distribution of measured samples for different materials (a quantitative comparision). 



The character of disfribufion is very similar fo exponential distribution and can be 
described by the formula 



■}P _ 



= +B 



p * 



exp 






( 3 ) 



where: B - amplitudes, sf - analytical value of a sample, - time constant. 

The equation (3) describes also a simple RC electrical circuit with the time constant 
T ^ =R*C. For thermal studies the model and its parameters represent thermal proper- 
ties of the object (conductivity, heat capacity). Quantitative description for fhe fher- 
mography can be based on such parameters. The new set of parametric images should 
be constructed basing on measured temperature (infrared radiation) samples. The 
image reconstruction method is looking for parameters of fhe equation (3) which 
minimize fitting errors to the measured set of samples. This can be achieved by fhe 
application of the tsst 






2 



I 






( 4 ) 



and the fitting algorithm. We used Marquardt method with the modification given by 
Bevington [3]. 

For each pixel and the corresponding set of femperature samples (180) model pa- 
rameters are reconstructed. As a result, for a one sequence of images a sef of fwo 
parametric images is reconstructed. The time constant parametric image is especially 
important since it does not depend on such critical parameters as object emissivity, 
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variations in excitation amplitude and environment conditions. Moreover, it is possible 
to expand the proposed model to a multilayer one, which produce a rich set of pa- 
rameters. We explore one and two layers model (two time constants), however, if 
required for a particular object, it can be expanded to the general form: 

N 

sf - Bq + ^ B j" * exp 
i=i 

where: N - total number of layers in the equivalent RC model. 

Such a description is directly related to the model proposed by Buettner (in Shitzer 
[11]) considering changes in skin temperatures that occur subsequently to removing a 
heat source. 

The reconstruction algorithm was implemented in Java programming language, so for 
input sequence of thermograms, a set of parametric images is automatically calculated. 
With the Pentium II 400MHz (128MB RAM) processor it takes about 50 seconds. 
Verification of the proposed method was performed on phantoms and in-vivo, on pigs. 
Phantoms were constructed using materials which thermal properties are similar to 
thermal properties of biological tissues. We created a gelatine object with some em- 
bedded materials as it is presented in Fig. 3. 



;i = l..c , 







Fig. 3. Phantoms used in the study: a gelatine phantom with metal embeddings below the sur- 
face, a gelatine phantom with different materials embedded (rectangle - plexiglass, circle 
below the rectangle - silicon, white circle - acryl). 

Extended description of phantoms is presented in [10]. In-vivo measurements were 
performed on anesthetized pigs, which were locally burned with controlled tempera- 
tures, time and location. 
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3 Results 

The verification of the method requires to test if reconstructed parameters varies for 
different materials. This was achieved with the FEM model studies of heat transfer in 
the object. In the environment of I-DEAS [6] simulation software the FEM model was 
constructed. The model was build as a homogenous object with an embedded disk 
(Fig. 4.). 




Fig. 4. The FEM model of the object (about 5000 elements). 

There were various configurations tested by modification of material properties of the 
embedded disk (Table 1). 

Table 1. Thermal properties of materials used in FEM model studies, and calculated time con- 
stants [4]. 



Material 


Conductivity 

[W/(K*m)j 


Volumetric heat capacity 
[J/(K*m3)] 


Calculated time 
constant 


Gelatine 


0.490 


2510000 


49.33 


Plexiglass 


0.151 


1556400 


70.37 


Silicon 


0.334 


1630000 


59.19 


Acryl 


0.600 


927100 


30.23 



Table 1 presents also calculated time constants for various materials, as results of the 
FEM model studies. Time constants were calculated as results of temperature distri- 
bution in the model after excitation by heat flux (0.2 W/cm2). In Eig. 5. simulation 
results after 120 seconds since removing the heat source are presented. 
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Fig. 5. Simulation results a) temperature distribution in the model b) temperature change graph 
for a chosen FEM element. 

Calculated time constants are different for chosen materials so it should be possible to 
distinguish those elements in reconstructed, parametric images. More than ten separate 
measurements were performed on phantoms. Acquired sequences of thermograms 
were processed to reconstruct parametric images. All results are repeatable and are 
summarized in Table 2 (reconstructed mean time constants taken over set of all one 
material pixels in the image). Some reconstructed images are presented in Fig. 6. 



Table 2. Calculated and reconstructed mean time constants for phantoms. 



Material 


Reconstructed mean time constant 


Calculated time constant 


Gelatine 


48.19 (±6,7%) 


49.33 


Plexiglass 


58.82 (±6,4%) 


70.37 


Silicon 


59.17 (±5,8%) 


59.19 


Acryl 


30.76 (±6,2%) 


30.23 



High correlation between reconstructed and simulated (calculated) values of time 
constants for chosen materials is observed. Big divergence between only plexiglass 
results can be justified because we did not know exact thermal parameters of this 
material, so we used those found in tables. The qualitative examination of original 
thermograms is very difficult since for steady state conditions the “temperature fog“ is 
present in the image. However time constant images are clear giving evident localiza- 
tion of embedded materials in the uniform phantom. 
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Fig. 6. Examples of reconstructed images for phantoms (the black rectangle - plexiglass, the 
black circle - silicon, the white circle - acryl): left) time component image of the one layer 
model, right) the first time component image of the two layers model. 

Reconstructed results for in-vivo experiments are also very promising. In Fig. 7. some 
parametric (time constant) images are presented. Images were reconstructed for two 
different pigs during two days. There are clear differences between healthy skin and 
burns created by applying 2.5 cm by 2.5 cm by 9 cm aluminum bar (100°C, 10 sec.). 
Observed results are very similar for two animals, so using the same experiment con- 
ditions parametric images are repeatable. 




Fig. 7. Examples of reconstructed images for skin bums (two upper images: pig No. 3, two 
lower images: pig No. 4) with indicated aluminum bar location. 
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4 Conclusion 

The new technique of parametric image reconstruction in active pulse thermography 
since to be vary effective. Both, the FEM model studies as well as phantoms studies 
gave similar and very promising results. Using new parametric images it is possible to 
distinguish different objects according to their thermal properties. Different applica- 
tions of the parametric images are possible including medical diagnostics and non- 
destructive testing of materials. With further research on pigs it is expected to estab- 
lish standard procedure for diagnostics of skin burns. 
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Abstract. In this work we model human hip joint. We determine 
certain parameters of the hip joint and make relation to existing 
parametrization based on two-dimensional radiological pictures. Initial 
proposals as to usefulness of these parameters are made. We develop a 
Java 3-D tool that facilitates obtaining 3D based parameters. 

Keywords: medical imaging, 3D modeling, human hip point 



1 Introduction 

Since the discovery of x-rays, flat images have characterized the medical prac- 
tice. Film images viewed on a light box or held up to an outside window have 
provided the comfort of a ’’hands-on” experience. Recently digital 2-dimensional 
(2D) radiography together with advanced imaging techniques such as CAT scan 
(Computerized Axial Tomography), magnetic resonance imaging (MRI), and ul- 
trasound are leading diagnosticians into the future. Large progress has already 
taken place in developing methods and systems for 3D visualization and im- 
age processing for medicotechnical applications. Ultimately one will like to build 
computer systems which can create interactive models from medical images for 
visualization and modelling of clinical information. 

In certain areas 3D images are already indispensable. MR and CT scan- 
ners acquire and reconstruct blood vessels in three dimensions, demonstrating 
pinched stenoses and ballooning aneurysms. A 3-D presentation of a right re- 
nal artery can show a collapsed segment not visible in the projected plane of 
an x-ray arteriogram. Surgeons can then plan their approach to the pathology. 
Many companies are putting products on the market that use technology of 3-D 
visualization to surgical specialities, principally in head, neck and spine surgery, 
general and cardiac surgery, gynecology and urology. 

However, in radiology, many prospective users of the technology remain unim- 
pressed. Some radiologists claim they not need 3-D reconstruction, because their 
mind’s eye has been trained to visualize two-dimensional images rather than in 
3-D. 
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Research aimed at finding clinical value in performing on-screen 3-D refor- 
mating has uncovered only a few cases in which 3-D is actually useful in diag- 
nostic interpretation. These involved complex cases, such as: 

1. analysing traumas of the skull using MRI or CAT based reconstructions, 

2. subtle signs of fetal malformations using ultrasonography based 3D recon- 
structions. 

Also being considered are computer-assisted diagnostic aids that might high- 
light certain findings indicative of disease. Such advanced interpretation meth- 
ods, however, are barely more than concepts at present. Nevertheless, there is 
general consensus that advanced methods are needed to handle and benefit from 
the information overload. In certain areas of radiology apparatus has been devel- 
oped for quantitative 2-D determination of parameters useful in diagnosis. These 
parameters are not valid for every image modality because they see somewhat 
different features. 

This work investigates 3-D modeling of pelvis and hip joint. We use 3-D 
model of human hip joint obtained form the Visible Human data. In 1989, the 
US National Library of Medicine (NLM - a division of the U.S. government’s 
National Institute of Health) embarked on a prototype project of building digital 
image library of volumetric data, representing a complete, normal adult male and 
female. This library was to include imaging from computerized tomography (CT 
scans) and magnetic resonance imaging (MRI scans) of cadavers. This image 
data acquisition project was awarded to a team at the University of Colorado 
at Denver [p. The complete male data set, 15GB in size, was made available 
in November 1994. The Female data set was released in November 1995, at a 
size of 40GB. Subsequently, research and industrial teams segmented the Vis- 
ible Human data and obtained three dimensional reconstruction of anatomical 
structures. Among these were a company Medical Gold |2] and several groups 
in the USA and Europe Subsequently, tools were developed that used 

as input the Visible Human data and were able to perform 3D image process- 
ing notably 3DVIEWNIX, coming from Udupa, Department od Radiology, 
University of Pennsylvania Group. This is a most popular software system for the 
visualization, manipulation and analysis of multidimensional, multi-parametric, 
multi-modality images. An alternate solution is 3D reconstruction from two ra- 
diologies in orthogonal views 0 0 0 Segmenting the Visible Human data 
is quite a task and in addition at the beginning, some groups may have used 
misaligned data. 

We find relevant parameters of the 3-D that can be compared with the 2- 
D data. Since it is difficult to mark a point on a 3-D object we developed a 
tool for allowing certain operations. This Java 3D based tool facilitates variety 
of operations: such as marking a point on a 3-D object, cut away, calculating 
angles, drawing planes, etc. In FiglU we show surface of a hip joint. In Fig. Elan 
angle between femur and axis of hip is displayed. 
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Fig. 1. Triangularised hip-joint as seen in a browser. 



2 Anatomy of the Normal Hip Joint 

The hip joint is located where the thigh bone (femur) meets the pelvic bone. 
It is a ’’ball and socket” joint. The upper end of the femur is formed into an 
incomplete ball (the ’’head” of the femur). A cavity in the pelvic bone forms the 
socket (acetabulum). The ball is normally held in the socket by very powerful 
ligaments that form a complete sleeve around the joint (the joint capsule). The 
capsule has a delicate lining (the synovium), that produces lubricant - synovial 
fluid. The head of the femur is covered with a layer of smooth cartilage, which is a 
fairly soft, but strong and elastic white substance about 2 mm thick. The socket 
is also lined with cartilage (also about 3-4 mm thick) . The cartilage cushions the 
joint, and allows the bones to move on each other with very little friction. An 
x-ray of the hip joint shows a ’’space” between the ball and the socket because 
due to its radiolucence the cartilage is not visible on x-rays. Normally surfaces of 
the head and acetabulum are congruent, that means that forces are distributed 
equally on the whole area of contacting surfaces. 

3 Computerized Modeling of Pelvis and Hip Joint 

Computerized modeling of anatomical structures is becoming useful for visual- 
izing complex three-dimensional forms. However, quantitative results are scarce 
and hardly any comparison with to existing parametrisation based on two- 
dimensional radiological pictures. We use 3-D model of human pelvis and hip 
joint to investigate usefulness of different methods of descriptions. Initially we 
modelled these bones using mathematical surface descriptions. Due to highly 
irregular shapes we quickly discovered limited applicability of methods widely 
used in simpler settings (CAD etc.). Moreover having found 80 parameters of 
quadrics it is extremely difficult to tie them to medically meaningful parame- 
ters. Therefore we describe these bones by geometrical distances that are pretty 
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Fig. 2. Demonstration of functionality of our tool. 



general (i.e. also seen in radiological 3-D pictures) and identifiable (e.g. the out- 
ermost point of a certain region - not necessarily the whole structure) . 

Throughout the paper we do not use absolute values because these vary 
depending on age, race, genre. We also do not employ coefficients because there 
does exist a standard of a ’’healthy” pelvis and hip joint in a quantitative sense. 
However, we find that it is advantageous to use some characteristic distances 
that were previously used in literature u mu 

The parameters are: 

I Distance between the upper parts of the innominate bone 
II Tranverse diameter of the pelvis outlet 

III Tranverse diameter of the pelvis Intel 

IV Distance between the lower parts of the innominate bone 
V Anteroposterior diameter of the pelvis Intel 

These parameters correspond to distances of some characteristic points in 
Fig. 0(a) of [Zj. We claim that many points used in that work, such as 13, 20 
etc, are not good anatomical landmarks. For example, the Kohler drop is purely 
a 2D feature associated with X-ray radiology. 

This work is preliminary, because uses limited set of data coming only from 
two groups. One is easily accessible data from NPAC laboratory The other 
data comes from reputable Vesalius group The following Figures represent 
shapes of pelvis and hip joint as segmented by various groups: Fig. EKa) pertains 
to NPAC work, and Fig. El(b) to Columbia University Vesalius group. 

Because the algorithm used to generate the images preserves the surface 
texture and color of the segmented object, the surface of the pelvic bones in 
Fig. Elb) was disfigured by portions of muscle tissue that were also segmented 
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Fig. 3. Pelvis model: (a) from NPAC Laboratory HH; (b) from Vesalius project, 
Columbia University [5| - disfigured. 



because of their proximity to the bony surface. Further processing needs to be 
done to obtain bony pelvis. 




Fig. 4. Bony pelvis model from Vesalius project, Columbia University 0. 



Based on these models we employ ratios of previously listed characteristic 
distances (parameters) for the same human. Table 1. represents these ratios 
from several sources 

Figs. Eland 0show NPAC data at different views (view in Fig. Eltilted a few 
degrees with respect to Fig. 0(a)). This is to investigate sensitivity of results on 
alignment . 

Except for one entry all other entries in Table 1 pertain to male pelvises. 
Zsebok data 0 represent average from 1500 measured (X-ray photos) pelvises 
of young humans at age 18. Since one cannot be sure that the front view is 
ideally 90° view we tilt the model but this changes the NPAC results slightly. 
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Table 1. Comparison of characteristic ratios of pelvis sizes from radiological and Vis- 
ible Human data. 



Surce of 


Zsebok 


Zsebok 


NPAC (90") 


NPAC tilted 


Columbia- 


Columbia- 


data 


(male) [91 


(female) 


Fiq. 1 


Fiq. 4 


disfiqured 


bony pelvis 


Ratio ll;lll 


1.87 


1.93 


2.60 


2,60 


2.06 


2.00 


Ratio ll:IV 


2,83 


2.94 


5.24 


4. .90 


2.87 


3.06 


Ratio lli:IV 


1.51 


1.52 


2.01 


1.70 


1.39 


1.53 




Fig. 5. Anteroposterior diameter of the pelvis Intel (front view). 



Surprisingly, NPAC segmentation data cannot be reconciled with classical 2D 
radiological data of Zsebok (despite the difference in the age of humans and time 
when the humans in question lived), because the discrepancy is too large. 




Fig. 6. Anteroposterior diameter of the pelvis Intel (side view). 



Although the Columbia data can be disfigured (arrows point problem areas) 
both disfigured and bony pelvis data are consistent with 2D radiological data. 
Finally, using our developed Java 3D tools we find birth canal (shaded area in 

Fig. CJ. 
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This differs from the previous work m ca that pelvis data do not come 
from 3D MRI and CT reconstruction but from the Visible Human data. 




Fig. 7. The birth canal. 



4 Conclusions 

In this work we model human hip joint by determining certain characteristic 
parameters of the hip joint and making relation to existing parametrisation 
based on two-dimensional radiological pictures. The unexpected result is quite 
a large difference of certain ratios from Visible Human and classic radiological 
data in case of NPAC segmentation. This stresses need of verifying numerical 
results with medical knowledge. Analysis of 2D radiological data led surgeons 
to correlate many parameters of hip joint such as Wiberg angle, Cramer-Haike 
angle, Sharp angle, neck-shaft angle, neck-acetabulum angle, epiphysis-triradiate 
cartilage angle with hip and joint status (dysplastic hip) jUIj . This knowledge is 
difficult to transfer to 3 dimensions. 

Altogether there is need for second generation more sophisticated segmenta- 
tion methods. More accurate models, i.e. due to hybrid method combining region 
based and contour-based segmentations are beginning to appear El- 
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Abstract. Investigation of heart rate variability is of considerable interest in 
physiology, clinical medicine and drug development. HRV analysis requires ac- 
curate rhythm classification. The well-known ARGUS system defines the useful 
method of rhythm classification. The original set of features used in this method 
contains 4 parameters: QRS duration, QRS height, QRS offset and QRS area. 
Zhou at al. showed, that the spatial features: T wave amplitude in lead V2, QRS 
and T axes angles in frontal plane, and QRS-T spatial angle are of utmost value 
for diagnostic classification of ventricular conduction defects. We studied use- 
fulness of spatial features instead of original ones in the ARGUS system classi- 
fication method. The spatial features were computed using SPART method de- 
veloped by the authors. Classification results for spatial and original features are 
similar and close to those obtained by the original ARGUS system. The study 
results confirm usefulness of spatial features for automatic rhythm analysis. 



Keywords: cardiac rhythm analysis, ECG parameters 



1 Introduction 

The pattern recognition is the science that concerns the description or classification 
(recognition) of measurements. It may be characterized as an information reduction, 
mapping or labeling process. The structure of typical recognition system consists of 
sensor, feature extraction mechanism (algorithm) and classification (description) algo- 
rithm [16]. A pattern may be a set of measurements represented in vector notation. 
Features are any extractable measurement used. Feature selection is the process of 
choosing elements of feature vector used in the pattern recognition system. It is im- 
portant that the extracted features are relevant to the application. Features are arranged 
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in a multidimensional feature vector, which yields a multidimensional measurement 
space or feature space [6] . 

Accurate identification (classification) of ectopic beats is important problem during 
frequency HRV analysis in presence of ECG signal artifacts related to body position 
changes and respiration [3]. Electrical activity of the heart has a spatial character. The 
orthogonal electrocardiographic (ECG) lead system is used for recording the surface 
spatial X, Y and Z signals, defined spatial vector [17]. Conventionally, vectorcardio- 
gram is presented as three plane projections of spatial vector rotation: frontal, hori- 
zontal and sagittal. The surface ECG signal is affected by the position of the heart in 
the thorax. This signal may vary between patients and within patients due to changes 
in posture and body position [3], [10], [13]. Respiratory action produces a rotation of 
cardiac vector [1], [3]. These effects result in changes in the morphology of the sur- 
face electrocardiogram and may introduce artifacts during ECG features measurement 
[3]. The spatial loops of normal subjects form almost a perfect plane, named optimal 
plane [5], [13]. The cardiac activity can be adequately represented by planar vector 
loop in the optimal plane [2], [13]. 

The ARGUS system was developed by Nolle for one lead ECG signal monitoring 
[7]. The rhythm classification algorithm was based on four features: duration, height, 
area and offset of QRS complex of a single lead [7]. 

ARGUS rhythm classification method with original set of features (feature vector) 
was implemented in the ICAR system [8]. We proposed new feature vector. It consists 
of one original and four new spatial features. These new features were primary used 
for classification of ventricular conduction defects [4]. The spatial features were ob- 
tained using SPART method [2]. [3], [9], [18]. We study the usefulness of the spatial 
features for rhythm classification. The objective of the research was to compare the 
ectopic beat classification accuracy of ARGUS classification method with standard 
and modified feature vector. We performed research using CSE and ICS-WH electro- 
cardiographic databases. 



2 Methods 

We studied selected signals from CSE and ICS-WH database. Eirst we use the 
ARGUS system classification method with original feature vector and next with modi- 
fied feature vector. 



2.1 ICAR System 

ICAR System for ECG analysis was developed in Institute of Computer Science at 
Warsaw University of Technology. Modularized construction of the system allows 
QRS complex detection, beat segmentation, spatial analysis, HRV analysis and spatial 
loop visualization [8]. New modules can be easily added. The method of QRS detec- 
tion and ECG waveform boundary estimation is insensitive for high noise level and 
baseline drift due to respiration [9] . The SPART method is used for spatial analysis of 
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orthogonal XYZ leads ECG signal [2]. In the first stage SPART method define opti- 
mal plane of QRS loop [14]. In the next stage SPART method provides feature ex- 
traction and classification of QRS loop morphology using Fourier descriptors [2]. One 
of the HRV analyses is done by Berger method [11], [12]. Different methods for spa- 
tial visualization can be used in ICAR System: standard planar presentation, spatial 
(3D) and stereoscopic [14]. 



2.2 Patients 

The standard CSE database consists of short (ca 10 sec) ECG signals with the XYZ 
and standard leads [15]. In the multilead library 25% of 125 ECG signals were normal, 
the remaining were abnormal [9], [14]. 

ICS-WH database was developed in the Institute of Computer Science and Wolski 
Hospital in Warsaw (Poland) [3]. It contains short-term (ca 5-30 min) recordings of 
multilead orthogonal XYZ and V2 leads and other simultaneously recorded signals. 

The low noise, high-resolution signal is digitized at 1000 samples/sec with 12-bit 
resolution. Signal was recorded during spontaneous and controlled respiration at rest 
and after h- 60° passive head-up tilt [2]. The ICS-WH database contains recordings for 
normal subject, patients after corrective surgery of tetralogy of Fallot (TOE), patients 
with syncope, AV block, chronotropic incompetence and sick sinus [11], [12] 

The XYZ recordings from multilead ICS-WH database of patients from 5 to 15 
years (9.7 ± 2.3 years) after corrective surgery of tetralogy of Fallot (TOE) were ana- 
lyzed [11], [12]. All patients were in good hemodynamic status assessed by clinical 
and non-invasive evaluation. We studied 20 patients and 7 normal subjects during 
supine controlled respiration (6/min) and after h- 60° passive head-up tilt (spontaneous 
respiration). There were about 12500 normal and abnormal beats annotated by cardi- 
ologist. The pathological signals included multiple ventricular and supraventricular 
beats. 

The XYZ recordings from multilead CSE database of 23 patients were analyzed 
[15]. There were about 250 normal and abnormal beats annotated by cardiologist. 



2.3 Extended ARGUS Method 

Extracted features vector used for rhythm classification should be relevant to the ap- 
plication [16]. The ARGUS system rhythm classification method with original feature 
vector: QRS duration, QRS height, QRS offset and QRS area was implemented in the 
ICAR system [7], [8]. In the original ARGUS system the feature values have been 
scaled in reference to calibration pulse. 

The five features used by Zhou at al. for diagnostic classification of ventricular 
conduction defects were: QRS duration, T wave amplitude in lead V2, QRS axes an- 
gle in frontal plane, T axes angle in frontal plane and QRS-T spatial angle [4]. This 
features were carefully selected from seventeen-feature initial set using disjoint cluster 
analysis method (FASTCLUS procedure in SAS) [4]. Selection of features shows that 
spatial information is very important. 
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Fig. 1. Segment of X, Y, Z signal (upper panel), RR sequence (middle panel) and respiration 
sequence (lower panel) of normal subject from ICS-WH database with spontaneous respiration 
in supine position and after +60° passive head-up tilt (at about #290 beat). 




Fig. 2. The influence of body position change (supine position and after +60° passive head-up 
tilt) and deep breathing on the QRS loops spatial orientation and morphology. Drawn for se- 
lected beats from Fig. 1. The straight lines represent the QRS loops normal (polar) vector. 
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Fig. 3. Spatial orientation of QRS loop normal vector represented by spherical coordinates: 
azimuth and elevation (see text). TOF subject from ICS-WFl database in supine position during 
spontaneous respiration. 
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Fig. 4. ARGUS method with modified angular features. Result of rhythm classification (upper 
panel), grouping (middle panel) for all beats of signal as in Fig. 3. Lower panel shows amplitude 
sequence of T wave in V2 lead. 
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We studied usefulness of these spatial features for rhythm classification. Modified 
feature vector was created which consists of one original feature (QRS duration) and 
four new spatial features listed above. The two loops can be compared by distance 
measure as the Euclidean metric in the feature space [2], [16]. We used weighted 
distance measure of loops similarity. 

The dimensions of the feature space must be homogeneous. The feature normaliza- 
tion in such a way as to have zero mean and unity variance is not optimal representa- 
tion of data, because the values are not normally distributed [10]. We use normal sub- 
jects from ICE-WH database to obtain the upper and lower limits of feature ranges 
based on 90 per cent of each distribution [13]. Next we calculate the scaling factor 
dividing the obtained range into eight segments [7]. The scaling factors are: 10 ms for 
QRS duration, 45 |tV for T wave amplitude in lead V2 and 45° for all angle features. 

We applied the new method for frequency HRV analysis. Recordings selected from 
ICS-WH database contain artifacts related to the body position changes and respira- 
tion. 

Fig. 1 shows an example of XYZ signals segment (upper panel) as a function of 
time (ca 3 sec.) for one normal subject selected from ICS-WH database. The subject 
lays in supine position and passed the -1-60° passive head-up tilt during spontaneous 
respiration. The middle and lower panel of Fig. 1 shows tachogram and respirogram 
(respiration signal sample sequence) for the same signal as function of beat number. 
We can observe big increase in the heart rate and respiration depth after head-up tilt. 

Fig. 2 shows the influence of changes in body position and deep breathing on QRS 
loops spatial orientation and morphology in XYZ space and plane standard projections 
(XY, XZ, YZ). The normal (polar) vectors of optimal QRS loops plane, obtained by 
SPART method, are also shown. Some beats are selected before (#240-250) and after 
(#460-490) passive head up tilt. The spatial loops and their plane projections were 
rotated, as indicated by the change in normal vector spatial orientation. The size 
changes of QRS loops are mainly along Z-axis direction. This changes lead to mor- 
phology distortion in the planar projections which can not be eliminated. We can ob- 
serve increase in orientation dispersion after head-up tilt. 

Fig. 3 shows azimuth and elevation of QRS loop normal vector for all beats of sig- 
nal for one TOF subject in supine position during spontaneous respiration. The periph- 
ery located number represent azimuth: 90° - front, 180° - left, 270° - back and 360° 
(0°) - right direction. The center point represents the head of patient with elevation 
angle of -90°. The opposite direction is represented by outer circle of diagram with 
elevation angle of h- 90°. The upper, right group of points represents normal vector 
direction of sinus (normal) beats and left group represents 11 ventricular (abnormal) 
beats. We can observe big dispersion of QRS loop normal vector spatial orientation 
for all ventricular beats with similar QRS loops morphology. It indicates influence of 
respiration. 

Fig.4 shows result example of rhythm classification and grouping by ARGUS 
method with modified feature vector for TOF patient signal from Fig. 3. All ventricu- 
lar beats are grouped correct (group #1) and classified as abnormal. Rhythm classifi- 
cation results of analysis with standard feature vector for the same patient are identical 
as in Fig. 4. 
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3 Results 

Rhythm classification results by original ARGUS system developed by Nolle [7] are 
shown in Tab.l. Rhythm classification results obtained in ICAR system with standard 
and modified feature vectors for ICS-WH and CSE databases are shown in next rows 
of Tab.l. We used statistical indices recommended by CSE standard [15]. The preva- 
lence of abnormal beats was low: 0.82% for ICS-WH and 16.08% for CSE database. 
The results estimated for standard and modified feature vectors were similar. The 
negative predictive value shows good result. It indicates the accurate identification of 
ectopic beats. Accuracy, sensitivity and specificity for ICS-WH database were better 
than result obtained by original ARGUS system. Sensitivity for CSE database was 
better than result obtained by original ARGUS system, but accuracy shows lower 
value. 

Table 1. Results of rhythm analysis obtained using ARGUS method with standard and modified 
feature vector for ICS-WH and CSE databases (ICAR system). Also, results of the original 
ARGUS system by Nolle [7]. A - accuracy, P - prevalence, SE - sensitivity, SP - specificity, 
PPV - positive predictive value, NPV - negative predictive value. 



Analysis 


A 

[%] 


P 

[%] 


SE 

[%] 


SP 

[%] 


PPV 

[%] 


NPV 

[%] 


ARGUS (Nolle) 


98.24 


8.13 


86.45 


99.29 


91.47 


98.81 


ARGUS (ICS-WH) 


99.96 


0.82 


98.06 


99.98 


97.12 


99.98 


ARGUS (CSE) 


97.99 


16.08 


87.50 


100.00 


100.00 


97.66 


Spatial (ICS-WH) 


99.97 


0.82 


98.06 


99.98 


98.06 


99.98 


Spatial (CSE) 


95.48 


16.08 


93.75 


95.81 


81.08 


98.77 



There are different numbers of beats in presented studies: Nolle 46.000, ICS-WH 
12.500, CSE 250. The small number of abnormal QRS waves was limitation of the 
study. 



4 Conclusions 

We studied usefulness of spatial features for accurate identification of ectopic beats in 
frequency HRV analysis. We used spatial features, instead of original ones. The spa- 
tial features were computed using SPART method developed by the authors. Applica- 
tion of the new spatial features for ARGUS classification method is original contribu- 
tion of the authors. 

Classification results for spatial and original features were similar and close to 
those obtained by the original ARGUS system. The study results confirm usefulness of 
spatial features for automatic rhythm analysis. The results also indicate the possibility 
to use of this new method for frequency HRV analysis in presence of ECG signal 
artifacts related to the body position changes and respiration. Eurther investigations for 
optimization of classification algorithm are needed. 
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Abstract. Automatic segmentation of MR images is a complex 
task, particularly for structures which are barely visible on MR. 
Hippocampus is one of such structures. We present an active contour 
based segmentation algorithm, suited to badly defined structures, and 
test it on 8 hippocampi. The basic algorithm principle could also be 
applied for object tracking on movie sequences. Algorithm initialisation 
consists of manual segmentation of some key images. We discuss and 
solve numerous problems: partially blurred or discontinuous object 
boundaries; low image contrasts and S/N ratios; multiple distracting 
edges, surrounding the correct object boundaries. The active contours’ 
inherent limitations were overcome by encoding a priori geometric 
information into the deformation algorithm. We present a geometry 
encoding algorithm, followed by specializations needed for hippocampus 
segmentation. We validate the algorithm by segmenting normal and 
atrophic hippocampi. We achieve volumetric errors in the same range as 
those of manual segmentation (±5%). We also evaluate the results by 
false positive/negative errors and relative amounts of volume agreements. 

Keywords: image segmentation, active contour method, MRI imaging 



1 Introduction 

Semi automatic or automatic segmentation of medical images is a relatively 
hard task, due to low signal-to-noise (S/N) ratios, low contrasts, and multiple 
or discontinuous object edges. Therefore, standard edge detecting algorithms 
rarely give satisfactory results. A successful medical image segmentation al- 
gorithm treats medical structures as unit objects, to produce closed contours 
regardless of input data. This is achieved by deformable models approach. To 
make the segmentation effective, it is also of advantage to implement a priori 
knowledge of the structures’ shapes in the algorithm. We present an algorithm 
for segmentation of badly defined structures on medical images. To evaluate 
the algorithm, we perform the segmentation of the hippocampus. With some 
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modifications, the algorithm could also be applied for object tracking on movie 
sequences. 

Hippocampus is a small temporal lobe brain structure. Its atrophy is related 
to some brain diseases, such as temporal lobe epilepsy (eg. P, P). Atrophy 
detection is crucial for correct diagnosis and often for making surgical decisions. 
Traditionally, atrophy is subjectively evaluated from coronal T1 weighted MR 
cross-sections. Alternatively, segmentation allows accurate, objective and repro- 
ducible volume and shape measurements. 

Hippocampus segmentation is a difficult task for a number of reasons: (1) its 
edges have relatively low contrast; (2) there are other, often more pronounced 
edges in its close vicinity; (3) the resolution of MR images is not adequate, as hip- 
pocampus is a relatively small structure; (4) the edges are often partially blurred 
and/or discontinuous, making them only subjectively perceptible. Therefore, we 
argue that fully automatic segmentation is not feasible, and choose the semi 
automatic approach. This requires certain amount of operator interaction for 
algorithm initialization. We designed the algorithm in such a way to make this 
interaction familiar and intuitive to the operator - neuroradiologist. 

To solve the problem of discontinuous edges, we used the active contours 
as a basic principle of our algorithm. However, active contours usually fail to 
give satisfactory results when faced with low contrast edges. Also, they are very 
sensitive to false edges and noise. We present a specialized version of the al- 
gorithm, solving the above problems. In particular, we use a priori knowledge 
about expected object shape and encode it into the deformation algorithm. 



2 Background 

Active contours were first introduced by Kass et al. 0. They have already been 
used for hippocampus segmentation by Ghanei et al. 0. Ghanei proposed some 
specific improvements, which assist the operator by the segmentation of each 
volume slice. However, the operator must still deal with each slice separately. 
Our method allows skipping the majority of the slices, but doesn’t deal with 
single slice segmentation automatisation. Therefore, these two methods can be 
considered as complementary. 

Hippocampal atrophy is also dealt with by Webb et al. . Here, a method for 
automatic hippocampus atrophy detection is presented. However, it is primar- 
ily based on image intensity measurements in the average hippocampal region, 
which is achieved by registering the volume of interest to representative manually 
segmented brain. Therefore, no actual segmentation takes place. 

A whole brain segmentation was introduced by Ghristensen et al. jOI by map- 
ping a deformable anatomical atlas to patient specific images. This algorithm was 
already used for hippocampus segmentation with the help of manually positioned 
landmarks [3- It is highly computationally intensive and thus time consuming. 

There are many other adaptations of deformable contours principle for seg- 
mentation of brain MRI, but in most part these are not sensitive and selective 
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enough for weakly defined structures such as hippocampus. The main contribu- 
tions of this paper are: (1) presenting a simple and effective way of encoding a 
priori geometry knowledge into active contours; (2) specializing the algorithm 
for best MR segmentation results; (3) illustrating the power of the algorithm on 
hippocampus segmentation examples with clinical validation. 



3 The Segmentation Algorithm 

3.1 Initialization 

Current medical practice involves visual analysis of coronal, T1 weighted MR 
images of the brain. Hippocampus size and shape is evaluated by the neuro- 
radiologist, slice by slice. In order to make the required interaction (algorithm 
initialization) familiar and intuitive to the operator - neuroradiologist, we utilise 
his experience by letting him draw the hippocampus boundaries on some of the 
key slices. We call these slices reference slices, and the rest are in-between slices. 
Of course, this poses a task on the operator to decide which slices to choose 
as reference ones. In our experience, the decision is relatively quick and simple. 
The operator slides through all the slices, inspecting them visually, and marks 
the slices where the object starts to grow, shrink or the ones with abrupt shape 
changes. These, together with the first and last slice containing the object, form 
the reference slice set. 

3.2 Tracking Object Edges 

We implemented the well-known object tracking principle: a reference contour 
(manually drawn on each reference slice) is copied to the neighbouring in-between 
slice, deformed to fit to the edges, and the result is then passed to the next 
in-between slice as a new initial guess. To make the results tracking-direction 
independent, we initiate the tracking in both directions from each reference slice 
- see Fig.^a). In this way, the algorithm attempts to find object boundaries on 
in-between slices, based on the geometry information from manually segmented 
reference slices. However, faced with difficult conditions such as MR images, 
active contours usually fail to find the correct edges. Therefore, we must make 
better use of the a priori geometry information contained in reference contours. 



Using a priori Geometry Information. The algorithm must utilise the geom- 
etry information, contained in reference slices, as thoroughly as possible. We ex- 
tend each reference contour into 3D surface by drawing straight lines between the 
corresponding vertices of each reference contour - see Fig. CKb). Thus, we create a 
full surface approximation of the object, which we call the linearly approximated 
object model (LAOM). Then we cut the LAOM at positions, corresponding to 
in-between slices, obtaining approximate shapes of object cross-sections for each 
in-between slice. We call these shapes transition models, and use them as built-in 
geometric models for deforming contour on each in-between slice. The deforming 
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contour then tends to converge to the built-in model shape, which in turn lies 
close to the correct object boundaries. Such model-assisted deformation gives 
superior segmentation results. 





Fig. 1. (a) Tracking the object on slice sequence (side view). Solid vertical lines repre- 
sent reference slices; dashed vertical lines represent in-between slices; arrows show the 
contour travel direction, (b) Creating the linearly approximated object model (LAOM) 
from reference contours {Refl,2). The in-between contours (dashed lines, btwl,2) or 
transition models are computed from reference contours by connecting the correspond- 
ing reference contours’ vertices through 3D space (horizontal dotted lines) and cutting 
them at appropriate positions 



3.3 Encoding a priori Knowledge into the Deformation Algorithm 

The active contour deformation is defined as energy minimization process. The 
contour energy is, in its basic form, a sum of two independent contributions - 
internal and external. Internal energy is responsible for contour’s continuity and 
smoothness. Its strength is adjusted with two elasticity parameters. External en- 
ergy pulls the contour towards chosen features of the image, which are contained 
in the image’s potential distribution (for details see |H]). 

Standard active contours have some commonly known weaknesses. These 
include contour shrinking due to internal energy, clustering of contour vertices 
in areas with low energy potential, limited range of external forces which drive 
the contour towards image edges, contour’s inability to align to sharp corners 
and to reach concave portions of object edges. Also, standard active contours 
offer no means of using a priori shape information about the target object. 
Various authors have addressed these issues, some of them allowing the contours 
to exploit some means of a priori shape or position information (eg. |B|, |S|, 
m)- We base our work on active contours described in 0. Here, it is shown 
that active contour, defined with vector v (or Vk for the fc-th iteration step) 
doesn’t shrink on a uniform image (that is, in the absence of external forces), if 
the deformation iterations are defined as 

Vk = {A + "/I)~^{jVk-i + Avk-i - f{vk-i)) ■ ( 1 ) 

Matrix A is elasticity matrix, computed from elasticity parameters; I is identity 
matrix; 7 is reciprocal of iteration step size, k is the iteration number and /(f) 
is external force (as a result of external energy). For details, see 121. 
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We modify the equation (1) by introducing the geometric model Vr into the 
deformation algorithm. This is achieved by the following equation: 

Vk = {A + + Avr - f{vk-l)) ■ (2) 

With this definition of deformation process, each vertice of the model Vr cor- 
responds to a vertice of the deforming contour v. This simple fact solves all 
active contour weaknesses mentioned above. The contour doesn’t shrink, as its 
minimum energy state corresponds to its model shape Vr- There’s no vertice 
clustering, as each vertice converges to corresponding model vertice. Limited 
range of external forces is not a big issue, as the model can drive the contour to 
the vicinity of the object’s edges. If the model contains sharp corners or concave 
shapes, the contour can easily follow them. Most significantly, vector Vr is used 
to encode a priori geometry information in the deformation algorithm. An ex- 
ample of how the contour deforms into the built-in model shape on the uniform 
image is shown on Fig. El a). 




Fig. 2. Deformations of contours with built-in geometric models, (a) Deformation steps 
of the contour towards its built-in shape on an uniform image (the larger outside 
contour is the initial position, while the inner M-shaped result is the built-in shape), 
(b-d) Deformation of a contour on potential distribution image, using low (b), medium 
(c) and high (d) elasticity parameters. The built-in model is the same as contour’s 
initial position - a rectangle (best visible on (b)). The grey ribbon on the lower right 
part of each image represents image features, which drive the contour to the right. On 
Fig. (b), only the part of the contour that lies on the grey ribbon moves right. On Fig. 
(c), external and model forces are balanced. On Fig. (d), the initial rectangle doesn’t 
deform; it only moves right. We observe that by raising the elasticity, we raise the 
strength of the built-in model 



A similar algorithm is described in where vq (initial contour) was used in 
place of Vr, effectively making the contour’s initial shape also its built-in model. 
However, this only solves the shrinking and vertice clustering problems. 

For hippocampus segmentation, we use transition models to define vector 
Vr, for each slice in turn. The contours then tend to converge towards expected 
object shape on each corresponding slice. 



Behaviour of Active Contours with Geometric Models. The deformation 
of a contour with built-in geometric model is quite different from a regular 
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active contour. Traditionally, the elasticity parameters control the smoothness 
of the contour and make its shrinking tendency stronger. In our version, they 
control the tendency of the contour to acquire the shape of the model. We 
can use them as a means of regulating the model’s strength - see Fig. 0b-d). 
If elasticity parameters are low, the contour only roughly follows the model 
shape, which allows for greater fluctuations in shape due to external forces - 
Fig. 0b). If elasticity parameters are high, the contour holds tight to the model 
shape, and external forces are only able to change this shape by a small extent - 
Fig.ETd). With geometric models, both elasticity parameters have very similar 
effect, so we can only use one and set the other to zero, thus simplifying the 
calibration. The ability to easily adjust the extent of geometric model influence 
on the deformation process is an important strength of the method. 

The deforming contour will follow the model’s angle and size, but not its po- 
sition. Depending on the application, this can be either beneficial or distracting. 



3.4 Segmenting the Hippocampus 

To create effective algorithm based on transition models idea, we implemented 
some further additions to the basic definition of active contours with geometric 
models. The additions include contour’s position and scale adjustments, as well 
as the appropriate definition of external energy, which drives the contour towards 
the image features. 



The Object Bounding Volume. We defined three discrete scale and position 
displacement zones (the displacements are defined in terms of the mismatch 
between the deforming contour and the built-in model). In the first zone (small 
mismatch), the deforming contour is left as it is. In the second zone (medium 
mismatch), a new deformation force is introduced, which attempts to match the 
contour’s scale and position to the model’s. The force is linearly dependant on the 
mismatch. If the mismatch nevertheless reaches the third zone (high mismatch), 
the position and/or size of the contour are corrected in a single iteration step to 
force the mismatch level back into the second zone. 

By implementing the scale and position correcting forces, we in fact create an 
object bounding volume with ’soft’ boundaries, based on the reference contours. 
We can adjust the size and ’softness’ of this volume by adjusting the range of the 
mismatch zones. Optimal size (defined by the third zone margin) depends on the 
maximum expected range of the object shapes. Optimal softness (defined by the 
second zone margin) depends on the probability of the object shape variation 
between a pair of reference slices. 



External Energy. Gradient operator is most commonly used with active con- 
tours for energy potential computation. However, there are other edge-detecting 
operators, which are better suited to MR images 0. We used the Step Expansion 
Filter (SEF), introduced by Rao et al. pTj . 
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Usually, external forces are linearly dependent on the local gradient magni- 
tude of potential distribution. Therefore, low contrast edges can result in weak 
external forces. We used an exponential weighting curve, achieving a compro- 
mise between noise sensitivity and inappropriate linear weighting. In this way, 
we balanced the power of strong and weak edges. This is important, as correct 
object boundaries can be surrounded by other, more pronounced edges. This is 
often the case with MR images, especially by hippocampus segmentation. 

3.5 Results 

The algorithm was evaluated on 8 hippocampi, 3 of which were atrophic. From 
Fig.0 the dependence of the contour’s behaviour on the elasticity parameter is 
evident. Fig. EKa) shows the shape of the built-in model used for segmentation 
of the exemplar slice. This slice (T1 weighted MR cross-section) is shown on 
Figs. 0b-d), with the white line showing segmentation results. On Fig. 0b), 
high elasticity was used, and the contour’s shape stays strongly tied to the 
model’s shape. Image influence is too weak to deform the contour. On Fig. 0c), 
low elasticity was applied, and the contour deforms mainly according to the 
underlying image, disregarding the built-in model. Therefore, it partially loses 
hippocampus’ edges. On Fig. 0d), balanced elasticity was chosen (elasticity 
parameters a = 0.003, /3 = 0). The model and the image influence are of similar 
strength, and we get the best segmentation result. 




(a) (b) (c) (d) 



Fig. 3. Hippocampus segmentation and contour elasticity, (a) Shape of the geometric 
model, (b) High elasticity (strong model): the contour stays tied to the model shape, 
(c) Low elasticity (weak model): the contour loses the correct hippocampus edges, (d) 
Balanced elasticity gives best result. The contour stays close to the model, but still 
aligns to the local edges 



When segmenting the 8 hippocampi, we used identical values of all parame- 
ters in each case, to prove that their adjustment is only necessary once. Numerical 
results of these segmentations are presented in Table [D The first 5 rows corre- 
spond to normal hippocampi, and the last 3 rows to atrophic ones. The column 
legends are as follows: IV - full number of slices, over which each hippocam- 
pus spans; We/ - number of reference slices used for algorithmic segmentation; 
Knan ~ volume obtained by manual segmentation; Vaig - volume obtained by the 
algorithm; Vlaom - volume of linearly approximated object model (LAOM). 

Table |2I lists voxel-based error estimates for each hippocampus. False Pos- 
itive Error is the percent of voxels marked by algorithm, but not by manual 
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segmentation. False Negative Error is the percent of voxels marked by manual 
segmentation, but not by algorithm. Relative amounts of agreement and dis- 
agreement between the voxels of Knan and Vaig are computed by: 



A — 9 
■^agr — ^ 



- n ^alg 



Vrr, 






Adis = 2 



^man U ^aig '^man n 



alg 



Kr, 



Valg 



( 3 ) 



Fig. El shows some examples of the final algorithmic segmentation results (full 
white line) in comparison to manual segmentation (dotted line). Figs. 0(a-c) 
show relatively good match between the two, while there is some considerable 
mismatch on Fig. Hd). However, the area surrounded by both contours is still 
approximately the same. Such good match of the covered area in cases, when the 
contour loses exact hippocampus boundaries, is a direct consequence of geometric 
model and scale-adjusting forces. This leads to good overall volume matching. 



Table 1. Segmentation results for 8 hippocampi. N and Nref give the number of all 
hippocampus slices and the number of reference slices used. Column 6 shows the mis- 
match between manually segmented volume (Vman) and the algorithmically computed 
volume (Valg). Column 7 shows the mismatch between manually segmented volume 
and LAOM volume {Vlaom)- For details see main text 
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3.6 Validation 

The sixth column of TableOI shows a good match between manually and algorith- 
mically segmented volumes, especially considering the fact that intra-operator 
hand segmentation error also reaches about 5%, sometimes even more. Evaluat- 
ing the inter-operator error is not really possible for hippocampus. Neuroradi- 
ologists generally don’t agree about the correct hippocampus boundaries. With 
years of experience, each neuroradiologist develops his own sense of which small 
structures surrounding the hippocampus’ core actually belong to the hippocam- 
pus, and which don’t. As a result, the inter-operator hippocampal volume errors 
easily exceed 200% p. Here lies another strength of our approach: due to the ap- 
propriate initialisation step, each operator can include or exclude various small 
structures on reference slices, and the algorithm will follow given guidelines when 
segmenting the in-between slices. Consequently, the results are independent of 
the neuroradiologist’s individual perception of the hippocampus’ structure. 
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Table 2. Voxel-based evaluation of the algorithm results in comparison to manual 
segmentation, for each of the 8 hippocampi. FPE / FN E - False Positive/Negative 
Error; Aagr and Adis - relative amounts of volume agreement and disagreement. For 
details see main text 
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To appreciate the effect of the contour deformation, we need to compare 
the results in column 6 to column 7 (Table Q]). Column 7 shows the match 
between manually segmented volume and LAOM volume. We can see that our 
algorithm offers remarkable improvement over the simple LAOM computation. 
The LAOM volume mismatch is actually more or less random, depending on 
the chosen reference slices. 




(a) (b) (c) (d) 



Fig. 4. Examples of hippocampus segmentation: algorithmic results (full white line) 
and manual segmentations (dotted white line) 



Table El lists some common voxel based (as opposed to volume based) seg- 
mentation quality estimates. The errors obtained may seem large, but they are 
in most part a consequence of the fact that intra-operator manual segmentations 
also yield similar errors and disagreements. The main reason for this is the low 
resolution of MR scans. Hippocampus is a small structure, and removing a single 
layer of voxels from its surface can change its volume by up to 30% E(. Thus, we 
get high FPE, FNE, Adis and low Aagr at each slice, even in cases when the 
contour lies very close to the optimal position. However, due to error averaging 
through slice sequence, the full volume computations remain accurate. 
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A trained neuroradiologist inspected the results of our segmentation algo- 
rithm visually. She found all of the 8 segmentations acceptable. Nevertheless, 
if a badly segmented slice (or region) is found in the resulting volume, our ap- 
proach offers simple remedy: it is only necessary to manually segment the slice in 
question (effectively creating another reference slice) and to re-run the algorithm. 

3.7 Discussion and Conclusion 

We described an effective algorithm for tracking objects on image sequences. We 
demonstrated the algorithm strength on MR images, by successfully segment- 
ing the hippocampus, which is a badly defined structure, featuring low contrast, 
discontinuous edges and many spurious edges in close vicinity. With proper mod- 
ifications, the same basic principle could also be used on video image sequences. 

To initialize the hippocampus segmentation, we manually delineated about 
a quarter of all hippocampus slices, which is evident from the second and third 
column of TableQJ This effectively reduces the workload on the operator by 75%. 
Depending on the accuracy requirements, the number of manually delineated 
cross-sections can be increased or decreased. 

The deformation computation took around two minutes to complete on 180 
MHz MIPS RIOOOO processor, the code being written in Matlab (which is slow 
compared to C/C-l— b). The algorithm features high parallelism, and could run 
extremely quickly on a multi-processor computer. Still, even two minutes is little 
in comparison to about half an hour, needed for full manual segmentation. 
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Abstract. In image registration it is vital to perform matching of 
those points in a pair of images which actually match each other, and to 
postpone those which do not match. It is not always known in advance, 
however, which points have their counterparts, and where are they 
located. To overcome this, we propose to use the Hausdorff distance 
function modihed by using a voting scheme as a fitting quality function. 
This known function performs very well in guiding the matching process 
and supports stable matches even for low quality data. It also makes 
it possible to speed up the algorithms in various ways. An application 
to accuracy assessment of oncological radiotherapy is presented. Low 
contrast of images used to perform this task makes this application 
a challenging test. 

Keywords: image restoration, Hausdorff distance 



1 Introduction 

The availability of numerous imaging modalities makes it possible to visualise 
in a single image the phenomena available in different modalities, if the images 
coming from them are precisely overlaid on one another, or registered. The choice 
of landmarks in the images to be used as nodes for registration seems to be the 
most fundamental task. Contents of the two registered images can differ in such 
a way that it is difficult to state which particular pixel in one image should be 
matched with which one in the second image. 

Quality assessment of the teleradiotherapy of cancer is an important appli- 
cation which has all the features of a very challenging image registration task. 
In an ideal treatment, the positions of the irradiation field and the shields with 
respect to the anatomical structures of the patient conform to the planned ones 
and are constant in all the radiotherapy sessions. A change of the applied dose 
by one per cent can lead to a change in time to local recurrence of the disease 
by as much as several percents Imprecise realisation of the geometry can 
imply the loss of chance for permanent remission of the disease or to severe 
post-irradiation effects. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 309-^3 2001. 

© Springer- Verlag Berlin Heidelberg 2001 
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To assess the accuracy of the treatment of cancer it is necessary to com- 
pare the planned geometry with the actual location of the irradiation field and 
anatomical structures. The actual geometry in a specified therapeutical session 
can be recorded in the portal image. The planned geometry is recorded in the 
simulation image, routinely made during therapy planning. The simulation im- 
age should be registered with each of the portal images made. The simulation 
image is an X-ray of high quality (see Fig.^ for an example). The portal image 
is produced by the therapeutical beam of the ionising radiation, and is inherently 
of low contrast due to that different tissues, like bones and muscles, attenuate 
the radiation very similarly (Fig.D3). 

The literature on image registration in the context of radiotherapy refers to 
the portal images made with beams generated in accelerators rather than with 
the cobalt apparata. In Poland more than a half of patients are treated with 
cobalt, which produces the portal images of even worse quality. In any case, 
the features to be compared are difficult to find in the portal images, and the 
problem of missing and spurious features arises. In consequence, the comparison 
of geometries in these images is difficult and time-consuming. 

Although full automation of the method has been attempted, as for example 
in , the majority of algorithms lack generality. In the rectilinearity 

of edges of the irradiation field is used. In H2| the mutual rotation of images 
is not taken into account. Satisfactory results were received only in the case of 
pelvis nm, where edges of thick bones are clearly visible. In other localisations 
the registration of the simulation and portal images is generally a difficult task, 
even for humans, due to lack of clear natural landmarks. Algorithms in which 
landmarks to be matched should be shown manually are also in use m- Apart 
from the case of the portal films, the image registration literature is extremely 
broad. The surveys can be found in mm- 

In the literature, the main effort seems to go to the proper choice of land- 
marks. The approach proposed here resolves this by applying the partial Haus- 
dorff distance as the registration accuracy measure. This measure re- 

moves the necessity of finding the corresponding landmarks. All that is needed 
is to specify the sets of pixels to be matched in both images. Moreover, it is 
allowed for these sets to contain incomplete and partly erroneous data. Such an 
approach makes it easier to build an image registration system with more adap- 
tivity than systems using strict correspondence. In the method proposed here, it 
is not necessary for the software to exhibit a deep understanding of the contents 
of the images, like the ability to recognise any specific anatomical details. Hence, 
the complexity of the system is not excessively large. 

In the present clinical practice the assessment of the accuracy of radiotherapy 
is done manually by an experienced observer. As a rule, this tedious procedure is 
not performed routinely. There is a need to support and objectify this process. 
The methodology presented below is general and requires little user interven- 
tion. However, full control of the physician over the process will be maintained, 
according to the requirement of a human decision in the therapeutical process. 
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At the time of preparation of the paper the studies were at the stage of 
stabilisation of the algorithms and the first series of experiments. The method- 
ology will be thoroughly tested, first in laboratory tests, with phantoms used 
in radiological practice, then in clinical tests in the Holycross Cancer Centre in 
Kielce. 

2 The Method 

The following description of the proposed method will be structured according 
to the classification used in The practical information, like the hints on the 
values of parameters, will be given in Chapt.^ 

2.1 Features to Be Matched 

Edges can be considered as the most natural and easily detectable features to be 
used as landmarks for matching. Edges, classically understood as loci of largest 
brightness gradient, can be very efficiently found with the zero-second-derivative 
filter. The location is the pixel where the second derivative along the gradient 
direction changes its sign, and the intensity is the gradient modulus. This typical 
filter was modified by scaling up its masks and convolving them with a circular- 
symmetrical Gaussian, with the deviation chosen such that the 3cr circles are 
tangent to each other. The scale should be chosen suitably to the level of noise 
in the images and the scale of the edges sought. 

The resulting edges are one-pixel wide. The thresholding was complemented 
with an edge-following algorithm which lets the thresholded edges prolong to 
their neighbouring nonzero pixels from the non-thresholded image, with the abil- 
ity to jump over gaps up to two pixels wide, along the direction close to that 
of the preceding edge fragment. The threshold is selected manually. There is 
a possibility of manually selecting the most relevant parts of edges of the chosen 
structures - anatomical structures or irradiation field. In the portal image, the 
edges of the anatomical structures are more easily found if the image is enhanced 
with a typical histogram equalisation procedure (see Fig. [Qr, d). 

2.2 Transformation Space 

Affine transformation is used. This resolves to five parameters. According to 
the day-to-day radiological experience, this mathematically simple transform is 
enough for the application. An iterative algorithm described below is used to 
find the optimum transformation. Throughout the iteration process the current 
transformation is always calculated starting from the original image, which re- 
duces the geometrical distortions of the images to a negligible level. 

2.3 Measure of the Registration Accuracy 

For the sake of robustness of the whole registration process, the partial Hausdorff 
distance measure was used. This measure was proposed in |14li8j . and then 
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used in various applications, including those closely related to image registration 
{e.g. jZEE]). This unsymmetrical measure of similarity of two sets of points has 
an intrinsic property of neglecting the outliers without biasing the result. Let B 
be the base set and O the overlaid set, and let c?(o, h) be the Euclidean distance 
between points o G O and b G B. The partial Hausdorff distance is 

iL^(0,i?) = Q^goniind(o,6) , (1) 

b^B 

where quantile of rank r of g{x) over the set X, r G (0, 1). In 

the considered application, B and O are the discrete sets of edge pixels in the 
simulation and the portal image. Let us explain the notion of the quantile for 
this discrete case in th following way. Note that for each pixel of the overlaid set 
o G O we have one measurement of distance; let us call it m(o) = min{,g b d{o, b). 
We can sort these measurements for all the set O in an ascending order. Now, the 
quantile of rank r can be defined as the s-th smallest element m(o), o G O, where 
s = r/|0|, and |0| is the power of the set O - the number of measurements. 

For example, setting r to 0.60 in Eq. (P) can be understood as follows: “see 
what is the maximum distance for which 60% of the points in the overlaid set 
vote”. Hence, the partial Hausdorff distance can be considered as a kind of 
a voting scheme, in which the outliers are rejected and the inliers are taken into 
account in a natural way. 

A formal definition of the quantile for the discrete case is as follows. Let v 
be a discrete random variable with the probability density P(v). Then, 

Q'^v = q : P[v < q) > r A P{v > q) > 1 — r . (2) 

Here, v = m(o). In the calculations, the density P{v) is replaced by the fre- 
quency F{v) = F[m{o)],o G O, which is represented by a histogram. Finding 
the histogram is more effective than sorting. Moreover, the minimum distance 
of a given pixel o G O can be directly read out from the pre-calculated distance 
transform of the edge image B (!2m , see e.g. m for similar applications). 

2.4 Strategy of Search in the Space of Transformations 

At present we apply a maximum gradient optimisation, starting from a rea- 
sonable initial state, provided manually by the user by “dropping” the overlaid 
image onto the base one. In spite of the obvious drawback of possibly falling into 
local minima, this simple method performs sufficiently well. The algorithm starts 
with the quantile rank r = 1.0. Together with the application of the distance 
transform, this resembles the chamfer matching technique [3|, applied in 0, but 
the similarity ends here. After a minimum is reached, the rank is reduced by 
a small value (say, 0.01), and the algorithm goes on, until the rank reaches zero 
or the distance becomes zero. This procedure exhibits some analogy to simulated 
annealing, with the quantile rank related to temperature. 

As the quantile rank r is reduced in the optimisation algorithm, the register- 
ing transformation stabilises and the result tends to an optimum. However, when 
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the rank approaches zero, the number of edge pixels considered in the matching 
is going down, which can degrade the result. The approach we chose to find 
the optimum is as follows. During iterations, a series of registration versions is 
received, each of them easy to store in a form of the transformation matrix. The 
set of results for the last iterations of the optimisation process is presented to 
the user, and this is the user who chooses the best one. This eliminates the un- 
reasonable results and also has a very important virtue: the final choice is made 
by the user. This is in line with the requirement of letting the most important 
decision be made by the clinician, not the software. 

3 Example 

Let us now present a practical example of calculations performed for a pair of 
images of the pelvis, shown in Fig. [fl both 500 x 500 pixels large. 

The simulation image of Fig. is a relevant fragment of the therapy simu- 
lation image, and the portal image b shows the irradiation field and some of the 
anatomical details inside it. Figs, c and d show the respective edge images, both 
received with the scale 4. This corresponds to Scr = 4 pixels, and the filter mask 
of 9 X 9 pixels. The edge images were thresholded. For registration, the edges 
of the anatomical structures (bones) considered as relevant were selected by the 
user. In Fig. f there is the result of registration which started from the initial 
state of Fig. e, with the reference image taken as the base one, and the portal 
image as the overlaid one (see Eq. (P)). Note that both images contain the edge 
fragments having no counterpart in the other image, which did not influence the 
quality of the result. 

The result of the 174th iteration of 177 was chosen as the best one, with the 
distance measure 2.00 and the rank r = 0.54. The final 177th iteration gave zero 
distance at r = 0.20 after about 50 s, on an 800 MHz Pentium III processor. 

4 Practical Hints 

The following practical hints can be formulated on the basis of the experience 
with the described method gathered until now. 

Roles of images. In general, not always the more accurate simulation image 
should be used as the base one, in the meaning of Eq. CD. As the base image the 
one having a larger number of edge pixels presumably having the counterparts, 
in reference to all its edge pixels, should be taken. 

Scale and thresholds of the edge detector. The scale should be chosen 
suitably to the scale of the edges sought. For the structures in the simulation 
image and the shields in the portal image the scales can be small (2-3). For the 
edges of bones in the portal image, scale should be larger (c/. 0). Obviously, 
larger scale means less noise and fewer details. 

The thresholds should be chosen to receive a maximum subjective ratio of 
visibility of important edges with respect to irrelevant ones, to reduce further 
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Fig. 1. Example of results for the case of pelvis, a, b: source images - simulation 
and portal, respectively (portal image enhanced by histogram equalisation), c, d: edges 
after thresholding, overlaid on source images (portal image Gaussian filtered), e, f: input 
and result of registration of the relevant fragments of edges of anatomical structures 
manually selected from those of c and d. Base, portal image: blue; overlaid, simulation 
image: green - matched pixels {inliers), red - pixels rejected from matching (outliers). 
Gontrast enhanced and edges thickened for better visualisation. 
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manual editing of the edge images. High thresholds are used to find the edges of 
the irradiation field, which is very clear in the portal image. In the simulation 
image the edges of the irradiation field is represented by wires, also clearly seen 
(see Fig. &)• For anatomical structures lower thresholds are used. 

For a given anatomical localisation and constant imaging parameters, the 
scales and thresholds found will be valid for large series of images. 

5 Further Developments 

Some of the above hints and the hitherto experiments with the method lead to 
the concepts which will be considered for use in the further work. 

Directional information on edges. This will be utilised in the distance func- 
tion to improve the reliability of matches. It seems that this enhancement will 
be necessary in the case of more complex images like those for the head, neck or 
breast, but only if the portal images are of sufficiently good quality. 

Pre- calculated distance maps for virtual elementary transformations. 

Assuming the centre of rotation and scaling is fixed with respect to the base im- 
age, from such maps the maximum distances for pixels of transformed images can 
be read, without performing the transformations. This is profitable if a number 
of steps made is enough to compensate for the difference in time of calculating 
a transformed image, which is quick, and pre-calculating a distance map, which 
is slower. The described speed-up was already implemented and tested, but the 
above mentioned assumption is not always true. Further investigation of the 
applicability of this concept is necessary. 

Hierarchical algorithm. This speed-up and the pre-calculation of the distance 
maps for virtual transformations, proposed above, will be used only if calculation 
time with a processor available when the final version of the software is delivered 
is excessively long. 

6 Conclusion 

The image registration algorithm using edges as landmarks and the modified 
Hausdorff distance as the measure of the registration accuracy performs reason- 
ably well in the application to the quality assessment of the teleradiotherapy 
of cancer. Required user intervention is reduced to a necessary minimum. The 
present experience and the concepts worked out in the hitherto experiments 
make it possible to develop a software tool to support and objectify the other- 
wise difficult and tedious process of precisely comparing the location of anatom- 
ical structures and irradiation field during the radiotherapy sessions with the 
planned geometry. The software tool emerging as the method matures will be 
tested first with images received from human-like phantoms, and later in clinical 
practice. Detailed information on the accuracy of the method will be available 
then. 
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Abstract. We propose a novel segmentation method for real time lip 
tracker initialisation which is based on a Gaussian mixture model of 
the pixel data. The model is built using the Predictive Validation 
technique advocated in |1]. In order to construct an accurate model in 
real time, we adopt a quasi-random image sampling technique based on 
Sobol sequences. We test the proposed method on a database of 145 
images and demonstrate that its accuracy, even with a few number of 
samples, is satisfactory and significantly better than the segmentation 
obtained by k-means clustering. Moreover, the proposed method does 
not require the number of segments to be specified a priori. 

Keywords: gaussian mixture modelling, lip tracking 



1 Introduction 

Real time lip tracking is an attractive research area in the computer vision 
community. The overwhelming interest in this topic stems from the numerous 
applications in which the visual information extracted from the mouth region of 
the human face could improve the performance of the vision system |SI, espe- 
cially in noisy environments where the acoustic source of information becomes 
unreliable |2|. These applications include audio-visual speech recognition, audio- 
visual person identification, lip synchronisation, speech-driven talking heads and 
speech-based image coding. In most applications, visual measurements need to 
be reliably estimated in the real time. 

Lip tracking is a complex problem which involves many stages of process- 
ing. In the first instance the face of a subject has to be detected and its main 
facial features, including the mouth region, localised. Once the mouth region is 
localised the lip tracker is initialised by segmenting out the lip region pixels and 
detecting the boundary of this region. The actual tracker then attempts to follow 
the changes in the boundary without necessarily performing segmentation. 

A main obstacle to full automation of the lip tracking systems is the lip 
tracker initialisation which usually involves operator supervision. By initialisa- 
tion we mean the process of producing the first model of the lip region. Clustering 
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of the mouth area is a popular solution to this problem. Lip image clustering is 
usually performed under the assumption that the number of clusters (e.g. ’’skin” 
and ”lip” clusters) is given. However, factors such as facial hair and the visibility 
of the teeth in the mouth opening, demand that the number of clusters has to 
be selected adaptively. This is the main reason why the current approaches fail 
to operate fully automatically. In this paper we depart from the conventional 
clustering methods and propose an approach based on Gaussian mixture mod- 
elling of the pixels around the mouth area. In our approach the number of func- 
tions is selected adaptively using objective criteria inherent to the Predictive 
Validation principle on which the mixture architecture selection is based. 

When we are dealing with a large data set, it is desirable to select an effi- 
cient data sub set to reduce the computational complexity without affecting the 
accuracy of the estimated model. In our application to image data modelling, 
Sobol sampling is presented as a good solution here. 

The lip region segmentation is then based on the inferred model. Unfortu- 
nately there is no guarantee that the lip pixels correspond to a single component 
of the mixture. For this reason, a grouping of the components is performed first. 
The resulting groups are then the basis of a Bayesian decision making system 
which labels the pixels in the mouth area as lip or non lip. The lip region seg- 
mentation scheme based on the proposed method has been tested on mouth 
region images extracted from the xm2vts database jS]. It compares favourably 
with those yielded by the k-means clustering procedure. 

The rest of the paper is organised as follows. Section 0 gives a brief de- 
scription of the predictive validation technique. The proposed method of image 
segmentation based on the Gaussian mixture model is described in Section 0 
The experiments carried out on images of the xm2vts database to examine the 
segmentation performance of the method are discussed in Section 0 together 
with the results obtained. Finally in Section]^ we draw some conclusions. 

2 Model Selection by Predictive Validation 

The key step in our approach to image segmentation is to build a probability 
density function model of the image data. We adopt a semi-parametric mod- 
elling method. Accordingly we approximate the image distribution of pixel val- 
ues using a mixture of Gaussian functions. Gonsider a finite set of data points 
X = Xi, . . .xat, where x^ G and 1 < i < A^, that are identically distributed 
samples of the random variable x. Our density model is then defined as 

^ 1 r 1 I 

where the coefficient, Pj, is the weight associated with the d-dimensional 
component, pL^ and Sj are the mean vector and covariance matrix of the com- 
ponent. For a given number of components, Pj, fij, and Sj are estimated via a 
standard maximum likelihood procedure using the EM algorithm 0. There are 
several methods for selecting the architecture, i.e. the number of components, M, 
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but here we advocate the use of the predictive validation method. This technique 
has the advantage over the Minimum Description Length 0 and the Bayesian 
Information Criterion [0| method in that it prevents both over fitting and under 
fitting. The latter can happen easily, especially when the data is correlated. The 
goal is to find the least complex model that gives a satisfactory fit to the data. 

The basis of the validation method is that a good model can predict the data. 
A validation test is performed by placing hyper-cubic random size windows in 
the observation space and comparing the empirical and predicted probabilities. 
The former is defined as Pemp(x) = where k{W) is the number of training 

points falling within window W, and the latter ppred{^) = /p/P(x)c?x. 

For a mixture of diagonal covariance matrix functions the predicted prob- 
ability can be determined easily using the standard error function [7|. In full 
covariance matrix modelling, we use an adaptive and recursive Monte Carlo 
method to find ppred(x). The agreement between the empirical and predicted 
frequency is checked by a weighted linear least square fit of Pemp against Ppred- 
The model selection algorithm is a bottom up procedure which starts from the 
simplest model, a one component model and keeps adding components until the 
model is validated. For details of the method the reader is referred to 0]. 

3 Image Segmentation 

The pdf modelling technique discussed in the previous section has been applied 
to the mouth region image data. First, the original RGB colour space has been 
transformed into the chromaticity space, (r,g,b) = ( 7 , 7 , 7 ) where I = ^{R + 
G + B). In the chromaticity space, only two of the three illumination invariant 
m values are used to obtain the pdf models. 

The execution time of the density estimation method is highly dependent on 
the number of samples used, especially in the validation step. The reason why 
we need a large number of samples is that the random sampling of the valida- 
tion set to build the model and place validation window can result in an uneven 
coverage of the definition domain of the estimated density. In order to avoid 
this problem we propose to adopt a “quasi-random” sampling method based 
on Sobol sequences. Quasi-random or “sub-random” sequences are n-tuples se- 
quences that fill n-space more uniformly than uncorrelated random points. A 
Sobol sequence is a quasi-random sequence of numerically generated numbers 
maximally spread out over a given hyper-cube 0 0 . A sampling technique 
based on these sequences is commonly used in Monte Carlo integration to in- 
crease the convergence rate. 

The constructed model is then used to aid an un-supervised segmentation 
of the images to extract lip pixels. As we cannot automatically consider each 
Gaussian component as a separate class, we propose a grouping algorithm which 
merges components into a pre-determined number of groups. It should be em- 
phasised that having to specify a priori the number of groups in our approach is 
completely different from having to specify the number of clusters in conventional 
clustering. In the former case the number of groups is clear. We wish to segment 
the image into two categories: lip and non lip pixels. In the clustering case the 
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number of clusters is subject dependent as some people may have a beard, the 
teeth may show, etc. Depending on these situations different numbers of clusters 
may be required. Thus, in our approach we capture the specificity of the data 
by building a separate model for each image. If the non lip pixels include sev- 
eral clusters, this will be reflected in our model. We then need to identify which 
components of the model belong to each of the two categories. 

The grouping process is based on a global model for each group. The global 
models can be constructed using prior knowledge about the physical or other 
characteristics of each group or by statistical modelling using a training data 
set for each group. The mixture components can then be grouped according to 
their distance from the global models. We adopted single component Gaussian 
functions as the global models, G(x|/ij, Si) i = 1, . . . ,g where g is the number 
of groups. The distance between each component and the global models is then 
calculated the Bhattacharyya criterion function 



-1 



% = o(/^) - 



(m,- - Ai) + 






( 2 ) 



where Bji represents the distance between component of the image model and 
global model. If Bik < Bu where i = 1, . . . , g and i ^ k then component 
is assigned to the group. 



4 Experiments 

The experiments summarised in this article were performed on 145 colour images 
taken from the xm2vts database 0. The images were picked at random from 
the second half of the video sequence recording the utterance of a specified text 
by each speaker. Only one image per speaker was included in the database. A 
rectangular block was selected around the mouth region of each subject. Figure 
n shows three examples of the selected images and the associated ground truth. 
The segmentation results of the proposed method using different sampling rates 
are compared with the results of the ISODATA clustering routine. Our inves- 
tigation of the scatter plots of the pixels chromaticity values using the rg, gh, 
and br spaces showed that the lips and skin data are better separated in the gb 
space. Therefore, the gb chromaticity space is considered as the feature space. 

A Gaussian mixture model was obtained using the predictive validation 
method using all image data samples. For Figure [D^a) and CTb) 4-component 
models were selected, whereas for image ^c) a 5-component mixture model was 
acquired. The first row of figure El shows the segmentations produced consid- 
ering each mixture component as a separate class in a Bayes classifier. As we 
expected these results were not satisfactory. Next the grouping algorithm was 
used to merge components into two groups (lip and non-lip) . We selected at ran- 
dom 10% of the database subjects to construct two Gaussian functions as the 
lip and non-lip global models. The segmentations resulting from this grouping 
are shown in the second row of figure El The third row of the figure contains the 
segmentation results output by the ISODATA clustering method for fc = 3. 
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(d) (e) (f) 



Fig. 1. (Top:) Three examples of the rectangular blocks taken from the xm2vts 
database images. (Below:) The associated Ground Truth. 



Table Eshows the average segmentation results for all the 145 subjects along 
with the corresponding results obtained by the ISODATA clustering approach 
with k = 3. The average error has been reduced from 11.84% to 7.12% using our 
method when all samples of each subject were used to build the model. Q 




(a) 4 comp. (b) 4 comp. (c) 5 comp. 




(g) 3 clusters (h) 3 clusters (i) 3 clusters 



Fig. 2. Segmentation results of figure □ (Top row: Before grouping, Middle: After 
grouping and Below: k- means clustering). 



In order to obtain the required pdf model in a real time, we then investi- 
gated the effects of data sampling. Figure 0 shows the average computational 
time required to build a validated image model versus the number of samples 
drawn. As the number of samples increases the computational time increases 
exponentially. The required time using all samples is about 67 CPU units whilst 
using 100 and 50 samples it decreases to 0.15 and 0.08 CPU units respectively. 

^ True-positive: lip pixels are classified to the lip cluster. False-negative: lip pixels are 
classified to the non-lip cluster. True-negative: non-lip pixels are classified to the 
non-lip cluster. False-positive: non-lip pixels are classified to the lip cluster. 
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Table 1. Mean (and standard deviation) of the classification performance of different 
classifiers. 





True Pos.% 


False Neg.% 


True Neg.% 


False Pos.% 


Error% 


k-means3 


68.00(13.03) 


32.00(13.03) 


94.12(11.78) 


5.87(11.78) 


11.84(10.29) 


Diagonal 


84.98^4.85) 


15.02(14.85) 


95.42(4.15) 


4.58(4.15) 


7.12(4.17) 


100 random samples 


87.53(16.92) 


12.47(16.92) 


93.80(5.11) 


6.20(5.11) 


7.83(5.66) 


100 Sobol samples 


87.51(14.57) 


12.49(14.57) 


94.36(5.56) 


3.37(5.56) 


7.34(5.54) 


50 random samples 


84.12(21.96) 


15.88(21.96) 


93.02(7.13) 


6.98(7.13) 


9.49(7.04) 


50 Sobol samples 


84.29(19.07) 


15.71(19.07) 


95.14(4.28) 


4.86(4.28) 


7.61(5.54) 



Next, we wanted to investigate the effect of the sampling methods, n random 
samples were taken from figure UKa). These samples were then used to train 
and validate the mixture model. This experiment was then repeated 120 times 
using different starting seeds for the random generator. Figure 0K a) is the plot 
of the average number of components accepted, with its associated standard 
deviation, versus the sample size when the points are selected randomly. Figure 
ffib) shows the results of the same experiment based on Sobol sampling. These 
results indicate that more stable models are obtained by sampling via Sobol 
sequences, especially when a very few number of samples need to be chosen. 

Furthermore, for the same number of components accepted, Sobol samples 
produce a more satisfactory model. For example a mixture of two Gaussian func- 
tions is selected for figure ^c) when 100 of the 1800 available samples are drawn 
using one or the other sampling method. However, as figure 0 shows, a calibrated 
model obtained with Sobol samples is better fitted to the data set. Model 0) a) 
predicts nonnegligable probability values at some points of the support domain 
which is void of data points, as exemplified by point X. Figure El shows the seg- 
mentation produced based on the models obtained via each sampling method. 
It can be seen that the segmentation performed by the Sobol sampling model is 
more desirable. Using 100 and 50 uncorrelated random samples for each subject, 
the average errors were 7.83% and 9.49% respectively. The corresponding results 
using Sobol sampling were 7.34% and 7.61%. Figure Q contains plots of the mean 
and standard deviation of the classification error versus the sample size when 
the points are selected randomly or based on Sobol sampling. 






Fig. 3. The average compu- 
tational time vs the number 
of samples 



Fig. 4. The average number of components accepted 
for various sample size (left: (a)random sampling, right: 
(b)Sobol sampling) 
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(a) 100 random samples model 




xIO"^ 




25 30 35 

green 



(b) lOOOobol samples model 



Fig. 5. Validated model and data distribution of figure 1(c). Distribution of the data 
has been plotted on the model contours. 

These results demonstrate that Sobol sampling is more efficient than random 
sampling, especially when a few number of samples need to be selected to build 
the model which is an essential requirement in real time applications. Also, the 
results prove the superiority of the method over the k-means clustering. 



5 Conclusion 



The problem of image segmentation for real time initialisation of an automatic lip 
tracker has been considered. We have proposed an approach based on Gaussian 
mixture modelling of mouth area images. The lip region segmentation is based 
on the estimated model. First a grouping of the model components is performed 
using a novel approach. The resulting groups are then the basis of a Bayesian 
decision making system which labels the pixels as lip or non-lip. 

The experimental results show that the segmentation errors obtained 
with the proposed scheme even when a few number of samples are used, is 




(a) 100 ran- (b) 100 ran- (c) 100 ran- 



dom samples dom samples dom samples 




(d) 100 Sobol (e) 100 Sobol (f) 100 Sobol 
samples samples samples 



Fig. 6. Segmentation results of figure f^Top; Random and Below: Sobol sampling). 
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(a) Mean of the segmentation (b) Standard deviation of the 
error for various sample size. segmentation error 



Fig. 7. Comparison of random and Sobol sampling (*-: random, x- Sobol sampling),^ 

significantly less than those yielded by the k-means clustering procedure used 
previously. Most importantly, in contrast with the k-means clustering approach, 
the number of segments in the proposed scheme was determined completely 
automatically. Thus, the proposed lip pixel segmentation method enables a 
fully automatic lip tracking system. Moreover, we demonstrated that image 
modelling can be improved by Sobol sampling. Using 50 Sobol samples of 1800 
available samples the classification time decreased from 67 to 0.08 CPU unit 
whilst the average error increased from 7.12% to 7.61%. 
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Abstract. Particle Image Velocimetry (PIV) is a popular approach to 
flow visualisation in hydro- and aerodynamic studies and applications. 
The fluid is seeded with particles that follow the flow and make it visible. 
Traditionally, correlation techniques have been used to estimate the dis- 
placements of the particles in a digital PIV sequence. In this paper, two 
efficient feature tracking algorithms are customised and applied to PIV. 
The algorithmic solutions of the application are described. Techniques for 
coherence Altering and interpolation of a velocity field are developed. Ex- 
perimental results are given, demonstrating that the tracking algorithms 
offer Particle Image Velocimetry a good alternative to the existing tech- 
niques. Q 

Keywords: motion analysis, particle image velocimetry, feature tracking 



1 Introduction 

In this paper we apply feature based tracking algorithms to flow measurement 
with Particle Image Velocimetry [7|. Flow visualisation and measurement ap- 
pear in many scientific and industrial tasks, including the studies of combustion 
processes, hydrodynamic and aeronautical phenomena, flame propagation and 
heat exchange problems. PIV refers to a particular method of flow visualisa- 
tion, when the flow is seeded with particles that reflect light and make the 
motion visible. Digital PIV, or DPIV, is the recently emerged technique of using 
high-performance CCD cameras and frame-grabbers to store and process the 
digitised PIV sequences by computer. Cross-correlation methods implemented 
via the Fast Fourier Transform have been conventionally used to estimate the 
flow velocity m 

Particle Image Velocimetry is one of the techniques used for flow visualisation 
and measurement. It is applicable in laboratory conditions, when the flow can 
be seeded with particles. Otherwise, alternative methods are used, such as those 
based on a dedicated fluid motion models developed in fluid mechanics j0| . These 
models and computational methods are beyond the scope of this paper. 

Motion estimation and tracking have a long history in machine vision, where 
numerous eflrcient optical flow m and feature based 1 1 algorithms have 
been developed. However, only recently attempts have been made to adapt 
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machine vision techniques to PIV. In particular, G. Quenot, J. Pakleza, and 
T. Kowalewski presented a dynamic programming based optical flow algo- 
rithm customised to PIV. The optimal matching is searched that minimises a 
distance between two images. This is achieved using the Orthogonal Dynamic 
Programming (ODP) technique that slices each image into two orthogonal sets 
of parallel overlapping strips. The strips are then matched as one-dimensional 
signals. 

Experimental studies show that the ODP techniques compare favourably to 
the classical correlation methods in all aspects except the computational load, 
which is very high. This limits the potential application area, because online 
processing, flow monitoring and analysis of time-varying, non-stationary flows 
are not feasible. 

Our search for alternatives to both conventional and ODP approaches aims 
at developing a fast algorithm that would give reasonable accuracy when applied 
to complex, possibly time-varying flows. Recently, we have successfully applied 
to DPIV two feature based tracking techniques: the KLT Tracker na and our al- 
gorithm called IPAN Tracker |5|. (IPAN stands for Image and Pattern ANalysis 
group.) Some experimental results demonstrating the PlV-efflciency of the track- 
ers were presented in the conference paper in which the algorithmic solutions 
were not described. This is done in the current paper, which is structured as fol- 
lows. First, we discuss the feature tracking approach to PIV. Then, techniques 
are proposed for coherence Altering and interpolation of a velocity field. Finally, 
quantitative results of flow estimation are presented. The tests compare three 
groups of approaches: those based on correlation, ODP, and feature tracking. 

2 Feature Tracking Algorithms Applied to PIV 

Feature tracking techniques extract local regions of interest (features) and iden- 
tify the corresponding features in each image of a sequence. In this section, 
we outline two particular algorithms, the KLT Tracker [E] and the IPAN 
Tracker 0, which we apply to Particle Image Velocimetry. Particle flow is usu- 
ally a coherent motion: spatially close particles tend to have similar velocity 
vectors. A velocity vector held is typically quite smooth, allowing for detec- 
tion and correction of a wrong measurement based on a sound and coherent 
neighbourhood. Resampling non-uniform measurements to a regular grid is also 
possible. Such resampling is normally needed for better visualisation of a flow 
and for comparison of velocity fields obtained in different ways. 



2.1 The KLT Tracker 

The KLT Tracker ^31 selects features which are optimal for tracking, and keeps 
track of these features. A good feature is a textured patch with high intensity 
variation in both x and y directions, such as a corner. The algorithm defines a 
measure of dissimilarity that quantifies the change in appearance of a feature 
between the first and the current frame, allowing for affine distortions. At the 
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same time, a pure translational model of motion is used to estimate the posi- 
tion in the next frame. To cope with relatively large motion, the algorithm is 
implemented in a multiresolution way. 

Each feature being tracked is monitored to determine if its current appear- 
ance is still similar, under affine distortion, to the initial appearance observed 
in the first frame. When the dissimilarity exceeds a predefined threshold, the 
feature is considered to have been lost and will no longer be tracked. Since the 
KLT algorithm incorporates an analytical solution to motion estimation, it is 
much faster than the methods that use explicit region matching, such as the 
conventional cross-correlation and the ODP techniques. The source code of the 
tracker can be downloaded from the web site 0. 

2.2 The IPAN Tracker 

The IPAN Tracker is a non-iterative, competitive feature point linking algorithm. 
Its original, application-independent version ^ tracks a moving point set, tol- 
erating point entry, exit and false and missing measurements. Position is the 
only data assigned to a point. The algorithm is based on a repetitive hypothe- 
sis testing procedure that switches between three consecutive image frames and 
maximises the smoothness of the evolving trajectories. When applied to PIV, the 
algorithm is modified as follows: 1. a PIV-specific feature selection mechanism 
is added; 2. the cost function is modified to include feature appearance. 

A PIV image g{x, y) is smoothed by a 3 x 3 mean filter and the (real-valued) 
maxima of the smoothed image s{x,y) are selected as the features. Each bright 
particle is represented by a maximum of s{x,y). For more precise motion esti- 
mation, the position of each maximum is corrected by parabolic interpolation 
in X and y directions, separately. This results in the corrected position (xf,yf). 
A feature P{xf,yf) is then assigned a dominance value f{xf,yf). The features 
(particles) are ranked according to their dominance. 

The IPAN Tracker processes sequentially each of three consecutive frames 
Fn-i, Fn and En+ij where n is the current frame. Consider a feature in each 
of the 3 frames, A G F„_i, B G F^ and C £ E„+i. When applied to PIV, the 
tracker minimises the cost function S{A, B,C) which accounts for changes in 
velocity and appearance of a feature: 

(5(A, B, C) = wie{A, B, C) + W2A{A, B, C) + W3<P{A, B, C), (1) 



where 



0(A,B,C) = 1- 



AB-BC 
~AB\\ - tBd 



A{A,B,C) = 1- 



2[ 


AB 




BC 


Y 


1 


ab\ 


+ 


\bc\\ 



AB and BC are the vectors pointing from A to B and from B to C, respec- 
tively, AB ■ BC is their scalar product. 0 and A, the trajectory smoothness 
terms, penalise changes in the direction and the magnitude of the velocity vector. 
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<P{A, B,C), the appearance term of S{A, B,C), accounts for changes in feature 
appearance in a 3 x 3 neighbourhood. It is defined as 

1 ® 

^(A,B,C) = ^[|s(Afe) - s(Bk)\ + \s{Bk) - s(Cfc)|], 

^^9max , T 
k—1 

where s{Pk) are the gray values of the feature point P and its 8 neighbours. The 
weights are set as Wi = 0.1, W 2 = = 0.45. The cost function S{A,B,C) is 

minimised using the repetitive hypothesis testing procedure presented in |5|. 



3 Post-processing of Velocity Vector Field 

3.1 Coherence Filtering 

Feature trackers may occasionally yield completely wrong velocity vectors. To 
enhance the result of measurement, coherence based post-processing is applied 
to the ‘raw’ velocity field obtained by the trackers. The coherence filter modifies 
a velocity vector if it is inconsistent with the dominant surrounding vectors. 
The solution we use is a modified version of the vector median filter p. The 
procedure operates as follows. 

Given a feature point P^. with the velocity vector v^, consider all features Pi, 
i = 1,2, .. . ,p, lying within a distance S from P^, including Pc itself. Let their 
velocities be v^. Due to coherent motion, these vectors are assumed to form a 
cluster in the velocity space. Introduce the mean cumulative difference between 
a vector and all other vectors Vj, j ^ i: 

, 2 ) 

p-l 

The median vector is the vector that minimises the cumulative difference. Its 
index is med = argmin^Zli. Amed, the mean cumulative difference of the me- 
dian velocity, characterises the spread of the velocity cluster. The standard me- 
dian filter substitutes Vc by the median Vmed- In our implementation, is 
substituted by v^ed only if the difference between and v^ed is significant: 
||vc — Vmedll > Amed- The Standard median filter tends to modify most of the 
measurements and introduce an additional error. The conditional median filter 
only modifies the vectors that are likely to be imprecise or erroneous measure- 
ments. Our tests show that, as far as the overall accuracy is concerned, the 
conditional median is superior to the standard version. 

The above coherence filter is applied iteratively until any of the stopping 
conditions is fulfilled. Denote by 14 the number of vectors modified at the 
iteration. The conditions for stopping after the iteration are as follows: 
1. Vfc = 0 OR 2. Vk < Vmin and 14 > Vk-i OR 3. fc = kraax- We use Vmin = 20 
and kmax = 30. Figure Q shows an example of coherence filtering. 
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3.2 Resampling 

Uniform sampling of the measured velocity field is normally required. A num- 
ber of techniques 0 are available for resampling the results of a measurement. 
However, most of them perform resampling from one regular grid to another. 
We use the following procedure. 

Given a point, G, on the required regular grid, consider all feature points Pi, 
i = 1, 2, . . . ,p, lying within a certain distance S from G. {S is selected adaptively 
in the way already discussed.) Let their velocity vectors be v^. Denote by df the 
squared distance from Pi to G and by d? the mean of df over all i. Introduce 




where 0 < ai,/3i < 1 and X/i=i A = 1- The interpolated velocity vector in G is 
calculated as vq = Figure Q shows an example of resampling. 





Fig. 1. Example of vector field post-processing. Left: the original field. Center: coher- 
ence filtering. Right: resampling. 



4 Tests 

The KLT and IPAN Trackers were run on a number of standard test sequences 
available on the Internet. The post-processing algorithms described in section 0 
were applied to the ‘raw’ velocity fields obtained by the KLT and IPAN Trackers. 
In this section, the two algorithms complemented by the post-processing are 
referred to as KLT-PIV and IPAN-PIV, respectively. They are compared to 
the correlation (CORR-PIV |Tl] i and the Orthogonal Dynamic Programming 
(ODP-PIV |0|) algorithms. 

The experimental results for CORR-PIV and ODP-PIV given in this section 
are cited from the papers mn\. The results refer to two sets of synthetic data 
with the ground truth available, which were downloaded from the Japanese PIV- 
STD Project web site ini and the web site m- In the tables below, the error is 
the mean deviation from the ground truth; the variance of the absolute deviation 
is also given. 
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4.1 The PIV-STD Data 

The Visualisation Society of Japan has launched a project named PIV-STD H21 
whose goal is to generate and distribute standard synthetic test sequences for 
performance evaluation of PIV algorithms. The web site P2| offers a collection of 
pregenerated sequences as well as a program allowing to produce sequences with 
desired parameters. The character of flow is the same in all PIV-STD sequences. 
Relatively simple, ‘wavy’ flows without vortices are generated. The images are 
256 X 256 pixel size. The standard average speed is 7.39 pixel/frame. Figure 0 
shows a sample image with the standard density of 4000 particles. A typical flow 
is also visualised as a velocity vector field. 




Fig. 2. A sample PIV-STD image and a typical flow. 



Table 0 compares displacement errors of the three methods, IPAN-PIV, KLT- 
PIV and ODP-PIV2, for six STD-PIV sequences. The results of ODP-PIV are 
cited from m Results of CORR-PIV were not available for this dataset. ODP- 
PIV2 is the most precise of the three variants presented in [3|. For the STD-PIV 
dataset, the performance of KLT-PIV is very close to that of ODP-PIV. The 
accuracy of IPAN-PIV is lower; in particular, a poor result was obtained for 
the frequently disappearing particles. The high density and the indistinguish- 
able particles also pose some problem to IPAN-PIV. Note that the ODP-PIV 
algorithm is much slower than the trackers, as discussed below. 



Table 1. Relative displacement errors (%) for PIV-STD 





sOl 


s03 


s04 


s05 


s06 


s08 


IPAN-PIV 

KLT-PIV 

ODP-PIV2 


4.72 ± 4.3 
3.37 ± 2.3 
3.52 ± 2.9 


10.3 ± 4.5 
9.82 ± 4.0 
9.82 ± 5.1 


4.86 ± 6.2 
2.02 ± 2.1 
1.97 ± 2.7 


5.41 ± 4.9 
3.51 ± 2.7 
2.68 ± 3.1 


4.59 ± 5.7 
2.02 ± 1.8 
1.50 ± 1.6 


23.8 ± 30 
4.18 ± 3.9 
5.05 ± 4.6 
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4.2 The CYLINDER Data 

Table 0 compares IPAN-PIV, KLT-PIV, ODP-PIV and the correlation method 
CORR-PIV for a set the synthetic flow sequences called CYLINDER fill- ODP- 
PIV I is the fastest and least precise of the three variants presented in jO] . CORR- 
PIV is a 32 X 32 window size correlator. N5, NIO and N20 are noisy versions of 
the original noise-free sequence NO visualised in figure 0 The numbers indicate 
the degrees of noise varying from 5% to 20%. CYLINDER is a complex flow with 
the mean displacement 7.6 pixel/frame. For the CYLINDER dataset, the feature 
trackers outperform the correlation algorithm in both accuracy and execution 
time. For noisy (and more realistic) data, they compete with the fastest variant 
of ODP-PIV in accuracy and are definitely superior in processing speed. 



Table 2. Displacement errors for CYLINDER, in pixels 





IPAN-PIV 


KLT-PIV 


CORR-PIV 


ODP-PIVl 


ODP-PIV2 


NO 

N5 

NIO 

N20 


0.42 ± 0.5 
0.50 ± 0.7 
0.55 ± 0.7 
0.90 ± 1.2 


0.35 ± 0.6 
0.35 ± 0.6 
0.33 ± 0.5 
0.44 ± 0.6 


0.55 ± 1.0 
0.61 ± 1.2 
0.77 ± 1.6 
3.11 ± 4.1 


0.13 ± 0.1 
0.21 ± 0.5 
0.53 ± 1.4 
0.88 ± 1.6 


0.07 ± 0.1 
0.08 ± 0.1 
0.11 ± 0.1 
0.20 ± 0.1 



Time 20 sec 15 sec 10 min 20 min 200 min 




Fig. 3. First frame and flow visualisation of CYLINDER NO. 



5 Conclusion 

We have presented a novel approach to Particle Image Velocimetry based on 
feature tracking. Two efficient algorithms have been customised to PIV by adding 
the procedures for coherence Altering and resampling. The coherence Altering 
improves the accuracy of velocity estimation. The resampling provides a uniform 
sampling at the expense of a moderate decrease of the accuracy. The results of the 
tests demonstrate that the proposed approach offers a good alternative to both 
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correlation and ODP techniques. KLT-PIV and IPAN-PIV provide higher flow 
estimation accuracy and are faster than the conventional correlation techniques. 
For noisy images, the feature tracking PIV provides accuracy comparable with 
that of the precise ODP algorithms, while requiring much less computation. The 
processing speed of the trackers can potentially make them suitable for fast flow 
visualisation, qualitative estimation, and analysis of time- varying flows. 

The most interesting, open question is that of flow complexity. Simple, 
smooth flows like PIV-STD can be in most cases reliably measured by all meth- 
ods considered in this paper. The real differences in performance become clear 
as the complexity grows. Future research should focus on flow complexity and 
involve creation of realistic but complex test sequences with the ground truth 
provided. 

Online demonstrations of IPAN-PIV and KLT-PIV are available on the In- 
ternet at the web site: http://visual.ipan.sztaki.hu/demo/demo.html. A 
remote user can select an algorithm, set the parameters and run the algorithm 
on a short PIV sequence. Alternatively, the user can upload and process his/her 
own data. 
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Abstract. This paper presents algorithms to implement the estimation 
of motion, focusing on the finite element method as a framework for the 
development of techniques. The finite element approach has the advan- 
tages of a rigorous mathematical formulation, speed of reconstruction, 
conceptual simplicity and ease of implementation via well-established fi- 
nite element procedures in comparison to finite volume or finite difference 
techniques. The finite element techniques are implemented as a triangu- 
lar discretisation, and preliminary results are presented. An important 
advantage is the capacity to tackle problems in which non-uniform sam- 
pling of the image sequence is appropriate, which will be addressed in 
future work. 

Keywords: motion estimation, inverse finite element methods, triangu- 
lar meshes 



1 Introduction 

The estimation of grey-level derivatives is of great importance to the analysis 
of image sequences. Intensity-based differential techniques are frequently used 
to compute velocities from spatio-temporal derivatives of image intensity or fil- 
tered versions of the image, |^. By assuming that image intensity is conserved, 
a gradient constraint equation may be derived; approximation of the image in- 
tensity derivatives in this equation, together with smoothness constraints, forms 
the basis of algorithms for the computation of the optical flow field describing 
the transformation of one grey- level image in a sequence to the next. 

For convenience, it is straightforward to begin with a problem where the ap- 
parent velocity of intensity patterns can be directly identified with the movement 
of surfaces in the scene. Horn and Schunck ^ present an iterative algorithm to 
find the optical flow pattern, assuming the apparent velocity of the brightness 
pattern varies smoothly almost everywhere in the image, in which the deriva- 
tives of image intensity are approximated using a finite volume approach. The 
approach described here approximates these derivatives of image intensity using 
a finite element technique. The finite element algorithm is described in Sec- 
tion 0 Experimental results with synthetic and real grey-scale images are shown 
in Section 0 Conclusions are discussed in Section 0 
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2 Finite Element Formulation 

The finite volume approach used to develop the Horn and Schunck algorithm 
requires a regular sampling of image intensity values stored in simple rectangular 
arrays. Computational efficiency can be greatly increased by focusing only on 
those regions in which motion has been detected to be occurring. This requires 
the ability to work with images in which the intensity values are sampled more 
frequently in areas of interest, such as localised regions of high intensity gradient 
or rapid variation of intensity with time, than in areas likely to correspond to 
scene background. For example, in ^ image variation is used to facilitate the 
adaptive partitioning of the image for the efficient estimation of optical flow. 

Implementations based on finite difference or finite volume methods become 
complicated to generalise when the image intensity values are not uniformly 
sampled because they are based on point differences along regular co-ordinate 
directions. In contrast, finite element methods are ideally suited for use with 
variable and adaptive grids, and hence provide a framework for developing algo- 
rithms to work with non-uniformly sampled images. Such images may arise from 
the application of image compression techniques, |2|. Appropriate image parti- 
tioning may lead to the use of a variety of element sizes and orientations. It is 
thus necessary to be able to implement neighbourhood operators systematically 
in situations involving an irregular discretisation of the image. 

2.1 A Finite Element Formulation in Two Dimensions 

It has previously been shown, |^, that the algorithm of Horn and Schunck ior op- 
tical flow estimation may be considered as one of a family of methods that may be 
derived using an inverse finite element approach. In the two-dimensional 

Galerkin bilinear finite element technique (FETBI) has been developed and ex- 
tensively compared with the Horn and Schunck algorithm (HS), as well as the 
best of the existing motion estimation methods reported in the literature, and 
is shown to perform well. 

The image intensity at the point (cc, y) in the image plane at time t is denoted 
by u{x, y, t) which is considered to be a member of the Hilbert image space H^ 
at any time t > 0. The optical flow is denoted by & = {bi{x,y,t),b2{x,y,t)) 
where b\ and 62 denote the x and y components of the flow b at time t > 0. In 
the inverse problem with which we are concerned, the image intensity values 
are known and it is the velocity function b, or optical flow, that is unknown 
and is to be approximated. The optical flow constraint equation is 



Uxbi + Uyb2 + ut = 0, ( 1 ) 

where Ux, Uy, Ut are the partial derivatives of the image intensity with respect 
to X, y and t respectively. This equation cannot fully determine the flow but 
can give the component of the flow in the direction of the intensity gradient. An 
additional constraint must be imposed, to ensure a smooth variation in the flow 
across the image, which is formed by minimising the (square of) the magnitude 
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of the gradient of the optical flow velocity components. It provides a smoothness 
measure, and may be implemented by setting to zero the Laplacian of bi and 62- 
The computation of optical flow may then be treated as a minimisation problem 
for the sum of the errors in the equation for the rate of change of image intensity 
and the measure of the departure from smoothness in the velocity held. This 
results in a pair of equations, which along with an approximation of laplacians 
of the velocity components, allow the optical flow to be computed. 

The infinite dimensional function space cannot be used directly to provide 
a tractable computational technique, however a function in the image space 
may be approximately represented by a function from a finite dimensional 
subspace C From a flnite basis is selected, where the support 

of <j)i is restricted to a neighbourhood Hi (the domain in which its value is 
non-zero). The image u may thus be approximately represented at time by 
a function [/" G where C/" = 'Yhj=i &nd in which the parameters 

are associated with the image intensity values at time t A basis 
for may be formed by associating with each node i, a trial function 4>i{x,y) 
such that 4>i{x,y) = 1 at node i, (j)i{x,y) = 0 at node j, j yf i, and 4>i{x,y) is 
polynomial on each element. The basis function 4>i{x,y) is thus a “tent shaped” 
function with support limited to elements that have node i as a vertex. 

A Euler forward flnite difference ^ — — approximates the partial derivative 

where C/" and are image intensity values in the and (n -I- 1)*^ 

images respectively. If the components of the optical flow are considered to be 
piecewise constant on each element, then the flnite element formulation 

N jjn+1 Jjn p N p 

^ dn + eY,u^ + 62 .y<('^y ^] dQ 

j^l Jq 

N 

+(i-0)^c/;+i 

i=i 

provides an approximation to the flow constraint equation in which each equation 
contains unknown velocity component values. These equations, along with the 
smoothing constraint, may be rearranged to provide an iteration scheme similar 
to the Horn- Schunck eqa&iions to approximate the optical flow for each element. 

2.2 Triangular Grid Implementation of Finite Element Technique 

This paper focuses on the development of techniques (FETTRI) based on a 
triangular flnite element mesh. This is to facilitate the development of algorithms 
that are sufficiently general to be capable of addressing optical flow estimation 
using image sequences that are non-uniformly sampled. 

It is straightforward to begin with a discretisation of right-angled isosceles 
triangles. Consider a flnite element discretisation of the image domain Q based 
on this triangular array of pixels. Nodes are placed at the pixel centres, and 
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this array of nodes is used by a 2D Delaunay algorithm, applied to the row and 
column co-ordinates of the nodes, to produce a triangular mesh. Given a set of 
data points the Delaunay triangulation provides a set of lines connecting each 
point to its natural neighbours. The resulting mesh allows the partitioning of 
the image into elements, as illustrated in Fig.m with nodes located at the three 
vertices of the triangular elements. Fig. 0shows how the element numbering pro- 
vided by the Delaunay algorithm is locally random, with a section of a typical 
triangular grid of elements and nodes. When considering the flow on a particular 
element e^, we must take account of the elements which share a node with 
(i.e. the “surrounding elements”). For example, in Fig. E) only the velocity cal- 
culations from elements 66,63,65,61,611,67,69,610,68,612,616,617 are included 
in the velocity equation for solution over element e*,. 

The motion estimation equations may be formed by associating with each 
element 6, a trial function <Pf.{x,y) = 4>i{x,y) + (p 2 {x,y) + 4>^{x,y) such that 
<Pe{x,y) = 1 over element e, <Pe{x,y) = 0 over all elements other than those 
surrounding element 6, and <l>e{x^y) falls linearly from 1 to 0 over the elements 
that surround element e. The basis function ^e(a;, y) is thus a “plateau'^ function 
and has support limited to those triangular elements which share one of these 
three vertices of element e (locally labelled nodes 1, 2 and 3). With the triangular 
mesh computed, it is possible to compute the 2D velocity over the image by 
considering the components of the optical flow to be piecewise constant over 
each element. The motion estimation equations are as shown in Eqn. 2 with (jji 
substituted by the new trial function 

It is relatively simple to calculate and assemble the relevant element mass 
and stiffness matrix for this problem as the equations are still based on typical 
finite element matrices. The element contributions are assembled into a global 
matrix to be used in the solution of the optical flow equations. Isoparametric 
mappings were used to evaluate the integrals to map from the arbitrary element 
isosceles triangle to the standard element triangle on the grid. 

Using the motion equation in a Horn and Schunck style iteration, that in- 
cludes a smoothing term based on laplacians of the velocity components, results 
in a pair of equations for the optical flow for each triangular element in the 
mesh. For plotting, a grid which is twice as fine as the pixel grid is used, and 
velocities for each element are plotted at the grid point closest to the centroid 
of the element, see Fig.El {vk is the optical flow for element k, that is 6^). 

3 Experimental Results 

Results for image sequences are obtained, primarily for the proposed triangu- 
lar implementation of the finite element technique (FETTRI), and comparisons 
made to the FETBI and HS algorithms, 0 . Synthetic image sequences are used 
for which the correct 2D motion fields are known, with the angular and absolute 
errors measures used for quantitative comparisons. Real image sequences are 
also used for analysis, H. HI Velocity is written as displacement per unit 
time; pixels/frame {pix/fr). 
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Fig. 1. Regular triangular array of pixels and nodes for finite element discretisation 
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Fig. 2. A section of a triangular grid of elements and nodes 




Fig. 3. Plotting of velocity values 



3.1 Synthetic Image Sequence 

Translating Square sequence. This simple test case is shown in Fig. ^ along with 
the corresponding actual flow. The sequence involves a translating square with a 
width of 40 pixels on a dark background with uniform motion of vi = (1, 1). The 
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obtained optical flow flelds for a tolerance of 0.00001 and a = 600 are shown 
in Fig. 0 for the FETBI and FETTRI algorithms respectively. Table Q] shows 
the algorithms’ performance in terms of the absolute and angular error values, 
where it can be seen that the FETTRI outperforms the other two algorithms 
significantly. The FETTRI flow (Fig. |3) may seem to be rather ’spread out’. 
This is due to the plotting technique of the FETTRI algorithm as described 
in Section Values are not located on a regular rectangular grid therefore 
spaces are left where velocity is not computed, though velocity values are always 
calculated for every element in the triangular discretisation. This could be post- 
processed to All in the flow field, though it is preferable at this stage to just show 
the ’pure’ flow for all experiments. 

Translating Square Correct Flow 




Fig. 4. Translating Square Image and Correct Flow 



FETBI FETTRI 





Fig. 5. Translating Square FETBI and FETTRI results 
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Table 1. Performance of FET (TRIangular, Bilinear) and HS algorithms with Absolute 
and Angular Error Values for Translating Square Image Sequence 



Absolute Angular Percentage of flow vectors 
Error Error with Angular Error less than: 



Algorithm 


Mean SD 


Mean SD 


<1° <3° <5° 


< 10° 


Tolerance = 


0.00001; 












a = 600 














FETTRI* 


0.04 


0.04 


0.13 


0.27 


98.36% 99.96% 100.00% 100.00% 


FETBI 


0.98 


0.38 


6.38 


4.25 


10.60% 27.89% 41.23% 


76.91% 


HS 


1.00 


0.37 


6.31 


4.15 


10.65% 27.84% 41.12% 


77.88% 



* For FETTRI the error values shown are worst case bounds, since they include 
optical flow values of zero at grid points where optical flow is not computed. 




FETTRI 




Fig. 6. Rotating Rubic Image and FETTRI results 



3.2 Real Image Sequence 

Rotating Rubic cube. A frame from this sequence is shown in Fig. 0 The Rubic 
cube is rotating counter-clockwise on a turntable involving velocities less than 
2 pix/fr. The obtained flow fleld for a tolerance of 0.0001 and a = 800 for 
the FETTRI algorithm is shown in Fig. El which is satisfactory for this sequence. 

Hamburg Taxi scene. This sequence is a street scene involving four mov- 
ing objects - a car on the left driving left to right, 3 pix/fr, a taxi near the 
centre turning the corner at 1.0 pix/fr, a pedestrian in the upper left moving 
down, 0.3 pix/fr, and a van on the right moving to the left, 3 pix/fr. A frame 
from the sequence and a result from the FETTRI algorithm (tolerance 0.001 
and a = 200) are shown in Fig. [3 This result is promising for the Hamburg 
Taxi sequence. 
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Fig. 7. Hamburg Taxi Image and FETTRI results 



Hamburg Taxi 





4 Conclusion 

We have presented a general technique for the computation of optical flow that 
is based on the finite element method. The approach has been illustrated by 
implementations using the Galerkin triangular finite element formulation (FET- 
TRI) with comparisons made to the FETBI and HS algorithms. Our inverse 
finite element technique may be applied in general using a variety of element 
types and image discretisations, thus providing a family of algorithms system- 
atically developed within a rigorous framework. An important contribution of 
our approach is its applicability to images that are sampled non-uniformly using 
non-uniform finite element meshes, allowing computational activity to focus on 
areas of greatest interest, such as those where motion is detected. 
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Abstract. In this paper we present a colour constancy algorithm 
for real-time face tracking. It is based on a modification of the well 
known Grey World algorithm in order to use the redundant information 
available in an image sequence. In the experiments conducted it is 
clearly more robust to sudden illuminant colour changes than popular 
the rg-normalised algorithm. 

Keywords: face tracking. Grey World algorithm, colour constancy 



1 Introduction 

In this paper we will study the problem of face tracking using colour. Trackers 
based on this feature, which is the most frequently used feature for face tracking 
m, are used as an initial estimate or follow-up verification of face location in 
the image plane. 

The primary problem in automatic skin detection is colour constancy. The 
[RGB] colour of an image pixel depends not only on the imaged object colour, 
but also on the lighting geometry, illuminant colour and camera response. For 
example if the scene light intensity is scaled by a factor s, each perceived pixel 

colour becomes [sR, sG^ sB] . The rg-normalisation algorithm provides a colour 
constancy solution which is independent of the illuminant intensity by doing: 
[sR, sG, sB] [sR/s{R -I- G -I- B),sG/s{R -I- G -I- B)]. On the other hand, a 
change in illuminant colour can be modelled as a scaling a, (3 and 7 in the R, G 
and B image colour channels. In this case the previous normalisation fails. The 
Grey World (GW) algorithm P provides a constancy solution independent of 
the illuminant colour by dividing each colour channel by its average value. 

In this paper we introduce a colour constancy algorithm, based on GW, 
that can be used for real-time colour-based image segmentation which is more 
robust to big sudden illuminant colour changes than the popular rg-normalised 
algorithm. 

* Work funded by GIGyT under project number TIG1999-1021 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 341-^3 2001. 
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2 Grey World-Based Colour Constancy 

Colour constancy is the perceptual ability to assign the same colour to objects 
under different lighting conditions. The goal of any colour constancy algorithm is 
to transform the original [RGB] values of the image into constant colour descrip- 
tors. In the case of Lambertian surfaces, the colour of an image pixel {ij) can be 
modelled by a lighting geometry component s^, which scales the [rgh] surface 
reflectances of every pixel independently, and three colour illuminant compo- 
nents (a,/3,7), which scale respectively the red, green and blue colour channels 
of the image as a whole ^ . The lighting geometry component accounts for sur- 
face geometry and illuminant intensity variations, while the colour illuminant 
components account for variations in the illuminant colour. According to this 
model, two pixels I{ij) and I{kl) of an image would have the following [RGB] 
values: [si^arij, stjjbij], [skiarki, SkiPgkh Skabki], where [rij, gij,bij] and 

[rki, gkijbki] represent surface reflectances; i.e. real object colour, independent of 
the illuminant. 

The GW algorithm proposed by Buchsbaum |2| assumed that the average 
surface reflectances in an image with enough different surfaces is grey. So, the 
average reflected intensity corresponds to the illuminant colour, which can be 
used to compute the colour descriptors. This algorithm was refined in IHl by 
actually obtaining an average model of surface reflectances and proposing a 
procedure to compute the average image reflectance. 

Let us define the image average geometrical reflectance, / 2 , as 



where n is the number of image pixels. It represents the average [RGB] image 
values, once we have eliminated the colour illuminant component. 

If we assume that the average geometrical reflectance is constant over the 
image sequence, then the image average [RGB] variation between two images 
is proportional to the illuminant colour variation. On the basis of this, a colour 
normalisation invariant to illuminant colour changes can be devised: 



where, if x represents the colour channel (x S [r, g, b]), IxiG) is the value of the 
channel x for pixel I{ij), and fx is the image channel x average geometrical 
reflectance. 

The previous normalisation is what we call basic GW algorithm. It is robust 
to illuminant colour variations, but it only works for sequences with constant 
image average geometrical reflectance. In consequence, basic GW fails when a 
new object appears in the image or when the illuminant geometry changes. In 
the next section we propose an extension to the basic GW algorithm that solves 
these problems using redundant information available in an image sequence. 




ijei 
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3 Face Tracking Using Dynamic Grey World 

In this section we present a colour-based face tracking algorithm. First we will 
briefly describe how to track a coloured patch using simple statistics, afterwards 
the Dynamic GW (DGW) algorithm is presented. 



3.1 Face Segmentation and Tracking Using a Skin Colour Model 



Given a sequence of colour images, building a face tracker is straightforward if we 
have a reliable model of the image colour distributions. Let I^-gb be the [RGB] 
channels of image I, and let p{Irgb\skin) and p{Irgb\back) be the conditional 
colour probability density functions (pfds) of the skin and background respec- 
tively (we assume that background is anything that is not skin). Using the Bayes 
formula, the probability that a pixel with colour I^gb be sfcm, P{skin\Irgb), can 
be computed as follows: 

Pi p- \T N p{Irgb\skin)Ps 

p{Irgb\skm)Ps+p{Irgb\hack)Pb^ 



where Pg and Pb are the a priori probabilities of skin and background. The 
transformation P{Irgb) = 255 x P{skin\Irgb) returns an image whose grey values 
represent the probability of being skin (see first column in Fig. |2I). Face tracking 
on this image can be performed with a mode seeking algorithm, like 0 , by 
computing the position and orientation of the face colour cluster in each frame 
0- 

The problem now is how to make the previous statistical model invariant to 
variations in the scene illumination. In most real-time systems this invariance 
is achieved by working in a rg-normalised chromaticity space. As we previously 
mentioned, this method fails when there is a sudden change of the illuminant 
colour. In our segmentation algorithm we propose using the GW colour space, 
[fgh ] , defined in section 0 



hgbiG) = nx 



' Irjij) Igjij) Ibjij) ' 

.S/ X)/ 



We model the skin GW colour distribution with a continuous Gaussian 
model. As can be seen in Fig. ^ approximately Gaussian. On the 

left are shown the Ghi-square and Gaussian plots of the If, Ig and marginals 
and the T-g multivariate distribution. From the analysis of these plots we can 
verify that the assumption p(/..j^|sfcm) ^ Ninis, Sg, can not be rejected. 
On the other hand, it is not possible to And an analytic model for the background 
pdf, so we will model it with a uniform distribution, hb{I~~i). Other authors 
have indicated different preferences for modelling the colour distributions. In 
m Gaussian mixture models, whereas in [S| and H2] pure histogram-based rep- 
resentations are chosen. In our experiments we found that using a a continuous 
model yields better results because of the high space dimensionality (3D). 
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Fig. 1. Skin colour pdf in GW space. On the left is shown the skin colour cluster in 
GW colour space. On the right are shown the Ghi-square plot for the multivariate 
distribution and the Normal plots for the marginals. 



If we approximate the priors Pg ~ Us/n and Pb ~ nt/n, where Ug and Ub are 
respectively the number of the skin and background pixels, then 

P(skin\I ,1- ngNjfh, E,Irgb) 



3.2 The Dynamic Grey World Algorithm 

The main problem of the basic GW algorithm is that it was conceived for static 
images; i.e. it fails when there is a big change in the image average geometrical 
reflectance. In this section we propose a dynamic extension to GW (DGW) which 
will detect this situation and update the GW model (see Fig. EJ. 

In the following we assume that there exists a partition of the image se- 
quence into a set of image subsequences such that the image average geometri- 
cal reflectance is constant over each subsequence; i.e. the basic GW algorithm 
can be used as a colour constancy criterion over each subsequence. We will use 
the first image of each subsequence as a reference image. The other images of 
the subsequence will be segmented using the colour descriptors of the reference 
image. 

Let and be respectively the reference image, the present and 

the previous image, Ff~ be the face pixels in GW space, be the average value 

rgb y 

for each colour channel in and be the average GW descriptors for 

the face pixels in the reference and present image, and fhg, Eg, hb, Pg, Pb be the 
GW colour descriptors statistical distribution for the reference image. 

The problem now is how to segment each reference image and how to detect 
a change of subsequence. Reference images can be segmented with the average 
[RGB] values of the previous image {filgb ), provided that the change in average 
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Initialisation 

/*Initialise the reference image model using motion 
segmentation and a precalculated colour model*/ 

[jTis, X’s, Ps, A, /if-J = InitTrackingO ; 

While (true) /* tracker main loop */ 

jt j. 

firgb ~ > /* image mean rgb values */ 

/* GW normalisation */ 

rgb nl’^ 

^rgb 

Fl^f^ = ProbabilisticSegment (/Uj, rhs, Ps, Ps, Pfc) ; /* segment img */ 
f^fgb ~ ComputeAvgFaceGW(Pf.|^) ; /* face avg GW descriptors */ 

If > A then /* change of subsequence */ 

jt 

^tgb ~ /* GW normalise with previous mean */ 

^rgb 

Pf.j; = ProbabilisticSegment (7*.g, rhs, P's, Ps, Pb) ; /* segment image */ 
7Ljj = 7!.g /* update reference image */ 

/r..g = ComputeAvgFaceGW(P!.j) ; /* face avg GW descriptors */ 

[rhg, Ss, Ps, Pb] = ColourDistrib(Pf.g) ; /* ref. colour distrib */ 
end /* if */ 
end /* while */ 



Fig. 2. Dymanic Grey World Algorithm 



geometrical reflectance is caused mainly by the appearance of new objects in the 
scene. 

A change of subsequence is detected just by detecting a change in the average 
geometrical reflectance. This can not be accomplished on the basis of analysing 
P-rgb’ ^ i^rgb changes with the illuminant colour. We solve this problem by 
monitoring the average GW descriptors of the face pixels. As they are invariant 
to illuminant colour changes, a change in these descriptors is necessarily caused 
by a change in average geometrical reflectance. 

4 Experiments 

In our experiments we used a VL500 Sony colour digital camera at 320 x 240 
resolution, iris open, no gain, no gamma correction. Images were taken with 
regular roof fluorescent lights and variations in illumination colour were obtained 
using a controled tungsten light, a green color Alter, and turning on and off roof 
fluorescent lights. 

In the first experiment we validate the DGW algorithm hypothesis: variations 
in the average geometrical reflectance can be detected, and the reference image 
of each subsequence can be segmented. We acquired a sequence of 200 images 
with a green object appearing at one point and illuminant geometrical variations 
taking place at different moments. The result of this experiment is shown, from 
left to right, in Fig. 0 the first image of the sequence (image 1), a change 
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in the illuminant (roof lights turned off) (image 26), and the appearance and 
disappearance of an object (images 88 and 139). In this experiment the system 
detects three subsequences (1 to 87, 88 to 138, and 139 to 200). This is clearly 
visible in the plot at the bottom of Fig.|3 In image 26 the roof fluorescent lights 
are turned off. This geometrical illumination variation can be perceived again 
in the face GW descriptors plot. In this case the segmentation is good. This is 
an example of “worst case” test. In similar situations with stronger variations in 
the illuminant geometry, the system may not be able to segment the image and 
eventually may loose the target. 




Fig. 3. Hypothesis validation experiment. On the first row four images of a sequence are 
shown. Their segmentation with the DGW algorithm is presented on the second row. 
The average r,g and b face GW descriptors (in red, green and blue color respectively) 
are shown in the third row. 



The goal of the next experiment is to check that the dynamic extension to 
GW is necessary; i.e. to see what would happen if we segment the previous 
sequence with the basic GW algorithm. In Fig. El are shown the same images 
as in Fig. 01 We can clearly perceive that without the dynamic extension, the 
initial colour model is invalid when a change in the image average geometrical 
reflectance (caused by the appearance of an object) takes place. The initial model 
gradually becomes valid again as the object disappears (see last column). 

In the following experiment we compare the performance of the DGW algo- 
rithm with the rg-normalised algorithm. We have created a sequence with a set 
of images with “difficult” background (i.e. brownish door and shelves to distract 
the segmentation). In Fig.Elfour frames of the sequence are shown in each colum 
representing: initial image, red object appears, tungsten frontal light turns on, 
green filter is introduced. DGW segmentation results are shown in the second 
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Fig. 4. DGW algorithm versus basic GW. DGW algorithm segmentation results are 
shown in first row and basic GW in the second one. 



row and rg-normalised results in the third one. Visual inspection of these results 
show that both algorithms have similar results in the least favourable cases for 
the DGW algorithm (second and third columns) and a clear success of the DGW 
compared to the rg-normalisation when the illuminant colour abruptly changes 
(fourth column). 




Fig. 5. Comparison of DGW and RG-normalisation colour constancy for face tracking. 



5 Conclusions 

We have introduced the Dynamic Grey World algorithm (DGW) a colour con- 
stacy algorithm based on an extension of the well known GW algorithm. It 
was designed to work in real-time with sequences of images with varying envi- 
ronmental conditions. In the experiments conducted it performed better than 
the rg-normalised algorithm when sudden changes in the illuminant colour take 
place. The least favorable case for our algorithm occurs when changes in the il- 
luminant geometry take place. In this paper we have analysed some of the weak 
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points of the rg-normalised algorithm. The DGW algorithm is not perfect either, 
as its performance can be seriously affected by strong and fast changes in the 
illuminant geometry. In spite of these limitations, colour-based trackers are good 
as a fast initial estimate or follow-up verification of face location. 
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Abstract. We present a framework for fast (linear time) local estima- 
tion of optical flow in image sequences. Starting from the commonly used 
brightness constancy assumption, a simple differential technique is de- 
rived in a first step. Afterwards, this approach will be extended by the 
application of a nonlinear diffusion process to the flow field in order to 
reduce smoothing at motion boundaries. Due to the ill-posedness of the 
determination of optical flow from the related differential equations, a 
Wavelet- Galerkin projection method is applied to regularize and lin- 
earize the problem. 

Keywords: optical flow estimation, wavelet methods, variational meth- 
ods 



1 Introduction 

The main purpose of this article is the presentation of a fast algorithm for 
the determination of optical flow fields from given image sequences, which 
is a very important task in image processing. The question of a reliable 
estimation has been adressed by several authors and just as many different 
approaches were made (see, e.g. PI, PDI, [Z|, |2^, m and many others mentioned 
therein). Our approach falls into the large group of differential methods and 
the flow is computed locally, because here we are mostly interested in fast 
computations — nonlocal approaches lead to very large equation systems, 
that can only be solved iteratively, which is usually more expensive. On the 
other hand, nonlocal methods give commonly better results and are better 
suited to handle large displacements. Howerver, the presented methods are 
not limited to the local case and might also be applied to global flow calculations. 

The paper is organized as follows: in Section 2, we will briefly recall the differ- 
ential flow model and the most important invariant, which occurs as brightness 
constancy assumption. Additionally, we will show, how a Wavelet-GALERKIN 
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procedure helps to linearize and regularize the associated flow equations in order 
to get stable estimations m) and we argue, how certain properties of MRA- 
Wavelets may be utilized in this context. Since this simple model has some 
drawbacks, in particular blurring at motion edges and numerical instabilites at 
image points with very slow motion, we derive a certain extension in the fol- 
lowing section; this extension is closely related to nonlinear diffusion processes, 
which are also briefly presented there. Finally, we will show some experimental 
results of the implementations in Section 4 and we discuss the advantages and 
disadvantages of this method in comparison to existing approaches of optical 
flow calculation. 

2 A Simple Differential Model 

As mentioned above, the starting point to calculate the optical flow will be the 
assumption, that the image brightness between distinct frames of the considered 
sequence is pointwise time-invariant under motion. This idealization has shown 
to be reliable for most real world image sequences unless no rapid illumina- 
tion changes occur. A simple Taylor expansion of first order of the statement 
I{x{t),y{t ) ) = const leads to the famous differential flow equation 

■ u + ly ■ V = -It, (1) 

where the vector field (u, v) contains the optical flow information. Unfortunately, 
there are several problems concerned with this formulation, starting from the 
problem to determine two unknowns from one equation or from the difficulty 
to find good approximations of the partial derivatives of the image sequence in 
order to achieve credible solutions of ©. Many of these and other aspects of 
model problems are intensively discussed in 0 and m- 

We propose the following method to regularize the ill-posed optical flow equa- 
tion: by projecting m into several subspaces Vi of the signal space L 2 (K), we 
obtain a number of equations, that contain the whole flow information and we 
may hope to get a solution to 0 by an optimization procedure of the received 
equation system. In more detail, we use a wavelet basis (or frame) to obtain a 
multiresolution analysis (MRA) of L 2 (R) (many details may be found in |B|). 
Now, the projection can be easily done by taking the inner products of © with 
the building functions of the Vj (sometimes called test functions), which are the 
scaling functions and wavelets the MRA stems from. Moreover, we may also em- 
bed the image representation into this multiscale framework, by approximating 
I{x, y) as well as the temporal derivation It{x, y) by series of the type 

I{x,y) ~ X! ^k,,,ky-^Pi{x-ka;,y- ky) and 

i kx ^ ky 

- ■‘Pi{x-ky,,y-ky). 

i kx ^ ky 



It{x,y) 
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To complete our modelling, the optical flow is assumed to be locally polynomial, 
i.e. we assume 



u{x,y)\B{i^,iy) = uoo + uio ■ (x - Ij;) + uoi ■ {y - ly) + ... 
v{x,y)\B(i^,iy) = '^00 + • {x - lx) + voi ■ {y - ly) + ... 



for a capable surrounding B{lx,ly) of a considered image point I{lxjy). After 
this procedure, we arrive at the system 



i ,j ,k ,l ,kx ,ky ,l X ily 



^,ky ‘ (^k,l ‘ ^X-)ky ly Sy) + 



^k,l ‘ j y{kx lx ^ 31 ; ky ly 



y ^y 



^ ^ l^kx,ky ■ ^i^j^li.l^x lx ^x-jky ly ^y) 

y^x 5^-y 



for (lx + Sx,ly + Sy) € B(lx,ly). Hereby, the ■) denote the generalized 

wavelet connection coefficients, which are given by 

f d 

r^’L(mx,my) = / x'^ ■ y'- ■ Lpi(x - mx,y - my) ■ —Lpj(x - mx,y - ruy). 

JR2 o(, 

As was shown in nm for ID and in US] for the general multidimensional case, 
these connection coefflcients can be evaluated (which might be quite expensive) 
by a finite-dimensional linear system, if the Alter mask of the scaling function 
is finite and the scaling matrix for the associated MRA satisfies a certain 
mild criterion. However, one obviously sees, that the connection coefficients 
are independent of the data to be processed and can thus be computed offline 
and stored in look-up-tables afterwards. Therefore, the linear equation system 
determining the optical flow can be built up by simple discrete convolutions of 
the image data with the connection coefflcient matrices. Moreover, since we use 
compactly supported wavelets (see e.g. 0 for design principles of compactly 
supported multidimensional wavelets), only a rather small number of nontrivial 
linear equations has to be solved for each image point; the whole processing can 
be done in linear time and is in addition massively parallelisable. 



One might see this approach as a kind of advanced finite difference method, which 
might be enlightened before the background, that connection coefficients are 
closely related to discrete differentiation schemes HB|. This is very much in the 
spirit of m and PI, where somewhat similar approaches were made. However, 
in m a scale-space-embedding using GAUSSians and GAUSSian derivatives on 
several scales were used to obtain a linear equation system from (^ and in 
10, partial integration and analytical wavelets were employed instead of the 
connection coefficient framework. 
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3 Application of Nonlinear Diffusion 

The algorithm derived in the previous section has some nice features, in 
particular, it is very simple to implement and it is also very fast. But on 
the other hand there are also some deficiencies. The linear filtering, which 
is implicitly performed by using the MRA framework leads to blurring that 
especially deteriorates the flow estimation at motion boundaries and moreover, 
the equations become numerically instable for small displacement areas; this is 
a general problem in optimization of overdetermined linear systems with entries 
of small magnitude. Here, the consequence are estimation outliers. 



To overcome these problems, several authors ([E|, ^31) proposed the usage of 
some additional nonlinear flow-based functional, that shall be minimized in order 
to reduce smoothing at motion boundaries and to stabilize the numerical robust- 
ness of the estimations PP. One very well-known approach is the minimization 
of the functional 



A • Wo-dVwp -I- |Vtip) -I- {Ix ■ U + ly ■ V + ItY dxdy, 



( 2 ) 



where Wo-(|Vup -I- |Vwp) is some potential function, that shall guarantee piece- 
wise smooth flow fields as solutions. Here, A is just a weighting factor and tr is 
a steering parameter, that thresholds motion boundaries. A necessary condition 
for (u, v) to be a minimizing solution to O is the satisfaction of the related 
Euler differential equations 



A • div + IVup) • Vu) = Ix -{lx -U + lyv + It) , 

A • div {WUl^uf + |Vu|2) -Vv) = lyilx-U + lyV + It) , 



( 3 ) 



which are closely related to nonlinear diffusion processes m. m)- In this 
context, the solutions are obtained by an evolutionary iteration of the PDEs 
using e.g. Gauss-Seidel iterations or some advanced semi-implicit numerical 
schemes like additive operator splitting | 22 |. Here, we want to go a different 
way, by solving the Euler differential equations not by temporal evolution, but 
directly with the connection coefficient framework presented in Section 2. Since 
we want to use non-polynomial potentials HG (e.g. like in [IZ|), the PDEs (0 
cannot by linearized directly by the usage of connection coefficients — aiming 
to receive a system of linear equations, we have to do some modification first. 
The technique, we use here is called half- quadratic regularization 0, its starting 
point is the fact, that Wa- may be rewritten as 

Wcrix"^) = inf(7-a;^ -|- ^(y)) 

7 

with some well-chosen convex function p depending on W(j. Rewriting m leads 
to the minimization of 

[ A • {-j{x, y) ■ (I Vup -1- I V?;p) -k p{^{x, y))) {Ix ■ u ly ■ v It)'^ dx dy, 
Jo 
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which is done in a two-step-way. First, the functional is minimized with respect 
to 7 , while {u,v) are fixed. Under certain conditions, which are fulfilled by the 
used potential, the solution is given by 7 = W^. In the second step, we keep 
this 7 fixed and minimize with respect to (u, v) which leads to the linear Euler 
differential equations 

A • div (7 • Vu) = ■ u + ly ■ V + It) , 

A • div (7 • Vu) = ly ■ ■ u + ly ■ V + It) . 

These linear PDEs are again solved by the Wavelet-GALERKIN projection 
method under application of the connection coefficient framework as described 
before. The processing is still feasible in linear time, but requires about six 
times more operations than the simple method. We close this section with one 
final remark about the half-quadratic regularization utilized here: obviously, in 
our case this method is equivalent to a BANACH-type iteration of the system 
with VlU(|Vufc_ip -I- |Vufc_ip) as linearizer from the previous step. Thus, 
a good preprocessing for the initial guess of (m, v) is very desirable and in our 
implementation realized by the simple differential approach described before. 
With this initializing step, very few iterations of the system 0) are sufficient to 
achieve a stable solution. 

4 Implementation and Experimental Results 

First, we will give a brief overview of our implementation. We used symmetric, 
nonorthogonal, twodimensional, nonseparable wavelets with at least two van- 
ishing moments as generators of an MR A. The same wavelets (scaling func- 
tions) and their connection coefficients were used to build the linearized flow 
equations, which are solved by QR-algorithm. In order to handle large displace- 
ments, a multiscale coarse-to-fine strategy with subsequent image warping is 
utilized, motion outliers are identified via thresholding the temporal derivatives. 

Table 1. Various results for the Yosemite fly-through. 



Method 


Av. ang. err. 


Density 


Type 


Fleet & Jepson 


4.36° 


34.1% 


phase-based 


Weber & Malik 


4.31° 


64.2% 


local / differential 


Singh 


12.90° 


97.8% 


region-based 


Uras 


10.44° 


100% 


local / differential 


Alvarez et al. 


5.53° 


100% 


global / differential 


Nagel 


11.71° 


100% 


global / differential 


Section 2 


6.94° 


96.1% 


local / differential 


Section 3 


6.88° 


100% 


local / differential 



We applied our methods to the famous Yosemite sequence (synthetic), see Figure 
1. Additionally, in Table 1, we present the results that were achieved by the 
described methods regarding the average angular error from the true flow field. 
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One sees, that both described methods perform competitively well in comparison 
with other methods, especially to those with high estimation densities. 




Fig. 1. Top: The data. Left: One frame of the Yosemite sequence. Right: A little sec- 
tion of the ridge in focus. Middle left: Calculated flow field for the method described 
in Section 2. Middle Right: Results belonging to the extended nonlinear method. 
Bottom: Improvement in the recovery of motion boundaries and supression of motion 
outliers — a little section of the ridge in the upper left from the Yosemite sequence is 
focussed. Left: Calculated flow by the simple differential method. Right: Results of 
nonlinear diffusion method. 
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5 Discussion 

We presented a new very fast (i.e. linear time) algorithm for the estimation of 
optical flow, that mainly bases on the usage of wavelet connection coefficients. 
By adding a nonlinear diffusion term, flow blurring at motion boundaries could 
be reduced. However, as the experiments show, there is still some smoothing 
at such boundaries. This is mainly due to the fact, that the discrete filters, 
that are used to approximate the partial derivatives, cause some overlapping of 
the spatial information and thus, different motion information are mixed near 
singular curves (motion boudaries). This is a general problem with differential 
techniques and cannot be completely overcome. Therefore, if one is interested 
in exact detection of motion boundaries, treatments that try to minimize 
some kind of displacement energy functional are superior. On the other hand 
such approaches are nonlocal and require more computational amount. Which 
method one should finally use, depends surely on the application, that stands 
behind. For tracking or video compression purposes, a fast method is certainly 
preferrable, while for object detection or segmentation, nonlocal but more 
exact algorithms might be the better choice. However, as already mentioned, 
the wavelet connection coefficient framework could also be applied to nonlocal 
approaches, but the price of a higher computational cost has to be paid also. 
Nevertheless, this is one of the authors purposes for the next time in order to 
improve his flow calculations further. 
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Abstract. A mathematical model of the motion of a solid particle in 
oscillatory stream of a viscous liquid was set up and analytically solved 
for Reynolds number in the relative motion Re < 2.0 (Stokes flow) and 
Reynolds number characterising the liquid stream Re* < 2100 (laminar 
flow). A computer aided method based on video image processing was 
applied as an experimental tool to analyse the particle motion and 
verify the mathematical model. 

Keywords: motion analysis, viscous liquid 



1 Introduction 

The motion of solid particles in a flowing liquid is of key importance to such 
processes as hydraulic transport, crystallisation, fluidisation etc. To control the 
velocity of solid phase relative to liquid phase, an oscillatory component is some- 
times added to the two-phase flow [2]. 

The present work is devoted to studying the motion of a solid particle in 
oscillatory stream of a viscous liquid in the Stokes range, that is, relative motion 
characterised by Reynolds number Re < 2.0. It is also assumed that the fluid 
flows in a vertical channel under laminar conditions corresponding to Re* < 
2100. In this paper, the case just described is called two-phase laminar flow. 

The work is aimed at setting up, solving and experimentally verifying the 
mathematical model of the motion of a solid particle. An experimental method 
making it possible to avoid any measurement-related disturbances in the flow 
field is applied. Following a successful experimental verification, the possibility 
is studied of using the model to determine advantageous oscillatory-flow charac- 
teristics that could increase the particle velocity relative to the liquid. 

2 Theoretical Model 

The system under consideration is illustrated in Fig. 1. A viscous liquid flows 
in vertical test tube in upward direction. A solid particle is placed in the center 
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flow direction 




solid particle 



origin of 
coordinates 



X 



Fig. 1. Basic assumptions and forces acting on a solid particle in flowing liquid 

of the section of the test tube where the laminar flow is fully developed. The 
flow is subject to periodic changes resulting from sinusoidal oscillations and 
consequently, the particle velocity also changes periodically. As a consequence 
of the laminar flow velocity profile, if the particle position does not coincide 
with the tube center, then the gradient of flow velocity causes the particle to 
rotate, and the Magnus effect brings the particle back to the center. The time- 
averaged flow velocity in the tube center is equal to the settling velocity of the 
solid particle. 

The moment aneous flow velocity in the tube center is twice as large as the 
flow velocity averaged over the tube cross-section. It can be considered as a 
sum of constant component (balancing the settling velocity of the particle) and 
sinusoidally changing component (resulting from flow oscillation), and can be 
expressed as: 



where: uq - settling velocity of the particle, gq - piston oscillation amplitude, / 
- piston oscillation frequency, t - time, I - connecting-rod length. 

The following assumptions were adopted for the theoretical model: the fluid 
flow and the particle motion can be considered in one dimension along the y axis, 
the influence of particle rotation on the drag coefflcient can be neglected [1, 7], 
flow velocity is always considered outside the boundary layer surrounding the 
particle, the origin of the coordinate system (y = 0) coincides with the average 
position of the solid particle. 

The following forces are taken into account: inertial force on the particle Fc, 
drag force R, force resulting from the pressure gradient in flowing liquid Fp, 
inertial force on the liquid layer surrounding the particle Fb, potential force 
equal to the difference between gravity and buoyancy forces Fe, force resulting 
from non-steady motion of the particle in the viscous fluid B (Basset force). 
In Fig. I, forces acting on the particle are shown under the assumption that 
the fluid is accelerated upwards and the particle velocity relative to the fluid is 
directed downwards. 




( 1 ) 
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The mathematical model is set up on the basis of d’Alembert principle and in- 
cludes the balance of forces acting on the solid particle [ 5 , 6]. The resulting equa- 
tion, which can be regarded as a special case of the Navier-Stokes equation, is 



TT(P dw„ 



du dV 






-5- ft ^ - -5- p ^ ^ ^ P + -^ 0, 




^0 



dy 

dr 

\/t — T 



dr. 



p)g 



(2) 



The initial conditions are: 



Up( 0 ) = 0 and u( 0 ) = uq , F( 0 ) = Up( 0 ) — u( 0 ) = —ug ( 3 ) 

where: t - time, g - acceleration of gravity, d ~ particle diameter, pp - particle 
density, Up - particle velocity, u - fluid flow velocity, ug - settling velocity of the 
particle, p - fluid density, p - fluid viscosity, V = Up — u - velocity of particle 
relative to fluid. 

From the mathematical viewpoint, this is the differential-integral equation of 
the Volterra type with weakly singular kernel. It can be analytically solved [ 5 ] 
to yield a function which reflects the relationship between the relative velocity 
of the particle and the amplitude and frequency of fluid flow oscillation. 



V{t) = CiMiit) + C2M2{t) + 

+ Ai cos 27 r/t -I- A2 sin 27 r/t -I- Bi cos 47r/t -I- B2 sin dir ft -|- A3 -|- 
-I- cos(Im Alt) | 2 -\/t sin(Im Ait) -I- 

J [— ReAi sin(ImAiT) -I- ImAi cos(Im Air)] dr| -|- 

-I- sin(Im Alt) ^ | 2 -\/t cos(ImAit) -I- 

+ 2 J [ReAi cos(Im Air) -I- ImAi sin(Im Ait)] drl -I- 

+ kikg f ReAi sinpm Ai(t— y)] dy -I- 

Jo 

- k2kg [ v^e^®^i*^*“*'yos[ImAi(t-y)]dy-|- 

Jo 

- kgkg / ^/yRe Ai sin[ 27 r/(t-y)] dy -h *4^9 / ^/y cos[ 27 r/(t-y)] dy -h 

Jo Jo 

+ kgkig [ ReAi sin[Im Ai(t-y)] dy -I- 

Jo 

-kgkig f cos[ImAi(t-y)]dy-h 

Jo 

-kYkig ,/yReXi sin[dTTf{t-y)]dy + kskig ^y cos[47r/(t-y)] dy (4) 
^0 ^0 
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The procedure of solution finding consists of the following steps: 1) Obtain- 
ing the non-homogeneous, linear differential equation of the second order with 
constant coeficients, 2) Solving the homogeneous equation, 3) Solving the non- 
homogeneous equation (by of revaluation of constants), 4) Simplifying the double 
integral to single integral (by changing the order of integration and taking ad- 
vantage of special properties of the integrand) . 

The equation (4) is the general solution of the mathematical model of the 
motion of a solid particle in oscillatory laminar flow of a liquid. (The constants 
appearing in the above expression, k\ ^ fcio , Ci , C 2 , Cq , , ^2 > ^3 > 5i , i ?2 , 

Mi{t), M 2 {t), Ai , are explained elsewhere [5].) The values of single integrals in 
equation (4) can be numerically determined using general purpose mathematical 
software like MathCAD, and integration constants ci and C 2 can be found from 
the initial conditions (3). 

Using the MathCAD package, the described mathematical model was im- 
plemented [5] to determine particle velocity in the oscillatory flow of a liquid ~ 
both absolute and relative to the liquid. It can be proved that the mathematical 
model is correctly formulated as it has a unique solution which is stable, that is, 
continuously dependent on boundary conditions and initial conditions. 

3 Experimental Investigations 

3.1 Experimental Apparatus 

In Fig. 2, the experimental rig is schematically shown. It includes test tube 1 in 
which oscillatory flow of a liquid can be obtained by imposing oscillatory compo- 
nent on steady flow. The liquid is pumped by centrifugal pump 7 from vessel 9 
through supply pipe to toroidal channel, from which it flows via distribution 
holes to the test tube. The supply pipe is connected with the toroidal channel 
via two symmetrical nozzles placed below flow straightener 12 in the test tube. 
From the test tube, the liquid flows through overflow and outlet pipe to vessel 9. 
The centrifugal pump is driven by electric AC motor whose speed is controlled 
by frequency converter to balance the flow velocity of the liquid with the settling 
velocity of solid particle 2. Flow oscillations are obtained through reciprocating 
movement of a piston and piston rod that are driven by a connecting rod. The 
oscillation device is set in motion by rotation of a disc that is driven via reduction 
gear by electric AC motor 8 whose speed is controlled by frequency converter and 
measured by tachometer 11. The slot along disc radius makes it possible to set the 
oscillation amplitude, while the frequency can be set by adjusting motor speed. 

For a convenient visualisation of piston movement, the piston and the piston 
rod are connected with a slider that can move parallel to the piston. Indicator 10 
on the slider can be used for checking the momentaneous position of the piston 
and its stroke. In order to precisely determine the reference position of the piston, 
the rig includes infra-red transducer and a position indicator placed on the piston 
rod. When the reference position is detected, a light-emitting diode is turned on. 

The motion of the solid particle is recorded using CCD camera 3 so posi- 
tioned that it also can record the status of diode and the movements of upper 
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Fig. 2. Scheme of the experimental rig 



indicator of piston position 10. A screen placed behind the test tube and prop- 
erly selected light sources make it possible to maintain optimum conditions for 
high-quality video recording of the experiments using video recorder 5. The cam- 
era is also connected with video screen 4 for convenient continuous monitoring 
of experiments. 

The rig makes it possible to determine the liquid flow by volumetric method, 
as the liquid can be directed to a measuring vessel. 

The solid particle used in the experiments was an agalit sphere 2.43 mm in 
diameter, and the fluid used was a mixture of water and glycerol. The parameters 
of flow oscillations were varied by setting piston stroke to 6, 10 or 15 mm and 
varying the frequency between 0.5 s“^ and 3.7 s“^. 48 series of experiments were 
carried out. 



3.2 Method of Measurement 

The experimental method is based on video recording of piston indicator and 
particle images. When operating the experimental rig, it is only required that sta- 
ble flow conditions are maintained and video recording on tape is not disturbed. 
Instead of making direct measurements on the rig, the video tape is subsequently 
searched for images to be processed using an image processing system. 
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The system includes a PC equipped with a “frame grabber” card (Show Time 
Plus by SPEA), and an image-processing program package (MultiScan by Com- 
puter Scanning Systems) [3]. Images captured by the “frame grabber” card can 
by transmitted to a SVGA video screen (resolution 720x576). Using the Mul- 
tiScan software, the experimental images originally recorded on videotape were 
transmitted as bit maps to computer disc. The complete experimental material 
required about 6700 frames to be transmitted and analysed as schematically 
shown in Fig. 3. 




Fig. 3. Flow diagram of computer-aided processing of experimental data 



To determine particle and piston coordinates, a macrocommand was pro- 
grammed for the MultiScan software. By numerical processing of coordinate 
values taken from a sequence of video frames, momentaneous values of parti- 
cle and liquid- flow velocities, as well as those of particle velocity relative to the 
liquid were determined. 

In Fig. 4, theoretical and experimental values of velocities are shown for the 
experiment in which piston amplitude was 10 mm and frequency was 0.714 s“^. 
The symbols denote: U - experimental values of flow velocity; UJ, - theoretical 
values of flow velocity; Up - experimental values of particle velocity; UpU - 
theoretical values of particle velocity; V - particle velocity relative to the liquid 
based on experiment; VU - particle velocity relative to the liquid based on theory. 
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Fig. 4. Comparison of theoretical and experimental values of particle velocity, flow 
velocity and particle velocity relative to the liquid; experimental values are shown 
together with estimated error margins. Piston amplitude 10 mm, frequency 0.714 s“^ 



4 Evaluation of the Practicability of Theoretical Model 

Assuming that the experimental flow conditions are compatible with the as- 
sumptions of the theoretical model, one can compare the experimental results 
with theoretical predictions and evaluate the suitability of the model for deter- 
mining momentaneous values of particle velocity, fluid flow velocity and relative 
particle velocity. All the experimental series were carried out at Reynolds num- 
ber values characterizing fluid flow in the test tube well within the laminar 
range (Re* < 787). However, Reynolds number characterizing the motion of the 
solid particle relative to the fluid was found to be contained in the Stokes range 
(Re < 2) only in 13 out of a total of 48 experimental series. These 13 series were 
taken as a basis for comparison between theory and experiments. 

The error of verification of a theoretical model is always greater than the 
error of experimental determination, that is, the accuracy of the experimental 
method sets a limit for the accuracy of model verification [4]. As a measure 
of model inaccuracy, the average absolute error of a series of experiments was 
adopted 

1 ” 

-J2\V{U)-W{U)\ 

n “ 



( 5 ) 
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where: n - number of momentaneous velocity values considered, V(ti) — value of 

the relative particle velocity calculated using the theoretical model at time ti , 

W{ti) - experimental value of the relative particle velocity measured at time ti . 

For the 13 experimental series considered the largest error value was 0.011 m/s. 

This compares with the maximum value of the relative velocity not exceeding 

0.085 m/s. 

5 Conclusions 

A. The experimental method to record instant values of fluid flow velocity and 
particle velocity proved to be efficient and reasonably accurate. When car- 
rying out the experiment, one can concentrate on stabilizing flow conditions 
and ensuring correct video recording. 

B. By computer aided processing of video images it was established that the 
average error (in the sense of expression (5)) of theoretical determination 
of the particle velocity relative to the fluid does not exceed O.Ollm/s. This 
conclusion is valid for two-phase laminar flow as defined in section 1. 

C. For the above flow type, oscillation-induced changes of the resulting force 
and its components acting on the solid particle were evaluated. In the maxi- 
mum value of the resulting force, the largest contribution (about 90%) comes 
from combined drag and potential forces, while the inertial forces, pressure- 
gradient induced force and Basset force add up to less than 10% . 

D. The maximum velocity of the particle relative to the fluid increases with 
increasing amplitude and frequency of oscillation. 
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Abstract. Log-polar imaging is an important topic in space- variant 
active vision, and facilitates some visual tasks. Translation estimation, 
though essential for active tracking, is more difficult in (log-)polar 
coordinates. We propose here a novel, conceptually simple, effective, 
and efficient method for translational motion estimation. It is based 
on a gradient-based minimization procedure. Experimental results 
with log-polar images using a software-based log-polar remmapper are 
presented. 

Keywords: motion estimation, log-polar domain 



1 Introduction 

Recently, an increasing attention has being paid to the concept of active vision, 
and to the closely related topic of space-variant imaging. Space-variant images 
have an area of high- visual acuity at its center, and a decreasing resolution 
towards the periphery. This results in a trade-off between a wide field of view, 
a high resolution, and a small fast-to-process output. The log-polar geometry 
is by far the most often used space-variant model ^ because of its interesting 
properties in fields such as pattern recognition and active vision. In the latter 
case, it has been proven its usefulness for time-to-impact computation jOj, for 
active docking in mobile robots 0, and for vergence control m to name but a 
few. 

Despite its obvious advantages in some problems, log-polar space also compli- 
cates some other visual tasks. Estimating image-plane translation, for instance, 
becomes more difficult in log-polar domain than in cartesian coordinates. Many 
researchers use stereo configurations (e.g., PI, 0), and a few of them address the 
problem of motion estimation using a single camera for tracking in the log-polar 
domain m These approaches are computationally expensive or conceptually 
difficult (Okajima et al. use complex wavelets for motion estimation Pj), or have 
some limitations (Arhns and Neumann control only the pan angle of a pan-tilt 

* This work has been partially supported by projects GV97-TI-05-27 from the Con- 
selleria d’Educacio, Cultura i Ciencia, Generalitat Valenciana, and CICYT TIC98- 
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head Q). We propose a simple and effective method for translation estimation, 
which is based on a gradient-based minimization procedure. In the following sec- 
tions we show the method and the experimental results obtained. The technique 
is intended to be used for active object pursuit with monocular log-polar images. 

2 Optimization-Based Motion Estimation 

The log-polar transform. The log-polar transform we use here [Z] defines the 
log-polar coordinates as = ^log^j where {p,9) are the polar 

coordinates, defined as usual, and a and po being parameters, which are found 
from the selected log-polar image resolution (i? x S), i.e., the number of rings 
(i?) and sectors (S'). The log-polar transformation of a cartesian image I will be 
denoted by £(/) or I. An example of log-polar images can be seen in figure E 

The role of the correlation measure. The correlation measure between two stereo 
log-polar images for varying values of the vergence angle has a profile with inter- 
esting properties, which are not present when correlation is computed between 
cartesian images |SE]- On the one hand, a deep global minimum occurs at the 
correct vergence configuration. On the other hand — and more importantly — 
the correlation profile over the vergence angle range is unaffected by false local 
minima in the case of log-polar mapping while it behaves poorer in uniformly 
sampled cartesian images. 

In the context of monocular fixation, Ahrns and Neumann present a similar 
idea P using log-polar images too. In this case, a gradient-descent control is 
proposed for controlling the pan degree of freedom of a camera mount. However, 
they do not show why a gradient-based search is appropriate. Moreover, at some 
point in their algorithm, they use the original cartesian images rather than the 
log-polar remapped ones. This has, at least, two inconveniences. On the one 
hand, it is not a biologically plausible optiorQ. On the other hand, doing this 
may involve an additional computational cost which is opposed to the interesting 
data reduction advantage attributed to discrete log-polar images. 

In contrast, our contributions are as follows: 

1. We first show that the idea used for vergence control can also be exploited 
in monocular tracking in log-polar space. The choice of a steepest-descent 
control is therefore justified by the shape of the resulting correlation surfaces. 

2. We stick to the log-polar images as if they were directly grabbed from a 
hardware log-polar sensor. Therefore, after the log-polar mapping, no use at 
all is made of the cartesian images. 

3. We propose an algorithm for translational motion estimation which lends 
itself for controlling both the pan and tilt angles of a camera mount. 



^ One may simulate by software the output of a retina-like sensor, but it is probably 
less acceptable to make use of the original cartesian images for purposes other than 
the log-polar mapping. 
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(a) A 




(b) B 



(c) It = Ab(xo,xo) 



(d)It 






(e) Tt+i 



Fig. 1. A foveated target has undergone a retinal shift {xo,yo) = (5,5) 



In |5f3j the correlation index C for the vergence angle tjj in a, certain range, 
gives rise to a 1-D function, Our approach extends this idea to 2-D function 

(the correlation surface), which is dependent on the translational components 
in X and y direction, xq and yo, respectively, C{xo,yo). We can compute the 
value of a correlation measure C between one image and versions of this one 
shifted by (xq, j/o)- FigureEl shows an example of the resulting surface C(xq, j/o) 
computed in cartesian (figure |2(a)| l and log-polar (figure |2(b)D domains for the 
same images. As can be seen in the figure, the surfaces shape is quite smooth. 
Both surfaces also exhibit a distinguishable minimum. In the case of log-polar 
domain, the location of such a minimum is very close to the actual translational 
motion undergone in image plane (xq = 5,yo = 5). In the case of cartesian 
images, however, this minimum is near (0,0), which are clearly wrong motion 
parameters. These surfaces have been obtained from the images shown in figure^ 
where a small image patch (figure QKb)) is pasted on the image in figure ^a) 
at its center (figuresQ(c) and^(d)) and in a shifted position (figure QJe)). This 
simulates the projection onto the image plane of a target motion. 





(a) cartesian 



(b) log-polar 



Fig. 2. Example of correlation surface in cartesian and log-polar spaces 



As we have shown, the minimum of the correlation surface computed on 
log-polar images occurs at the correct displacement of the target. Additionally, 
in log-polar domain, when compared to cartesian case, the surface is somewhat 
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smoother and free of local minima and inflection points (which are present in the 
cartesian case, see figure |2( a)] ). This shows one of the most interesting properties 
of the log-polar geometry, which makes it advantageous over cartesian images 
for tracking purposes. The logarithmically sampled radial coordinate offers a 
built-in focus-of-attention mechanism, by means of which pixels at the center of 
the image are emphasized over outer pixels. As a result, information far from 
the fovea are much less distracting in log-polar case than in uniformly sampled 
images. This is so because, in uniformly resolved images, every pixel contributes 
the same to the correlation function, regardless of their position. In log-polar 
coordinates, however, Bernardino and Santos-Victor showed P| that each pixel 
contribution is weighted by an amount inversely proportional to the squared 
distance of the pixel to the image centre. Thus, in the example shown in figure Q 
the static background influences little over the shifted, but foveated, object. 

The algorithm. To estimate the translation parameters (xo,?/o)j our approach 
consists of finding the location of the minimum of the correlation measure 
C(^o,yo)- The shape of the correlation surfaces seen in section El suggests that 
a gradient-based search could be an adequate search algorithm. The estimation 
at iteration fc, (xq, Uq), is updated from the estimation at the previous iteration, 
(xq“^, by using the gradient, VC, of the correlation measure, as the most 

promising direction to move, i.e.: 



{xty^) = {xt\yt^)-g{^C) ( 1 ) 

A common definition for g{-) is g{VC) = 5 ■ ]^§y, he., consider the unit 
vector in the direction of the gradient and move a certain amount 8 in that 
direction. The question of choosing the value for 5 usually involves a trade- 
off. Then, an adaptive, rather than a fixed step, is called for. One possibility 
consists of moving “large” steps when far from the minimum, and “small” steps 
closer to it. This is the idea we use: initially <5=1 and whenever the minimum 
is surpassed the value of 8 is halved. The search may be stopped using some 
criteria such as that <5 is smaller than a given threshold <5min, or that the search 
has reached a maximum number of iterations fcmax- The steps of the whole 
process are presented in algorithm H This is a basic formulation over which 
some variations are possible. 

The computational cost of the algorithm is 0{K), where K denotes the 
actual number of iterations. In turn, K depends on the motion magnitude, and 
on the particular convergence criteria. In our case, the main factor is the image 
displacement. Therefore, as we expect only small translations of the target onto 
the image plane, the efficiency of the algorithm is guaranteed. Regarding the 
initial guess, (xg, ?/g), in the absence of any other information, it is sensible to use 
(0, 0). However, during an active tracking, it may be expected the target to move 
following some dynamics. Therefore, if the target motion can be predicted, we 
can use the expected future target position as the initial guess for the algorithm. 
This would help speed up the motion estimation process. 
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Algorithmus 1 Gradient-descent-based translation estimation of log-polar images 
Input: Two log-polar images X and X' 

Output: The estimated translation vector (xo,yo) 

1: (* 0 , 2 / 0 ) t— (0,0) { initial guess } 

2: fc - 4 — 0 { iteration number } 

3: S^l 
4: while {6 > S 

min ) A (fc < fc 

max ) do 

5: fc 4 — fc -I- 1 

6: (* 0 )?/o) t— (*o~^i!/o~^) “ g{^C) { estimation update rule } 

7: if minimum surpassed then 

8: S4- S/2 

9: end if 

10: end while 
11: (xo,yo) <- (*o,yo) 



Computing the correlation gradient. To evaluate the equation Q we need a way 
to compute the gradient. In the case of the well-known SSD (sum of squared 
differences) correlation measure the gradient VC = (Cxg,Cyg) becomes: 




with T> being a certain set of image pixels (usually, the entire image), and where 
I'xo = and = ry„iC,v') are: 



T' = T' ■ C A- T' ■ n' 
Axo ^ Tj' '^0 

T' = T' ■ C A- T' ■ n' 

. Vo ^vo ^ v' lyo 



( 3 ) 



with ^y^ = ^y, ri'x-g = rjx, and r]y^ = riy. The common notation for partial 

derivatives, fz = df/dz, is used. On the other hand, {C,r]') = (C + + Vo), 

where the increments in log-polar coordinates, ^0 and ryo, due to a translational 
cartesian displacement (*o>2/o) depend on the position in the log-polar space, 
and can be approximated as: 



Co ~ ■ a^o + Cy • Vo 

VO^Vx-Xo + Vy- yo 



( 4 ) 



By taking the partial derivatives of C and rj as defined above, with respect to 
X and y, we get Cx, Cyj Vx, and rjy, as follows: 
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iso-correlation contour lines and descent path 




T T' k = Q k = 2 k = A k = 6 k = 8 

Fig. 3. The input images, I and X' , to the algorithm {I'{x,y) = I{x — Xo,y — yo))', 
the iso-correlation contour lines, and the descent followed by the algorithm (the square 
represents the true motion parameters, (xo = —6,yo = 5)); and the absolute difference 
\Xk —X'\ at selected iterations k. 
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3 Experimental Results 

Qualitative analysis. Figure 0 illustrates graphically the workings of the tech- 
nique. Let Ik = C{Ik) be the image at iteration k of the process (see algorithm^, 
i.e., Ik{x, y) = I{x — Xq, y — y^). As the descent proceeds, Ik is more and more 
similar to I' . This can be appreciated by observing that the difference image 
\Ik — I' I becomes whiter and whiter (the whiter a pixel is, the less the gray 
level difference between the two images). Notice that Ik is computed here for 
illustrating purposes, but it is not computed during the actual process. 

Quantitative analysis. For each image I in our image test set, a set of dis- 
placements {(a;o,?/o)} were applied. Each of these translations correspond to a 
translation magnitude ruj (cartesian pixels) in a set Mt and to a translation 
orientation Ok (direction) in a set O*. Let Um and Ug be the size of sets Mt 
and Ot, respectively. The elements rrij G Mt are selected to range from small to 
large motions. Then, the elements Ok G Ot, fc £ {0, 1, . . . , rio — 1} are equally 
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true magnitude — i — 
estimated magnitude k-— 
orientation error ---« 
euclidean distance □ 












experiment (varying magnitude and orientation) 



Fig. 4. True and estimated motion parameters, and error measures between them 



spaced and selected to cover the span of possible orientations from 0 to 27t radi- 
ans, i.e., Ok = 2Trklno rad. For each combination of magnitude and direction of 
motion, the translated version of li, is computed, and their log-polar trans- 
formations, li and are input to the algorithm. The output of the algorithm 
(the estimated translation) is compared to the known motion parameters. 

Figure0plots the estimation errors for image Barche (one of the test images). 
The tested translations are computed from the particular set Mt = {1, 3, 5, 7, 9, 
11} and Uo = 6. The horizontal axis of the plot represents each experiment 
with a given combination of motion magnitude and direction. In the vertical 
axis, different (ground-truth and estimated) parameters and error measures are 
represented. From this graphic, several observations can be made. First of all, the 
estimated motion magnitude differs little from the true motion magnitude. The 
difference is less than a pixel for the smaller displacements, and a little bigger 
for larger ones. Secondly, the orientation error becomes smaller with increasing 
magnitude. Big angular errors (in radians) occur only when translations are 
small. Lastly, the Euclidean distance between the true and estimated (xo,yo), 
reveals how small the overall motion estimation error is. The error is less than a 
pixel for small- medium displacements (up to 5 pixels), and about one pixel and 
a half for big displacements (more than 5 pixels) . 

Table [D gives some statistical results of the Euclidean distance as an error 
measure. The average error ranges from less than one pixel to ~ 2.5 pixels in an 
extreme case, depending on the image tested. It is important to notice that the 
mean errors in tableware somewhat biased by the big estimation errors resulting 
in the case of large motion displacements. Thus, the median is a better global 
measure. Maximum errors can be large; but these errors occur when translations 
are also large. In these cases, the global minimum in the correlation surfaces is 
far from the initial guess (a;Q,yg). The shape of the correlation surface far from 
the global minimum may make difficult for a gradient-descent search to succeed. 
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The overall results are quite interesting in the context of an active tracking task, 
where only small displacements are expected within the fovea. 



Table 1. Some statistics about the Euclidean distance as an error measure 



Image 


Mean 


Std. Dev. 


Median 


Minimum 


Maximum 


Barche 


1.33 


0.62 


1.24 


0.27 


2.70 


Lena 


2.46 


1.62 


2.07 


0.30 


7.11 


Grid 


1.00 


0.52 


0.95 


0.25 


2.49 


Oranges 


1.13 


0.99 


0.77 


0.21 


4.54 


Lab 


0.90 


0.38 


0.96 


0.04 


1.84 


Rubic 


1.10 


1.35 


0.79 


0.14 


6.50 


Face 


1.60 


0.87 


1.56 


0.23 


3.76 


Corridor 


1.07 


0.42 


1.00 


0.43 


2.33 


Scream 


0.98 


0.69 


0.85 


0.13 


3.32 



4 Conclusions 

We have shown that the correlation surface computed between two log-polar im- 
ages (in which a foveated target has moved) over a range of displacements along 
the X and y axes, presents a minimum at the actual displacement undergone by 
that target. This interesting property does not hold in case of cartesian images, 
which demonstrates the superiority of log-polar domain over cartesian geometry 
for monocular object tracking. 

We have developed a gradient-descent-based algorithm for searching the 
global minimum of the correlation function, as a means to estimate a transla- 
tional motion. Experimental results of this approach demonstrate its feasibility. 
An analysis of the estimation errors reveals that the method works best with 
small-medium displacements, which is the case in foveated active tracking. 
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Abstract. Many different methods for tracking humans were proposed 
in the past several years, yet surprisingly only a few authors examined 
the accuracy of the proposed systems. As the accuracy analysis is 
impossible without the well-defined ground truth, some kind of at 
least partially controlled environment is needed. Analysis of an athlete 
motion in sport match is well suited for that purpose, and it coincides 
with the need of the sport research community for accurate and reliable 
results of motion acquisition. This paper presents a development of a 
two-camera people tracker, incorporating two complementary tracking 
algorithms. The developed system is suited for simultaneously tracking 
several people on a large area of a handball court, using a sequence of 
384-by-288 pixel images from Hxed cameras. We also examine the level 
of accuracy that this kind of computer vision system setup is capable of. 

Keywords: motion tracking, sports events, partially controlled environ- 
ment 



1 Introduction 



People tracking is a rapidly developing field of computer vision. The most inter- 
esting situations to deploy computer vision based people trackers usually repre- 
sent highly uncontrollable environments (railway stations, crowded halls, etc.), 
which poses significant difficulty in evaluating the performance of developed sys- 
tems. On the other hand, many sport researchers struggle to obtain reliable data 
about movement of athletes, especially when sport activity covers a large area, 
for example in team sports. Sport matches, especially indoor ones, represent par- 
tially controlled environment, and are as such highly suitable as a testing ground 
for development and testing of new people tracking methods. 

The research in the fields of people tracking and analysis of sports-related 
video has flourished in the past several years j1 f2ISI4l5iil7j . However, the em- 
phasis is still on development of tracking methods and improvement of reliability 
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of the tracking itself. Only a few authors (for example 0) examined the accu- 
racy of their tracking systems or suggested both the method for evaluating the 
accuracy and obtaining the ground truth (for example [^). On the other hand, 
use of computers in gathering and analyzing the sport data is an established 
practice in sport science m One of important aspects of football, handball or 
basketball match analysis is the information about player movement |1()| . but 
due to limitations in available technology, the results obtained were often coarse 
and only approximate. 

In this article, we present the method for tracking known number of peo- 
ple in a partially controlled environment - the handball court inside the sports 
hall. First, problems associated with image acquisition are discussed. Next, two 
algorithms for tracking athletes during the match are presented, and their combi- 
nation which yields best results in terms of reliability and accuracy is presented. 
Next, the required post-processing of trajectories is briefly discussed. The col- 
laboration with sports scientists enabled thorough evaluation of the accuracy of 
the developed system, which is described in a separate section. Finally, some 
conclusions about tracker performance are drawn. 



2 Image Acquisition 

Proper image acquisition significantly influences the performance of the tracking 
algorithms. In case of player motion acquisition and analysis, where certain mea- 
surements are performed and degree of uncertainty has to be specified, careful 
planning of image acquisition proves to be crucial for the success of the whole 
system |^. As camera movement requires continuous calibration, two stationary 
cameras with wide-angle lenses were chosen in our case. Their placement on the 
ceiling of the sports hall and the resulting combined image is shown in Figure ^ 




Fig. 1. Handball playing court and camera placement (left). Example of combined 
image from two cameras, taken at the same instant of time (right). 

The whole handball match that lasted for about an hour was recorded using 
two PAL cameras and two S-VHS videorecorders. A transfer to digital domain 
was carried out using the Motion- JPEG video acquisition hardware, at 25 frames 
per second and image resolution of 384x288 pixel. 
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3 Camera Calibration 



To perform position measurements based on the acquired images, the relations 
between pixel coordinates in each of the images and world (court) coordinates 
have to be known. These relations are obtained by the camera calibration. The 
procedure is simplified due to rigid sport regulations, which precisely specify 
the locations and dimensions of various landmarks on the playing court. Un- 
fortunately, due to the large radial distortion otherwise widely used calibration 
technique El fails to produce satisfactory results. We decided to build the model 
of radial image distortion, and couple it with simple linear camera model. 

Fig.ia illustrates the problem of radial distortion. For illustrative purposes 
only, let us imagine an ideal pinhole camera, mounted on a pan-tilt device. Point 
0 is the point of intersection of optical axis of the camera with the court plane, 
when the pan-tilt device is in its vertical position. Point C denotes the location 
of the camera, and X is the observed point on the court plane, at distance R 
from the point 0. H is the distance from the camera to the court plane. Angle a 
is the angle of the pan-tilt device when observing the point X. The differential 
dR of radius R is projected to the differential dr, which is parallel to the camera 
image plane. The image of dr appears on the image plane. Relations between 
dR, dr and a are given within the triangle on the enlarged part of Fig. El (left). 




Fig. 2. A model of radial distortion (left). A combined image from both cameras after 
the radial distortion correction (right). 



Thus, we can write the following relations: 

R R 

dr = cos{a) ■ dR, a = arctg( — ), dr = cos(arctg( — ))di?. (1) 

12 H 

Let us substitute the pan-tilt camera with a fixed camera, equipped with 
wide-angle lens. The whole area, which is covered by changing the angle a of the 
pan-tilt camera, is captured simultaneously to the single image of the stationary 
camera. Additionally, let us assume that the scaling factor between the dr and 
the image of dr on the image plane equals 1. Therefore, we can obtain the length 
of the image of radius R on the image plane by integration: 
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dr 
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y cos(arctg(^))d_R, 
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(2) 



i?i being the distance from the observed point X to the point 0 and ri being 
the distance from the image of point X to the image of point 0 on the image 
plane. This yields the solution of the inverse problem ri = By solving 

this equation for Ri we obtain the formula i?i = which describes the 

radial distortion. 



ri = id • In 




Rl 



2r, 

H (e"Tr) - 1 



2 



e 



HI 

H 



(3) 



Parameters were obtained with the help of various marks, which are part 
of the standard court marking for handball matches (boundary lines, 6 and 9 
m lines, etc.), and non-linear optimization. For illustrative purposes, a result of 
radial distortion correction is shown in Fig. |5| (right). Nevertheless, we decided 
to perform tracking on uncorrected images, and to correct the obtained player 
positions thereafter. 



4 Player Tracking 

Many general-purpose tracking algorithms could be used for the player tracking. 
However, in our setup, players are small objects, typically only 10-15 pixels in 
diameter. They cast shadows, causing trouble for simple background subtrac- 
tion techniques. Any placement of markers is forbidden during the European 
Handball Federation (EHF) matches. However, players of different teams wear 
differently colored dresses. 

4.1 Color-Based Tracking 

Color identification and localization, based on color histograms, was reported by 
Swain and Ballard However, given a small number of pixels that comprise 
each of the players, this technique is not appropriate. In most cases, there are 
only a few (3-6) pixels that closely resemble the reference color of the player’s 
dress. The situation is illustrated by Fig. 03. Therefore, different approach was 
needed. 

The algorithm searches for the pixel most similar to the recorded color of 
the player. The search is performed in a limited area (9-by-9 pixels) around the 
previous player position. The three-dimensional RGB color representation was 
chosen instead of HSI, as some players wear dark dresses, which would result in 
undefined values of hue. The similarity measure is defined as euclidean distance 
5'coior(2^i y) between the image I{x,y) and the predefined color of the player C 
in the RGB space. 

The advantage of described algorithm is high reliability. The algorithm tracks 
players successfully even when the apparent player color is changed due to signal 
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distortion during tape recording or lossy compression. The main problem is 
caused by diverse background with colored areas, which closely correspond to 
the color of the player’s dress. The disadvantage of this method is also a high 
amount of jitter in the resulting player trajectories, which makes it inappropriate 
for a stand-alone use. 



4.2 Template Tracking 



Visual differences between the players and the background are exploited to fur- 
ther improve the tracking process. 

Due to low resolution and rapidly changing appearance of the players it is 
extremely difficult to build an accurate model of a handball player. Instead, 
we have used a subset of modified Walsh functions and their complements, i.e. 
“templates”, shown in Fig. El which extract the very basic appearances of the 
players. 



■ -I I 

= 11 = 11 -Zll 



F (unknown object) 




Fig. 3. Basic templates of the player - modified Walsh functions. Black areas represent 
zeros, while gray areas denote ones (left). Classification of an unknown object (right). 

First, the region of interest (ROI) which surrounds the position of the player 
is defined. Considering the size of the players in captured image, the region 
size was set to 16x16 pixels, with player position in the center of the region. 
Each channel of the RGB color image is processed separately and the vector 
F, consisting of 14 features for each channel, is obtained using the following 
formula: 

16 16 

Fi+iij ■ Ij{x,y), (4) 

x=l y=l 

where Ki is one of the 14 template functions (f = 0 . . . 13), and Ij is one of 
the three RGB channels (j = 0, 1, 2), obtained with respect to ROI from the 
current image. Each channel yields 14 features, which results in 42-dimensional 
feature vector F. 

Let vector H represent the estimated appearance of the player, and vector 
G represent the appearance of the background (empty playing court) at the 
same coordinates. Our goal is to classify the unknown object in the region of 
interest I, represented as vector F, either as a “player” or a “background” . The 
simplified, two-dimensional case is shown in Fig. El right. 

Vector of features G is calculated from the image of the empty playing court 
at the same coordinates as F. The reference vector H is obtained by averaging the 
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last n vectors of features for a successfully located player, which allows certain 
adaptivity, as the player appearance changes over time. The value of n depends 
on the velocity at which the players move, but best results were obtained with 
the value of n = 50 which corresponds to two seconds of video sequence. 

Similarity measure S is obtained using the following formula: 

•^template = ^ 

where Dqf and Dfh are Euclidean distances. Low value of 5't0jnplate ^aieans 
high similarity between the observed object F from the region of interest / and 
stored appearance of the player in the vector H. Fig. 0 (c) shows the result on a 
single player and demonstrates the ability of this technique to locate an object. 




(a) (b) (c) 



Fig. 4. Locating the player wearing a yellow dress, (a) The player is shown in the 
center of the image, (b) Distance to the yellow color for a close-up view of a 

player from the image (a), (c) Similarity measure S'^emplate whole image (a), 

as dehned in (0. Feature vector H (player reference) was obtained from the subimage 
of the same player, captured at different instants of time. In both cases white pixels 
denote high similarity. 



4.3 Tracking 

At the very beginning of the tracking, human operator initializes player posi- 
tions. Initial estimates for player positions for each subsequent frame are derived 
from the preceding image from image sequence. The color tracking method is 
used to roughly estimate player position. Next, a 3-by-3 pixel neighborhood of 
estimated position is examined for the minimum of similarity measure l|3). The 
position of the minimum is used as the next estimate and the process is iter- 
atively repeated up to 10 times. Maximum number of iterations is defined by 
the maximum expected player movement. Initial estimate, provided by the color 
tracking algorithm is saved and used as the starting position for the next frame. 
This ensures both high reliability provided by the color tracking mechanism, and 
low amount of trajectory jitter, due to use of template tracking to correct initial 
estimates. 

However, some amount of smoothing has to be applied to trajectories before 
path length and velocity calculation. We post-process x and y components of the 
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trajectory separately, treating them as one-dimensional, time-dependent signals, 
using a Gaussian filter. 



5 Evaluation and Results 

5.1 Reliability and Efficiency 

A sequence of 750 images (30 seconds of the match), was used to test tracker 
reliability. Tracking was performed simultaneously for the all 14 players, present 
at the playing court. Human supervisor had to intervene 14 times during the 
tracking process, which is considerably less than 10500 (750*14) annotations, 
which would be needed for full manual tracking of the sequence. Intervention 
consisted of stopping the tracking process, manual marking of the player which 
was tracked incorrectly and restarting the tracking process. Processing speed 
averaged 4.5 frames per second. 



5.2 Accuracy 

There are several sources of errors that can influence the overall accuracy of 
the tracking: movement of player extremities, VCR tape noise, image compres- 
sion artifacts, imperfect camera calibration and quantization error. However, 
instead of analysis of the error propagation, a set of experiments was designed 
to determine tracker accuracy. All experiments included several handball players, 
differently dressed, which performed various activities, according to the purpose 
of each experiment. 

Ground truth was obtained simply by drawing a pattern of lines near the 
middle of the one half of the handball court. The pattern, shown in Fig. |3 was 
measured using a measuring tape. 




Fig. 5. Setup for experiments I.-IV. on the one half of the handball court. Left: player 
positions during the experiment I. are marked with black boxes. Middle: Reference 
player trajectories for experiments II. and III, shown with thick lines. Right: Approxi- 
mate player trajectories for the experiment IV. 
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In each experiment, we observed path length error and RMS (Root Mean Square) 
error in player position (and velocity, where applicable). The following experi- 
ments were performed: 

Experiment I. Players were instructed to stay still at the predefined places. 
In the second part of experiment, they were instructed to perform various ac- 
tivities (passing ball, jumping on the spot, etc.) but they were not allowed to 
move across the court plane. Reference position was obtained from the drawn 
pattern. Reference velocity and path length were exactly zero, since the players 
never left their positions. Effect of trajectory smoothing was also evaluated. 

Experiment II. Players were instructed to run and follow the square tra- 
jectory. Influence of trajectory filtering was observed. The results confirmed that 
heavy smoothing hides rapid changes in player trajectory and is therefore inap- 
propriate from this viewpoint. 

Experiment III. Players were instructed to run and follow the circular 
trajectory with constant velocity. Reference velocity was simply calculated from 
the length of the circular path and the time each player needed for one round. 

Experiment IV. We compared our system to widely used manual, video- 
based kinematic analysis tool - APAS (Ariel Performance Analysis System, j0|), 
which was used as a ground truth this time. Results were consistent with previous 
experiments, except in the level of detail that APAS captured. Velocity graph 
obtained using APAS has clearly shown accelerations and deccelerations of the 
player, associated with each of his steps. This is the feature that our system was 
designed to avoid, since it is not needed in match analysis. 

Overall accuracy, of the designed system can be summarized as follows. 
Position: 0.2 - 0.5 m RMS for stationary player and 0.3 - 0.6 m RMS for ac- 
tive player, depending on player distance from optical axis. Velocity (uniform 
motion): 0.2 - 0.4 m/s (7 - 12%) RMS, depending on amount of trajectory 
smoothing. Path length was always overestimated, the error was -1-0.6 to -1-0.9 
m/player/minute for still players and ten times more for active players. 

6 Conclusion 

Use of the controlled environment for our people tracker has enabled us to de- 
velop a tracking system which suits its purpose and, most importantly, it has 
enabled us to test its accuracy. We are confident that the obtained accuracy does 
not hit the limits of our tracking system, but rather the limits of possible defi- 
nition of human body position, velocity and path length itself, when observing 
people on a such a large scale. Our system observes the movement of the people 
across a plane at the level of detail it was designed for. In the development of 
our system we deliberately sacrificed some of accuracy to enable it to observe a 
large area. 
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Abstract. Augmented reality requires the geometric registration of 
virtual or remote worlds with the visual stimulus of the user. This can 
be achieved by tracking the head pose of the user with respect to the 
reference coordinate system of virtual objects. If tracking is achieved 
with head- mounted cameras, registration is known in computer vision as 
pose estimation. Augmented reality is by definition a real-time problem, 
so we are interested only in bounded and short computational time. 
We propose a new linear algorithm for pose estimation. Our algorithm 
shows better performance than the linear algorithm of Quan and Lan 
in and is comparable to the non-predicted time iterative approach of 
Kumar and Hanson jS]. 

Keywords: augmented reality, linear algorithm, pose estimation 



1 Introduction 

Augmented Reality assumes the observation of the real world either by use of 
a see-through head mounted display (HMD) or by cameras using a video-based 
HMD. The goal is to superimpose synthetic objects onto the image stream at 
desired positions and times. A critical issue in augmented reality is the registra- 
tion or tracking problem, which refers to the proper alignment of the real and 
virtual worlds. This requires that the camera’s pose, its location and orientation 
in the world reference frame, be known at all times. 

Imagine, for example, that a user wants to test visually and haptically how 
a new laptop design feels and how it can be inserted into a docking or multiport 
station. We have developed a working system P to facilitate this by using an 
HMD display with a mounted camera to track marked reference points on a 
rectangular laptop mock-up and a WAM robot arm to supply force feedback 
(see Fig. CJ). The transformations from the moving target frame to the head- 
mounted camera frame and from the camera frame to the world frame lead 
to a double pose estimation problem requiring both target and world reference 
points. Pose estimates for the target-camera mapping enable augmentation with 
a synthetic laptop image while pose estimates for the world-camera mapping 
enable the projection of a stationary docking station. The novel aspect of our 
approach is that pose estimates are used not only for graphics but also for haptic 
interaction: collision feedback requires the relative position of the virtual laptop 
with respect to the virtual docking station. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 383-EH3 2001. 

@ Springer- Verlag Berlin Heidelberg 2001 
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Fig. 1. On the left a user holds a rectangular plate on which the WAM robot “displays” 
haptic feedback. Based on pose estimates the image of a laptop is projected into the 
HMD, and its interaction with the docking station is sensed both visually and haptically 
via collision feedback. 

Most virtual and augmented reality systems use magnetic or infrared trackers 
m- We employ purely visual sensors which offer a direct feedback: the image 
data used for visualization and merging are also used for solving the registration 
problem. However, the haptic aspect prevents us from using projective uni or 
affine |0| representations and forces us to use Euclidean external orientation. 

Pose estimation appears in multiple instances in computer vision, from vi- 
sual servoing over 3D input devices to head pose computation. Like augmented 
reality, most of these systems must operate in real-time. For this reason we are 
interested in non-iterative algorithms with guaranteed convergence in near video 
frame performance. Since we use reference points on targets of limited extent 
and cannot anticipate the user’s motion, we require robust performance with 
few fiducials and no initialization. 

In this paper, we propose a novel algorithm for pose estimation. The solution 
is based on the kernel estimation of a system whose unknowns are an over- 
dimensioned mapping of the original depth scalings. The solution is unique for 
four or more points, provided they do not lie in a critical configuration US) and 
even if they are coplanar. In Sect. 0 we study the behavior of our algorithm in 
synthetic experiments and compare with three other algorithms. We also show 
result of real world experiments. 



2 Related Work 

A similar approach to ours is taken by Quan and Lan m- Our algorithm, like 
theirs, is based on point depth recovery, but unlike theirs, avoids a polynomial 
degree increase, couples all n points in a single system of equations and solves 
for all n simultaneously. These factors contribute to more robust performance 
in the presence of noise as seen in Sect. 0 Recently Fiore 0 has produced 
another linear algorithm requiring little computational overhead, which is not 
a consideration for the limited number of points needed in our applications. He 
compares his algorithm to that of Quan and Lan and shows performance similar 
to theirs in noisy conditions. 
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There are many closed form solutions for 3 and 4 point or line correspon- 
dences, possibly with finite multiplicities, such as jdifij . These closed form meth- 
ods can be extended to more points by taking subsets and solving algebraically 
for common solutions to several polynomial systems, but the results are suscep- 
tible to noise and the solutions ignore much of the redundancy in the data. 

Many iterative solutions exist. These are based on minimizing the error in 
some nonlinear geometric constraint, either in the image or target, by some 
variation on gradient descent or Gauss-Newton methods. Typical of these is the 
work of Lowe There are also approaches which more carefully incorporate 
the geometry of the problem directly into the update step, such as that of Lu 
et al. [El or of Kumar and Hanson |B|, which we compare to our algorithm in 
Sect. 0 Dementhon and Davis jSj initialize their iterative scheme by relaxing 
the camera model to scaled orthographic, and Bruckstein deals with the issue 
of optimal placement of fiducials in this context |2|. These iterative approaches 
typically suffer from slow convergence for bad initialization, convergence to local 
minima and the requirement for a large number of points for stability. Our 
algorithm requires no initialization, can be used for a small number of points, 
and guarantees a unique solution when one exists. 

Another approach is to recover the world to image plane projection matrix 
and extract pose information. This is the basis for the calibration technique of 
Lenz and Tsai CD). We compare the projection matrix approach to our algo- 
rithm in Sect. 0 It is inherently less stable for pose estimation because of the 
simultaneous solution for the calibration parameters, and it requires a large data 
set for accuracy. 

3 Pose Estimation Algorithm 

Throughout this paper, we assume a calibrated camera and a perspective pro- 
jection model. If a point has coordinates {x, y, z)'^ in the coordinate frame of the 
camera, its projection onto the image plane is {xjz,yjz,l)'^. We assume that 
the coordinates of n points are known in some global frame, and that for every 
reference point in this frame, we have a correspondence to a point on the image 
plane. Our approach is to recover the depths of points by using the geometric 
rigidity of the target in the form of the distances between n points. Let 

{wi} be a set of n points with projections {Pi} and let {ti} be positive real num- 
bers such that Wi = Upi. We indicate by dij the Euclidean distance between 
Wi and Wj. Then dij = \tiPi — tjPj\. This is the fundamental constraint we use 
throughout (see Fig. |2|). 

Let Cij = dij. Then we have 

Cij = {tiPi tjPj) {tiPi tjPj'j = tiPii tjPjj 2titjPij ( 1 ) 

where we use the notation pij to indicate pfpj, the inner product of the two 
vectors. Note that the right hand side of m contains only quadratic terms in 
the unknown depth scalings. Let tij = titj and let p = 1. We rewrite © as 

^iiPii ^jjPjj ‘^^ijPij P^ij — ^ 



( 2 ) 
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Fig. 2. The fundamental geometric constraint used in our algorithm relates the distance 
between points in the world dij and the scale factors ti and tj associated with the 
projections pi and Pj. 



This is a homogeneous linear equation in 4 unknowns. Since tij = tji, observe 
that for n points there are Nr = equations of the form m in Nr = 

+ 1 variables. Define t as 

t= (tl2 tin t23 t2n ■■■ t(n-l)n ^11 tnn (3) 

Then we have Mt = = 0. Where is an Nr x Nr diagonal matrix 

with {— 2pii, . . . , —2pN^N^} along the diagonal and M' is Nr x {n + 1) dimen- 
sional. It follows immediately that the M has rank Nr = ^ j^gg 

kernel Ker(M.) of dimension n -I- 1 = with t G Aler(M). We compute 

Ker(M.) by singular value decomposition. If M = UA’V'^, Aler(M) is spanned 
by the columns of V corresponding to the zero or (in the case of image noise) 
n -h 1 smallest singular values. 

We now use the quadratic constraints imposed by linearizing the original 
system to solve for t. Let {Ai, ..., A„+i} be the specific values for which 

n+1 

i='^ AiVi (4) 

2 = 1 



Where {v^} are such that Ker(M.) = 5pan({vi}). Recall the form of t in 
(0. For any integers {i,j^k,l} and any permutation {i' , j' ,k' ,1'}, we have 
tijtki = tiijitk'i'- Substituting individual rows from the right hand side of (0J 
into expressions of this sort leads, after some algebraic manipulation, to con- 
straints on the Ai of the form 



n+1 



n+1 n+1 






a—1 



) + 



a=l b—a-\-l 



2XabK^vt^-vy'v^'^') = 0 ( 5 ) 



where we use the notation Aab = AaAf, for integers a and 6, and refers to 
the row of corresponding to the variable Uj in i. Again, we have the ob- 
vious relation Aab = Aba- It follows that equations of the form o are linear 
and homogeneous in the variables Aab- The quadratic constraints 

determine the tj, hence Ao, up to a uniform scale. Observe that there are 



O(n^) such constraints, from which we select the 



n^(n-l) 

2 



relations of the form 
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tiitjk = tijtik- The linear system can be expressed in matrix form as KA = 0. 
Where A = (An A 12 ... A(„+i)(„+i))^ and K is an ^ {n+i){n+ 2 ) 

trix, each row of which corresponds to an equation of the form 0. Since we can 
recover the Xat up to scale, we expect that K will have at most one zero singular 
value. Let K = U'Af'V''^ be the singular value decomposition of K. It follows 
that iLer(K) is spanned by the column of V' corresponding to the smallest sin- 
gular value in S' . However, A G iLer(K) implies that we have recovered Xab up 
to scale. Now we find a unique solution by using the constraint implied by the 
last row of 0, specifically Aiuf -I- X 2 V 2 + .... + Xn+iv^_f_i = p = 1, where uf 
refers to the last row of vector v^. In practice we pick an arbitrary scale, compute 
t from 0 and the SVD as above, then normalize by the last row of t. Depth 
recovery in the camera frame now amounts to computing U = for i = l...n. 

Having recovered the 3D camera coordinates of the points, we find the trans- 
formation between the world and camera frames. The optimal rotation is recov- 
ered by SVD of the cross-covariance matrix of the two sets of points translated to 
their respective centroids [Z]. Once the rotation is computed, translation between 
the centroids, hence the two frames, is immediately recovered. 

Let HQ {TV') and HL{TV') be the set of homogeneous quadratic and linear 
equations on R", respectively. Our approach was to linearize the quadratic sys- 
tem, say QS, in 0 to the linear one, say LS, in (0 by applying the map 
/ : HQiTV') — 7> defined by f{titj) = tij, /(I) = p with 

f{QS) = LS, by abuse of notation. As we have seen, this increases the di- 
mension of the solution space to n -I- 1 by artificially disambiguating related 
quadratic terms. Let Vb = V ar{LS) = Ker{LS) be the n -I- 1 dimensional 
affine variety in R * 2 ^ corresponding to the kernel of LS. To recover the 
original solution, we impose additional constraints of the form Ujtki = U/jdk'i' 
for a permutation of {i,j,k,l}. Let ei be one such equation. Then 

Vi = Var{{LS,ei}) = V ar{LS) fl V ar{ei) is a proper subvariety of Vq, since 
Var{ei) is not in any linear subspace of R 1 Given a sequence of such con- 
straints {ci} with 6i independent of {ej\j < 1}, we obtain a nested sequence of 
varieties Vq D Vi D V 2 ■■■ of decreasing dimension. Since we have more quadratic 
constraints than the dimension of Vq, we eventually arrive at the desired solu- 
tion. Observe that this procedure is entirely generic and does not depend on 
the coefficients of the original system QS. It follows that an abstract description 
of the subspace S = Var{{ei}), which we do not yet have, would allow us to 
eliminate the second, more computationally intensive SVD from our algorithm. 



4 Results 

We conduct a number of experiments, both simulated and real, to test our algo- 
rithm (hereafter referred to as NPL, for n-point linear). We compare to three 
other algorithms in simulation. The first, indicated by PM, is direct recovery 
and decomposition of the full projection matrix from 6 or more points by stan- 
dard SVD methods. The second, indicated by KH, is the so-called “R_and_T” 
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algorithm of Kumar and Hanson 0 applied to the line segments defined 

by n points. The third, indicated by QL, is the n-point linear algorithm due to 
Quan and Lan m 



(a) 



Rotation error vs. noise ievei 





Rotation error vs. number of points 




Translation e 



5. number of points 





Fig. 3. Rotation and Translation errors vs. (a) noise level for 6 points and (b) number of 
points with fixed 1.5 x 1.5 pixel Gaussian noise. We plot results for the four algorithms, 
NPL, PM, KH and QL. Note that NPL outperforms all but the iterative KH with 
ground truth initialization. The performance difference is greatest for a smaller number 
of points. 



Simulations: All simulations are performed using MATLAB. We report errors 
in terms of relative rotation and relative translation error. Each pose is written 
as ( 9 , T) G S' if (3) where g is a unit quaternion representing a rotation and 
T is a translation. For recovered values {qr,Tr), the relative translation error is 
computed as and the relative rotation error as the absolute error \q — qr\ 

in the unit quaternion. Noise level in image measurements is given in terms of 
the standard deviation ct of a zero mean Gaussian. We add Gaussian noise with 
equal a independently to both the x and y coordinates but only admit noise 
between — Scr and 3cr. 

We generate 31 sets of 6 points with distance between 0 and 200 from the 
camera and 31 random rotations and translation (|T| < 100). For each of these 
961 pose-point combinations, we run the four algorithms and add Gaussian noise 
varying from 0.5 to 4 pixels in each direction. We see in Fig. OKa) that NPL 
outperforms both PM and QL. 
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All 4 algorithms perform better as the number of points used for pose esti- 
mation increases. Points and poses are generated as before, but the number of 
points is varied from 4 to 11 with Gaussian noise fixed at ct = 1.5 pixels in each 
direction. For each run, we use 20 sets of points for each of 20 poses for a total 
of 400. Note in Fig. 0b) that NPL outerpforms the other linear algorithms in 
each case. The performance difference is largest for a smaller number of points, 
which is our primary concern. Note that we do not compute a result for 5 points 
in PM because the projection matrix cannot be recovered with only 5 points. 




Fig. 4. Reprojection of virtual objects into a real scene. Camera pose is estimated 
using NPL from 8 points in (a) and (b) and 5 coplanar points in (c). Observe that all 
virtual objects have the correct scale and are properly oriented. 

Real Experiments: All images were captured with a Matrox Meteor II frame 
grabber and Sony XC-999 camera calibrated with Tsai’s algorithm cm. Pro- 
cessing was done offline using MATLAB. With our current approach, the second 
SVD for the system cannot be computed in real-time for large values of n. How- 
ever, our primary concern is with a small number of targets. On a 600 MHz PHI 
using the implementation of SVD from Numerical Recipes in C, we obtained 
rates for SVD computation for matrices of the size of K in Sect. 0 ranging from 
<0.5 msec, for 4 points to < 35 msec, for 8 points, which is adequate for our 
purposes. 

We demonstrate that virtual objects are correctly registered into real scenes 
using our algorithm. In Fig. Ha) we determine camera pose from 8 points 
(marked in the image) using NPL and transform the coordinates of virtual ob- 
jects from the world frame to the camera frame. The reprojected virtual box 
and edges are correctly aligned with real world objects. In Fig. 0b) we repeat 
the experiment but on a scale approximately 3 times larger. The virtual boxes 
are correctly stacked on and next to the real one. In Fig. 0)c) we estimate the 
pose of a rectangular plate (the laptop mock-up in our description in Sect. [Ql 
and reproject a virtual laptop onto the mock-up. In this case, we use 5 markers 
(at the vertices and the center of the rectangle) to estimate pose. Observe that 
the algorithm performs well even for these coplanar points. 

5 Conclusion 

Our goal was to develop a fast, accurate pose estimation algorithm for a limited 
number of points in close range, consistent with the type of augmented reality 
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applications in which we are interested. We have produced an algorithm which 
runs in real-time under these conditions and which guarantees a solution when 
one exists. The only other algorithms which satisfy our requirements are those 
of Fiore 0and of Quan and Lan which have performances comparable to 
each other. We have seen in the results section that our algorithm outperforms 
that of Quan and Lan. 
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Abstract. The basic methodologies used in animation are presented and their 
most significant problems connected with combining real and virtual worlds are 
recognised. It includes the creation of virtual object and description of its 
realistic movement. To perform these tasks an optical method based on fringe 
projection and marker tracking is applied. The spatial analysis of a projected 
fringe pattern delivers an information about shape of an object and its out-of- 
plane displacement. Additionally the analysis of positions of fiducial points at 
the object observed by two CCDs provides an on-line information about (x,y,z) 
co-ordinates of these points. Combining the information about object shape and 
3D co-ordinates of fiducial points during the measurement enables to generate a 
virtual model of the object together with the description of its movement. The 
concept described above is experimentally tested and the exemplary results are 
presented. The further works to implement this technique are discussed. 

Keywords: augmented reality, photogrammetry, fringe patterns 



1 Introduction 

Combining real and virtual worlds requires capturing and transferring the shape of 3D 
object and its movement/deformation parameters into 3D space. This task may be 
performed by computer animation techniques. The animation is understood as a 
process of automatic generation of a sequence of images (scenes), in which next 
image contains an alternation in relation to the previous one. To carry out such a 
process, the information about the global and local shape of a 3D object, its surface 
properties (texture, reflectance, shines, etc.) and mechanical properties (degrees of 
freedom of an object or its parts, allowed velocities and range of movements, possible 
directions of movement, etc.) are required. 

Considerable work has been invested to create a description of 3D object shapes. 
A good example is the viewpoint catalogue [1] in which the most popular objects can 
be found and their geometric descriptions are given. From an experimental point of 
view, the most useful methods, which enable measurement of shape of various classes 
of objects [2-5] are optical techniques. Often full-field structured light techniques are 
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applied. In this case the shape information is coded into fringe pattern with a spatial 
carrier frequency [6,7]. 

If the knowledge of the geometry of an object and its possible 
movement/alternation is available, the animation may be calculated by one of six 
cardinal algorithms: 

• actual parameters values, 

• basic parameter values, 

• procedural animation, 

• animation language, 

• simulation, 

• behaviour simulation. 

If the experimental data has to support an animation process, the most useful 
are the first two algorithms, which refer to a cinematic description of an object and its 
movement. The data for these algorithms may be delivered by monitoring of an object 
with projected fringe pattern. 

In such case, the intensity observed on the object surface is given by: 

l(x, y ) = a(x, y) + b(x, y)cos[2;i f o,, x + (x, y )] ( 1 ) 

where: a(x,y) and b(x,y) are background and local modulation functions, f„^ - is the 
spatial carrier frequency of the projected grid (number of lines/mm), ^„(x,y) - 
represents a phase with shape information h(x,y) coded i.e. h(x,y) = f[f?i„(x,y)]. 

In applications which require combined shape and measurement of movement 
parameters (shifts in 3D space), the time of data processing is important. In order to 
decrease the measurement time the use of spatio-temporal approach is suggested [10]. 
While using spatio-temporal approach, the measured objects can be classified to one 
of the following classes: 

objects which spatial bandwidth which fulfils the condition 

B„<V2 (2) 

where: is the object initial spatial frequencies bandwidth of the object. 

In such a case the shape changes may be monitored by analysis of sequential 
fringe patterns by means of spatial carrier phase shifting method or spatial 
Fourier transform method [8,9,10], 

object which spatial bandwidth does not fulfils the condition (2). Such complex 
and/or non-continuous shapes may be analysed using multiply grids projection 
techniques supported by more sophisticated phase unwrapping algorithms 
including temporal unwrapping [11] or hierarchical unwrapping [12] which 
require capturing of several images. 

The variations in time of the initial shape obtained by one of the above mentioned 
methods have to be determined on the base of a sequence of frames captured during 
object changes. 

Additionally, together with shape variations the object may move globally in the 
measurement volume. This movement description may be referred to the regions 
which are not varying their shape in time or to the global object representation e.g. in 
the form of localisation of its centre of gravity. In general case the rigid body 
movement is difficult to detect by fringe projection method only, therefore it has to be 
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supported strongly by photogrammetric methods, namely by monitoring of the 
position of markers attached to the object [13]. 

Also, if the true 3D object analysis has to be performed, the system should enable 
the simultaneous monitoring and analysis from multiple directions and combining this 
information to form full representation of an object. This will require a multiple 
projection-detection system preferably working on the base of autocalibration 
principle [14], or In reference to the precallbrated measurement volume [15]. In the 
paper below we will present principles of combined spatio-temporal [14] and 
photogrametric approach to dynamic object analysis. At the moment, we assume that 
the object is subjected to shape variations (z direction) and rigid body motion. The 
concept presented will not solve all the problems connected with true 3D object 
monitoring, as it refers to a certain restricted class of object and their 
deformations/movements. However, the methodology shows the possibility of the 
efficient use of the spatio-temporal bandwidth of the measurement system in 
reference to a variable object bandwidth [B„ -i- AB(t)]. 



2 Basic Concept 

To obtain full information about varying 3D object we recommend the use of the 
spatio-temporal approach in which a fringe pattern is given by the equation: 

I(x,y;t) = a(x,y;t) + b(x,y;t) cos[27tf„^x H-^„(x,y) -t- f?ifx,y;t)] (3) 

where: a(x,y;t) and b(x,y;t) are background and modulation functions which may vary 
in time respectively: f^^ - spatial carrier frequency; (f) „(x,y) - initial phase of the 
object; (f) (x,y;t) - phase variable in space and time. 

The varying shape of the object is coded in deformation of a grid projected on the 
object during measurement in a set of sequential frames. From these images the 
geometry of the object can be reconstructed correctly by use of Spatial Carrier Phase 
Shifting (SCPS) method [8] if the sum of an object initial bandwidth and the 
bandwidth changes gained by the object shape variations fulfils the condition 

B„+AB(t)<V2 (4) 

The condition (4) can be easily fulfilled if an active fringe projection is used. Active 
fringe projector enables also the dynamic change of measurement volume depending 
on the object size and assumed movement range. 

The shape reconstructed by SCPS method is given in the form of height values 
h(x,y) and does not include the information about the position of the object within the 
measurement volume. The position of an object is calculated based on the marker 
tracing technique known from photogrammetry. Two CCD cameras observe fiducial 
points attached to the object surface before measurement. The information about 
opto-mechanical parameters of the measurement system together with information 
about parallax of the marker on two CCDs enables calculation of 3D co-ordinates of 
fiducial points. Combination of shape information with 3D co-ordinates of markers 
determines the position of object points in 3D space. Fig.l presents the general 
scheme of measurement. 
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Fig. 1. The scheme of spatio-temporal analysis of dynamic 3D objects; B^, -spatial frequency 
bandwidths of an object, f^j^-spatial carrier frequency of the projected grid 



3 Measurement System and Test Object 

The experiments were conducted using a fringe projection system, shown in Fig. 2. A 
Digital Light Projector (DLP) (3) projects the fringes onto the surface of an object 
(4). CCDl and CCD2 observe deformation of the linear fringe pattern. The optical 
axes of CCDs are parallel to the optical axis of the fringe projector. The DLP unit is 
placed non-centrally in order to provide large measurement base for fringe projection 
system. It results in high sensitivity of the shape determination (Fig. 2). Measurement 
volume is created within the common part of the field of views of DLP projector and 
two cameras. 
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Fig. 2 . The scheme of the measurement system: 1), 2) CCD camera, 3) DLP projector, 4) object 
under test 

During the object movement a pre-set fringe pattern is continuously projected 
onto the measured object surface. The distorted fringe pattern is observed by two 
CCDs and saved in computer memory with a frequency of 50 frames per second. 
Standard cameras are used and each half-frame image issaved with a resolution of 
256x256 pixels. To evade problems connected with significantly smaller speed of 
saving data on a hard disk all images are saved in RAM. This extracts a use of 
approximately 3MB of RAM for one second of movement recording. By use of 
computer with 512MB it is possible to record approximately two minutes of recording 
(depending on the installed operating system and software). After the measurement 
the analysis procedure is performed. 

3.1 Determination of Rigid Body Motion 

Before the measurement the markers are attached to the object surface. Markers are 
made from black non-reflective circular pieces of velour. As this material very poorly 
reflects light markers are visible on the object surface as black dots (Fig. 3). 
Presented method requires at least two fiducial points. Since during object 
movement/shape deformation some regions may by hidden in the shade or invisible 
the use of more markers is required. 

At the beginning of the marker analysis procedure, all saved images are searched 
for fiducial points. Regions that fulfil the fiducial point conditions are flagged. The 
feature vector of an marker is defined by: region intensity, region size, intensity 
difference between closest neighbourhood and marked area, aspect ratio height to 
width and fill factor (height*width/number of points). Each fiducial point recognised 
from the first saved frame is flagged with a unique identification number. The 
flagged regions are tracked in sequential frames. Knowing the opto-mechanical 
parameters of the system the centre of gravity of a marker can be calculated from 

^ _ B*f*l (5) 

(1 - f)*(x j - X 2 ) 
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where: B- system base (distance between optical axis of used CCDs), f - focal 
length of CCDl and CCD2, 1- object distance to CCDs entrance pupil, ~ 

difference in position of markers at the CCDs (see Fig. 2) 





a) b) 

Fig. 3. Object illuminated by fringe pattern at the beginning a) and the end b) of the 
measurement 



3.2 Determination of Temporary Shape 

After the marker processing procedure is finalised the phase analysis of the fringe 
pattern images saved by CCDl is performed by means of 5 points spatial carrier 
phase shifting (SCPS) algorithm [16]: 



<t(x, y) = tan '( 



4[I(x - 1, y) - I(x + 1, y)l " - [I(x - 2, y) - I(x + 2, y)]^ 
2I(x, y) - I(x - 2, y) - I(x + 2, y) 



( 6 ) 



where: l(x,y) -intensity at co-ordinates (x,y). 

Due to the periodic properties of cosine function, the phase is reconstructed from 
(6) in the form of mod27t (Fig.4a). The map mod27t is later unwrapped by modified 
quality-guided path following algorithm[17]. The linear phase term 27tf„,, is removed 
from the unwrapped continuous phase distribution as shown in Fig. 4b. After that the 
scaling of phase into physical quantity (mm) based on (7) is performed. 

2tiB - d’(|)(x, y) 



where: h - height in mm, 1 - object distance to entrance pupil of CCDl, d’ - 
projected fringe period in the object plane, ([)(x,y) - phase value, B’ - fringe 
projection system base (distance between the optical axis of DLP and CCD). 
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b) 

Fig. 4. The result of fringe pattern analysis a) wrapped and b) unwrapped 



3.3 Calculation of Absolute Shape and Position 

Calculated shape maps (one per image) include information about the height relation 
between the object points only. In other words h(x,y) is fixed with an object surface. 
To determine the position of the object points in the measurement volume the 
transformation from object surface co-ordinates into measurement volume co- 
ordinates is required. This process is conducted based on z values calculated 
according to equation (5). In the middle of two closest fiducial points the z co- 
ordinate of the surface is estimated by calculation of mean value of centres of gravity 
of the fiducial points. The difference between the height of the object and average z 
value produces a transformation vector T of the surface. The 3D co-ordinates of the 
object within the measurement volume are calculated by applying the shift T to the 
h(x,y). The exemplary 3D visualisation of the object 3D co-ordinates in two selected 
stages of movement are shown in Fig. 5. 

The errors in height reconstruction is at the level of dVlO. In the case reported the 
grid period equals d’=3 mm. The positioning of the markers within the CCD matrix is 
±1 pixel [10]. The joined error of measurement depends strongly from the 
measurement volume (here 240x240x200mm^) and is estimated to be 10'^ of the max 
dimension of the measurement volume. So finally the combined error for shape and 
position determination can be estimated for 0.4mm. 



4 Conclusions 

The presented methodology gives the possibility to obtain full-field information 
about actual 3D co-ordinates of the object during the measurement. The shape 
obtained for the sequential stages of movement, together with the information about 
the position within the measurement volume can be delivered in the form compatible 
with the formats required by computer graphics and animation systems. The accuracy 
reached by the presented system is fully acceptable in the multimedia applications, 
where realistic behaviour of an object is important. The future works will be focused 
on making an interface between the presented system and 3D Max animation 
software. 
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a) b) 

Fig. 5. 3D visualisation of the measured object within the measurement volume at the 
beginning a) of the measurement and at the end b) In the figure to enhance the visualisation the 
z-dimension was rescaled 
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Abstract. In this paper we propose a method for the automated 
acquisition of 3D human models for real-time animation. The individual 
to be modelled is placed in a monochrome environment and captured 
simultaneously by a set of 16 calibrated cameras distributed on a metal 
support above and around the head. A number of image sets is taken 
from various postures. A binary volume model will then be reconstructed 
from each image set via a shape-from-silhouette approach. Based on the 
surface shape and a reliable 3D skeletonisation of the volume model, 
a parametric human body template is fitted to each captured posture 
independently. Finally, from the parameter sets obtained initially, one 
unique set of posture-invariant parameters and the corresponding mul- 
tiple sets of posture-dependent parameters are estimated using iterative 
optimisation. The resulting model consists of a fully textured triangular 
surface mesh over a bone structure, ready to be used in real-time appli- 
cations such as 3D video-conferencing or off-the-shelf multi-player games. 

Keywords: human models, shape-from-silhouette, 3D videoconferenc- 
ing 



1 Introduction 

Today’s rapidly growing number of virtual-reality applications, e.g. 3D video- 
conferencing, multi-player games, simulations etc., leads to an increasing demand 
in virtual representations of the human individual, i.e. in 3D human models or 
avatars that look and behave as human beings. 

These requirements are currently fulfilled using a textured polygonal surface 
mesh of which vertices are assigned to an internal articulated bone structure. 
Animation occurs as the surface mesh is deformed by shifting the vertices rela- 
tively to specified movements of the inside bone structure. The dependency of 
vertex shifts on bone movements is described by deformation- or skin-models. 
Various deformation-models with different levels of complexity have been devel- 
oped over the last years and are readily available in commercially distributed 
animation software packages m 
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Adequate devices for the representation of the human being in virtual settings 
exist already; however, the automated acquisition of this type of model is still 
the subject of ongoing research activities. The human individual is not a rigid 
object: the acquisition system, therefore, has to cope with the problem of a shape 
varying over time. For one single time sequence, i.e. to capture a ’frozen’ model, 
so to speak, the problem has been solved using fast capturing devices. Two cat- 
egories of devices can be distinguished: on one side, laser or structured light 
based, active 3D sensors m which provide accurate surface data but, being 
rather expensive, are a deterrent to a broader usage; on the other side, passive, 
camera based systems which are much cheaper, yet provide less accurate data. 
To improve the unsatisfactory accuracy of passive system data capture, various 
approaches for a model-based analysis of captured data sets have been proposed 
recently m- 

Working towards the automated acquisition of moving human models implies 
that the various positions of the model’s internal bone structure must be deter- 
mined in such a way that, in conjunction with the respective deformation-models, 
realistic motion-dependent deformations during animation be achieved. Recent 
approaches to estimate suitable positions define a single standard posture with 
as few self-occlusions as possible for capturing a human being HD and calcu- 
late joint positions relatively to some feature points of that particular posture, 
e.g. armpits etc.. These approaches allow the reliable and fast segmentation of 
the scanned dataset and the obtained joint positions are suitable for smaller 
movements around the respective standard postures. However, due to the lim- 
ited accuracy of the joint positions that are determined, moving the model into 
completely different postures often lacks the desired lifelike impression. Better 
results can be expected when analysing multiple data sets captured from varying 
postures. In 0, a comparable approach employing image data from a sequence 
of pre-defined motions is presented. In GDI, starting from an interactive initial- 
isation, an approach is being presented to track and refine parameters of an 
articulated skeleton from image sequences showing multiple views of arbitrary 
motions. We aim at achieving an automated, easy-to-use, process, to acquire a 
unique lifelike human model from the discrete observations of a human being in 
different a priori unknown postures without any interaction. 

The setup used for data acquisition is described in the following section. In sec- 
tion 3 the parametric human body template is introduced and in section 4 the 
multiple posture adaptation method that we are proposing is outlined. First 
results are given in section 5, followed by concluding remarks and possible di- 
rections for future work in section 6. 



2 Data Acquisition 

The human being to be modelled is placed in a monochrome environment and 
captured simultaneously by a set of 16 calibrated standard digital cameras dis- 
tributed above and around the head (see Fig.GJ). For details on this acquisition 
setup see 0. Several image sets are taken for different postures. From each ac- 
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Fig. 1. Body-scanner Setup: The person to be modelled is captured by 16 calibrated 
digital cameras in a monochrome environment. 



quired image set, a binary volume model is reconstructed through a shape-from- 
silhouette approach m as depicted in Fig. El Firstly, the person’s silhouette 
is extracted from each image using a chroma-keying technique. The calibrated 
setup means that the position, orientation and inner parameters of each camera 
are known. Thus, in a second step, the obtained silhouettes can be projected 
back into space, creating conic volumes that contain the individual. The spatial 
sections of these volumes approximate the individual’s shape in the respective 
posture. Eventually, applying this technique to all acquired image sets gives us 
a set of binary volume models describing the varying shape of a given individual 
in different postures. 




Fig. 2. Shape-from-Silhouette: a) For each image, the person’s silhouette is determined 
using chroma-keying, b) The 3D shape is reconstructed by intersecting all cones ob- 
tained as the silhouettes are being projected back into space. 
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3 Parametric Body Template 

The following section outlines the parametric model that we use to describe 
the shape of the human body, its appearance and movability. The latter ele- 
ment is controlled by an internal bone structure while shape and appearance are 
approximated with a textured triangular mesh. 

3.1 Skeleton 

The model used consists of a hierarchy of skeleton parts as depicted in the 
left column of Fig. 0 The root of the hierarchy is situated in the lower torso. 
Each skeleton part has exactly one parent and one or more children (e.g. the 
upper torso is connected to three children, the neck and the left and right upper 
arm). Each skeleton part is connected to its parent by a joint, where its own 
local coordinate system is situated [El. A joint can handle up to three degrees 
of freedom. Every motion occurs within the local coordinate systems allowing 
a hierarchical motion transmission. Moving the shoulder, for instance, leaves 
everything else in the hierarchy (upper/lower arm, hand etc.) untouched. 

3.2 Deformation Model 

Together with the skeleton, a surface mesh is created. For each part of the skele- 
ton, the vertices of this initial triangle mesh are shaped into rigid rings which 
will be lined up along the bone (Fig. Et)- Each vertex-ring has a relative po- 
sition and orientation within the local coordinate system of its corresponding 
part. Thus, the shape of the rigid rings may be controlled independently for 
each part of the body, giving a rough approximation of the shape to be utilised 
in the following shape adaptation. If the skeleton is bent or twisted at a given 
joint, the transformation is decreasingly propagated to the vertex-rings on both 
sides of the joint, i.e. the rings tilt on the bone as shown in Fig. Eb At present, 
we use a simple linear propagation function. The propagation range varies de- 
pending on the joints and may even vary from parent-side to child-side. Thus, 
the appropriate deformation model can be chosen for different joints, e.g. the 
turning of the head would be interpolated solely within the neck. Depending 
on the number of children, skeleton parts are either standard limb-like parts or 
special elements. The mesh in Fig. El which consists of simple rigid vertex rings 
en-casing the internal bone structure, is only usable for limb-like parts of the 
body, i.e. parts connected to their parent and one single child. Special parts are 
connected to several children, and require therefore a more complicated mesh: 
the mesh will be created first, and its vertices affixed to a rigid ring structure 
(necessary for the deformation of body parts) later on (see El for details). 

4 Multiple Posture Adaptation 

4.1 Overview 

This section outlines the evaluation strategy that we are suggesting for multiple 
posture analysis. The human body template that we introduced in the previ- 
ous section presents a default posture, i.e. joint angles, a default size, i.e. bone 



404 J. Wingbermiihle, C.-E. Liedtke, and J. Solodenko 




Standard limb-like part of skeleton 
special part of skeleton 

O joint linking two rigid skeleton parts 

(each joint allows rotation around 1-3 axes) 



child parent 




(a) Stretched joint rigid vertex-rings 




Fig. 3. A simplified hierarchical skeleton is used to control the surface deformation 
(left). Each deformation is based on the linear interpolation of the relative motion over 
rigid vertex rings (right). 



lengths, and a default shape, all of which will have to be adapted to the mea- 
sured data. Additionally, the photo-texture has to be extracted from the input 
images and assigned correctly to the model-surface. Whereas the model’s size and 
surface texture are assumed to be constant, posture and shape will vary. Conse- 
quently, multiple posture analysis aims at determining one unique set of posture- 
invariant parameters and the corresponding multiple sets of posture-dependent 
parameters in such a way that all postures be represented as realistically as 
possible. Since the captured postures are unknown a priori, a reliable scale and 
posture estimation will be required initially for each input posture. Details on 
our approach for this initialisation, which is based on the 3D skeletonisation of 
the volume models, appear in the following subsection. Once initial parameters 
have been determined independently for all input data sets, an initial unique set 
of posture invariant parameters is calculated and the corresponding first posture- 
dependant parameters are determined, giving us the initial parameters that we 
need for subsequent optimisation. During the iterative optimisation described in 
the third subsection, the posture-invariant parameters are varied in a hierarchical 
order, we try and find the best corresponding posture-dependant parameters for 
each input data set. Both posture-invariant and posture-dependant parameters 
are evaluated using criteria that analyse the remaining differences between the 
model shape and the measured volume model. Some aspects of texture mapping 
are briefly discussed at the end of this section. 

4.2 Initial Scaling and Posture Adjustment 

In order to determine the initial parameters that describe the respective postures, 
i.e. joint positions, we use a four-step approach. First step: the 3D thinning 
algorithm proposed in uni is applied to each volume model. Due to the limited 
number of cameras, the shape of the binary volume models is locally erroneous. 
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causing a noisy skeleton structure with many erroneous branches. Second step: 
the relevant branches of the obtained skeleton are extracted by matching the 
skeleton against a target structure (see Fig. 2|- This is done for arms, legs and 
torso by searching the combination of 4 branches that maximises the matching- 
criterion given in Q and at the same time forms a double- Y- structure like the 
one obtained when removing the head-branch of the target structure in Fig. ^ 



Fig. 4. From left to right: Initial volume model, raw skeleton obtained by thinning, 
target structure (double-Y and head) and extracted relevant skeleton parts. 



With li and I 2 being the respective lengths of the current arm candidates, 
Li and L 2 the respective lengths of the leg candidates, qmatch gives us a high 
rating for pairs of equal-size leg and arm branches. The third term expresses the 
ratio between the size Sh of the double- Y-structure already obtained and the 
overall size of the raw skeleton S, i.e. it privileges solutions that cover bigger 
parts of the raw skeleton. After extracting arm-, leg- and torso-branches, the 
head-branch has to be determined. To that end, we will look for the longest 
remaining branch of the raw skeleton around the arm junctions. 

Third step: using the junction-points of arms and legs for an initial segmenta- 
tion of the skeleton, joint positions are determined with regards to the skeleton 
of our human body template. Whereas hips and ankles can easily be detected 
by locating significant angles in the skeleton, shoulder-joints, knees and elbows 
require advanced techniques: to determine the shoulder-joint positions, the torso 
of the corresponding volume model is approximated by a cone and the sections 
between this cone and the arm branches of the skeleton are used as joint po- 
sitions (see middle row of Fig. El). To determine elbow and knee positions, the 
respective skeleton branches, i.e. 80 percent of the distance between shoulder 
joint and fingertip for the arm, 80 percent of the distance between hip and ankle 
for the leg, are divided into two parts of equal length, and the corresponding 
parts of the volume model are approximated by cones. The dividing point will 
then be shifted inwards and outwards along the skeleton within a pre-defined 
range; the position in which the obtained cones approximate the volume model 
best is finally used as joint position. 

The last step aims at compensating the effect of clothes that, particularly in 




Qmatch — 



min{li,l2) ^ min{Li,L2) ^ ^ Sh 
max{li,l2) max{Li,L2) S 



( 1 ) 
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the upper arm region, tend to make the skeleton ’collapse’, affecting the joint 
positions. As we use a calibrated setup, we know the direction of gravity. We 
can thus define a plane spanned by the difference vector between the determined 
shoulder and elbow joint positions and the direction of gravity, i.e. a section 
plane cutting through the upper arm that includes the direction of gravity. The 
upper contour of the arm within this section plane provides the most reliable 
information on the true upper arm direction and will be therefore approximated 
by a straight line. This line is then shifted downwards until it passes through the 
elbow joint. If the shoulder joint lies below the obtained line, it will be shifted 
upwards, i.e. raised against the direction of gravity until it lies on the line. 

Fig. El shows intermediate and final results of the initialisation proposed for dif- 
ferent postures. In all cases sufficient joint positions could be determined. Joints 
that cannot be directly detected, e.g. the collar joints, are positioned last, us- 
ing fixed pre-defined relations like ’the centre between the shoulder joint and 
the arm junction’. Once we know the joint positions for every posture, we will 
calculate the mean bone lengths and respective joint angles. 




Fig. 5. Skeletons in varying postnres. Top row: after the clothes weighing down effect 
has been corrected. Middle row: conic surface approximation. Bottom row: estimated 
joint positions. 




4.3 Iterative Shape and Skeleton Optimisation 

Shape Update. At the beginning of each iteration cycle, the local surface 
shape of the model will be updated. For each vertex, in every posture, we will 
determine the value <5 of the shifting along the local surface normal required to 
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move the vertex to the surface of the volume model (see left of FigEI). From this 
analysis, we get a set of shifting values for each vertex. During the shape update, 
the model is moved back into its default posture and the respective mean shifting 
values are applied to each vertex. 



Skeleton Update. Once the shape of the model has been updated, the bone 
lengths of our internal skeleton are optimised. This is done in a hierarchical 
order, starting from the root joint. Hence, for the upper body: the length of the 
lower torso will be optimised first, then the distances between the back joint and 
neck as well as between the left and right collar joints, and so on. After varying 
the length of a bone, new optimal angles are determined for all the adjacent 
joints in each posture before re-evaluating the bone length. Several approaches 
to estimate the joint angles in an articulated object have recently been proposed 
However, since we aim at the optimal combination between an internal 
skeleton and a surface shape with respect to a given deformation-model, we use 
a specific optimisation that relies on an evaluation based on the remaining shape 
error. The shape error is measured integrating the local vertex shifting value S 
necessary to fit the model surface to the volume model surface in a given posture. 
Once the length of a bone has been changed, the angles of all adjacent joints will 
be updated (see right of Fig. ED. As our deformation-model changes, any joint 
angle will influence the model shape on both sides of the joint. Thus, to evaluate 
any given angle, the corresponding parent and child have to be considered. In 
the case of limb- like children, the grandchild will also be considered to determine 
the child’s twist correctly. The mean square sum of the vertex shifting values 
(S) of all vertices of the parent, the child and in some cases, the grandchild, 
is therefore used as our error criterion to optimise the angles of a joint for a 
particular posture. Once the angles of the adjacent joints of a bone have been 
updated in all available postures, the length of the given bone will be evaluated 
by calculating the variance of the shifting values for each vertex in all postures. 
The mean variance of the given bone, its parent and child, tells us how accurately 
the surface deformation in this area is described by the deformation-model, and 
we shall therefore use it as our shape error criterion. 

Shape and skeleton update will then be iteratively repeated until no significant 
changes occur. 



4.4 Texture Mapping 

Once suitable size and shape parameters for the model have been determined, 
the texture information collected from the original images has to be assigned to 
the model surface. Mapping texture from multiple calibrated views to a rigid 
object model using uv-mapping has been described in and further applied 
to deformable objects in El- Although we basically follow the same approach, 
some additional issues should perhaps be mentioned: when texturing an object 
from multiple camera images, changing illumination, shape or calibration errors 
may cause texture seams to appear along the borders between surface parts 



408 J. Wingbermiihle, C.-E. Liedtke, and J. Solodenko 





Fig. 6. Determination of local shape error <5 (left) and evaluation scheme for bone 
length npdate (right). 



textured from different images. Blending techniques may be employed to reduce 
this problem; however, we recommend that as few different camera images as 
possible be used for the texturing process, and in particular in the case of images 
of different postures, as the shape variation between the different postures is 
not completely described by the simple deformation model that we are using. 
Therefore, we choose a posture with few self-occlusions, move the model into 
that posture and texture all visible surface parts from images of that posture. 
Only the remaining occluded surface parts should be textured using images from 
different postures, once the model has been moved into the respective posture. 



5 Results 

Fig.Q shows eight frames of an animation obtained by creating a model from 
data sets of six different postures (see Fig. 0 and applying a captured motion 
data set of a long jump. The resulting deformation of the model looks quite 
realistic and demonstrates potential performances of the method that we are 
proposing. However, these results are first results and have to be verified against 
other input data sets. 






Fig. 7. Several frames of an independently captured long jump motion data set applied 
to a human model created with the method proposed here. 
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6 Conclusions 

We have described a method to fit a parametric human body template to the 
human body using several sets of multiple camera images that show an individ- 
ual in different postures. 3D skeletonisation of volume models obtained through 
shape-from-silhouette has been used to estimate initial postures. Subsequently, 
postures, size and shape of the model have been optimised iteratively before 
mapping photo-texture extracted from the input images to the model surface. 
The method that we are proposing shows promising results, yet remains com- 
putationally very time-consuming. Future work, therefore, should concentrate 
on reducing process-time through improved optimisation, and on conducting 
detailed comparison with results obtained through single posture adaptation. 
Further, we shall be working on improving the rough shape obtained from shape- 
from-silhouette by adding a predefined facial mask to our body template. 
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Abstract. In this paper, we propose computer assisted visualization 
for manual landmarking of specific points on cephalometric radiographs. 
The signal to noise ratio of radiographs is very low, because of su- 
perimposing of anatomical structures, dissymetries or artefacts. On 
radiographs of children, the localization of cephalometric points presents 
a great inter-subject, and inter- and intra-expert varibility, which is 
considerably reduced by considering an adaptative coordinates space. 
This coordinates space allows us to obtain statistical landmarking of 
cephalometric points used to define regions of interest. Each region takes 
advantage of a specific image processing, to enhance local and particular 
features (bone or suture). An augmented reality image is presented 
to the human expert, to focus on main sutures and bones in a small 
region of interest. This method is applied to the nettlesome problem of 
the interpretation of cephalometric radiographs, and provides satisfying 
results according to a cephalometric expert. 

Keywords: statistical shape model, augmented reality, cephalometry 



1 Introduction 

The goal of cephalometry is the study of the skull growth of young children in 
order to improve orthodontic therapy. It is based on the landmarking of cephalo- 
metric points on radiographs, two-dimensional X-ray images of the sagittal skull 
projection 0. These points are used for the computation of features, such as 
the length or angles between lines. The interpretation of these features is used 
to diagnose the deviation of the patient form from the ideal one [S|. It is also 
used to evaluate the results of different orthodontic treatments m M- However, 
the anatomical definition of cephalometric points is difficult to apply directly on 
radiographs. The landmarking is hard and an important inter- and intra-expert 
variability is to be noticed. It is necessary to reduce this variability. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 410- BTSI 2001. 
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Cephalometric points are usually precisely defined in relation to skull and 
bones which are three-dimensional objects. Unfortunately it is sometimes impos- 
sible to apply directly these definitions on radiographs, which are bidimensional 
projections of the three-dimensional object. Most cephalograms are defined as 
an intersection between bones and sutures; this appears as a curvilinear white 
(bone) and black (suture) structure on the radiograph. They are often difficult to 
locate because of the superimposition of many other bones on the 2D projection 
of the radiograph and the definition of cephalometric points is specific for 
each point: we must decompose the problem into many sub-problems, specific 
to each landmark. 

The goal of this work is a computer assisted landmarking using augmented 
reality. On a cephalogram, a small region of interest is automatically defined 
for each cephalometric point. The contrast of this region is modified to enhance 
feature used to locate cephalometric points. These regions are the support for 
manual landmarking of cephalometric points on radiographs by experts. 

The first step of the work consists of finding a coordinates space that will 
evolve with the shape, the size and the orientation of each skull. The inside 
outline of the skull is the main component of this coordinates space because 
of its adaptivity to the morphology of each patient 0. The second step is the 
statistical landmarking of cephalometric points. Training has been done on 58 
samples which provide statistical coefficients used to determine the statistical 
position of cephalometric points. On new radiographs, the statistical landmark- 
ing of cephalometric points gives an approximation of the final position of the 
points. Using the standard deviation of the position, we defined small regions 
around each cephalometric point. Some of the points, with the help of the expert, 
are gathered, allowing the definition of regions of interest. The regions of interest 
contain the cephalometric points as well as anatomic structures, that the expert 
needs for landmarking. For each region of interest, we use augmented reality to 
enhance the contrast of the main structures used to locate the cephalometric 
landmarks. 

In the first part of this paper we will present the automatic localization of 
regions of interest that is composed of the definition of the coordinates space, the 
statistical landmarking of cephalograms, and the definition of regions of interest. 
The second part deals with the augmented reality process in the standard case 
for the first and sixth regions. Lastly the results and conclusion of our study will 
be presented. 

2 Automatic Localization of Regions of Interest 

2.1 An Adaptative Coordinates Space 

The idea is to extract a simple form that could characterize the dimensions of the 
skull. Then we decide to consider the internal surface of the skull (endocranial 
contour) that will bring us a simple numeric model for the position and the form 
of the skull. 
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The main problem of the contours detection is the difference of the intensity 
of contours which depends on the regions in which they lie. The bone parts of 
the superior part of the skull are more pronounced than those located in the 
vicinity of the sphenoid, where the low contrast makes the detection difficult. 

Deriche’s gradient is used to detect edges 0, and the endocranial contour 
is detected by active contours, based on the Cohen’s model of balloons Q. The 
result is visible on Figure ^ The curve (endocranial contour) is sampled by only 
16 points. The first point is the one with the higher curvature, that is near the 
intersection of the curve and the nasal bone. This point is stable, z.e. it is always 
present in the same area of any image. The other 15 are regularly distributed on 
the endocranian curve, starting with the point of maximal curvature. 5 points are 
also considered: the isobarycenter of all the points of the endocranial curve, and 
the 4 corners of the smallest rectangle containing the curve. Figure 0 presents 
those 21 points. 




Fig. 1. Endocranial contour detection Fig. 2. Sampled endocranial contour 

Let ( be the set of vectors : 

C = I V (j,k) G {l...n}, j < k, (3 i) Oi = Pj and vt = PiPl} (1) 

The points Pi are the characteristic points extracted from the endocranial con- 
tour curve. We then obtain the set oi p = n{n — l)/2 couples, made of one point 
and a vector. C, is the set of all vectors that can be made between the character- 
istic points. For the given point M, we define the set of parameters {oi, ...,ap} 
in the following equation : 

a = {(M I if) (2) 

The change of the cartesian coordinates to the set of {ai, ...,ap} can be 
written as a linear system. We define the vector X that represents the point M 
using homogeneous coordinates. Then we obtain: 
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a: = 




( 3 ) 



The computation of the coefficient associated to the couple G ( 

can be written as the equation : 



— {'^ix ^iy {OixVix OiyViy')') ^ ^ (4) 

Then, when we have the set C, we can associate to every point M its param- 
eters by the matrix multiplication a = AX. 

The coordinates at are the projection of the point M on each vector built 
using the endocranial contour. This system of coordinates allows every point of 
the cephalometric radiograph to evolve with the shape and the morphology of 
the patient. This is our coordinate space. 



2.2 Statistical Landmarking of Cephalograms 



The method of global landmarking of cephalometric points is based on the esti- 
mation of the mean value of a, E[a], on a training set of evaluated radiographs, 
where we know the exact position of the cephalometric point. Then, when we 
analyse a new radiograph, we assess a by E[a\. 

This estimation is made on a training set of 58 evaluated radiographs. We 
know how to determine the set (j by means of the endocranial contour. This 
allows us to find the matrix A. To locate an unknown landmark T on a new 
radiograph, we need to inverse the system E[a\ = AY 

The resolution of this system is obtained by using a modified version of the 
least squares method. The idea is to consider the variance ai = E[{ai — E[ai\f] 
as a balancing coefficient. Indeed, if the variance <7^ of the coefficient ai remains 
low during the calculation of E[a\, it means that the information contained by 
this coefficient is more precise than the one contained by another coefficient, 
with a higher variance. We introduce the ponderation matrix: 



fi- 0 
/ <^0 



P = 



0 i 

<71 



\0 0 



( 5 ) 



The cost function in the least squares inversion becomes: J =|| PE[a] — 
APX IP, because not every coefficient has the same importance in the resolution. 

Finally, we will only retain the highest coefficients of P, and the others will 
take the value 0. Only 20 coefficients are kept, because the cost function is 
minimum for this number. 
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The position of the unknown landmark X is given by the equation: 

Xmc = (A^P*PA)-^A*P^E[a] ( 6 ) 

When we want to compute the position of a point on a new cephalometric 
radiograph, we compute the adaptative coordinates space. In this way we obtain 
the vectors vf that define the internal surface of the skull. Then we may compute 
the matix A, and finally solve the equation (0 that gives us the coordinates of 
the landmark. 



2.3 Regions of Interest 

The next step in this study is the definition of regions of interest. This defini- 
tion is based on a statistical analysis of landmarking of cephalometric points 
computed in the previous phase. 

The windows of interest are radiography regions. They gather some cephalo- 
metric points and structures (bone or suture), that are necessary for a good 
localization of a cephalometric point by a human expert. Six regions of inter- 
est have been defined by an orthodontist and an image processing expert. For 
example, to find the real position of the point M, we need the direction of the 
ascending branch of the maxillary. Then the window number one contains three 
cephalometric points and the ascending branch of maxillary. 

The statistical position of cephalometric points allows us to compute the er- 
rors between the computed position and the real position obtained by the expert. 
The computation is done on the training sample of radiographs. The standard 
deviation is computed between the statistical coordinates and the expert coor- 
dinates according to the X-axis and the Y-axis. The limits of the windows use 
the standard deviations previously computed on the training sample. Assuming 
gaussian hypotheses for the distribution of the position, a cephalometric point 
is located in a three standard deviation radius (according to the X-axis, and the 
Y-axis) from the statistical location of this point with an error of 0.5%. This 
area delimits the probability zone for every cephalometric point. 

The limits of the regions of interest require the definition of the probability 
zone of every cephalometric point they contain. The frontiers of those probability 
zones are then used to delimit the final interest windows. Figure 0 presents an 
example of the first window. The three white frames represent the probability 
zones of the three cephalometric points included in the first region of interest. On 
this image, the extreme frontiers 1, 2, 3 and 4, of the three probability windows 
are used to define the frontiers of the final window. These frontiers are adjusted 
by some expert constraints. For example, in the first window, the orthodontist 
needs the direction of the ascending branch of the maxillary to find the right 
position of cephalometric points: the height of this window is then increased. The 
14 points require six windows that contain between one to four points to locate. 
Figure 0 represents the result of an automatic localization of these windows on 
the radiograph. 
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Fig. 3. Probability zones used to define Fig. 4. Automatic localization of inter- 
the final interest window est windows on a radiograph 



3 Augmented Reality 

3.1 Standard Processing 

The next step is to provide a better visualization to help the orthodontist in the 
labelling of cephalometric points. It is implemented by the enhancement of the 
main structures that are needed to locate each cephalometric point jjj. 

Each of the regions of interest present different particularities, consequently 
every window will take profit of a specific processing. The windows contain much 
visual information, but only a few of them are important during the localization. 
Thus, we try to have these information more visible. The window one and six take 
profit of very specific treatments. The others present the same characteristics 
and a very simple treatment was judged satisfactory by the human expert. This 
treatment is a histogram equalization. 

3.2 First Region of Interest 

The ascending branch of maxillary, which is a black structure on the radiograph, 
has to be enhanced. The solution of this problem requires the detection of thin 
lines, and the enhancement of the contrast in the regions which contain black 
small structures |0I. 

For the detection of fine curves, we compute the Deriche’s gradient image. 
This image contains the fine structures that we want to detect, but also noise. 
This noise is the result of soft tissue and useless structures. To eliminate this 
additional information, we apply a hysteresis thresholding on the gradient im- 
age. The lower threshold is equal to two standard deviations computed on the 
first interest window in the gradient image. The higher threshold equals three 
standard deviations. 
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All contour chains that are no longer than three pixels are eliminated. Those 
chains can not be considered as the ascending branch of the maxillary, which is 
a thin and long curve. 




Original image Augmented reality image 



Fig. 5. Results obtained for the first region of interest 



Finally, the treated gradient image is superimposed on the original one. Pixels 
of the detected contour (i.e. the maxillary) are set to 0, as well as their neigh- 
bours, other values are unchanged. We then obtain the augmented reality image, 
with the ascending branch of maxillary. Figure El presents the results obtained. 



3.3 Sixth Region of Interest 

The fronto-parietal suture, which is usually undetectable, has to be enhanced. It 
is located in a zone of the image, in which the cephalostat adds some information. 
The second problem is that this suture disappears for older children. The suture 
is a curvilinear structure, which appears darker than the neighbourhood. It is 
located on the exocranian contour, and lies towards the center of the skull. The 
angle between the suture and the exocranial contour is always around 60°. The 
detection of this suture is made using these features. The detection scheme is an 
iterative one: we start with a curve on the exocranial contour. Several positions 
of the suture are obtained by fitting an intensity model of the suture along 
the previously defined curve. These positions must be linked to the previosly 
detected points, except for the 3 first iterations. The curve is then displaced 
toward the barycenter of the skull, and the process is iterated. 

The structures detected by this method are thin, dark structures, connected 
to the exocranial contour. The three longest are kept by discarding all the little 
noisy structures. We conserve the three longest, because the cephalostat in this 
window often appears as two “artificial” sutures. Figure 0 presents the results 
obtained for the sixth window. 
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Original image 



Intensity model 



Augmented reality image 



Fig. 6. Results obtained for the sixth interest window 



4 Results 

Landmarking 

An evaluation of the error between the results of the statistical landmarking 
and the expert one was completed. In the region near the fronto-nasal region, 
in which we can found the first region, the mean error is about 4.5 mm, with 
the maximum error about 12.5 mm. The other regions, in which most of 
cephalometric points where found, the mean error is about 3.5 mm, and the 
maximum is reduced to 6.5 mm. The error values must be compared to intra and 
extra expert variabilities, which has been reported to be higher than these values. 



Landmarking 

The efficiency of the proposed processing for the interest windows one and six 
was evaluated as well. Specific image processing of windows one and six are 
considered as unsatisfying result, if they enhance false structures, or if they does 
not enhance the true structure. 90% of images of augmented reality obtained 
by the process of the first window give satisfying results. The proposed process 
for the sixth window is less efficient: only 85% of result images are interesting 
for the practitionner. However, the reason of these failures is often the abcence 
of anatomical structures in the original image. Another reason of failure for the 
sixth region of interest can be the superimposition of the anatomical structures 
with the artefact (cephalostat) in the window. 



5 Conclusion 

This paper deals with the difficult problem of landmarking X-Ray cephalograms. 
We have proposed an augmented reality scheme, for computer assisted land- 
marking. The first step has been to locate automatically and to design regions 
of interest. In these regions, a specific image processing enhances local features, 
and helps the practitioner to locate precisely the cephalometric points. 
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Our methodology allows us to obtain an adaptative coordinates space, that 
evolves with the growth of each skull. In this specific coordinates space, cephalo- 
metric points are statistically landmarked. Then the location leads to the de- 
termination of the windows of interest, on which the practitioner focuses. Aug- 
mented reality images are proposed to the expert, for manual landmarking of 
cephalometric points. The results are quite promising. Those tr^tments were 
included in a softwear developped by the TCI society (Cranexplo® ). Regions of 
interest are also presented in a new pedagogical publication Q. Future investi- 
gations will deal with a large database of cephalometric radiographs and with 
building deformable models of suture and bone to fit into the regions of interest. 
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Abstract. There are thousands of old black and white movies that are 
the cultural heritage of nations. These films are quite often seriously 
degraded. This is a problem of significant importance especially in 
Poland, where most of cinematic heritage was damaged during and after 
World War II. There is a wide spectrum of defects of different kinds and 
various complexity, which is a serious challenge for image processing 
scientists. In this paper a systematic methodology for solving these 
difficult problems is proposed. It contains an analysis of most common 
defects and introduces their taxonomy. The most important part of 
the work is devoted to the detection and removal of degradations. For 
this purpose different tools of image processing are applied, especially 
based on mathematical morphology. Considering the diversity and 
complexity of the defects one can easily observe that there is no uniform 
methodology that could be successfully applied to all degradation types. 
Unfortunately it does not seem to be possible to detect and remove 
all of them completely automatically. Therefore the whole system for 
semi-automatic treatment (with limited human interaction) is proposed. 

Keywords: image restoration, degraded image sequence 



1 Introduction 

For at least one decade a need for automatic restoration of old degraded motion 
pictures has been growing. Classical Optical Film Processing (OFP) methods 
perform well in very simple cases of small degradation artifacts and to some 
extend if there is only a little chemical damage of the film material. On the other 
hand digital image processing techniques offer much more flexibility especially 
if they are slightly supported by interactively acting human computer operator. 
Recently some papers on restoration of degraded sequences have been appeared, 
concentrating attention on particular defects fTEI?) . In our paper we propose 
a methodology for treatment of destroyed image sequences in order to obtain 
significant quality improvement. It is achieved in two stages: defects detection 
phase and defects removal step (spatiotemporal filtering plus interpolation). 
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2 Taxonomy of Defects 

Many different defects in old motion pictures are encountered but we have con- 
centrated on such degradations like big blotches, spots, crosses, wide white or 
dark scratches. 

— Big white or black crosses that are present in the same place in one frame 
(but not in the first frame of the scene) only -nonstationary blotches. The 
main reason of such defects was caused by human activity for film editing 
purposes. It usually marks the end of the scene, but it also decreases the 
visual quality of the movie. 

— Big white or black blotches that are present in the same place or in neighbor- 
ing places in a few consecutive frames -stationary blotches. The assumption 
here is that we operate within the same visual scene and that the first two 
frames of the scene are defect-free. These types of markers were done on 
purpose as an indication for film projector operator working in cinema to 
change the film reel (actually to use another film projector with another 
reel). 

~ White (black) vertical lines (nonstationary ones). The main reason for this 
type of defect is a mechanical damage caused by film projector to a film 
medium. The celluloid tape is destroyed mainly in the direction parallel to 
the direction of its transportation. 

— ’’stochastic” noise - caused by time and improper film storage condition, too 
high or too low humidity or temperature. 



3 Detection 

3.1 Big, Single Black, or White Crosses 

1. Motion independent gradient calculation. The defect is present in a 
single frame. It can be found easily using the image gradient calculated along 
the time axis. Traditional gradient in time-axis has one important disadvan- 
tage. It doesn’t distinguish between image defects and motion. Considering 
the defects which appear in one frame, one can see that they have the same 
gradient image as moving object. But the gradient peaks resulting from 
movement permanently change their position. Gradient peaks connected 
with one-frame image defect are stable. Both features can be joined and 
new gradient can be introduced. We call it motion independent gradient. It 
has a form of the following equation: 

g*{h)=mi{\h_,-hl\h+,-h\) 

In such a way gradient peaks connected with movement are removed. Alter- 
natively, this type of temporal gradient may be used in the defects detection 
process. 
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2. Cleaning the gradient. The gradient image obtained in the previous step 
contains not only the required areas, but also some other, smaller ones being 
the result of some specific motion of people, objects and camera. These 
motion areas were impossible to remove. In order to get rid of these areas of 
gradient some filtering is necessary. The criterion of this filtering is based on 
assumption that the blotch to be found is bigger than other areas visible on 
the gradient image. The morphological filters 0 are especially well suited to 
this purpose because one can easily define the size of objects to be removed. 
In our case the areas brighter than the background have to be removed, what 
implies that the correct morphological filter is an opening defined as follows: 

yW(/) = <5(") (£(")(/)) (1) 

where and are the operations of dilation and erosion respectively. 
However, this type of filter introduces also a distortion of contours of ob- 
jects. Fortunately mathematical morphology offers more complex filter - the 
opening by reconstruction. This operation belongs to group called geodesic 
morphological transformations jS] and is based on the geodesic dilation used 
in the operation of reconstruction. Geodesic dilation of size 1 of the marker 
image / with respect to the mask image g where f < g is defined as infi- 
mum image of mask image and marker image after dilation of size one - with 
elementary structuring element, and is denoted as: Sg^\f) and defined by : 

A g 

Geodesic dilation of size n consists of n successive geodesic dilations of size 1: 

" V " 

n— times 

Reconstruction by dilation of a mask image / from a marker image g where 
f < g is defined as successive geodesic dilation of / with respect to g per- 
formed until idempotence and is denoted by Rg{f): 

where i is such that (idempotence): 

The opening by reconstruction of a gray- level image g is defined as follows: 

^P{g) = Rg{e^-){g)) 

Unlike traditional opening and closing, opening by reconstruction and closing 
by reconstruction preserve shapes in the image. It is very important while 
using these operations as a first step of segmentation. It makes possible the 
removal of the local peaks of gray-intensity without changing the borders of 
regions (which happens in traditional opening and closing). 
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3. Binarisation. The result of detection should contain only these areas which 
have been found. So it should be a binary image of value 1 for the pixels 
of detected object, and value 0 for others. The binarisation of the filtered 
image is performed by using the thresholding with a given threshold. 

4. Cleaning the binary image. It could happen that the binary image after 
binarisation contains some unwanted regions, which does not belong to the 
defect. This is a similar situation to that after the gradient calculation. The 
solution is also similar in this case. It consists in the calculation of the open- 
ing by reconstruction, which removes the areas smaller than a given size, 
without deforming the detected objects. 

5. Region enlargement. The binary image should contain the detected dam- 
aged areas. In order to obtain later better reconstruction, the binary shapes 
of the objects have to be slightly enlarged. The enlargement is obtained by 
the dilation of small size (1 or 2). 

3.2 Big Multiple Black or White Blotches 

In the current case the situation is different from the one presented in the pre- 
vious section. The problem is in the length of the part of a sequence containing 
the object to be detected. In the former case we had both neighboring frames, 
in this one - both neighbors of the defected frame are also degraded. So the 
motion-independent gradient cannot be calculated. In this case the classical gra- 
dient must be generated. Fortunately the defects are in this case of different kind 
than in the former one. They have the form of a blob - relatively large area of a 
regular shape close to the oval. The detection is in this case relatively simpler. 
The complete detection algorithm is the following: 

1. Gradient calculation. 

As it was written before, the classical temporal gradient is used instead of 
the motion-independent one. This type of gradient is defined as follows: 

grad = abs{In - In-i) (2) 

2. Gradient cleaning. 

This step is similar to step 2 in the previous method. The same type of 
filtering is applied - the opening by reconstruction. The size of the operation 
could be in this case bigger than in the previous one because the defect to 
be detected is bigger. 

3. Binarisation. 

The binarisation step is based on the thresholding of the filtered image, 
as in the previously described algorithm. Due to the fact that the size of 
opening by reconstruction is bigger than in the previous case, it removes 
bigger unwanted areas. Due to that the additional opening by reconstruction 
of the binary image is not necessary in this case. 

4. Region enlargement. 

The binary image should contain the detected damaged areas. In order to 
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obtain later better reconstruction, the binary shapes of the objects have to 
be slightly enlarged. This enlargement is obtained by the dilation of small 
size (1 or 2). 



3.3 Vertical Lines 

Another often encountered damage is the case of vertical lines -scratches. Clas- 
sical morphological operators consider the closest neighborhood of a pixel by 
using the elementary structuring element. It does not allow to analyse the image 
features in a given direction - all the directions are of the same importance. The 
directional operators use the structuring element consisting of the neighbors in 
one, particular direction. Due to this fact directional filtering allows to remove 
the areas of a particular orientation in the image. This feature is successfully 
used in the current case. The algorithm is as follows: 

1. Directional top-hat operation. The top hat operation is defined in the 
following way: 

WTH{f) = f-j{f) (3) 

This operation allows to detect the areas on the initial image /, which are 
brighter than the background. The opening removes these areas and the dif- 
ference with the initial image makes them visible. The scratches are brighter 
than the background so this operation is reasonable. But, when performed 
with an elementary structuring element, it detects all the areas darker than 
the background. In order to find these scratches only an directional open- 
ing in the direction perpendicular to the scratches may be applied. It finds 
successfully the appropriate areas. 

2. Cleaning the detected areas. 

The images containing detected areas, being the result of the previous step, 
must be cleaned. Unfortunately apart from the appropriate regions the pre- 
ceding operation found also some other areas which are not the scratches. 
These areas are removed taking into consideration the fact that the scratches 
themselves are relatively long, while other areas are much shorter. In order 
to filter the image in such a way that only the longer lines are left, one ap- 
plies the directional opening but in this case in the direction parallel to the 
scratch of a relatively large size. 



3.4 Noise 

Concerning noise it is possible to use in such case a variety of morphological 
filters i.e. alternating sequence filters, morphological filters with opening by re- 
construction or closing by reconstruction. In many cases spatio-temporal median 
type filters are sufficient. 
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4 Reconstruction 

There exists many methods for detected defects reconstruction (removal). We 
assume that a defect is marked and its location is known having a proper recon- 
structing mask. Examples of such approaches are given below: 

— Copying to detected areas of current frame defects (without motion compen- 
sation) from the previous frame area of the same location — this approach 
is acceptable for long blotch sequences in unchanged areas. 

— Copying with motion compensation (bidirectional) . We calculate motion vec- 

tors between /„_2 and /„_i so that [AX, AY] = blockmatch{In- 2 , In-i)- 
We apply this vector to /„_i in order to obtain warped image = 

In-i{x + Sx,y + Sy). Then we copy pixels to marked area of / from area 
of the same location of I^-\- The same technique is possible by taking into 
account frames In+i,In+ 2 — this approach is acceptable for moderate long 
blotch sequences. 




Fig. 1. Ad image with a blotch defect before and after reconstruction 



5 An Example 

In this case it is necessary to remove a big white blotch in upper right part of 
the frame. The parameters for operations applied is this example (Fig.l) are: 
opening by reconstruction of radius = 5, threshold = 30, dilation radius = 1. 



6 Restoration System 

The restoration system can be presented using the theoretical model presented 
in Fig. 2. The process of old movie restoration is divided into two main phases: 
automatic phase and manual phase. Although the fully-automatic system is the 
most interesting, the existence of manual phase seems to be difficult to avoid. 
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It is due to the fact that because of the variety and complexity of the defects 
in old films the fully-automatic restoration of degraded cinematic sequence is 
not possible in all of the cases. The automatic restoration methods can repair 
the damages using the information included in the not-damaged parts of the 
sequence. Unfortunately in some of the cases the amount of information in the 
not-damaged parts is not sufficient to restore the damaged parts. In such a case 
the human assistance in the reconstruction process is necessary. 

The first, automatic phase consists of two parts. The first one - a detection 
stage applies various detection algorithms in order to find the destroyed areas of 
the damaged sequence. Since different defects could require different detection 
methods, the proposed model allows to use paralelly more detection algorithms. 
The areas detected by these algorithms are not only marked, but also labelled. 
The label of each defected area includes the information regarding the kind of the 
particular defect, which in some case can be obtained from the type of algorithm 
used to detect the particular defect. Such information can be helpful in the next, 
automatic part - reconstruction. All of the defects - marked and labelled - are 
stored in a separated sequence. It contains the defected areas and the appropriate 
labels. This sequence and of course the initial, damaged one make the input for 
the automatic reconstruction phase. In this phase the areas where the damages 
are present are treated by the reconstruction algorithms according to the label 
appropriate to a particular defect. As a result of this phase, the whole restored 
sequence is produced. 

At this moment the automatic phase stops its main activity, and the manual 
phase starts. Three sequences build the input: the original sequence, the sequence 
with labelled defects and the automatically restored sequence. In this phase 
two operators are involved. The first one evaluates the quality of automatic 
reconstruction. The second one who is a computer artist repairs manually, using 
the painting computer programs, the parts of the sequence which cannot be 
repaired automatically. 

The first operator works on three sequences mentioned above. He evaluates 
the precision of detection of the destroyed areas. If the detection was not correct 
he can manually mark the appropriate damaged region and decides in such a 
case to reapply the automatic reconstruction algorithm. He also evaluates the 
quality of the automatic reconstruction. If the quality is not satisfactory, he can 
decide to apply another algorithm of automatic reconstruction. In case when 
none of the automatic reconstruction algorithms gives a satisfactory results, he 
can classify the damage to be intended for a manual reconstruction, performed 
by the second operator. 

The second operator works only on these parts of the sequence, which were 
classified by the first one, as unqualified for being reconstructed automatically. 
He is a computer artist, who paints manually the content of the these part of 
the sequence. He can also make all the necessary retouches of the finally restored 
sequence. After that the part reconstructed automatically is joined with the part 
restored and retouched manually in such a way the finally restored sequence is 
produced. 
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7 Conclusions 

The proposed methodology allows to apply the image sequence processing tech- 
niques based on mathematical morphology (used for frame defects detection) 
and taking advantage of motion vectors estimation to semiautomatic (with lim- 
ited assistance of human operator) system for removal of certain typical classes 
of old movies degradations. 
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Abstract. A non-uniform distribution of rolling pressure during steel 
lamination may produce flatness asymmetries in the steel sheets, causing 
a certain curvature on its edges. This deformation may cause stoppages 
in the rolling process, and damages in the machinery. A computer vision 
system for measuring this straightness defect is presented. This system 
shows the adaptation of well-known computer vision techniques to fit 
precision and real-time constraints. Some problems that arise during 
the implementation phase are also described, and the correspondent 
solutions outlined. 

Keywords: computer vision system, straightness defect measurment 



1 Introduction 

The system described in this paper is designed for the hot rolling facilities that 
ACERALIA has in Aviles. Due to a non-uniform distribution of pressure along 
the cross-section of the sheet, a flatness asymmetry may appear. It causes a 
bigger elongation of one side of the sheet with respect to the other, presenting a 
curved shape. Technicians call it ’’camber” defect and this is the term that will 
be used along this paper. 

When ’’camber” exceeds a certain limit, the steel sheet gets stuck in the 
rolling mill. This causes the rolling process to stop, reducing the production 
level. In addition, machinery may be damaged increasing the economic losses. 
The method employed to minimize the ’’camber” consists in a manual correction 
of the pressure put on the sheets by the rollers. At present, that correction is 
based on human visual inspection. The correction to be applied is decided by the 
operator based on subjective appreciations of the reality. The aim of the system 
presented in this paper is to quantify the ’’camber” effect. The knowledge of that 
measurement will help the operator to correct the rolling pressure in both sides 
of the sheet. Besides, it provides a uniform way to diagnose whether a sheet is 
valid to continue in the manufacturing process or not. 

The first step in hot rolling of steel products consists in a thickness reduction 
from 25-30cm to approximately 3-5cm depending on the thickness of the final 
product. This reduction is carried out in a progressive way. When the slab moves 
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forward into the roller, it is rolled. Once it leaves the rollers, it stops and goes 
backwards, entering the roller for second time. As the slab moves forward again, 
a new rolling stage is performed. The process is repeated from five to nine steps. 
In the odd steps the sheets move forward while suffering a thickness reduction, 
until desired thickness is achieved. Pressured water is used to remove the scrap 
from the slab, before it enters the roller, producing a great amount of steam. 
Water is projected from the roller to the sheet, in the opposite direction of the 
sheet movement. 

2 Measurement System Description 

The kind of measurement proposed show some specific features that are listed 
below: 

1. Sheet lengths range from 40 to 80m. 

2. The visible area of the rolling mill is only 20m long. 

3. The sheet speed is variable, ranging from -5m/s to 5m/s. The measurement 
must be accomplished with no stop nor slowdown of the rolling process. 

4. The steel sheets temperature ranges from 800°C to 1000°C. 

Due to restrictions for camera placement, and looking for a cheap solution 
using of the self products, a configuration based on three CCD monochrome video 
cameras has been chosen. All of the cameras must be synchronized to allow a 
simultaneous acquisition of images through a RGB framegrabber. To coordinate 
the system with the production line, the host PC has a multi-function data 
acquisition board and a RS-485 communication port. A schematic view of the 
arrangement is shown in Fig. D 



Cottage 




Schema of hardware arrangement 







Fig. 1. Positioning of the cameras 



The ideal position for the cameras would consist is placing their optical axis 
normal to the sheet upper surface, minimizing perspective distortion. Neverthe- 
less, the features of the plant do not allow it, due to cranes movements. Their 
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trajectory would interfere with structure which should hold the cameras. Be- 
sides, the high temperature and humidity in that position would constitute a 
serious drawback. The chosen placement for the cameras was the front wall of a 
small cottage that is placed over the rolling mill as shown in Fig. QJ 

The method employed in the measurement system combines image processing 
and some mathematical calculus. Besides, two simple assumptions are consid- 
ered. In first place, the upper surface of the sheets is supposed to be flat. In second 
place, derivative of the curve described by the edges of the sheets is continuous. 
Both assumptions have proved to be reasonable. 

The images of the sheet are processed to extract its edge points. From a 
proper camera calibration, and based on flatness assumption, real positions of 
edge points in a world reference frame are obtained. That information permits 
to define the geometry of the section of sheet captured by the camera. A math- 
ematical algorithm, based on the second assumption, joins the different sections 
together in order to get the shape of the whole sheet. 

3 Calibration 

The aim of the camera calibrations is to be able to compute the position of 
points belonging to the sheet plane from their perspective images. 

The well-known pinhole camera model is used. Points on a world plane are 
mapped to points on the image plane by a plane to plane homography, also known 
as a plane projective transformation P, 0 . A homography is described by a 
3 x 3 matrix H. Once this matrix is determined the back projection of an image 
point to a point on the world plane is straightforward (eq. P). Homogeneous 
coordinates are used to represent world and image points, which are denoted P 
and p respectively. 



P-H-p ( 1 ) 

In the preceding equation, P=[X, Y, W]T, p=[x, y, I]T and = denotes equal- 
ity up to scale. The scale of the matrix does not affect the equation, so only the 
eight degrees of freedom corresponding to the ratio of the matrix elements are 
significant. 

H can be computed from image to world correspondences. Each correspon- 
dence between the image coordinates and the real ones of the identified cal- 
ibration points, provides two linear equations in the H matrix elements. The 
homogeneous equations for n points are expressed in eq. where the H matrix 
is expressed in vector form h = [/in, hi2, /113, /121, /i22, ^23, ^31, ^32, h^s]. 



Ah = 



( \ 

yi 1 0 0 0 XiXi yiYi 

0 0 0 Xi yi 1 X-fi^i yi^i ^ 



V- 



h = 0 



( 2 ) 






To ensure robustness of the calibration obtained, several correspondences are 
used, so the resultant equation system is over determined. It is a standard result 
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of linear algebra that the vector h that minimize the algebraic residuals — Ah — 
subject to — h — =1 is given by the eigenvector of least eigenvalue of ATA. This 
eigenvector is obtained directly from the SVD of A |3| • 

The calibration pattern and the chosen world reference frame are shown in 
Fig. 13 Actually, there are three different calibration patterns, each corresponding 
to one of the cameras. Two transversal stripes mark the transitions among the 
three cameras. 




Fig. 2. Calibration pattern and world reference frame. 



Each camera pattern consists of a set of regularly sized rectangles, which 
corners are used as the known world coordinates. The calibration plate must 
be placed on the rolling mill and it extends along the area of inspection. It has 
the same thickness as the steel sheets in the last step of the rolling process. 
Due to the fact that ’’camber” effect is a very small deviation beside the total 
length of the inspected sheet edges the construction tolerances of the calibration 
plate must be very small. Special care must be paid to the alignment of the 
longitudinal sides of the rectangles. 

4 Detection of the Sheet Edge 

By means of the camera calibrations, the position in the world reference frame 
of image points belonging to the sheet plane can be computed. Therefore, the 
next step is to obtain the image projection of the sheet edges. The algorithm for 
detecting the sheet edges in the images is composed of three steps: 

1. Conventional edge detection. 

2. Removal of false edge points. 

3. Subpixel edge detection. 

The ’’camber” measurement is a real-time application. For this reason the 
processing algorithms used are simplified. 

Edge detection is based on Canny method 0. First, the horizontal gradient 
of the image is obtained using the corresponding Sobel operator. This operator 
has the advantage of performing differentiation and at the same time providing 
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a smoothing effect, as mentioned in |^. Therefore, filtering of images with that 
mask combines the first two steps of classical Canny edge detection. The chosen 
sheet edge to measure ’’camber” was the left one (both choices are equivalent), 
so possible edge image points belonging to the right edge must be removed. This 
is done directly assigning a null value to the points with negative gradient0The 
image projection of the sheet edges is nearly vertical (see Fig. 0(a)). This allows 
the simplification of computing only the horizontal component of the intensity 
gradient. The processing time is substantially reduced with that simplification. 
Not only the spatial filtering operations are reduced to their half but, for each 
point in the image, computation of the modulus and the direction of the gradient 
is avoided. Then, the intensity gradient image is refined by looking for its local 
maxima. 

Finally, a hysteresis thresholding is performed. This operation is controlled 
by two thresholds, a low one denoted Uow and a high one denoted thigh- The 
principle of this double thresholding is to keep pixels P that accomplish at least 
one of the three following constraints: 

1. The horizontal gradient in P is greater than thigh- 

2. The horizontal gradient in P is greater than tio-w and P is 8-connected to at 
least one pixel whose gradient is greater than thigh directly. 

3. The horizontal gradient in P is greater than tio-w and P is connected to 
at least one pixel whose gradient is greater than thigh through a chain of 
8-connected pixels whose gradients are all greater than tio-w- 

The choice of tio-w and thigh is made automatically for each image. First, 
the histogram of the image with the local maxima of the gradient is made. Then 
thigh is set as the maximum value which is smaller than at least a certain number 
N of points in that imageH The value of Uo-w is a fixed percentage of thigh- 
The shape of the image projection of sheet edges is practically straight. Be- 
sides, there is only one sheet edge on each image. Therefore, remaining false edge 
points can be removed through a very simple method. First, the line formed by 
the edge points is detected using the Hough Transform |H| with the normal equa- 
tion of a straight line. Then, edge pixels whose distance from the detected line 
exceeds a certain value are removed from the image of edge points. 

After the previous processing steps, an image with edge pixels is obtained. 
Each edge pixel contains the center of the true edge. In fact, the center can be 
anywhere within the pixel, so that the average accuracy is 0.5 pixel. 

In the employed method 0, the position of the center of the true edge is esti- 
mated as the maximum of a parabola interpolating the values at the edge pixels 
and its two neighbours along the edge normal, namely its two row neighbours 0 
The precision achieved is less than 0.1 pixel. 

^ The left edge is a dark to clear transition, so the corresponding horizontal gradient 
is positive. The opposite occurs with the right edge. 

^ N is a preset constant. It is a fixed percentage of the expected edge points in the 
image. 

^ The gradient, which is normal to the edges, is considered to be horizontal. 
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(a) (b) (c) (d) (e) 



Fig. 3. Image region in different stages of the processing, (a) Intensity image, (b) 
Gradient image, (c) Local maxima image, (d) Edges image, (e) Overlapped intensity 
and edges image. 



5 Concatenation of Sheet Edges 

The employed method is based on the continuity of the derivative of the sheet 
edge shapes (second assumption of section 0). The algorithm starts with the 
world coordinates (X, Y) of the first set of sheet edge points (Fig.Efa)), obtained 
by means of the techniques described in sections 0 and 0 . 




Fig. 4. World and sheet reference frames used to concatenate edges. 



Then, a sheet reference frame (X', Y') is defined such that its x axis is tangent 
to the edge of the sheet at the point in X = Xq which is also the origin of the new 
frame (Fig. 0(b)). The sheet frame coordinates of the edge points are obtained 
and those coordinates do not change with the sheet movement. When the steel 
sheet reaches the position in which the abscissa of O' exceeds Xi (Fig. 0c)), 
three new images are acquired from which the world coordinates of a new set of 
sheet edge points are obtained. In that moment, a second sheet reference frame 
{X" ,Y") is defined in an analogous manner as it was done with (X',X'). This 
is shown in Fig. 0d). Then, the coordinates (X",X") of the world points are 
obtained. Now, half of the sheet edge points are known in (X',X') coordinates, 
while the other half are expressed in (X",X") coordinates. The (X',V') refer- 
ence frame position and orientation are determined and then a transformation 
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between this two frames is performed so that all the known points are expressed 
in (X", Y") coordinates. At this moment, the situation is similar to that of the 
second step, so the operations continue the same way. 

To determine the instants when images must be acquired, a concurrent worker 
thread in the program is receiving the instantaneous speed and computing the 
current advance of the sheet. Once the linkage process finishes, the ’’camber” 
is quantified as the maximum deviation of the edge from the straight line that 
links its ends. 



6 Implementation Problems 

One of the main problems is that images are composed of two interlaced fields 
with a time delay between their acquisition. In the current application, in which 
sheets move at relatively high speeds, this time delay is not acceptable so one 
of the fields is discarded. The vertical resolution is reduced, but due to the fact 
that ’’camber” is measured in the cross-sectional direction of the sheets, that 
is nearly horizontal in the images, this is not a critical problem. The vertical 
resolution is more important in the calibration process, in which the two fields 
are considered. A better, but more expensive solution would have been to use 
progressive scan cameras. 

Other problem caused by the fast movement of the sheets is the blurring 
effect it has in the images. To minimize this effect, a short exposure time is used 
(1 ms). Due to the great amount of light emitted by the sheets, even with that 
exposure time it is not necessary to provide extra illumination. Furthermore, 
with usual exposure times the sheet images are saturated, which would have 
been a problem. In the calibration process the setting of the exposure time is a 
difficulty. The calibration pattern must be strongly illuminated or it must emit 
light to achieve good quality images. 

Finally, a last implementation problem arises from the fact that the sheet 
speed is known through the rotation speed of the rollers. When the sheet leaves 
the rollers its speed does not coincide with the signal being received by the PC. 
To notify the measurement program of that event, a digital signal is provided 
by the factory control system. That signal is in high state if the sheet is in 
contact with the rollers and else it is in low state. The measurement process 
stops to acquire images when that digital input changes to low. Therefore there 
is a section of the sheets that is ignored in the measurement (the section between 
the rollers and the start of the inspected area). 

7 Results 

The described method is being tested in the ACERALIA semi-continuous rolling 
mill, placed in Aviles (Spain). Some results are shown in Fig.|3 

The given measure of the ’’camber” effect is the length of the vertical stripe. 
As it can be seen, the scale of the x and y axis is very different. The length of 
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Fig. 5. Results in three inspected sheets. 



the inspected edges is around 35m while the absolute deviation ranges between 
25mm and 150mm. 

There is no verification of this measures, but the magnitude and kind of 
deformations observed coincide with that described by the plant engineer. 

8 Conclusion 

A vision based system for measuring ’’camber” effect in steel sheets was proposed. 
The theoretical principles of the method employed and the practical difficulties 
were also described. One of the major characteristics of this system is its low 
cost. No changes in the rolling process have been made. No special illumination 
is needed and the installation is very simple. It can be said that the system 
adapts to the plant but the plant does not adapt to the system. 
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Abstract. Deflection compensation of flexible boom structures in robot 
positioning is becoming an important part of machine automation. 
Positioning is usually done using tables containing the magnitude of 
the deflection with inverse kinematics solutions of a rigid manipulator. 
In this paper, a method for locating the tip of a flexible manipulator 
using machine vision and a method for positioning the tip of a flexible 
manipulator using neural networks are proposed. A machine vision 
system was used in the data collection phase to locate the boom tip 
and the collected data was used to train MLP-networks. The developed 
methods improve the accuracy of manipulator positioning, and it can be 
integrated in the control system of the manipulator. The methods have 
been tested in real-time laboratory environment, and the results were 
promising. During the testing, the locating and the positioning were 
noticed to function as required, yielding reliable results with sufficient 
computation times. 

Keywords: robot positioning, neural networks, boom structure 



1 Introduction 

This paper considers a concept of compensating deflections in positioning of a 
large-scale flexible hydraulic manipulator by integrating a machine vision system 
to the manipulator. Deflection compensation of flexible boom structures in robot 
positioning is becoming an important part of machine automation. Positioning 
is usually done using tables containing the magnitude of the deflection with 
inverse kinematics solutions of a rigid structure. There are several studies of 
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flexible manipulators, for example in a, im, ini Recently, the use of sensors 
in robot guidance has received a lot of attention a. M- The use of visual 
sensors with robotic manipulators has also been under research 0 , | 7 ], 0 . In 
this paper, a method for locating a flexible manipulator tip using machine vision 
and a method for positioning a flexible manipulator tip using neural networks 
are proposed. The work is connected to 0 and cni. 

The manipulator, also called a boom, is shown in Fig. QJ It is a long and 
slender log- lifting crane. Its weight is minimized to allow easy manoeuvrability 
in varied terrain and forest work. As fully extended, the crane can lift logs from 
a distance of 5 meters. The boom actuator strokes are servo controlled. A simple 
PD-control method with low amplification is used as a control method, and thus, 
a fairly imprecise actuator control is achieved. The mechanical amplification of 
the system is also high. The control hardware is PC-based running on a dSpace 
DSP-card at IkHz. 




Fig. 1. Test setup of the manipulator: Boom structure and a laser cut plate field 



For the user it is convenient to use the global coordinates in positioning the 
boom tip. However, the location of the end tip is in reality defined by cylinder 
strokes and boom dimensions. Therefore, a user interface that converts the global 
coordinates to the actuator strokes is made with a simple rigid inverse kinematics 
model. The model is integrated into the control system and it is invisible to the 
user. As the model is rigid and based on geometry it is fast to construct and 
implement, and it requires little calculation capacity from the control processor. 
However, the simplicity of the model causes very large deviations, mainly because 
it does not take joint wear and structural flexibility into account. Applying 
analytic solutions to compensate deviations is cumbersome, time consuming, and 
sometimes introduces no applicable results. For this reason a research project 
was started to And an easy and fast solution to compensate deflections. 

Neural networks were thought to be suitable for automating the positioning 
process m- However, obtaining a required amount of location data is problem- 
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atic. By constructing an automatic machine vision measuring cycle to measure 
deviations, it is possible to obtain a vast amount of data. 

The proposed machine vision system consists of a camera, a laser cut plate 
field with colored location markers, a diode-laser pointer, and necessary software 
packages. The camera was fixed on the boom near the boom tip. The camera 
views a plate field nearby. From an obtained color picture it is possible to calcu- 
late the location of the laser pointer on the plate field. The machine vision and 
control systems reside on the same PC and they exchange data. Therefore, the 
coordinate system of the picture window is transformed to global coordinates by 
using a rough estimate of the real location from the inverse kinematics model. 
Thus, the true location of the boom tip could be solved in the global coordinates 
at a given time, actuator stroke, and a desired position of the boom tip known 
as a set point value. 

2 Algorithm for Locating the Boom Tip 

Two coordinate systems are used in this system. The world-coordinate system 
is used in a laser cut plate field and the camera coordinate system for digital 
image analysis. Therefore a transformation between these two systems has to be 
done. The general idea is that the location is known approximately and the exact 
location can be determined by calculating from the image the distance from the 
laser pointer to the nearest feature in the plate field, transforming the distance to 
the world coordinate system, and determining which feature would make the real 
point nearest to the estimate. Blue filled circles that are distributed uniformly 
over a rectangular grid on the backboard and a point from laser, called later on 
as a laser point, are used as features. 

Algorithm 1 calculates the location on the boom tip. It assumes that error 
in estimate from the control system is smaller that the distance between blue 
circles and that the change in the angle of the camera is less than 90 degrees. 
Algorithm 1: Locating Algorithm 

1. Find the laser point L shown from the boom tip. 

2. Calculate the distance D from the L to the nearest blue circle Bl. 

3. Find another blue circle B2 that is closest to Bl. 

4. Using the angle between Bl and B2 calculate a transformation which rotates 
the grid to the correct position according to the world coordinate system. 

5. Change the coordinate values from pixels to millimeters using the known 
distance between two blue circles in millimeters and calculated distance be- 
tween Bl and B2 in pixels. 

6. Calculate an error function for each blue circle using the location estimate 
L from the manipulator control system and P that is laser points location 
with respect to the blue circle. The error function is an Euclidean distance 
between P and L. 

7. The minimum of the error function gives the values that are used is trans- 
lating the grid to the correct position according to the world coordinate 
system. 
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8. Using the rotation, scaling and translation transformations to D gives current 
location of the boom tip. 

More detailed description of the algorithms can be found in . 



3 Solving the Inverse Kinematics 

The end tip position of the manipulator is in this case defined by the mechanical 
structure of the boom and actuator strokes. Thus, in the inverse kinematic prob- 
lem a solution for the actuator strokes is sought after at a given end tip value. 
This is due to the fact, that the manipulator is controlled by setting actuator 
strokes while movement is monitored by the user in Cartesian coordinates. 

Due to the fiexibility of the manipulator (Fig.P) the inverse kinematics can- 
not be solved with classical matrix-based methods. 

Thus, a simplified model was introduced (Fig.|2|). With the simplification a 
solution to the inverse kinematic problem can be produced fast and efficiently. 
First the angle a and the length I is solved with Pythagorean theorem. With I 
known the angles [3 and tp are solved with the cosine theorem. Thus, the lift and 
jib angles are known. The result are obtained from the simplified model and are 
then applied onto the true model and actuator strokes for jib and lift can be 
calculated. Thus, the inverse kinematic problem is solved. 

By solving the problem, we have now obtained all lengths for the given struc- 
ture. As the manipulator’s end tip position is now defined by actuator strokes, 
it is now possible to define the actuator strokes (named si and S 2 ) so that they 
can be used as set point values in the control loop of the manipulator. The user 
just feeds set point values in Cartesian coordinates that are processed by the 
inverse kinematic solver and transformed to actuator strokes (si and 52 )- The 
stroke values are used as set point values by the control loop of the manipulator. 




Fig. 2. Geometrical model of the inverse kinematic problem 
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4 Results of Using Neural Network to Control the Boom 
Strnctnre 

There are differences, or errors, between calculated stroke values and real end tip 
coordinates. Thus, a method to correct these errors is needed. A neural network 
is used for this purpose in this paper. 

In order to correct errors in the inverse kinematic model, internal parameters 
of the model which are strokes si and S 2 must be found out. In the position (a;, y) 
real si and S 2 were received from the control system. After that the parameters 
Sj and S 2 were acquired from the inverse kinematic model by giving x and y as 
an input. Difference, i.e., error functions, between measured values and values 
given by the model were defined as 



5s\ = Si — Si 


(1) 


5s2 = S2 — s\. 


(2) 



Both (5si and 5s2 from Equations E and Q were modelled using two separate 
MLP-networks which consisted of two and five neurons in one hidden layer, 
correspondingly. The number of neurons was determined by experiments and 
since the functions were so smooth only few neurons were required. The input 
for the neural networks were coordinate values x and y, error functions 5si and 
5s2 were output values. 

Also the used training method did not make much difference in such a simple 
networks, so the Levenberg-Marquardt |2j method was used. 

Polynomial functions were also used for the estimation of the error functions. 
In case of i5si estimate was good with third degree polynomial, but with 5s2 the 
estimate was not good enough even when used polynomial was of a much higher 
degree. 

It can be seen from the results that neural networks, which were trained by 
data collected with a machine vision system, achieves better results as can be 
seen from Figs. 0 and El compared to traditional methods which results can be 
seen in Figs. 0 and E) 

5 Conclusions 

In this paper, methods for locating a flexible manipulator tip using machine 
vision and positioning a flexible manipulator tip using neural networks were 
presented. The locating and positioning systems were developed in co-operation 
with the Laboratory of Information Processing and the Laboratory of Machine 
Automation at Lappeenranta University of Technology. Blue filled circles on the 
backboard and a point from a laser were used as visual information. The machine 
vision system was supposed to locate the tip as fast and accurately as possible 
in order to collect data to train neural networks. Neural networks were used in 
positioning. The used method increases accuracy of the manipulator position- 
ing, and it makes possible to do controlled changes during further development. 
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Fig. 3. Measured error in x-coordinate [mm] before correction 
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Fig. 4. Measured error in x-coordinate [mm] after correction 
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Fig. 5. Measured error in y-coordinate [mm] before correction 
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Fig. 6. Measured error in y-coordinate [mm] after correction 
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During real-time tests locating was noted to function as required. Increasing the 
functionality of the system will be studied further. However, the machine vision 
part seems to give promising results proven by low computation times and small 
errors in coordinates and the interpolation given by neural networks were good 
enough. The chosen approach in data collection seems to work properly only 
under constant lighting, and thus, further development is needed to make the 
system to better cope with illumination changes. Another subject for further 
studies is the addition of a load-sensing signal to the neural networks. 
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Abstract. We report on pattern recognition algorithms in discriminant analysis, 
which were used on Laser Induced Breakdown Spectroscopy (LIBS) spectra 
(intensity of signal against wavelength) for metal identification and sorting 
purposes. In instances where accurate elemental concentrations are not needed, 
discriminant analysis can be applied, to compare and match spectra of 
“unknown“ samples to library spectra of calibration samples. This type of 
“qualitative'' pattern recognition analysis has been used here for material 
identification and sorting. Materials of different matrix materials (e.g. Al, Cu, 
Pb, Zn, vitrification glass, steels, etc.) could be identified with 100% certainty, 
using Principle Component Analysis and the Mahalanobis Distance algorithms. 
The limits within which the Mahalanobis Distance indicate a match status of 
Yes, Possible or No were investigated. The factors, which dictate these limits in 
LIBS analysis, were identified - (i) spectrum reproducibility and (ii) the 

sample-to-sample homogeneity. If correctly applied the combination of pattern 
recognition algorithms and LIBS provide a useful tool for remote and in- situ 
material identification problems, which are of a more "identify-and-sort" nature 
(for example those in the nuclear industry). 

Keywords: pattern recognition, material identyfication, laser spectroscopy 



1 Introduction 

One of the spectroscopic technique based on Laser Ablation (LA) spectroscopy is 
Laser-Induced Breakdown Spectroscopy (LIBS). This technique offers simple, fast 
and real-time spectrochemical analysis, with little need for sample preparation. In the 
technique one utilizes the high power densities obtained by focusing the radiation 
from a pulsed, fixed frequency laser, to generate a luminous micro plasma from an 
analyte (solid, liquid and gaseous samples). To a good approximation, the plasma 
composition is representative of the analyte’s elemental composition. In the thirty 
years or so since its inception the potential of LIBS as an analytical tool has been 
realized, leading to an ever increasing list of applications, both for analysis in the 
laboratory and industrial environments [1,2]. 
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Mostly qualitative and quantitative LIBS analysis has been applied to the analysis 
of solid samples. Extensive studies have been carried out for a wide range of solid 
samples under different operating conditions to determine parameters such as the 
electron density, the plasma temperature and spectral line shapes, and their 
relationship to the validity of analytical outcomes has been studied [3]. Detection 
limits for solid samples typically are in the range of a few hundreds parts per million, 
less in a few specific cases. When deciding on a method for elemental analysis, major 
advantages of LIBS over the more conventional methods are - (i) no or very little 
sample preparation; (ii) analysis can be carried out equally on all three physical states 
of matter (solids, liquids and gases); (iii) the analysis is performed in real time 
(approximately a few seconds when using lasers with a 10-20 Hz repetition rate); and 
(iv) only a small amount in the order of a few pg is ablated from the surface of solid 
samples, and hence the method is virtually non-destructive. 

By using Discriminant Analysis, the LIBS system can be trained to recognise 
spectra from different samples, regardless of spectrum quality and reproducibility. 
Ironically, instead of collecting spectra under set ablation parameters the spectra 
required for the generation of these Discriminant Analysis models need to reflect all 
measurement conditions. This then implies that the precision and accuracy of the 
LIBS measurement is no longer a major issue. This is because the system is trained to 
evaluate the similarity of unknown spectra to its bank of data relating to the samples it 
is sorting. With diminished importance of spectrum quality, the ablation parameters 
(e.g. lens-to-sample separation) become less critical thus making a commercial LIBS 
system that can "point-shoot-and-identify" feasible. 



2 Experimental 

LIBS systems have become quite common in recent years, and full descriptions of 
typical systems have been given elsewhere, see e.g. in [4]. Here we only summarise 
the characteristic features of the laboratory system used in this study. 

The laser system - a standard Nd:YAG laser was used to generate the LIBS plasma 
probe beam (at wavelength of 1064nm, at a repetition rate of lOHz). Individual laser 
pulses had a pulse length of about 10ns; these could be adjusted for pulse energies of 
lO-lOOmJ, using a Gian polariser. 

The light delivery system - mostly, a laser beam delivery system based on lens / 
mirror optics was used. Light from the plasma is collected by a lens/lenses, which 
focused the plasma light emission onto an optical fibre bundle, connected to the 
analysis spectrometer or in some arrangements directly to the spectrometer. 

The system for spectral analysis - the system used for spectral analysis consisted of 
a standard spectrograph (ACR500, Acton) with a gateable, intensified photodiode 
array detector (IPDA, Princeton Instruments) attached to it. The gating of the detector 
and the timing for spectral data accumulation are controlled by a PC via a pulse delay 
generator (PG200, Princeton Instruments). 



3 Discriminant Analysis 

Each spectrum collected using a LIBS instrument is a “finger-print“ of the material 
being analysed and the conditions under which it was collected. Most of the efforts in 
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quantitative LIBS research have been aimed at normalising the spectrum collection 
conditions and procedures so that the spectrum only characterises the material. If no 
normalisation routines are carried out, and it is assumed that the sample is 
homogeneous, then the transient conditions of the LIBS measurement provide the 
main source of irreproducibility. 

More commonly known as Discriminant Analysis in spectroscopy, the aim of any 
pattern recognition algorithm is to unambiguously determine the identity or quality of 
an unknown sample using a spectrum obtained from the sample. There are two basic 
applications for spectroscopic discriminant analysis: (i) material purity/quality and (ii) 
material identification/screening. 

Material Quality Control - in its capacity for sample checking, discriminant 
analysis models could in principle replace many quantitative methods currently used. 
In effect, the algorithm gives an indication, “YES“ or “NO“, of whether the spectrum 
of the "unknown" sample matches the spectra taken from samples that were known to 
be of "good" quality. 

Material Identification - when discriminant analysis is used in a product- 
identification, or a product-screening mode, the spectrum of the "unknown" is 
compared against multiple discriminate models. Each model is constructed from the 
spectra collected from samples representative of various material groups defined by 
the grade, purity or quality of the sample. An indication of the likelihood of the 
spectrum matching one of these groups is then made, and the material is therefore 
classified as the closest match, or no match at all. 

There are many pattern recognition algorithms that can be used to assess the 
similarity of a measured spectrum with the training set. Here, the description is 
restricted to the algorithm used in this study, namely the Mahalanobis Distance 
Method. 



4 Application of Mahalanobis Distance Method of Spectrum 
Matching to LIBS Spectra 

In order to calculate the Mahalanobis Distance (M.Dist), Principle Component 
Analysis (PCA) is used. This decomposes the training set spectra into a series of 
mathematical spectra called factors which, when added together, reconstruct the 
original spectrum. The contribution any factor makes to each spectrum is represented 
by a scaling coefficient (score) which is calculated for all factors identified from the 
training set. Thus, by knowing the set of factors for the whole training set, the scores 
will represent the spectra as accurately as the original responses at all wavelengths. 
Eor a detailed description of the Mahalanobis Distance algorithm see [5]. 

4.1 Measurements Using the Mahalanobis Distance 

The method of measurement and evaluation using the Mahalanobis Distance method 
will be exemplified for the distinction of three marginally different steels, encountered 
in the quality control for an assembly of boiler tubes. LIBS spectra were recorded in 
the range 320-350nm. 
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To fully appreciate the "mechanism" behind the M.Dist measurement, consider 
first the application of the M.Dist directly to the full spectral data set without using 
PCA, and in parallel, consider the response of just two major spectral peaks (e.g. Cu 
(>,=344.15nm) and Fe (?t=324.84nm)) in multiple spectra collected from a single 
sample. If the intensities of these two peaks are plotted against each other for 
numerous measurements, then an elliptical scatter of points would be expected due to 
the fluctuations in the measurement conditions caused by factors such as spectrometer 
response, sample handling and sample preparation. It is the scatter of these points 
which defines the M.Dist about a mean centre, in the same way that the standard 
deviation ct of a one-dimensional measurement x, defines the scatter about the mean 
measurement. However, the M.Dist applies to all pixels in the spectrum, not just to 
one or two pixels of a peak, and therefore can be considered to be a multi-dimensional 
standard deviation that is applied to the whole spectrum. 

When creating the Discriminant Analysis models a list of the training set spectra 
was simply entered into the "in-house" / GRAMS PLSplus programs. Choosing the 
Discriminant Analysis option, the program generated a Discriminant Analysis model 
for each sample, against which test spectra were matched. The related data for the 
aforementioned boiler tube samples were all saved into a single calibration file, which 
- when loaded into the Prediction Code - performed the matching routines for each 
sample. 

When checking the identity of the test spectra collected from each sample all were 
either identified as definite or possible matches to one of the Discriminant Analysis 
models. 

Tests carried out on all recorded spectra (in total 48) showed conclusive evidence 
that by using the M.Dist the spectra could be correctly re-categorised into the three 
sample groups. However, a few of the spectra did register a NO-NO-POSSIBLE 
combination when compared with the Discriminant Analysis Models for the three 
steels. Even though some of the spectra returned only a POSSIBLE match, 
nevertheless a positive identification could be claimed. This was because of the 
relatively large M.Dist values calculated for the failing models. For a model returning 
a “YES“ or a “POSSIBLE“, the M.Dist values were between 0 and 3. For a “NO“ 
match result the M.Dist were much greater than 3, normally at least an order of 
magnitude greater than the M.Dist calculated for a “YES“ or POSSIBLE" result. This 
point is re-emphasised when using LIBS to grade steels and identify different matrix 
elements, as outlined in the sections below. 

From the repeat analysis of the spectra collected from the samples of the three 
boiler tube steels, it could safely be said that Discriminant Analysis had the potential 
of providing a superior tool for matching LIBS spectra and identifying “unknown" 
materials, when compared to standard semi-quantitative analysis. 

To emphasise this point Discriminant Analysis has been applied to the 
identification of materials with different and similar matrices. 

4.2 Identillcation of Materials of Different Matrices 

The materials used to test the ability of the LIBS system to identify different matrices 
were Al, Cu, Pb, Zn, mild steel, stainless steel and simulated vitrification glass. For 
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each material, 50 spectra were collected, plus an additional 10 spectra which were 
treated as “unknowns". 

Each spectrum was collected using a 150 lines/mm grating ( centred at >. = 450 nm, 
and accumulated for only 50 laser induced plasma events ). Note that for this part of 
the study, no optimisation of the plasma generation and recording was afforded but 
rather a “point-and-shoot“ approach was taken. 




wavelength [nm] 

Fig. 1. LIBS spectra collected for samples of (a) aluminium, (b) copper, (c) lead, (d) zinc, (e) 
mild steel, (f) stainless steel and (g) vitrification glass. 

As can be seen from Figure 1, the differences between the spectra collected from 
each of the samples reflect the completely different matrices. Only the spectra from 
the mild and stainless steel samples show any similarity, and the ability of LIBS 
Discriminant Analysis (LIBSDA) to discriminate between these samples was 
explored further for the identification of the grade of five ferritic steels. To make the 
test realistic the test spectra were coded, mixed and then sorted using the prediction 
module. Notice that even though the prediction made on the copper sample resulted in 
a POSSIBLE verdict, because the M.Dist value was greater than 1 , that the spectrum 
had to be from copper because the other Discriminant Analysis models all gave a 
M.Dist value of the order 10,000. Clearly, the spectrum was not from any one of 
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these materials. Sorting the spectra in this way a 100% identification result was 
obtained when using the Discriminant Analysis models to identify the 10 “unknown“ 
spectra collected from each material. 

Remembering that the M.Dist is effectively a measure of the similarity of an 
"unknown" spectrum to a group of training spectra, it can be expected that the M.Dist 
for the Discriminant Analysis models reporting a “NO“ result to be high. The 
reasoning behind this is that spectra collected from each element are very different. 
Hence, when one of the models was presented with a spectrum not belonging to its 
native set then the M.Dist was large. For models generated using the spectra from 
similar materials it would be expected that the M.Dist. were smaller for a model 
giving a “NO“ result. This was indeed the case for grade identification of stainless 
steels. 

A typical result is shown in Table 1, where a spectrum taken from a copper sample 
was compared to the models produced for Al, Cu, Pb, Zn, Stainless Steel, Mild Steel, 
and Vitrification Glass. 



Table 1. Typical Prediction Module Result for the identification of materials with totally 
different spectra, exemplified for a copper sample. 



Sample 


Match 


M Distance 


Limit Test 


Aluminium 


NO 


4,063 


FAIL 


Copper 


Possible 


1.04 


PASS 


Lead 


NO 


12,760 


FAIL 


Zinc 


NO 


15,527 


FAIL 


Stainless Steel 


NO 


3,273 


FAIL 


Mild Steel 


NO 


44,805 


FAIL 


Vitrification Glass 


NO 


19,473 


FAIL 



4.3 Identification of Materials of Similar Matrix (Steel Grade) 

Using a spectral segment, once again centred at 450 nm. Discriminant Analysis 
models where derived from 100 spectra collected from a range of certified stainless 
steels (SS469 - SS473, for their composition see Ref [5]). Following this, 10 extra 
spectra were collected from each sample to test the ability of the Prediction Code and 
the Discriminant Analysis models to identify the samples. 

Although the spectra collected from the different steels were similar the Prediction 
Code was still capable of distinguishing between them. The M.Dist values of the 
(successful) identification procedure for all test-spectra collected from the five steels 
are given in Table 2. In general we noticed that the M.Dist of the failed models was 
about one order of magnitude larger compared to the worst-case average value of 1.4 
for the SS469 model. This trend was observed for all the test spectra collected for this 
sample, and was repeatedly seen when sorting other steels. Overall, all “positive“ 
identification results gave an M.Dist value well below 3. Comparing this with the fact 
that the M.Dist calculated for the models giving a NO result (i.e. 1 to 2 orders of 
magnitude greater), a 100% identification result is obtained. The higher than 
expected M.Dist values for the successful model were more than likely due to the 
poor reproducibility of the spectra. On this basis the fluctuations in the spectra may 
be accounted for in the Prediction Module by changing the M.Dist PASS/FAIL limits. 
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These limits are somewhat arbitrary anyway, reflecting the tolerance s provided by 
the operator. Analysts often use values greater than 1-2 and 2-3 for the YES and 
POSSIBLE results, e.g. 1-5 and 5-15, respectively. Therefore, these limits have to be 
determined. Eor example, for our specific case, the limit values for the identification 
modules could be changed from 

0 < MDist < 1 ^ PASS; 1 < MDist < 3 ^ POSSIBLE; and MDist > 3 ^ EAIL , 
to 

0 < MDist < 3 ^ PASS; 3 < MDist < 6 ^ POSSIBLE; and MDist > 6 ^ EAIL , 

and thus return a PASS for all the successful matches. The factors which dictate these 
limits in LIBS analysis are (i) spectrum reproducibility and (ii) the sample-to-sample 
homogeneity. 



Table 2. M.Dist identification results from the „successful“ models, out of the test against 
training reference spectra from all five steels. 





Mahalanobis Distance \ 


Sample No 


SS469 


SS470 


SS471 


SS472 


SS473 


1 


1.63 


0.72 


0.71 


0.85 


0.75 


2 


1.61 


0.84 


0.68 


0.99 


0.46 


3 


2.12 


0.95 


0.58 


1.92 


0.53 


4 


1.33 


1.36 


0.93 


1.13 


1.06 


5 


1.50 


0.59 


2.02 


0.82 


0.76 


6 


1.30 


1.72 


0.73 


0.99 


0.69 


7 


1.38 


0.57 


0.81 


0.94 


0.83 


8 


1.03 


0.86 


0.86 


1.13 


0.91 


9 


0.87 


0.58 


0.90 


0.96 


0.90 


10 


1.29 


0.81 


0.75 


1.13 


0.60 


Average MD 


1.4 


0.9 


0.9 


1.1 


0.7 


YES 


1 


8 


9 


6 


9 


POSSIBLE 


9 


2 


1 


4 


1 


NO 


0 


0 


0 


0 


0 



5 Summary 

In summary the pattern recognition algorithm in discriminant analysis can be used on 
LIBS spectra for metal identification and sorting purposes. It is easy to apply, and the 
results obtained indicate a 100% identification rate for materials both of common and 
non-common matrices. 

However, as with all Multivariate Quantitative Analysis methods, careful 
application is required if the technique is to be applied both correctly and 
successfully. Lor example, the limits within which the M.Dist indicate a match status 
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of YES, POSSIBLE or NO can be changed (see section 4.3 above). By testing the 
models produced with randomly collected spectra from different samples of the 
material it represents, the range of M.Dist values which give a positive identification 
needs to be found. If this is not done then the model might incorrectly miss-identify 
materials. Eurthermore, by adjusting the M.Dist limits, the poor reproducibility can in 
principle be accounted for, provided there are significant elemental differences in the 
samples being sorted, such that clear changes in the spectral responses can be 
observed. Therefore, if correctly applied the combination of discriminant analysis and 
LIBS provides a useful tool for remote and in-situ material identification problems. 

We would like to note that the examples reported here represent only a few of the 
material identification applications identified by LIBS researchers. With the correct 
marketing, further industrially motivated applications may soon appear which require 
remote and in-situ analysis. Remote-LIBS technology exists and has been 
demonstrated in numerous applications (see e.g. [6]). In this work an attempt was 
made in an application which exploits LIBS to satisfy the commercial niche identified 
in the introduction, i.e. that of remote and in-situ material identification. 
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Abstract. Professional film scanners acting in real time (24 frames per 
second) are still very expensive. In most cases using a slide scanner of 
medium resolution equipped with additional device for transporting a 
film reel would be a reasonable solution. The main problem, however 
is a lack of accurate positioning mechanism in such sort of scanners. 
Therefore the position of each frame could be to some extent accidental. 
If frames are scanned separately from each other and this process is 
performed for all the frames of a movie there is usually a significant jitter 
in this sequence. This paper presents an efficient and simple method of 
obtaining jitter-free sequence i.e. finding the precise cinematic frame 
location in a picture that is the output of the scanning process. The 
procedure consists of two steps: rough estimation and the fine one. 
During the rough step the borders of the frame can be detected based on 
hnding area of maximal brightness. In the second step the displacements 
among frame backgrounds are calculated. Additionally in order to 
avoid the fixed background problem the local constant component is 
eliminated in the postprocessing phase. As a final result a jitter is 
removed almost completely. 

Keywords: image processing, jitter removal, slide scanner 



1 Introduction 

Professional film scanners acting in real time (24 frames per second) are still 
very expensive and quite often using a professional slide scanners (significantly 
cheaper) with additional device enabling celluloid tape transportation would be 
a reasonable solution. The only requirement is to have a precise mechanism for 
transporting film reel in such a manner as to assure accurate positioning of each 
frame, otherwise the position of each frame would have been to some extend 
accidental. It is not a serious problem if we scan a single frame only (a picture or 
a slide) . The problem arises if we scan subsequent pictures separately and after 
that we want to build the whole sequence of them. There are usually significant 
displacements in the subsequent pictures among the consecutive frames. This 
paper presents a method of finding the precise cinematic frame location in a 
picture being the output of the slide scanner. After that, it is possible to extract 
precisely the frames’ areas only, which enables creating a jitter-free sequence. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 451-0^ 2001. 

© Springer- Verlag Berlin Heidelberg 2001 
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2 The Algorithm 

Let us assume that we have a sequence A, fc = 0,...,n — lof pictures from the 
slide scanner that includes subsequent frames from the film. Each picture, being 
the scanner output, includes exactly one film frame (see example in Fig.^. All 




Fig. 1. An example of the picture that includes one frame of the film. 



frames are rectangles of size W[ x h{, having their sides parallel to the sides of 
pictures Ik (scanner outputs). The method consists of the two following steps: 

— For each picture Ik obtained from the scanner an initial, rough location of 
the frame included in this picture should be found. 

— Having found initial locations of the frames in pictures a final, accurate esti- 
mation of their locations should be performed by matching the neighboring 
frames to each other. 

2.1 Initial Estimation of the Frame Location 

Let us assume that each picture Ik is of the size Wsk x hsk- The picture Ik 
consists of the frame to be found and the surrounding area (see Fig.^). The 
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exact borders of the frame can be detected by finding the brightest rectangular 
block of size Wf x hi. The horizontal and vertical locations of this block can 
be found independent of each other. Let denote an initially found horizontal 
coordinate of the left upper corner of the frame in picture Ik ■ It can be calculated 
as follows: 

Wi-l hsk-1 

Xik = + 

i—0 j—0 

where Ik{i,j) is a luminance value of a pixel of coordinates (i,j) in picture Ik, 
and Wsk, hsk are the width and the height of picture Ik respectively. A similar 
procedure is applied in order to find the vertical coordinate of the left upper 
corner of the picture. Namely: 

ht — l Ulgfc— 1 

Vfk = argmaXj^g{o E E ikihj + y) (2) 

j—0 i—0 

The point (0, 0) is assumed to be in the left upper corner of the picture. 

2.2 Final Estimation of Frame Location 

It may seem that after applying the methodology described in the previous 
subsection it is possible to collect all the frames and to build the whole sequence- 
with no jitter. Unfortunately this method is too rough to give satisfying results. 
Jitter effect is still visible, which is caused by inaccuracy of the algorithm and 
it should be compensated. The method of compensation that will be presented 
further is based on the idea of detection of displacements between backgrounds 
of the neighboring frames. 

In the most of the scenes the areas near the borders of the frame belong 
to the background of the scene. Objects moving with respect to the background 
usually lie in the middle of the frame. The displacement between the backgrounds 
of consecutive frames can be estimated by finding the best matching of dashed 
region in Fig. El defined as: 

B = {(cc, y) : {{to < x < ti) \/ {wf - ti < x < W{ - to)) A (3) 

((^o < y < ti) V (/if - ti < 2 / < /if - to))} 

We compute displacement between frames backgrounds. Those frames have been 
extracted from images Ik in the previous section. Let now d^k and dyk respec- 
tively denote horizontal and vertical displacements between two backgrounds 
taken from frames extracted from images Ik and Ik-i Le. : 

(dxfc,rfyfe) = 

E FDP(|/fe(a:ffc_i -I- a:,yffc_i -I- y) - 
^k—1 (^ffc T X T (ixf 5 yf fc T y T dy ^ ) | ) 



( 4 ) 
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wf 



Fig. 2. B area. 



where m is a parameter chosen heuristically. It is usually a number equal to 
a few percent of the height or the width of the frame. FDP is the function of 
the difference of pixel’s luminances. It represents a ’’nonmatch” of pixels. This 
function should be a nonincreasing one within its domain (0, +oo). Let dxffc and 
dyffe denote displacements between background of frame from picture Ik and the 
background of frame from picture Jq. It is obvious that: c?xfo = 0 and dyfo = 0 
The displacements for the next frames can be calculated incrementally: 

^xffc — ^xf/c— 1 T dr^k 

^yik — dyik — 1 T dyk (5) 

Having computed the values of dxfo and dyfo it is possible to obtain a jitter- 
compensated sequence by extracting from each frame Ik a rectangle of size Wf x 
h{. The left upper coordinates of this rectangle are 

T ^xf/C5 Vik dyfk) (b) 

Such compensation causes the background to be fixed and this method could 
be applied if the recording camera was not moving with respect to the back- 
ground. Otherwise an unnatural effect of ’’escaping frames” would happen. In or- 
der to remove this disadvantage it is necessary to subtract from signals d^fk, rfyffe 
their ’’local constant components” and then after such filtering it is possible to 
apply the compensation procedure according to formula (0 There are many 
ways of computing this ’’local constant component”. In this paper the following 
method is proposed. First a median filter taken from the window that includes 
the six nearest neighbors of fc-th frame is applied. Later, the signal filtered in 
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this manner is smoothed by a linear filter that calculates the mean value of the 
three samples: previous, current and next ones. The equation of the filter can be 
expressed as follows: 

— riiedian((ixf fc— 3 5 ^xik—2^ dxffc— i, dxffc+i, dxf/c+2: dxf/c+3) (^) 

^yik — median(dyf fc_3 , dyffc_2, dyf^—i, dyf^-i-i, dyf/e+2: ^yfk+s) 
dxfk = ^{d'xik-i + d'xfk + d'xfk+i) 

dyfk = ^{dyfk-i + d'yfi, + dyffc+l) 

Hence, a well compensated sequence will be constructed by using rectangles of 
size Wf X h{ and left upper corners coordinates in 

(^fA; dx_ik dx_iki Vik dyfk dyfk) (8) 

However there is still one additional problem. The rectangles may slightly overlap 
on black areas of pictures taken from the scanner. Sometimes they may even 
exceed the borders of Ik- In order to limit this effect as not to be visible in the 
sequence (or at least not significantly visible) instead of extracting a rectangle of 
size W{ X h{ from each picture, we should cut a little bit smaller ones. The final 
output sequence will consist of blocks of size {wf — k\^ — fc^) x (/if — k\j — /cd) 
and of left upper corners in: {xfk + dxffc — dxffc + ^l, Vfk + dyffc — dyffc + ^u) where 
parameters are numbers of rows and columns that should be 
cut of from the left, the right,the upper and the lower sides of the frame. They 
should be equal to 1 — 2% of the width or height of a frame. 

3 Final Results 

For testing purposes a Kodak RFS 3570 Plus scanner was used to scan separate 
pictures of a dancing couple directly from the film reel. The sequences are avail- 
able in mpeg and avi formats on 

http://www.isep.pw.edu.pl/~toczyskt/scaner.html. 93 frames (gray level 
images, 256 levels) were scanned in and build to make a file input. For each 
picture its width was Wf = 451 pixels and its heigh hf = 333 pixels. 

Next the method described in 12. II was used in order to find a frame in each pic- 
ture (in a rough manner). The sequence of such frames is in file stepl . There 
is a significant jitter effect that must be compensated. At this step the method 
described in 12. 21 was used with the parameters to = 10, tf = 20, to = 10 
The FDP function was chosen as: 

FDP(a;) = max(a;,40) (9) 

The limit of 40 was set because it was assumed that the difference of brightness 
of corresponding pixels is lower than 40, and if the differences of pixels brightness 
were greater than 40 there would be a totally bad match. 
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In order to minimize the expression o a full search block matching method 
was applied 111,0 i.e. the value of the sum from equation was investigated 
for each possible (dxf,dyf). It is one of many possible methods, certainly of 
significant computational burden but the simplest one to implement. 

The file step2 includes the sequence with static background. It is a significant 
visible effect of ’’escaping frame”. 

The file step3 includes the sequence after removing this effect. 

The file step4 includes final sequence for the following parameters: fcn = = 

k\j = ki) = 5. This algorithm works as it was expected before. The frames are 
quite well match to each other. However a slightly visible ’’rotating jitter” may be 
observed that which is caused by the ” angle displacements” of frames in pictures 
being the scanner outputs. This kind of degradations are not taken into account 
due to their relative low influence of the visual quality of the sequence. The 
elaborated algorithm was implemented and tested on PII/PIII computers and 
it took a few minutes to compensate the jitter effect for 93 frames. This time 
would be significantly shorter if another method of matching the areas from 
Fig.Q was applied. Anyway this time was significantly shorter then the time of 
frames’ scanning on a Kodak slide scanner. 
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Abstract. The problems of irregular 3D-objects manufacturing preparation are 
considered. The irregular surfaces digitizing process by video system is offered. 
The mathematical models of video digitizing process and software basic stages 
for computer 3D-models creation are shown. The forming of the computer 3D- 
models from video image as one from main stages of irregular 3D-objects com- 
pact reverse manufacturing is considered. The video system assubsystem of 
Compact Reverse Engineering System fCRES) is offered. 

Keywords: image processing, reverse engineering, compact system 



1 Introduction 

Many industrial goods and produce equipment objects of modern industry have ir- 
regular (spatially complicated) surface form. In order to provide such products manu- 
facturing effective, the Reverse Engineering and Rapid Prototyping technologies are 
widely used [1]. The Reverse Engineering technologies are based on a CAD-models 
construction from physical analogue 3D-objects, which were made earlier. So that to 
receive a number of the basic 3D-models, the analogue irregular 3D-objects surfaces 
must be digitized. Thus the CAD-models constructed and transformed to the needs of 
the production processes being used. To make a new material object from its CAD- 
model the Rapid Prototyping system is used. Both the Reverse Engineering system 
and Rapid Prototyping system integration allows to realize Compact Reverse Engi- 
neering System (CRES). Such CRES combine curtailing in space and time with a 
minimum level of functional and resource redundancy [2]. The application of the 
compact video system as CRES digitizing subsystem shall be allows small and media 
enterprises to react to changes of a market conjuncture more faster and to make ir- 
regular 3D-objects most effectively. 



W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 457-464, 2001. 
© Springer-Verlag Berlin Heidelberg 2001 




458 



D. Svirsky and Y. Polozkov 



2 The Realization of the Irregular 3D-Ohject Surface Video 
Digitizing 

The surface digitizing is the most difficult process of irregular 3D-objects manufac- 
turing preparation. The geometrical form of the irregular 3D-object surface digitizing 
process consists in the measuring information reception and its processing. This proc- 
ess is traditionally realized by contact co-ordinate measuring machines [3]. They dig- 
itize an existing surface point by point. The contact co-ordinate measuring machines 
using is low effective temporary because of point physical contact with the object and 
necessity of many different set-ups execution for complicated 3D-objects digitizing. 
These measuring machines have high cost too. Therefore, the special video system 
was developed for irregular 3D-objects digitizing [4]. This one combine low cost with 
sufficient accuracy and provide high efficiency and information transference speed of 
digitizing process. 



2.1 The Video System Configuration and Main Steps of Video Digitizing Process 

The authors had carried out the quantitative analysis of functional-cost properties of 
different (both contact and non-contact) digitizing systems with the aim their as the 
subsystem for irregular 3D-objects manufacturing preparation on small and media 
enterprises. This analysis results are shown on the figure 1. 




Fig. 1. The diagram of quality generalized parameters of digitizing systems 

1. The contact mechanical devices; 2. The “measuring hands“; 3. The specialized 
automated systems; 4. The contact outliners; 5. The co-ordinate measuring machines; 
6. The video systems; 7. The laser scanners. 

The digitizing video systems are most effective. In the digitizing video system con- 
figuration working out the principle of optimal parity of expenses on CRES functional 
invariant and variable adapter in accordance with their functional importance was used 
[2]. The relative ease program-mathematical and technical realization was used too. 
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The configuration of offered video system includes with a video camera 1, a projector 
4, a rotary table 6 and a computer (fig. 2). The projector is equipped with a slide 3 
with the image of a co-ordinate grid with the units, which are located on equal dis- 
tance from each other. The application of other digitizing video system configuration 
increases digitizing process complexity, CRES cost and reduces irregular 3D-objects 




Fig. 2. The principal scheme of 3D-object digitizing by video system 

The digitizing process includes an object 2 video shooting, on which surface the 
light strips of the slide inserted in the horizontal located projector 4 are imaging. The 
video camera 1 is established on a certain angle to a horizontal plane. The 3D-stage 
information is imported from the video camera to the computer. There the information 
is organized in object digital model by special software. The obtained object digital 
model contains the captured points co-ordinates of object surface in the chosen spatial 
co-ordinate system. 

The object image can be registered by the video camera have following specifica- 
tions: Power Source: DC 12.0 V; Power Consumption: 17.9 W; Lens: 8:1 2-Speed 
Power Zoom Lens; focal Length - 5 ? 40 mm; F 1.4; Resolution: more than 230 lines; 
Weight: 2.6 kg.; Dimensions: 130 (W) x 245 (H) x 459 (D) mm. 

The projector specifications: Power Source: DC 220 V; Power Consumption: 225 
W; Lens: focal Length - 2.8 ? 100 mm; Relative orifice: 1:2.8; Weight: 5.0 kg.; Di- 
mensions: 265 (W) x 272 (H) x 125 (D) mm. 

The equipment, which has other specifications, can be applied also. 



2.2 The Video Digitizing Process Mathematical Modeling 

The video digitizing process mathematical modeling is carry out on the basis of de- 
pendence between digitizing 3D-object points positions and their central projections 
positions (fig. 3) [5]. It is described following function: 

Rij = f(x jj " , Yjj " , p, CO, R, (p, q, V, Xg , y g , Zg ) , (1) 

where = (x • Y - • ‘ ^ vector, which determines a position of the i-point of j- 

IJ V J J J / 

level of an object surface in spatial co-ordinate system; x^., y jj, - the i-point of j-level 
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co-ordinates of an object surface in image co-ordinate system; ?, ?, R - the parame- 
ters, which determine the projections center position; ?,?,?- the orientation parame- 
ters of the image co-ordinate system relatively the object co-ordinate system; x,,, y^,, Zj, 
- the main point co-ordinates of the image in 0’ x’ y’. 

The video camera forward central point orientation is determined as Rx vector: 
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Fig. 3. The determination scheme of object points spatial co-ordinates by their images co- 
ordinates 

The Smjj - vector determine the positions of the object points central projections in 
spatial co-ordinate system: 

Smj. = A3(9)A4(ri)A;(v)Smi.’= 
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where A3, A4, A5 - the orientation matrices; f^ - the video camera focal distant. 
The Rjj is determinate through Rs and Sm;.: 



R.^ = Aj(p)A2(co)Rx + kAjlcpjA^jlrijAglvjSm,^ ’ 



where k - the scaling factor. 
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The light strips image on object surface are used in calculations. It allows to trans- 
form 2D-co-ordinates of the object points video images in their 3D-co-ordinates by 
following formulas: 



x.j = 



XsZjj+XjjCHtg^ij-Zs) 



(5) 



Z. =(H-X..)tg^.. = 



6^(H-Xy) 



ij 



ij ' 



( 6 ) 



Yy=Ys 



Zii - Zs 



-j-r 



(7) 



where X^,, Y^,, Zj, - the co-ordinates of a video camera forward central point in 3D-co- 
ordinate system; H - the distance of digitizing object up to a projection's centre of the 
projector; ?ij - the angle of a direction of the projector central ray; ?ij - the distance 
from slide grid j-line to a projector main optical axis; fr - the projector focal distance. 



2.3 The Image Software Processing for Irregular Surfaces Video Digitizing 

The digitizing software allows to make main step for digital 3D-models creating (fig. 

4) [6]. 

The digitizing 3D-object side images are imported from the video camera to the 
computer. The 3D-object side video images are vectored in computer. The vectoring 
process is carried out by standard software with picture recognition functions. The 
raster image is filtered previously. The obtained image raster elements are averaged. 
Then this raster image is vectored by a file - template. This file contains vectoring 
specific parameters: polyline width, ruptures magnitude and other. The raster and 
vector images should coincide after a vectoring. The irregular surface parts are re- 
moved separately in insufficient quality case. The vector images is saved as the DXF 
file. The 2D-co-ordinates list is formed of this file. These 2D-co-ordinates describe 
polylines nodes of a vector image. The 2D-co-ordinates are basic data for object 3D- 
co-ordinates account. In order to transform 2D-co-ordinates into 3D-co-ordinates, the 
special programming is carried out on known computer algebra software base. The 
algorithm of numerical parameters recalculation includes the operations on formation 
of the initial data list, numerical parameters elements input from the received file and 
direct recording of mathematical calculations teams. The received results are organ- 
ized in the files, which describe the points spatial positions for the object separate 
parts. The object volumetric digital model is received by given files on boundary 
points synthesis. Then it is exported in graphic software through the LSP file. So the 
surface is fixed. This irregular digital 3D-model is used in CAD for irregular 3D- 
objects manufacturing. 
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Design multi-alternative modeling - 
Graphic database - 
^Manufacturintz object 3D-model__' 



Fig. 4. The video images processing main steps 



2.4 The Example of Computer 3D-Model Surface Creating by Irregular Object 
Video Digitizing 

The irregular object (human head) was digitized by offered video system (fig. 5). 




Fig. 5. The irregular 3D-ohject sides images by its video digitizing 



The following parameters were used: ? - 45°; ?, - 0°; R - 1000 mm; ? - 0°, ? - 45°; ? 
- 0°; the distance of digitizing object up to a projections centre of the projector - 1336 
mm; the video camera focal distance - 44 mm; the projector focal distance - 60mm. 
The object space model was created. This digital 3D-model fragment is shown on 
figure 6. It is described by 1035 points co-ordinates. 



3 The Application of the Video System as CRES Subsystem 

The forming of computer 3D-models is one of the main stages of irregular 3D-objects 
manufacturing [7]. A storage and search of the information; computer 3D- modeling; 
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Fig. 6. The point’s digital 3D-model of the irregular object fragment 

physical object making on the basis of computer model (Rapid Prototyping) are stages 
of this process too. The information-input module 1 - offered video system, informa- 
tion processing and control module 2, and industrial module 3 are included in CRES 
configuration for realization of irregular 3D-objects reverse creation process (fig. 7). 




Fig. 7. The CRES configuration. 1. The information-input module; 2. The information proc- 
essing module; 3. The industrial module; 4. The video camera; 5. A co-ordinate table; 6. A 
projector; 7. A laser cutting installation; 8. A cutting material; 9. An assembly unit; 10. Initial 
(analogue) object; 11. A cutout layer; 12. A ready object. 

The received by the video system the digital 3D-models form the graphic database 
for storage and fast search of necessary information during computer aided design. 
The development of computer models of future products is carried out in a mode of 
computer design multi-alternative modeling. The fragments of digital 3D-models of 
the objects from the graphic database are exposed to selective transformations by 
means of computer modeling. This process is carried out in the information processing 
and control module. As a result of designing the computer model turns out. It carries 
full design information for future physical object manufacturing. This information will 
be transformed to the program, which operate of the cutting tool movement in the 
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industrial module. The industrial module realizes the technology of level-by-level 
object manufacturing. It includes: a CO^-laser; the optical channel; a control system; a 
coordinate table. The layers parallel connection allows monolithic products making. 
The method of flat elements cross connection to assemble allows 3D-object skeleton. 

The industrial module specifications: Positioning Exactitude - 0.05 mm; working 
area - 1700 x 1200 mm; CO^-laser; Cutting Speed - 24 m/min for unmetal 2D-bars by a 
thickness up to 20 mm; Power Consumption: 800 W. 



4 Conclusion 

The video system using in CRES allows to solve a problem of 3D-objects manufac- 
turing process information support. The irregular 3D-objects video digitizing devel- 
opment and its software allows to create volumetric computer models easily. It allows 
also to speed up a manufacture preparation stage. The offered variant of the compact 
reverse engineering system allows to raise production competitiveness. 
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Abstract. The paper reports development of an efficient algorithm 
identifying junctions in contour images. The theoretical model and 
selected results are presented. The algorithm combines local operators 
and an inexpensive matching. The algorithm scans incoming contour 
images with a circular window, and two levels of detection are used: 
structural identification and geometrical localisation. At the hrst level, 
the prospective junctions are identified based on topological properties 
of the window’s content. At the second level, the prospective location of 
the junction’s centre is determined, and a projection operator calculates 
its ID profile. The junction is eventually accepted if the profile matches 
the corresponding template profile. The software implementation 
has been intensively tested, but the hardware implementation is the 
ultimate objective. Currently, a development system that directly maps 
C programs into FPGA structures can be used for this purpose. 

Keywords: image analysis, junction detection 



1 Introduction 

Edges are important features in image analysis. For example, corners, T- 
junctions and other line junctions play an important role in visual perception and 
provide useful clues to 3D interpretation of images (e.g. in autonomous naviga- 
tion) . However, detection of such features is usually only a first step in a complex 
process of image interpretation. Therefore, algorithms detecting junctions should 
be fast (real-time), robust and reliable. 

In general, real-time image processing algorithms are based on local operator 
(hardware-implemented in many frame grabbers) performing rather simple tasks 
(e.g. edge detection, image smoothing or sharpening, calculation of moments, 
morphological operations, etc.). 

The purpose of this paper is to present a local algorithm that performs (even- 
tually in real time) a more complex task - detection of line junctions in contour 
images. Initially, the algorithm was developed for a specialised robotic system 
within a joint research project of the Robotics Research Centre (NTU) and 
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British Gas Asia Pacific. In the system, contour images were produced by pro- 
jecting a pattern of structured light on 3D objects. Later, the algorithm has been 
developed for more diversified applications involving contour images. 

Corners and other line junctions are detected either from grey-level images 
or from contours. In the first group (e.g. n, 0) the usual approach is tem- 
plate matching or parameter-fitting. In contour images, junctions are typically 
found by grouping pixels and/or curvature analysis (e.g. 0, 0). Such opera- 
tions usually require directional analysis of contours. Sometimes, a combination 
of grey-level and contour techniques is used (e.g. 0). The proposed algorithms, 
however, are usually too complex for real-time systems of limited capabilities 
(e.g. AGV on-board computers). Moreover, most of the existing real-time algo- 
rithms detecting corner-like features are using small windows (e.g. jS|) but the 
results may strongly depend on the scale at which the features are analysed (e.g. 
0 ). ^ 

For the algorithm presented in the paper, it has been assumed that: 

— Junctions are detected in contour images (this is partly because of the orig- 
inal application). 

— No directional analysis of contours is performed. 

— Only junctions of significant size are detected. 

— Junctions are well positioned and oriented. 

— Detection is possible within contour images of any complexity and size. 

The algorithm combines local operators, structural analysis and matching. 
Although contour extraction is not a part of the algorithm, Ganny edge detector 
is recommended. Most of the results have been obtained by using the software 
implementation of the algorithm, but the hardware implementation has been 
developed simultaneously. Originally, a standard FPGA design approach was 
used (see 0 and 0 for more details) . Recently, G programs are directly mapped 
into FPGAs using a design suite DKl developed by Geloxica (see PDJ). It allows 
rapid hardware implementation with virtually no circuit design. The tests, both 
for previous designs (see 0) and for DKl-produced circuits, show that FPGA 
implementations are able to process 256x256 contour images typically in less 
than 40ms. This speed is satisfactory for any currently envisaged application. 



2 Geometrical Model of Junctions 

For a contour feature of any shape, we define its focal point 0. Although for some 
features the focal point can be selected somehow arbitrarily, for the features of 
interest (i.e. junctions of lines) the selection is straightforward. 

In the proposed algorithm, we assume the minimum size of junctions. There- 
fore, so-called junctions of magnitude R are introduced (see Fig. 1). In practice, 
the magnitude indicates the minimum size of significant junctions. Junctions of 
lower magnitudes should be ignored by a vision system. Although the magnitude 
may vary for various applications, it was found that for the majority of typical 
problems, the magnitude of 15-30 pixels is suitable. 
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Junctions of magnitude R can be mapped into ID functions using the fol- 
lowing projection operator: 

/ + -K /•+00 

/ f{rcosa,rsina)S{a — 6)drda. (1) 

-IT Jo 

Eq. n represents the summation of an image function f(x,y) along the ray of 
9 direction. If the function f(x,y) represents a junction of magnitude R (with 
the origin of co-ordinates shifted to the focal point ) the projection operator 
will produce a pattern consisting of several spikes (see Fig. 2) of magnitude R, 
where the number of spikes corresponds to the number of arms and the position 
of spikes indicates the geometry of the junction. Therefore, the existence of such 
a projection pattern for a contour fragment not only indicates the existence of 
a junction but also reveals geometry of this junction. 




Fig. 2. Typical results of Eq.Q projection for a junction of magnitude R 
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Because of various digitalisation effects, certain modifications of the above 
model are required. First, instead of Eq. ^its digital equivalent is used: 

9(0) = E f{rcosa,rsina)6{a — 9). (2) 

where r = + p and a = Atan2(i, j). 

Moreover, for digital junctions, instead of perfect patterns as shown in Fig. 2, 
we can rather expect clusters of multiple low-magnitude spikes (within digital 
lines, the angle 9 is not constant). 

Therefore, in Eq. the function S is replaced by a parameter-dependent 
family of normalised functions dr' 

9(9)= E f{rcosa,rsina)dr{a — 9). (3) 



where r = + p and a = Atan2{i, j). 

The main purpose of dr functions is to ’’fuzzify” each pixel so that it will 
contribute to a certain angular area around its actual direction. Since r respe- 
sents the distance from the focal point, the ’’fuzzification” should be stronger 
stronger for smaller values of r and weaker for distant pixels. For example, dr 
could be normalised triangular functions of gradually changing width (jSl)- Af- 
ter these modifications, Eq. 0 produces regular multi-spike patterns for digital 
junctions, although the spikes are diluted. An examples (for a perfect quality 
digital corner) is shown in Fig. 3. 




Fig. 3. Typical output of Eq. [^operator for a perfect digital corner 



The easiest way to detect multi-spike patterns (i.e. to identify prospective 
junctions) would be a simple thresholding operation. Unfortunately, diversified 
thickness of contours can significantly increase or decrease the magnitude of 
spikes so that the threshold-based detection of spikes is not reliable. A feasible 
solution is to normalise the output of Eq. 0 operator inversely proportionally 
to the total number of pixels within the junction. After such a normalisation, 
there is no significant difference between results produced by thin and thick 
junctions (although spikes produced by thicker junctions are slightly lower and 
more diluted, see examples in m)- Normalisation, however, may affect the spikes 
in a different way. With the increased number of arms, the magnitude of spikes 
gradually decreases (Fig. 4). The proposed solution is to re-scale the profiles 
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proportionally to the number of arms so that any junction of magnitude R would 
produce a multi-spike profile with similar heights of all spikes. Then, thresholding 
operation may be applied to detect junctions and to determine their geometry 

(13 and P^l. 





Fig. 4. Normalised profiles for junctions with different number of arms 



3 Structural Model of Junctions 

In digital images, certain local properties can be defined/measured by using a 
set of concentric circles (e.g. 0). Based on this idea, structural junctions of 
magnitude R are defined as illustrated in Fig. 5. 




Fig. 5. Examples of structural junctions of magnitude R 



Informally, it can be said that a structural junctions with n-arms is an in- 
tersection of a contour fragment with a set several concentric circles satisfying 
the following conditions: 

— Each circle intersects the contour n-times. 

— The intersections with the circles are properly connected (see Fig. 6). 

It should be noted that if the number of concentric circles increases (and their 
radiuses are evenly distributed between 0 and R) the corresponding structural 
junctions converge to ’’geometric junctions”. With only few circles available, 
however, there may be significant inconsistencies between structural junctions 
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and the actual ones. First, contours not resembling actual junctions could be 
still accepted as structural junctions (as shown in Fig. 5). Secondly, even if a 
structural junction is the actual one, its focal point can be located with limited 
accuracy only (i.e. it can be placed anywhere within the most inner circle). 





Fig. 6. Digital examples of a 3-arm and a 4-arm structural junction obtained by using 
two concentric circles 



4 Principles of the Algorithm 

The proposed algorithm detecting junctions in digital contour images makes us of 
both models of junction. Since in actual contour images the window may contain 
several unrelated contour fragments (see examples in m m), connected com- 
ponents are first isolated and later processed separately. At the structural level, 
input contour images are scanned by a circular window of radius R (so-called 
R-circle) with a concentric sub- window of radius R/3 (so-called R/3-circle). 
Subsequently, another sub-window of radius 2R/3 is used for geometrical anal- 
ysis (if a structural junction is detected) . 

The structural analysis is based on straightforward topological properties 
of a connected contour contained within R-circle and R/3 -circle (see Fig. 7). 
For example, a contour is abandoned if the number of intersections with R- 
circle’s perimeter is different from the number of intersections with R/3 -circle’s 
perimeter. 

In order to apply the geometrical analysis, the junction’s focal point should 
be localised first (the structural analysis locates it somewhere within R/3-circle). 
The assumed position of the focal point is the midpoint intersections of virtual 
lines joining the corresponding perimeter pixels of R-circle and R/3-circle (see 
Fig. 7). If the actual perfect were there, that would be the location of its focal 
point. When the estimated position of the focal point falls outside R/3 -circle, 
the junction is abandoned (should eventually a junction be in this area, it will be 
detected for another location of the scanning R-circle). Then, a circle of radius 
2R/3 is placed in the assumed focal point (since its is within R/3-circle, the 
new circle is always within the scanning R-circle!). Examples are shown in Fig. 7. 

Finally, the Eq. 0 projection operator (including normalisation and re- 
scaling) is applied to the content of 2R/3-circle (if it exhibits the same topologi- 
gal properties as the original structural junction). The profile produced by the 
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Fig. 7 . Estimated location of focal points for the structural junctions from Fig. 6 

operator is matched to the model junction profile. The integrated difference (over 
the whole profile) is a measure of disparity between the actual junction and the 
model. Depending on the application, various levels of disparity can be accepted. 
Fig. 8 illustrates the process for a poor quality junction. It explains how a model 
junction is created, and secondly shows differences between the profiles for high 
quality junctions and poor ones is shown. 




In the algorithm, some operations are computationally intensive. Therefore, 
hardware-supported implementation has been proposed. Initially, several mod- 
ules (e.g. profile extractor, perimeter analyser, etc.) have been FPGA-designed 
and some details can be found in || and jSj. Recently, DKl design suite allows 
almost arbitrary decomposition of the algorithm into software and hardware 
components. 

5 Concluding Remarks 

The algorithm has been originally proposed for the navigation system of an 
underwater ROV (collaboration with British Gas Asia Pacific) and for that ap- 
plication the software implementation was able to cope with the existing time 
constraints (d)- An example of the results produced there is shown in Fig. 9. 

Gurrently, the algorithm is being developed for more demanding applications 
within AcRF project RG 3/99 ’’New Algorithms for Contour-Based Proeessing 
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and Interpretation of Images”. These include prospective development of spe- 
cialised sensors, and incorporation of a contour-interpretation module (a solution 
based on m is considered). 




Fig. 9. The best-fit corner found in weld-seam localisation 
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Abstract. This paper deals with super-resolution, i.e. the reconstruc- 
tion of a high resolution image from a sequence of low resolution noisy 
and possibly blurred images. We have developed an iterative proce- 
dure for minimizing a measure of discrepancy based on the Csiszar’s 
I-divergence. One advantage of this algorithm is to provide a natural 
positivity constraint on the solution. We consider a block-based version 
to speed up convergence and we propose a computationally efficient 
implementation. We also introduce a temporal multiscale version of the 
algorithm, which proves to be more robust and stable. The algorithm 
requires the computation of the apparent motion in the image sequence. 
We use a robust multiresolution estimator of a 2D parametric motion 
model in order to keep computational efficiency. 

Keywords: super-resolution, parametric motion estimation, block- 
based iterative algorithm 



1 Introduction 

When acquiring an image with a camera, the optical system behaves more or 
less as a low-pass filter. High spatial frequencies of the image are therefore lost 
or at least smoothed. However, some residual high frequencies (edges) can cause 
the sampling rate not to meet the Nyquist criterion. Therefore, digital images 
are generally aliased. 

In this work, the term resolution defines the fidelity of a sampled image to the 
details (or high frequencies) of an original scene. The term super-resolution refevs 
to the construction of an image whose resolution is higher than the resolution 
provided by the sensor used in the imaging system. To achieve such a goal, we 
exploit the information given by the sub-pixel motion between the frames of the 
original low resolution image sequence. 

We can classify methods for solving this problem into three broad classes. 
Techniques from the first class solve this issue in the frequency domain. Their 
main drawback is that they are effective only when the inter-frame motion is a 
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global translation. Concerning the second class of methods, the images of the 
sequence are first registered to get an image composed of samples on a non- 
uniform grid. These samples can then be interpolated and resampled on a high 
resolution grid. However, in that case, aliased samples are used to interpolate 
a high resolution image. True high frequencies cannot be reconstructed in that 
way. The third class of methods aims at modeling the degradation process and 
at stating the super-resolution issue as an inverse problem. A review of existing 
methods can be found in p. 

The method we propose belongs to the third class. It is based on a compu- 
tationally efficient iterative algorithm for solving large linear systems and on a 
robust method for estimating the 2D motion parameters. It also introduces the 
use of a cross-entropy measure in the context of super-resolution. 

The paper is organized as follows. Section 2 presents the problem modeling. 
Section 3 introduces the proposed super-resolution method. Section 4 describes 
the temporal multi-scale version of the algorithm. Section 5 outlines the motion 
estimation module. Experimental results are reported in Section 6. 



2 Modeling the Problem 

We formulate the super-resolution problem as proposed in U- The sequence of 
N observed images of M pixels is denoted {Tfc}^i. Let us assume that this 
sequence comes from a high resolution image X that we want to reconstruct. 
Each observed image k can be viewed as the result of a warping Wk (related to 
image motion) of the image X, followed by the convolution with a Point Spread 
Function (we denote Bk the matrix equivalent to this operation), downsampling 
and noise corruption. The downsampling operator is denoted by Dk- It performs 
downsampling by averaging the pixels in a block. The blur and downsampling 
are assumed identical for all images so that we can write = B and = D. 
By ordering lexicographically X and Yk to write them as vectors, we get the 
following matrix equation: 
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where iL is a matrix made of N blocks = DBWk, and [rji, . 
the additive noise. 



HX + t] (1) 
. , ry^v] designates 



3 The Super-Resolution Algorithm 

The considered problem comes to the inversion of the linear system 1^) where H 
is a huge sparse and ill-conditioned matrix. The method to solve this equation 
must be chosen carefully. 
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Some methods involve least-squares regularized solutions of the problem 
sometimes using a Bayesian-Markovian formalism 0. Other methods use pro- 
jections onto convex sets to find a solution with bounds on the residual jS]- We 
consider the Csiszar /-divergence measure and we seek the solution minimizing 
the following expression: 



N M N M ^ 

I{HX, Y) = ^ ^[(//,X), - nj + E E n, In 

t- 7 Jh 7- \ k ) 



( 2 ) 



where k indexes the bloc and i indexes the components of the vectors. In other 
words, is the intensity of the pixel of the image. This measure gen- 
eralizes the Kullback divergence or cross-entropy measure. Csiszar introduced a 
collection of axioms that a discrepancy measure should reasonably be required 
to possess 0. He concluded that if the functions involved are all real valued, 
having both positive and negative values, then minimizing the least-squares mea- 
sure is the only consistent choice; whereas if all the functions are required to be 
nonnegative, Csiszar /-divergence is the only consistent choice. The sequence: 



= xr 
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converges towards the solution minimizing (| 2 J when ||//|| = 1 (see ^ 0 ]). is 
the transposed matrix of H . The ratio is a vector computed by considering 

each component. Its ith component is given by , where yi and {HX)i 

are the ith pixels of vectors Y and HX respectively. Since all the matrices 
and vectors involved in our application are nonnegative, a crucial advantage of 
our algorithm is that it includes a positivity constraint on the solution. Similar 
multiplicative schemes were proposed by Richardson and Lucy for restoration of 
astronomical images jO] and by Shepp and Vardi for emission tomography |0j. 

To speed up convergence, we consider a block-iterative version of the algo- 
rithm 12]. Instead of using the whole matrix H at each iteration, we only use 
one of its blocks Hk (see O). We then have: 



xf+^ = xr 
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( Yk 
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( 4 ) 



where k = n mod fV-l-1 with n denoting the iteration number, and k indexing the 
bloc. The estimate is thus updated with each available image Yfc and this process 
can be iterated until convergence or until we reach the limit number of iterations. 
We have added a positive exponent 7 to control the rate of convergence. This 
parameter does not appear in the original algorithm. 

In practice, the involved matrices are very sparse, but we can avoid to build 
them. Indeed, the iteration expressed by relation (0 is equivalent to the scheme 
given in Figure 0 Each module of this diagram can be computed efficiently 
without building any matrix. 
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Fig. 1. Block-diagram of the super-resolution algorithm 

Since D is a, downsampling operator averaging the pixels in a block, is a 
zero-order interpolation matrix (interpolation by duplication) . If we assume that 
the convolution kernel is symmetrical, = B. Concerning W, if it accounts 
for a uniform translation (respectively rotation), holds for the opposite 
translation (respectively rotation) . However, in the general case, there is no sim- 
ple relationship between the direct and inverse motion compensation operator, 
and convergence is not ensured for complex motions. Nevertheless, we have suc- 
cessfully introduced 2D global, affine and quadratic, motion models. We have 
also considered dense motion fields. In all these cases, we explicitly compute 
the inverse motion and approximate by the motion compensation operator 
corresponding to this estimated motion. 



4 Temporal Multi-scale Version 

In the previous section, we selected the image to be super-resolved from the 
observed image sequence, and we estimated the motion between this reference 
frame and the other images of the sequence to apply the iterative process of 
relation We now process the original sequence in groups of three successive 
frames and compute a super-resolved estimate of the central frame of each group. 
We thus get a new sequence of improved images, but temporally subsampled 
by a factor of three. The process is iterated on this new reconstructed image 
sequence. We thus make a trade-off between spatial and temporal resolution. 
We call this temporal multi-scale scheme a pyramidal scheme, since it comes to 
build a pyramid with levels corresponding to different temporal sampling (Fig. 
0 ). 

At each level of the pyramid, motion estimation is more accurate since images 
have better resolution. Therefore this scheme can be viewed as a joint estimation 
process of the motion information and of the super-resolved image. 

This pyramidal scheme is especially efficient when processing a large number 
of images or when motions of large magnitude are involved. As a matter of 
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Fig. 2. The temporal pyramidal super-resolution scheme 



fact, only the images in the temporal neighborhood of an image are significant, 
since these images have the largest common areas. We can stop the process 
when the images of the reconstructed sequence have too few common areas. Let 
us point out that the single scale version may diverge when motion estimation 
errors accumulate, which is not the case with the multi-scale version. There is no 
explicit regularization in our algorithm. Regularization nevertheless results from 
stopping iterations before convergence (a well known procedure in iterative image 
restoration). Let us also note that the main source of numerical instabilities is 
not image noise but errors in the motion estimates. In that context, the temporal 
pyramidal scheme shows slower convergence, but is numerically far more stable 
than the single scale version. 



5 Motion Estimation 

This section briefly describes the motion estimator used in our super-resolution 
algorithm. The global displacement between two images is modeled as a poly- 
nomial of the image point coordinates: wg{s) = P{s)9, where parameter vector 
9 is formed by the coefflcients of the two involved polynomials, s denotes pixel 
location, wg{s) stands for the displacement vector at point s supplied by the 
parametric motion model, and P is a matrix whose elements are monomials of 
X and y depending on the considered motion model. Its estimation between the 
and image is stated as the minimization of the following robust function 
as introduced and described in 0: 

F{9) = ^p[ym{s + P(s)9) -yi{s)] (5) 

ses 



where S is the pixel grid, yi{s) and ym{s) respectively denote the intensity at 
pixel location s in images I and m, and p is a, non-quadratic robust penalty func- 
tion. This minimization is achieved within an incremental Gauss-Newton-type 
multiresolution procedure 0, able to handle large motion magnitude. At each 
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step, a linearization of the argument of p is performed around the current esti- 
mate 9, yielding the following function to be minimized with respect to motion 
parameter increment A9: 



G{A9-,e) = Y,p 

ses 



yTn{s + P{s)9) - yi{s) + Vym{s + P{s)9)'^Pis)A9 (6) 



where Vy denotes the spatial intensity gradient. The use of a robust estima- 
tor allows us to correctly estimate the dominant image motion which is usually 
due to camera movement, even in presence of secondary motions arising from 
independent moving objects in the scene. The multiresolution scheme solves the 
problem of large motion magnitude. At each instant of the sequence, a Gaussian 
pyramid of images is built from original images yi. At each pyramid level, pa- 
rameter estimate 6 is provided by the projection of the total parameter estimate 
obtained at previous level, and a new increment A9 is obtained using an iterated 
re weighted least-square technique. 




Fig. 3. (a) one image of the test chart sequence spatially interpolated, (b) super- 

resolved image obtained from the test chart sequence. 
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Fig. 4. (a, b, c, d) four images from the original low resolution sequence of 400 images, 
(e) image 3.b spatially interpolated, (f) image 3.b super-resolved using the first scheme 
with 50 images, (g) image 3.b super-resolved using the first scheme with 200 images, 
(h) image 3.b super-resolved using the temporal pyramidal scheme with the 400 images 
of the sequence. 



6 Results 

To validate our method, we have first tested it on a synthetical sequence of 100 
frames that we constructed by translating and downsampling a test chart (Fig. 
0. Each rectangle is formed by a sinusoidal test pattern. The first rectangle 
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on the top left corresponds to the lowest frequency. The frequency is doubled 
in each subsequent rectangle. We compare on Figure 0 the results of super- 
resolution with results of a bicubic spatial interpolation. It is clear that our 
super-resolution method allows the recovery of previously aliased frequencies. 

Figured presents results of the pyramidal scheme compared to those of the 
single level scheme for a real image sequence. We applied our super-resolution 
method to an infrared image sequence acquired by an airborne sensor undergoing 
rather strong vibrations. We have performed only one pass on the sequence (i.e., 
the number of iterations is equal to the number of images). Parameter 7 was 
set to 0.25. We estimated a quadratic motion model (involving 8 parameters) to 
account for the global image motion. 

We can observe that the high resolution estimate given by the single-level 
scheme is correct when we use only 50 frames, however numerical errors arise 
when dealing with a batch of 200 frames, while the pyramidal scheme still con- 
verge when considering 400 frames. The super-resolution algorithm does not 
only improve the resolution of the images, it also denoises them. The pyramidal 
scheme does not necessarily supply better results than the single-level scheme, 
but it is more robust and stable. 

The processing time is less than 2 minutes for the first scheme and less 
than 3.5 minutes for the pyramidal scheme on a Sun Ultra 10 (440 MHz) when 
processing 150 images of size 180 x 120 pixels. 

7 Conclusion 

We have proposed a new iterative method for the super-resolution reconstruc- 
tion of an image from a low resolution image sequence. It introduces the use 
of the Csiszar I-divergence measure in the context of super-resolution. We have 
developed a computationally efficient algorithm involving the estimation of 2D 
parametric motion models. We have extended this algorithm to design a tempo- 
ral multi-scale version which can be viewed as a joint estimation process of the 
motion information and the super-resolved image reconstruction. It is especially 
useful when processing a large number of images. 
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Abstract. We give an overview of the problems for global polyhedriza- 
tion in 3D digital images and present a solution by using our results of 
flatness analysis. We take both analytical and combinatorial topological 
approaches to define our flatness measurement which enable us to 
measure the degree of flatness for each point on a discretized object 
surface. 

Keywords: 3D image analysis, global polyhedrization, flatness measure- 
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1 Introduction 

Polyhedral representation is widely used for shape analysis and visualization 
in 3D computer imagery. In this paper, we focus on global polyhedrization 
E] rather than local polyhedrization such as the marching cubes |3]. In global 
polyhedrization, each plane of an polyhedron is decided by observing the con- 
figuration of object points in a larger region than local polyhedrization. Global 
polyhedrization has the advantage such that the number of polygons in a global 
polyhedron is smaller than a local polyhedron and it can consume less time 
for the postprocessings such as object recognition and visualization. It is also 
reported that global polyhedrization may have the multigrid convergence of sur- 
face area calculation which is not maintained by local polyhedrization I2EI 
However, it has been pointed out that there are many problems for global 
polyhedrization such as adaptation of various parameters which appear in the 
algorithm m- In this paper, we first give an overview of such problems. Since 
global polyhedrization contains a digital planar recognition, many studies have 
been made based on the analytical approach such as using inequation systems |2J 
E]. The combinatorial topological approach is also considered because the topo- 
logical structures of a 2D surface enable us to have helpful constraints for global 
polyhedrization IQ. In this paper, we take both analytical and combinatorial 
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topological approaches. We first clarify the relations between the analytical rep- 
resentation of global polyhedra and the combinatorial topological representation. 
We then define and calculate a geometric feature which is for measuring the flat- 
ness for each point of an object boundary in a 3D digital image by using the 
topological structures of polyhedra. From the results of flatness analysis, we 
improve the algorithm for global polyhedrization. 



2 An Overview of Global Polyhedrization Problem 

Setting Z to be the set of all integers, becomes the set of all lattice points 
whose coordinates are integers in the three-dimensional Euclidean space R^. We 
consider the space of a three-dimensional digital image to be a finite subset of Z^. 
In this section, we introduce an analytical representation of global polyhedra in 
Z^ and give an overview of the algorithm for construction of a global polyhedron 
and its problems m 

2.1 Analytical Definition of Global Polyhedra 

A polyhedron in is represented by a finite set of planes in R^. Each plane is 
given by 

P = {(x, y,z) G R^ ■. ax + by + cz + d = 0} (1) 

where a,b,c,d are real numbers. Corresponding to each P in R^, we consider 
discretization in Z^ which is called a naive plane such as 

NP = {(x,2/,z)gZ3;0< ax + by + cz + d < tc} (2) 

where w = max(|a|, |6|, |c|) |E|. A global polyhedron in Z^ is given by a finite set 
of pieces of naive planes such as ANP^ where each ANP^ is a piece of a 
naive plane. 

2.2 Global Polyhedrization Algorithm 

Assume that a finite subset V of Z^ is given as a volumetric data which is ac- 
quired for digitization of an three-dimensional object by using three-dimensional 
digital imaging techniques. The algorithm for construction of a global polyhe- 
dron uf,^]^ANPi from a given V is described as follow. 

Algorithm 1. 

Input: A volumetric data V. 

Output: A set of naive plane pieces ANP^ for i = 1,2, . . . ,k. 

Begin 

1. extract the subset G C V which consists of the border points ofV; 

2. set i = 1 for a first naive plane piece ANP^; 

3. while G yf 0 do { 

3.1. select an initial subset ANP^ C G; 



484 Y. Kenmochi, L. Chunyan, and K. Kotani 





Fig. 1. Examples of point selection from a set of border points for the planar check of 
global polyhedrization; (a) is an improper selection while (b) is proper. 



3.2. while planarity {ANP i) = 1 do { 

3.2.1. select a new point v G G \ Z\NPi; 

3.2.2. modify Z\NPi such that ZiNP^ = Z\NP^ U {tt}; 

} 

3.3. set ziNPi = Z\NPi \ {d} and then G = G \ ZiNP^ 

3 . 4 . increment i such that i = i + 1 for a next naive plane piece ZiNP^; 



In step 1, we extract G which is a set of the border points of V. The ex- 
planation of this step will be given in the next section. The following steps are 
devoted to decompose G into ZlNP^s for i = 1, 2, . . . , fc by using the planarity 
function such as 



planarity(A) 



1, if all points in A lie on an NP; 
0, otherwise 



( 3 ) 



in step 3.2. There are several algorithms for the planarity function and we 

apply the Fourier elimination algorithm introduced in because the algorithm 
fits in the analytical form (|2) of global polyhedra. 



2.3 Problems of Global Polyhedrization 

From Algorithm^ we list up the problems of global polyhedrization: 

1. how to select an initial subset ANP^ C G in step 3.1; 

2. how to select a new point v G G \ ANP^ in step 3.2.1; 

3. to find an algorithm for effective calculation of the planarity in step 3.2. 

Among them, we focus on the problems QandO rather than the problem 3 in this 
paper; for the consideration on the problem 3, see |2| for example. It is obvious 
that the results of global polyhedrization will be changed if we choose different 
ANPi and v in steps 3.1 and 3.2.1 of Algorithm QJ Following the references |2J 
E], we set the constraint A for the choice of ANP^ and v, 

A. if we consider the triangulation of ANP^ or ANP^ Uu such that the vertices 
of triangles are points of ANP^ or ANP^ U v, then the triangulation of 
ANPi or ANP iU V is topologically equivalent to a two-dimensional disc. 
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This constraint enables us to avoid selecting points as shown in Figured (a) and 
to select a new point for Z\NPi so that a triangulation of Z\NPi is topologically 
equivalent to a two-dimensional disc as shown in Figured (b). If we consider 
object recognition, visualization and extraction of geometric features for the 
postprocessing of global polyhedrization, the following constraints will be helpful 
for reducing the calculation times: 

B. we set the size of each naive plane piece ZiNP^ to be as large as possible; 

C. we set the number of naive plane pieces Z\NPi in a global polyhedron 

ZiNPi to be as small as possible. 

The constraints B and C are not independent; if the size of each naive plane 
piece becomes small, the number of naive plane pieces becomes large. 

If our final goal is to obtain a good approximation of a three-dimensional 
object surface by global polyhedron, then we may have the constraint such that 

D. an obtained polyhedron gives a good approximation of our object of interest. 

To discuss on a good approximation, we need, for instance, the Hausdorff dis- 
tance or geometric features such as volumes, surface areas, etc. for the evaluation 
of approximation schemes 0. Because it is important but also difficult to dis- 
cuss what the “good approximation” is, in this paper we step away from this 
evaluation problem. In order to evaluate our global polyhedrization algorithm 
without discussion on the evaluation for approximation schemes, we deal with 
only polyhedral objects for our experiment. We simply compare our result of 
global polyhedrization with an original polyhedron and check if they are coinci- 
dent or not in section 0 

3 Extraction and Triangulation of Border Points 

For the constraints A and B (or C) of global polyhedrization, we need the combi- 
natorial topological structures of the set G of border points, which is also called 
the triangulation of G. In order to obtain the triangulation of G directly from 
a given volumetric data V, we apply the algorithm presented in |E]. 

Briefly explaining the algorithm in jZ|, we refer triangles for each unit cubic 
region in V to the look-up table as shown in Figure 0 and then combine these 
triangles to obtain a triangulation of G. More precisely, the vertices, edges and 
triangles in Figure 0 are called simplexes in combinatorial topology and the set 
G of border points is triangulated to be a simplicial complex B formed by these 
simplexes 0. 

Definition 1. An n-simplex is a set whose interior is homeomorphic to the n- 
dimensional disc D(a;) = {y G R" : ||x — y|| < 1} with the additional property 
that its boundary must be divided into a finite number of lower dimensional 
simplexes, called the faces of the n-simplex. We write a < t if a is a face of t. 
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Fig. 2. The look-up table for triangles (i.e. 2-simplexes and their faces) which may 
constitute an object surface B (i.e. a 2-complex) for each unit cubic region. In the 
table, black points correspond to the points in a volumetric data V. We omit the 
configurations of black points in a unit cube which differ from those in the table by 
rotations. The arrow of each triangle is oriented to the exterior of an object. 



0. A 0 -simplex is a point A. 

1. A 1-simplex is an open line segment a = AB, and A < a, B < a. 

2. A 2-simplex is a triangle which is open, i.e., without the boundary points, 
such as a = AABC, and then AB, BC, AC < a. Note that A < AB < a, 
so A < a. 



Definition 2. A complex K is o finite set of simplexes, 

K = U{cr : a is a simplex} 



such that 

1. if cr £ K, then all faces of a are elements o/K; 

2. if a and r are simplexes in K, then a At = tb. 

The dimension of K is the dimension of its highest- dimensional simplex. 

In the process of combining triangles (i.e. 2-simplexes and the faces) at all 
unit cubic regions in V, we may have a pair of triangles such that all the vertices 
are coincident and the orientations are opposite. If such pair appear, we remove 
them from the simplicial complex B. The following theorem is proved in [71. 

Theorem 1. We uniquely obtain the triangulation B of the border points of 
~V C by referring to the look-up table in Figure\^ 

If we apply the algorithm to the subset 

= {{x,y,z) ■. ax -\-by -\- cz -\- d> 0} 

with respect to a plane P of ([Q, then we obtain a 2-complex B'. Let us define 
the skeleton Sk{a) of a simplex cr such as the set of the vertices of a or the 
union of 0-simplexes which are the faces of cr l^. We also call the union of the 
skeletons of all simplexes of a complex K the skeleton of K and it is denoted by 
Sk(K). We then have the following theorem in |0|. 
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Fig. 3. Examples of (a) cyclic and (b) non-cyclic stars. 



Theorem 2. For any plane P of (CJ), we have the equality relations 

NP = 



From Theorem 13 we can set 

G = Sk{B) 

for Algorithm Q after construction of a 2-complex B as the triangulation of the 
border points of a volumetric data V by applying the algorithm in 

We need the following notions |H| for the subsequent sections. Let K be a 
complex and a € K. The subcomplex consisting of a and of all elements of K 
which follow (i.e. is greater than) a is called the star Stic{a) of tr of K. If Kq 
is any subcomplex of K, the complex consisting of all the elements of Kq and 
of all the elements of K which precedes (i.e. is less than) at least one element 
of Kq is called the combinatorial closure |Ko| of Kg in K. Then, the complex 
.Bk(o’) = |<S'tK(o’)| \ StK{a) is called the outer boundary of StK{a). Let K be 
a 2-complex and (Tq be a 0-simp lex in K. If the outer boundary Bk(o’o) is a 
simple closed broken line (i.e. if its elements are disposed in cyclic order, like the 
elements of a circle split up into sectors), the star Stic{ao) is said to be cyclic. 

By using the notion of the outer boundary, we can classify all vertices or 
0-simplexes of the 2-complex B of border points of a volumetric data V. Figure 
01 shows examples of vertices whose stars are cyclic (a) and non-cyclic (b). We 
see, however, that every vertex in B may have a cyclic star if we assume that the 
boundary of a 3-dimensional object consists of a simple closed surface in and 
the grid resolution of image discretization is high enough. In this paper, thus, 
we only consider vertices whose stars are only cyclic. 

4 Spiral Ordering of Border Points 

For the constraint A of global polyhedrization, we consider a spiral ordering 
of border points. For making the spiral order of points around a vertex v of 
the 2-complex B, we make use of the topological structures of B. The similar 
algorithm is presented in nm for boundary traversal. 

There are some functions which are used in the algorithm. Since we assume 
that the star S'tB(o’o) of every 0-simplex erg in B is cyclic, the outer bound- 
ary of B-b{(Jo) constitutes a simple closed broken line. Thus, we can make a 
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counterclockwise order of the points on B-b{(To) from v such as 



around{v, Di) =< Vi,V2, ■ ■ ■ ,Vk > ■ 

For two sequence of bi =< Vi,V 2 , ■ ■ ■ ,Vk > and 62 =< Vk, Vfe+i, ■ ■ ■ ,vi >, the 
addition is obtained by 

h + b2 =< Vi,V2, ■ . ■ , Vk, Vk+l, 

For an sequence b =< Vi,V 2 , ■ ■ ■ ,vi >, the last point is obtained by 

last{b) =< vi > 

and all points after Vk where k < I are cut such as 

CUt{b, Vk) =<Vi,V2,..., Vk-l > . 

Using these functions, the algorithm for ordering j points from and around a 
vertex i; on B is shown. Note that Oj{v) is a sequence of ordering j + 1 points 
such that < v,vi, . . . ,Vj > and #(A) is the number of elements in a set A. 

Algorithm 2. 

Input: A 2-complex B, a starting point v and a sequence length j + 1. 

Output: A point sequence Oj{v). 

Begin 

1. set Oj{v) =< V > -\-around(v,Vi); 

2. set i=l; 

3. while =ff{Oj{v)) < j + 1 do { 

3.1. Oj{v) = cut{Oj{v),last{Oj{v))) + 

cut{aournd{vi, last{Oj{v))),Vi^i); 

3.2. set i = i-hl; 

} 

4 . obtain Oj{v) = cut{Oj{v),Vj+i). 

end 

An example of Oj(v) is illustrated in Figured (a). Due to the cyclic property 
of every point in B, we see that the points are spirally ordered around v by using 
the outer boundary of the star of each point. 

5 Flatness Analysis of Object Surfaces 

5.1 Basic Idea of Measuring Flatness 

For the constraint B (or C) of global polyhedrization, we would like to distinguish 
between two points x and y on a ellipsoid as illustrated in Figure 0(b) so that 
a larger polygon is made around x and a smaller polygon is made around y. In 
order to distinguish these points, we need measuring the degree of flatness for 
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Fig. 4. (a) The order of points around v from vi on a 2-complex B by Algorithm |21 
The gray points are the outer boundary of _BB({r>}) (b) two points x and y on an 
ellipsoid which are expected to have the different degrees of flatness. 

each point; the degree of flatness at x is expected to be larger than that at y in 
inverse proportion to the curvatures which are geometric features in R^. 

We define the degree of flatness of a point v G Sk(B) in by using the 
planarity function of (0. Let 0(u) be a set of as many lattice points as possible 
around v in Sk(B) such that planarity{0{v)) = 1 . The degree of flatness of v 
is then given by 

flatness{v) = ^(0[v)) 

where #(A) is the number of elements in A. For obtaining 0(u), we use the 
similar algorithm to Algorithm^ In steps 3.1 and 3.2.1 of AlgorithmO], we choose 
a set ZlNPi and a new point v to ANP^, respectively. If we replace ANP^ by 
0(u) in Algorithm P it is easy to see that flatness{v) depends on the order of 
points chosen for 0(u) around v. In this paper we use Algorithm El for spirally 
ordering points which spread around v in all directions. 

5.2 Calculation of Flatness Degree 

For each point v in Sk(B), we obtain the degree of flatness by Algorithm^ Note 
that Oj{v) in the algorithm is obtained by Algorithm |2| 

Algorithm 3. 

Input: a point v G S'fc(B). 

Output: flatness{v). 

Begin 

1. set j = 2; 

2. while planarity {O j (v)) = 1 do j = j + 1; 

3. set j = j - 1; 

4-. obtain flatness{v) = 4f{Oj{v)). 

end 

Since we need at least three points for the planarity check, we set j = 2 in 
step 1. Applying Algorithm 0 we made the experiments for flatness analysis of 
two volumetric data of different objects such as a rectangular parallelepiped and 
an ellipsoid. For a rectangular parallelepiped, we obtained the volumetric data 
such that 



V = {{x, y,z)GZ^:l<x<3,l<y<4:,l<z<5} 



(4) 
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(a) 



(b) 



Fig. 5. The degrees of flatness for the boundary points on (a) a rectangular paral- 
lelepiped and (b) an ellipsoid. 





and refer the triangles to the look-up table in Figure El and obtain a 2-complex 
B from V. We then apply Algorithm 0 for each point v G S'fc(B). The number 
of points in Sk(B) is 345 and the maximum and minimum degrees of flatness 
are 19 and 3 at Vi and V 2 , respectively, as illustrated in Figured (a). Figure El 

(a) also shows the distribution of degrees of flatness on Sk(B) and we see that 
points around the centers of rectangles have larger degrees than points near the 
corners. For global polyhedrization we use these flatness degrees so that we have 
a larger naive plane piece around a point such as V 2 and a smaller piece around 
a point such as ^i. 

Similarly, for an ellipsoid, we make the volumetric data such that 

V = {(x, y, z)gZ^:{x- 7)^ + {y - + {z - 5)^ < 6^} 

and obtain a 2-complex B of the border points of V. In this case, the number 
of points in Sk(B) is 664 and the degrees of flatness at Vi and V 2 in Figure El 

(b) are 19 and 5, for example. 



6 Global Polyhedrization by Flatness Analysis 

In this section, we make use of the spiral point ordering and the results of flatness 
analysis presented in the previous sections for global polyhedrization under the 
constraints A and B. We first try the simple idea such that we choose a set 
Z\NPi for each i in step 3.1 of Algorithm Q] by using the degree of flatness. We 
thus replace steps 1 and 3.1 in Algorithm E by the following steps 1’ and 3.1’. 

1’. obtain G = ^^(B); 

3.1’. select 0(v) such that flatness{v) is the maximum among all v G G 
and set Z\NPj = 0{v); 

Note that 0(t>) is obtained as Oj(v) in step 4 of Algorithmic We also considered 
how to choose a point v in step 3.2.1 of Algorithm d In Algorithmic we keep 
the boundary of Oj(v) or zANP^ forming a simple closed curve and choose a 
new point in the counterclockwise order at the outer boundary of a boundary 
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Fig. 6. A global polyhedron constructed by using the results of flatness analysis of 
Figure 0 (a). 

point. For global polyhedrization, we also allow to choose a new point in the 
clockwise order at the outer boundary of a boundary point if we cannot find a 
new point which satisfies the planarity condition in step 3.2 of Algorithm D 
After modifying steps 3.1 and 3.2.1 in Algorithm [H as above, we made an 
experiment of global polyhedrization for a volumetric data of 0). The result is 
shown in Figure 0 The six points, Vi = (1,2,3), V 2 = (3,2,2), U 3 = (2,2,1), 
V 4 = (2,4,2), V 5 = (2,1,2), Vq = (2,2,5), whose degrees of flatness are 19, 15, 
11, 11, 9 and 9, respectively, are chosen in order for v in step 3.1’ and the six naive 
plane pieces, Z\NPi for i = 1,2 ,..., 6 are constructed. There are some points 
which are shared with several naive plane pieces as shown in Figure 0 We see 
that our global polyhedron in Figure 0 is coincident to the original polyhedron. 

7 Conclusions 

In this paper, we first gave an overview of the problems for global polyhedrization 
and focused on some of them such as how to choose an initial set or a point 
in steps 3.1 and 3.2.1 of Algorithm 0 for each naive plane piece of a global 
polyhedron. To solve the problems, we used the relation between a naive plane 
which is given by an analytical form and our boundary representation which has 
the topological structure of a 2D manifold. By using the topological structure 
of an object boundary, we defined the flatness degree for each point on the 
boundary. Finally, we used the results of the flatness analysis and improved 
Algorithm 0 to solve the problems. 
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Abstract. The paper describes an application of morphological mosaic 
interpolation based on distance function calculation to computer-aided 
animations. The existing method was extended and generalised in 
such a way that it can interpolate between any two mosaics - not 
only between two mosaics with non-empty intersection as the original 
method does. The problem for the proper generation of interpolation 
function - disappearing and moving particles, has been solved in the 
proposed method. An example of animation is also presented. It shows 
the change of the borders in Central Europe after the World War II. 

Keywords: morphological image analysis, mosaic interpolation 



1 Introduction 

This paper describes a new method of computer-aided animations which makes 
use of morphological interpolation based on distance function calculation. In- 
terpolation process consist in the creation of intermediate images between two 
given, input ones. The content of the first input {initial) image is evolving into 
the content of the second {final) one. The proposed method interpolates between 
two mosaic images consisting of clearly-defined regions marked by homogeneous 
values - their labels. Images of this kind are often created by computer graph- 
ics tools. The method makes use of the interpolation function. The existing 
method of interpolation proposed by Meyer in ^ is extended in such a way 
that it can interpolate between any two mosaics - not only between two mosaics 
with non-empty intersection as the original method does. The method analyses 
the input images in order to find the mosaic particles which are the obstacles 
for the correct generation of interpolation function - disappearing and moving 
particles. To solve the problem of disappearing particles, the input mosaics are 
modified. The moving particles are extracted and treated separately by using 
the morphological- affine interpolation. 

Section 0 describes already existing methods of morphological interpolation 
based on the interpolation function. Section 0 presents proposed generalised 
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method of mosaic interpolation. Section 0| is devoted to the application of the 
proposed method to the automated computer-aided animations. It contains an 
example of animation. Section 0 contains concluding remarks. 

2 Interpolation Function 

Morphological interpolation (PEP) is a relatively new area of mathematical 
morphology (PE!). This section recalls briefly the methods of binary and mosaic 
interpolation (P) and the morphological-affine interpolation m) ■ 



2.1 Binary Image Interpolation 

In order to generate an interpolation function in case of two sets U <Z V one 
should start with two auxiliary geodesic distances (|B|) defined on M \ C/. A 
distance from the point x &V\U io the set U is expressed by using the geodesic 
distance function di and is obtained by successive geodesic dilations of U with 
mask V. The second geodesic distance d ,2 describes the distance from point x to 
the border of V and is computed by geodesic dilations of in . The relative 
distance function is used as the interpolation function and is defined as: 

{ 0 in 

di(p)+lip) iriV\U ( 1 ) 

1 in U 

Interpolated set between U and V is obtained by tresholding of function (P 
at a given level a: 



Intu(a) = {p : inffjfp) < a} ; a G [0, 1] (2) 

In case of two sets X, Y with non-empty intersection , the interpolated set is 




Fig. 1. An example of two interpolation functions (on the left) and interpolated sets 
at various levels. 



obtained from (see also an example on fig. Q: 



Intx(a) = IntfxnY){a) U IntJxnY){1^ ~ a) ; a G [0, 1] 



(3) 
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2.2 Interpolation of Mosaic Images 



An important extension of the method of set interpolation by distance function 
has been proposed in Let A and B be the initial mosaics; {A fl B) be the 
their intersection; (AnS)^ be the set of pixels with label A on both mosaics; A\ 
and B\ be partitions with label A on mosaic A and B respectively. Similarly to 
the case of sets, the intersection of both mosaics must be non-empty which now 
means that: VA {A\ fl B\) yf 0. 

To obtain the interpolation function the geodesic distances are used. The 
interpolation of the mosaic can be split into a certain number of interpolations of 
sets. Each partition A\ contains the partition (AnB)^. To interpolate the shape 
of partition A between A\ and {Ar\B)\ the interpolation function "^^st 

be constructed. The interpolation functions for all the particles (all A) 

is obtained by the parallel computation of the auxiliary distance functions di 
and ^2 for all particles at once. The common interpolation function for all of 
the particles is denoted as: same way the second interpolation 

function: is computed. Both function are combined in order to get a 

single interpolation function: 

intA = 0.5 [intfAnB) + (1 - *?^tfAns))] = 0.5(1 -|- intfAns) ~ intfAnB)) (4) 

In order to produce an interpolated mosaic at given level a, function (0 is 
thresholded at that level: 



Int'A^B{a)[p] = Int'g^Aii ~ a)[p] 



A(p) if int^{p) < a 
B(p) if int^{p) > a 



(5) 



2.3 Morphological- AfRne Interpolation 

The main problem of binary interpolation using the interpolation function is 
the condition of non-empty intersection of input images. Therefore it cannot be 
used to interpolate between two distant objects (compact binary sets). Another 
disadvantage is that the results of morphological interpolation are sometimes 
not realistic (P|). To solve both problems the morphological-ajfine interpolation 
was proposed in m- The method allows to deform the shape of an object 
by using the morphological interpolation and to transform it using an affine 
transformation. It is applied to the interpolate between two objects P and Q. The 
method consist of three steps: moving the objects to the central, fix position using 
the affine transformations, morphological interpolation in the central position 
and the affine transformation of morphologically interpolated object to its final 
position. 

The first step of treatment is performed separately for each of both input 
objects using the following auxiliary data: the middle point of the object (for the 
object P: {xpo,ypo), and (o;qo,2/Qo) for Q), and the proper angle {pp and pq). 
The first data is used twice: for the translation to the central position {xc,yc)^ 
and as a center of the rotation. The proper angle, describes the orientation of 
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the set. There exists also the third input data, which depend on the relation 
between the sizes of both objects: the scaling coefficients Sx,Sy. All the data 
are computed automatically (EH)- The transformations which transformes the 
initial sets P and Q to its central positions are following: 



Ap = T{-xpo, -ypo) ■ R{rtp) ■ T{xc,yc) /gx 

Aq = T{-xqo, -ygo) ■ R{vq) ■ S{s^, Sy) ■ T{xc, yc) ^ 

'wh.eve T, R, S stand for translation, rotation and scaling respectively. In the 
central position the interpolation functions: intp,^Q, and int^,^Q, (where P' 
and Q' represent the transformed sets) are computed. 

The interpolation functions calculated in the previous step are thresholded 
at given level 0 < a < 1 and in such a way the morphologically interpolated set 
is obtained. In order to place the it in the final position the affine transformation 
is applied once again. This time, however, new transformation parameters are 
calculated (all of them depend on a): final middle point ( 2 :^( 0 :), 2/ j’(o:))) rotation 
angle /3(a) and scaling coefficient s^(a), s(,(a). The appropriate matrix of the 
affine transformation is following (for details - see EE|): 

Ai„t{a) = T{-xc, -yc) ■ S{s'^{a), Sy{a)) ■ R{-j3{a)) ■ T{xp{a), yp{a)) (7) 



3 Generalized Method of Mosaic Interpolation 

The method of mosaic interpolation, described in section fZ.'Zl has one impor- 
tant disadvantage. It requires non-empty intersection of both input mosaic. The 
method proposed deals also with mosaics with an empty intersection. 

If the intersection of two particles on both mosaics is empty, there exists at 
least one particle which either disappears on one of the input mosaics {disappear- 
ing particle) or which has been moved in such a way that it has no intersecting 
part on both mosaics {moving particle). Both situations results in the impossibil- 
ity of the computation of the interpolation function. Disappearing and moving 
particles are shown on the examples of mosaics on fig. El 

3.1 Disappearing Particles 

Let A and B be the input mosaics (3A : A\ fl = 0). Let A' and B' be the 
modified mosaics {A' fl B' yf 0 <t4- VA : fl yf 0) . The necessary modification 

is done in such a way that all the particles disappearing on one of the input 
mosaics was reduced to one point or to a small region and added to the second 
initial mosaic with the appropriate label. In this case the interpolation sequence 
is obtained by the interpolation between modified mosaics. The input ones are 
however added at the beginning and at the end of the sequence: 

A ; A' ; Int'^,^B'{oii) Int'^,^B,{a2) ; ... ; Int'j^,^s'{ak) ; B' ■ B (8) 

where a are the interpolation levels: 0 < ai < 02 < ... < a^ < 1. Inf is the 
symmetric interpolator defined by (0. Interpolation sequence consist, in this 
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case, of fc + 4 frames. Modified mosaics are shown on fig. Q (d) and (e), the 
distance function - on pos.(c). The reduction of disapering particles can be done 




Fig. 2. Disapearing and moving mosaic particles; (a),(b) - input mosaics, (c) - inter- 
polation function, (d),(e) - input mosaics after removal of the disapearing particles, 
(f) - moving particle. 



in two ways. The first one is based on the ultimate erosion, the second one - on 
the center of gravity. In the first case the disapearing particle (treated as a binary 
image) is eroded by using the ultimate erosion. If necessary one can additionally 
perform an additional operation of thinning with the structuring element of type 
D in order to obtain a single pixel. In the second method disapearing particles 
are reduced to their centers of gravity. In case when the center of gravity does 
not belong to the particle, the closest to the gravity center pixel belonging to 
the particle is taken. Disapearing particles are visible on mosaics presented on 
fig|2|(a) and (b); modified mosaics are shown on pos.(d),(e) respectively. 



3.2 Moving Particles 

The second case happens when the particles of the same label exist on both mo- 
saics but have an empty intersection. It means that this particle has been moved. 
The solution consist in automatic finding and removal of all the moving regions 
from the initial mosaics. Those particles are interpolated separately by using 
the morphological-affine interpolation (section [2 ..‘-ill . The initial mosaics with re- 
moved moving particles are interpolated in the traditional way (section l‘/!.‘/!l) . con- 
sidering however the disapearing particles as described previously (section 13. 1 jl . 
The interpolated set at a given level is obtained by the superposition of sepa- 
rately interpolated particles with the modified mosaic interpolated at that level. 
An example of the moving particle is given on fig. El The moving particle itself 
is shown on pos.(f). The method is divided into following 3 phases: 



Preparatory phase - ’find and remove’. During the preparatory phase the 
mosaics are modified in such a way that all the moving particles are found and 
removed. The algorithm is following {A' and B' are the input mosaics, such that 

VA : yf 0 O 0) is tru^: 



^ This means that every label must be present on both input mosaics - disappearing 
particles doesn’t exist. 
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— Calculate the set R of labels corresponding to moving regions (’Snd’ step): 

R={\: (A';, n si = 0) A {A\ / 0) A (B; 7 ^ 0)} (9) 

— Let fe := 1 

— For each X a R do: (’remove’ step) 

• Remove particle of label X from mosaic A! and store it separately in binary 
image Xk, assign temporarily label (—1) to all pixels from A' of label X; repeat 
it for the mosaic B' , storing it in the binary image Yk- 

• Let Xk be the current value of X, let k := k + 1 



Filling the empty space. After removing the moving particles the empty space 
must be filled by the labels of neighboring particles. Propagation is performed 
by using a FIFO queue. 

The algorithm (for the mosaic A') is the following: 

— For all pixels p of A! do: 

• If A'{p) — —1 and 3p' £ N{p) : A'(p') ^ —1 do Put-to-queue(p) 

— While Queue-not-empty do: 

• p ;= Get-from-queue 

• For all p' £ N{p) such that A'{p') ^ —I find the dominating label Cd (label, 
which is assigned to the majority of neighbors J3- 

• Let: A'{p) = Cd 

• For all p' £ N{p) such that A'(p') = —1 do: Put-to-queue(p’) 

where 1-pixel wide neighborhood of p is denoted by N (p) . The same algorthm 
is applied to the mosaic B' . 



Generating the interpolated mosaic. In order to obtain the interpolated 
mosaic at given level a one uses the equation The interpolated mosaic 
does not include the moving particles. They are interpolated sepa- 
rately by using the morphological-affine interpolation. The interpolated moving 
particles are then added to the final, interpolated mosaic: 



— Produce interpolated mosaic: la = Int'j^,^gi(a) 

— For i = 1 , ..., k do: 

• Generate the interpolated set Zi between Xi and Yi at level a by using the 
morphological-affine method 

• Add Zi, with label Xi to la'- 



Ic{p) 



Xi if Zi[p) = 1 
Ia(p) if Zi(p) = 0 



( 10 ) 



As a result one obtains the interpolated mosaic^ at level a. 

^ If there exist more majority labels assigned to the same number of pixels select Cd 
randomly from among them. 

® Due to the fact that in the proposed method the separately interpolated moving 
particles are superimposed to the interpolated mosaic, the problem of the order of 
superposition can occur. We leave this topic open. It seems to be not possible to 
propose the order of superposition without an additional information. 
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3.3 Generalized Method 

The generalized method considers all the remarks presented previously {A and 
B are the input mosaics: initial and final): 

— Find and remove disapearing particles on input mosaics A and B. Modify mosaics 
where necessary and store them in A' and B' . 

— Remove the moving particles from A' and B' and store them in separate images. 

— Interpolate between modified mosaics, interpolate moving particles separately and 
superimpose the results of both interpolations. 

The interpolation sequence is obtained by successive generation of interpo- 
lated mosaics for increasing values of a. 

4 Animation 

The example shows the animation presenting the change of shape of borders 
in Central Europe which took place after World War II. Initial mosaic image 
presents the shape of the borders in 1938, the final one - the shape in 1945. 
The input images are presented in figE Initial mosaic images contain moving 




Fig. 3. Input images initial (a) and final (b); interpolation (distance) function (c); 
images without moving particles (d),(e); modified final image (f). 



(inscriptions showing the years T938’ and ’1945’) and disapering (corresponding 
to the Baltic states) partitions. The input (final) image modified according to 
the rule described in section EH is shown on pos.(f) (the modification of the 
initial image was not necessary). The modification of initial mosaic consist in 
the superposition of the gravity centers of disappearing particles (indicated by 
arrows) . Some of the interpolated frames are presented on figE The numbers in 
lower-left corner shows the appropriate interpolation levels. 

5 Conclusions 

The proposed method faciliates the process of computer-aided animations. It 
allows to produce the animation sequence in an automated way. Only the ini- 
tial and final images make the input. The animation sequence is obtianed as 
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the interpolation sequence between the initial image and final one. Both images 
are mosaic ones. It means that they consist of clearly-defined regions character- 
ized by their labels. They both are prepared by the operator. The animation 
is powered by the morphological interpolation. Simple morphological mosaic in- 
terpolation can be applied in the animation area in a very restricted way. The 
condition of non-empty intersection of input mosaics is a big obstacle, which 
make impossible to apply that method for any input mosaic images. The pro- 
posed method generalises the former one - it allows to interpolate between any 
input mosaics. An example of animation proves the applicability of the pro- 




1938 



1938 



1938 



1938 



0 (Initial) 



1948 



1948 



1945 



1945 



1945 



1945 



1945 



1945 



tinal 



Fig. 4. Animation sequence. 



posed method to the presentation graphics. The animation shows the process 
of change of the borders in Central Europe beeing the result of the World War 
II. The method can be succesfully applied in a film and TV industry as well as 
in the multimedia and internet branches to produce the animation sequences in 
fast, robust and automated way. 
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Abstract. In this paper, a class of openings and closings is investigated 
using the notion of propagation criteria. The main goal in studying 
these transformations consists in eliminating some inconveniences of 
the morphological opening (closing) and the opening (closing) by 
reconstruction. The idea in building these new openings and closings 
comes from the notions of morphological filters by recontruction and 
levelings. Morphological filters by reconstruction extract, from an image, 
the connected components that are marked. The reconstruction process 
of the input image is achieved using geodesic dilation (or erosion) until 
stability. However, since thin connections exist, these filters reconstructs 
too much and sometimes it is impossible to eliminate some undesirable 
regions. Because of this inconvenience, propagation criteria must be 
introduced. 

Keywords: mathematical morphology, propagation criteria 



1 Introduction 

Morphological filtering is one of the most interesting subjects of research in 
mathematical morphology (MM). The basic morphological filters are the mor- 
phological opening and the morphological closing. These filters present several 
inconveniences. In general, if the undesirable features are eliminated, the remain- 
ing structures will be changed. Recently, filters by reconstruction have become 
powerful tools that enable us to eliminate undesirable features without affect- 
ing desirable ones. These transformations by reconstruction, that form a class 
of connected filters, involve not only opening and closing, but also alternated 
filters, alternating sequential filters, and even new transformations called level- 
ings (see Meyer P). In particular, the morphological connected filters have been 
studied and characterized in the binary case (see Serra and Salambier |2| , Crespo 
et al. PI, Serra P) among others). Filters by reconstruction are built by means 
of a reference image and a marker image included in the reference (see Vincent 
p]). The marker image grows by iterative geodesic operations while staying al- 
ways inside the reference image. This can be seen as a propagation process. The 
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propagation in space is a common term in various fields of physics. In MM, the 
propagation algorithms are based on the geodesic dilation. The geodesic dilation 
allows the definition of a mapping that transforms a point of the geodesic space 
into another point. Thus, the marker points can be transformed by geodesic di- 
lations. The transformed points are situated at a geodesic distance given by the 
size of the geodesic dilation. In this work, we will use the notion of propagation 
by using some criteria that restrict the propagation to some region of the mask. 

Due to the interesting characteristics of filters by reconstruction, another 
approach for characterizing connected filters was presented by Meyer By 

defining monotone planings and flattenings and by combining both notions, the 
levelings have been introduced. In the present work, the concept of leveling is 
used to build a new opening (closing) that enables us to avoid the inconveniences 
of the morphological opening (closing) and the opening (closing) by reconstruc- 
tion. While the morphological opening modifies the remaining structures, the 
opening by reconstruction sometimes reconstructs undesirable regions. This pa- 
per is organized as follows. In section 2, the concepts of filters by reconstruction 
and levelings are presented. In section 3, we modify some criteria for constructing 
levelings in order to study two operators from a propagation point of view. An 
opening and a closing are proposed in this section. In section 4, an application 
that illustrates the interest of these transformations is presented. 



2 Some Basic Concepts of Morphological Filtering 

2.1 Basic Notions of Morphological Filtering 

The basic morphological filters are the morphological opening 7^3 and the mor- 
phological closing with a given structuring element ; where, in this work, B 
is an elementary structuring element (3x3 pixels) that contains its origin. B is 
the transposed set {B = {—x : x G B}) and /i is an homothetic parameter. The 
morphological opening and closing are given, respectively, by: 



and (p^B{f){x) = ( 1 ) 

where the morphological erosion and dilation are expressed by: 

ef,Bif){x) = A{f{y) : y G nB^} and Sf,Bif){x) = V{f{y) : y G fiB^} 

A is the inf operator and V is the sup operator. In the following, we will avoid 
the elementary structuring element B. The expressions 7 ^i, 7 ^_B sxe equivalent 
(i.e. 7 ^ = ■jfj^B ). When the homothetic parameter is /i = 1, the structuring 
element B will also be avoided (i.e. 6b = 6). When /r = 0, the structuring 
element is a set made up of one point (the origin) . 
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2.2 Opening (Closing) by Reconstruction and Levelings 

Geodesic transformations are used to build the reconstruction transformations. 
In the binary case, the geodesic dilation of size 1 of a set Y inside the set 
X is defined as Sx(Y) = S{Y) n X. To build a geodesic dilation of size m, 
the geodesic dilation of size 1 is iterated m times. Similarly, a geodesic ero- 
sion ex(Y) is computed by iterating m times the geodesic erosion of size 1: 
ex{Y) = e{Y) U X. When filters by reconstruction are built, the geodesic trans- 
formations are iterated until idempotence is reached (see Vincent |^). Recon- 
struction transformations are frequently presented using the notion of geodesic 
distance. Given a set X (the mask), the geodesic distance between two pixels 
X and y inside X {dx{x,y)) is the length of the shortest paths joining x and 
y which are included in X. The geodesic dilation of size m > 0 of V within X 
{Y C X) is the set of pixels of X whose distance to Y is smaller or equal to 
m\ Sx(Y) = {x G X : dx{x,y) < m}. As expressed above, the growing process 
by geodesic dilations can be seen as a propagation process. In MM, the propa- 
gation in Euclidean space has been defined by means of dilations. The dilation 
is used to define a mapping that transforms a point x into another point y in 
the space. The boundaries of i5m({a:}) describe an isotropic propagation. Simi- 
larly, the geodesic dilations can be used to define a propagation in a geodesic 
space. In this case, the propagation coming from a marker stays always inside 
the reference (mask). The set formed by the points {x G X : dx{x,Y) = m} is 
the propagation front, while the set of points {x G X ■. dx{x,Y) < m} is com- 
posed by the regions reached by the propagation under successive iterations of 
the geodesic dilation of size 1 until m. The reconstruction transformation in the 
gray-level case is a direct extension of the binary one. In this case, the geodesic 
dilation Sj{g) (resp. the geodesic erosion £j(g)) with g < f (resp. g > f) of 
size 1 given by: Sj{g) = f /\ 5 nig) (resp. e}(ff) = / V £3(3)) is iterated until 
idempotence. When the function g is equal to the erosion or the dilation of the 
original function, we obtain the opening and the closing by reconstruction: 

>(/) = lim <5 /(£a(/)) = lim s]{Sx{f)) (2) 

The interesting filtering characteristics of filters by reconstruction, motivate 
the characterization by means of levelings (see Meyer |S| ) . In this work, we study 
the lower and upper levelings, defined below. 

Definition 1. A function g is a lower-leveling (resp. upper -leveling) of a func- 
tion f if and only if\/{p,q) neighbors: g{p) > g{q) g{q) > f{q) (resp. 

g{p) > 5(9) ^ g{p) < f lp) ) 

In particular, the opening and the closing by reconstruction are lower and 
upper levelings, respectively. The criteria for building lower and upper levelings 
are: 

Criterion 1 A function g is a lower-leveling (resp. an upper-leveling) of a func- 
tion f if and only if: [g > f A i5(g)] (resp. [5 < / V e{g)] ). 
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Principally, we will focus on the criteria for building extended lower and 
upper levelings given by: 

Criterion 2 A function g is a lower-leveling (resp. an upper-leveling) of a func- 
tion f if and only if: [5 > / A (g V 7A<5(ff))] (resp. [5 < / V (5 A p\e{g))] ) 



3 Reconstruction Transformations Using Propagation 
Criteria 

The main drawbacks of the morphological opening (closing) and the opening 
(closing) by reconstruction were described above. Remember that with the open- 
ing by reconstruction the elimination of some structures can not be achieved, 
because the propagation process reconstructs all connected regions. The goal in 
this section is to introduce an opening (and a closing) that enables us to obtain 
intermediate results between the morphological opening (closing) and the open- 
ing (closing) by reconstruction. The process to build these new transformations 
involves the use of a reference image and a marker image as in the reconstruc- 
tion case. Thus, a propagation process of the marker using geodesic dilation (or 
geodesic erosion) is used, but a propagation criterion is taken into account. We 
only present the case of the new opening, but a similar procedure can be made 
for the closing. 



3.1 Opening (Closing) by Reconstruction Using a Propagation 
Criterion 

By applying criterion (1) it is possible to say that g is an opening by recon- 
struction of a function / if and only ii g = f A 6{g). In fact, an opening by 
reconstruction is obtained by iterating, / A S{g) with g = s^{f), until stability 
(the geodesic dilation ). Now, let us analyze criterion (2). As for the opening by 
reconstruction, we will iterate the relationship f A {g W 'y\S{g)) until stability. 
However, this expression will be simplified by some condition imposed to the 
function g (similar for / V (g A (p\e{g))). We will see, that the opening 7 ^ will 
play a main role, by restricting the propagation process to some regions of the 
reference image. Let / and g be the reference and the marker images, respec- 
tively. The following inequality can be established Vg: 7A<5(g) < S{g), but nothing 
can be expressed for 'yxS(g) and g. Only, for A = 0, the following relationship is 
verified: g < jxSig) = (5(g). 

For A > 1, even if the inequality 7A<5(g) < <5(g) (due to the anti-extensivity 
of 7 a) is satisfied, the equation g < 7 A(i 5 (g)) is not necessarily true. Moreover, 
it would be interesting to know how the propagation of successive iterations of 
7A<5(g) is when compared to the successive iterations of 5(g). To better under- 
stand the behavior of the 7v5(g), let us give some conditions for the marker 
image g. First, an opening by reconstruction can be obtained using a marker 
image given by the erosion or the morphological opening. This means: 
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7m(/)= (£m(/))= (7m(/)) 

^ V' " " V " 

Until stability Until stability 

On the other hand, the morphological opening satisfies the following prop- 
erty: for all Ai, A 2 with Ai < A 2 , S\^{g) = By applying these 

properties to jxS{g) with g = 7 ^(/), we get for all A < ^ -I- 1: 

l\Hg) = 7 a ^( 7 m (/)) = 

and 7 ^(/) < 7a<5(7m(/)) = 

Thus, the term g V 'y\6{g) of / A ((/ V 7 A'^(ff)) is simplified to: 'y\6{g) and 
we will work with: u>\ ^{g) = / A j\6{g) and a\ j{g) = / V ip\e{g), with the 
conditions g = 7 /^(/) for ui\ f{g) and g = ^p^{f) for a\ f{g)- Specifically, the 
equation expresses that when the marker image is given 

by <7 = 7 /i(/) for A < /X -I- 1, the propagation process of successive iterations of 
'j\S{g) is similar to that generated by the succesive iterations of 6{g) and we 
have g < However, this propagation process changes when 

the reference image / is used. The role of the propagation criterion given by 7 a 
can be observed by iterating the operator oj\ ^{g) until stability is reached, i.e.: 

lim wl j{g) = w\ fwl f ■ ■ ■ uj\ f{g) 

Until stability 

A dual transformation is obtained by using a\ f{g)- Then, when the reference 
image modifies the propagation process of succesive iterations of "fxS^g), the 
opening takes the role of a propagation criterion by restricting the propagation 
to some regions of the reference image. Figure 1 illustrates the criterion fA^\S{g) 
seen as a propagation process. In Fig. 1(a), the marker g, in gray color, is an 
invariant of the morphological opening 7 ^ for g, = 14, and in black color, we have 
six particles that play the role of obstacles to the propagation process coming 
from the marker into the reference image, in white. As expressed in section 2, the 
geodesic dilation of size m is the set of points whose distance to the marker set is 
less than or equal to m. Then, the image in Fig. 1(b) illustrates the propagation 
process seen as a distance function of succesive iterations of / A S{g). To better 
illustrate the propagation, the gray level of the pixels of the distance function 
was multiplied by 5 and the module 255 was computed. The same procedure 
was computed for the propagation process using / A j\S{g) with A = 6 and 13, 
respectively, (see Figs. 1(c) and 1(d)). 

Proposition 1. Let 7 ^ and he the morphological opening and closing of 
parameter g, respectively. The transformations given by the following relations 

IxAf) = bm w)(/(7^(/)) T\Af) = bm a”j((p^(/)) 

are an opening and a closing of size g with A < g + 1, respectively. Where 
Aj = f ^ 7a<5 and a\ j = / V px£- 
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It is interesting to observe that there exits an inclusion relation between the 
three openings 7 ^, 7 a, ^ and 7 ^: 7 ^(/) < 7a, m(/) < 7m(/) A < + 1. In 

fact, the main goal in this study is to obtain intermediate results between 7 ^ 
and 7 ^, to reduce the problems of the morphological opening and the opening by 
reconstruction. Now, let us use the expression ^ = / A Sj\ instead of ^ = 
/A 7 a ( 5 to define an opening (and a closing) as the one given by proposition ( 1 ). 
It is possible to show that the propagation process of the successive iterations of 
using g = 7 ^x(/), is similar to that of 7 \S(g). Since 7a7m(/) = 7m7a(/) = 
7 /x(/) VA < /r; we have Sj),(g) = = 5(7/x(/)), VA < /i. Thus, the 

propagations are similar with the conditions VA < /i for 6 j\{g) and VA < /r + 1 
for j\ 6 {g). However, by iterating both expressions u)\ j:{g) = / A 6 j\{g) and 
u>\ f{g) = / A 7 \ 6 {g) until stability, different output images are obtained. The 
interest of the use of expression uj\_^{g) = / A 7 \S{g) is illustrated in section 4. 




Fig. 1. Propagation process seen as a distance function 



4 Magnetic Resonance Imaging (MRI) 

In order to show the interest of the opening by reconstruction with a propaga- 
tion criterion, we applied it to perform the segmentation of magnetic resonance 
imaging (MRI) of brain. MRI is characterized for its high soft tissue contrast 
and high spatial resolution. These two properties make MRI one of the most im- 
portant and useful imaging modalities in diagnosing brain related pathologies. 
These transformations are applied in a 2-dimensional case (2-D). The purpose 
of this procedure was to segment, as accurately as possible, the skull and the 
brain, as well as the background. Figures 2(a) to 2(i) illustrate the procedure. 
To eliminate the skull from the image in Fig. 2(a), an opening by reconstruction 
7 ^ of size 12 was applied (Fig. 2(b)). In this stage, the skull gray-level is atten- 
uated and a simple threshold enables us to obtain the brain shown in Fig. 2(c). 
Now, by applying the same procedure using the opening 7 a, with /i = 12 and 
A = 4 to the image in Fig. 2(a), a similar result has been obtained in Fig. 2(e) 
by thresholding the image in Fig. 2(d). However, because in some 2-D images 
thin connections exist between skull and brain, in some cases, it is impossible 
to separate both regions as it is illustrated in Fig. 2(g). Using the opening by 
reconstruction, the operator processes the skull and the brain on the image in 
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(a) (b) (c) 




0) (k) (1) 



Fig. 2. (a) and (b) Original image and its opening 7,j, (c) Brain detection from image 
in (b), (d) Opening 7 a, ^ of image in (a), (e) Brain detection using image in (d), (f) 
Original image, (g) and (h) Openings 7^ and 7 a, ^ of image in (f), (i) Brain detection 
using image in (h), (j) Original image, (k) and ( 1 ) Openings 7 a, using / A ^7 a and 
/ A 7 a< 5 , respectively 

Fig. 2(f) as a single object and this operator reconstructs ’’too much”. By apply- 
ing 7 a, p to image in Fig.2(f) this drawback is eliminated. Figure 2(h) illustrates 
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the transformation with /r = 12 and A = 4. In this case, it is possible to separate 
the brain from the skull without considerably affecting the structure of the brain 
(Fig.2(i)). The transformation has been successfully tested with fifteen MR 
2-D images. This set of experiments have especially shown a robust behavior to 
eliminate the skull. A slight difficulty has been found in a few cases when the 
size of the brain (2-D images) is smaller than the skull. A 3-D approach will 
overcome this problem. Finally, let us illustrate the use of expression / A jxS{g) 
to build the opening 7 ^,^ instead of f A5j\{g). Figure 2(j) shows a binary image, 
while Figs. 2(k) and 2(1) illustrate the openings 7 ^,^ with g = 7 and A = 3, using 
expressions f A 5^ \{g) and f A ^\5{g), respectively. Notice that when expression 
/ A 'y\6{g) is used, the small holes do not affect considerably the propagation 
process. Intuitively, since at each iteration of / A 'j\6{g), a dilation is applied 
to g before the opening some small holes are filled during the propagation 
process, before the opening restricts this propagation. 

5 Conclusion 

In the present work, a study of a class of transformations called extended lower 
and upper levelings has been made. Here, this class of levelings has been studied 
to build new openings and closings. We have shown that these openings and clos- 
ings with propagation criteria enable us to obtain intermediate results between 
the morphological openings (closings) and the openings (closings) by reconstruc- 
tion. The opening and closing with propagation criteria do not reconstruct some 
connected components linked by thin connections as is the case of the opening 
and closing by reconstruction. 
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Abstract. In this work we propose an algorithm for segmentation of 
the text and non-text parts of document image using multiscale feature 
vectors. We assume that the text and non-text parts have different 
textural properties. M-band wavelets are used as the feature extractors 
and the features give measures of local energies at different scales and 
orientations around each pixel of the M x M bandpass channel outputs. 
The resulting multiscale feature vectors are classified by an unsupervised 
clustering algorithm to achieve the required segmentation, assuming no 
a priori information regarding the font size, scanning resolution, type 
layout etc. of the document. 

Keywords: multiscale segmentation, document analysis 



1 Introduction 

In the present world, the advances in communication and information technol- 
ogy, have made it an imperative need for automated processing and reading of 
documents. Recently use of papers for printed materials like newspaper, books 
and other documents have been on the rise, so it has become a necessity to 
digitize documents. Since digitized documents have obvious advantages in terms 
of storage and transmission as well as archiving, searching, retrieval and updat- 
ing, research in the area of document image analysis has become an important 
issue to many researchers. For easy access of paper documents electronically, 
it requires efficient extraction of information from the documents. An effective 
representation of these images is to separate out the text from the non-text parts 
and store the text as ASCII (character) set and the non-text parts as bit maps. 

Several useful techniques for text and non-text segmentation are given in • 
The most popular amongst these being the bottom-up and top-down approaches 
|E] [^. Bottom-up techniques which use connected component aggregation |2] 
iteratively group together components of the same type starting from the pixel 
level and form higher level descriptions of the printed regions of the document 
(words, text lines, paragraphs etc.) 0. Top-down approaches first split the doc- 
ument into blocks which are then identified and subdivided appropriately, in 
terms of columns first and then split them into paragraphs, text lines and may 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. ."jin- FTTI 2001. 

@ Springer- Verlag Berlin Heidelberg 2001 



Multiscale Segmentation of Document Images Using M-Band Wavelets 511 



be words also 0. Some assume these blocks to be only rectangular. The top- 
down methods are not suitable for skewed texts as these methods are restricted 
to rectangular blocks. Whereas the bottom-up methods are sensitive to char- 
acter size, scanning resolution, inter-line and inter-character spacings. Several 
other approaches use the contours of the white space to delineate the text and 
non-text regions [3- These methods can only be applied to low noise document 
images which are highly structured, that is all objects are separated by white 
background and objects do not touch each other. 

Each of the above methods relies to an extent on a priori knowledge about 
the rectangularity of major blocks, consistency in horizontal and vertical spac- 
ings, independence of text, graphic and image blocks and/or assumptions about 
textual and graphical attributes like font size, text line orientation etc. So these 
methods can not work in a generic environment. 

It is desirable to have segmentation techniques which do not require any a 
priori knowledge about the content and attributes of the document image or 
rather any such knowledge might not be available, in some applications. Jain 
and Bhattacharjee’s 0 method has been able to overcome these restrictions 
and does not require an a priori knowledge of the document to be processed. 
In this work the document segmentation has been achieved by a texture seg- 
mentation scheme using Gabor wavelets as the feature extractors. One major 
drawback of this approach is that the use of Gabor filter makes it computation- 
ally very inefficient. Their scheme uses a subset of twenty fixed multi-channel 
Gabor filters consisting of four orientations and five spatial frequencies, as input 
features for the classifier. Randen and Hus(/y jH| proposed a method using crit- 
ically sampled infinite impulse response (HR) quadrature mirror filter (QMF) 
banks for extracting features and thus saving a considerable computational time 
than that required in |7j . But both the aforementioned methods do not take into 
consideration the possibility of overlapped/mixed classes. Etemad et. al P have 
developed an algorithm for document segmentation based on document texture 
using multiscale feature vectors and fuzzy local decision information. 

In the present work the underlying assumption of our approach is that the 
text and non-text parts are considered as two different textured regions. A com- 
posite texture can be discriminated if it is possible to obtain information about 
the texture signal energies. The basic idea is to decompose the composite image 
into different frequency bands at different scales. We conjecture that a decom- 
position scheme yielding a large number of sub bands would definitely improve 
segmentation results. 

One of the drawbacks of standard wavelets (M = 2) is that they are not 
suitable for the analysis of high frequency signals with relatively narrow band- 
width. So the main motivation of the present work is to use the decomposition 
scheme based on M-band wavelets (where M > 2), which yield improved seg- 
mentation accuracies. Unlike the standard wavelet decomposition which gives a 
logarithmic frequency resolution, the M-band decomposition gives a mixture of 
a logarithmic and linear frequency resolution. Further, as an additional advan- 
tage, M-band wavelet decompositions yield a large number of subbands which 
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are required for good quality segmentation. The M-band wavelet transform per- 
forms a multiscale, multidirectional filtering of the images. It is a tool to view 
any signal at different scales and decomposes a signal by projecting it onto a 
family of functions generated from a single wavelet basis via its dilations and 
translations. Various combinations of the M-band wavelet filter decompose the 
image at different scales and orientations in the frequency plane. The filter ex- 
tracts local frequencies of the image which in essence gives a measure of local 
energies of the image over small windows around each pixel. These energies are 
characteristics of a texture and give the features required for classification of the 
various textured regions in an image. 

Some of the common difficulties that occur in documents are, 

-k Text regions touching or overlapping with non-text regions. 

-k Combinations of varying text and background gray level. 
k Page skew and text regions with different orientations. 

We develop a texture based document image segmentation which takes care 
of all the above observations. 

In section El we describe the general texture segmentation setup, and in 
section El we present the results of our experiment on different images under 
varying conditions. 

2 Multiscale Representation 

2.1 Feature Extraction 

The basic system set up of our feature extraction scheme consists of a filter fol- 
lowed by local energy estimator and a smoothing filter. The filter bank in essence 
is a set of bandpass filters with frequency and orientation selective properties. In 
the filtering stage we make use of an eight-tap, four-band, orthogonal and linear 
phase wavelet transform following cni, to decompose the textured images into 
M X M (4 X 4) channels, corresponding to different direction and scales. 

The 1-D M-band wavelet filters, are ipi, and Hi are the corresponding trans- 
fer functions, for i=l,2,3,4 with M=4. We extend the decomposition to the 2-D 
case by successively applying the 1-D M-band filters in a separable manner in 
the horizontal and vertical directions without downsampling and is denoted by 
ijjij for i, j = 1, • • • ,4. The decomposition into 4x4 (=16) channels (resolution 
cells) is given in fig. El. and the resolution cell is achieved via the filter 
Hij = il^ijipij, fy and fx correspond to the horizontal and vertical frequencies 
respectively. The objective of the wavelet filtering is to find out the detectable 
discontinuities (edges) that exist within the image. Note that the spectral re- 
sponse to edges of an image is strongest in direction perpendicular to the edge, 
while it decreases as the look direction of the filter approaches that of the edge. 
Therefore we can perform edge detection by using 2-D filtering of the image as, 
wh : horizontal edges obtained by highpass filtering (HPF) on columns and 
lowpass filtering (LPF) on rows. 

wv : vertical edges obtained by LPF on columns and HPF on rows. 
wd : diagonal edges obtained by HPF on columns and LPF on rows. 
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Likewise whd (horizontal diagonal) and wvd (vertical diagonal) edges can be 
detected. 

The frequency response of a typical edge detection filter covers a sector in 
the 2-D spatial frequency domain and all frequencies . Based on this concept 
and several wavelet decomposition filters are designed which are given by the 
summations where Reg denotes the frequency sector of a certain 

direction and scale. Since the filter system we are using is orthogonal and has 
perfect reconstruction, quadrature mirror filter (PR-QMF) structure, that is 
= Ij the resulting filters treat all frequencies in each scale- 
space cell as equally possible. The number of channels and, therefore the number 
of possible filter combinations depend on the value of M. The wavelet filters de- 
noted by J^Reg different directions with increasing scales can be designed 

as follows, 

— Horizontal direction filter: 



filtfiorl — Ri2 

filthor2 = Hi2 -I- i ?13 

filthor 3 = H\2 -I- i ?13 -I- H\4 + H24 



— Vertical direction filter: 

filtyerl ~ ^21 
filtver2 = H21 + H31 

f 'iRyerS — H21 + i? 3 l -|- H41 + H42 



Similarly, decomposition filters corresponding to diagonal (filtdiagj), horizontal 
diagonal (filthdtagj) and vertical diagonal (filtydiagj), (where j= 1,2,3) direc- 
tions can be derived. These filter outputs basically give a measure of signal ener- 
gies at different directions and scales. Frequency response of the decomposition 
filters are shown in fig. 
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Fig. 1. (a)Frequency bands (b) Frequency response corresponding to decomposition 
filters 
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The next step is to estimate the energy of the filter responses in a local 
region around each pixel. The local energy estimate is utilized for the purpose of 
identifying areas in each channel where the bandpass frequency components are 
strong resulting in a high energy value and the areas where it is weak into a low 
energy value. We compute the standard deviation in small overlapping windows 
W X W around each pixel, which gives a measure of local energy. The nonlinear 
transform is succeeded by a Gaussian low pass (smoothing) filter. Formally, the 
feature image fk(i,j) corresponding to filtered image hk{i,j) is given by, 

fk{x,y) = -^ \^{hk{a,b))\ ( 1 ) 

{a,b)^Gij 



where iF(-) is the nonlinear function and Gij is a G x G window centered at pixel 
with coordinates (i,j)- 

The size G of the smoothing or the averaging window in equation m is an im- 
portant parameter. More reliable measurement of texture feature calls for larger 
window sizes. On the other hand, more accurate localization of region bound- 
aries calls for smaller windows. This is because averaging blurs the boundaries 
between textured regions. Another important aspect is that, Gaussian weighted 
windows are naturally preferable over unweighted windows, because, the former 
are likely to result in more accurate localization of texture boundaries. The im- 
ages resulting from these operations are the feature maps Fk{i,j) at different 
scales. 

2.2 Unsupervised Classifier 

Having obtained the feature images, the main task is to integrate these feature 
images to produce a segmentation. We define a scale - space signature as the 
vector of features at different scales taken at a single pixel in an image. 

Segmentation algorithms accept as input a set of features and put a consistent 
labeling for each pixel. Fundamentally this can be considered a multidimensional 
data clustering problem, in this case it is a two class problem. One goal with 
our approach is to make a segmentation scheme independent of the font size 
or type layout, orientation and scanning resolution of the document, thus we 
need an unsupervised classifier. In this work we have used a traditional K-means 
clustering algorithm. 

3 Experimental Results 

We have applied our texture segmentation algorithm to several document images, 
in order to demonstrate the performance of our algorithm. These documents are 
scanned from parts of pages of the “Times of India” (TOI) issues in November 
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1999 and from pages of “Hindustan Times” issues in Febrary 2001. 

Out of the total 16 features possible in our decomposition scheme we have 
experimentally found that only 5 features are sufficient for the required segmen- 
tation. The number of features could even be reduced without any perceptible 
degradation of our results. 

Fig. EJi.i shows part of a page in TOI, and the successful two-class segmen- 
tation of the image. Fig. |2|3.i also shows the same image fig. EK-i oriented by 
an angle 55*^ and the output after image segmentation using simple histogram 
thresholding are shown in figures Et.ii and Eb.ii. Fig. Et.i shows a portion of 
TOI skewed by an angle 15*^ and the corresponding output after image segmen- 
tation using simple histogram thresholding is given in fig. H:.ii. 

Figures. Et..i and Et>.i shows two other test images which have highly un- 
structured data. In fig. Eti.i, the text regions overlap with non-text regions, 
combinations of varying text and background gray level and text regions have 
different orientations and widely varying font size. The two class segmentation 
is given in fig. Et-ii and fig. ^.iii shows the text portion which is segmented 
out. While in fig. Eb.i the text portions are skewed and also have different ori- 
entations as well as gray values and have different font sizes. The corresponding 
two class and text segmentation results are shown in fig. Eb-ii and fig. Eb-iii 
respectively. 

From the segmented results that we have obtained we can readily infer that 
our algorithm is capable of delineating the text and the non-text regions quite 
appreciably, while the computation is very simple and feature dimensionality is 
also greatly reduced. Since our technique uses overcomplete representation of 
the image meaning we have decomposed the image without downsampling, we 
get more or less accurate edge localization. 

Throughout the experiment our effort has been to segment out the text part 
from the graphics part as accurately as possible. To compare our method with 
other methods we have used the same data that has been used by Randen and 
Hos(/)y |B| (fig. E|) . Using our algorithm we find that although some of the graphics 
part of fig0are misclassified as text data, we on the contrary get excellent results 
as far as text identification is concerned. The headings of two different font sizes 
could not be identified very accurately by Randen ’s method 0, but have been 
possible by our method. 

4 Conclusion 

It is very important to separate out the text part from the graphics part in pa- 
per documents, since it is very difficult to store or retrieve the whole digitized 
document even if it is in compressed form. Because if graphics are present in a 
data it is stored in a bit map representation and it is practically impossible to 
search text data in a bit map file. 

In this paper we have presented a new technique for document segmentation 
using M-band wavelet filters. The decomposition gives a multiscale, multidirec- 
tional representation of the image and yields a large number of subbands, which 
ensures good quality segmentation of the images. In contrast to most traditional 
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Fig. 2. a.i) Test image b.i) Image rotated by 55° c.i) Image skewed by an angle 15' 
a.ii) b.ii) and c.ii) segmented results 






Fig. 3. a.i -b.i) Test images a.ii- b.ii) two class segmentation a.iii-b.iii) segmented 
result of the documents 
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(a) (b) (c) 



Fig. 4. (a) Test image used in |H| and segmentation of the image using (b) our algo- 
rithm (c) Randen and Hust/iy 

methods for text-graphics segmentation we do not assume any a priori knowl- 
edge about the font size, column layout, orientation etc. of the input. That is our 
approach is purely unsupervised. Also it is to be noted that we have not done 
any post processing over the segmented images while simple post processing op- 
erations like median filtering or morphological dilations would have definitely 
improved the results. 
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Abstract. This papel3 discusses the problem of how to approximate 
the length of a parametric curve 7 : [0,T] — >■ IR" from points qi = 
where the parameters ti are not given. Of course, it is necessary to make 
some assumptions about the distribution of the ti: in the present paper 
£-uniformity. Our theoretical result concerns an algorithm which uses 
piecewise-quadratic interpolants. Experiments are conducted to show 
that our theoretical estimates are sharp, and that the assumption of 
e-uniformity is needed. This work may be of interest in computer graph- 
ics, approximation and complexity theory, digital and computational 
geometry, and digital image processing. 

Keywords: discrete curves, quadratic interpolants, length estimation 



1 Introduction 

In this paper we present a simple algorithm for estimating the length of a smooth 
regular parametric curve 7 : [0, T] — ^ IR" (where 0 < T < 00) from m + 1-tuples 
Q = (go, gi, • ■ • 7 gm) of points on the curve qi = The U are not assumed to 
be given, but some assumptions are needed to make our problem solvable. For 
example, if none of the parameter values lie in (0, the task is intractable. 
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In the present paper we assume that the ti are chosen in a fashion that is 
e-uniform, in the sense of the following definition. 



Definition 1. For £ > 0, sampling is said to be e-uniform when there is a 
reparameterization 4> : [0,T] — >■ [0,T] of class (where k>l), and constants 
0 < Ki < Ku such that, for any m>l, ordered samples of size m+ 1 satisfy 



Ki 

^l+E 



, AT 

< < 
m 



K„, 



m 



l+e 



(we may also write U = </>(^) + 0(;;pqrF)/ 



Note that £-uniform sampling arises from two types of perturbations of uni- 
form sampling: first via a diffeomorphism (f : [0,T] — >■ [0,T] combined subse- 
quently with added extra distortion term 0( ^i+e )■ In particular, for (j> = id 
and £ = 0 (£ = 1) the perturabtion is linear i.e. of uniform sampling order 
(quadratic), which constitutes asymptotically a big (small) distortion of uniform 
partition of [0,T]. For curves sampled in an £-uniform way it is straightforward 
to achieve 0{-^) accuracy for length estimates, using piecewise-linear interpo- 
lation through the given qi (see m and CHI). 

In the special case where the ti are chosen perfectly uniformly and 7 € 
for r > 1 integer, it is also possible to achieve at least 0{ ^(+1 )-accurate length 
estimates, using piecewise-polynomial interpolants of degree r (see |15|1. In the 
present paper we show that rather similar techniques can be used, at least for 
r = 2, with £-uniform samplings, where £ > 0 (the case £ = 0 is the subject of 
m, where a more sophisticated algorithm is used) . 

There are other possible applications outside the scope of computer graphics 
and approximation theory. A recent surge of research within digital geometry and 
digital image processing (see e.g. |T3) constitutes further potential applications. 
In fact there is some analogous work for estimating lengths of digitized curves; 
indeed the analysis of digitized curves in is one of the most intensively studied 
subjects in image data analysis. A digitized curve is the result of a process (such 
as contour tracing, 2D skeleton extraction, or 2D thinning) which maps a curve- 
like object (such as the boundary of a region) onto a computer-representable 
curve. An analytical description of 7 : [0, T] — >■ IR^ is not given, and numerical 
measurements of points on 7 are corrupted by a process of digitization: 7 is 
digitized within an orthogonal grid of points (^, ^), where i,j are permitted 
to range over integer values, and m is a fixed positive integer called the grid 
resolution. Depending on the digitization model 0, 7 is mapped onto a digital 
curve and approximated by a polygon 7^ whose length is an estimator for ^(7) . 
Approximating polygons based on local configurations of digital curves do 
not ensure multigrid length convergence, but global approximation techniques 
yield linearly convergent estimates, namely 

d{l) - d(jm) = 0 ( — ) 
m 



UK, m or [20j . Recently, experimentally based results reported in |3 and cm 
confirm a similar rate of convergence for 7 C IR^. In the special case of discrete 
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straight line segments in a stronger result is proved; see e.g. 0, where a 
superlinear convergence, i.e. of asymptotic length estimation accuracy 

is established. 

In Theorem m of this paper convergence is when 0 < £ < 1. For 

these results Q arises from £-uniform sampling as opposed to digitization. So 
strict comparisons cannot yet be made. 

Related work can also be found in 121, m, □, Q, cni, m, and m 
There is also some interesting work on complexity |S|, ^], |22|, and m- 



2 Sampling 



We are going to consider different ways of forming ordered samples 



0 — to <. ti < t2 <.■■■ <■ tm — T 



of variable size m + 1 from a given interval [0,T]. The simplest procedure is 
uniform sampling, where U = ^. Uniform sampling is not invariant with respect 
to reparameterizations, namely order-preserving diffeomorphisms (f : [0,5'] — >■ 
[0,T], where fc > 1. A small perturbation of uniform sampling is no longer 
uniform, but may approach uniformity in some asymptotic sense, at least after 
some suitable reparameterization. More precisely, we consider here £-uniform 
samplings which are defined accordingly by Definition ^ 

Note that (j), Ki and appearing in Definition ^ are chosen independently 
of m > 1, and that e-uniformity implies 5-uniformity, for all 0 < 5 < e. Uniform 
sampling is e-uniform for any e > 0. Indeed, setting (f = id and constant K 
appearing in the expression 0(I/m^“''^) to zero fulfills the claim. At the other 
extreme there are examples where sampling increments ti — ti-i are neither large 
nor small, considering m, and yet sampling is not e-uniform for any e > 0: 

Example 1. Set ^ or according as i is even or odd. Then sampling is 

not e-uniform for any e > 0. However it is more-or-less uniform, i.e. there are 
constants 0 < Ki < such that 



m 



Ku 

<U- < — , 

m 



( 1 ) 



for all 1 < i < m and all m > 1, where here Ki = ^ and 

To see that this sampling is not e-uniform for e > 0 assume the opposite. 
Then, for some at least class (p : [0,T] — [0,T] we have 



ti+l ti — 



T 

2m 







o{- 



-) l + £ 



), 



(2) 



ti+2 ~ ti-^-^ — 



i+1 



3T 

2m 



{i + 2)T 



(*+l)T 



0 (- 



1 1+£ 



)• 



Furthermore, by the Mean Value Theorem, 
T 1 



2m 



0{- 



1 1+£ 



) and = 

2m m m 



1+e 



), 



( 3 ) 

( 4 ) 
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ing m we have 



^ <^'(0) and ^ 0'(O) . 



On the other hand by 0 the following holds 

^ 1/2 and ^ 3/2 . 



A contradiction. This proof clearly fails at £ = 0, for which in fact we deal with 
0-uniform sampling. Formula C® is an immediate consequence of (0 and O- 

3 Samples and Curves 

For n > 1 let < •, • > be the Euclidean inner product, and || • || the associated 
norm. The length d{'f) of a parametric curve (fc > 1) 7 : [0,T] — ?> K" is 
defined as 



where 7 (f) S M" is the derivative of 7 at t S [Oj?’]- The curve 7 is said to 
be regular when 7 (f) yf 0, for all t G [0,T]. A reparameterization of 7 is a 
parametric curve of the form 'yocj) : [0, S'] — >■ M", where cj) : [0, S] —1 [0, T] is a 
diffeomorphism. The reparameterization 7 o has the same image and length as 
7 . Let 7 be regular: then so is any reparameterization 7 o (/. 

Definition 2. 7 is parameterized by are-length when || 7 (t)|| = 1 for all t G 



Notice that if 7 is parameterized by arc-length then d{'j) = T, and < 7, 7 > 
is identically zero (provided k > 2). We want to estimate dfj) from ordered 
m -I- 1-tuples 



where qi = jiti), whose parameter values ti G [0,T] are unknown but sampled 
in some reasonably regular way: sampling might be £-uniform, for some £ > 0 . 
Since these conditions are invariant with respect to reparameterization (see [ 1 5j L 
suppose without loss that 7 is parameterized by arc-length. 

4 Quadratics aud e-Uuiform Sampliug 

Before stating the main convergence result we recall briefly the construction of 
a quadratic sampler 7 ^ forming the so-called interpolant of the unknown 
curve 7 (see e.g. P or Section 9.3). 

Assume Q = {go, qi,q2, ■ ■ ■ , q-m-i, dm) are sampled from curve 7 C K" and, 
without loss of generality, assume that m is even. The Quadratic Sampler (QS) 
Algorithm is: 




[0,T]. 



Q = (go,9i,92,...,g™) G (M”)™+' 
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1. For each triplet of sampled points Qi = {qi, qi+i, qi+ 2 ), where 0 < i < m — 2, 
let Q* : [0,2] — >■ IR" be the quadratic curve satisfying 

Q\0)=qi, Q\l) = qi+i, and Q\2) = q ,+2 ■ 

Then Q*(s) = ao + ois + a 2 S^, where 

4qi+i - - qi +2 , qi +2 ~ 2qi+i + qi 

ao = qi , Oi = , and 02 = . 

2. Calculate the length of each Q* according to the formula 

diQ") = [ VllaiP + 4 < ai|a 2 > s + 4||a2|ps2(is . 

Jo 

3. Form the length estimate 



m/2-1 

dm= Y. 

i=0 

The proof of the following convergence result uses a piecewise-quadratic 
curve 7m interpolating the where 0 < i < m. Let k = 4, so that 7 : [0,T] -+ 
K" and its reparameterizations are at least C^: 

Theorem 1. If sampling is e-uniform, where 0 < e < 1, then 

= d(7m) = d(7) + O(^) . (5) 

The proof shows also that 7^ approximates 7 uniformly with 0{ , error, 

where 0 < e < 1. Consequently, for 1-uniform sampling the corresponding rates 
of convergence for 

lim d(7m) = d(7) and lim [pm - 7II00 = 0 

m— >-oo m— >-oo 

are at least quartic and cubic, respectively. When £ = 0 linear convergence is 
guaranteed for ||7m ~7l|oo) but not for length: a more sophisticated algorithm for 
this case gives quartic convergence for length estimates m In the next section 
we verify (for n = 2) that the convergence rates in Theorem Q are sharp. Then 
we briefly examine the case when e vanishes. 

5 Experimentation 

We test the QS Algorithm on a semicircle and on a cubic curve 7s,7c : [0,7r] — >■ 
defined as: 

7s(t) = (cos(7T - t),sin(7r - t)) and ■'f^{t) = {t,(Y\)^) ■ 

7T H- i 
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Note that, for each 1 < Z < 3, the following functions 

Mt) = t > Mt) = + 1) > and cj)3{t) = 7T — L 

7T + 1 exp(7rj — 1 

satisfy (j)i : [0,7r] — t> [0,7t] such that yf 0 (for t G [0,7t]) and (j)i{0) = 0 and 
= 7T, and therefore define three diffeomorphisms over [0,7r]. 

The implementation of QS was performed on Pentium III, 700MHz with 
192 MB RAM using Mathematica. The sampling points are generated for fixed 
£i = 1, £i /2 = 1/2 and £1/3 = 1/3, respectively. A numerical integration yields 
true lengths d(7s) = tt and d(7c) = 3.3452. All programs are tested for m even 
running from min = 6 up to max = 100 (max = 200). We shall only report here 
(see Tables IDandQ with max = 100) on some specific values obtained from the 
set of absolute errors 



Emil) = |cZ(7) - d{-fm)\ 

(where m is even and min < m < max), namely: 

Emtnil) = . max Emh) and Emaxh) ■ 

rmn<m<max 

Moreover, in searching for the estimate of correct convergence rate O(^) a 
linear regression is applied to pairs of points (log (m), — log (Am (7)), where m 
even and min < m < max] for max = 100 see Tables 1 and 2 and for max = 200 
see Table 0 For both curves 7^ and jc and all 4>i (where 1 < Z < 3) synthetic 
data {7(^2)}™ 0 (where 1 < i < m) are derived according to £-uniform sampling 
rules. Note that there is no perturbation of boundary points: go = 7(0) and 
Qm = 7 ( 7 ’"). 

5.1 e-Uniform Random Sampling 

In this subsection we report on the QS Algorithm for the following £-uniform 
sampling procedure: 

27T 1 

ti = 4>i{ — ) + [Random) ] — 0.5) — r— , 
m 

where Random) ] takes the pseudorandom values from the interval [0,1]. Illus- 
trations (for m = 6) are available at 

http : //www . cs . uwa . edu . au/~ryszard/ caip2001/pics/ . 

The following results (see Tables [H and EJ have been recorded for both curves 
in question: Both experiments suggest very fast convergence. As proved in 

Theorem n the corresponding values a for each £1, £ 3/2 and £1/3 are at least 
of order a\ = 4, 0^/2 = 2 and ai/3 = 4/3, respectively. A natural question 
arises however as to whether these estimates are indeed sharp. Clearly the latter 
experiments support this claim only for £1. For the remaining cases the rate of 



524 



L. Noakes, R. Kozera, and R. Klette 



Table 1. Results for length estimation d(7s) of the semicircle 7^ 





a (for 


Em OC 


m-“) 


jpmax / 
■^min 


) X 10“^ 




Ema^ X 10 ® 






£l 


£1/2 


£i/3 


£1 


£1/2 


£1/3 


£1 


£1/2 


£1/3 




3.986 


4.284 


4.207 


0.36190 


0.36176 


0.36625 


5.0750 


2.5144 


0.5624 


02 


3.956 


4.038 


4.690 


0.92007 


0.97634 


0.98982 


15.486 


13.179 


0.1608 


03 


3.867 


3.879 


3.831 


4.19549 


4.22734 


4.32888 


104.48 


103.02 


95.331 



Table 2. Results for length estimation d(7c) of the cubic curve 7c 





a (for 


Em fX 


m-“) 


(7c) X 10-^ 




E^ax X 10 * 






£1 


£1/2 


£1/3 


£1 


£1/2 


£1/3 


£1 


£1/2 


£1/3 


01 


4.272 


3.190 


2.451 


0.02483 


0.23390 


0.00068 


5.0750 


0.0725 


0.3953 


02 


4.094 


3.879 


3.508 


0.71288 


1.01073 


0.89811 


0.1616 


0.1714 


0.4306 


03 


4.150 


4.013 


3.871 


1.12414 


13.8679 


11.1654 


0.1628 


2.7308 


2.8737 



convergence, though proved theoretically to be less than quartic, can still be 
faster than those established in 0 . A close look at the e-uniform random data 
selection shows that for each quadratic component Q* we undershoot or over- 
shoot the correct length of the corresponding segment of 7 | [a ,ti+ 2 ] ■ The random 
choice of data provides a cancelling effect once the lengths of all Q® forming a 
piecewise quadratic interpolant 7 ^ are summed up. To show that Theorem Q 
provides sharp, estimates we look at another example. 



5.2 e-Uniform Skew Sampling 

In order to cancel the effect of more or less equally distributed under and over- 
shooting c?( 7 |[ti,ti+ 2 ]) with d(Q*) we test QS on the following two families of 
e-uniform skew samplings (with (j) = id) : 



(*) k 



iiT 

m 



(- 1)^+1 



7T 



(a) ti = 



27T 

m 

27T 

m 

27T 

m 



if i even , 

2 ^ 1 +s if i odd ki = Ak+l, 
2 ^ 1 +e if * odd Sz i = 4k + 3 . 



To improve robustness of estimation of a set m = 200. The following esti- 
mates (see Table 0 for a are obtained: For these examples, the convergence 
rates provided by Theorem ^ for 0 < e < 1 seem very sharp. On the other hand, 
when e = 0, Table |3 suggests that d( 7 c) and possibly d( 7 s) are estimated in- 
correctly. These indications are supported by the illustrations on the web which 
address is given in the Subsection 15.11 
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Table 3. Results for length estimation d( 7 s) and d( 7 c) of 7 ® and 7 c 





a for semicircle 7 s 




a for cubic curve 7 ^ 






£l 


£i /2 


£ 1/3 


£o 


£1 


£1/2 


£ 1/3 


£0 


Sampling (i) 
Sampling (ii) 


4.052 

3.995 


2.940 

2.751 


2.870 

2.400 


0.127** 

1.800 


4.122 

1.800 


3.280 

4.030 


3.309 

2.774 


-0.085** 

2.046 



Illustrations are available at the web address given previously. 



6 Conclusions 

We tested the theoretical results for the length estimation of an arbitrary regular 
curve 7 C M" sampled from non-uniformly distributed m + 1 interpolation 
points. The experiments (carried out for n = 2) confirm the sharpness or near 
sharpness of (0 for the class of samplings and curves studied in this paper. 
The case e = 0 needs separate treatment EH- An interesting question can be 
raised of other classes of admissible samplings for which QS or another proposed 
algorithm yield d{jm) ^( 7 ), and if so what the corresponding convergence 
rates are. 
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Abstract. In this paper we propose a new algorithm of noise reduction 
in color images. The new technique of image enhancement is capable of 
reducing impulsive and Gaussian noise and it outperforms the standard 
methods of noise reduction. In the paper a smoothing operator, based 
on a random walk model and on a fuzzy similarity measure between 
pixels connected by a digital self avoiding path is introduced. The 
efficiency of the proposed method was tested on the test color image 
using the objective image quality measures and the results show that 
the new method outperforms standard noise reduction algorithms. 

Keywords: noise reduction, random walk 



1 Standard Noise Reduction Filters 

A number of nonlinear, multichannel filters, which utilize correlation among 
multivariate vectors using various distance measures, have been proposed 
The most popular nonlinear, multichannel filters are based on the ordering of 
vectors in a predefined moving window. The output of these filters is defined as 
the lowest ranked vector according to a specific vector ordering technique. 

Let F(a;) represents a multichannel image and let W he a window of finite 
size n (filter length). The noisy image vectors inside the filtering window W 
are denoted as F^-, j = 0,1,..., n — 1 . If the distance between two vectors 
FijFj is denoted as p{Fi,Fj) then the scalar quantity Ri = 
is the distance associated with the noisy vector F^ . The ordering of the Ri ’s: 
R{o) ^ ^(1) < < -R(rt-i)i implies the same ordering to the corresponding 

vectors F^ : F(q) < F(i) < ... < F(„_i). Nonlinear ranked type multichannel 
estimators define the vector F(q) as the filter output. 

* This work was partially supported by KBN grant 8-T11E-013-19 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 527-^^ 2001. 
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However, the concept of input ordering, initially applied to scalar quantities 
is not easily extended to multichannel data, since there is no universal way to 
define ordering in vector spaces. 

To overcome this problem, distance functions are often utilized to order vec- 
tors. As an example, the Vector Median Filter (VMF) uses the Li or L 2 norm 
to order vectors according to their relative magnitude differences P). 

The orientation difference between two vectors can also be used as their 
distance measure. This so-called vector angle criterion is used by the Vector 
Directional Filters to remove vectors with atypical directions 0. 

The Basic Vector Directional Filter (BVDF) is a ranked-order, nonlinear fil- 
ter which parallelizes the VMF operation. However, a distance criterion, different 
from the L\ norm used in VMF, is utilized to rank the input vectors. The out- 
put of the BVDF is that vector from the input set, which minimizes the sum of 
the angles with the other vectors. In other words, the BVDF chooses the vector 
most centrally located without considering the magnitudes of the input vectors. 

To improve the efficiency of the directional filters, a new method called 
Directional- Distance Filter (DDF) was proposed [I l)j . This filter retains the 
structure of the BVDF but utilizes a new distance criterion to order the vectors 
inside the processing window. 

Another efficient rank-ordered a technique called Hybrid Directional Filter 
was presented in HH. This filter operates on the directional and the magnitude 
of the color vectors independently and then combines them to produce a unique 
final output. Another more complex hybrid filter, which involves the utilization 
of an Arithmetic Mean Filter (AMF), has also been proposed [TTj . 

The reduction of image noise without major degradation of the image struc- 
ture is one of the most important problems of the low-level image processing. 
A whole variety of algorithms has been developed, however none of them can 
be seen as a final solution of the noise problem and therefore a new filtering 
technique is proposed in this paper. 



2 New Algorithm of Noise Reduction 

Let us assume, that is the Euclidean space, kF is a planar subset of and 
X, y are points of of the set W. A path from x to j/ is a continuous mapping V'. 
[a, h] A, such that V{a) = x and V{b) = y. Point x is the starting point and 
y is the end point of the path V |^. 

The notion of the path can be extended to a lattice, which is a set of discrete 
points, in our case image pixels. Let a digital lattice % = (F,A/’) be defined by 
F, which is the set of all points of the plane (pixels of a color image) and the 
neighborhood relation J\f between the lattice points. 

A digital path P = {piir=o lattice H is a, sequence of neighbor- 

ing points {pi-i,pi) G Af. The length L{P) of digital path P {pi}^^Q is sim- 
ply Sr=i where denotes the distance between two neighboring 

points (Fig. 1). 
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In this paper we will assign to the distance of neighboring points the value 1 
and will be working with the 8-neighborhood system. 

Let the pixels {i,j) and {k, 1) be called connected (denoted as (i,j) O {k, 1 ) ), 
if there exists a geodesic path j), (fc, 1)} contained in the set W starting 

from (i,j) and ending at (k,l). 

If two pixels (xq, yo) and (a;„, yn) are connected by a geodesic path of length 
n {{xQ,yQ),{xi,yi), . . . ,{xn,yn)} then let 

n— 1 

x’^’”{(xo,yo),(a;n,2/n)}=X] W'^i^k+i.yk+i) -F{xk,yk)\\ , (1) 

fc =0 

be a measure of dissimilarity between pixels (xq, yo) and (x„, ?/„), along a specific 
geodesic path joining (xq, yo) and {xn, yn) . If a path joining two distinct 
points x,y, such that F(x) = F{y) consists of lattice points of the same values, 
then x^’"(x,?/) = 0 otherwise y^''^{x,y) > 0. 










^ 5 ^ 



Fig. 1. There are four geodesic paths of length 2 connecting two neighboring points 
contained in the 3x3 window W when the 8-neighborhood system is applied. 



Self avoiding random walk {SAW) is a special walk along the image lattice 
such that adjacent pairs of edges in the sequence share a common vertex of the 
lattice, but no vertex is visited more than once and in this way the trajectory 
never intersects itself. In other words SA IF is a path on a lattice that does not 
pass through the same point twice. 

On the two-dimensional lattice SAW is a finite sequence of distinct lattice 
points (xo, yo), {xi,yi), (x 2 , j/ 2 ), • ■ ■ , {xn, Vn), which are in neighborhood relation 
and {xi,yi) ^ {xj,yj) for all i ^ j |S|. Paths presented in Fig. 2 are examples of 
self avoiding walks. 

Let us now define a fuzzy similarity function between two pixels connected 
along all geodesic digital paths leading from (i,j) and (kj) 






1 

LU 



^exp 






( 2 ) 



where to is the number of all self avoiding paths connecting {i,j) and (fc, 1), /3 is 
a parameter and Xi (k,l)} is a dissimilarity value along a specific path 

from a set of all uj possible paths leading from (i,j) to {k, 1). 
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Fig. 2. There are five paths of length 4 connecting point x and y when the 4- 
neighborhood system is used. 



For n = 1 and W a square mask of the size 3x3 (Fig. 1), we have 

M^’i{(*,j),(fc,/)} = exp{-/3||F(*,j)-F(fc,/)||}}, (3) 

and when = F{k,l) then j), 0} = j), (kj)} = 1, and 

for ||F(i, j) — F(fc, Z)|| — oo then ^ 0. 



The normalized similarity function takes the form 









and has the property that 

Now we are in a position to define a smoothing transformation T 



( 4 ) 

( 5 ) 

( 6 ) 



where (fc, /) are points which are connected with (i,j) by self avoiding digital 
paths of length n included in W. 
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3 Results 

The effectiveness of the new smoothing operator defined by (6) was tested on 
the LENA image contaminated by Gaussian noise of cr = 30 and on the same 
original image contaminated by 4% impulsive noise (salt & pepper added on each 
channel) mixed with Gaussian noise (cr = 30). The performance of the presented 
method was evaluated by means of the objective image quality measures RMSE, 
PSNR, NMSE and NGD 0. 

Tables 2 and 3 show the obtained results for n = 2 and n = 3 in compari- 
son with the standard noise reduction algorithms shown in Tab. 1. Additionally 
Figs. 3 and 4 show the comparison of the new filtering technique with the stan- 
dard vector median. 

Table 1. Filters taken for comparison with the proposed noise reduction technique. 



Notation 


METHOD 


REF. 


AMF 


Arithmetic Mean Filter 


u 


VMF 


Vector Median Filter 




BVDF 


Basic Vector Directional Filter 


m 


GVDF 


Generalized Vector Directional Filter 


u 


DDF 


Directional-Distance Filter 


mr 


HDF 


Hybrid Directional Filter 


mi 


AHDF 


Adaptive Hybrid Directional Filter 


in 


FVDF 


Fuzzy Vector Directional Filter 




ANNF 


Adaptive Nearest Neighbor Filter 


rni 


ANP-EF 


Adaptive Non Parametric (Exponential) Filter 


“dr 


ANP-GF 


Adaptive Non Parametric (Gaussian) Filter 


P) 


ANP-DF 


Adaptive Non Parametric (Directional) Filter 




VBAMMF 


Vector Bayesian Adaptive Median/Mean Filter 


“inr 



The smoothing operator T in (6) has to be applied in an iterative way. Start- 
ing with low value of /3 enables the smoothing of the image noise components. 
At each iteration steps the parameter (3 has been increased, like in simulated 
annealing (we have used f3{k) = (3{k — 1) • i5). For all experiments /3(0) = 10, 
6 = 1.25 were used and five iterations were performed. 

For the calculation of the similarity function we used the Li metric and an 
exponential function, however we have obtained good results using other convex 
functions and different vector metrics like L 2 or Loo- 

The assumption that the random walk is self avoiding leads to several in- 
teresting features of the new smoothing technique. It enables the elimination of 
small image objects, which consist of fewer than n pixels, when n is the number 
of steps of a SAW. This feature makes the new filtering technique similar to 
the mathematical morphology filters. It does not have however the drawbacks of 
dilation or erosion as the larger objects are not changed and the connectivity of 
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Table 2. Comparison of the new algorithms with the standard techniques (Tab. 1) 
using the LENA standard image corrupted by Gaussian noise a = 30. SAW-2, SAW-3 
denote the self avoiding walk with 2 and 3 steps respectively. The subscripts denote 
the iteration number (/3o = 20, <5 = 1.25). 



METHOD iter. [«] 


NMSE [ 10 ~^] 


RMSE 


SNR [dB] 


PSNR [dB] 


NCD [10"'‘] 


NONE 


420.550 


29.075 


13.762 


18.860 


250.090 


AMFi 


66.452 


11.558 


21.775 


26.873 


95.347 


AMF 3 


69.307 


11.803 


21.592 


26.691 


76.286 


AMFs 


91.911 


13.592 


20.366 


25.465 


75.566 


VMFi 


136.560 


16.568 


18.647 


23.745 


153.330 


VMF 3 


93.440 


13.705 


20.295 


25.393 


123.500 


VMF 5 


87.314 


13.248 


20.589 


25.688 


117.170 


BVDFi 


289.620 


24.128 


15.382 


20.480 


143.470 


BVDF 3 


279.540 


23.705 


15.536 


20.634 


117.400 


BVDFs 


281.120 


23.772 


15.511 


20.610 


114.290 


GVDFi 


112.450 


15.035 


19.490 


24.589 


119.890 


GVDF 3 


76.988 


12.440 


21.136 


26.234 


89.846 


GVDFs 


76.713 


12.418 


21.151 


26.250 


84.876 


DDFi 


150.830 


17.412 


18.215 


23.314 


143.530 


DDF 3 


106.900 


14.659 


19.710 


24.809 


114.770 


DBFs 


100.500 


14.213 


19.979 


25.077 


108.960 


HDFi 


119.100 


15.473 


19.241 


24.339 


131.190 


HDF 3 


72.515 


12.073 


21.396 


26.494 


99.236 


HDFs 


66.584 


11.569 


21.766 


26.865 


92.769 


AHDFi 


105.480 


14.561 


19.768 


24.867 


129.710 


AHDF 3 


64.519 


11.388 


21.903 


27.002 


97.873 


AHDFs 


60.166 


10.997 


22.206 


27.305 


91.369 


FVDFi 


78.927 


12.596 


21.028 


26.126 


101.950 


FVDF 3 


57.466 


10.748 


22.406 


27.504 


77.111 


FVDFs 


62.269 


11.188 


22.057 


27.156 


74.235 


ANNFi 


86.497 


13.186 


20.630 


25.729 


107.130 


ANNF 3 


63.341 


11.284 


21.983 


27.082 


82.587 


ANNFs 


66.054 


11.523 


21.801 


26.900 


78.677 


ANP-Ei 


66.082 


11.525 


21.799 


26.898 


95.237 


ANP-E 3 


60.396 


11.018 


22.190 


27.288 


76.896 


ANP-Es 


73.416 


12.148 


21.342 


26.441 


75.456 


ANP-Gi 


66.095 


11.526 


21.798 


26.897 


95.244 


ANP-G 3 


60.443 


11.023 


22.187 


27.285 


76.890 


ANP-Gs 


73.497 


12.155 


21.337 


26.436 


75.458 


ANP-Di 


81.306 


12.784 


20.899 


25.997 


104.980 


ANP-D 3 


58.389 


10.834 


22.337 


27.435 


78.486 


ANP-Ds 


63.136 


11.265 


21.997 


27.096 


75.442 


SAW-2i 


53.904 


10.409 


22.684 


27.782 


81.871 


SAW -23 


46.717 


9.691 


23.305 


28.404 


67.476 


SAW -25 


51.782 


10.202 


22.858 


27.957 


67.420 


SAW-3i 


51.203 


10.145 


22.907 


28.006 


74.855 


SAW -33 


54.012 


10.420 


22.675 


27.774 


68.139 


SAW -35 


61.901 


11.155 


22.083 


27.182 


69.735 



objects is always preserved. Unlike in mathematical morphology no structuring 
element is needed. Instead, only a number of steps is given as input. 

This efficiency of the new algorithm as compared with the vector median 
filter is shown in Fig. 3 and 4. After the application of the new filter impulse 
pixels introduced by noise process are removed, the contrast is improved, the 
image is smoothed and the edges are well preserved. 
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Table 3. Comparison of the new algorithms with the standard techniques (Tab. 1) 
using the LENA standard image corrupted by 4% Impulse and Gaussian noise cr = 30. 
The subscripts denote the iteration number. SAW-2, SAW-3 denote the self avoiding 
with 2 and 3 steps respectively (/3o = 20,5 = 1.25). 



METHOD iter. [«] 


NMSE[10~^] 


RMSE 


SNR [dB] 


PSNR [dB] 


NCD [10"'‘] 


NONE 


905.930 


42.674 


10.429 


15.528 


305.550 


AMFi 


128.940 


16.099 


18.896 


23.995 


122.880 


AMF 3 


97.444 


13.996 


20.112 


25.211 


95.800 


AMFs 


113.760 


15.122 


19.440 


24.539 


92.312 


VMFi 


161.420 


18.013 


17.920 


23.019 


161.700 


VMF 3 


104.280 


14.478 


19.818 


24.916 


128.620 


VMF 5 


96.464 


13.925 


20.156 


25.255 


121.790 


BVDFi 


354.450 


26.692 


14.504 


19.603 


152.490 


BVDF 3 


336.460 


26.006 


14.731 


19.829 


123.930 


BVDFs 


338.940 


26.102 


14.699 


19.797 


118.500 


GVDFi 


140.970 


16.833 


18.509 


23.607 


126.820 


GVDF 3 


93.444 


13.705 


20.294 


25.393 


94.627 


GVDFs 


91.118 


13.534 


20.404 


25.503 


89.277 


DDFi 


176.670 


18.845 


17.528 


22.627 


152.050 


DDF 3 


119.330 


15.488 


19.232 


24.331 


119.940 


DBFs 


110.620 


14.912 


19.561 


24.660 


113.390 


HDFi 


143.190 


16.966 


18.441 


23.539 


139.360 


HDF 3 


82.413 


12.871 


20.840 


25.939 


104.620 


HDFs 


74.487 


12.236 


21.279 


26.378 


97.596 


AHDFi 


132.710 


16.333 


18.771 


23.869 


138.180 


AHDF 3 


75.236 


12.298 


21.236 


26.334 


103.410 


AHDFs 


68.563 


11.740 


21.639 


26.738 


96.327 


FVDFi 


108.760 


14.786 


19.635 


24.734 


111.220 


FVDF 3 


73.796 


12.179 


21.320 


26.418 


83.629 


FVDFs 


76.274 


12.382 


21.176 


26.275 


80.081 


ANNFi 


110.720 


14.919 


19.558 


24.656 


113.560 


ANNF 3 


75.652 


12.332 


21.212 


26.310 


86.836 


ANNFs 


76.757 


12.421 


21.149 


26.247 


82.825 


ANP-Ei 


128.590 


16.077 


18.908 


24.007 


122.890 


ANP-E 3 


90.509 


13.488 


20.433 


25.532 


97.621 


ANP-Es 


96.930 


13.959 


20.135 


25.234 


94.131 


ANP-Gi 


128.600 


16.078 


18.908 


24.006 


122.900 


ANP-G 3 


90.523 


13.489 


20.432 


25.531 


97.603 


ANP-Gs 


96.990 


13.963 


20.133 


25.231 


94.134 


ANP-Di 


113.900 


15.131 


19.435 


24.533 


115.230 


ANP-D 3 


74.203 


12.213 


21.296 


26.394 


85.026 


ANP-Ds 


76.265 


12.381 


21.177 


26.275 


81.202 


SAW-2i 


70.728 


11.924 


21.504 


26.603 


88.788 


SAW -23 


51.547 


10.179 


22.878 


27.976 


70.566 


SAW -25 


55.945 


10.605 


22.522 


27.621 


70.012 


SAW-3i 


60.367 


11.016 


22.192 


27.291 


79.741 


SAW -33 


58.222 


10.818 


22.349 


27.448 


70.729 


SAW -35 


66.308 


11.545 


21.784 


26.883 


72.013 
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Fig. 3. Comparison of the efficiency of the vector median with the proposed noise 
reduction technique, a, d) images contaminated by Gaussiair Noise (cr = 30) mixed 
with impulsive salt & pepper noise (4% on each R,G,B channel), g, j) images corrupted 
by strong Gaussian noise (a = 100), b, e, h, k) output of the vector median filter, 
c, f, i, 1) results of the hltration with the new filter (/3o = 10, <5 = 1.25, n = 3, five 
iterations). 
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Fig. 4. Comparison of the efficiency of the vector median with the new filter proposed 
in this paper, a) test images (a part of a scanned map and of an old manuscript), b) 
results of the standard vector median filtration (3x3 mask, 5 iterations), c) results of 
the filtration with the new filter (/3 q = 20, S — 1.25, n = 2, three iterations) 
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4 Conclusions 

In this paper, a new filter for noise reduction in color images has been presented. 

Experimental results indicate that the new filtering technique outperforms stan- 
dard procedures used to reduce mixed impulsive and Gaussian noise in color 

images. The efficiency of the new filtering technique is shown in Tables 2 and 3 

and in Figs. 3,4. 
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Abstract. The Wigner distribution of a two-dimensional image function 
has the form of a four-dimensional Fourier transform of a correlation 
product respect to the spatial-shift variables and Xr 

The corresponding ambiguity function has the form of the inverse Fourier 
transform of with respect to spatial variables x, and x^. There 

exist dual definitions in the frequency domain where JU^, are 

frequency-shift variables. The paper presents the properties of these 
distributions and describes applications for image analysis. 

Keywords: image analysis, Wigner distributions 



1 Introduction 

Images are described by two-dimensional functions uix), where x={x^,x^) are 
Cartesian spatial coordinates of a plane. In several applications it is convenient to 
replace the real function u{x) with the corresponding analytic signal if/(x) [9], [10]. 
For example, in an earlier paper the authors described the decomposition of images 
into amplitude and phase patterns in the spatial domain [13]. In image analysis 
spectral methods are frequently applied. Usually the image function is truncated by a 
rectangular boundary Fl(x). Therefore the spectrum of such a signal is given by the 
Fourier integral 

r(/) = x = 

This spectrum yields no information about the local spectral properties of the 
image function. For this reason four-dimensional distributions C(x, f) are applied to 
get information about local spectral properties of image functions. The above 
distributions are four-dimensional extensions of well-known time-frequency 
distributions. Many distributions are members of the Cohen’s class [6]. The extension 
of the Cohen’s class for 2-dimensional signals is given by the integral 
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. dmdu2d X[d Z2^ l^[d H 2 > 

where X~iX\X^^^ M^iMpM^)- Details are described in the Section 2 of this paper. All 
members of the Cohen’s class are bilinear transformations producing unwanted cross- 
terms, which make the analysis difficult. Several distributions with attenuated or 
reduced cross-terms have been described [3], [7], [14], including so-called pseudo- 
Wigner distributions [4], [11]. The 4-D extension of pseudo-Wigner distributions [16] 
is described in the Section 5. 



2 Selected Properties of the Cohen’s Class Distributions of 2-D 
Signals 

The integration of the six-fold integral (2) with respect to the variable u=(u^,u^) yields 
the following definition of the Cohen’s class distribution of 2-D signals 

where 



is the 4-D extension of the Woodward ambiguity function (AF) [19] (Remark: We 
use the so-called symmetrical form of the ambiguity function [7]), and Z) is a 4- 
dimensional kernel function defining a particular distribution. The Eq. (3) may be 
rewritten in next three equivalent forms with different kernels related by Fourier 
transforms. In this paper we use the notation of variables presented in Table 1. 



Table 1. The notation of variables in the spatial- and frequency-domains. 



Spatial domain 


Spatial-shift 


Frequency domain 


Frequency -shift 


x={x„x,) 


X=(X,^X2) 


f<L.Q 


>«=(>«.> A) 



Following the classification proposed by Flandrin [7] for time-frequency kernels 
(“frequency-time“, “time-time“, “time-frequency“ and “frequency-frequency’’), we 
proposed to apply the following notations of four 2-D kernels: (f)^, and Let us 
mention, that in existing literature about 2-D distributions of 1-D signals, e.g. [3], [7], 
these kernels are described by four different Greek letters, usually another set by 
particular authors. The extension of this notation for 4-D kernels is presented in Table 
2 . 
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Table 2. The 4-D kernels of the Cohen’s class. 



Frequency-spatial 


Spatial-spatial 


Spatial-frequency 


Frequency-frequency 


<t>fx{Fa) 


<t>xx{x,x) 


<!>xf{xj) 





The kernel (j)j^ is used in the first form denoted “frequency-spatiar (see Eq. (3)). 
The next three forms are denoted: 

“Spatial-spatial“ form 

“Spatial-frequency“ form 



C(a:,/) = 



dx^dx2d fJ-id jJ-2 , 



( 6 ) 



“Frequency-frequency^ form 



c(x, /) = JJ JJ (^l, /’ - /) r(/’ + ^/2)r* (/ -^/2) 

The graphical representation of the above 4-D distributions using the three- 
dimensional coordinates system, for example {Xj, x^, C(x, f)} is possible using the 
notion of a cross-section. Let us define the following selected cross-sections 

C(xio,X2o,/i,/ 2) with fixed variables = X^q, X2 =^2q, 

C ( xi , X2 , /lo , /20 ) with fixed variables f^ = , (9) 



C(xio,X2,/io,/ 2) with fixed variables Tj = X^q, /j = /jg , 
C(xi,X2o,/i,/2o) with fixed variables ^2 = T20, A = /20 • 



(10) 

( 11 ) 



3 The 4-D Wigner and Ambiguity Functions 

2F 

The 4-D Wigner distribution (WD) [ 1 8] of a complex signal ^(x)<=>T(/)is defined 
by the Fourier transform of the 4-D signal-domain auto-correlation function 

r{x,x) = ¥{xi+ X\I^^X2+ Xi/'^)-^* {xi- Xil^^X2~ Xi/^) > 



( 12 ) 
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with respect to the shift variables, that is, 






( 13 ) 



or alternatively by the inverse Fourier transform of the 4-D frequency-domain auto- 
correlation function 






( 14 ) 



with respect to the shift variables, that is, 

W(x,/) = 

Notice, that r and R form a pair of Fourier transforms. In consequence, (13) and 
(15) define exactly the same function. The kernels of the Wigner distribution using the 
notations of Table 2 are written in Table 3. 



Table 3. The kernels of the 4-D Wigner distribution 



<!>fx (Ra) 


<t>xx{x,x) 






i„ ®i ®i ®i 

Ml Ml Xi Xi 


S{x{)®d{x2) 


^(xj)®^(x2) 






®D ®4 

X\ Xi 


®S{f,)®S{f2) 


®S{h) 



1^ , 1^^ , 1^ , 1^^ are unit distributions equal 1 for all values of the corresponding 

variable. We applied the symbol ® of a tensor product of distributions. Usually 
authors in notations delete the unit distribution and the symbol ®. Flowever, our 
notation displays better the Fourier relations between kernels. For example: 
(l^ ® 1, ) = <J(/) ® 1, . The 4-D ambiguity function [15] is defined by the inverse 

Fourier transform of r(x,x) given by Eq.(12) with respect to spatial variables, 
differently to the use in the Eq.(13) of shift variables, that is. 



or alternatively by the Eourier transform of R(juf) given by the Eq.(14) with respect 
to the frequency variables, that is. 






( 17 ) 



Again, (16) and (17) define exactly the same function. The Wigner distribution 
W(jt/) and the ambiguity function form a pair of 4-D Eourier transforms [5], [17] 






( 18 ) 
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W(x,/) = 

Notice that the Wigner distrihution is a real function for any signal, real or complex. 
Differently, the amhignity function may be complex. The ambiguity function is real 
only if W(x,/) = or W(x,f) = (x,/). In a special case, that the Wigner 

distribution is “causal“, that is, has the support limited to the orthant (Xj>0, x^>Q, 
/j>0,/2>0 ), the ambiguity function is a 4-D analytic fnnction [9]. 



4 The Cross-Terms of 4-D Wigner Distribution 

Consider a sum of N signals 



N 

WN{x) = '^Wi{x) • 
/=1 



(20) 



The correlation product defined by the Eq. (12) takes the form 

( 21 ) 

1=1 j=i 

where = (xj + Ji/2,X2 + J2/2) and x“ = (xj - Ji/2,X2 - J2/2) • The 

corresponding WD is given by 

N N-1 N (22) 

W^(x,/) = ^W,(x,/) + 2^^Wy(x,/). 

yi=l , v<=l i='+l ^ 

Y N' 

auto-terms cross-terms 

The nnmber of cross-terms eqnals N(N-1)I2. In order to reduce the number of cross- 
terms of 2-D WD’s of 1-D signals, it is favourable to apply analytic signals [2], [7]. 
This property can be extended for 4-D WD’s of 2-D analytic signals with single 
quadrant spectra [9], [10]. However, the spectral information is contained in fonr 
quadrants of the Fourier frequency plane. Notice that due to Hermitian symmetry, the 
spectral information in a half-plane is redundant. Since the spectral information 
contained in two quadrants may differ, in general we have to define two different 
analytic signals with single-quadrant spectra [10]. Using these signals we avoid cross- 
terms due to the interaction of signals defined by the inverse Fonrier transform of 
single-quadrant spectra from all four quadrants. For example, a real signal may be 
written in the form 
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i ^_¥i{x) + ¥2{x) + ¥i[x) + ¥A{x) 
U[X)~ - 



(23) 



The number of cross-terms equal here N{N-1)I2=6, while using only two signals 
given by the formula 



^ * A 



(24) 



we get only one single cross-term. 

5 Pseudo-Wigner Distribution of 2-D Signals (Images) 

Claasen and Mecklenbrauker introduced the concept of the time-domain pseudo- 
Wigner distribution [4]. The extension of this notion for 2-D signals, called spatial- 
domain pseudo-Wigner distribution is given by the integral 

PW^(x,/) = 

where h(j() is a 2-D window function, which in general may be non-separable. Let 

us have an example of a separable window in the form of a product of Gaussian 

2 2 

functions: h^Xi^Zi) — other products of well-known windows 

(cosine-roll-off, Hanning, Hamming etc.) can be applied. Let us introduce the notion 
of afrequency-domain pseudo-Wigner distribution [11], [16] given by the integral 

PW^ (x,/) = JJg(^) 

where G{jJ) is a frequency-domain window, for example G(//i,// 2 ) = 

Notice that differently to the spatial- and frequency-domain WD’s given by the Eqs. 
(13) and (15) which represent exactly the same function, the pseudo-Wigner 
distributions (25) and (26) are different. As in the case of 2-D PWD’s of 1-D signals, 
the 4-D PW_^ and PW^ serve to reduce or cancel the unwanted cross-terms of the WD. 
However, each one cancels another set of cross-terms. The PWD’s defined above can 
be written in the form of the convolutions with the WD. Consider the window 
functions and their Fourier transforms 

2F 2F"' (27) 

h{x)^H{f)-, G{f)^g{x). 

The convolution form of the spatial-domain PWD is 






(28) 
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Similarly, the frequency-domain PWD is 

PWf{x,f) = JJ g{x-x) (/,/) dXidX2 = g{x)* (x,f) . 

Since the spatial- and frequency-domain distributions cancel each another set of 
cross-terms, it is possible to derive a distribution with a four-dimensional separable 
window. Let us insert into the Eq. (28) instead of the PW^ given by the Eq. (29). 
We get 

P^xf (x,f) = ^ 

The same result can be obtained inserting into the Eq. (29) instead of the PW^ 
given by the Eq. (28). Let us call the distribution defined by the Eq. (30) a 4-D dual- 
dual window pseudo-Wigner distribution. Notice that the 2-D version is known as the 
smoothed pseudo-Wigner distribution [7] or a dual-window PWD [11], [16]. 
However, to our knowledge, it has never been derived in the manner above presented. 



6 Applications in Image Analysis 

In the past the Wigner distribution has been applied in image analysis. For example 
[1] describes applications of the 4-D WD of real signals using optical methods. It 
seems, that the authors of the paper [8] describing applications in the analysis of 
ocean surfaces rediscovered the 4-D WD. As well, no reference is given to the use of 
analytic signals. We studied some properties of the 4-D WD using following test 
images: 

1. An image produced by a Gaussian crater modulated by a 2-D harmonic signal 
(see Fig. la) and a 2-D random field (see Fig. lb). Next figures show that the 
cross-sections of the WD of the form W(xi, X 2 ,fw,f 2 o) (see Eq. (9)) of the sum of 
above signals may serve to extract the crater embedded in the random field (see 
Fig. Ic). Fig. Id shows the cross-section with /io=/2o=0. The carter is not visible. 
Differently, at the cross-section at the point/io=/2o=2.5 the crater is dominant. For 
convenience. Fig. If shows the cross-section of the WD of the crater (no random 
field). 



Gaussian crater Random field 
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Gaussiiin cniler embedded in random field 




W(Xj,Xj,0,0) 



300 




W(x ,x ^.5^.5) 





Fig. 1. a) A Gaussian crater modulated with a 2-D harmonic signal, b) a 2-D random field, c) 
the Gaussian crater embedded in the random field, d) the cross-section of the 4-D WD of the 
crater embedded in the random field, f^=f^=Q, e) the cross-section of the 4-D WD of the crater 
embedded in the random field, /j„=/2„=2.5, f) the cross-section of the 4-D WD of the crater (no 
random field),/j„=^=2.5. 



Fig.le shows the cross-section with the crater extracted from the random field 
(compare with Fig. If). 

2. We studied the cross-sections of the 4-D WD of a signal in the form of a product 
of two Gaussian signals 

¥{xi,X2)= ( 31 ) 



Remarkably, we found that a proper choice of the points /lo and /20 may serve to 
cancel the cross-terms in complete analogy to the application of the windowed 
pseudo-Wigner distributions. Fig.2a shows the cross-section with all cross-terms. 
Fig. 2b shows a cross-section with eliminated cross-terms along the xi-axis, Fig.2c 
along the X 2 -axis and Fig.2d with all cross-terms eliminated. 

3. At the conference cross-sections of selected natural images will be presented. 
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W(x,,Xj^.Oa.O) 



W(x,,X2, 1.75, 2.0) 




Fig. 2. The selected cross-sections of the WD of the signal given by the Eq. (31) 
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Abstract. In this paper, we propose a Markov random field (MRF) 
image segmentation model which aims at combining color and texture 
features. The theoretical framework relies on Bayesian estimation as- 
sociated with combinatorial optimization (Simulated Annealing). The 
segmentation is obtained by classifying the pixels into different pixel 
classes. These classes are represented by multi- variate Gaussian distri- 
butions. Thus, the only hypothesis about the nature of the features is 
that an additive white noise model is suitable to describe the feature 
values belonging to a given class. Herein, we use the perceptually uni- 
form CIE-L*u*v* color values as color features and a set of Gabor filters 
as texture features. We provide experimental results that illustrate the 
performance of our method on both synthetic and natural color images. 
Due to the local nature of our MRF model, the algorithm can be highly 
parallelized. 

Keywords: image segmentation, Markov random field model 



1 Introduction 

Image segmentation is an important early vision task where pixels with similar 
features are grouped into homogeneous regions. There are many features that 
one can take into account during the segmentation process: gray-level, color, 
motion, different texture features, etc. However, most of the segmentation algo- 
rithms presented in the literature are based on only one of the above features. 
Recently, the segmentation of color images (textured or not) received more at- 
tention PEG- In this paper, we are interested in the segmentation of color 
textured images. This problem has been addressed in [Z|, where an unsupervised 
segmentation algorithm is proposed which uses Gaussian MRF models for color 
textures. These models are defined in each color plane with interactions between 
different color planes. The segmentation algorithm is based on agglomerative 
hierarchical clustering. Our approach is different in two major points. First, we 
use a stochastic model based segmentation framework instead of clustering. Sec- 
ond, we use a combination of classical, gray-level based, texture features and 
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color instead of a direct modelization of color textures. The segmentation model 
consists of a MRF defined over a nearest neighborhood system. The image fea- 
tures are represented by multi-variate Gaussian distributions (basically a noise 
model) . Since the different texture-types are described by a set of Gaussian pa- 
rameters, it is possible to classify or recognize textures based on a prior learning 
of the possible parameters. Of course, parameter estimation can be a difficult 
task, if we do not have training data. Herein, we do not address this problem but 
we note that the estimation task can be solved using an adaptive segmentation 
technique pniij . 

We use the perceptually uniform GIE-L*u*v* color values and texture fea- 
tures derived from the Gabor filtered gray-level image. Of course, the nature of 
the texture features is not crucial to the algorithm from the segmentation point 
of view. The only requirement in the current model is that an additive white 
noise model should be suitable to describe the texture features. Most of the filter- 
ing approaches (see |B| for a comparative study of different filtering techniques) 
fall into this category but stochastic texture models (such as Gaussian Markov 
random fields |7|TT7] 1 are also suitable for our segmentation model. Herein, we use 
a real-valued even-symmetric Gabor filter bank. Segmentation requires simulta- 
neous measurements in both spatial and frequency domain. However, spatial lo- 
calization of boundaries requires larger bandwidths whereas smaller bandwidths 
give better texture measurements. Fortunately, Gabor filters have optimal joint 
localization in both domains 0 . In addition, when we are combining texture fea- 
tures with color, the spatial resolution is considerably increased. We have tested 
the algorithm on a set of both natural and synthetic color textured images. 

2 MRF Segmentation Model 

We assume that images are defined over a finite lattice S = {si, S 2 , ■ • ■ , sat}, 
where s = (i,j) denotes lattice sites (or pixels). For each pixel s, the region- type 
(or pixel class) that the pixel belongs to is specified by a class label, uig, which 
is modeled as a discrete random variable taking values in H = {1, 2, . . . , L}. The 
set of these labels oj = {o;s,s € 5} is a random field, called the label process. 
Furthermore, the observed image features (color and texture) are supposed to 
be a realization T = {/g|s S 5} from another random field, which is a function 
of the label process lo. Basically, the image process T represents the deviation 
from the underlying label process. Thus, the overall segmentation model is com- 
posed of the hidden label process w and the observable noisy image process 
T . Our goal is to find an optimal labeling a) which maximizes the a posteriori 
probability P{uj \ iF), that is the maximum a posteriori (MAP) estimate |2|: 
argmax,^gr2 risG5 I where f? denotes the set of all possible la- 

belings. 

Herein, the image process is modeled by an additive white noise. Thus, we 
suppose that P{fg \ cOs) follows a Gaussian distribution and pixel classes X £ A = 
{1, 2, . . . , L} are represented by the mean vectors and the covariance matrices 
Sa. Furthermore, co is supposed to be a MRF with respect to a first order 
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neighborhood system. Thus, according to the Hammersley- Clifford theorem |2|, 
P{uj) follows a Gibbs distribution: 

n. ^ exp(-C/(o;)) ricGCexp(-Vc(wc)) ,,, 

m ' 

where U{uj) is called an energy function, Z{P) = is the nor- 

malizing constant (or partition function) and Vc denotes the clique potential 
of clique C G C having the label configuration ojc- C is the set of spatial sec- 
ond order cliques (ie. doubletons). Note that the energies of singletons (ie. pixel 
sites s G S) directly reflect the probabilistic modeling of labels without context, 
while doubleton clique potentials express relationship between neighboring pixel 
labels. In our model, these potentials favor similar classes in neighboring pixels. 
Thus the energy function of the so defined MRF image segmentation model has 
the following form: 



U{u;,P) = ^ (^ln(v^(27r)3 | |) + 

s^S 

+13 ^ S{uJs,UJr), ( 2 ) 

{s,r}GC 



where S(uJs,UJr) = 1 if ujg cUr are different and 0 otherwise. /3 > 0 is a 
parameter controlling the homogeneity of the regions. As j3 increases, the re- 
sulting regions become more homogeneous. Now, the segmentation problem is 
reduced to the minimization of the above energy function. Since it is a non- 
convex function, some combinatorial optimization technique is needed to tackle 
the problem. Our experiments used Simulated Annealing (Gibbs sampler P]) 
and Iterated Gonditional Modes (IGM) p. 



2.1 Color Features 

The first question, when dealing with color images, is how to measure quantita- 
tively color difference between any two arbitrary colors. Experimental evidence 
suggests that the RGB tristimulus color space may be considered as a Rieman- 
nian space m. Due to the complexity of determining color distance in such 
spaces, several simple formulas have been proposed. These formulas approxi- 
mate the Riemannian space by a Euclidean color space yielding a perceptually 
uniform spacing of colors. One of these formulas is the L*u*v* Pj color space 
that we use herein. 



2.2 Texture Features 

Many different techniques have been proposed for analyzing image texture. 
Herein, we will focus on the multi-channel Altering approach where the chan- 
nels are represented by a bank of real-valued, even-symmetric Gabor Alters. The 
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Fourier domain representation of the basic even-symmetric Gabor filter oriented 
at 0° is given by 0: 



H{u,v) = A \ exp ( — 



^ ( 


^(U-Mo)^ 




2 \ 






(7y 


= l/2nGy, 


A = 



- exp - 



1 / {U + Ut))" 



( 3 ) 

where Gu = l/27rtTa;, = 1/2707^, A = 2axGy, ug is the frequency of a si- 
nusoidal plane wave along the cc-axis, and Gx and Gy are the deviations of the 
Gaussian envelope along the x and y axes. Filters with other orientations can 
be obtained by rotating the coordinate system. In our tests, we used four ori- 
entations: 0°, 45°, 90°, 135° and the radial frequencies uq are 1 octave apart: 
•\/2, -\/2/2, \/2/4, \/2/8, . . . For an image with a width of 2^ pixels, the high- 
est radial frequency falling inside the image array is \/2/2'^“^. From each fil- 
tered image g, we compute a feature image using the nonlinear transformation 
I tanh(ags) |,s G S] followed by a Gaussian blurring with a deviation propor- 
tional to the center frequency of the Gabor filter: g = k/ug. In our experiments, 
the Gabor filtered images are scaled to the interval [—1,1] and we set a = 40 
and k = 1. 



Table 1. Computing times and segmentation error on the synthetic images. 



Image: 


Fig. El 


Fig. 


n 


feature 


Gibbs 


error 


ICM 


error 


Gibbs 


error 


IGM 


error 


texture 


185 sec. 


13.5% 


3.4 sec. 


16.6% 


1349 sec. 


19.0% 


13 sec. 


20.6% 


color 


105 sec. 


2.5% 


5.5 sec. 


8.8% 


732 sec. 


19.7% 


20 sec. 


23.1% 


combined 


319 sec. 


1.2% 


16 sec. 


2.7% 


2581 sec. 


8.9% 


73 sec. 


11.4% 



3 Experimental Results 

The proposed algorithm has been tested on a variety of color images including 
synthetic images (Fig. ^ Fig. 0 Fig. El, outdoor (Fig. 0 and indoor (Fig. EJ 
scenes. We have used MIT’s VisTex database to compose the synthetic color 
textured images. The test program has been implemented in G and run on a 
UltraSparcl workstation. Herein, we present a few examples of these results 
and compare segmentation results using color only, texture only and combined 
features. Furthermore, we also compare the results obtained via a determinis- 
tic (IGM 0) and stochastic (Simulated Annealing using the Gibbs sampler 0) 
relaxation. The mean vectors and covariance matrices were computed over rep- 
resentative regions selected by the user and we set f3 = 2.5 in all cases. This 
value has been found to provide satisfactory results in all cases. An optimal 
Gabor filter set containing 2-4 filters has been picked manually for each image. 
We remark, however, that it is also possible to automatically select these filters 
(see 0 for a collection of methods). We found in all cases that segmentation 
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based purely on texture gives fuzzy boundaries but usually homogeneous re- 
gions. Whereas segmentation based on color is more sensitive to local variations 
in color but provides sharp boundaries. As for the combined features, the advan- 
tages of both color and texture based segmentation are quite well preserved: we 
obtained sharp boundaries and homogeneous regions (see Fig. Q as a good exam- 
ple). For example, the ball on the tennis image (Fig.|3) is much better detected 
than on either the texture or color segmentations. In terms of sharpness and 
homogeneity, the combined segmentation clearly outperforms the others. The 
power of combined features is well demonstrated by Fig. 0 . Three regions con- 
tain a wooden texture with nearly matching colors and a small difference in the 
direction (right and lower part) or scale (middle part) in texture. The two other 
regions have similar texture but completely different color. Comparing color and 
texture only segmentations, the latter two regions are perfectly separated in the 
color segmentation but they are mixed in the texture one. On the other hand, 
the former three regions are much better separated in the texture segmentation 
than in the color one. As for the combined segmentation, the five regions are well 
separated, the error rate is half of the separate segmentation’s rates. Regarding 
the different optimization techniques, we can see that the suboptimal ICM pro- 
vides somewhat lower quality compared to the optimal Gibbs sampler but it 
converges much faster (see Table P). However, this difference is less important 
in the case of combined features and for the real images it is nearly invisible. We 
also run a test on one of the images published in jj] (see Fig. P and we found 
that our results are close to the ones in jj|. 





Gray original Texture Color Combined 



Fig. 1. Segmentation of a 128 x 128 synthetic image with 5 classes. We have used 2 
Gabor filters to extract texture features. 
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Gray original Texture Color Combined 





Fig. 2. Segmentation of a 128 x 128 synthetic image with 5 classes. We have used 3 
Gabor filters to extract texture features. 



Gray original Texture Color Combined 



Color original 



Texture Color 

Gibbs Sampler 



Combined 



Fig. 3. Segmentation of a 256 x 256 synthetic image with 5 classes. We have used 4 
Gabor filters to extract texture features. 
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ICM 




Color original Texture Color Combined 

Gibbs Sampler 




Gray original Texture Color Combined 



Fig. 4. Segmentation of a 384 x 384 real image with 3 classes. We have used 3 Gabor 
filters to extract texture features. 



ICM 




Color original Texture Color Combined 

Gibbs Sampler 




Gray original Texture Color Combined 



Fig. 5. Segmentation of a 360 x 240 real image with 6 classes. We have used 3 Gabor 
filters to extract texture features. 
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4 Conclusions 

We have proposed a MRF image segmentation model which is able to combine 
color and texture features. The model itself is not restricted to a specific texture 
feature. In fact, any feature is suitable as far as feature values belonging to a pixel 
class can be modeled by a random white noise. Due to our model based approach, 
it is also possible to classify different kind of textures based on a prior training of 
the corresponding parameters. The quality of the segmentation is improved with 
respect to color only and texture only segmentations. We also tested different 
optimization methods and found that the suboptimal but fast ICM is a good 
tradeoff between quality and computing time when using combined features. 
Although our implementation is sequential, the algorithm is highly parallel due 
to the local nature of the MRF model. Thus, a parallel implementation can 
further improve the computing speed. 
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Abstract. In this paper, using hypergraph theory, we introduce an 
image model called Adaptive Image Neighborhood Hypergraph (AINH). 
From this model we propose a combinatorial definition of noisy data. 
A detection procedure is used to classify the hyperedges either as noisy 
or clean data. Similar to other techniques, the proposed algorithm uses 
an estimation procedure to remove the effects of the noise. Extensive 
simulations show that the proposed scheme consistently works well in 
suppressing of impulsive noise. 

Keywords: hypergraph theory, combinatorial model, coise detection 



1 Introduction 

Combinatorial field models have been successfully applied to many fundamental 
problems of image analysis and computer vision such as edge detection, 

noise cancellation and image segmentation Perhaps the most popular 

mathematical framework is graph theory, which models binary relations. Graphs 
provide an efficient and powerful tool for specifying the relations between similar 
features in an image. The vertices correspond to objects and the edges represent 
the relations between objects. 

However, it is difficult for the geometry and the topology of an image to be 
represented by a graph, because both the geometry and the topology of an image 
can not necessarily be expressed by binary relations. 

The notion of a hypergraph has been developed both by the mathematical 
Hungarian school and the mathematical French school simultaneously around 
1960 P). This concept which represents more general relations than binary ones 
can be used in many areas of mathematics and computer sciences such as topol- 
ogy and geometry, data structures, networks, and many other domains where 
relations between objects are fundamental 0. Hypergraph theory was intro- 
duced in computer vision in 1997 |2]. By defining a comprehensive global model, 
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this theory provides significant improvement in low level image processing P|, 
g], g], mi. The corruption of images by noise is a frequently encountered prob- 
lem in many image processing fields. The observed noise can be often modeled 
as impulsive and smoothing techniques that can remove this kind of noise while 
preserving the edges are required. 

In this paper, we present an adaptive model which is based on image neigh- 
borhood hypergraph model (INH) jSj. The adaptive image neighborhood model 
(AINH) captures the local properties of the image. This leads to a new noise 
definition which is more pertinant than our previous work |H| to preserve 
edges. 

This paper is organized as follows. In section II, we briefly introduce the 
necessary terminology and notations related to graphs and hypergraphs. Image 
adaptive hypergraph model is described in section III. Section IV introduces the 
concept of a noisy hyperedge and shows how this model can be exploited to 
develop a noise detection algorithm. Here we also examine some basic properties 
of this algorithm. To illustrate the effectiveness of our method we present some 
experimental results in section V. In the last section we make some concluding 
remarks. 



2 Graph and Hypergraph Terminology 

2.1 Graph 

The general terminology concerning graphs and hypergraphs is similar to □ :|2| 
All graphs in this paper are finite, undirected, with neither loops nor multiple 
edges. All graphs will be considered connected with no isolated vertex. Let G = 
{X]E) be a graph, we denote by r{x) the neighborhood of a vertex x, i. e. the 
set consisting of all vertices adjacent to x which is defined by: r{x) = {y G 
X,{x^y\ G E}. In the same way, we define the neighborhood of A Q X as 
r{A) = UxsA ^(*)- open neighborhood of A is E°{A) = E{A) \ A. 

2.2 Hypergraph 

A hypergraph H on a set X is a family {Ei)i^i of non-empty subsets of X 
called hyperedges with: Ue/ Ei = X, / = {1, 2, . . . , n}, n G INi. Let us note: 
El — {X; (Ei)i^i). An hyperedge Ei is isolated if and only if Vj G I,j ^ 
i if EiC\ Ej yf 0 then Ej C Ei. 

Neighborhood Hypergraph : Given a graph G, the hypergraph having the 
vertices of G as vertices and the neighborhood of these vertices as hyperedges 
(including these vertices) is called the neighborhood hypergraph of G. So, to each 
graph we can associate a neighborhood hypergraph: 



Hg = {X, {E, = {x}ur{x))) 



( 1 ) 
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3 Image Adaptive Hypergraph Model 

This section is devoted to the definition of our model. First we recall some 
definitions about digital images. 

A distance d! on X defines a grid (a graph connected, regular, without both 
loop and multi-edge). 

A digital image (on a grid) is a two-dimensional discrete function that has been 
digitized both in spatial coordinates and in magnitude feature value. Throughout 
this paper a digital image will be represented by the application : 

/ : A C ^ C C with n > 1 (2) 

where C identifies the feature intensity level and X identifies a set of points called 
image points. The couple {x,I{x)) is called a pixel. 

Let d be a distance on C, we have a neighborhood relation on an image 
defined by: 



'dx G A, Fa^pix) = 

{a;' € X,x' X \ d{X{x),X{x')) < a and d'{x, x') < /?} (3) 

The neighborhood of x on the grid will be denoted by 1 ) 3 ( 2 :). So to each image 
we can associate a hypergraph called Image Adaptive Neighborhood Hypergraph 
(lANH): 

dia,j3 = (at, ({x} U ra,p{x))xex)- (4) 

The attribute a can be computed in an adaptive way depending on local prop- 
erties of the image. Throughout this paper a will be estimated by the standard 
deviation of the pixels {x} U F^^x) This image representation is more relevant 
than the previous one introduced in 0 , because it takes in account both local 
and global aspects of the image. Hence lANH offers new facilities for handling 
topology and geometry of the image. Consequently it gives more information 
about the nature of the image to analyze. From this model, we will now develop 
a noise detection application. 

4 Detection of Impulsive Noise 

A common type of corruption that occurs in image data is corruption by an 
impulsive noise process. Attenuation of noise and preservation of details are 
usually two contradictory aspects of image. Various noise reduction algorithms 
make various assumptions, depending on the type of imagery and the goals of 
the restoration 0 , 0 . 

In this section, we present a noise cancellation algorithm that exploits a lack 
of homogeneity criterion. We consider that the global homogeneity characterizes 
regions, local homogeneity characterizes edges, no homogeneity characterizes a 
noise. A noise reduction algorithm is based on the following criterion : binary 
classification of hyperedge of image {Hq noisy hyperedge and Hi no noisy hy- 
peredge) and filtering the noisy parts. 
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4.1 Noise Definition 

The impulsive noise detection based on the hypergraph model as well as its 
modifications and generalizations wm has been efficient in the removal of 
impulse noise. However, because these approaches are typically implemented 
invariantly across an image, they also tend to alter pixels which are undisturbed 
by noise. Additionally, they are prone to edge jitter in cases where the noise 
ratio is high. One way to avoid this situation is to improve the definition of 
noisy hyperedge in the noise detection framework. 



Definition: We will call disjoined chain a succession of hyperedges disconnected 
two by two. A disjoined chain is thin if the cardinality of each hyperedge is equal 
to 1. To model a noise we propose the following definition: 

We say that Eo,^fj{x) is a noise hyperedge if it verifies one of the two conditions: 

— the cardinality of Ea^pix) is equal to 1: Ea^pix) is not contained in disjoined 
thin chain having five elements at least. 

— Ea^js{x) is an isolated hyperedge and there exists an element y belonging to 
the open neighborhood of Ea^p{x) on the grid, such that Ea^p{y) is isolated, 
(i.e. Ea^fs is isolated and it has an isolated hyperedge in its neighborhood on 
the grid). 

This new definition allows a better discrimination between edge pixels and 
noisy pixels than our previous definition [5|. 



Property. The lemma below shows that a noisy hyperedge must be isolated. 

Lemma 1. If the cardinality of an hyperedge is equal to one, then this hyperedge 
is isolated. 

Proof. Given an hyperedge E^^pix) such that its cardinality is equal to 1. We 
suppose that it is not isolated. It is included in the hyperedge ifa,/ 3 (y) , so 
X £ Th./3(j/) but X £ Ea^p^y) and the cardinality of Ea,p{x) is greater than 1. 
This brings us to a contradiction. 

4.2 Noise Cancellation Algorithm 
Step 1 Data : 

Image /, and neighborhood order [3 

Step 2 Construction of the adaptive neighborhood hypergraph on / 

- a. A ^ 0 

- b. For each pixel {x,I{x)) of / 

— i. a = a, with a being the standard deviation estimate of the pixels of 
{a;} U Ep{x), {Ep{x) stands for neighborhood of x on the grid). 

— ii. Ea,p{x) < — 0 

-- iii. for each pixel {y,I{y)) of Ep{x), if d{I{x),I{y)) < a then Ea^p{x) i — 
ra.pix) U {y} 
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-- iv. X i — X U {a;} 

— V. < — {Ea,i3ix) U {a:}} 

~ c. A (^X y 

Step 3 Determination of isolated hyperedges of 
For each vertex a; of X 

— i. E'i — 0 

— ii. e' ^ \JyeE^^f,ix) EcAy) 

-- iii. ii E = Ea^/ 3 (x), {Ea^ 0 {x) is an isolated hyperedge) then; 

E^A^j = Ea,A^)- 

Step 4 Detection of noise hyperedges 
For every E]^p{x) 

-- i. If the cardinality of E^^{x) is equal to 1, and if E^^{x) is not contained 
in a disjoined thin chain having five elements at least, then E^ ^{x) = E'^^; 
-- ii.If there exists y of such as Ea^p{y) is isolated, then classify 

EaA^) ^ a >^oisy hyperedge : E^j^{x) = E^^p. 

Step 5 Estimation 

For each noisy hyperedge E^^{x), replace the intensity of E^j^{x) by the 
value of a functional dependent of intensity of E°{E’^ p{x)). 



Properties of the Algorithm. 

Correctness and Complexity Proposition 1. For f3 given, a unique solu- 
tion exists. The algorithm complexity is in 0{n) (n standing for the pixels num- 
ber of the image). 

Proof. The complexity of each step of the algorithm is raised by the number of 
pixels of the image up to a multiplicative coefficient. This coefficient is the num- 
ber of restrained pixels in hyperedge, raised itself by the cardinality maximum 
of hyperedges. Therefore, the complexity of the algorithm is in 0{n). For a = a 
and [3 fixed, there exists a single hypergraph Ela^p associated to an image data, 
so from the definition of noisy hyperedges, the existence of a unique classification 
and a unique solution is proven. 

5 Experimental Results 

The performance of the proposed impulse noise detection has been evaluated 
and compared with those of some existing detection algorithms, including the 
Stevenson strategy [II 4) and Tovar fi1ter|1 5|. 

In our simulations, a group of 256 x 256 gray-scale images corrupted by 
fixed- valued impulses with various noise ratios are used. The noise intensity of 
fixed-valued impulses corresponds to 0 or 255 with equal probability. The peak 
signal-to-noise ratio (PSNR) is used to measure the image quality. 

The first experiment is conducted to gauge the efficacy of the proposed tech- 
nique for filtering images corrupted with different noise ratios. 
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The results of filtering the peppers image are given in Figure ^ The noise 
free image in figure OH a) was corrupted by a 5% impulsive noise in figure ODb). 
The output image using the median filter 3 x 3 on the noisy hyepredges by our 
algorithm is shown in figure (Qc). 

Figures Cld de) presents the superposition of the false alarm noise image 
and the original one. It is interesting to note that, the false alarm noise is not 
localized on the edges and the detected noise image (Pf) doesn’t contain any 
information about edges. That means that our algorithm preserves edges. In 
addition, the AINH model yields better subjective quality with respect to noise 
suppression and detail preservation. 

As any classical method the performances of our model decrease when the 
percentage of noisy pixels increases. That is because the spatial homogeneity of 
noisy data grows and the model has difficulty to discern noisy hyperedges from 
noise free ones; see figure 0 

To assess the effectiveness of the proposed technique with other methods. 
Table n presents the comparative PSNR, detection and false alarm probabilities 
pd and pf m results of removing the two ratios 5% and 10% of impulsive 
noise. 

It is obviously seen in table 1 that the proposed algorithm provides superior 
results to the other methods in removing impulsive noise. 



Table 1. Comparative filtering results in PSNR, pd and pf 



Image 256x256 


Alg. 


% injected 


PSNR in dB of h 


PSNR in dB of If 


pd 


pf 


Peppers 


Our algo 


5 


18.08 


32.32 


0.872 0.007 


- 


Our algo. 


10 


15.06 


27.00 


0.82 


0.005 


- 


Stv. algo, order 1 


5 


18.08 


23.45 


0.73 


0.01 


- 


order 2 


5 


18.08 


25.08 


0.85 


0.03 


- 


order 3 


5 


18.08 


25.95 


0.86 


0.042 


- 


order 1 


10 


15.06 


19.09 


0.574 


0.09 


- 


order 2 


10 


15.06 


22.86 


0.80 


0.01 


- 


order 3 


10 


15.06 


24.24 


0.84 


0.02 


- 


Tovar algo. 


5 


18.08 


25.88 


0.96 


0.55 


- 


- 


10 


15.06 


25.55 


0.97 


0.52 



Ib : Corrupted image; 

If : The filtering results by median 3x3 filter. 



6 Conclusion and Perspectives 

A key problem that arises in many recent approaches of noise detection and 
cancellation methods is that these approaches are location-invariant in nature, 
and thus they also tend to alter the pixels not corrupted by noise. In this paper 
a new algorithm for image noise reduction based on properties of hypergraph 
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theory has been proposed. When compared with other detection based filtering 
schemes, the proposed technique consistently yields satisfactory results in sup- 
pressing impulse noise while still possessing a simple computational structure. 
Noticeable gains have been achieved over other methods in terms of PSNR as 
well as the perceived image quality. 

Further works will be focused on : 

— Definition of edges, and development of an algorithm to detect these edges 
from the adaptive image neighborhood hypergraph model; 

— High level image processing algorithms using lANH. 




Fig. 1. (a) The original peppers image, (6) peppers image corrupted by 5% of impulsive 
noise, PSNR = 18.08dS, (c) image obtained by noisy hyperedges hltering using median 
3x3 filter resulting; PSNR = 32.32dB. (d,e) false alarm noise for the 5% and 10 % of 
impulse noise percentage, (f) the detected noise for the 5%. 
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(a) 



(b) 



Fig. 2. Evolution of the (a) Pd and (b) Pf according to injected impulsive noise per- 
centage in the image 
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Abstract. The response of spring triticale to the infection of heads with mixture 
of Fusarium culmorum and F. avenaceum isolates was investigated with the 
application of colour image analysis of grains. The results seem to suggest that 
there is a strong relationship between declining values of the two yield 
components: kernels weight per spike and one thousand kernels weight (TKW), 
and the values of colour components H S and I (hue, saturation, intensity); the 
presence of the relationship is confirmed by high values of simple correlation 
coefficients. The technique applied in the experiment makes it possible to 
diagnose a case of Fusarium infestation at a nearly 90% probability, the result 
that creates the basis for further research towards the elaboration of a 
completely automatic system of colour image analysis of grain. 



Keywords: image analysis, Fusarium infestation, colour model 



1 Introduction 

Fusarium head blight (FHB), generally caused by Fusarium culmorum and F. 
avenaceum, occurs in humid and semi humid cereal-growing areas throughout the 
world [16]. This very important disease may results in significant yield reduction and 
low quality of seed material. Isolates of Fusarium sp. obtained from small grain 
cereals often produce mycotoxins, e.g. deoxynivalenol (DON) and other 
trichothecenes - they have been shown to be harmful to human and animal health [5]. 
A rapid method of analysis of head blight, might be very useful in resistance breeding 
research. Evaluation of health status of an individual sample based on the calculation 
of the percentage of Fusarium infected kernels is not reliable unless symptoms of 
fusariosis are evident. However, it happens that symptoms of the disease are hardly 
noticeable; on the other hand, sometimes it is possible to detect the presence of fungi 
in kernels which visually differ only insignificant from healthy ones especially when 
infection proceeds at the latter stages of kernels development [9]. Germination of such 
kernels may be abnormal or else they may become a source of primary inoculum, thus 
leading to further spread of the infection [14]. Digital image analysis, gaining more 
and more popularity in biological research, has supplied the investigator with tools of 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 563-569, 2001. 

© Springer-Verlag Berlin Heidelberg 2001 




564 M. Wiwart, I. Koczowska, and A. Borusiewicz 



a new, higher quality, with which analysis of shape, intensity or colour of various 
plant structures and organs, including seeds, is more precise [8, 20]. The studies, 
carried out in this area, focus mainly on identification of cultivars as well as 
determination of certain relationships between geometrical parameters of seeds and 
some yield components [1,11]. Analysis of colour image exploits a full range of 
possibilities created by 24-bit computer systems, commonly available today. 
Irrespective of numerous technical and computer related problems, caused by huge 
amounts of information to be processed [7, 13, 18], there are already some reports in 
the literature suggesting a considerable progress in the experiments conducted on the 
application of this type of analysis to the evaluation of health status and purity of seeds 
as well as some of its commercial properties [3,4, 21,17]. 

The study presented in this paper focused on the assessment of the applicability of 
computer colour image analysis of spring triticale grains to the determination of a 
degree of their infestation with Fusarium sp. after artificial inoculation of heads. 



2 Material and Methods 

The material consisted of 620 breeding strains (F^ generations) of spring triticale (own 
breeding materials of Department of Plant Breeding and Seed Production, University 
of Warmia and Mazury in Olsztyn, Poland) obtained by crossing four Polish cultivars: 
Migo, Maja, Jago and Gabo; as well as 2 isolates of Fusarium culmorum (W.G. 
Smith)Sacc. and 2 isolates of F. avenaceum (Fr.)Sacc. [15], obtained from naturally 
infected kernels of spring triticale. 

Inoculation was performed at the full flowering stage. Thirty heads of each strain, 
chosen randomly, were treated by aqueous suspension of conidia of booth Fusarium 
species (concentration of 500 000 spores/cm’). Spores were obtained from 14-day old 
cultures grown on a PDA medium (Merck ). Inoculated heads were immediately 
covered with polyethylene bags for 48 hours. A reduction of the kernels weight per 
spike and TKW calculated for infected heads versus non-inoculated heads (control) 
was used as a measure of the response to infection. 

Digital image analysis was conducted on a Pentium III PC (equipped with a SPEA 
ShowTime Plus card and measuring software MultiScan 6.0) attached to a colour 
CCD camera Sony EVI-lOllP. MS Windows compatible software was applied: MS 
Excel 97 and Corel 7.0. Two samples of kernels were taken from each combination 
and placed on a 094 mm polystyrene Petri’s dishes. The samples were illuminated 
with 4 halogen bulbs of 3500 °K colour temperature. Each image was entered into the 
MultiScan®, where a stereologic grid (4x4 square gridding meshes, each of which was 
a separate replication) was applied on it. Eor each mesh, average values of the three 
primaries: red (R), green (G) and blue (B), were determined to be used subsequently 
for the calculation of the three colour components: H, S, I (hue, saturation, intensity) 
[7, 12, 13]: 



if 0< R, G, B <1 then 
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H = acosl 



1[(R-G)+(R-B)] 

[(R-Gf +(R-B)(G-B)]^2 

S = l-min(R,G,B) 
I=R+G+B 



( 1 ) 

( 2 ) 

(3) 



The resulting values of the H, S, I were included in the analysis of simple correlation, 
by referring them to a decrease in the kernels weight per spike and the weight of one 
thousand kernels. The results of the image analysis were presented graphically and, by 
making use of the relationships exist in the colour circle [6, 7], areas typical of the 
grains obtained from a control and inoculated heads were established. 



3 Results 

The inoculation of heads led to a considerable reduction of the two major yield 
components of spring triticale: weight of kernels per spike and TKW. After infection, 
the weight of kernels per spike dropped by an average 26.36% in comparison to the 
control, while TKW declined by 23.28% (range of differences for both characters was 
38.02% +13.29 and 32.89%±1 1.46, respectively). Obtained result corresponding with 
the data cited in the literature on various species of small grain cereals [5, 16] and 
indicating quite strong pathogenicity of the isolates applied as well as a wide range of 
the response of the strains studied 

The digital analysis of the colour images of kernels revealed great variation in the 
values of the three colour components, H S I, between the control and inoculated 
objects (tab. 1). 

Table 1. Mean values of H S I (bold) for the colour of grains after artificial inoculation of heads 
(min.-^max.) in comparison to non-inoculated control (** differences between control and 
inoculation significant at p=0.01) 

ii s i 

Control 53.6 (43.9^b3.2) 0.58 (0.517M).642) 1.75(1.66-1.84) 

Inoculated 42.8” (31.0-54.6) 0.56 (0.429M).619) 1.81” (1.70-1.92) 



The colour of all the inoculated objects, compared with the control, was lower in hue 
(nearer the red). A similar tendency was observed in the case of the S component - 
lower values here are indicative of lower saturation of the colour of kernels. Values of 
I (intensity) were higher for the samples obtained from the inoculated heads, which 
means that this grain was lighter than from the control objects. 

The calculated values of Pearson’s correlation coefficients showed a strong 
relationship between the per cent decline in the two yield components and the values 
of the all three colour components; the relationship was more evident in the case of 
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TKW than in the kernels weight per spike (tab. 2). Higher absolute values of the 
correlation coefficient calculated for saturation and intensity than for hue may suggest 
that a change in the colour of the seed coat means lighter and paler colour rather than a 
shift towards the red. 



Table 2. Values of Pearson’s correlation coefficients calculated for a decline (after infection) in 
the values of booth yield components and H S I (**significant at p=0.01) 



Decline in per cent of the control of: 


H 


S 


I 


kernels weight per spike 


0.08 


0.51" 


-0.45" 


TKW 


0.30" 


0.77" 


-0.66" 



Mutual relationships between H and S may be presented graphically, by referring 
them to the regularities which occur in the colour circle; this is the best way to 
visualise the range of changes in the colour of seed coats (fig. 3). Based on the 
boundary empirical values of H and S for all 620 strains investigated, the following 
areas were set: A - for the control kernels, B - for kernels from inoculated heads and 
C (shared area), in which the values for H and S can be identical regardless the origin 
of the grain. Percentage of each area for all the results obtained was as follows: 
27.89% of A, 61.91% for B and 10.20% for C. It means that with the application of 
the method discussed hereby it is possible to discriminate clearly between infected and 
health grain (the probability nearing 90%). 



4 Discussion 

Presented results show potential applications of computer aided image analysis to the 
evaluation of health status of small grain cereals. A change of the seed coat colour 
observed after infection by Fusarium sp. is, next to the shape deformation, one of the 
major indicators of infestation. With these symptoms, it is possible not only to perform 
organoleptic analysis of the health status of a sample [16, 9, 14] but also to assess the 
content of some mycotoxins (DON) on the basis of the frequency of the FDK 
(Fusarium damaged kernels) fraction [5]. However, the latter is possible only for a 
very serious case of infection, when kernels reveal clear symptoms of disease. Such 
evaluation can also be burdened by some error due to the wear of the observer’ s sight, 
who has to analyse numerous samples of grain; another source of error is the fact that 
poor formation or malformation of kernels need not be indicative of fusariosis [10]. 
Therefore, it seems recommendable to search for new techniques, with which health 
screening of kernels will be faster and, most importantly, more objective. 
Implementation of such methods, especially in terms of individual kernels, will 
perhaps play a significant role in the research on seed production, cereal grain 
processing and resistance breeding. It would also be important to design a machine for 
sorting kernels automatically. The existing solutions make it possible to separate 
damaged kernels out. In 1995 a team of German authors from Hohenheim University 
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published a design of a machine, equipped with a CCD camera and PC, used for 
automatic removal of mechanically damaged kernels [2]. 




He, =31.0 
Hc,=54.6 



Hi, =43,9 
Hi,=63.2 



Area for control kernels 



Area for kernels derived from inoculated heads 




Fig. 1. Areas determined for the control (A) and inoculated (B) kernels. C is the shared area. H- 
indexed values refer to Hue (H, - inoculated objects, H^, - control objects); the scale on the red 
primary axis refers to the values of saturation. The graphic presentation is executed according to 
the pattern of the colour circle 

Although highly effective (83.7 to 98.4% damaged kernels sorted out), the machine 
has a disadvantage - the analysis of kernels is time consuming (app. 3s per kernel). On 
the other hand, specialists from the company Foss Tecator have designed an apparatus 
called 310 GrainChec , in which digital image analysis is performed with the use of a 
CCD camera mounted and computer system equipped with a Pentium processor as 
well as the software based on the technique of Artificial Neural Networks. This 
precalibrated instrument performs analysis of purity, colour and size distribution as 
well as end-user characteristics. The purity test identifies the sample composition and 
the result is presented as classes. Capacity of this apparatus is equal to 500 objects/min 
(Foss Tecator, patent no 470 465). Very interesting results present Ruan et al [17], 
Those authors applied of four-layer backpropagation artificial neural networks 
architecture to estimate of Fusarium scabby wheat kernels. The trained neural network 
produced excellent estimation of % FDK and is much more accurate then human 
expert panel. Using this technique maximum and absolute errors, by correlation 
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coefficient equal to 0.97, are 5.14% and 1.93%, respectively. Canadian company 
Maztech Micro Vision Ltd [19] offers full- automatic ally system for objective 
determination of grade and non-grade factors in grains and seeds SPY Grain Grader. 
On a per kernel basis, this SPY identifies and quantifies damage by fungal disease 
(especially %FDK), surface discoloration and other characteristics using 36 bit RGB 
colour. 

The one of the aims of the study presented here is setting a minimum-maximum range, 
within which all the information necessary for the triticale grain analysis will be held. 
This information will be helpful in future studies on construction of the equipment 
which will automatically sort out grain according to a degree of infestation with fungal 
pathogens. 



5 Conclusions 

1 . Application of colour image analysis allow us to identify precisely kernel samples 
from heads infected with F. culmorum and F. avenaceum and to discriminate them 
from samples obtained from healthy, non-inoculated heads. 

2. Values of hue and saturation for all the samples of the infected kernels were lower 
compared with the control, while the values of intensity were higher; distribution 
of kernels according to hue and saturation made it possible to discriminate the 
samples at a nearly 90% probability. 

3. High and statistically significant values of Pearson’s correlation coefficients 
between declines in values of kernels weight per spike and weight of one thousand 
kernels relative to the values of H S I indicate the presence of a strong relationship 
between a degree of infection with Fusarium sp. and the colour of seeds. 

4. Colour image analysis is unlikely to replace precise instrument methods or 
standard mycological analyses; however, it may greatly assist the investigations, 
by making it possible to design some equipment in the future which will 
automatically sort the seeds out. 
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Abstract. A new filtering approach designed to eliminate impulsive 
noise in color images, while preserving fine image details is presented 
in this paper. The computational complexity of the new filter is signif- 
icantly lower than that of the Vector Median Filter. The comparison 
shows that the new filter outperforms the VMF, as well as other 
standard procedures used in color image processing, when the impulse 
noise is to be eliminated. 

Keywords: image processing, vector median filter 



1 Introduction 

The processing of color image data has received much attention in the last years. 
The amount of research published to date indicates an increasing interest in the 
area of color image processing [1-6] . It is widely accepted that color conveys very 
important information about the scene objects and this information can be used 
to further refine the performance of an imaging system. 

The most common image processing tasks are noise filtering and image en- 
hancement. These tasks are an essential part of any image processor whether 
the final image is utilized for visual interpretation or for automatic analysis ^ 

0 . 

As it has been generally recognized, that the nonlinear vector processing of 
color images is the most effective way to filter out noise and to enhance color 
images, the new filtering technique presented in the paper is also nonlinear and 
utilizes the correlation among the channels of a color image. 
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This paper is divided into three parts. In the first section, a brief overview of 
the standard noise reduction operations for color images based on the concept 
of vector median is presented. The second part shows the construction of the 
new algorithm of image enhancement and the last part depicts the results of 
noise attenuation achieved using the proposed algorithm in comparison with the 
standard noise suppression techniques described at the beginning of this paper. 



2 Standard Noise Reduction Filters 

A number of nonlinear, multichannel filters, which utilize correlation among 
multivariate vectors using various distance measures, have been proposed [1,2]. 
The most popular nonlinear, multichannel filters are based on the ordering of 
vectors in a predefined moving window. The output of these filters is defined as 
the lowest ranked vector according to a specific ordering technique. 

Let F(x) represents a multichannel image and let W he a window of finite 
size n (filter length) . The noisy image vectors inside the window W are denoted 
as Fj, j = 0, 1, . . . , n — 1 . If the distance between two vectors F^, Fj is denoted 
as p(Fi, Fj) then the scalar quantity 



i?, = ^p(F„F,), (1) 

i=i 

is the distance associated with the noisy vector F^ inside the processing window. 
An ordering of the Ri ’s 



R{o) < ^(1) < < R{n-i), (2) 

implies the same ordering to the corresponding vectors Fj 

F(o) < F(i) < ... < F(„_i). (3) 

Nonlinear ranked type multichannel estimators define the vector F(i) as the 
filter output. This selection is due to the fact that vectors that diverge greatly 
from the data population usually appear in higher indexed locations in the or- 
dered sequence. However, the concept of input ordering, initially applied in scalar 
quantities is not easily extended to multichannel data, since there is no universal 
way to define ordering in vector spaces. 

To overcome the problem, distance functions are often utilized to order vec- 
tors. As an example, the Vector Median Filter (VMF) uses the Li norm in (^1 
to order vectors according to their relative magnitude differences |7J. 

The output of the VMF is the pixel F*, € IF for which the following condition 
is satisfied: 

n— 1 n— 1 

'y ] p{^k: Fj) < y ] p(Fi, Fj), k ^ i . 
j=o j=Q 



( 4 ) 
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In this way the VMF consists of computing and comparing the values of Ri and 
the output is the vector for which R reaches its minimum. In other words if 
for some k the value 

n— 1 

i?fe = ^p(Ffc,F,), (5) 



is smaller than Rq\ 



n—1 

i?o = ^p(Fo,F,), (p(Ffc,Ffc) = 0), (6) 

j=o 

then the original value of the pixel Fq in the filter window W is being replaced 
by Ffe which satisfies the condition 0). which means that k = argmini?^. 

i 

Figure 1 a, b) shows the situation where the pixel F 2 is moved to the center 
of the filter window and the original pixel Fq is replaced by F 2 if the distance i ?2 
associated with F 2 is smaller than i?o and it is the minimal distance associated 
with the vectors belonging to the filtering window W. 

The construction of the VMF is shown in Fig. 2, where the Euclidean distance 
is used. However different norms can be applied for noise suppression using the 
VMF concept. Most commonly the Lp metric is used for the construction of the 
Vector Median Filter, then 



p(Fi, Fj) 






( 7 ) 



Choosing a specific value of p we can obtain the following popular distance 
measures : 

i 



p(Fi, F,) — 


Y^\Ft-F^\, p = l 


(8) 




k^l 




p(Fi, Fj) = , 


1 

p = ^ 


(9) 


\ 


k—l 




P(Fi, F,) = max - Lf | , p = 00 

k 


(10) 



where I is the vector dimension. In this paper the Li, L 2 and Loo was used. 

The Basic Vector Directional Filter (BVDF) is a ranked-order, nonlinear 
filter which parallelizes the VMF operation |H|. However, a distance criterion, 
different from the L\ norm used in VMF, is utilized to rank the input vectors. 
The angular distance distance criterion used in BVDF is defined as a scalar 
measure 



Ri — y ] Fj), 
i=i 



with 



r(Fi,Fj)=cos ^ 



F- F^ 

IF, I IF, I 



( 11 ) 
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Fa 





a) b) c) 

Fig. 1. Illustration of the construction of the new filtering technique for the 4- 
neighborhood system, as compared with the vector median. In case of the vector 
median the center pixel is replaced by its neighbor and the sum of distances be- 
tween the center and neighbor pixel is being calculated a) and b). So the sum 
of distances is Ro = p{Fo,Fi} + p{Fo,F2} + p{Fo,Fs} + p{Fo,F 4 } a) and R2 = 
p{F2,Fi} + p{F2,Fs} + p{F2,F4} + p{F2,F4} b). If R2 < Ro then the temporary 
output of the vector median operator is F2, then next pixels are being checked, 
whether they minimize the sum of distances. In the new method, if the center pixel 
Fo is to be replaced by its neighbor F2, then the pixel Fo is removed from the fil- 
ter window (c)) and the total distance R2 = p{F2,Fi} + p{F2,Fo} -|- p{F2,F4} be- 
tween F 2 (new center pixel) is calculated. If the total distance R2 is greater than 
Ro = —0 + p{Fo,Fi} + p{Fo,F2} + p{Fq,F 3} + p{Fo,F4} then the center pixel is 
replaced by F 2 , otherwise it is retained. 





Fig. 2. In the vector median filter, the distance Ro associated with the vector Fq equals 
Ro = p(0, 1) + p{ 0 , 2) + p{ 0 , 3) + p(0, 4) (a) and the distance R2 associated with the 
vector F2 equals R2 = p(2, 0) -I- p(2, 1) -|- p(2, 3) -I- p(2, 4) (b). 
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as the distance associated with the noisy vector inside the processing win- 
dow of length n. The output of the BVDF is that vector from the input set, 
which minimizes the sum of the angles with the other vectors. In other words, 
the BVDF chooses the vector most centrally located without considering the 
magnitudes of the input vectors. 

To improve the efficiency of the directional filters, a new method called 
Directional- Distance Filter (DDF) was proposed This filter retains the 
structure of the BVDF but utilizes a new distance criterion to order the vectors 
inside the processing window. 

The new rank-ordered operation called Hybrid Directional Filter was pro- 
posed in HH. This filter operates on the directional and the magnitude of the 
color vectors independently and then combines them to produce a unique final 
output. This hybrid filter, which can be viewed as a nonlinear combination of 
the VMF and BVDF filters, produces an output according to the following rule: 



^HyF = 



VMF 



[ IIFvmfII \ 
\ IIFbvcfII / 



F BVDF 



if FvmF = F BVDF 

otherwise 



( 12 ) 



where Fbvdf is the output of the BVDF filter, Fvmf is the output of the 
VMF and || • || denotes the magnitude of the vector. 

A different approach in the development of directional filters was taken with 
the introduction of a new class of adaptive directional filters [1411 . The adap- 
tive filters proposed there, utilize data-dependent coefficients to adapt to local 
image characteristics. The weights of the adaptive filters are determined by fuzzy 
transformations based on features from local data. 

The general form of the adaptive directional filters is given as a nonlinear 
transformation of a weighted average of input vectors inside the filter window. In 
the adaptive design, the weights Wi provide the degree to which an input vector 
contributes to the output of the filter. The weights of the filter are determined 
adaptively using fuzzy transformations of a distance criterion at each image 
position. 



3 Fast Modified Vector Median Filter (FMVMF) 

The construction of the new filter (FMVMF) is very similar to that of the VMF. 
Let the distance associated with the center pixel be 

n— 1 

i?o = -/3+^p(Fo,F,), (13) 

i=i 

where /3 is a threshold parameter and let the distance associated with the neigh- 
bors of Fq be 

n— 1 

Ri = ^p(Fi,Fj) = 1,.. . ,n - 1. 



(14) 
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Then, if for some fc, Rk is smaller than i?o 



n— 1 

^ p(Ffc,Fj) < Ro , 

i=i 



(15) 



then Fq is being replaced by Ffc. It happens when 

n— 1 n—1 

'£p{Fk,F,)<-(3+Y,p{Fo,F,), (16) 

1=1 1=1 



so the condition is 

n—1 

/3<^{p(Fo,F,)-p(Ffc,F,)} . (17) 

1=1 

The construction of the new filter is very similar to that of VMF, however the 
major difference is presented in Ic) and Fig. 5. The pixel F 2 is put to the center 
of W and the center pixel Fq is removed from the window. The center pixel Fq 
will be replaced by F 2 if the distance R 2 associated with F 2 is smaller than Rq 
and is the minimal distance associated with the vectors belonging to W. 

The rejection of the center pixel Fq is the most important feature of the 
new algorithm. As the center pixel is suspected to be noisy, it is not taken into 
account when calculating the distances associated with the neighbors of Fq . This 
is illustrated in Fig. 1 c) and Fig. 5. 



Table 1. Filters taken for comparison with the new modified Vector median hlter. 



Notation 


Filter 


Ref. 


AMF 


Arithmetic Mean 


l^l 


VMF 


Vector Median 


|7| 


BVDF 


Basic Vector Directional 


|8| 


GVDF 


Generalized Vector 
Directional 


181 


DDF 


Directional-Distance 


|5| 


HDF 


Hybrid Directional 


|9| 


AHDF 


Adapt. Hybrid Directional 


|9| 


FVDF 


Fuzzy Vector Directional 


1101 


ANNF 


Adapt. Nearest Neighbor 


[111 


ANP-EF 


Adapt. Non-Param. 
(Exponential) 


TTTT 


ANP-GF 


Adapt. Non-Param. 
(Gaussian) 


W 


ANP-DF 


Adapt. Non-Param. 
(Directional) 


~inr 



In finding the maximum in ( 0 , we obtain n — 1 nonzero components in Ro- 
lf we replace the central pixel by one of its neighborhood (by F 2 in Figs. 1 and 
4), then we obtain only n — 2 nonzero components in R (1 1 4H . as the center pixel 
disappears from the filter window. In this way the filter is faster than the VMF 
and replaces the central pixel only when it is really noisy while preserving the 
original undisturbed image structures. 
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Fig. 3. Comparison of the efficiency of the vector median and the proposed filter: a) 
parts of the BARBARA, GOLDHIL and BOATS color images, b) images contaminated 
by 4% impulsive noise, c) images filtered using the proposed technique, d) the result 
of the filtering with the vector median. 
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Fig. 4. Noise reduction effect of the proposed filter as compared with the standard 
VMF: a) colour test image LENA, b) image distorted by 4 % impulsive noise, c) new 
method (3x3 window, j3 = 0.5), d) VMF, e) and f) the absolute difference between 
the original and filtered image (the RGB values were multiplied by factor 10). 
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Table 2. Comparison of the new algorithm (po = 0.75) with the standard techniques 
(Tab. 1) using the LENA standard image. 



FILTER 

LENA 


NMSE 

[10-3] 


RMSE 


SNR 

[dB] 


PSNR 

[dB] 


NCD 

[10-^] 


NONE 


514.72 


32.17 


12.88 


17.98 


79.17 


AMF 


79.32 


12.63 


21.01 


26.11 


82.75 


VMF 


18.77 


6.14 


27.27 


32.375 


40.47 


BVDF 


24.59 


7.03 


26.09 


31.19 


41.15 


GVDF 


19.47 


6.26 


27.11 


32.20 


41.77 


DDF 


18.87 


6.16 


27.24 


32.34 


40.24 


HDF 


18.61 


6.12 


27.30 


32.40 


41.28 


AHDF 


18.31 


6.07 


27.37 


32.47 


41.17 


FVDF 


22.25 


6.69 


26.53 


31.63 


44.69 


ANNF 


26.80 


7.34 


25.72 


30.82 


48.01 


ANP-E 


78.60 


12.57 


21.05 


26.14 


82.46 


ANP-G 


78.62 


12.57 


21.05 


26.14 


82.48 


ANP-D 


24.18 


6.97 


26.17 


31.26 


46.07 


NEW-Li 


4.99 


3.17 


33.01 


38.11 


6.62 


NEW-L2 


5.24 


3.256 


32.80 


37.90 


6.51 


NEW-L«, 


5.24 


3.25 


32.80 


37.90 


6.51 



4 Results 

The color images Lena and Peppers have been contaminated by 4% impulsive 
noise. The root of the mean squared error (RMSE), signal to noise ratio (SNR), 
peak signal to noise ratio (PSNR), normalized mean square error (NMSE) and 
normalized color difference (NCD) [3] were analyzed. The comparison shows that 
the new filter outperforms by far the standard vector median filter (which can 
be treated as a reference filter), when the impulsive noise has to be eliminated. 
The efficiency of the new filtering technique is shown in Tabs. 2 and 3 and in 
Figs. 3 and 4. 




Fig. 5. In the new method the distance R 2 equals R 2 = p(2, 1) + p(2, 3) + p(2, 4). 
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The threshold j3 in (13) is a design parameter of the new filter. For /3 = 0 
similar results to that obtained with the standard VMF have been achieved. 
However if /3 > 0 then the new filter has the ability of noise removal while 
preserving fine image details (lines, edges, corners, texture). If the RGB values 
of the color image are normalized to the range [0,1], then good filtering results 
have been achieved for f3 from the [0.5,0.75] interval. 



Table 3. Comparison of the new algorithm (po = 0.75) with the standard techniques 
(Tab. 1) using the PEPPERS standard image. 



FILTER 

PEPPERS 


NMSE 

[10-3] 


RMSE 


SNR 

[dB] 


PSNR 

[dB] 


NCD 

[10-^] 


NONE: 


650.33 


32.63 


11.87 


17.86 


75.23 


AMF 


108.65 


13.34 


19.64 


25.63 


100.47 


VMF 


27.57 


6.72 


25.60 


31.59 


51.64 


BVDF 


47.94 


8.86 


23.19 


29.18 


54.67 


GVDF 


31.86 


7.22 


24.97 


30.96 


52.70 


DDF 


28.18 


6.79 


25.50 


31.49 


51.14 


HDF 


26.82 


6.63 


25.72 


31.71 


51.42 


AHDF 


26.43 


6.58 


25.78 


31.77 


51.32 


FVDF 


33.34 


7.39 


24.77 


30.76 


54.07 


ANNF 


45.12 


8.59 


23.46 


29.45 


65.89 


ANP-DF 


37.24 


7.81 


24.29 


30.28 


56.39 


ANP-EF 


106.70 


13.22 


19.72 


25.71 


99.76 


ANP-GF 


106.69 


13.22 


19.72 


25.71 


99.75 


NEW-Li 


8.93 


3.82 


30.49 


36.48 


9.81 


NEW-Ls 


8.51 


3.73 


30.70 


36.69 


8.71 


NEW-L^ 


8.51 


3.73 


30.70 


36.69 


8.71 



5 Conclusions 

The new algorithm presented in this paper can be seen as a modification and 
improvement of the commonly used vector median filter. The computational 
complexity of the new filter is significantly lower than that of the Vector Median. 
The comparison shows that the new filter outperforms the VMF, as well as other 
standard procedures used in color image processing, when the impulse noise 
should be eliminated. 
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Abstract. We consider the problem of image segmentation as the general image 
processing task. The proposed algorithm is modification of the approach 
described in [14]. Based on the multidimensional morphological filter theory a 
universal segmentation algorithm is developed. We also present the results of 
the described segmentation method on several examples containing grayscale 
images of different objects. 

Keywords: mathemathical morphology, image segmentation, image sequences 



1. Introduction 

Segmentation is the process that subdivides an image into its constituent parts or 
objects. The main goal of the segmentation task is to find a partition for a given 
image. Each segment created during the segmentation process should be as close as 
possible to the real objects perceived by the human visual system. The following 
criteria of homogeneity are usually used during segmentation process: colour, texture 
and gray level. Mathematically speaking segmentation is a computational process 
(natural or artificial) that translates the original image representation into the form of 
described segments (regions). After segmentation properties of the regions as well as 
their locations are known. 

As a fundamental step of many image processing system segmentation is very 
active research area. In the literature many techniques are described [2][7][12][14]. 
Some of them are considered as general approaches while others are designed for 
specific applications. In this work general approach is described which is based on the 
methods of mathematical morphology. 

Using a set theoretical methodology for image analysis, mathematical 
morphology can estimate many features of the geometrical structure in the image such 
as size, connectivity, shape, and others. This corresponds with nature of human visual 
system. For this reason we use mathematical morphology methods to solve the image 
segmentation problem. 

The rest of the paper is organized as follows. Section 2 provides an overview of 
the proposed algorithm of segmentation. Section 3 discusses possible applications and 
presents examples of segmentation. Section 4 concludes the paper and presents 
possible future work. 
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2. Proposed Method of Image Segmentation 

In this section a description of the proposed method of image segmentation is 
presented. Based on the m-valued morphological filter theory a universal 
segmentation algorithm is developed. The proposed algorithm is modification of the 
approach described in [14]. Because we propose general segmentation method we use 
n-dimensional in space and m-dimensional in value domain images (definition 1) as 
inputs. 

Definition 1. n-dimensional, m-valued image is a transformation f; E — > T, where E 
is n-dimensional digital space (E c Z°) and T is the cartesian product of m totally 
ordered complete lattices Tj, T^, ... , 

T = T, xT X... xT . (1) 

12 m 

Some examples of n-dimensional (n>l) and m-valued (m>l) types of images are 
presented in table 1 . 



Table 1. Examples of n-dimensional, m-valued images. 



Mapping type 


Image sizes 


Type of image 


(x, y) —>Y 


n = 2, m = I 


Gray level 


E: (x, y, z) ->Y 


n = 3, m = I 


3D gray level 


E: (x, y)^(r, g, b) 


n = 2, m = 3 


Color image 


E: (x, y, z)—^(r, g, b) 


n = 3, m = 3 


3D color image 


E: (x, y, t)^(r, g, b) 


n = 3, m = 3 


Color image sequence 


F:(x,y)^(u„ uj 


n = 2, m = 2 


Estimated motion field 


E: (x, y, z, t)->(r, g, b) 


n = 4, m = 3 


3D color moving image 



Mathematically speaking the problem of hierarchical segmentation is to find a set 
of image partition Rj, i 0 [i, ...,Af| for E which satisfy the condition: 



V X G E ; Rj 3 3 .. 3 (2) 

These partition images create a hierarchy for the segmented input image. From 
relation (2) we know that the hierarchical segmentation propagate the boundary of 
partition image precisely from iteration to iteration of the algorithm. 

In the literature various segmentation algorithms are described. Although these 
algorithms appear in different forms depends on the application, usually they are 
composed of four main steps: preprocessing, feature extraction, decision and post- 
processing. Using mathematical morphology methods these steps can be implemented 
as shown in the figure 1 . 
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IMAGE PARTITION IMAGE PARTITION 




Fig. 1. Block diagram of the hierarchical segmentation using mathematical morphology 
methods. 



Simplification filter should control the type and amount of data removed from the 
image before the next step of the segmentation. We used following mathematical 
morphology filters during this phase: opening (or closing) by reconstruction, and area 
opening (or closing). Opening by reconstruction preserves all connected components 
that are not totally removed by erosion by a structuring element of size r. This 
opening has a size oriented simplification effect for example in the case of gray level 
images it removes bright elements that are smaller than the structuring element. By 
duality closing by reconstruction has the same effect but on the dark components. 
Area opening (by duality closing) is similar to the previous one except that it 
preserves the connected components that have a number of pixels larger than a limit 
8. Difference between the reconstruction and area filters is following: the area filters 
preserves thin but large (>8(size limit) r) objects, reconstruction filters removes 
components if the width is greater than the size of the structuring element. Results of 
filtration by area filters are located between original data and results of filtration by 
reconstruction filters. 

Feature extraction is the next step of the algorithm. During these phase the regions 
of interest are extracted. Extraction procedure depends on the definition of similarity. 
The similarity criterion used in our algorithm is a planar one. The similarity criterion 
is also called the distance function. During tests we used city block distance because 
of the maximal difference in all channels, but there are several definitions of distance 
functions which can be used. The result of the feature extraction step is the partition 
image where zero values represents uncertain areas. It is important that any feature 
extracted may not cross the boundary of the partition from the previous iterations. 

The goal of the decision step is to determine the remaining uncertain regions after 
feature extraction procedure. During these phase we used modified version of the 
watershed algorithm. The idea is to rely on classical binary segmentation tools. 

One of the simplest approaches consists in computing the distance function Z, on 
the binary image f and in computing the watershed of (-/j). The watershed transform 
associates to each minima of (-/,) a region called a catchment basin. Note that minima 
of (-/j) are the maxima of the distance function. Is starts from the extracted features 
and extent them until they occupy all the available space E (see definition 1). In 
modified version of the watershed algorithm a pixel is chosen because it is the 
neighborhood of the feature (marker) and the similarity between them is the highest at 
that time than any other pair of pixel and neighborhood feature. The same similarity 
measurement called distance function is used as in the previous step (feature 
extraction). Constraint from the previous level is important and should be taken into 
account during current iteration of algorithm. Any feature extracted may not cross the 
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boundary of the partition from the previous iterations. Similarly the same rule obeys 
the region growing process during watershed. During the process, this principle is 
checked whenever new pixel is concerned. 

The result of watershed is a partition image for the current iteration. After decision 
step modeling is introduced to see if the partition image really designates the similar 
regions. Modeling evaluates the quality of the partition image in current iteration and 
generates the modeling error for the next iteration of segmentation. 

As a general segmentation tool this method of segmentation can be used to solve 
the problem of image sequence segmentation in the spatial case (independently for 
each image frame) as well as in time case (problem of the motion field segmentation). 
The basic structure of the motion segmentation system using described method of 
segmentation is shown on the figure 2. 




I 



I 



Spatial 

segmentation 



Motion 

estimation 



Spatial 

segmentation 



Motion 

estimation 



Spatial 

segmentation 



Motion field 




Space-time 


M 


L 




Motion 




Space-time 




Motion 




Space-time 


segmentation 




segmentation 








tracking 




segmentation 


R,, 


tracking 


T.., 


segmentation 



R|i+2 



ITRAFRAMEMODE 



INTERFRAME MODE 



Fig. 2. Block diagram of the spatio-temporal segmentation system with motion tracking 
function. i__ - original image frame number n, - estimated motion field for frame number n, 
T_^ - image partition (result of segmentation of u,,), S,, - image partition (result of segmentation 
of i_^), - partition image; result of spatio-temporal segmentation of i_, and u,,. 

During experiments the best block matching technique and spatio-temporal 
differential algorithm are used as the motion estimation methods. Obviously the 
quality of estimated motion field is not a problem because we test the performance of 
the segmentation algorithm. Segmentation process is relatively easy in the case of 
good quality estimated motion field. 



3. Experimental Results 

The performance of the proposed segmentation algorithm will be illustrated for real 
images (spatial case) and image sequences (spatio-temporal case). 
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3.1 Spatial Segmentation 



Attempt to use image analysis for the assess- 
ment of tumour-induced angiogenesis on an 
animal model. 

Angiogenesis is the formation of new blood 
vessels. We aimed our study to assess the 
effects of various stimuli on the development 
of new blood vessels using the digital image 
processing system. The purpose of using image 
segmentation for the evaluation of the test was 
to introduce automatic quantification with a 
simultaneous definition of the surface, shape 
and size of new blood vessels. 

In this paper we describe the first step of our 
studies, which concerns the ability of spatial 
image segmentation of microscopic image to a 
form of known number of regions representing 
blood vessels differentiated from the 
background. 



Fig. 3. The goal of the segmentation is to find regions 
of blood vessels. Original image is shown in (1), 
result of image segmentation is shown in (2). 
Superposition of (1) and (2) after thresholding is 
shown in (3). 




3.2 Spatio-Temporal (Motion) Segmentation 

Motion segmentation can provide the basis for content based video accessibility 
because we know where the real moving objects are in the dynamic scene and where 
they will go. Of course it is good example of spatio-temporal segmentation using 
segmentation model shown in the figure 2. In the figure 4 the original image sequence 
is shown. The results of the spatial segmentation for images from figure 4 are shown 
in the figure 5. 

Using the motion estimation algorithm described in [11] the computed motion 
fields images are shown in the figure 6. These motion fields was segmented by the 
hierarchical segmentation algorithm described in section 2. 
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Fig. 4. Original image sequence of three moving objects. 










5 6 7 8 

Fig. 5. Results of spatial frame segmentation (inter mode) of image sequence from figure 4. 



Finally the spatio-temporal segmentation combines spatial partitions with motion 
partitions into a precise partitions shown in the figure (7). One example of content 
based image data manipulation is shown in the figure (8). The manipulated image 
sequence is shown in the figure (4) where the foreground moving objects are and the 
background is from the sequence presenting rotating chair. 



4. Conclusions 

Being independent of any specific application, this mathematical morphology 
segmentation method can be used in many fields. The described segmentation method 
does not destroy the contours of the extracted regions because of the properties of 
morphological filters used during simplification phase of the algorithm. Because all 
morphological filters and operators are based on very simple operations so can be 
easy implemented both in software and hardware. 
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Fig. 6. Estimated motion fields for the pairs of images shown in the figure (4). Spatio-temporal 
differential algorithm [11] is used as the motion estimation method with the following 
parameters: V^= 600, number of iterations 500. Estimated motion fields are shown on (a) for 
images 1 i 2, on (b) for images 2 and 3, on (c) for images 3 and 4, on (d) for images 4 and 5 
respectively. 






Fig. 8. Example of content based image data manipulation. 
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Abstract. We report on a study of images with imperfectly ordered 
motifs (distorted 2D lattices). Our aim was to study the Fourier 
transform properties of the images according to the Fourier transform 
of perfect lattices and to improve methods for analysis of continuously 
distorted 2D lattices and techniques for 2D reconstruction. For this 
purpose, the locally normalized correlation is used in the method 
of correlation averaging. In order to reduce the image distortion 
the function of the distortion is approximated step by step by the 
Lagrange interpolation polynomials. The modification of the methods 
is demonstrated on electron micrographs of the S-layers of differently 
prepared Cyanobacteria. 

Keywords: image analysis, imperfectly ordered motifs, Lagrange imter- 
polation 



1 Introduction 

Images which consist of imperfectly ordered motifs are often dealt with in many 
scientific areas. Natural 2D crystal^ are typical representatives of such images. 
However, perfect crystals are a prerequisite for electron crystallography, but 
are rarely perfectly ordered in nature (see for example Fig. [Q. Distortion of 
an ideal lattice often limits the resolution that can be obtained from electron 
micrographs by methods of image analysis (e.g. [0|, for overview of computa- 
tional tools for microscopy-based structural biology see Pj). The image analysis 
is mostly needed on one hand to characterize the repeating motifs (or more pre- 
cisely the unit cells), especially their lattice parameters, the type of symmetry 
and on the other hand for reconstruction. Two classical methods are often used 
for this analysis: the method of spatial-frequency spectrum modification (SFSM) 
m and the method of correlation averaging (CA) In our study we will use the 

* Present address in Munster. 

^ In our case of 2D crystals, surface layers (S-layers) of Cyanobacteria which represent 
a noisy continuously distorted lattices were studied. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 589-^33 2001. 

© Springer- Verlag Berlin Heidelberg 2001 



590 V. Krzyzanek, O. Samek, and R. Reichelt 




Fig. 1. Electron micrographs represent continuously distorted lattices, and the related 
2D reconstructions. Left: S-layer of Microcystis cf. wesenbergii Bitov 1994; the sample 
was freeze-dried and subsequently uni-directionally shadowed with metal. Right: S- 
layer of negatively stained Synechocystis aquatilis Gromov 1965/428. (Bars: 100 nm for 
micrographs, 10 nm for reconstructions.) The transmission electron micrographs were 
kindly provided by J. Smarda and D. Smajs 



SFSM method because of higher precision, elegancy, and simplicity. Thus, the 
Fourier transform (FT) of distorted lattices is important for our study, mainly 
to outline the effect of lattice distortions on the accuracy of the SFSM method. 

2 Perfect 2D Crystal Lattices 

2D crystal lattices and their FT are the basis of our image analysis. The notation 
used for the following mathematical considerations is according to [Z|. 



2.1 Fourier Transform of Perfect Lattices 

Following rather general definitions of the FT and the inverse FT are used: 



F{X) = A^ f(x)exp{—ikX ■ x) d^a: 



and 
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fix) = jj exp(ifcX • x) , 

— OO 

where both functions / and F have to satisfy the well known conditions for FT. 
A, B, and k are real constant^ satisfying the condition 

.4B=ia . 

2tt 

The finite 2D crystal lattice can be described by two forms: 

1. as a general lattice detached by a shape function from the infinite lattice 



/perfect(a:) = f\j{x) * S{x - Xn)s{x) , 

n-Ginf 

2. and as a lattice consisting only of entire unit cells 

/perfect(^) — /u(^) * ^ ^ S{x , 

n^V 



( 1 ) 



(2) 



where the function fuix) characterizes the unit cell (an ideal motif), a\ and 
02 are the basis lattice vectors, and x^ = niOi + 0202 is a lattice vector. The 
finiteness of the lattices is defined by the shape function s{x) expressed by the 
unit-step function in Eq. (QJ and by V in Eq. (EJ. The FTs of Eqs. (EJ and m 
are given as 



Fperfect(X) = J^FjjiX) ) * SiX) 



heinf 



2tt 



( 3 ) 



and 

Fperfect(^) = ^u(^) exp{-ikXn ' X) , (4) 

n^V 

where Vu = \a\ x 02 ] is the volume of the unit cell, and are the basis 
vectors of the reciprocal lattice, Xh — hiof^ + h 2 af^ is a lattice vector of 
the reciprocal lattice and S{X) is the shape amplitude (the FT of the shape 
function s(a;)). Because of the position of diffraction maxima of the order h lies 
on the position ‘^Xh, in the next, the positions of the maxima will be chosen 
as positions of the reciprocal lattice points and are given by vector Xf^, i.e. 

X ”" 27 T V" 

h — 

Hence, the FT of a perfect infinite lattice consists of the reciprocal lattice 
points and, in the case of perfect finite lattice, these reciprocal lattice points are 
superimposed by the shape amplitude SiX). 

^ Generally B G G but we confine there to IR for simplicity. The use of the 3 
constants were introduced because of a generalization; the constants [A,B,k] 
have often different values, such as [1, 1, 27 t], [1, 1, — 27t], [1/27t, 1, —1]. 
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2.2 Method of Spatial-Frequency Spectrum Modification 

The SFSM method |P is based on the fact that the FT of crystal lattices is 
a reciprocal lattice (Sect. 12 . 111 . However, Aebi et al. discuss reconstruction of 
crystal lattices only with additive noise and without any space distortion. The FT 
of distorted lattices gives a “reciprocal lattice” only at a vicinity of the origin. 
The distortion influences not only the FT functional values at all reciprocal 
lattice points but also the area in the vicinity of well recognized reciprocal lattice 
points (Sect. Q. Hence, the method is ideal only for images with added noise. 

The 2D reconstruction of the lattice consisting of many unit cells in each 
direction can be performed just from the FT values Fperfect(Aih) at lattice points 
of the reciprocal lattice. It can be done either by the Fourier series 



f{x) - ^ Fperfect(l^h) exp(i27rXh • x) (5) 

h 

or by using the inverse FT of Altered function Fperfect(A') 

/(a;)~FT-l{Fperfect(X); Fperfect(^) = 0 for V X . (6) 

It is the special case of the SFSM method where a set of (5-functions defines the 
Alter. 



2.3 Method of Correlation Averaging 

The CA method ^ performs calculation of 2D reconstruction by arithmetic 
averaging of all unit cells of the image. Their exact superposition is determined 
by the correlation. Provided that the local maxima of the correlation of the whole 
image f{x) and a selected small region (reference region or reference function) 
/ref (a:) of the image, which contains at least one unit cell, describes the positions 
of the lattice points. The correlation is defined by 

fref{x)* f{x) = JJ fref{y)f{x + y) d^y , (7) 

Cef 

where the integral is taken over the area Vret of the reference region. Also this 
method is useful for noisy images without distortion, but in contradiction to the 
SFSM method, it is also useful for images consisting of randomly deviated motifs. 
In the case of other distortions, undesirable artefacts can occur (cf. Sect. 14. it . 
A partial elimination of the artefacts can be done using an averaged motif ob- 
tained by the CA method as the reference function mu. 

3 Fourier Transform of Distorted Lattices 

The influence of a distortion of lattices to their FT considerably affects the accu- 
racy and is of major interest. As already mentioned above, continuous distortion 
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Fig. 2. Model of a continuously distorted lattice and its 2D reconstructions obtained 
by the SFSM method (on the right from top to bottom) without and with reduction 
of the distortion. The original nondistorted image where the smallest black line has a 
width of 1 pixel is shown at the bottom right 



is the main type of distortion of our images (Fig. [HEl)- However, to determine 
the FT of such lattices is not an easy task. The model of a general continuously 
distorted lattice 

f{x) = /perfect {/dist(®)} > 

where /dist(®) describes a continuous transformation of the coordinates x, has 
not been solved as yet. That is why we introduce another, simpler type of distor- 
tion: an image consisting of randomly displaced, differently oriented, and noisy 
motifs having different size. The FT of this image is similar to a continuously 
distorted lattice. 

Images consisting of randomly displaced, differently oriented, and noisy mo- 
tifs having different size can be described by 

f{x) = ^ fVniPnAn.x) * S{x - e„) , (8) 

n^V 



where V specifies the finite range of the lattice, = riiai -|- n2(i2 + is 
lattice vector with random deviation from the periodic lattice points, and the 
function /un(®) characterizes the individual noisy unit cell (motif), which can 
be expressed by the sum of the ideal motif f\j{x) and a random noise gn{x), i.e. 
funi^) = fv{x) + gn{x). Coefficients ( 3 n describe the individual magnification 

of particular motifs and the matrix An = ( I their rotations by 

V sm ifn cos ipn ) 



the individual angle Lpn- 
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The FT of Eq. (0 is given by 



= E 

h>n 




exp(— • X) . 



( 9 ) 



The Eq. (jOj) allows to study in particular simple distortions and in particular the 
FT values in the original reciprocal lattice points. Equation (0 represents the 
basic formula for that work. 



3.1 Images Consisting of Randomly Displaced Motifs 

The FT in points Xh is given by 

F{Xh) = Fv{Xh) ^ exp(-ifc|„ • Xn) ■ 
nGV 

Using the first three terms of the Taylor expansion F{Xh) can be expressed by 

.n£V n^V n^V 

The first sum is equal to the number of motifs in the image (denoted as Ny)- 
The second sum is a multiple of Ny and the mean value of the deviations 
Provided that the mean value is equal 0 (i.e. symmetric distribution of random 
deviations), the second sum is then also equal 0. The argument in the third sum 
can be rewritten as = ^hY.n(iv\-^riCOS ^{in,Xh)f , i.e. the 

sum can be reduced to a variance of the deviations in the direction of the 
vector Xh (denoted as x^)- Then one obtains a more simple relation 

E(X^)«.Fu(XO • (10) 

From the Eq. (dD it is obvious that the values of the function F(X^) (i) are 
noisy (the values decrease with increasing distance from the vicinity), and (ii) 
are dependent on the dispersion of the motif displacements. 

3.2 Images Consisting of Motifs with Noise 

The FT after decomposition of (0 into two components (the first one corre- 
sponds to a perfect lattice and the second one to the noise) is given as 

F{X) = NyFy{X) + Y, G^X) expi-ikXr, ■ X) 

n^V 

and in the points 

F{Xh) = NyFy{Xh) + Y Gr.{Xh) ■ 

nGV 



F{Xh) ^ Fy{Xh) 
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Supposing that the mean value of the noise according to particular motifs is 
equal to 0, the sum is also 0. In that case one obtains 

F{Xh) = NvFuiXh) for ^ 5 „(=r) = 0 . (11) 

r^ev 

Hence, the FT values in points Xh are not effected in this case. Note that 
Eq. (II I II represents essentially the SFSM method. 

3.3 Image Consisting of Motifs with Different Angular Orientation 

The FT in points X^ is given by 

F{Xh) = Y, Fvi^hA-^) • ( 12 ) 

nGV 

The Eq. II 1 2 l\ shows that the FT values of this image in original lattice points 
is a multiple of Ny and the arithmetic average of the FT of the particular 
motifs rotated by angles ipn- 

3.4 Image Consisting of Motifs with Different Size 

The FT in points is given by 

This case of distortion is similar to the previous case, however, in addition, 
weighting coefficients l//3n in the arithmetic averaging occur. 

4 Image Analysis of Distorted Lattices 

4.1 Estimation of Lattice Points 

The correlation o is used for this purpose in the CA method. The result of this 
correlation at every point can be considered as a measure of squared distance 
(P{x) of two functions (in Euclidean space) and can be written as 

d^(a:) = ^ [fref{y)-‘^fref{y)f{x + y) + f{x + y)] d^y . 

Vref 

The first integral is a constant, the second integral is the correlation according 
to Eq. (Q , and the third integral depends only on the image function and on the 
position X. In the case of a perfect lattice, the third integral is a constant; in the 
case of distorted lattice the integral fluctuates around a constant (supposing that 
all the motifs have almost the same intensity) . The correlation is the most effec- 
tive way to estimate the lattice points of a very noisy image that, however, may 
be deformed only by random displacements of the motifs. For other distortions 
the correlation (Eq. (0) can have following disadvantages: 
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1. dependence of the result of correlation on the selected reference area, 

2. decreasing authenticity of estimation of lattice points with increasing distor- 
tion, 

3. dependence of the function values of the correlation at the points of its local 
maxima on intensity of particular motifs, 

4. occurrence of other local maxima, 

5. difficulty to display the correlation image. 



These disadvantages can be partially removed by two modifications. 

The first modification is the replacement of the correlation o by the locally 
normalized correlation (LNCfl defined by 



/ref(®) * f{x) = 



If fret(y)f(x^ 

Vref 



y) 



If /ref(y) d y II p{x + y) d y 

Kef Kef 



(14) 



where function f{x) characterizes the intensity of whole image, frei{x) is the ref- 
erence function. The integration is over the area Kref of the reference function. 
The Eq. II 1 411 was derived from {3) by normalization. According to the Schwarz 
inequality the LNC takes values from interval (0, 1) - then the LNC is indepen- 
dent of intensity of particular motifs and is less dependent on random deviations 
of the values of the correlated function^. 

The second modification reducing considerably the dependence of the corre- 
lation (or the LNC) on the selected reference region is the use of an “averaged 
motif” as a more smooth reference function. In UDI the averaged motif is ob- 
tained as a result of the CA method but we prefer the motif obtained from the 
distorted image by the SFSM method. It is useful to use only the first (or the 
first and the second) diffraction orders. This motif does not contain the fine 
structure of the ideal motif but only its rough outer shape and the periodicity. 
The correlation is then less dependent on the rotation of the particular motifs 
caused by the continuous distortion. 



4.2 Techniques for Reduction of Continuous Distortion 

We have developed a technique for reduction of a continuous distortion only from 
the distorted image itself. The original idea was to find a conformal mapping 
from the analysis of functions of a complex variable (based on the assumption 
that the function of distortion is a continuous function) that is described only 
by positions of lattice points in the distorted image and corresponding lattice 

® The LNC is often called as cross-correlation coefficient (from statistics) and used in 
reconstructions of particles (e.g. 0). 

In our experience (analysis of cyanobacterial S-layers) the values of the LNC were 
often within the interval (0.4, 0.8). 
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points in a perfect lattice similar to the technique used in SEMPER systeir0 
0. The first result was an approximation of the distortion function step by step 
using the linear fractional function 0 • A generalization of the approximation is 
based on the Lagrange interpolation polynomials of a complex variable 

71 n 

Ln{z) = Y,W^ n 

i=l j = l ’■ 3 

i 7 ^ 3 

where Zj, Wj G C and n is the degree of the polynomial. Here, we use the knowl- 
edge, that the function is uniquely determined by n pairs of corresponding points. 

For n = 4, the approximated areas are small tetragons subdividing the whole 
image. According to an acceptable estimation of lattice points which divide the 
image into tetragons with vertices Sm,ri 2 , em+i.na, Eni+i.na-i-i, Em.na-i-i (Fig.El), 
it is helpful to use them. Then every tetragon in the distorted image corresponds 
to one rhomboid in the periodical image by Eq. (cnj. For this transformation it is 
necessary to change coordinates: the position of the point in Cartesian reference 
coordinate system [a:i,a; 2 ] is now characterized by complex number x± -I- ia; 2 . 
Note that the approximation of the distortion in one unit cell can be done by 
more neighbouring points. 



Distorted image 




Periodical image 




Fig. 3. Scheme of reduction of the distortion 



Comparison of the 2D reconstruction of the continuously distorted image, 
both without reduction of the distortion and with reduction of the distortion, is 
illustrated in Fig. 0 



® For determination of the image distortion, the SEMPER system |2| uses the CA 
method for determination of lattice points, least-square method for the estimation 
of parameters of the perfect lattice, and subsequently computes 5 parameters of 
the distortion for each unit cell. This method is very precise but takes time for 
computation. 
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4.3 Algorithm for Image Analysis 

The algorithm for the image analysis is shown in Fig.0 It enables the estimation 
of the lattice parameters, the lattice symmetry (from both the FFT and the 
LNC), and 2D reconstruction. 




Fig. 4. Algorithm for the image analysis 



For the final reconstruction of the image with reduced distortion both the 
SFSM or CA methods can be used. More accurate results are reached by the 
SFSM method, because the latter processes the complete image globally and the 
spatial-frequency spectrum of the analyzed image provides other information for 
more precise specification of the type of symmetry and the lattice parameters. 
In addition, the error of estimation of the lattice points which occurs in the CA 
method does not appear here. 

The calculation was performed from digitized images using the MATLAB 
software package. Some functions were programmed using PI- 

5 Experimental Results and Discussion 

The described method of image analysis was tested using several models (e.g., see 
Fig. EJ and applied to analyse electron micrographs of several representatives of 
various strains of S-layers of Cyanobacteria j I 1112) . The cyanobacterial S-layers 
present the most monotonous ultrastructure of a biologic membrane, formed by 
2D crystalline arrays of identical protein (or glycoprotein) units; the center-to- 
center spacing of two neighbouring units (lattice parameters) ranges from 2.5 to 
22 nm. 
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In an ideal case, the S-layers form 2D crystal lattices, however, in real samples 
the protein units as well as their regular arrangement may be distorted in various 
ways (Fig. P). The used S-layers are situated on a non-plane surface of bacte- 
ria and may be distorted during their preparation because of different reasons. 
The S-layers prepared by freeze-fracturing and subsequent freeze-drying show 
significant distortions. In the case of S-layers prepared by the negative staining 
the distortions are much smaller than in the freeze-dried sample. Unfortunately, 
these images possess a much lower contrast. 

6 Conclusion 

The paper describes a method of analysis of continuously distorted quasi-pe- 
riodical images applied for the analysis of transmission electron micrographs of 
S-layers of Cyanobacteria. Here, the 2D reconstruction was used, however, it 
may be used for both the direct and the subsequent 3D reconstruction from pro- 
jections, respectively. We show that the most frequently used methods, namely 
the SFSM and the CA, do not provide authentic results for strongly distorted 
images. The distortion should be reduced before the application of these meth- 
ods. In the case of 2D reconstruction we focused on a continuous distortion that 
we reduce using an approximation of the distortion function. For estimation of 
lattice points of distorted images two modifications of the CA method were used. 

Distortions of images may be caused also by some effects like creeping of 
piezos in scanning probe microscopes and specimen drift, respectively, or by 
the effect of electromagnetic stray-fields on the electron beam of scanning elec- 
tron microscopes. Presently, the algorithm for image reconstruction is tested for 
scanning electron micrographs of periodic samples where the image is distorted 
because of electromagnetic stray-fields. 
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Abstract. This paper is a continuation to the work in [1], in which a new 
algorithm for skeletonization is introduced. The algorithm given there and 
implemented for script and text is applied here on images like pictures, medical 
organs and signatures. This is very important for a lot of applications in pattern 
recognition, like, for example, data compression, transmission or saving. Some 
interesting results have been obtained and presented in this article. Comparing 
our results with others we can conclude that if it comes to thinning of scripts, 
words or sentences our method is as good as some of the latest approaches, 
when considering cursive script. However, when it comes to pictures, signatures 
or other more complicated images, our algorithm showed better and 
more precise results [6]. 



Keywords: image skeletonization, cursive script thinning 



1 Introduction 

Skeletonization is a very important stage in pattern recognition when considering 
almost all methods and approaches of classification. Despite this fact, in most cases, 
the thinning is not as precise as required, although the authors of such approaches 
declare that their methods are almost ideal [1,2, 3,4]. In fact, there exist some methods 
that lead to an almost one-pixel-skeletonized image [1,3,4]. These methods proved to 
really be good when considering scripts or words, or some special applications [2,5] 
but not pictures or some complicated images like medical ones [1,6]. Since not all 
authors reveal the details of their algorithms or the computer programs, and they 
usually do not mention their drawbacks as discussed in the general survey in [7], the 
comparison is really problematic. In many cases it was made in such a way that the 
authors of this paper had implemented the algorithms of others according to the basic 
ideas mentioned in their published proceedings and then compared the results with 
ours under the same conditions. The experiments showed, in almost all considered 
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cases, high efficiency in keeping the connectivity (non-interruption) of the image 
contour without missing the main features of it. This is essential, particularly in 
compressing, transmitting or saving data of large size, or of necessary features to keep 
after thinning. 



2 Theoretical Considerations 



The most essential considerations in this aspect are concentrated on the following 
algorithm and its implementation. The general criterion for thinning scripts, words 
and sentences of different languages is given in [1]. Here, however, we introduce the 
main stages of the algorithm, which lead to a recognizable contour. 



2,1 Algorithm of Thinning 



The algorithm of thinning to one-pixel- skeleton image presented in [2] is modified [1] 
to have a non-interrupted image. By non-interrupted image we mean the one with a 
continuous contour of one-pixel-wide skeleton. This is basic for most of the 
applications of the algorithm whose essential steps are given below. We are 

considering the Arabic letter ^ - pronounced yaa, but without dots. Arabic letters 
are of cursive character and hence very good examples of other handwritten 
languages or images like signatures or pictures. The same letter was used in the basic 
algorithm [2]. 

1. The image is bitmapped, first with its black pixels designated Ts: 

nil 
11111 
1 mill 

1 1 

1 11 
1 11111 

1 nil 

11 11 
111 11 

111111111111 

111111111 

111111 

2. The Ts of the contour (that sticking the O's background) are changed into 2's; 
those in the elbow corners into 3's. Then we obtain the following figure: 

2222 

23112 

2 222222 

2 2 

2 22 

2 23222 

2 2222 

22 22 

232 22 

233222222222 
231111322 
222222 



Remark 1. Note that this stage may end the algorithm indicating the final contoured 
shape defined by the outside and inside circumferences. If it comes to pictures or 
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some applications of image processing, this is the main aim of skeletonization. Fig. 1 
shows the letter^ together with its contour shape after stage 2: 

6 

Fig. 1. The letter ^ without dots. 




However, to show the whole method of thinning to a one-pixel-skeleton image, being 
the most required and practical case, consider the following additional stages [1]. 

3. Consider the points with 2, 3 or 4 sticking neighbors and change them into 4’s: 



4224 
23112 
2 222224 

2 2 

2 22 

2 43224 

2 4222 

22 42 

232 42 

433222222224 
231111324 
422224 



Notice that there are 8 such possibilities in each case depending on the way the pixels 
surrounding the under test point x are filled. The weight of each of these pixels is 
taken from the following array: 




Therefore, we have 24 different possibilities given in three different arrays with two, 
three or four neighbors, respectively: 



S = 3 S = 6 S = 12 S = 24 S = 48 S = 96 S = 192 S = 129 
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The dark points (jc’s) show the pixels to either be removed or left, depending on their 
position in the image. As an example, the following array shows the successive points 
of removing or leaving for the case of two-neighbour points. 

The sum s of the surrounding pixels, ranging from 0 to 255, decides whether to delete 
the point or not: 




delete leave delete leave delete leave delete leave 



The following Deletion Array gives the sums of points to be removed: 



3 


5 


7 


12 


13 


14 


15 


20 


21 


22 


23 


28 


29 


30 


31 


48 


52 


53 


54 


55 


56 


60 


61 


62 


63 


65 


67 


69 


71 


77 


79 


80 


81 


83 


84 


85 


86 


87 


88 


89 


91 


92 


93 


94 


95 


97 


99 


101 


103 


109 


111 


112 


113 


115 


116 


117 


118 


119 


120 


121 


123 


124 


125 


126 


127 


131 


133 


135 


141 


143 


149 


151 


157 


159 


181 


183 


189 


191 


192 


193 


195 


197 


199 


205 


207 


208 


209 


211 


212 


213 


214 


215 


216 


217 


219 


220 


221 


222 


223 


224 


225 


227 


229 


231 


237 


239 


240 


241 


243 


244 


245 


246 


247 


248 


249 


251 


252 


253 


254 


255 



4. Delete the 4’s until getting the following shape: 
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22 

23112 

2 22222 
2 2 

2 22 

2 322 

2 222 

22 2 
232 2 

3322222222 
23111132 
2222 

5. Check for deleting the unnecessary 2’s and 3’s in the figure above without 
interrupting the connectivity of the image, designating the essential-to-be-left points 
by I's, to get: 



1311 

1 1 



1 

1 

1 

1 

1 

3 

33 

311113 



1 

1 

311 

1 

1 

1 

111 



This stage is sometimes repeated until reaching the following final image: 

1111 

1 1 

1 1 
1 1 

1 11 

1 1 

1 1 

1 1 
1 111 

mil 



2,2 Computer Flow Chart 

The algorithm has been programmed using MFC language and given the name 
KMM. The flow chart of the computer program is given in the Appendix. A number 
of examples are tested by this program and compared with other approaches for 
speed, complexity and cost. 



3 Examples 

The examples we consider here differ from those considered in [1], as we are 
interested in picture images than texts. We are considering Fourier picture, the colon 
as an example of medical organs, and the signature of one of the authors. 
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3.1 Pictures 

A number of pictures have been tested according to the algorithm of this paper. 
Pictures and photos - color, black and white - were considered, of which Fourier 
photo was one. Fig.2 shows Fourier’s original photo and its contour thinned form. 
Notice that the important features of the image are still saved. 




Fig. 2. Fourier Image thinned for the purpose of compression and data saving 

3.2 Signatures 

Another example used to demonstrate feature vector extraction is a typical signature 
recognition [8]. Although the algorithm used in signature recognition does not need to 
thin the image of the signature before classifying it, the thinning proved to simplify 
the process of description and classification. Fig. 3 shows a signature sample with its 
thinned shape, with all features kept unchanged. 




Fig. 3. Signature Thinning 



3.3 Medical Images 

Consider the colon in Fig.4 in its three different forms, original three-dimensional 
colour image, black and white one and the thinned to its contour final shape. This is 
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one of several examples tested to contour the medical images for preparation to 
compress before transmitting or saving as the skeletonized image. 




4 Conclusions 

For the aim of pattern recognition [9,10,11], the algorithm described in [1] is 
sufficient to achieve good results. The interruption in the continuity of lines forming 
the skeleton of an image, in many cases, showed more practical features for 
classification and description following the criterion in [2]. However, that method 
does not provide one-pixel width skeletonization. The one presented here, though, 
satisfies the conditions for having uninterrupted skeleton of the tested image. This 
condition is required before applying many algorithms in image processing. The 
algorithm presented in this paper showed significant improvement and in some cases 
higher efficiency and more practical results. 
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Appendix: The Computer Flow Chart of the Program KMM 
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Abstract. We present a video segmentation algorithm that accurately 
finds object boundaries, and does not require any user assistance. After 
filtering the input video, markers are selected. Around each marker, 
a volume is grown by evaluating the local color and texture features. 
The grown volumes are refined and motion trajectories are extracted. 
Self-descriptors for each volume, mutual-descriptors for a pair of volumes 
are computed from trajectories. These descriptors designed to capture 
motion, shape as well as spatial characteristics of volumes. In the fine-to- 
coarse clustering stage, volumes are merged into objects by evaluating 
their descriptors. Clustering is carried out until the motion similarity of 
merged objects at that iteration becomes small. A multi-resolution ob- 
ject tree that gives the video object planes for every possible number of 
objects is generated. Test results prove the effectiveness of the algorithm. 

Keywords: image sequence analysis, object segmentation 



1 Introduction 

It is possible to segment video objects either under user control, semi-automatic, 
or unsupervised, i.e., fully automatic. User-controlled segmentation is exceed- 
ingly laborious and obviously far from processing amount of nowadays video 
data. In the semi-automatic case, user can provide segmentation for the first 
frame of the video. The problem then becomes one of video object tracking. 
In the fully automatic case, the problem is to first identify the video object, 
then to track the object through time and space with no user assistance. Me- 
thodically, object segmentation techniques can be grouped into three classes: 
region-based methods using a homogeneous color criterion P, object-based ap- 
proaches utilizing a homogeneous motion criterion |2|, and object tracking p. 
Although color-oriented techniques work well in some situations where the input 
data set is relatively simple, clean, and fits the model well, they lack generality 
and robustness. The main problem arises from the fact that a video object can 
contain totally different colors. On the other hand, works in the motion oriented 
segmentation domain start with an assumption that a semantic video object has 
homogeneous motion p. These motion segmentation works can be simply sepa- 
rated into two broad classes: boundary placement schemes and region extraction 
schemes 0. Most of them are based on rough optical flow estimation or unreli- 
able spatiotemporal segmentation. As a result, they suffer from the inaccuracy 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. filO- Tm 2001. 
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Fig. 1. Flow diagram of the video segmentation algorithm. 



of motion boundaries. The last class of methods that is related to semantic video 
object extraction is tracking jS|. However, the tracking algorithms need user in- 
terface, and the performance of the tracking algorithms depends extensively on 
the initial segmentation. In general, most of the object extraction algorithms 
treat segmentation as a 2-D inter-or-intra frame processing problem with some 
additional motion model assumptions or smoothing constraints by ignoring the 
3-D nature of the video data. 

To develop an algorithm that blends intra-frame color and texture based 
spatial segmentation schemes with inter-frame motion estimation techniques, 
we consider video sequence as a 3-D volumetric data, that we call it as video- 
cube, but not a collection of 2-D images. Thus, the semantic object information 
can be propagated forward and as well as backward in time without saddling 
into initial segmentation accuracy or tracking limitations. 

A general framework of the algorithm is shown in Fig. ^ In Section II, the 
video-cube concept is introduced. Section III describes the stages of filtering, 
marker selection, volume growing, refining, and clustering volumes into objects. 
The test results and discussion are included in the last section. 

2 Formation of Video-Cube 

By registering the raw and processed image frames along the time axis as 
shown in Fig. 0 , a video-cube V{x,y,t) 1 < x < Xm, 1 < 2 / < 2 / m , and 
1 < t < is constricted. Each element of video-cube V corresponds to a vec- 
tor w{x,y,t) = [y,u,v,9i, . . . ^Ok]^ that consists of color and texture features 
of the spatiotemporal point (x,y,t). Here, y,u, and v stand for the luminance 
and chrominance features, 0i, . . . ,0k are the normalized texture features. For 
simplicity, we will denote each component as a subscript, e.g., Vj, instead of 

v{x,y,t)y. 

We preferred the YUV color space over the RGB. Most of the existing color 
segmentation approaches have utilized the RGB color space although the RGB 
space has machine oriented chromatics rather than human oriented chromatics. 
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Fig. 2. Video-cube generation from the raw and processed images of the video se- 
quence. 



One other disadvantage of the RGB space is the dependency of all three pa- 
rameters from the light intensity. The YUV space performs in accordance with 
human reception and more importantly, inter-color distances can be computed 
using the L^-norm. 

The texture components . . . , are obtained by Gabor transform Pj. 
Gabor filters are quadrature filters and can be used to extract a certain wave- 
length and orientation from an image with a specified bandwidth. 2-D Gabor 
filters h{x, y) have the functional form 

g{x,y) = (1) 

2Tial 

where cr^ specifies effective width, and u, v specify modulation that has spatial 
frequency / = \/v?' and direction d = tan~^{v/u). Then the texture scores 
are found by 

^r0 = \h{x,y)®I{x,y)\. ( 2 ) 

We chose the values for the spatial frequency / = 2,4,8 and the direction 9 = 
0, 7t/4, 7t/2, 37t/4 , which leads to a total of 12 features. The computed texture 
scores are normalized as described in jH]. 

3 Object Segmentation 

3.1 Pre-filtering 

The color channels of the input video Vy,v„,Vi, are first filtered to remove out 
noise. Another reason of pre-filtering is to prepare video-cube to the volume 
growing stage. Elimination of the image flickers prevents from excessive segmen- 
tation, and decreases computation load significantly. A fast 3x3 median filter 
0 that exploits 2-D coherence is utilized together with a 5 x 5 Gaussian filter 
to remove noise and smoothen image irregularities. 
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3.2 Marker Assignment 

A video object is assumed to be made of smaller parts. Such parts are the group 
of points that are spatially consistent, i.e., color and texture distributions are 
uniform within. The grouped points, called as volumes, are expanded from seed 
points, called markers, as in the watershed transform cm. The marker points 
serves as “basins” in the growing process. Note that, not the spatial position of a 
marker but its features are intended here. For each marker, a volume is assigned 
and volume’s attributes are initialized. Therefore, a marker point should be 
selected such that it can characterize its enclosing volume as relevant as possible. 
The points have low local diversity are good candidates to represent their local 
neighborhood. A marker point rrii can be selected in three ways: 

• Uniformly distributed: The V is divided into identical smaller cubes and 
their centers are selected as markers. However, an edge point can be chosen 
as well, which reduces the accuracy of volume growing. 

• Minimum gradient magnitude: Markers are selected if the gradient magni- 
tude is minimum. Let S be the set of all possible spatiotemporal points, i.e., 
it is all the points of V initially. The gradient magnitude is computed from 
the color channels, and the minimum gradient magnitude point is chosen 
as a marker. A preset neighborhood around that marker is removed from 
the set S. The next minimum in the remaining set is chosen, and selection 
process repeated until no point remains in the video-cube. 

• Minimum gradient with volume growing: The minimum is chosen as 
above. Instead of removing a preset neighborhood around the marker, a 
volume Wi is grown as explained in the next section, and all the points of 
the volume is removed from the set S 

mi = argmin VU(a:, ; S'=U— U HL-. (3) 

s j=l 

Finding minimum is a computationally expensive process. Rather than searching 
the full-resolution video-cube V, a down-converted version is used. More com- 
putational reduction is achieved by dividing down-converted video-cube V into 
slices in time or other axes. Minimum is found for the first slice, and a volume 
is grown, then the next minimum is searched in the next slice, and so forth. 

3.3 Volume Growing 

Volumes are enlarged as “inflating balloons” from markers by applying distance 
criteria. For each volume Wi, a feature vector w® that is similar to the video- 
cube point’s feature vector is defined. Two distance criteria dg,di are designed. 
The first criterion dg measures the distance between the feature vector of the 
current volume and the candidate point. In the spatial sense, this criterion is a 
volume-wise “global” measure. The second criterion di determines the distance 
between the feature vectors of the current volume and another point that is 
already included in the current volume and also adjoint to the candidate. Thus, 
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the second criterion can be viewed as a “local” measure. A global threshold eg 
helps limiting the range of feature distance, i.e., color variation in the volume. 
Local threshold e; prevents from trespassing edges even the global threshold 
permits. The global and local thresholds are adaptively determined from the 
video-cube V. Let x~ be an unmarked candidate point that is adjoint to the 
current volume. Let x~^ be another point adjoint to x~ but already included in 
the current volume Wi. Then, the first global distance dg is defined as 

dg(w*,v") = ^ - v^l k-.y,u,v,ei,...,9i2 (4) 

k 

where v“ and v'*' are the feature vectors of x~ and x~^ . Similarly, the second 
local distance is 

di(w*,v") = ^ |v+ - VjT| k : y,u,v,9i,...,9i2. (5) 

k 



If the distances dg and di are smaller than eg and e;, the point x~ is included 
in the volume Wi. The neighboring point x~ is set as an active surface point 
for Wi, and the feature vector for the marker is updated accordingly. In the 
next iteration, the neighboring pixels of the active surface points are examined. 
Volume growing is repeated until no point remains in the video-cube. 

The thresholds are made adaptable to input video by using the variance and 
dynamic range of the features. Variance of a feature gives information about 
the distribution of that feature in the video-cube. A small variance indicates 
smooth distribution, whereas, high variance refers to texture and edgeness. To 
The global threshold should be tuned up large if the variance is high and it 
should be scaled to the dynamic range. Let I represent a feature, i.e, I = Y for 
luminance. The global variance and mean rj are simply 

^ ^ 9 =^ ( 6 ) 

x,y,tGV x,y,t^V 

where M is the total number of points. The dynamic range /i for is 

= max I (x,y,t) — min I (x,y,t) , x,y,t€ V. (7) 



Then the global threshold eg is then assigned by scaling the dynamic range as 



O’ -I- 1 



(8) 



where k > 1 is the sensitivity parameter that sets how fine the final segmentation 
should be. It is observed that a good choice is k « 2. The local threshold ei{x, y, t) 
is the average of the discontinuity between the neighboring point features scaled 
with a relative edgeness score: 



ei{x,y,t) =f]-il{x,y,t) 

9=^ ^ Kx-'^,y,t)\ + \I{x,y,t)~ I{x,y-l,t)\ 

x,y,tGV 

p,{x, y, t) = max I (i,j, t) — min I{i,j,t) x — 2,y — 2<i,j<x + 2,y + 2 
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Fig. 3. Trajectories; (a) before clustering, (b) at the 7^* object level of Children seq. 



To fasten extraction of these statistics, only the first image of the video can be 
used instead of the whole video-cube V. 

After volume growing, the video-cube is divided into multiple smaller parts. 
Some of these parts are negligible in size, however, they effect the computational 
load if the clustering stage. Also, some points, such as edges, are not grouped into 
any volume at all. To assign ungrouped points to a volume, the volume growing 
thresholds are relaxed iteratively. At each iteration, volumes are inflated towards 
the unmarked points until no more point remains. Small volumes are blended 
into the bordering most similar volumes that gives the best combination of the 
greatest mutual surface, the smallest color distance, the smallest mutual volume, 
and the highest compactness ratio as defined in the next section. 



3.4 Self and Mutual Descriptors 

Descriptors are used to understand various aspects of the volumes. The volumes 
Wi are represented by a set of self descriptors f(i) and mutual descriptors g{i,j) 
as summarized in Table ^ These descriptors identify motion, spatial, and color 
characteristics, as well as the mutual correlation. The volumes will be grouped 
with respect to their descriptors at the clustering stage in order to assemble the 
objects. For each volume Wi, a trajectory Ti{t) = [Xi{t),Yi{t)Y’ is extracted by 
computing the frame-wise averages of volume’s points coordinates 



m) 







Nt S 


nt)_ 




. JVt S 2/i . 



{xt,yt,t) e Wi. 



( 9 ) 



Trajectories are the center of masses of regions in an image frame, hence they ap- 
proximate the translational motion of the region. This is a nice property that can 
be used to initialize parameters in motion model fitting stage. Sample trajecto- 
ries can be seen in Fig.0a-b. Then, the distance Adij{t) between the trajectories 
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Table 1. Self and Mutual descriptors 



color mean 


/i(*) 


Ew(®fc) : XkGWi 


volume 


Mi) 


\Jxk , Xk&Wi 


surface 


Mi) 


5 D Sfc n Xi , Xk ^Wi xi £ Wj i j 


compactness 


Mi) 


Mi)/iMi))'^ 


vertical translation 


Mi) 


yi,i - VN,i 


horizontal translation 


Mi) 


®l,i — XN,i 


route length 


Mi) 


T,\Mt)-Mt-i)\ 


average x position 


Mi) 


wT,X(xk) , Xk £Wi 

■‘' 7 . 


average y position 


Mi) 


^T.Yivk) , Xk£Wi 


existence 


/io(i) 


J2it ; it = 1 /O 


mean of distance 


gi{i,j) 


NtnNj 


variance of distance 


92{i,j) 


NinNi i2Mdij{i) MMW 


maximum distance 


93{i,j) 


maxAdij (t) 


directional difference 


9i{iJ) 


E \Mt) - Ti{t - 1) - Tjit) + T,it - 1)1 


compactness ratio 


95{i,j) 


f4.(WiUW,} 

/4(W,) + /4{W,-) 


mutual boundary ratio 


56 (bi) 


Mi) + Mj)-Mw.uw,)/f3ii) 


color difference 


97{i,j) 


l/i(i) - /i(i)l 


coexistence 


9s{i,j) 


J2iti^jt ; it = 1 Ti{t) ^ 0 



Ti{t) and Tj{t) at time t is calculated to determine motion based descriptors 

Ad., it) = ^iX.it) - X,it))^ + (Y.it) -Y,it))^. (10) 

Motion characteristics such as vertical and horizontal motion, route length, mean 
and variance of distance, direction difference, and average change in the distance 
are derived from the trajectories. Therefore, without a computationally expen- 
sive method, the motion information is blended into segmentation efficiently. 
Each descriptor is linearly normalized to [0, 1] by using its maximum and mini- 
mum at last. 



3.5 Clustering 

A fine-to-coarse type hierarchical merging method is chosen since the video- 
cube already divided into small parts before the clustering. The most similar 
volume pairs are merged to decrease the number of the volumes at each iteration. 
We define ’’similarity” as the degree of relevance of volumes in motion and 
shape. Two volumes are similar if their motion trajectories are consistent and 
they built a compact shape when combined together. Color aspects are omitted; 
partly because it was already included in volume growing, and also portions of 
a semantically meaningful object do not have to possess the same color aspects, 
i.e., a human face made up from different color regions, mouth, skin, hair, etc. 
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Fig. 4. Multi-resolution object tree. 



The most suitable descriptors are found to be variance of trajectory dis- 
tance g2{i,j) for motion, and the compactness gi{i-,j) and mutual boundary 
ratio ge{i,j) for shape relevance. Each volume Wi is compared to its neighbor- 
ing volumes Wj, and a similarity score S{i,j) for the pair is determined if the 
pair satisfies a set of constraints. The constraint set is embedded to prevent from 
degenerate cases. An example of such a case is that a volume encircling a smaller 
volume and causing the highest compactness ratio. Although such volumes mo- 
tions may be inconsistent, still they will get a high similarity score. Another 
example of degenerate case is parts of the two objects that are not adjoint but 
perfectly aligned in motion. The shape relevance will be very low; although the 
motion is consistent, the similarity score could be small. An effective similarity 
score is formulated as 

Szj = -fog(52(*,j)) + 54(i,j) +56(*,j)- (11) 

After all similarity scores are computed for the possible volume pairs, the volume 
pair that gives the maximum similarity score are merged together, the 

descriptors are updated and normalized accordingly. 

3.6 Object Number Estimation 

Clustering is performed until the candidate volumes to be merged become in- 
consistent in motion. Motion inconsistency is measured by the variance of the 
trajectory distance descriptor g2{hj)- H the trajectory distance Jm) Ih® 

most consistent pair in the current object level m is considerably higher than the 
ff2(*m_i) Jm_i) at the previous level, the last merge is assumed to be a violation 
of the motion similarity. Thus, segmentation is halted: 

1 i *m>Jm = argmax(Sij) at level m (12) 

A multi-resolution object tree as illustrated in Fig. 0 ] is generated from the 
clustering results. By multi-resolution tree, segmentation is not repeated in case 
the number of objects is changed later. Also, this structure enables imposing 
relational constraints and analyzing object properties by graph theory methods. 
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Fig. 5. (a-b) Frames form the input sequences, (c-d) initial volumes after volume 

growing, (e-f) intermediate clustering results at object levels m = 20 — 12 respectively, 
and (g-h) the hnal segmentation results. 
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4 Test Results and Conclusion 

The proposed algorithm has been tested with standard MPEG sequences. Fig. El 
presents sample results. The first row (Fig.0a-b) shows original frames from two 
test sequences. The initial volumes after volume growing stage are given in the 
second row (Fig. Elc-d). Here, volumes are color coded for illustration purposes. 
The initial number of volumes are 42 and 27 respectively. We noticed that the 
adaptive threshold estimation method enables us to confine the initial number of 
volumes to 20 ~ 50 which is a very reasonable initial range for most sequences. 
Figures El e-f are the intermediate clustering results. Segmentation stopped at 
m = 4 and m = 2 object levels respectively without any user interface. The 
backgrounds and object boundaries were detected accurately. 

The test results confirmed that the object extraction is robust even when 
the motion is large. Because no separate motion computation is involved in seg- 
mentation, our algorithm is computationally faster than any optical flow based 
or motion field modeling method that usually need some initial segmentation. 
Having an obvious advantage over the stochastic segmentation techniques, an 
object-wise multi-resolution representation is generated after clustering; there- 
fore the extraction objects is not repeated in case the number of objects is 
changed. No user segmentation of object regions is involved, which is mostly 
required by object tracking based methods. 
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Abstract. In the first part of the paper a new theoretical approach to the 
problem of image segmentation is described. A method for automatic 
segmenting of an unknown number and unknown location of objects in an 
image has been proposed. This method is based on both local properties of 
neighbouring pixels and global image features. To allow for automated 
segmentation, slices are formed at different values of the threshold level, which 
contain spatial uniformity regions. In the second part, the image segmentation is 
considered as a problem of selection of slices, which should comprise regions 
with features satisfying the requirements desired. The selection is based on the 
proposed minima criterion including a volume analysis of neighbouring slices. 
An important characteristic of the approach is that it reflects object shapes 
devoid of noise, and does not use heuristic parameters such as an edge value. 
The results of this method are presented on several examples containing 
greyscale images of objects of different brightness. 

Keywords: - image segmentation, spatial uniformity regions, a volume analysis 
of neighbouring slices. 
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Abstract. A new method for extracting topographic features from images 
approximated by triangular meshes is presented. Peaks, pits, passes, ridges, 
valleys, and flat regions are defined by considering the topological and geometric 
relationship between the triangular elements. The approach is suitable for several 
computer-based recognition tasks, such as navigation of autonomous vehicles, 
planetary exploration, and reverse engineering. The method has been applied to a 
wide range of images, producing very promising results. 

Keywords: image analysis, topographic feature identification 



1 Introduction 

The extraction of topographic features in digital images is a primary problem encountered 
in any general computer vision system. Several computer-based recognition tasks such 
as navigation of autonomous vehicles, planetary exploration, reverse engineering, and 
medical image analysis require the construction of accurate models based on shape 
descriptors in order to represent surface information in an efficient and consistent way. 

Peaks, pits, ridges, valleys, passes, and flat regions are some useful topographic 
features used in image analysis. A peak is a point such that in some neighborhood of 
it, there is no higher point. Similarly, in some neighborhood of a pit, there is no lower 
point. A ridge correspond to a long, narrow chain of higher points or crest, while a valley 
correspond to a chain of points with lower elevations. A pass is a low point on a ridge 
or between adjacent peaks. 

Several methods have been proposed to identify topographic features in digital im- 
ages. The vast majority of the methods are defined in terms of cell-neighbor comparisons 
within a local window over the image IbMI I bl or derived from contour lines of the im- 
age IIZIIOII 7II . Concepts from differential geometry are often used in surface feature 
recognition m. For instance, basic surface types can be determined by estimating di- 
rectional derivatives of the intensity image. Since the computation of surface derivatives 
is extremely sensitive to noise or other small fluctuations, image smoothing is usually 
required to reduce the effects of noise. However, such smoothing can also suppress 
relevant information or cause edge displacement. 

Peucker and Johnston El characterize the surface shape by the sequence of positive 
and negative differences as surrounding points are compared to the central point. Peucker 
and Douglas [H describe several variations of this method for detecting surface specific 
points and lines in terrain data. 
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The method proposed by Johnston and Rosenfeld |5| detects peaks (pits) by finding 
all points P such that no points in an n by n neighborhood surrounding P have higher 
(lower) elevation than that of P. To find ridges (valleys), their method identifies points 
that are either east- west or north-south elevation maxima (minima) through a "smoothed" 
array in which each point is given the highest elevation in a 2 x 2 square containing it. 

Paton uses a six-term quadratic expansion in Legendre polynomials fitted to 
a small disk around each pixel. The most significant coefficients of the second-order 
polynomial are used to classify each pixel into a descriptive label. Grender compares 
the grey level elevation of a central point with surrounding elevations at a given distance 
around the perimeter of a circular window and the radius of the window may be increased 
in successive passes through the image. 

Hsu, Mundy, and Beaudet [8J use a quadratic surface approximation at every pixel 
on the image surface. Lines emanating from the central point in the principal axes of 
this approximation provide natural boundaries of patches representing the surface. The 
principal axes from some critical points distributed over the image are selectively chosen 
and interconnected into a network to produce an approximation of the image data. Mask 
matching and state transition rules are used to extract a set of primitive features from 
this network. 

Toriwaki and Fukumura Cl use two local measures of grey level pictures, connectiv- 
ity number and coefficient of curvature for classification of each pixel into a descriptive 
label, which is then used to extract structural information from the image. 

Watson, Laffey, and Haralick 1711 S)l provide a method for classifying topographic 
features based on the first and second directional derivatives of the surface estimated 
by bicubic polynomials, generalized splines, or the discrete cosine transformation. A 
technique proposed by Gauch and Pizer o locates regions where the intensity changes 
sharply in two opposite directions. The curvature calculation is based on level curves 
of the image, requiring the evaluation of a large polynomial in the first-, second-, and 
third-order partial derivatives. 

A more recent evaluation of some methods for ridge and valley detection is pre- 
sented by Lopez et al. | 1 1| | . A survey describing efficient data structures and geometric 
algorithms for extracting topographic features in terrain models is given in 0|. 

The method proposed in this paper differs from the majority of the feature detection 
algorithms found in literature, which are generally based on regular grid models. A 
disadvantage of regular grids is their inherent spatial invariability, since the structure is 
not adaptive to the irregularity of the object surface. This may produce a large amount of 
data redundancy, especially where the topographic information is minimal. The method 
proposed by Falcidieno and Spagnuolo d is the most similar to the one presented here. 

In our method, triangulated irregular networks represent the object surface as a mesh 
of adjacent triangles, whose vertices are the data points. The points need not lie in any 
particular pattern and the density may vary over space. There are many advantages asso- 
ciated with triangulated irregular networks. First, complex data are commonly irregularly 
distributed in space, therefore, the structure of the triangulation can be adjusted to reflect 
the density of the data. Consequently, cells become larger where data are sparse, and 
smaller where data are dense. Second, topographic features can be incorporated into the 
model. For instance, vertices in a triangulation can describe nodal features such as peaks. 
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pits or passes, while edges can represent linear features such as break, ridge or channel 
lines. Finally, triangles are simple geometric objects which can be easily manipulated 
and rendered. 

An improved triangular model is presented in SectionEl The definition of topographic 
features as descriptive elements of the surface is given in Section 0 Section0 presents 
some experimental results and implementation issues. Sectional concludes with some 
final remarks and directions for future research. 



2 Improved Triangular Model 

The construction of our triangular meshes is performed by a hybrid refinement and 
decimation approach, incrementally determining a better distribution of the data points. 

An approximation formed by two triangles is initially constructed. This mesh is then 
incrementally refined until either a specified error is achieved or a given number of points 
is reached. Once the desired level of accuracy has been satisfied, the approximation is 
simplified by eliminating a small number of points based on a vertex removal criterion. 
Finally, the approximation is again refined to the given error tolerance and partially 
resimplified. This alternate refinement and decimation process is repeated until either 
no further improvement in the accuracy of the approximation can be achieved or a given 
number of vertices is reached. 

A constrained Delaunay triangulation is used to maintain the topology of the data 
points, whose vertices lie at a subset of the input data. While most of the traditional 
triangulation techniques are based on the approximation error as a criterion for the mesh 
quality, the objective of our approach is to construct triangular meshes that preserve 
important topographic features in the approximated surface. 

A new local error metric is used to select points to be inserted into the triangula- 
tion, which is based on the maximum vertical error weighted by the standard deviation 
calculated in a neighborhood of the candidate point, given by 

c = ( 1 ) 

cr(p) 

where h{p) is the height value of point p, z{p>) is the height value of the interpolated 
surface at point p, and a{p) is the standard deviation calculated in a 3 x 3 neighborhood 
of the candidate point p. 

The idea of the above metric is to associate greater importance to the points in regions 
where the local variability of the data is high, allowing the surface to conform to the 
local trends in the data. In flat regions, where a{p) = 0, the algorithm uses only the 
numerator \h{p) — z{p) \ to select new points. 

A priority queue stores the sequence of vertices used to refine the triangulation, 
ordered by increasing approximation error. For each refinement step, only those vertices 
affected by the insertion process need to have their approximation error recalculated. 

Conversely, a measure of angle between surface normals is used to determine whether 
a vertex should be removed from the triangulation. The criterion for removing a vertex v 
is computed by averaging the surface normals of the triangles surrounding v weighted 
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with their areas Ai and taking the maximum angle, «max, between the averaged normal, 
Uav and the surrounding triangles, that is 



«max = max 



^arccos 



itavlti \ 

\'^av\ ■ 



(2) 



where itav 



IZ-4. 



and 0 < 'rti < 7T. 





peak 



pit 





valley 




flat 



Fig. 1. Topographic features in triangular meshes. 



This criterion describes a measure of roughness, indicating a local variability of 
the data. Each vertex having a value less than the specified maximum angle will be 
removed during the decimation process. The area around the removed point is retri- 
angulated, which requires careful consideration, in particular when such area is not a 
convex polygon. The edges that form the triangulation of the polygon surrounding the 
vertex v must be checked to determine if they do not intersect one another. The iterative 
application of this decimation process reduces the number of points and edges that are 
not representative of the scene features. 

The sequence of local modifications generated during the refinement and decimation 
steps is applied to a triangulation until either the desired accuracy of the approximation 
is achieved or a given number of points is reached. The extraction of a representation 
of the terrain at a given tolerance level is obtained by using a coarse triangulation and 
iteratively inserting vertices into the triangulation until the desired precision is satisfied. 
If a given friangulation already guarantees a smaller error tolerance, then vertices are 
removed from the triangulation, starting with the vertex with the smallest error. 
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Fig. 2. Application of the proposed method to (a) Lena image; (b) triangular mesh obtained by 
our hybrid triangulation technique. The mesh contains only 2.8% of the original points; (c) peaks 
(dark points) and pits (grey points) extracted by using the triangular mesh; (d) the extracted ridges 
(dark lines) and valleys (grey lines). 



3 Topographic Feature Extraction 



The triangulated surface is defined as graph consisting of vertices, directed edges, and 
triangles. In our method, the identification of topographic features is derived from the 
triangular models. This can he achieved by analyzing the structure of the triangles in the 
mesh. 

Figure[I]illustrates some of the most common topographic features, which are clas- 
sified according to the topological and geometric relationship between the triangulation 
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elements. The angle between the normals of adjacent triangles indicates concave, convex, 
and planar shapes along the surface. 

For each edge e not belonging to the surface boundary, it is assigned a label according 
to the information about the angle between the two triangles ti and ^2 sharing the edge. 
The angle between ti and t 2 is concave (convex) if for any points pi G ti and p 2 G t 2 , 
the straight line segment pip 2 is located completely above (below) the surface identihed 
by ti and t 2 - Otherwise, it is plane. A surface characteristic point P is classified as peak 
(pit) if its z value is greater (smaller) than the z value of each point belonging to the 
lines with intersect in P. 

These extracted feature elements, describing nodal features (such as peaks, pits, 
or passes) and linear features (such as ridges, rivers, roads, channels, or cliffs), are 
incorporated into the triangulation as constrained vertices and edges, respectively, in a 
such way that subsequent operations will preserve them. 



4 Experimental Results 



Our method has been tested on a number of data sets in order to illustrate its perfor- 
mance. Due to space limitations, only three data sets are presented here. Figure 0a) 
shows the classic Lena image (512x512), Figure0a) shows a digital terrain model con- 
sisting of 1201 X 1201 elevation points and 3- by 3-arc-second data spacing (90 meters), 
and Figure0a) shows a high altitude aerial image (512x512). For each one of these 
three images, the corresponding triangular meshes obtained by our hybrid triangulation 
method IFigures EPl bll. the extracted peaks and pits (Fisures EPl cll. and the extracted 
ridges and valleys (Figures|30d)) are illustrated. 

Although the meshes shown above have only a small percentage of the original 
number of points, the models still capture the main features of the images. 

The algorithms were implemented in C-H- programming language on Unix/Linux 
platform. The triangulation algorithm is able to select 55,000 points in approximately 60 
seconds on an SGI 02 workstation (IRIX 6.5, R5000 with a 200MHz MIPS processor 
and 64 Mbytes of main memory). 



5 Conclusions 



Unlike many other approaches which are based on regular grid models, we presented 
a method for extracting topographic features from images approximated by triangular 
meshes. Characteristic points, lines, and regions are defined by considering the topolog- 
ical and geometric relationship between the triangular elements. 

This technique provides an effective compromise between fidelity and time require- 
ments, producing approximations with great flexibility while retaining the most relevant 
surface features. The method has been applied to a wide range of images containing 
different properties, achieving encouraging results despite the fact that no additional 
refinement technique has been performed on the extracted features. 
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Fig. 3. Application of the proposed method to (a) terrain image; (b) triangular mesh obtained by 
our hybrid triangulation technique. The mesh contains only 4.5% of the original points; (c) peaks 
(dark points) and pits (grey points) extracted by using the triangular mesh; (d) the extracted ridges 
(dark lines) and valleys (grey lines). 
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Abstract. The ’’seeded region growing” (SRG) is a segmentation 
technique which performs an image segmentation with respect to a 
set of initial points, known as seeds. Given a set of seeds, SRG then 
grows the regions around each seed, based on the conventional region 
growing postulate of similarity of pixels within regions. The choice of 
the seeds is considered as one of the key steps on which the performance 
of the SRG technique depends. Thus, numerous knowledge-based and 
pure data-driven techniques have been already proposed to select these 
seeds. This paper studies the usefulness of visual attention in the seed 
selection process for performing color image segmentation. The purely 
data-driven visual attention model, considered in this paper, provides 
the required points of attention which are then used as seeds in a 
SRG segmentation algorithm using a color homogeneity criterion. A 
first part of this paper is devoted to the presentation of the multicue 
saliency-based visual attention model, which detects the most salient 
parts of a given scene. A second part discusses the possibility of using 
the so far detected regions as seeds to achieve the region growing task. 
The last part is dedicated to experiments involving a variety of color 
images. 

Keywords: color image segementation, visual attention, seed selection 



1 Introduction 

Visual attention is the ability to rapidly detect interesting parts of a given scene. 
Using visual attention in a computer vision system permits a rapid selection of 
a subset of the available sensory information before further processing. The se- 
lected locations are supposed to represent the conspicuous parts of the scene. 
Higher level computer vision tasks can then focus on these locations. 

Various computational models of visual attention have been presented in previ- 
ous works [lEE]- These models are, in general, data-driven and based on the 
feature integration principle 0. Known as saliency-based, the model presented in 
IP considers a variety of scene features (intensity, orientation and color) to com- 
pute a set of conspicuity maps which are then combined into the final saliency 
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map. The conspicuity operator is a kind of ’’contrast detector” which, applied on 
a feature map, detects the regions of the scene containing relevant information. 
Visual attention processes have been used to speed up some tasks, for instance 
object recognition |^, landmarks detection for robot navigation and 3D scene 
analysis j7]. The image segmentation task considered further should also benefit 
from visual attention. 

The ’’seeded region growing” (SRG) presented in |Sj is a segmentation technique 
which performs a segmentation of an image with respect to a set of points, known 
as seeds. SRG is based on the conventional region growing postulate of similarity 
of pixels within regions. Given a set of seeds, SRG then finds a tessellation of 
the image into homogeneous regions. Each of which is grown around one of the 
seeds. 

It is obvious that the performance of SRG technique depends strongly on the 
choice of the seeds. Some previous works have dealt with the seed selection 
problem |0|. Knowledge-based as well as pure data-driven solutions have been 
proposed. The first class of methods is usually used in specific contexts where in- 
formation about the regions of interest is available. Automatic knowledge based 
methods as well as pure interactive seed selection belong to this class. The data- 
driven methods are, however, more general and can be applied on scene images 
without any a priori knowledge. Gonsequently, a wider range of images can be 
processed using the latter class of techniques. Numerous data-driven seed selec- 
tion methods are based on histogram analysis m- Using either original images 
or even gradient images, the technique aims to find peaks on the histogram. 
These peaks are supposed to constitute homogeneous regions on the image. A 
suitable thresholding permits the selection of these regions. The selected loca- 
tions of the image are then used as seed regions to achieve the SRG task. This 
seed selection method is straightforward for gray level images and can be ex- 
tended to deal with color images. A seed selection based on intensity and color 
needs, however, a mechanism which combines both features. 

In this work we study the possibility to use visual attention as a method for 
seed selection from color images. This idea is motivated by the performance 
of the bottom-up saliency-based model of visual attention to detect interesting 
locations of an image, taking into account a variety of scene features. The auto- 
matically detected salient regions are used as seeds to apply the SRG technique 
on color images. A first part of this paper is devoted to the presentation of the 
visual attention model used in this work. The SRG algorithm is then described. 
The last part of the paper is devoted to experimental results carried out on 
various color images. 

2 Visual Attention Model 

2.1 Saliency-Based Model 

According to a generally admitted model of visual perception |2|, a visual atten- 
tion task can be achieved in three main steps (see Fig. CJ. 

1 ) First, a number (n) of features are extracted from the scene by computing the 
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Scene 




Fig. 1. Scheme of a computational model of attention. 



so-called feature maps. Such a map represents the image of the scene, based on 
a well-defined feature. This leads to a multi-feature representation of the scene. 
The features used in this work are intensity, color components, and gradient 
orientation. 

£J In a second step, each feature map is transformed in its conspicuity map. Each 
conspicuity map highlights the parts of the scene that strongly differ, accord- 
ing to a specific feature, from its surrounding. In biologically plausible models, 
this is usually achieved by using a center-surround-mechanism. Practically, this 
mechanism can be implemented with a difference-of-Gaussians-hlteT, which can 
be applied on feature maps to extract local activities for each feature type. 

5^ In the last stage of the attention model, the n conspicuity maps are inte- 
grated together, in a competitive way, into a saliency map S in accordance with 
equation Q1 

n 

s = w^Cj ( 1 ) 

i=l 

The competition between conspicuity maps is usually established by selecting 
weights Wi according to a weighting function w, like the one presented in Q- 
w = (M — where M is the maximum activity of the conspicuity map and m 
is the average of all its local maxima, w measures how the most active locations 
differ from the average. Thus, this weighting function promotes conspicuity 
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maps in which a small number of strong peaks of activity is present. Maps that 
contain numerous comparable peak responses are demoted. It is obvious that 
this competitive mechanism is purely data-driven and does not require any a 
priori knowledge about the analyzed scene. 




Fig. 2. Selection of salient locations. Applying a WTA mechanism to a saliency map 
permits the selection of the most salient locations of the image. 



2.2 Selection of Salient Locations 

At any given time, the maximum of the saliency map defines the most salient 
location, to which the focus of attention (FOA) should be directed. A ’’winner- 
take-all” (WTA) mechanism PJ is used to detect, successively, the significant 
regions. Given a saliency map computed by the saliency-based model of visual 
attention, the WTA mechanism starts with selecting the location with the max- 
imum value of the map. This selected region is considered as the most salient 
part of the image (winner). The FOA is then shifted to this location. Local inhi- 
bition is activated in the saliency map, in an area around the actual FOA. This 
yields dynamical shifts of the FOA by allowing the next most salient location to 
subsequently become the winner. Besides, the inhibition mechanism prevents the 
FOA from returning to a previously attended locations. An example of salient 
regions selection based on the WTA mechanism is given in Figure 0 
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3 Seeded Region Growing 

Given a number of seeds, the SRG algorithm finds homogeneous regions around 
these points 0- Originally, this method was applied to gray-scale images. We 
extend this algorithm to deal with color images. On the original image, we 
compute the FOA points (see Fig. EJ and we use them as seeds input for the 
region growing algorithm. Thus, for each spot we obtain a segmented region. It 
is obvious that this method does not find a partition of the input image, as it is 
the case in the classical definition of image segmentation. Only visually salient 
regions are segmented. The algorithm we use to grow a region is: 

Seeded algorithm 

decompose original image on the R, G, B chainnels 

create R(i) , initial region from the seed point 

add the neighborhoods of R(i) in SSL 

begin 

repeat 

remove first point x from SSL 
if (x satisfy a membership criteria in R(i)) 
add X to R(i) 
end if 

if (x was added in R(i)) 

add into SSL the neighbors of x which are not in SSL 
update the mean of the region R(i) 
end if 

until SSL is not empty 

By SSL we denote a list with candidate points called sequentially sorted 
list. Initially it contains the neighborhoods of the seed pixel. To decide the 
criterion homogeneity of the regions, initially we compute the Tolerance^In), 
Tolerance{Io), Tolerance{I b) the tolerance rates for the three channels, using 
the cluster decomposition of histograms. Let / be the function which denotes the 
image, and fn, fa, fs the image functions for the three channels. We express: 

5r{x) = |/fl(x) - meany(zB..[fR{y)]\ 

= \ faix) - meany(zB.[fc{y)]\ 

Sb{x) = Ifsix) - meany(zB.[fB{y)]\ 



Thus, the criteria that must be accomplished by the candidate point x is: 

Sr{x) < Tolerance{lR) and 
Sq{x) < Tolerance{I a) and 
5b{x) < Tolerance{lB) 
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Scene 1 



Scene 2 




Scene 3 




Scene 4 



Fig. 3. Experimental results. Left: the color images with the eight most salient loca- 
tions. Right: segmented salient regions. 
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4 Experiments 

Numerous experiments have been carried out in order to study the usefulness 
of visual attention for the seeded region growing algorithm. Four outdoor scenes 
have been considered in the experiments presented in Figure 0 Each scene is 
represented by its color image. A saliency map is computed for each color im- 
age, using the saliency-based model of visual attention presented in section E~T1 
A winner-take-all (WTA) mechanism selects the eight most conspicuous parts of 
the scene from the computed saliency map (see section The seeded region 
growing (SRG) presented in section 0 uses the selected locations as seed points. 
Eight regions are segmented, each of which is grown around one of the seeds. 
The most salient point of the first scene is located on the traffic sign. This is 
due to color and intensity contrast in this part of the image. Starting the seg- 
mentation task at this location permits the segmentation of the arrow of the 
traffic sign. Due to intensity contrast two parts of the signpost are within the 
eight most salient locations. Through a targeted region growing around these two 
points, the main part of the signpost can be segmented. For the same reason, 
the fifth most salient location is situated on the road border line, which allows 
the segmentation of the whole road border. The part of the sky visible on the 
image (upper left corner) is segmented by applying the seeded region growing 
task around the third most salient location of the image. The largest segmented 
region represents the forest. It is grown around the fourth most salient point of 
the scene. 

Eight salient locations are also selected from the saliency map computed from 
the color image of the second scene. Consequently, eight regions are segmented 
around these seeds. For instance, the arrows of the two blue traffic signs are seg- 
mented around the third and the sixth most salient positions of the image. The 
speed limitation sign contains the second most salient location. The segmenta- 
tion around this point easily delimits the contour of the number ’60’. Some parts 
of the car are also segmented. 

In the third scene, two traffic signs are segmented, the first one indicating the 
directions and the second one containing speed limitations. Road borders as 
well as a part of the forest are also segmented. Three important traffic signs 
are segmented in the fourth scene. A part of the white car and a part of the 
discontinuous line separating two road lanes are also segmented. 

It is important to notice that neither the visual attention model nor the segmen- 
tation algorithm are adapted to road scenes analysis. Nevertheless, important 
objects such as traffic signs or road border lines are often segmented. This kind 
of objects contain relevant information and often stand out from the rest of the 
scene, in order to be easily perceived by drivers. These characteristics are natural 
help to the artificial visual attention mechanism to detect these relevant scene 
elements. 

The presented experiments clearly show the usefulness of a visual attention mech- 
anism for color image segmentation by means of seeded region growing. The 
salient locations of the image are natural candidates of seeds since they are of- 
ten surrounded by relevant information. An additional benefit of the combination 
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of visual attention and the SRG algorithm is the speed up of the segmentation 
task. 

5 Conclusion 

This work studies the usefulness of visual attention in the seed selection process 
for color image segmentation. The considered purely data-driven visual attention 
process, built around the concepts of conspicuity and saliency maps, provides the 
required points of attention which are then used as seeds in a SRG segmentation 
algorithm using a color homogeneity criterion. The experiments presented in this 
paper clearly validate the idea of using salient locations as start points for the 
SRG algorithm. The conducted experiments concern outdoor road traffic scenes. 
Despite the unavailability, to the segmenter, of any a priori knowledge about 
the analyzed scenes, the segmentation performs well, as the segmented objects 
include, in all cases, the most conspicuous road signs of the scene. The results 
speak for the good performance of the attention guided segmentation in similar 
scenes. Due to its bottom-up character, the reported segmentation method is 
expected to have similar performance in different scenes. 
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Abstract. This paper analyzes four explicit, two implicit and four 
semi-implicit finite difference algorithms for the linear shape from 
shading problem. Comparisons of accuracy, solvability, stability and 
convergence of these schemes indicate that the weighted semi-implicit 
scheme and the box scheme are better than the other ones because 
they can be calculated more easily, they are more accurate, faster in 
convergence and unconditionally stable. 

Keywords: shape from shading, finite difference scheme, stability 



1 Introduction 



The basic problem in shape from shading is to recover surface values Z(x,y) 
of an object surface from its variation in brightness. The surface function Z is 
assumed to be defined in image coordinates {x,y). It is identical to the depth 
of surface points visualized in an image, i.e., to the Euclidean distance between 
image plane and surface point. 

We assume parallel illumination of a Lambertian surface. The illumination is 
characterized by an orientation (p^, gg, — 1) and its intensity Eq. For the surface 
we assume that it may be modeled by a function Z{x,y), and p{x,y), with 
0 < p{x,y) < 1, denotes the albedo (i.e. the reflectance constant) at point (x,y). 
The surface function Z(x,y) satisfies the following image irradiance equation 



^+PsP + QsQ 

y/l+pl + qW^+P'^ + 



p{x,y) ■ Eo ■ E{x,y) 



( 1 ) 



over a compact image domain f7, where (p,q) = {p{x,y),q{x,y)) is the surface 
gradient with p = dZ/dx and q = dZ/dy at point {x, y) S Q, and E(x, y) is the 
image brightness at this point formed by an orthographic (parallel) projection 
of reflected light onto the xp-image plane. Throughout this paper we assume 
that Eq ■ p{x,y) = 1, for all points {x,y) S 17, i.e., we assume a constant albedo 
for all projected surface points. This approach is called albedo-dependent shape 
reeovery, see Klette et al. 0. 

The above nonlinear, first-order partial differential equation has been studied 
with a variety of different techniques (see, e.g., Horn [I I I3j : Horn and Brooks 
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0; Tsai and Shah jEl; Lee and Kuo 0; Kimmel and Bruckstein 0). The 
traditional approaches employ regularization techniques. However, Oliensis cm 
discovered that in general, shape from shading not be assumed to be ill-posed, 
and regularization techniques should be used with caution. Furthermore, Zhang 
et al. m pointed out that all shape from shading algorithms produce generally 
poor results. Therefore, new shape from shading methods should be developed 
to provide more accurate, and realistic results. Pentland El proposed a method 
based on the linearity of the reflectance map in the surface gradient (p, q), which 
greatly simplifies the shape from shading problem. This leads to the following 
linear image irradiance equation: 



l+PsP+qsq 

yjl+pl + ql 



E{x,y). 



( 2 ) 



As an example, such a special case arises, e.g., in recovering the shape of parts 
of the lunar surface ( “Maria of the moon” ) . we can rewrite 0 as 



az , , dz 



(x,y) 



F{x,y). 



(3) 



where F{x,y) = E{x, y)\/^ + Ts + 9s ~ 1- For the sufflcient conditions assur- 
ing the well-posedness of the problem (PD we refer the reader to Kozera |S|. 
Horn 0 first proposed a method for recovery of shapes described by dSD- Koz- 
era and Klette PE] presented four algorithms based on explicit finite difference 
methods. Ulich d also discussed two explicit and one implicit finite difference 
algorithms for (0). So far it has not yet been theoretically studied which finite 
difference algorithms for (0 are better. The method used for the proof of sta- 
bility and convergence are relatively complicated. In this paper, we consider (0 
over a rectangle domain 

17 = {(a:, y) G : 0<a;<a, 0<y<6} 



with the following initial condition Z(x,0) = 4>{x) {0 < x < a) and bound- 
ary conditions Z{0,y) = ipo{y) and Z{a,y) = ipi{y) (0 < y < 6), where the 
given functions 4>{x) , tpo{y) and V’i(y) satisfy 4> G C([0,a]) fl C^((0, a)), V'o, V'l ^ 
C'([0,&])nC'^((0,6)), (/)(0) = V'o(0),</>(a) = V'i(a), and (ps,ys) ^ (0,0). Through- 
out this paper we assume that the above Cauchy problem is well-posed over a 
rectangle 17, that is, there exists a unique solution Z{x,y) to the corresponding 
partial differential equation satisfying the boundary conditions and depending 
continuously on the given initial condition, and we also suppose that the solution 
Z{x,y) is sufficiently smooth, at least Z{x,y) G C^(l7), see Kozera jOj. 

The organization of the rest of the paper is as follows. In Section 2 we present 
ten different discretizations of equation 0: four explicit, two implicit and four 
semi-implicit schemes. The initial condition Z{x^ 0) is used for all these methods, 
but different boundary conditions ^(0, y) and/or Z(a, y) are required. In Section 
3 we discuss the accuracy, solvability, consistency, stability and convergence of 
these methods. The conclusions are given in Section 4. 
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2 Finite Difference Algorithms 

Suppose that the rectangular domain 17 is divided into small grids by parallel 
lines X = Xi {i = Q,l, . . . , M) and y = yj (j = where Xi = ih, 

Vj = jk and Mh = a, Nk = b, M and N are integers, h is the grid constant in x- 
direction (i.e., distance between neighboring grid lines) and k is the grid constant 
in y-direction. For convenience, we shall denote by Z{i,j) the value Z{xi,yj) of 
solution Z{x,y) on the grid point (xi^yj), and by Zij an approximation of 



2.1 Explicit Schemes 



Forward-Forward (FF) Scheme: Approximating dZ/dcc and dZ/dy with the 
forward difference quotient gives the following discretization for ( 0 ): 



Z(i + l,j) - Z{i,j) Z{i,j + 1) - Z{i,j) 



0{h + k) = F{i,j) 



where 0{h+ k) = -hpsZxx{di,yj) /‘2 - kqgZyy{xi,92)/2, Xi < 9i < y^ < 

^2 < Vj+i- Dropping the truncation error 0{h -|- A:), and rearranging the above 
equation gives 



Zi,j+i — (1 + c)Zi j — cZi^i j -|- —Fi j, 



(4) 



where the corresponding finite difference initial conditions Zi^{i = 0,1..., M) 
and boundary conditions ZmjU = 0, 1, . . . , A^) are given, c = Qs yf 0. The 
truncation error of the FF scheme is in the order of 0{h + k). Given an lin- 
ear shape from shading problem ®, the FF scheme with the above boundary 
condition recovers the unknown shape over a domain of influence of which co- 
incides with the entire 17. But if we only give the following boundary conditions 
Zo,j{j = 0,1,..., N), then the domain of influence of the FF scheme is as follows 

DiT’j’g = {(x, y) G IR^ : 0 < x < a, 0 < y < (—b/a)(x — a)}. 

The same scheme with different boundary conditions coincide with different 
domain of influence. Therefore, boundary conditions are very important to the 
finite difference algorithms for the linear shape from shading P|). 



Backward-Forward (BF) Scheme: If we use the above techniques, we can 
get the following two-level explicit scheme 

k 

Zi^j^l — T (1 ^')Zi^j F (^) 

Qs 

i=l,...,M;j = 0,...,N -1, 

where initial conditions Zi^{i = 0, 1, . . . , M) and boundary conditions Zoj(j = 
0,1,..., N) are given, c = qs yf 0. The truncation error of the BF scheme is 
0{h+k), and the domain of influence of the BF scheme with the above boundary 
condition is entire 17. 
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Lax- Friedrichs (LF) Scheme: Approximating dZ/dx with the central differ- 
ence quotient and dZ/dy with the forward difference approximation, and then 
replacing by its average at the {i + l)th and {i — l)th levels. 

Zij+i = — - — ”1 7 ^ — ”1 (®) 

Z Z Qs 

f = l,...,M-l;j = 0,l,...,fV-l, 

where initial conditions Zifi{i = 0 , 1 ,..., M), boundary conditions Zqj and 
ZmjU = Oj 1) • ■ • ) are given, c = gs yf 0. It holds that the truncation 
error of the LF scheme is O (/i^ + k + /k), and the domain of influence of the 

LF scheme is entire 17. 



Leapfrog Scheme: Approximating both dZ/dx and dZ/dy with the central 
difference quotient, this leads to the following three-level explicit scheme 

2k 

Qs 

* = l,...,M-l;j = l,...,iV-l, 

where = 0, . . . , M), Zqj and = 0, . . . , A^) are given, c = ^, yf 0. 

The truncation error of the leapfrog scheme is 0{h + k), and the domain of 
influence of the leapfrog scheme is entire 17. To start the computations of the 
leapfrog scheme we must specify the values of Zi Q and Zi i for all i, usually i 
can be calculated by another scheme, e.g., the FF scheme, the BF scheme or 
others. 

2.2 Implicit Schemes 

The finite difference schemes described previously are all explicit. They are easy 
to be calculated, but the accuracy of the explicit schemes is usually lower. The 
following implicit schemes will overcome this drawback. 



Central-Backward (CB) Scheme: As before, approximating dZ/dx with the 
central difference quotient and dZjdy with the backward difference quotient, we 
get the following two-level implicit scheme. 

c c k 

— 4-Zij+i -|--Zi_|_i j+i = Zi j H Fi j, (8) 

Z Z Qs 

where the initial conditions Zi^o(i = 0,...,M), the boundary conditions Zqj 
and ZmjU = 0, . . . , N) are given, c = yf 0. The truncation error of the 

CB scheme is O + k). The computations of the CB scheme will take much 
more time because it requires to solve a linear algebraic systems at each j level. 
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Crank-Nicolson (CN) Scheme: Another implicit finite difference algorithm 
used to solve the linear shape from shading problem is the CN scheme: 

~ + l + l + ^-^i+lj + l = + Zij — + —Fij , (9) 

where = 0,1, ■ ■ . , M), Zqj and ZmjU = 0,...,iV) are given, c = 

Qs ^ 0. The truncation error of the CN scheme is O {h? + fc^). 



2.3 Semi-implicit Schemes 

An explicit finite difference scheme for (0) contains only one unknown value of Z 
at each j level. The unknown value is calculated directly from the known values 
of Z at the previous levels. Therefore, explicit schemes are easy to be computed. 
The disadvantage of explicit schemes is that their accuracy is lower since the or- 
der of their truncation errors is usually lower. For an implicit scheme, there are 
three unknown values of Z at each j level. Implicit schemes are more accurate 
than explicit schemes since the order of the truncation errors of implicit schemes 
is higher than that of explicit schemes. However, the computation of implicit 
schemes takes much more time than that of explicit schemes because implicit 
schemes require to solve a linear algebraic systems for each j. In order to over- 
come the drawbacks and take the advantages of explicit and implicit schemes, we 
consider the following semi-implicit schemes which contain two unknown values 
of Z at each j level. 



Forward-Backward (FB) Scheme: Approximating dZ/dx with the forward 
difference quotient and dZjdy with the backward difference quotient gives 






(1 — d)Zi^j -\- dZij-i -\ Pi,jt 

i = 0,l,...,M-l;j = l,2,...,N, 



( 10 ) 



where Zifi{i = 0, . . . , M) and Zoj{j = 0, . . . ,N) are given, 0, d = 1/c. The 
truncation error of the FB scheme is 0{h -|- k). 



Backward-Backward (BB) Scheme: Approximating both dZ/dx and 

dZ/dy with the backward difference scheme yields 



■‘^,3 



1 I Zi j—1 T . Zi—\ j -\- . .Fi j, 

l-kc H-c gs(H-c) 

i=l,...,M-j = l,...,N, 



( 11 ) 



where Zi^{i = 0, 1, . . . , M) and Zoj{j = 0,1, . . . , N) are given, c = c — 1, 
qs 0. The truncation error of the BB scheme is 0{h-\- k). 
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Weighted Semi-implicit (WS) Scheme: 

+ 2 _|_ ~ ^i+i,i) + g (2 + c) 

where = 0, 1, . . . , M), Zoj and Zmj(j = 0,...,iV) are given, c = 

c ^ —2, gs 0. The truncation error of the WS scheme is O (h + fc^). 



Box Scheme: The box scheme for solving 0 is as follows: 



1 — c 

■^i+lj'+l = Zi^j + - — (Zi+ij- — + 



F . 



1 + c 



(13) 



where Zifi{i = 0, 1, . . . , M) and Zoj{j = 0,1, . . . , N) are given, c = c ^ —1, 
qs yf 0. The truncation error of the box scheme is O {h? + /c^). 

Given a linear shape from shading problem ()2l, the domain of influence of 
each scheme above coincides with the entire domain J7. 



3 Analysis of Finite Difference Algorithms 

Given the above list of schemes we are naturally led to the question of which 
of them are useful and which are not. In this section we firstly determine which 
schemes have solutions that approximate solutions of the shape from shading 
problem 0 . Later on we determine which schemes are more accurate than others 
and also investigate the efficiency of the various schemes. 



3.1 Consistency 

Definition 1. A finite difference scheme is said to be consistent with a partial 
differential equation iff as the grid constants tend to zero, the difference scheme 
becomes in the limit the same as the partial differential equation at each point 
in the solution domain. 

Theorem 1. All the above finite difference schemes are consistent with ((3), the 
LF scheme is consistent ifk/h is constant. 

3.2 Solvability 

Theorem 2. Let c = be a fixed constant, qs 0. Then, 

(a) all the above explicit schemes are solvable; 

(b) the CB scheme is solvable if |c| < 1, the CN scheme is solvable if |c| < 2; 

(c) the FB scheme is solvable if Ps 0, the BB and box schemes are solvable if 

c —1, the WS scheme is solvable if off —2. 
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3.3 Stability 

Definition 2. A finite difference scheme is said to be stable iff the difference 
between the numerical solution and the exact solution of the difference scheme 
does not increase as the number of rows of calculation at successive j levels in 
the solution domain is increased. 



Theorem 3. Let c = be a fixed constant, qs 0. Then, 

(a) the FF scheme is stable iff < c < 0; 

(b) the BF scheme is stable iff 0 < c < 1; 

(c) the LF and the leapfrog schemes are stable iff |c| < 1; 

(d) the CB and the CN schemes are unconditionally stable; 

(e) the FB scheme is stable iff d <1, where d = 1/c; 

(f) the BB scheme is stable iff c> 0 or c < —1; 

(g) the WS and the box schemes are unconditionally stable. 

3.4 Convergence 

Definition 3. A solution to a finite difference scheme which approximates a 
given partial differential equation is said to be convergent iff at each grid-point 
in the solution domain, the solution of the difference scheme approaches the 
solution of the corresponding partial differential equation as the grid constants 
tend to zero. 



Theorem 4. Let c = be a fixed constant, qs O.Then, 

(a) the FF scheme is convergent if —1 < c < 0; 

(b) the BF scheme is convergent if 0 < c < 1; 

(c) the LF and the leapfrog schemes are convergent if |c| < 1; 

(d) the CB and the CN schemes are convergent for all c € IR; 

(e) the FB scheme is convergent if d < 1, where d = 1/c; 

(f) the BB scheme is convergent if c>0 or c < —1; 

(g) the WS scheme is convergent if c —2; the box scheme is convergent if 
off - 1 . 

For the proof of the theorem QJ El El and E| see HS|. 

4 Conclusions 

The semi-implicit finite difference algorithms for linear shape from shading are 
discussed in this paper for the first time. Comparisons of accuracy, solvability, 
stability and convergence of each scheme indicate that the weighted semi-implicit 
scheme and the box scheme are more useful than the others. 

All schemes presented in this paper are supplemented by a specification of 
the domain of influence, truncation error, consistency, solvability, stability and 
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convergence analysis. The domain of influence of each scheme in this paper 
coincides with the entire domain 17. 

In comparison with results obtained by Kozera and Klette |7liS| and Ulich m, 
the ranges of the stability and convergence of the FB and BB schemes are iden- 
tified as being larger. 
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Abstract. In this paper we present a new method for aligning point distribution 
models to noisy and unlabelled image data. The aim is to construct an enhanced 
version of the point distribution model of Cootes and Taylor in which the 
point-position information is augmented with a neighbourhood graph which 
represents the relational arrangement of the landmark points. We show how this 
augmented point distribution model can be matched to unlabelled point-sets 
which are subject to both additional clutter and point drop-out. The statistical 
framework adopted for this study interleaves the processes of finding point 
correspondences and estimating the alignment parameters of the point distribution 
model. The utility measure underpinning the work is the cross entropy between 
two probability distributions which respectively model alignment errors and 
correspondence errors. In the case of the point alignment process, we assume 
that the registration errors follow a Gaussian distribution. The correspondence 
errors are modelled using probability distribution which has been used for 
symbolic graph-matching. Experimental results are presented using medical 
image sequences. 

Keywords: point distribution models, relational constraints, landmark points 



1 Introduction 

Point pattern matching is a problem of pivotal Importance in computer vision that con- 
tinues to attract considerable interest. The problem may be abstracted as either alignment 
or correspondence. Alignment involves explicitly transforming the point positions either 
under a predefined rigid geometry or under a non-rigid deformation so as to maximise 
a measure of correlation. Examples here include Procrustes normalisation |EI, affine 
template matching 111 .'ill and deformable point models Q. Correspondence, on the other 
hand, involves recovering a consistent arrangement of point assignment labels. The cor- 
respondence problem can be solved using a variety of eigendecomposition 0 and graph 
matching 1141 1 1 1 hll algorithms. The problem of point pattern matching has attracted sus- 
tained interest in both the vision and statistics communities for several decades. For 
instance, Kendall S] has generalised the process to projective manifolds using the con- 
cept of Procrustes distance. Ullman III II was one of the first to recognise the importance 
of exploiting rigidity constraints in the correspondence matching of point-sets. Recently, 
several authors have drawn inspiration from Ullman’s ideas in developing general pur- 
pose correspondence matching algorithms using the Gaussian weighted proximity ma- 
trix. As a concrete example, Scott and Longuet-Higgins 0 locate correspondences by 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 646-^1 2001. 
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finding a singular value decomposition of the inter-image proximity matrix. Shapiro 
and Brady ini, on the other hand, match by comparing the modal eigenstructure of 
the intra-image proximity matrix. In fact these two ideas provide some of the basic 
groundwork on which the deformable shape models of Cootes et al |2|| and Sclaroff 
and Pentland ® build. This work on the co-ordinate proximity matrix is closely akin 
to that of Umeyama HI who shows how point-sets abstracted in a structural manner 
using weighted adjacency graphs can be matched using an eigen-decomposition method. 
These ideas have been extended to accommodate parametererised transformations pi .^l| 
which can be applied to the matching of articulated objects |141|. More recently, there 
have been several attempts at modelling the structural deformation of point-sets. For in- 
stance, Amit and Kong |H| have used a graph-based representation (graphical templates) 
to model deforming two-dimensional shapes in medical images. Lades et al Cl have 
used a dynamic mesh to model intensity-based appearance in images. 

The motivation for the work reported in this paper is that the dichotomy normally 
drawn between the two processes overlooks considerable scope for synergistic inter- 
change of information. In other words, there must always be bounds on alignment before 
correspondence analysis can be attempted, and vice versa. To this end, we develop a new 
point-pattern matching method in which we exploit constraints on the spatial arrange- 
ment of correspondences to augment the recovery of alignment parameters. Although 
there have been recent attempts at realising this goal using relaxation algorithms f5j 
and the EM algorithm Q, in this paper we put the alignment and correspondence pro- 
cesses on a symmetric footing. The two processes communicate in a symmetric manner 
via an integrated utility measure. The utility measure is the cross-entropy between the 
probability distributions for alignment and correspondence. 

We apply the new matching framework to the non-rigid alignment of point-sets 
which deform according to a point distribution model. This is a class of deformable 
shape model recently developed by Cootes and Taylor The idea underpinning point 
distribution models is to learn the modes of variation of point-patterns by computing the 
eigenmodes of the co-variance matrix for a set of training examples, The eigenvectors 
of the co-variance matrix define directions in which the points can move with respect 
to the mean-pattern. Once trained in this way, a point distribution model can be fitted 
to data by estimating the proportions of each eigen-mode that minimise the distance 
between the data and the aligned model. When carefully trained, the method can be 
used to model quite complex point deformations. Moreover, the modal deformations 
defined by the eigenvectors can be reconciled with plausible natural modes of shape 
variation. While much effort has been expended in improving the training of PDM’s, 
there are a number of shortcomings that have limited their effective matching to noisy 
point-data. Firstly, in order to estimate the modal displacements necessary to align a 
point-distribution model with data, the data points must be labelled. In other words, 
the correspondences between points in the model and the data must be known a priori. 
Secondly, the point-sets must be of the same size. As a result, point distribution models 
can not be aligned reliably to point-sets which are subject to contamination or dropout. 
Finally, information concerning the relational arrangement of the points is overlooked. 
Our new matching framework provides a natural way of overcoming these shortcomings. 
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Our aim in this paper is to present a statistical framework for aligning point distri- 
bution models. We depart from the conventional treatment in three ways. First, we deal 
with unlabelled point-sets. That is to say we commence without knowledge of the cor- 
respondences between the model and the data to be matched. Our second contribution 
is to deal with the case in which the model and the data contain different numbers of 
points. This might be due to poor feature location or contamination by noise. Finally, 
we aim to exploit constraints on the relational arrangement of the points to improve the 
fitting process. 

2 Point Distribution Models 

The point distribution model of Cootes and Taylor commences from a set training pat- 
terns. Each training pattern is a configuration of labelled point co-ordinates or landmarks. 
The patterns of landmark points are collected as the the object in question undergoes 
representative changes in shape. To be more formal, each pattern of landmark points 
consists of L labelled points whose co-ordinates are represented by the set of position 
co-ordinates {®i, X 2 , , = 

{{xi,yi), {xltUl)}- Suppose that there are N patterns of landmark points. The 

training pattern is represented using the long-vector of landmark co-ordinates 
Xt = {xi,yi,X 2 , J/ 2 , • • • where the subscripts of the co-ordinates are the 

landmark labels. For each training pattern the labelled landmarks are identically ordered. 
The mean landmark pattern is represented by the average long-vector of co-ordinates 
X = Xt- The covariance matrix for the landmark positions is 

1 ^ 

U=j;^Y.^Xt-X){Xt-Xf ( 1 ) 

' t=i 

The eigenmodes of the landmark covariance matrix are used to construct the point- 
distribution model. First, the eigenvalues A of the landmark covariance matrix are found 
by solving the eigenvalue equation |f7 — A/| = 0 where I is the 2L x 2L identity 
matrix. The eigen-vector corresponding to the eigenvalue Ai is found by solving 
the eigenvector equation U cf>^' = Xi4 >^* . According to Cootes and Taylor, the landmark 
points are allowed to undergo displacements relative to the mean-shape in directions 
defined by the eigenvectors of the covariance matrix U. To compute the set of possible 
displacement directions, the K most significant eigenvectors are ordered according to 
the magnitudes of their corresponding eigenvalues to form the matrix of column-vectors 

<p = ((/)'''! I I where Ai,A 2 , ,Xk is the order of the magnitudes of the 

eigenvectors. The landmark points are allowed to move in a direction which is a linear 
combination of the eigenvectors. The updated landmark positions are given by = 
X + <Pr, where r is a vector of modal co-efficients. This vector represents the free- 
parameters of the global shape-model. 

2.1 Landmark Displacements 

The matrix formulation of the point-distribution model allows the global shape defor- 
mation to be computed. However, in order to develop our matching method we will be 
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interested in individual point displacements. We will focus our attention on the displace- 
ment vector for the landmark point indexed i produced hy the eigenmode indexed A. 
The two components of displacement are the elements long-vector </>>. indexed 2i — 1 
and 2i. We denote the displacement vector by land- 

mark point the set of displacement vectors associated with the individual eigenmodes 
are concatenated to form a2 x K displacement matrix. For the landmark, the dis- 
placement matrix is Aj = \vj‘^\...\vj^). The point-distribution model allows the 

landmark points to be displaced by a vector amount which is equal to a linear superposi- 
tion of the displacement-vectors associated with the individual eigenmodes. To this end 

let r = (ri, r 2 , , represent a vector of modal superposition co-efficients for the 

different eigenmodes. With the modal superposition co-efficients to hand, the position of 
the landmark j is displaced by an amount Ajr from its mean position xj = 

The aim in this paper is to develop an iterative method for aligning the point distribution 
model. At iteration n of the algorithm we denote the aligned position of the landmark 
point j by the vector = Xj + Ajr^'^\ 

We wish to align the point distribution model represented in this way to a set of 
observed data-points. The data-points to be fitted are represented by an unlabelled set 

of D point position vectors w = {mi, m 2 , , wd}. This size of this point set may be 

different to the number of landmark points L used in the training of the point-distribution 
model. The free parameters that must be adjusted to align the landmark points with w 
are the modal co-efficients r. 



2.2 Relational Constraints 

One of our goals in this paper is to exploit structural constraints to improve the re- 
covery of alignment parameters from sets of feature points. To this end we represent 
point adjacency using a neighbourhood graph. There are many alternatives including 
the N-nearest neighbour graph, the Delaunay graph, the Gabriel graph and the relative 
neighbourhood graph. Because of its well documented robustness to noise and change 
of viewpoint, we adopt the Delaunay triangulation as our basic representation of image 
structure. We establish Delaunay triangulations on the data and the model, by seeding 
Voronoi tessellations from the feature-points. 

The process of Delaunay triangulation generates relational graphs from the two sets 
of point-features. More formally, the point-sets are the nodes of a data graph Gd = 
{D, Ed} and a model graph Gm = {M, Em}, where M = (1, ..., L} is the index-set 
of the landmark points. Here Ed C D x D and Em C M x M are the edge-sets 
of the data and model graphs. Later on we will cast our optimisation process into a 
matrix representation. Here we use the notation i') to represent the elements of 

the adjacency matrix for the data graph; the elements are unity = or if (z, i') is an 
edge and are zero otherwise. We represent the state of correspondence between the two 
graph using the function f : D ^ M from the nodes of the model graph onto the nodes 
of the data-graph. 
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3 Dual Step Matching Algorithm 



We characterise the matching problem in terms of separate probability distributions 
for alignment and correspondence. In the case of alignment, the distribution models 
the registration errors between the landmarks of the point distribution model and the 
observed data-points under the vector of model displacements r. The correspondence 
process on the other hand captures the consistency of the pattern of matching assignments 
to the graph representing the point-sets. The set of assignments is represented by the 
function f : D ^ M. Suppose that is the probability that observed data-point 
indexed i is in alignment with the landmark point indexed j at iteration n. Similarly, 

in) 

Ql j is the probability that data point i is in correspondence with landmark point j. 

Further suppose that is the probability distribution for the 

alignment error between the dat-point i and the landmark point j under the vector 
of modal coefficients parameters recovered at iteration n. The distribution of the 
correspondence errors associated with the assignment function at iteration n is 

(n) 

ql ^ . With these ingredients the utility measure which we aim to maximise in the dual 
alignment and correspondence steps is 



D L 



z=l i = l ■- 



Inp; 



in+1) 






(rt-K) 



(2) 



In other words, the two processes interact via a symmetric expected log-likelihood 
function. The correspondence probabilities weight contributions to the expected log- 
likelihood function for the alignment errors, and vice-versa. Cross and Hancock showed 
how the first term arises through the gating of the log-likelihood function of the EM 
algorithm J 3 I- 

The alignment parameters and correspondence matches are recovered via the dual 
maximisation equations 



^+i)=argmax^ E 
iev jeM 



/("+i) = argmax^ ^ 



^,3 






(n-K) 






(3) 



3.1 Alignment 

To develop a useful alignment algorithm we require a model for the measurement pro- 
cess. Here we assume that the observed position vectors, i.e. Wi are derived from the 
model points through a Gaussian error process. According to our Gaussian model of the 
alignment errors. 






27T^\ 



exp 






(4) 



where S is the variance-covariance matrix for the point measurement errors. Here we 
assume that the position errors are isotropic, in other words the errors in the x and y 
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directions are identical and uncorrelated. As a result we write = ct ^/2 where I 2 is the 
2x2 identity matrix and is the isotropic noise variance for the point positions. With 
this model, the alignment step is concerned with minimising the weighted square error 
measure 

= (5) 

i=i j=i 

With the point-distribution model displacement process detailed earlier, the weighted 
squared-error becomes 

{wi — Xj — — Xj — ( 6 ) 

i=i i=i 

Our aim is to recover the vector of modal co-efficients which minimize this weighted 
squared error. To do this we solve the system of saddle-point equations which results 
by setting dSc/ = 0. After applying the rules of matrix differentiation and 
simplifying the resulting saddle-point equations, the solution vector is 



r("+l) - 



= (E '{E E - E 



(7) 



i=i 



1=1 j=i 



i=i 



Further simplification results if we note that the landmark covariance matrix U is sym- 
metric. As a result its individual eigenvectors are orthogonal to one another, i.e.. 

(pP = 0 if a ^ /7. As a result the modal co-efficient for the eigenmode indexed Afc 



IS 






Ef=iE-=iQi 



(p>'kT 



K 



'„T^Ak 



( 8 ) 



Finally, we update the a posteriori alignment probabilities. This is done by sub- 
stituting the revised parameter vector into the conditional measurement distribution. 
Using the Bayes rule, we can re-write the a posteriori alignment probabilities using the 
measurement density function 



j(n-l-l) 






(9) 



Upon substituting the Gaussian distribution appearing in Equation (15), the revised 
alignment probabilities are related to the updated point positions in the following manner 



P 






exp(-2^(w, - 



Ej=i Q 



(n) ^ 

ij 






(10) 



3.2 Correspondences 

The correspondences are recovered via maximisation of the quantity 

iev jeM 



( 11 ) 
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Suppose that Voii) = ^ ^d} represents the set of nodes connected to the 

node i by an edge in the graph with edge-set Eu. Furthermore, let us introduce aD x L 
matrix of assignment variables S whose elements that convey the following meaning 



if/W(i)=j 
to otherwise 



( 12 ) 



In a recent study HI, we have shown that the probability distribution for the assign- 
ment variables is 



5 '”> = i4-exp 



-k. ^ ^ (i-.,'r«>) 



( 13 ) 



where K and ke are constants. With this distribution to hand, the correspondence as- 
signment step reduces to one of maximising the quantity 



•^- = E E E E (14) 

iev jeM i'ev j'eM 

where Eoih i') and EM{j:f) are the elements of the adjacency matrices for the data 
and model graphs. In more compact notation, the updated matrix of correspondence 
indicators satisfies the condition 



= arg max Tr [.Ed (15) 

where is a matrix whose elements are the alignment probability . In other 
words, the utility measure gauges the degree of correlation between the edge-sets of the 
two graphs under the permutation structure induced by the alignment and correspon- 
dence probabilities. Following Scott and Longuet-Higgins |0 we recover the matrix 
of assignment variables that maximises by performing the singular value decompo- 
sition Ee)P^^^ Em = V AU'^ , where Z\ is again a diagonal matrix and U and V are 
orthogonal matrices. The matrices U and V are used to compute an assignment matrix 
= VU^. To compute the associated matrix of correspondence probabilities, 
q("+i), we perform row normalisation on As a result 



p("+i) 

^ n(n-K) 



( 16 ) 



This is clearly simplistic and violates symmetry. In our future work we plan to improve 
the algorithm to include Sinckhorn normalisation and slack variables for unmatchable 
nodes along the lines of Gold and Rangarajan 01. 



4 Experiments 

We have experimented with our new alignment method on an X-ray angiogram image 
sequence of a beating heart. Here the feature points are hand-labelled locations of max- 
imum curvature on the outline of the heart. There are 16 feature points in each image. 
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Fig. 1. Overlaped mean shape and training images 




Fig. 2. Eigenmodes of the training images 



In total we have used 19 frames to train the point-distribution model. The mean shape 
is shown in Figure Qt superimposed on one of the images from the sequence; the dif- 
ferent frames used for training are shown in FigureOfc. In Figure Qwe show the modal 
displacements corresponding to the first 6 eigenmodes. 

An example of the alignment of the PDM which was not part of the training set 
is shown in Figure 01 The sequence shows the PDM iterating from the mean shape to 
the final alignment. The different panels in the hgure show different iterations of the 
algorithm. The process converges in 10 iterations. In this example there is no initial 
correspondence assignment. Each point in the model is assigned a probability which 
is evenly distributed. The final set of correspondences obtained are shown in Figure |?1 
These are all correct. 

We now illustrate the effect of removing the adjacency graph from the point repre- 
sentation and the correspondence step from the matching process. To meet this goal we 
simply fit the point distribution model so as to minimise the quantity 



D L r 



£em = 



P} 






i=i j=i 



(17) 



This means that we use the EM algorithm to estimate the vector of modal parameters r. 
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Fig. 3. Alignment results 




Fig. 4. Correspondence 



In Figures Eb and b, we investigate the effect of clutter on the matching process. In 
Figure El a we show the evolution of one of the fitted PDM parameters with iteration 
number. The upper curve is the result obtained with the EM algorithm, while the lower 
curve is the result obtained when we use the new method reported in this paper. The 
main feature to notice is that both methods converge to the same parameter values, but 
that the convergence of the graph-based method is faster. In Figure El b we repeat this 
experiment when random noise points are added to the data. Here we should recover 
the same parameter values as in FigureEla above. Both algorithms result in a signihcant 
parameter error. However, the graph-based method gives a final result which is closer to 
the correct answer. Moreover, its convergence is again much faster than the EM method. 
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Fig. 5. Comparison of PDM parameter value (a)Without clutter (b)With 18.75% clutter 
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Next, we investigate the effect of added clutter on the alignment error. Figure 0 
shows the alignment error as a function of iteration number for the EM algorithm and 
the graph-based method. In Figure 0 a the fraction of added clutter is 6.25%. Here 
both methods converge to a result in which the alignment error is consistent with zero. 
However, the graph-based method converges at a much faster rate. Figure 0 b repeats 
this experiment when the fraction of added clutter is 18.75%. Now both methods are 
subject to a substantial alignment error. However, in the case of the graph-based method 
this is smaller than that incurred by the EM method. 
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Fig. 6. Comparison of the alignment error (a) 6 . 25 % clutter (b) 18.75% clutter 



5 Conclusions 

Our main contribution in this paper are two-fold. First, we show how the point distribution 
models can be augmented with point adjacency information. Second, we show how to 
fit the resulting model to noisy and unlabelled point-sets using a unified approach to 
correspondence and alignment. The method is shown to operate effectively when the 
landmark points are both unlabelled and subject to structural corruption. The method is 
both rapid to converge and robust to point-set contamination. 
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Abstract. This paper describes a new surface normal smoothing 
process which can be used in conjunction with shape-from-shading. 
Rather than directly smoothing the surface normal vectors, we exert 
control over their directions by smoothing the field of principal curvature 
vectors. To do this we develop a topography sensitive smoothing process 
which overcomes the problems of singularities in the field of principal 
curvature directions at the locations of umbilics and saddles. The 
method is evaluated on both synthetic and real world images. 

Keywords: shape-from-shading, Darboux smoothing 



1 Introduction 

Shape-from-shading (SFS) is concerned with recovering surface orientation from 
local variations in measured brightness. There is strong psychophysical evidence 
for its role in surface perception and recognition [TiiTni . However, despite consid- 
erable effort over the past two decades, reliable SFS recovery has proved to be an 
elusive goal fliltj . The reasons for this are two-fold. Firstly, the recovery of surface 
orientation from the image irradiance equation is an under-constrained process 
which requires the provision of boundary conditions and constraints on surface 
smoothness to be rendered tractable. Secondly, real-world imagery rarely satisfies 
these constraints. Several authors have attempted to develop shape-from-shading 
methods which overcome these shortcomings. For instance, Oliensis and Dupuis 
EH, and Bichsel and Pentland [2| have developed solutions for which SFS is not 
under-constrained, but which require prior knowledge of the heights of singular 
points of the surface. Meanwhile, Kimmel and Brookstein have shown how the 
apparatus of level-set theory can be used to solve the image irradiance equation 
as a boundary value problem m 

However, in general SFS has suffered from the dual problems of model dom- 
inance (which results in oversmoothing of the recovered surface) and poor data- 
closeness. Recently, Worthington and Hancock have developed a new SFS scheme 
which has gone some way to overcoming some of the shortcomings of existing, 
iterative SFS algorithms j 1 41 1 . Specifically, they have shown that the image 

irradiance equation can be treated as a hard constraint d- The idea is a sim- 
ple one. For a Lambertian surface, the image irradiance equation constrains the 
local surface normal to fall on a cone. The axis of this cone points in the light 
source direction while the cosine of the apex angle of the cone is proportional to 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 657-ESJ 2001. 
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the local image brightness. Worthington and Hancock exploit this property to 
develop a geometric method for iteratively updating the set of local surface nor- 
mal directions. At each image location the surface normal is initially positioned 
on the irradiance cone so that its projection onto the image plane points in the 
direction of the local image gradient. The field of surface normal directions is 
then subjected to a smoothing process which is sensitive to the local topographic 
surface structure. Smoothing is effected using robust error kernels whose width 
is governed by the variance of the local shape-index (an angular measure of lo- 
cal surface topography first suggested by Koenderink and Van Doom |B|). This 
smoothing process results in surface normals which violate the image irradiance 
equation, i.e. do not fall on the irradiance cone. To restore data-closeness, the 
smoothed surface normals are projected onto the closest position on the cone. 
This process is iterated to convergence. 

The observation underpinning this paper is that although the use of topographic 
information improves the pattern of surface normals, it overlooks a consider- 
able body of information concerning the differential structure of the underlying 
surface residing in the local Darboux frame. At each point on the surface the 
z-axis of the Darboux frame points in the direction of the local surface normal, 
while the x and y axes are aligned in the directions of the local maximum and 
minimum surface curvatures. There have been several attempts to improve the 
consistency of recovered surface information by smoothing Darboux frames. For 
instance Sander and Zucker m have incorporated a least-squares process for 
smoothing the principal curvature directions in the inference of surfaces from 3D 
position data. This smoothing process has been applied as a post-processing step 
in shape-from-shading by Lagarde and Ferrie . However, there are limitations 
to the use of least-squares smoothing of the Darboux frames. These relate to 
fact that the principal curvature direction is undefined at umbilic surface points 
and that the direction is discontinuous at saddles. 

Our aim in this paper is to refine the information returned by shape-from- 
shading, not by smoothing the field of surface normal directions, but by smooth- 
ing the field of maximum curvature directions. There are two novel contribu- 
tions: First, to overcome the problems encountered at umbilics (the centres of 
cups and domes) and saddles, we develop a topography sensitive weighting pro- 
cess. Second, we incorporate the smoothing process into the Worthington and 
Hancock m framework which ensures that the recovered surface normals sat- 
isfy the data-closeness constraints imposed by the image irradiance equation. 
By smoothing in this way we avoid using surface normal directions in parabolic 
surface regions, i.e. at the locations of ridges and ravines. These topographic fea- 
tures are associated with rapid rates of change in surface normal direction and, 
hence, rapid variations in the local image intensity (i.e. they are locations where 
the image gradient is large). Since the change in principal curvature direction is 
smaller than the change in surface normal direction at such features, Darboux 
smoothing may moderate the over-smoothing of ridge and ravine topography. 
Experiments on synthetic and real-world data reveal that the method delivers 
surface orientation information that is both accurate and stable. 
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2 Shape-from-Shading 

The shape-from-shading algorithm of Worthington and Hancock has been 
demonstrated to deliver needle-maps which preserve fine surface detail |14| . The 
observation underpinning the method is that for Lambertian reflectance from 
a matte surface, the image irradiance equation defines a cone of possible sur- 
face normal directions. The axis of this cone points in the light-source direction 
and the opening angle is determined by the measured brightness. If the recov- 
ered needle-map is to satisfy the image irradiance equation as a hard constraint, 
then the surface normals must each fall on their respective reflectance cones. 
Initially, the surface normals are positioned so that their projections onto the 
image plane point in the direction of the image gradient. Subsequently there is 
iterative adjustment of the surface normal directions so as to improve the con- 
sistency of the needle-map. In other words, each surface normal is free to rotate 
about its reflectance cone in such a way as to improve its consistency with its 
neighbours. This rotation is a two-step process. First, we apply a smoothing 
process to the current surface normal estimates. This may be done in a num- 
ber of ways. The simplest is local averaging. More sophisticated alternatives 
include robust smoothing with outlier reject and, smoothing with curvature or 
image gradient consistency constraints. This results in an off-cone direction for 
the surface normal. The hard data-closeness constraint of the image irradiance 
equation is restored by projecting the smoothed off-cone surface normal back 
onto the nearest position on the reflectance cone. 

To be more formal let i be a unit vector in the light source direction and 
let E{i,j) be the brightness at the image location Further, suppose that 

7V^(f, j) is the corresponding estimate of the surface normal at iteration k of the 
algorithm. The image irradiance equation is E(i,j) = ■ L. As a, result, 

the reflectance cone has opening angle cos~^ {E{i,j)). After local smoothing, the 
off-cone surface normal is Ng(i,j). The updated on-cone surface normal which 
satisfies the image irradiance equation as a hard constraint is obtained via the 
rotation = (PNg(J,,j). The matrix (p rotates the smoothed off-cone 

surface normal estimate by the angle difference between the apex angle of the 
cone, and the angle subtended between the off-cone normal and the light source 
direction. This angle is 0 = cos~^ {E(i, j)) — cos~^{Ng{i, j) ■ L). This rotation 
takes place about the axis whose direction is given by the vector (u, u, w) = 
Ng(i, j) X L. This rotation axis is perpendicular to both the light source direction 
and the off-cone normal. Hence, the rotation matrix is 

( c -I- u^c' —ws + uvc' vs + uwc' 
ws + uvc' c + v^c' —us + vwc' 

—vs + uwc' us + vwc' cAw^d 

where c = cos 0, c' = 1 — c, and s = sin Q. 
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3 Local Darboux Frames 



Once local estimates of the local surface normal directions are to hand, we can 
represent the local surface structure using a Darboux frame. We commence by 
using the local surface normals to compute the Hessian matrix 



H = 











hii 


h\2 




h2i 


h22_ 



(1) 



where for simplicity we have suppressed the co-ordinate suffixes on the surface 
normals. The two eigenvalues of the Hessian matrix are the maximum and min- 
imum curvatures: 
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where S = — ft. 22 )^ + 4(/i2i/ii2). The eigenvector associated with the 

maximum curvature is the principal curvature direction. On the tangent- 
plane to the surface, the principal curvature direction is given by the 2- 
component vector 



T\/fk _ (hi2, — h22 + S))'^ hii > h22 

^ _ — h22 — S) , h2i)^ hii < h22 



( 3 ) 



From the known direction of the surface normal and the direction of the principal 
curvature direction on the tangent-plane, we compute the 3 component unit- 
vector in the image co-ordinate system. The direction of the surface normal 
together with the principal curvature direction define a local frame of reference 
referred to as a Darboux frame. From the eigenvalues of the Hessian, we can also 
compute the shape-index of Koenderink and Van Doom 0 



The relationship between the shape-index and the topographic class of the under- 
lying surface are summarised in Table 1. The table lists the topographic classes 
(i.e. dome, ridge, saddle ridge etc.) and the corresponding shape-index interval. 



4 Smoothing Principal Curvature Directions 

We would like to smooth surface normal directions using the field of principal 
curvature directions. However, this is not a straightforward task. The reason for 
this is that certain classes of local surface topography are characterised by rapid 
changes in principal curvature direction. There are two important cases. Firstly, 
for elliptic structures, i.e. domes and cups, there is a singularity since the prin- 
cipal curvature is not defined at the associated umbilic or spherical point, and 
the surrounding vector field is radial in structure. Secondly, for hyperbolic struc- 
tures, i.e. saddles, there is a discontinuity in the principal curvature direction. 
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Table 1. Topographic classes. 



Class 


Region-type 


Shape index 1 


Dome 


Elliptic 






1.1) 


Ridge 


Parabolic 






3 5\ 
8 ’ 8/ 


Saddle ridge 


Hyperbolic 






- 

.8 ’ 8/ 


Plane 


Hyperbolic 


Undefined 


Saddle-point 


Hyperbolic 




- 


-l.l) 


Cup 


Elliptic 




[- 


-f.-i) 


Rut 


Parabolic 






5 3\ 

’ 8 ’ 8/ 


Saddle-rut 


Hyperbolic 




- 


.3 _1\ 
8’ 8/ 



This is due to the fact that the directions of maximum and minimum curvature 
flip as the saddle is travered. 

To overcome these problems we weight against domes and saddles in the 
smoothing process. To do this we note that the shape-index associated with 
parabolic structures is ±|. We therefore use the topographic weight 

( 5 ) 

where /x is a constant to compute the smoothed principal curvature direction 
M%{i,j)= Y. (6) 

{Um)^Ri^j 

over the neighbourhood Rij of the pixel indexed (z, j). Our aim is to use the 
smoothed principal curvature direction to compute an updated Darboux frame. 



5 Surface Normal Adjustment 

Once the smoothing of the held of principal curvature directions is complete, 
then we can use their direction vectors to compute revised estimates of 

the surface normal directions (N^). This is a two-step process. First, rotate the 
unsmoothed surface normals around the irradiance cone in a manner which is 
consistent with the rotation of the principal curvature directions which results 
from the Darboux smoothing process. To do this we project the smoothed and 
unsmoothed principal curvature directions onto the plane which is the perpen- 
dicular bisector of irradiance cone. Once these projections are to hand, then we 
compute their angle-difference on the plane. We rotate the on-cone surface nor- 
mal around the cone by an amount equal to this angle. The second step is to 
restore the orthogonality of the Darboux frame by rotating the surface normal 
away from the irradiance cone so that it is perpendicular to the smoothed prin- 
cipal curvature direction. The procedure adopted is illustrated in Figures 1 and 
2 . 
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5.1 Rotation about the Irradiance Cone 

To be more formal, the projection of the unsmoothed principal curvature direc- 
tion onto the plane perpendicular to the irradiance cone is Afp = L x x L 
while the projection of the smoothed principal curvature direction is Mgp = Lx 
M% X L. On the plane perpendicular to the irradiance cone, the unsigned angle 
between the projected principal curvature directions is |o;^| = cos“^(Af p- Af|p). 
To perform the rotation of the on-cone surface normal in a consistent manner, 
we require the sign or sense of this angle. Because the vectors Afp and Af|p are 
both perpendicular to the light source direction L, the cross product ATp x AT|p 
is either in the direction of the light source direction L or in the opposite di- 
rection. So, we can compute the signed rotation angle using the following 
equation : = {L ■ {Mp x Mgp))\a^\. We rotate the current surface normal 

around the irradiance cone defined by the light source direction L and the apex 
angle cos“^(if) by the angle a*. The updated surface normal direction is given 
by the formula 

AT* = cos(a'=) -k {N'^ ■ L)L{1 - cos(a'=)) + {L x N'^) sin(a'=) (7) 

The rotation is illustrated in Figure 1. The surface normals Np computed in this 
way are not necessarily perpendicular to the corresponding smoothed principal 
curvature directions. 



5.2 Computing the Surface Normal Direction 

We restore the geometry of the Darboux frame, we rotate the surface normals 
off the irradiance cone so that they are perpendicular to the smoothed principal 
curvature directions. To do this we compute the plane Pd which contains the 
vectors Np and AT| (Figure 2). The cross product Mg x Np identifies a 
vector perpendicular to the plane Pd- So, the cross product of this vector with 
the smoothed principal curvature direction Mg gives a vector which belongs to 
the plane Pd and is also perpendicular to Mg. We take the direction of this 
vector to be our new surface normal Np = Mg x X Mg. These surface 
normals do not fall on the irradiance cone. 

5.3 Imposing the Irradiance Constraint 

To restore the irradiance constraint we can clearly apply the procedure of Wor- 
thington and Hancock and project the normals onto the nearest position on 
the irradiance cone. However, there are situations where the principal curva- 
ture directions are unavailable. For instance, the principal curvature direction is 
not defined at the location of umbilics. Also, it can not be computed when the 
Hessian matrix is singular. 

There is a further reason to use smoothed surface normals Ng in conjunction 
with Darboux surface normals Np. The reason for this is that there are certain 
surface regions for which the Darboux surface normals Np may be more accurate 
and may be closer to the irradiance cone than smoothed surface normals Ng. 




Shape-from-Shading Using Darboux Smoothing 663 





Fig. 1. Rotating the Darboux frame around the light-source direction a) rotating the 
current surface normal around the cone ; b) finding the rotation angle using the prin- 
cipal curvature directions. 




Fig. 2. a) Finding the direction of the local surface normal to the rotated Darboux 
frame; b) rotating the closest surface normal onto the irradiance cone 



The cases in question are a) locations where image intensity gradients are large; 
b) at the locations of ridges and ruts. On the other hand, the smoothed surface 
normals Ng may be more accurate when a) where the intensity gradients are 
small and b) at the locations of domes. 

To overcome these problems, we have used a switching process. For each 
location in the image we have computed two surface normal directions. The 
first of these is the surface normal computed from the principal curvature 
direction. The second is the surface normals Ng found by applying the robust 
smoothing method of Worthington and Hancock to the field of current surface 
normal estimates (7V^). From these two alternatives, we select the surface normal 
which is closest to the irradiance cone. In other words, the surface normal used 
for projection onto the irradiance cone is 

Tyfc = / if \cos~\N'l,- L) -cos~\E)\ < \cos~\N’^g ■ L) - cos-^{E)\ 

^ otherwise 

( 8 ) 




Fig. 3. 1. Results for a synthetic surface Fig. 3. 2. Results for a real surface 
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With the closest surface normal to hand, we can effect projection onto the 
irradiance cone. The rotation angle required for the projection is 

= cos~^{N^c- L)- cos~\E) (9) 

and after projection the updated surface normal is 

AT^+i = AT^ cos(/3'=) + ( (^ 1 ^) X ^c) sin(/3'=) (10) 

The geometry of this procedure is described in Figure 2. 

6 Experiments 

We have experimented with our new shape-from-shading method on synthetic 
and real-world imagery. The experimentation with synthetic data is designed to 
measure the effectiveness of the method on surface which contain a variety of 
topographic structure. This aspect of the work also allows us to measure some 
of the quantitive properties of the method. The real world examples allow us to 
demonstrate the utility of method on complex surfaces, which do not necessarily 
satisfy our Lambertian reflectance model. 

6.1 Synthetic Data 

Figure 3.1 shows an example of the results obtained with synthetic surfaces used 
for our experiments. The original object consists of four ellipsoids placed on 
a paraboloid surface. In the top row, the left-hand image shows the intensity 
image obtained when the surface is illuminated under Lambertian reflectance, 
while the right-hand image shows the shape-index for the ground-truth data. 
The second, third and fourth rows show the surface normal directions (left-hand 
column) and the principal curvature directions (right-hand column) extracted 
from the surface. In the second row we show the ground-truth data obtained 
from the elevation data. The third row shows the results obtained using our 
Darboux smoothing process. The fourth row shows the results obtained using 
the algorithm of Worthington and Hancock. In the fifth row of the figure, we 
show the the difference between the ground-truth surface normals and the nor- 
mals delivered by the Darboux smoothing method (left) and the Worthington 
and Hancock method (right). The errors delivered by the Darboux smoothing 
method are considerably smaller than those delivered by the Worthington and 
Hancock method especially at high curvature locations. The bottom row of the 
figure shows the shape-index from Darboux smoothing (left) and Worthington 
and Hancock method (right). The main feature to note from these examples 
is that the new Darboux smoothing method gives a cleaner definition of both 
the paraboloid and its intersections with the ellipsoids. Moreover, the agreement 
between the principal curvature directions is also better. Finally, the best agree- 
ment between the ground-truth shape-index is obtained with Darboux smoothing 
method. 
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6.2 Real World Experiments 

In Figure 3.2, we provide some detailed experimental results for a real world im- 
age. The full image is shown in the top left-hand panel and the detail used in our 
analysis (the bottom right-hand leg) is shown in the top right-hand panel. The 
object is shiny (and hence stretches our Lambertian model) and as a result the 
image contains specularities. The detail under study is approximately cylindrical 
and the end of the cylinder contains a depression or dimple. The second, third 
and fourth rows of the figure respectively show the surface normals, the princi- 
pal curvature directions and the shape-index. The left-hand column shows the 
results obtained with Darboux smoothing, while the right-hand column shows 
the results obtained using the method of Worthington and Hancock. The main 
feature to note is that when Darboux smoothing is used, then the cylindrical 
structure and the dimple stand out better in both the surface normal and the 
shape-index plots. In the fifth row we show the final weights used in Darboux 
smoothing process (left) and the location of the final Darboux surface normals 
on the surface (right). It can be seen that the weights are weaker at hyperbolic 
and elliptic locations of the surface. Finally, in the bottom row , we show two 
curves to demonstrate the iterative characteristics of our new Darboux smooth- 
ing method. The dotted curve shows the average angle difference between the 
chosen off-cone surface normals (N^) and the on-cone surface normals (7V^+^). 
As the algorithm iterates then this angle decreases rapidly. The solid curve shows 
the fraction of pixels for which the Darboux surface normal is the closest to the 
irradiance cone. This varies slowly with iteration number. Hence, the amount of 
iterative adjustment of the surface normal directions decreases rapidly with iter- 
ation number, while the fraction of Darboux normals closest to the cone remains 
relatively constant. 

7 Conclusions 

To conclude, we have presented a new smoothing method for use in conjunction 
with shape-from-shading. The method smooths the field of principal curvature 
directions in a topography sensitive way which preserves discontinuities at um- 
bilics and saddles. The method offers enhanced performance over smoothing the 
field of surface normal directions. 
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Abstract. The genetic algorithm is a simple optimization method for a wide 
variety of computer vision problems. However, its performance is often brittle 
and degrades drastically with increasing input problem complexity. While this 
problem is difficult to overcome due to the stochastic nature of the algorithm, 
this paper shows that a robust statistical design using repeated independent 
trials and hypothesis testing can be used to greatly alleviate the degradation. 
The working principle is as follows: The probability of success P of a stochastic 
algorithm A (genetic algorithm) can be estimated by running N copies of A 
simultaneously or running A repeatedly N times. By hypothesis testing, it is 
shown that P can be estimated to a required figure of merit (i.e. the level of 
significance). Knowing P, the overall probability of success for N 

applications of A can be computed. This is used in turn to adjust N in an 
iterative scheme to maintain a constant achieving a robust feedback 

loop. Experimental results are reported on the application of this novel 
algorithm to an affine object detection problem. 

Keywords: genetic algorithm, statistical design, object location problem 



1 Introduction 

Genetic Algorithm (GA) is an interesting stochastic optimization technique that is 
directly inspired by analogy with genetics and evolution theories. In marked contrast 
to serial optimization techniques such as the gradient ascent, the GA employs a 
population of potential solutions, known as chromosomes. A set of M chromosomes 
form the current generation. The next generation of chromosomes are obtained by 
modifying the chromosomes by three operators, selection, followed by crossover and 
mutation. The procedure of a GA can be summarized below: 

1. Randomly initialize a population of M chromosomes. 

2. Select two chromosomes for mating from the population. 

3. Perform crossover with probability to obtain two offspring chromosomes. 

4. Perform mutation with probability to the offspring chromosomes, calculate 
their fitness and then add them to a new population. 
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5. Repeat step 2-4 until the new population reaches the same size as the current 
population. 

In spite of promising successes in the application of the GA to computer vision 
(e.g. [1-4]), its performance is often brittle and degrades with increasing problem 
complexity. Owing to the fact that it is merely an intelligent random search algorithm, 
there can be no guarantee that it has found the correct solution (i.e. the global 
maximum) given an unknown problem landscape, and theoretical work on the GA’s 
probability of success [5] has not yielded sufficient insight for practical application. 
The GA’s probability of success P for a particular landmark test image supplied by 
the researcher can be obtained by running it on the same image N times, then takes 
the number of times of which the GA successfully finds the correct solution. In 
this case /N approaches P as N approaches infinity by the law of large numbers. 
This is usually the way to justify that the GA works well in a particular application in 
previous researches. However, this figure of merit P has no bearing on the actual 
probability of success of a totally new and unknown image. In fact, the GA’s 
performance is often brittle, failing completely when given a new, unknown image of 
higher complexity than the landmark test image. 

Whilst this problem cannot be completely overcome due to the stochastic nature of 
the algorithm, this paper shows that a statistical design using repeated independent 
trials and hypothesis testing can be used to design a more robust algorithm to input 
images of varying complexities. The idea is to test online the probability of success P, 
then modify N to meet the requirement on the overall probability of success for 

N applications of the GA in an iterative feedback loop. 

Section 2 introduces the repeated GA (RGA) [6] and our iterative hypothesis 
testing (IHT) method for increasing the robustness of the GA. Section 3 reports the 
experimental results on applying the IHT-GA to an affine object detection problem. 
Section 4 gives a conclusion. 



2 Repeated Genetic Algorithm 

Suppose instead of a single run of the GA, the algorithm runs the GA N (N > 1) times 
on the same image. Each run is kept independent, with no information passed between 
each run. At the end of each run, the best solution found is recorded. Then the 
chromosomes are randomly initialized to begin the next run. Such an arrangement is 
known as the repeated GA (RGA). It is a special case of the parallel GA in the 
literature [7]. 

Let the probability of success of a single run be P^^^. It is the probability that the 
best solution found in a single run is the correct (i.e. globally optimal) solution. Let 
the probability of success after running N times be P^^^. It is the probability that any 
one of the N best solutions is the correct solution. Since the N runs are independent, 

( 1 ) 

Given a user specified figure of merit P^^^^ (eg. > 0.95), the required number 
of runs N is simply 
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ln(l - ) 

^ 

ln(l- 



( 2 ) 



Thus provided that is known, one can guarantee the RGA’s overall probability 
of success. In [6], we report a hypothesis testing method to estimate from a set of 
training images. In this paper, we explore another route, which is to estimate 
from N runs on a single input image. The reasoning is as follows: 

Suppose s is the best solution amongst the N solutions. If it is assumed that it is the 
correct solution, then it must appear around N x P^^^ times amongst the N solutions. 
Thus if the assumption is correct, then from the actual number of times that s appears, 
we can say something about P^^^. 

Let Cj be the number of times s appears in the N runs. Let C 2 =N. To prove that 
is larger than some lower bound P^^^, the following hypothesis testing may be used: 

H,-PsOA(.l) = Pes, 

In this case, the binomial experiment has been conducted and it is found that out 
of q trials are successful. If the type I error (also called the level of significance) a is 
user specified, then P^^^ is the probability that the null hypothesis //„ is just accepted. 

Let X be the number of successes in q trials. Then Cj+0.5 is the critical value, and 

a = P(Type I error) = P(Z > Cj + 1 1 (/) = P^^, ) = b{x\ , P^^, ) (4) 

X=Ci+\ 



where b( ) is the binomial distribution. Since a , and are given, can be found 
by a table lookup. 

The physical meaning is as follows: We are confident that if s is indeed the correct 
solution, then P^,^^ has a lower bound of and the level of significance of this 
statement is a ■ The lower the level of significance, the higher is our confidence that 
the statement is correct. 

The value of P^^, can now be used to give a strong indication of whether s is indeed 
the correct solution. If P^^^ is exceedingly small, there would be cause for caution, and 
more runs should be made by increasing N. The equation which governs Pj^^ and the 
overall probability of success P^^,^ is equation (2), which constitutes a necessary 
condition. Substitute P^^, into Pj^^, equation (2) becomes 









( 5 ) 



These insights can be put together to design a novel repeated genetic algorithm. 
Initially, the GA is repeated times. The best solution s is found amongst the 

^ 2 -^inii runs. The number of runs c, which finds the same solution s is also found. 
Then P^^, is calculated (equation (4)) which in turn is used to calculate (equation 

(5)). If then the algorithm exits with success. Otherwise, N is increased by 
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1 and the algorithm iterates unless N in which case the algorithm exits with 

failure. 

The complete algorithm is summarized below: 



Iterative Hypothesis Testing (IHT) GA 
Input: a single image I, a, 

1. Set A=A,„„. Run RGA. 

2. Find the best solution s amongst the N runs and the number of times c, that it 
occurs. 

3. Use equation (4) to calculate 

4. Check whether equation (5) is satisfied. If yes, exit with success. 

5. Otherwise run the GA a single more time (N^-N+1). 

6. If A < A, goto step 2, otherwise exit with failure. 

Output: Success/failure flag, best solution s. 



Let give an illustrative example. Let set N.^.^ to 5, i.e. initially the GA is run five 
times. Suppose the solutions found in the five runs are Sj, s^, s^, and Suppose the 
fitness values are/fi'J =f(sj > f(s 2 ) > f(sj > f(sj and Sj and are identical solutions 
(e.g. an identical pose in a matching problem). Then s = Sj = is the best solution 
amongst the five runs, and s occurs in Cj=2 out of q = A = 5 runs. Using equation (4), 
it is found that should be at least 0.1056 with a level of significance of a= 0.01. 
However, when P^^, = 0.1056 is put into equation (5), it is found that = 27 » 5. 
This gives a clear signal that s may not be the correct (i.e. globally best) solution. 
Thus the GA is run one more time and the situation is evaluated again. The process is 
repeated until a solution is found that satisfies the necessary condition (equation (5)) 
or A is larger than A„^,,. 

Note that A;„j, cannot be 1, otherwise the IHT algorithm will exit with success 
trivially. In practice, may be set to any reasonable value larger than 1, or better 
still, from a priori knowledge about the expected complexity of the input image [6]. 

On the other hand, is a threshold which is determined by the maximum 
amount of computational resources which the algorithm is prepared to expend on 
finding the solution. A clear physical meaning of can be seen from the following 
equation, obtained by rearranging equation (1): 



^SGAXimit - ^ ^RGA ) 



( 6 ) 



Thus gives the minimum probability of success for a single run of GA on an 
input image. In other words, it represents a threshold probability below which the 
engineer prefers not to determine the best solution, for example, because of lack of 
time or computing resources. Another reason may be because finding the best solution 
with such a low probability has little importance in a particular application. 

A major advantage of this RGA algorithm is that it is able to automatically adjust 
the number of runs A. For easy images, A shall be small whereas A shall be large for 
complex images. This automatic adjustment is done without knowing a priori the 
complexity of the image. Thus the algorithm is more robust. This desirable 
characteristic is lacking in many existing GA implementations. These 
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implementations are typically brittle, working well with some fairly complicated 
images but may not work as well with other images. 

The algorithm exploits the necessary condition that the probability of success of a 
single run must satisfy. We hasten to remark that the condition is not sufficient, 
since it is impossible to guarantee that the best solution s found from the N runs is 
indeed the correct (i.e. globally best) solution. In fact, no stochastic algorithm can 
guarantee that such is the case unless the search is so exhaustive that it tests the entire 
search space once. 

Thus the algorithm cannot guarantee that it has found the correct solution if it exits 
with success. Paradoxically, if it exits with failure, then it can guarantee that the best 
solution found has less than a probability of of being the correct solution, and the 
level of significance of this statement is a ■ Thus if it fails to find the correct solution, 
it can detect the failure confidently. 



3 Application to an Affine Object Location Problem 



The novel method above is tested on an affine object location problem [3]. Given a 
template T = {(x, y)} and an image I = {(x’, y’)l containing a single instance of an 
affine transformed copy of T, the problem is to recover the unknown affine 
transformation (a, b, c, d, e,f), where 



x’ 




a b 


X 


+ 


e 








_T_ 




_f_ 



Instead of (a, b, c, d, e, f), the chromosome is alternatively coded as (x/, y/, x/, y^', x^', 
y^), where (x,, y), i = 1, 2, 3 are three fixed template points, since the three point 
mapping uniquely determines an affine transformation [3]. The following settings are 
used for a single GA run: M = 100, P^ =0.65, = 0.025. Uniform crossover of x and 

y are used. The number of generations is 150. In each generation, M new 
chromosomes are generated. The 2M chromosomes are ranked by fitness and the M 
least fit chromosomes are discarded. The remaining M chromosomes form a new 
generation. During the initialization, (x/, y/) are randomly selected from edge points. 

The following settings are used for the IHT: P^^^ = 0.95, = 4, = oo. The 

input images are 128 x 128 and a Pentium 550 MHz computer is used. The following 
parameter restrictions are imposed on the input images: 



0 . 8 < 



a b 
c d 



)< 1.0 



-1 < a,b,c,d < 1 



( 8 ) 



Chromosomes whose affine transform does not satisfy equation (8) will be assigned a 
fitness of 0. 

To investigate the performance of the IHT RGA on images of varying 
complexities, 100 images of a pair of scissors generated by random affine 
transformations with 0%, 2%, and 5% (of the whole image) added random noise are 
used as input (fig. 1). 

Let digress briefly to discuss the issue of the amount of noise. When we say “2%” 
noise, we mean 2% of the 128x128 Images are noise points. The presence of a noise 
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point will flip the image point value from 1 to 0 or vice versa. For the scissors 
template, there are 367 data points. For a scissors image with 367 data points and 
“2%” noise added, it corresponds to 47% noise. If it were “5%” noise added, it 
corresponds to 69% noise. Typically, the scissors image will have less than this 
amount of points due to the scaling down effect (equation (8)). Thus for a typical “2% 
noise image”, the amount of noise is somewhat larger than 47%; for a typical “5% 
noise image”, the amount of noise is somewhat larger than 69%. 

The results for a =0.1 is shown in table 1. The average N for the 0%, 2% and 5% 
noise levels are 6.14, 48 and 67.87. The actual success rates are 97%, 89% and 80%. 
The Q factor [6] measures the speedup over an exhaustive search. The average Q 
factors are 120238, 15486 and 10956. 




Fig. 1. Random transformations image with 0%, 2%, and 5% noise of the whole image 



Table 1. The result for a =0.1 and a =0.01 





a =0.1 


a =0.01 


Noise 


0% 


2% 


5% 


0% 


2% 


5% 


Max N 


19 


231 


342 


35 


298 


1011 


MinN 


4 


4 


4 


4 


4 


4 


Average N 


6.14 


48 


67.87 


9.68 


66.39 


122.58 


Max time (second) 


41 


422 


765 


84 


575 


1826 


Min time (second) 


7 


7 


7 


8 


7 


8 


Average time (second) 


13.9 


88.1 


134.5 


21.58 


127.63 


223.2 


Actual success rate 


97% 


89% 


80% 


99% 


92% 


90% 



The results for a =0.01 is shown in table 1. The average N for the 0%, 2% and 5% 
noise levels are 9.68, 66.39 and 122.58. The actual success rate are 99%, 92% and 
90%. The average Q factors are 76486, 11200 and 6068. 

Clearly, a smaller ai.e. a larger confidence, will give a larger success rate. 
However, the average N required is also larger, which gives a smaller average Q 
factor. 

It is clearly shown that the algorithm can automatically adjust the number of N in 
proportion to the input complexity without knowing the input complexity a priori. 
The algorithm increases the number of runs automatically for difficult scenes. 

Though the hypothesis testing is only a necessary but not sufficient condition for 
finding the solution with = 95%+, the average probability of success is 88.7% 
(for a =0.1) and 93.7% (for a =0.01). 

This indicates that the algorithm is working robustly against scenes of various 
complexities, without knowing the complexity a priori. It is interesting since it 
automatically adjusts itself when presented with difficult scenes to maintain a fairly 
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constant level of probability of success. It is also clear that a smaller a will give a 
better average probability of success. 

As control. When a =0.1, the average A for 0% noise image is 6.14. If a fixed N = 
1 is used, then for 2% noise images, the success rate is 30%, for 5% noise images, the 
success rate is 20%. When a = 0.01, the average N for 0% noise images is 9.68. If a 
fixed N = 10 is used, then for 2% noise images, the success rate is 43%, for 5% noise 
images, the success rate is 28%. This shows clearly that both the GA and the RGA 
designs with a fixed N are a lot more brittle. From the Q factors, it is shown that the 
algorithm takes more time to analyze complex scenes. The same phenomenon is 
displayed by human beings (eg. the Dalmatian dog image). 

Refer to table 1. For a =0.01 and 5% noise, the maximum N is 1011, which 
corresponds to a Q factor of 736. This shows that the IHT RGA has a hard time 
working with that particular 5% noise level image. To check whether this image is 
indeed a difficult image, the IHT algorithm is run 100 times on this image and it is 
found that the mean N is 747. In contrast, the average N for the set of 5% images is 
122.58. Using t-test with a level of significance of 0.001, it is also found that the two 
means are different statistically. Hence this image is indeed a more difficult image 
than an average 5% image. In this situation, if we have had set the to some 
smaller limiting value, the IHT would know the image is beyond its ability to handle. 
This control signal may be used to trigger a more sophisticated vision algorithm. Thus 
this robust algorithm also has the ability to detect that it is not working properly. Note 
that this is a very desirable characteristic. 



4 Conclusions 

The genetic algorithm is an interesting optimization method for a wide variety of 
engineering problems. However, its performance is often brittle and degrades 
drastically with increasing input complexity. Since the complexity of an input image 
is not known a priori, this seriously limits the applicability of the GA as a general 
tool. While this problem is difficult to overcome due to the stochastic nature of the 
algorithm, this paper shows that a statistical design using repeated GA trials and 
hypothesis testing can be used to design an iterative (feedback) algorithm which is 
adaptive and substantially more robust. Experimental results are reported on the 
application of the algorithm to an object detection problem. The results confirm its 
prowess and demonstrates some interesting characteristics. Finally, note that the 
statistical design can equally be applied to other stochastic algorithms (e.g. simulated 
annealing) to increase their robustness. 
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Abstract. A new approach to binocular stereo matching for epipolar geometry 
is presented. It is based on the idea that some features (edges) in the left image 
exert forces on similar features in the right image in order to attract them. Each 
feature point (i,j) of the right image is described by a coordinate x(i,j). The 
coordinates obey a system of time discrete Newtonian equations, which allow 
the recursive updating of the coordinates until they match the corresponding 
points in the left image. That model is very flexible. It allows shift, expansion 
and compression of image regions of the right image, and it takes into account 
occlusion to a certain amount. Furthermore, it can be implemented in parallel- 
sequential network structures allowing future real-time stereo processing (when 
corresponding hardware is available). The algorithm, which is confined here as 
a first step only to image points along edges, was applied to some stereo image 
pairs with a certain success, which gives hope for further improvements. 

Keywords: matching, parallel processing, Newton’s equations of motion 



1 Introduction 

Real-time stereo processing which is necessary in many applications needs very fast 
algorithms and processing hardware. The stereo processing capability of the human 
visual system together with the parallel-sequential neural network structures [1] of the 
brain lead to the conjecture that there exist parallel-sequential algorithms which do 
the job very efficiently. Therefore, it seems to be natural to concentrate effort to the 
development of such algorithms. 

In prior attempts to develop parallel-sequential matching algorithms [2, 3] some 
promising results have been obtained. But in some image regions serious errors 
occurred which have led to a new attempt to he presented here. 

If one de-aligns both our eyes hy pressing one eye with the thumb then one has the 
impression, as if one of the images is pulled to the other until matching is achieved. 
This has led to the idea that prominent features (especially edge elements) of one 
image exert forces to corresponding features in the other image in order to attract 
them. A (homogeneous) region between such features is shifted together with the 
region bounding features whereas it can he compressed or stretched, because 
corresponding regions may have different extensions. Therefore, an adequate model 
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for the matching process seems to be a system of Newtonian equations of motion 
governing the shift of the pixels of one image. Assuming epipolar geometry a pixel 
(tj) of the left image corresponds to a pixel (i’J) of the right image of the same image 
row. If a mass point with coordinate x(i’J) and mass m is assigned to that pixel then 
with appropriate forces of various origins acting on that point it can be shifted to 
match the corresponding point (ij). To match points inside homogeneous regions, the 
idea is to couple neighbored points by springs in order to shift these points together 
with the edge points. The model then resembles a little bit the old model of Julesz 
which he proposed in [4] for stereo matching. 

In chapter 2 the method is explained in detail. Some results are shown in chapter 3. 
Finally, in the conclusions some ideas for future research are presented. 



2 The Equations of Motion 

We consider a left image g^(i,j) and a right image gj;(i,j) {iJ = 
Corresponding points (iJ) of and (i’J) of on epipolar lines j are connected by 
i’= i+s where s(i’J) is the disparity. Here, s(i’J) is assigned to the coordinates of the 
right image, but it is also possible to assign it to the left image or to a centered 
(cyclopean) image. In corresponding points the following equation approximately 
holds: 



In most images there are points which are absent in the other image (occluded 
points). Those points (for which (1) of course does not hold) must be considered 
carefully in order to avoid mismatch with wrong disparities. 

Now, to each pixel (i’J) of the right image a coordinate x(i’J), a velocity 
and a mass m are assigned in order to describe the motion of such a point. Let (iJ) be 
an edge point of the left image and (i/J) an edge point of the right image, 
respectively. Then, the edge point in the left image exerts a force K{i^, i/J) on the 
edge point in the right image in order to attract that point. We consider that force as 
an external force. Furthermore, on mass point (i’J) there can be acting internal forces 
such as the spring type forces i’J), i’J) and a force -y v(i’J) 

describing the friction with the background. Other internal forces such as friction 
between neighboring image rows J,J±1 can also be included. More general, the forces, 
here denoted as K(i’J, j±k), can also depend on edges and grey values in other image 
rows J±k of both images which means a coupling of different image rows. 

With those forces Newton’s equations are: 

m • x,{i\ j) = -y ■ x,[i\ j, j + k) (2) 



Introducing the velocities V = X , the system of differential equations (2) of second 
order can be converted into a system of first order equations 




678 



H. Jahn 



fn ■ v{i\ j) = -y ■ v,{i\ j) + K,{i\ j, j + k) 



Here, z = 






v^y 



are the state variables of the system. 

^t+At 



Now, approximating z, by 



At 



, the system of differential equations turns 



into a system of difference equations or discrete time state equations: 



+ Ar O’’ j) = O’’ j) + Af • V, (/’, j) 

fn ■ O’’ j) = {m-y ■ At) ■ V, {i\ j) + K, {i\ j, j ± k) 



That system allows to calculate the system state z, recursively. The initial 
conditions are: 



^o0’’y) = ^’ 

Vo{kj) = 0 



( 5 ) 



When that recursive system of equations has reached its final state X, j), 

^max '' ^ 

then the disparity can be calculated according to 



■^0’’ j) = O’’ j) 



( 6 ) 



which is the final shift of X^(i\ j) from its initial position XQ(i\ j) = V . 

The recursive calculation of the disparity according to (4) allows the incorporation 
of some countermeasures against ambiguities. In particular, the so-called ordering 
constraint [5] can be included: Let 






( 7 ) 



be the increment of Xf{i',j). Then, the initial order Xf{i'+\, f)> Xf(i\ j) of the 

pixels of the right image can be guaranteed if the limitation of AXf(i\ j) introduced 
in [2] is used: 
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Aa,(/’,7) = 



djl 

d_l2 

A? -V, (/’,;) 



if At-v,{i\j)> dJ2 
if At-v,{i\i)<-d_l2 
elsewhere 



Here, d^ = (i ’+ 1, 7 ) ~ X^ (/ ’, j ), d_ = X^ {i 7 ) ~ X^ {i — 1, 7 ) . Conditions such 

as (8) can be checked easily in each step of recursion. 

The algorithm (4) defines a parallel-sequential processing structure. Parallel means 
here, that at every discrete time t all calculations can be carried out in parallel for each 
(i’j). Then, all these t - layers are processed one after the other, i. e. sequentially. If 
one assigns a processing element or neuron to each image point (t’j) of the right 
image then the algorithm can be implemented with a Multi Layer Neural Network 
where each layer corresponds to one level t of recursion. Another possibility is a 
Recurrent Neural Network with one layer only where the output of the layer is fed 
into the layer as the new input. To calculate the forces K each neuron (Tj) must have 
access to a limited region of the left image around {i’j). Of course, a pure sequential 
computation using very fast PC’s or workstations can also be very efficient. 

We come now to the calculation of the forces K. First, it must be acknowledged 
that essential stereo information is only present in image regions with significant 
changes of grey level, and especially near edges. Furthermore, in the epipolar 
geometry assumed here only the x - dependence of the grey values, i. e. V^g(iJ) = 
g(ij) - g(i-lj) is essential. Let’s assume that there is a step edge between (ij) and 
(i-lj) with |V,,g(/7)| > threshold. That means that (iJ) belongs to an image segment 
and (i-lj) to another one. When e. g. such an edge is at the border of a roof of a 
building then often left or right of that edge we have occlusion. Then, if the pixel (iJ) 
has a corresponding pixel in the other stereo image this may be not the case for pixel 
(i-lj) or vice versa. Therefore, both pixels (i.e. pixels left hand and right hand of an 
edge) must be considered separately. They can have different disparities or even 
worse: in one of them cannot be calculated a disparity at all. To such pixels only with 
prior information or by some kind of interpolation a (often inaccurate) disparity can 
be assigned. With respect to our attracting forces that means the following: If there is 
an edge in the left image between (i-lJ) and (iJ) and another one between (i’-lj) and 
(i’J) in the right image then there is a force originating from (iJ) and 

attracting (i’J) and another force Kfi-l,i’-lJ) acting from (i-lj) to (i’-lj). This is 
necessary for coping with occlusion. 

Let’s consider the external force KfiJ’J). Then, first, that force depends on the 
difference \gfiJ)-gfi’J)\ or, more general, on a certain mean value of that difference. 
That mean value should be calculated only over pixels which are in the same image 
regions as pixels (iJ) (in left image) and (i’J) (in right image) in order to exclude 
problems with occlusion. To guarantee this, the averaging is performed only over 
image points (iJJ with \gfij)-gfijt)\ < threshold and (i’,JJ with \gfi’J)-gfi’,J)\ < 
threshold, respectively. We denote that mean value as 

Ag{i,V; 7 ) = j)-g^{i\ 7 ) 1 ) 



(9) 
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Secondly, as it was mentioned already in [2], pure radiometric criteria are not 
sufficient. Therefore, geometric deviations are taken into account too. To do that, we 
consider two region border lines (one in the left image and the other in the right 
image) which contain the points (ij) and (i’J), respectively. The situation is shown in 
figure 1. 




Fig. 1. Borderlines in left image, in right image, and overlaid 



We see that both borderlines are different and do not match. A useful quantity for 
measuring that mismatch is the sum of the border point distances along the horizontal 
lines drawn in figure 1. Be {ij+k) a point on the left borderline and ii’J+k) a point on 
the right borderline, respectively. For A: = 0 the points are identical with the points {ij) 
and {Vj). Be = |i - i’\. Then, a useful border point distance is 



k=-w 



( 10 ) 



The distance accomplishes a certain coupling between epipolar image rows which 
are no longer independent. This sometimes can reduce mismatches efficiently. 

With Ag and d^ the total distance is 



d{i,r; j) = ■ d„{i,r;j) + ■ Ag{i,f; j) 



( 11 ) 



The smaller that distance between edge points (ij) and (i’J) is, the bigger is the force 
Kjjij’j). Therefore, 



Kj^ {i, V; j) oc exp[- d {i, V ; ;)] ( 12 ) 

seems to be a good measure for the force K^. The calculation of is fulfilled 
analogously. 

Now, the (external) force K^^ji’j) acting on point {i’j) can be computed as the 
maximum of all forces KJ^ij’j) with different i or as a weighted sum of these forces. 
Here, we take into account only points {ij) with | i - i’| < Max_disparity . The 
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maximum disparity used here is often known a priori. The introduction of 
Max_disparity is not necessary. One can also use distance depending weighting and 
calculate the resulting force as 

KR,e.,,t [i 7 ) = Z O’’ 7 ) • / (|« - 0 ’’ 7 )|) • sign{i - x, {i \ j )) 

i 



with 7(1 i being a certain weighting function which decreases with increasing 

distance | i - x,(r,7)|. Here, we use the special function 



/W= 



1 

0 



if < Max _ disparity 

elsewhere 



( 14 ) 



Up to now we have considered only forces which act only on image points {i’j) 
near edges. But we must assign a disparity to each point of the right image. Therefore, 
the disparity information from the edges must be transferred into the image regions. 
Within the model presented here, it is useful to do this by means of adequate forces, 
which connect the edge points with interior points (i.e. points inside regions). Local 
forces of spring type have been studied for that purpose. Let xf’J) and x,(i’+lj) be 
two neighbored mass points which we assume to be connected by a spring. Then, 
point x,(r+lj) exerts the following (attracting or repulsive) force on point xf’J): 

K„,„,(r+u\ ])=K- [xfi’+i. j) - x,(i\ j) - 1] (15) 



The same force, but with the opposite sign, acts from x,(i’j) on x,{i’+lj) according to 
Newton’s law of action and reaction. 

Experiments with those and other local forces (e.g. internal friction) have not 
brought much success up to now. Of course, the stereo information is transferred from 
the edges into the regions, but very slowly. One needs many recursions until 
convergence. Therefore, one result of these investigations is that local forces are not 
sufficient. We need far-field interaction between points x,(i’J) and xf’+kj) which can 
easily be introduced into our equations of motion. First experiments with such forces 
have given some promising results but this must be studied more detailed in future. 
Therefore, we confine our studies here to the calculation of the disparities along edges 
without taking into account forces (15) and others. 



3 Some Results 

As in older papers [2], [3] the algorithm was applied to the standard Pentagon stereo 
pair. This is useful in order to compare results. Furthermore, that image pair is a big 
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challenge because of the many similar structures and the many occlusions. Figure 2 
shows the image pair. 
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Fig. 2. Stereo pair “Pentagon” 

If one applies to these images the gradient operator V^g(iJ) = g{ij) - g{i-lj) with 
|V^g(iJ)| > threshold in order to find the vertical edges then one obtains a too big 
number of edge points if the threshold is small or too few edges if the threshold is big. 
To avoid that we apply a special parallel- sequential algorithm for edge preserving 
smoothing [6] after that the gradient operator can be applied successfully. 

Several computer experiments have been carried out in order to choose proper 
parameters of the algorithm. It turned out that the quantity w in (10) should have a 
size between 5 and 10 (but of course, that value depends on the structure of the 
image) whereas the best values of parameters and of equation (11) seem to be 
in the vicinity of =1. But these investigations are only preliminary. It is also 

not clear which the best law of the external forces (1 1) - (13) is. 

The result of the algorithm after 20 iterations (disparity image) is shown in figure 
3. It shows that in most edge points good matching was achieved. But it shows also 
that there are left many mismatches resulting in wrong disparities. 

Other image stereo pairs with completely different image structures were processed 
with the same parameters with qualitatively the same results. Because of limited space 
they cannot be presented here. 




Fig. 3. Disparity image 
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4 Conclusions 

The results show that the introduced parallel- sequential model based on Newton’s 
equations of motion and attracting forces between edges may be a promising 
approach to real-time stereo processing. The algorithm gives the right disparities in 
most edge points but there remain errors. Therefore, new efforts are necessary to 
enhance the quality of the approach. Some ideas for improvement are the following: 
First, far - field forces should be introduced. Secondly, the assumed force law (11) - 
(14) must be optimized or changed. When the right position is reached then 

the external forces should reduce to zero in order to avoid oscillations which are small 
but not zero now. 

Finally, it must be mentioned that the model can be extended to the non-epipolar 
case introducing coordinates y(i’J) and forces acting in y - direction. 
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Abstract. Recently multiple panoramic images have emerged and 
received increasingly interests in applications of 3D scene visualization 
and reconstruction. There is a need to characterize and clarify their 
common natures and differences so that a more general form/framework 
or a better computational model can be further discovered or developed. 
This paper introduces some notions at an abstract level for character- 
izing the essential components of panoramic image acquisition models. 
A general computational model is proposed to describe the family 
of cylindrical panoramas. The epipolar geometry of the cylindrical 
panoramic pairs for a general and a leveled case are particularly studied. 

Keywords: panoramic image, epipolar geometry 



1 Introduction 

Traditionally, a 360 degree panorama can be acquired by rotating a normal cam- 
era with respect to a fixed rotation center and taking images consecutively at 
equidistant angles. More recently, panoramic images taken with a line camera ac- 
quired with respect to single rotation axis or multiple rotation axes have emerged 
and received increasingly interests in applications of 3D scene visualization and 
reconstruction. 

Since many different panoramic image models have been proposed and used 
in various intended applications, there is a need to characterize them and clarify 
their differences so that better understanding of them and the related proper- 
ties can be achieved. By observing the common characteristics among them, a 
more general form/framework or a better computational model may be further 
discovered or developed. 

Geometric studies such as epipolar geometry are well established for pairs of 
planar images Compared to that, the computer vision literature 

still lacks work on pairs of panoramic images. Due to differences in geometry 
between the planar and the panoramic image models, geometric properties for 
planar images may not necessarily be true for panoramic images. 

The rest of the paper is organized as follows. Brief reviews of the related lit- 
eratures are provided in Section 2. In Section 3 we introduce some basic/general 
components/notions for design, analysis and assessment of image acquisition 
models. The computational model and epipolar geometry of the cylindrical 
panorama family are presented in Section 4. Conclusions are drawn in Section 5. 
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2 Brief Reviews 

A well-known and typical example for 3D scene visualization using a single-focal- 
point panorama is QuickTime VR |2| from Apple Inc.. Using multiple single- 
focal-point panoramas to reconstruct a 3D scene, S.B. Kang and R. Szeliski 
discussed different methods and their performances in HH- Other similar works 
can be found in The direct merit of this approach is by-passing the 

complicate and erroneou^ process of multiple depth-maps merging that has to 
be done in multiple planar image cases. 

The family of cataoptrical panoramas provide real-time and highly 

portable imaging capabilities at affordable cost. The applications include robot 
navigation, teleportation, 3D scene reconstructions, etc.. For the latter case, 
the epipolar geometry coincides with image columns if the two panoramic cam- 
corders are specially arranged such that the optical axes are co-axis and each 
acquired panoramic image is warped to a cylinder. The drawbacks of this ap- 
proach include low resolution; inefficient usage of images (e.g. the self-occluded 
and mirror-occluded area of an image); and potentially inaccurate image acqui- 
sition along the peripheral of the spherical mirror (e.g. spherical aberration or 
distortion). 

H. Ishiguro et al. first proposed an image acquisition model that is able to 
produce multiple panoramas by a single swiveling of a pinhole-projection cam- 
era. The model was invented for the 3D reconstruction of an indoor environment. 
Their approach reported in 1992 in already details essential features of the 
multi-perspective panoramic image acquisition model. The modifications or ex- 
tensions of their model have been discussed by other works such as 
S. Peleg and M. Beh-Ezra IE! described a model using circular projection^ for 
stereo panoramic image generation, which allows the left and right eye percep- 
tions of panoramic images. H-Y. Shum and L-W. He ini proposed a concentric 
model in which novel views within an inner circle and between the inner and 
outer circles were approximated by the circular projections in normal direction 
(the same as in |^) and in tangential direction. With the concentric model H- 
Y. Shum&Yid R. Szeliski j1 show that epipolar geometry consists of horizontal 
lines if two panoramic images form a symmetric pair. 

3 Image Acquisition Characterization 

This section introduces some notions at an abstract level along with examples for 
characterizing the essential components of panoramic image acquisition models. 

Definition 1. A focal set T is a non-empty (finite) set of focal points in 3D 
space. A focal point, an element of E, can he represented as a 3-vector in 



^ Various sources of the errors, such as inexact estimation of relative poses between 
cameras, may cause serious degradation to the resulting quality. 

^ See following sections for further explanations. 
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Definition 2. A receptor set S is a non-empty infinite or finite set of receptors 
(photon-sensing elements) in 3D space. A receptor, an element of S, can be 
characterized geometrically as 3-vectors in 

It is convenient to express a collection of points by a supporting geometric 
primitive such as a straight line, curve, plane, quadratic surface etc. where all of 
the points lie on. For examples, the single-center panoramic model (e.g. Quick- 
Time VR) consists of a single focal point (i.e. ffT— 1) and a set of receptors lie 
on a cylindrical or spherical surface. The multi-center image model consists of a 
set of focal points on various geometrical forms (such as a vertical straight line, 
a 2D circular path, a disk, or a cylinder etc.) and a set of receptors being on a 
cylindrical, cubic or spherical surface. 

A single light ray with respect to a point in 3D space at one moment of time 
can be described by seven parameters, which is known as plenoptical function 
IP. All possible light rays in a specified 3D space and time interval form a light 
field, denoted as C. 

The association between focal points in T and receptors in S determines a 
particular proper subset of the light field £. For instance, a complete bipartite 
set of focal and receptor sets is defined as 

SjTxS = {{P, q) ■■ p e Aq e S}, 

where each element (p, q) specifies a light ray emitting at point p and passing 
through point q. Note that a complete bipartite set of focal and receptor sets is 
a proper subset of the light field (i.e. Bj^xS C £). 

Definition 3. A focal-to-receptor association rule defines an association be- 
tween a focal point and a receptor, where a receptor is said to be associated 
with a focal point if and only if any light ray which is incident with the receptor 
passes through the focal point. 

Each image acquisition model has it’s own association rule for the focal and 
receptor sets. Sometimes, a single rule is not enough to specify complicate associ- 
ating conditions between the two sets, thus a list of association rules is required. 
A pair of elements satisfies a list of association rules if and only if the pair 
satisfies each individual association rule. 

Definition 4. A set of projection-rays lA is a non-empty subset of the complete 
bipartite set of focal and receptor sets (i.e. U C Bj^xS C which satisfies the 
following conditions: 

1. It holds (p,q) € lA iff (p,q) satisfies one (a list of) pre-defined association 
rule(s); 

2. For every p € if, there is at least one q € S such that {p, q) G lA; 

3. For every q € S, there is at least one p € if such that {p, q) G lA. 

The projection-ray set lA oi & multi-perspective panoramic image acquisition 
model n is a subset of the complete bipartite set of focal and receptor sets 
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and can be characterized formally as follows. The focal points in T are an ordered 
finite sequence, pi,P 2 -, ■ ■ ■ ,Pm which all lie on a ID circular path in 3D space. The 
set of receptors form a uniform (orthogonal) 2D grid and lie on a 2D cylindrical 
surface that is co-axial to the circular path of the focal points. The number of 
columns of the grid is equal to n. The association rules determining whether 
{p,q) belongs to the projection-ray set U are as follows: 

1. All q G S which belong to the same column must be assigned to an unique 
Pi G 1^. 

2. There is an ordered one-to-one mapping between the focal points pi £ T 
and the columns of the grid. In other words, the columns of the grid, either 
counterclockwise or clockwise, may be indexed as Ci , C 2 , . . . , c„ such that 
every q € Ci is mapped to pi, with 1 < i < n. 



Definition 5. A reflector set TZ is a set of reflectors’ surface equations, usually 
a set of first or second order continuous and differentiable surfaces in 3D space. 

A reflector set is used to characterize how light rays can be captured indirectly 
by the receptors. For instance, a hyperbolic mirror is used in conjunction with the 
pinhole projection model for acquiring a wide visual field of a scene. Such type of 
image acquisition model allows that all the reflected projection rays intersect at 
the focus of the hyperboloid \zu I p) . which possess a simple computational model 
for supporting possible applications. 

Let VfiJZ) denote the power set of the reflector set. Define a geometrical 
transformation T as follows: 

T :Ux V{n) ^ A, 

{{p,q),s) ^ {p',q'), 

where A is a non-empty subset of the light held. Any element of A, i.e. a light 
ray, is represented by a pair of points, denoted as {p',q'), specifying its location 
and the orientation. The transformation T is a function which transforms a 
projection ray with respect to an element of V{TZ) to a reflected ray. 

Definition 6. A reflected-ray set V is a non-empty set of light rays, which is a 
subset of the light field. Formally, 

V = {T{{p, q),s):{p,q)€UAs€ r{n)}. 

Note that, when a transformation of a projection-ray set takes place, only 
one element of P{TZ) is used. In particular, if 0 G V{TZ) is chosen, the resulting 
reflected-ray set is identical to the original projection-ray set. When the number 
of elements of the chosen s is more than one, the transformation behaves like 
ray-tracing. 

A single projection-ray set (or a reflected-ray set) is referred to as a set of light 
rays defined by an image acquisition model at a moment of time and a specific 
location. Two more factors are regarded to characterize multiple projection- 
ray sets: a temporal factor describes the acquisition time, and a spatial factor 
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Fig. 1. A general image acquisition model of the cylindrical panorama family shown 
in (A) and the actual setup in (B). 



describes the pose of the model. Multiple images, i.e. a collection of projection- 
ray sets acquired at different times or poses, are a subset of the light 

field. 

Some applications m use only a single projection-ray set to approximate 
a complete light field in a restricted zone and some m require multiples in 
order to perform special tasks such as depth from stereo. Usually, a few sam- 
pled projection-ray sets are acquired for approximating a complete light field of 
a medium-to-large scale space. The selection of sets of optimal projection-ray 
samples become an important factor to the quality of the intended applications. 



4 Epipolar Geometry 

4.1 Computational Model 

A general computational model of the cylindrical panorama family is described 
below and depicted in Figure □]( A). A slit camera fT^ with the actual setup is 
shown in Figure WlB)- A slit camera can be characterized geometrically by a 
single focal point C (the effective focal length is denoted as /) and a ID linear 
receptors (i.e. a slit image). The distance between the slit camera’s focal point 
and the rotation axis, denoted as R, remains constant during a single panoramic 
image acquisition process. The angular interval of every subsequent rotation 
step is assumed to be constant. Each slit image contributes to one column of a 
panoramic image of dimension H x W. 

An angle, uj, is defined by the angle between the normal vector of the focal 
circle at the associated focal point and the optical axis of the slit camera for 
more flexibility in generating different viewing-angled panoramic images, which 
has been reported being useful in various applications pi .611 7j . 
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4.2 General and Leveled Cases 

Let us consider an arbitrary pair of polycentric panoramic images, a source image 
E and a destination image E' . Given an image point p with image coordinates 
(x,y) on E. The possible locations of the corresponding point of p, denoted as 
p' with the image coordinates {x' ,y'), on E' may be constrained by an epipolar 
curve. Let a 3 x 3 rotation matrix [vJv^v^Y ^.nd a 3 x 1 translation vector 
{tx,ty,tz)'^ specify the orientation and the location of the destination turning- 
rig coordinate system with respect to the source turning-rig coordinate system. 

Consider x and y as being given. Let 9 — 9 = = (^ + w)> 

S' — {9' +co'), and = tan~^{y/ f). The relationship between x' and y' can be 
described by the epipolar curve equation 

^ r^-V sin S' + r|’-Vcos(5' — R' cos uj' ’ 

which is only valid if the value of the denominator is greater than zero. The 
vector V is defined as follows: 

i?' sinw'-l-rf-A cos 5' — rg-A sin i5' 

Tg-B sin <5' — r|’-B cos ’ 

where 

( Rsin9 — tx\ /sinScoscj) 

—ty and B = sincj) 

Rcos9—tzJ \cosScos(j) 

In practice, the image acquisition rigs are usually leveled for allowing most 
scene objects to be in natural orientation in the image over completely 360° view. 
However, the heights can be different. Thus, the row vectors of the rotation ma- 
trix that specifies the orientation between the destination and the source turning- 
rig coordinate systems becomes: = (cos 7, 0, — sin 7)^, r|’ = (0,1,0)^, and 

= (sin 7,0, cos 7)^, where the angle 7 determines the rotation with respect 
to the y-axis. Therefore, the epipolar curve equation, simplified from the general 
case, for an arbitrary leveled polycentric panorama pair is as follows: 

/' (^j^(R' sin Lo' — Rsm{S' — 9) — tx cos S' +tzSinS')—tyf sin{S' — S) 

^ R' sin{S — 9' — "f) — Rsinu} — txCOsS + tzSinS 

where S = {9 + to) and S' = {9' -|- w' -I- 7) . Figure 2 illustrates the leveled (but 
at different heights) case. The images are taken by a high-resolution line-camera 
m with up to 5184 pixels for a scan-line. The effective focal length of the line- 
camera is 21.7 mm. The rotation axes of these two panoramic images are 1.4 m 
apart and 45 mm difference in height. The radiuses of the base circles are both 
equal to 100 mm. The associated uj’s for these images in (A) and in (B) are equal 
to 205° and 155°, respectively. The line-camera takes 22000 slit images for each 
panoramic image. 
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Fig. 2. A pair of leveled polycentric panoramas at different heights. (B) is the source 
panoramic image with 30 test points labeled by and indexed by numbers. (A) is the 
destination panoramic image superimposed with the corresponding epipolar curves. 



5 Conclusion 

In this paper, we characterize the image acquisition and epipolar geometry of 
multiple panoramic images. The existing approaches using multiple panoramic 
images are briefly reviewed. The emphasis has been placed on demonstrating 
the flexibility and compactness in characterizing different types of acquisition 
models and epipolar geometry of a general and leveled polycentric panoramic 
pair. 

A family of cylindrical panoramic images, which serves for a wide range of 
applications, has been discussed. A general computational model of this family 
is described and used in computing epipolar curve of the family for both general 
and leveled case. 

In future, we will look further into the relationship between applications 
(with some knowledge from the scene of interest) and various panoramic image 
acquisition models. The limitations of each model and the evaluation criteria 
should also be analyzed. 
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Abstract. In many image classification problems the extent of use- 
fulness of any variable for the purposes of discrimination apriori is 
unknown. This paper describes a unique fuzzy rule generation system 
developed to overcome this problem. By investigating interclass rela- 
tionships very compact rule sets are produced with redundant variables 
removed. This approach to fuzzy system development is applied to two 
problems. The first is the classification of the Fisher Iris data |3| and 
the second is a road scene classification problem, based on features ex- 
tracted from video images taken by a camera mounted in a motor vehicle. 

Keywords: feature redundancy, fuzzy training, image classification. 



1 Introduction 

This paper examines the production of a fuzzy logic based environment classi- 
fication system for automotive applications. As cars become more advanced it 
will be desirable to incorporate some ’’knowledge” of the driving environment 
into their decision making systems. For example, in the past it was possible to 
select ’’reverse” on cars with automatic gears while traveling forward, with the 
predictable consequences of a non-intelligent ’’automatic” system. This would 
not be possible today. It would be possible, however, to select ’’cruise” when the 
vehicle was just entering a build up area, which is an unsafe action. The fuzzy 
system presented here is designed to classify ’’Urban”, ’’Suburban”, ’’Highway” 
and ’’Country” driving environments. This information could then be used to 
modulate the behavior of the vehicle’s systems and facilitate automatic driving. 

In this safety critical application a fuzzy logic classifier is preferred to neural 
network classification, because the fuzzy rules may be examined and modified 
by experts to ensure that hazardous outputs are recognised and eliminated. The 
’’black box” nature of neural network classifiers prohibit such intervention |S|. 
The descriptions of the driving environment are also linguistic in nature, which 
can be readily derived from a fuzzy rule system. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 692-g^ 2001. 

© Springer- Verlag Berlin Heidelberg 2001 
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The classification of the driving environment is made using features extracted 
from a moving picture sequence captured by a camera in the car, but it is 
intended that the system is extendable. Then, if new inputs (say from radar or 
even further pre processing of the visual data) become available in the future, 
they may be easily incorporated into the system. 

In complex problems (in terms of number of input variables) it is difficult to 
anticipate or visualise the effect or usefulness of any one variable on classifica- 
tion. It is possible that some variables are completely redundant or that some 
subset of variables necessary for the classification of one class is a different subset 
necessary for the classification of another. The inclusion of redundant variables, 
however, can lead to weakening of the rules and a poor linguistic interpretation 
of the classification. The method of fuzzy rule generation presented here, was 
developed specifically to overcome the above problem, by taking an interclass 
approach, to eliminate the redundant variables when classifying each class. This 
in turn may highlight any overall redundant variables in the entire data set. Al- 
though developed for this particular classification problem, the techniques used 
are applicable to other multi variable classification problems; particularly where 
the usefulness of each variable for the separation of each class is unknown. The 
system is demonstrated on the Fisher Iris data 0 and on image data from road 
scenes. 

2 Redundant Variables 

Imagine the classification of the fruit set {apples pears oranges tangerines lemons 
limes}. To classify the whole set, variables: 

— size 

— colour 

— texture 

— aspect ratio 

may be needed. So if we look across all classes we would see no redundant 
variables. However, looking at the class of oranges, only 2 variables {colour and 
size) are necessary to uniquely identify oranges from the total set. Looking more 
closely the variable size is only necessary due to the inclusion of tangerines in 
the fruit set. A similar argument can be used for all of the other classes in this 
fruit set. If an extra variable hardness were to be included in the variable set, 
then hardness would be redundant across all classes. The main point to be noted 
here is that looking for redundancy across the total data set may reveal none, 
but the inter class investigation can reveal many redundant variables. 



3 The Road Scene Classification Problem 

The problem is the classification of colour images taken from a vehicle in Britain 
into the categories ’’Country”, ’’Urban”, ’’Highway” and ’’Suburban”. The colour 
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images were taken with a hand held professional camcorder which recorded 
colour pictures onto tape in DVCAM format. The DVCAM tape was trans- 
ferred onto hard disk in ”bmp” format. The bitmap images were processed to 
give the input variables. While driving on the left of the road, the most useful 
discriminating information would be contained by the area bounded by the road 
side, the skyline and full left of the pictures. Areas outside this region of inter- 
est would generally contain similar information in all classification situations. 
In addition colours of other vehicles (outside of the region of interest) would 
distort colour histograms. The isolation of a region of interest also reduces the 
computationally intensive RGB — >■ HSL conversion. The region of interest is de- 
termined using a road edge detector |E|.The input variables extracted from the 
images were: 

— 1. Redbrick colour hue by normalised pixel count. 

— 2. Grass colour hue by normalised pixel count. 

— 3. Golour Saturation (mean). 

— 4. Long vertical edge count. 

— 5. Road edge disturbance. 

— 6. Road edge curvature. 

4 Development of the Fuzzy Logic Classification System 

Initially, a pilot study into the viability of the project resulted in a simple ’’hand 
crafted” system, being produced based upon two simple fuzzy rules: 

— If grass colour is high and redbrick colour is low. Then environment is coun- 
try. 

— If grass colour is low and redbrick colour is high. Then environment is urban. 

The high and low membership functions were also ’’hand crafted”. These 
simple rules gave correct outcomes in clear situations. When additional variables 
were used to cope with the anomalies found, it became impossible to produce 
sensible ’’hand crafted” rules and membership functions. A supervised learning 
system had to be developed. 

Training data was generated by extracting the variables described above from 
40 hand labelled images to produce 40 training feature vectors. The problem is 
extremely non- linear and the data is not linearly separable. The use of clustering 
techniques and principal component analysis failed to separate the road scene 
data into the ’’urban”, ’’suburban”, ’’country” and ’’highway classes. 

Some of the 6 variables available to the system may be redundant, either 
completely or for the discrimination of particular classes. A method of redun- 
dant variable identification is used to evaluate the usefulness of any variable. 
Many techniques exist for the training of fuzzy logic systems from numerical 
data Q 13’ The two which showed most promise for this application were 
Wang and Mendel Q and Abe and ban’s |S| approaches. Neither of these tech- 
niques deal in a satisfactory way with the problem of redundant variables. It is 
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shown in jj) that the Wang and Mendel rule set P can be reduced in terms of 
numbers of rules and variables used, if a suitable variable reduction algorithm 
is applied. This is possible because of the arbitrary selection of the membership 
functions. The Abe and ban’s P rule generation system does not lend itself so 
easily to variable reduction and certainly not on a class by class basis, because 
of the inhibition rectangle structure and the generation of ’’NOT” clauses in the 
rule set, (see Interclass examination). A variation of Abe and ban’s hyperbox 
rule generation system is developed here which is designed to support variable 
reduction. The identification of the redundant variable is useful to the designer 
of the classification system, not only so they may discard the variable, but also 
so they can identify which variables are used for each classification. 

4.1 Interclass Examination 

The Wang and Mendel rule generation system P does not take account of the 
interaction of other class’ data in the production of the rule set. As shown in P 
a Wang Mendel rule generation system P need only generate one rule (with 
one variable) for the identification of the ’’setosa” Iris type. Abe and ban’s rule 
generation algorithm P describes a system which compares pairs of classes in 
terms of its data’s maximum and minimum values, and generates hyperboxes 
spanning these values. When intersection is found between the hyperboxes the 
area is marked as an ” inhibition region” . The inhibition region is reconsidered in 
terms of maximum and minimum values and the process is recursively repeated 
until any inhibition region is broken down into smaller non-overlapping hyper- 
boxes are produced. A consequence of the inhibition regions is the generation 
of linguistically complex ’’NOT” clauses in the fuzzy rule set. The inhibition 
rectangles were Abe and ban’s approach P to the problem of overlapping rect- 
angles proposed by Simpson p. Simpson considered interclass separation of any 
class with any other and did not allow overlapping of hyperboxes from different 
classes. This was based on the assumption that data from two or more classes 
would exist in any overlapping regions of the different class’ hyperboxes. The sys- 
tem described here is based on hyperboxes, but differs from Abe and ban’s P 
approach in 4 important ways: 

— 1. It compares each class with all other classes in the initial generation of 
rules, rather than comparing class pairs. 

— 2. It does not specifically consider the minimum and maximum of each class’ 
data set in each dimension. It, instead, expands the size of the classes’ hyper- 
boxes by the addition of the individual class’ data points. The hyperboxes 
are never allowed to grow such that they encapsulate another class’ data 
point, but subject to the above, hyperboxes of different classes are allowed 
to intersect (if no data points exist in the intersection). 

— 3. As a consequence of item 2 inhibition hyperboxes are not created. That 
is, each class is separated into its own distinct set of hyperboxes. 

— 4. As a product of the above, variable redundancy is easily identified from 
the outset on a class by class basis. See [Z|. 
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Fig. 1. 



4.2 Identification and Removal of Redundant Variables from the 
Rule Set 

The identification of variable redundancy, in this system is based upon the fact 
that removal of variables from rules of the form shown below, 

If variable 1 is XI AND variable 2 is X2 AND variable 3 is X3 AND variable 4 
is X4-' then elass is Y 

is equivalent to setting the removed variables’ membership function to unity for 
all of the domain of the removed variables. 

The above rules in this rule generation system are represented by hyperboxes. 
Note that within the boundary of the hyperbox a membership function of value 
one is represented. Therefore, if we take a rule generation hyperbox and extend 
it along one or more variables to the extents of the domain of those variables, 
we are effectively removing the representation of that variable from the rule. 
If we can extend a hyperbox in this way without intersection with a hyperbox 
of another class then the variable is redundant, because that variable cannot 
be necessary to differentiate it from another class. Fig. ^ below indicates the 
principle. Class 3 may be infinitely extended in the Y and Z dimensions without 
intersecting another hyperbox (as indicated by the arrows in Fig. Therefore 
it may be determined by the variable X alone. 

The identification and reduction algorithm follows the above principle: 

Generate all combinations of 1,2, 3,4, 5 variables from 6 variables 
For classes 1 — >■ 4 

For all hyperboxes in that class 
For each combination 

Produce reduced dimension hyperbox by discarding variables 
in the current combination 
Check for overlap of the reduced variable hyperboxes 
If no overlap 

Mark combination as redundant 
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Table 1. Classification results for road scene data 



Category 


no in sequence 


Misclassifications 
rednced var 


Misclassifications 
full var 


Country 


91 


11 


9 


Highway 


75 


7 


21 


Suburban 


28 


7 


7 


Urban 


136 


5 


1 


Country 


6 


0 


0 


Highway 


64 


56 


63 


Country 


41 


12 


11 


Suburban 


21 


15 


15 


Country 


15 


2 


1 


Total 


480 


115 


133 


Percentage correct 




76 


72 


Percentage correct 
ignoring second highway 




88 


85 



5 Results 

5.1 Fisher Iris Data 

The approach was initially applied to the classification of the Fisher Iris data ^ 
by training with the first 25 data from each class. This resulted in the production 
of just 5 rules with only 2 errors in the entire set. The above result cannot be 
repeated if the order of the input data is changed. Data pre ordered by minimum 
distance or minimum sum of squares distance, gives 3 errors and 5 rules, while 
random ordering increases the maximum number of errors to 6 (for 5 rules) . This 
compares favourably with Abe and Fan’s jS| system which produced 17 rules 
in order to reduce the total number of errors to two (and 5 rules to reduce the 
number of errors to 6). By removing the rules generated by all of the outlying 
points the number of errors totals 4, while the entire Iris set is now classified 
using only 2 variables and 3 rules. 

5.2 The Road Scene Classification Data 

The road scene data was gathered by recording a journey of about 32 minutes 
duration. The journey encompassed country, highway, urban and suburban en- 
vironments. A frame in every 4 seconds were processed to extract the following: 
redbrick colour, grass colour, long horizontal line count, mean colour saturation, 
curve and curve disturbance. This resulted in 480 frame description vectors. Ten 
pictures were selected from each classification and hand labelled. The system 
was then trained using the associated training vectors and target classifications. 
Then the trained system produced classifications based upon the 480 sample 
frames. The classifications were associated with the original 480 pictures and an 
animated sequence was generated. The 480 frame ’’journey” travelled through 
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91 frames of ’’country”, 75 frames of ’’highway”, 28 frames of ’’suburban”, 136 
of ’’urban”, 6 frames of ’’country”, 64 frames of ’’highway”, 41 frames of ’’coun- 
try”, 21 frames of ’’suburban”, 18 frames of ’’country”. The same sequence was 
run on the fuzzy rule set produced without variable suppression and the resulting 
outputs are compared in Tabled 

The results were generally reliable except at road junctions, roundabouts and 
other points of lost road edge. Examples are shown in Figll The second highway 
sequence produced poor results compared with the other sequences. This was 
due to a rapid adverse change in lighting conditions. 




Fig. 2. 



6 Conclusions 

This paper has shown that a compact fuzzy rule set may be produced by con- 
sidering each classification with respect to all other classifications. Comparisons 
between the variable reduced road scene recognition and the full variable ver- 
sion show slighly less errors generally in the reduced variable version. However, 
in the system described, ordering of the input data has an influential effect on 
the results. The technique is scalable, but complexity increases with the pro- 
duction of 1 — >■ n-1 subset combinations of n variables. Pre-ordering of the data 
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by minimum sum of squares distance does not ensure the smallest number of 
errors, and this would be a basis for further work. The advantages of identifying 
redundant variables on an interclass basis are: 

— 1. A better linguistic interpretation of the system. 

— 2. Rules gain confidence as unnecessary dependencies on the redundant vari- 
ables membership function are removed. 

— 3. It identifies which variables are necessary for each class individually. 

— 4. Sometimes variables are offered to intelligent systems without real knowl- 
edge of their worth. Worthless variables are identified. 

Voting techniques have been used to resolve the problem of variable subsets. An 
example is jO] which allows different subsets of variables to vote for the candidate 
classification. The reduced variable subsets, produced by the algorithm presented 
in this paper, could be similarly post-processed. This will be the subject of 
further work. 
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Abstract. This article introduces a segmentation method to auto- 
matically extract object parts from a reduced set of images. Given a 
database of objects and dividing all of them using local color histograms, 
we obtain an object part as the conjunction of the most similar ones. 
The similarity measure is obtained analyzing the behaviour of a local 
vector with respect to the whole object database. Furthermore, the 
proposed technique is able to associate an energy to each object part 
being possible to find the most discriminant object parts. We present 
the non-negative matrix factorization (NMF) technique to improve the 
internal data representation by compacting the original local histograms 
(50D instead of 512D). Moreover, the NMF based projected histograms 
only contain a few activated components and this fact improves the 
clustering results with respect to the use of the original local color 
histograms. We present a set of experimental results validating the use 
of the NMF in conjunction with the clustering technique. 

Keywords: object segmentation, part representation, non-negative ma- 
trix factorization 



1 Introduction 

It is not clear how the brain stores all the information about the objects that can 
appear in an image (or scene). But, it is clear that this information is represented 
using an intermediate structure between local features and whole objects |^. 

In computer vision, several approaches have focused on the local extraction 
of features. For example. Pope ^ models an object with a series of views, rep- 
resenting each view with a large variety of local features, and describing each 
feature with a probabilistic model. Weber P] uses the assumption that an object 
class is a collection of objects which share visually similar features that occur in 
similar spatial configurations. Ohba and Ikeuchi P) extract some local features 
from a set of representative keypoints of an object and uses all of them to create 

* This work is supported by Comissionat per a Universitats i Recerca de la Generalitat 
de Catalunya and Ministerio de Ciencia y Tecnologia grant TIC2000-0399-C02-01. 
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an eigenspace where they are rejected according to their relative distances. These 
local approaches are used instead of global representations to overcome impor- 
tant problems like partial occlusions, local illumination changes, rotations and 
different scales. The most important global method is the Principal Component 
Analysis (PCA) |S]. 

In an intermediate level between local features and global object representa- 
tions, Bierderman P introduced the Recognition By Components (RBC) model 
that postulates a few dozen generic shape parts, called geons, joined by categori- 
cal spatial relationships chosen from an equally small fixed set. Biederman claims 
that the only computational approach that can cope with all the problems of 
object processing is structural decomposition. The work of Shams p| is based on 
learning the geons that compose a whole object without any previous knowledge 
about them. These intermediate techniques are based on decomposing an object 
in local structural shapes. 

Our technique is based on the definition of object class mentioned by Weber 
0, which defines an object class as a collection of objects which share charac- 
teristics features or parts that are visually similar and occur in similar spatial 
configurations. That is, an object is composed of different parts and from the 
conjunction of all the parts emerges the object entity. Weber 0 uses a local 
feature detector and by applying a clustering algorithm, he finds the most dis- 
tinctive parts of objects. Our approach is based on the same definition of part 
but we use the behaviour of each local vector of an object with respect to the 
other local vectors of the database trying to find an object part containing sim- 
ilar behaviours. Furthermore, assuming this definition of part, we are able to 
classify the object parts according to its discriminant information with respect 
to the other parts of the object. 

2 Object Clustering 

Assuming that we have a database of different images that contain similar struc- 
tures (i.e. newspapers), our main goal is to obtain the regions of all the images 
where the objects have a certain behaviour. Assuming that each instance of our 
database has a set of representative local vectors V = {vi}, that in our particular 
case is a set of local color histograms, we define a measure of similarity between 
two normalized color histograms {vi and Vj) 0 as s{vi,Vj) = 'Y^\min{y^ ,v^). 

Our object segmentation algorithm is based on finding a region of an object 
that has a similar behaviour with all the other objects of the database. This goal 
can be achieved by defining a similarity measure that reflects the highest 
similarity between the local vector i from object k and all the local vectors from 
object 1. 

M^’’ = argmax{s{vf,Vj)} Vvj G Oi (1) 

Thus, it has to be carried out an exhaustive search for the most similar local 
vector in object Oi to obtain this similarity measure. This expression was also 
used by Shams |S| to partition an object in local parts according to its similarity 
to an object database of similar objects. Denoting as M|^ the vector that contains 
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Fig. 1. 3 different objects belonging to the same object family. It can be seen that 
these objects contain similar and different regions according to their color information. 



all the I similarity measures \ we obtain a vector that reflects how a local 
vector of an object i can be found in the rest of the database. It is expected 
that if the database is composed of objects that contain similar regions, this 
similarity vector will have a certain behaviour that would be different from the 
other zones of the image. On this expectation, we calculate the correlations: 



= II Mf II . II Mf II 



( 2 ) 



This matrix reflects how all the local responses of an object k are correlated 
between them. If we assume that our object database is composed of objects 
containing similar regions, we clearly assume that this matrix will contain two 
different clusters: the similar regions of an object and the other regions. Given 
this correlation matrix, we use the algorithm developed by Shi and Malik ^ to 
obtain two or more clusters. 

As example, let us assume that we have a database of 3 objects, as shown 
in figure of the same object family but containing different color regions. 
Applying the explained clustering algorithm by using local color histograms, we 
obtain 2 clusters (common parts and different parts) as shown in figure (|2I). 




Fig. 2. (a), (b) and (c) are the common regions extracted from the three objects of 
hgure Q. Different regions can be seen in (d), (e) and (f). 
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As seen in figure 0, the object parts are clearly separated according to their 
behaviour with respect to the other local object vectors. It has to be mentioned 
that the two obtained clusters are calculated in a totally unsupervised way given 
that the clustering algorithm finds the optimal partition. Thus, this clustering 
algorithm is useful when we are working in unsupervised environments. 

Once we have obtained a partition of the original object into two clusters, 
we can iterate this algorithm until a measure of similarity between the local 
vectors of a given part is activated (the NCut value in the case of the algorithm 
of Shi and Malik 0). Assuming that we have divided an object into N different 
parts, we can know the discrimation of each object part with respect to the 
whole object database. Using expression we have partitioned an object into 
N parts by examining the correlation between all the local vectors defined in 
expression 0 that codify the similarities between all the object database. Thus, 
we can extract a measure of discrimination of each object part by considering 
the energy of its vectors M as: 

1 P 

^part = p E II II S Part(Ofe) (3) 

P i=l 

and P indicates the number of local vectors in object part Part(Ofe). By sort- 
ing the local regions according to its energy (-Upart)’ obtain the most 

discriminant local part of an object with respect to the whole object database. 



3 Non-negative Matrix Factorization 

The previous clustering algorithm is based on partitioning the local vectors of an 
object in two clusters according to their similarities with the other local object 
vectors of the database. An iterative version of the previous algorithm would 
obtain a hierarchy of local parts that we can sort according to the energy of 
vectors M (see expression (|3D). Although this clustering algorithm works, it can 
fail to segment very similar regions given that is unsupervised. A sparse coding of 
the input vectors would improve some ambiguities of the actual results (similar 
regions can be expressed by different basis) . A non-negative matrix factorization 
of the whole original space (color histograms) can solve this problem because it 
will try to represent the whole original space with a few basis and the projections 
of the original local vectors with respect to this set of basis will configure an 
approximated sparse code that will be more easy to clusterize. 



3.1 Non-negative Matrix Factorization 

The non-negative matrix factorization (NMF) is a method to obtain a represen- 
tation of a certain data only using non-negativity constraints. These constraints 
lead to a part-based representation because they allow only additive, not sub- 
tractive, combinations of the original data 0. 
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K:; 




(a) 3 gaussian func- (b) 1 basis (r = 1). 
tions. 




(d) 3 basis (r = 3). (e) 4 basis (r = 4). 



(c) 2 basis (r = 2). 




Fig. 3. (a) 3 original basis functions used to make up the set of 10 traiuiug vectors used 
in our experiment, (b) to (f) are the different basis functions obtained after applying 
the NMF method with different configurations of the parameter r. If we expect to 
find a small amount of basis (r = 1,2), the obtained basis are combinations of the 
global behaviours of the sample data. If we only want 3 basis functions (r = 3), the 
obtained basis are exactly the same as the original ones (a). Furthermore, if we want 
to extract a large amount of basis functions (r = 4,5), the extracted basis functions 
are combinations of the specific behaviours of the sample data. 



The NMF method is based on representing the object database with an 
n X m matrix V where each column is a n non-negative local vector belonging 
to the original database (m local vectors). Using two new matrices {W and H) 
we can obtain an approximation of the whole object database (V) as ~ 
WiaHa/j,- The dimensions of the matrix factors W and H are 
n X r and r x m, respectively. Each column of matrix W contains a basis vector 
and each column of matrix H is an encoding that corresponds to a one-to-one 
correspondence with an original local vector in V. Using the PCA technique, each 
column of matrix W would be named as eigenimage and the matrix factors of H 
would be named eigenprojections. Furthermore, PCA constraints the columns 
of W to be orthonormal and the rows of H to be orthogonal to each other (| 2 |)- 
In contrast to PCA, NMF does not allow negative entries in the matrix factors 
W and II. These non-negativity constraints permit the combination of multiple 
basis images to represent an object. 

The implementation of NMF is based on an iterative update rule for matrices 
W and H. These update rules are given by j2j: 



Wic 



Wic 






(Wll)i 



-Ha 



Wia 









Ha 



Ha^ Wi, 



Vi^ 

iWH)i 



-(4) 
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We start with positive random initial conditions for matrices W and H and 
we define an objective function F = ~ that 

must be maximised. By this way, the iterative update rules will converge to a 
local maximum of this objective function. As can be noted, this iterative process 
is easy to implement and is not time consuming given that is based on simple 
operations. See (|2|) for more information about NMF and its implementation. 
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Fig. 4. Set of 20 color newspapers (360 x 549) containing a large variety of regions. 




(a) (b) (c) (d) (e) (f) (g) 



Fig. 5. The first four images are the four object parts that belong to one newspaper 
being sorted according to their energies: (a) Is the most common object part (newspaper 
title and all the text) and the other object parts corresponds to graphic zones of the 
object, (d) Shows that the most discriminant object part of this object is an orange 
region that does not appear in the rest of the object database. The last three images 
belong to another newspaper. 



3.2 Visual Example Using NMF 

We have generated a set of synthetic vectors to test the availability of NMF to 
obtain the basis functions used to make up the training set. Using 3 gaussian 
basis functions that can be seen in figure (Pla), we have created a set of 10 
samples by weighting the original basis. 

From each generated vector we have extracted a lOOOU histogram by dividing 
the X axis in 1000 partitions. Thus, each bin of this histogram contains the value 
of the corresponding Y axis. Applying the NMF algorithm over this set of 10 
histograms and expecting to find a controlled number of sparse basis, the results 
that we have found are shown in figure (0b - 0f). As seen in figure (0), if 
we extract r = 3 basis functions from our sample data, we obtain the original 
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functions that were used to make up the training set. This result is interesting 
because in a real application, even if we do not know the number of original 
basis used to create the data we are dealing with, we can find an approximation 
of the local behaviour of the sample data. 

4 Experimental Results 

The main aim of this paper is to demonstrate that the above mentioned cluster- 
ing algorithm extracts local parts of objects in an unsupervised way. To reflect 
this objective, we have selected the use of local color histograms instead of other 
representations (i.e. gaussian derivatives) because the results are more visual 
understandable. Nevertheless, other representations can be chosen depending on 
the problem nature. 

To test our clustering algorithm, we have selected a set of 20 color newspapers 
containing a large variety of information (text and graphics) . These newspapers 
can be seen in figure 

Applying the previous explained clustering algorithm, we have extracted a 
set of regions that have different behaviours according to expression Q). Sorting 
these regions with respect to their energy (as noted by expression m) , we can 
obtain a sorted list of discriminant local regions. An example of two newspapers 
can be seen in figure 0. 

From all the sorted regions obtained using this clustering algorithm, we only 
show two object divisions in figure 0 that are representative enough to demon- 
strate that the algorithm can find a local division of a global object and can sort 
all the local regions according to their energy. 

Using the NMF technique, we have calculated 50 basis histograms (see matrix 
W in expression @) and we have projected all the local histograms to this 
reduced space (the original space is 512D). The basis histograms obtained after 
1000 iterations is shown in figure 0. It can be seen that the predominance 
of white regions in the input database implies a large amount of local basis 
containing white regions. 

Using the projections of the original local histograms as the data input of 
the previous explained clustering algorithm, we have obtained nearly the same 
results, but with specific differences. For example, figure (0 shows the obtained 
object parts for the objects shown in figure 0 . 



tfFffiF 







Fig. 6. 50 local basis histograms obtained after 1000 iterations of the NMF technique. 



As seen in figure (0, we can check that the green region is divided into dif- 
ferent levels of green (light, dark) and this behaviour is not manifested when 
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(a) (b) (c) (d) (e) (f) (g) (h) (i) 



Fig. 7 . Different object parts obtained by projecting the database to the basis found 
using the NMF technique. These parts can be compared with the ones in fig. ©• 





Fig. 8. (a) is a vector projection using the well-known PCA technique, (b) is the same 
vector but being projected using the NMF technique. 



we do not use the NMF technique. This is due because these specific tonalities 
are represented with different basis (see figure (jOj) ) . The two obtained results are 
perceptually good enough to consider this object part segmentation method as 
a good one. Nevertheless, using the NMF technique we can improve the clus- 
tering algorithm for two main reasons: (i) We work with 50D vectors instead of 
5121? local histograms; (ii) Only a reduced number of the components of each 
projected vector are activated. This independency between the components of 
the projected vectors can be seen in figure (jBD where we compare a projected 
vector using the NMF technique and the same vector but projected using the 
well-known PCA technique. From figure (0 we can check that the obtained 
projected local vector using the NMF technique contain only a few activated 
components with respect to the PCA projection. 



5 Conclusions 

In this paper we have presented an unsupervised method to automatically extract 
local object parts according to the similarities of each part with respect to the 
whole object database. Furthermore, each obtained object part has an associated 
internal energy that can be used for a further discriminant analysis. 

We have divided each object using local histograms and we have obtained 
a part based representation by means of these local vectors. Each object part 
is extracted by applying the explained clustering algorithm. Using the Non- 
negative Matrix Factorization (NMF), we have created a set of basis histograms 
that are used to project the original database. The projected vectors (that are 
positive defined) are also clusterized using the proposed clustering algorithm and 
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the results are nearly the same. Nevertheless, we propose to use the projected 
vectors because they are more compact than the original ones and nearly sparse 
(independent components) and can be used in a further analysis. 
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Abstract. The paper presents a comparison of a practical implementation of 
some area-based stereo algorithms. There are many stereo algorithms known 
that employ area based processing for matching of two or more images. How- 
ever, much less information is available on practical implementations and appli- 
cations of such methods, as well as their advantages and limitation. The work 
has been done to fill this gap and facilitate choice of the right stereo algorithm 
for machine vision applications, often using off-the-shelf cameras 

Keywords: stereo matching, depth recovery, area-based stereo 



1 Introduction 

The purpose of this work is to report some results and conclusions on practical imple- 
mentation and the use of area-based stereo processing algorithms for machine vision 
applications. Theoretical background of processing of two images for depth recovery 
can be found in [5] [10]. The most troublesome part of the process is to find corre- 
sponding image points. This is mainly due to non-uniqueness of the matching prob- 
lem, as well as image noise and distortions, or object occlusions. There are many 
variations of stereo methods based on choice of primary features for matching. One 
category, called area-based matching, relies on intensity comparison of some areas in 
local vicinity of potentially corresponding pixels. 

The real problem encountered by many researchers and developers is when deci- 
sion should be made on a sort of a stereo algorithm for a given application. Very little 
information is available on practical implementations of stereo methods with all im- 
plications [9]. Since the authors of this paper were in such a situation, the intention of 
this paper is to present our approach and results of software implementation of some 
of the area-based stereo algorithms. 
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2 Area-Based Stereo 

Throughout rest of this paper we assume standard stereo setup, so epipolar lines fol- 
low horizontal scan lines of a stereo pair [5][8][10]. No other camera calibration is 
assumed, although if used for precise depth recovery, the cameras calibration pa- 
rameters have to be known. The classical approach for area-based stereo is to choose 
size and shape for a region to be compared and then, using some metric, find the re- 
gions that give the closest match. If such an operation is performed for each pixel of 
the reference image, and potentially matching pixels from the second image, then a 
dense disparity map is obtained. Some of the commonly used metrics [1][3] are pre- 
sented in Table 1. The two compared areas are matched in the sense of a measure if its 
value takes on an extreme. In all cases except, SCP, SCP-N, and CoVar, it is a mini- 
mum. Special precautions have to be undertaken when using SSDN, ZSSD-V, SCP-N 
and CoVar measures for area with zero intensity. In all such cases, denominators of 
related formulas take on zero, causing overflow in outcome values. This is especially 
frequent for black spots in an image or very small matching areas. The special atten- 
tion should be devoted to the Census and Rank measures, that belong to the non- 
parametric methods of image processing. Introduced by Zabih and Woodfill [13], have 
been investigated by Woodfill and Von Herzen [12] for real time applications, as well 
as by Dunn and Corke [4]. They outstanding abilities for signal transformation to 
facilitate the input layer of a neural network have been reported by Cyganek [2]. 

Table 1. Most popular measures for area comparison in stereo algorithms. SAD - Sum of Ab- 
solute Differences, ZSAD - zero mean SAD, SSD - Sum of Squared Differences, ZSSD - zero 
mean SSD, SSD-N - SSD Normalized, SCP - Sum of Cross Products, SCP-N - Sum of Cross 
Products Normalized, CoVar - Co variance- Variance 



Name 


Formula 


SAD 


'^\l^{x + i,y + i)-l^{x + d,^+ i, y + d^ + y) 


ZSAD 


'^\{h(x + i,y + j)-ii{x, y))-{l 2 (x-\-d,^-\-i,y-\-d^-\- j)-l 2 (x-hd,^,y-\-d^))^ 


SSD 


^ (f 1 (^ + 'D + ;■) - f 2 ^ y + dy-i- j)y 


ZSSD 


+ + + + j)-l^{x + d^,y + dy)f 


SSD-N 


^[l^(x + i,y-\- j)-l^(x + d^+i,y + dy + j)f 


1 '^I^(x + i,y + jf ■ '^l^ix + d^+Uy + d^ + jf 
V C' 


ZSSD 


^[(/i(x + /,y + ;)-/i(x, y))-{l2{x + d^+i,y + dy+j)-l2(x + d^,y + dy)f 


'^{l^(x + i,y + j)-Ii(x,y))' • ^[l^(x + d^ + i,y + d^ + j)-l 2 ix + d^,y + d^)f 
V (ij)GU 
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Name 


Formula 


SCP 


'^I^{x + i,y + ])-l2{x + d^+i,y + dy + j) 


SCP-N 


+ j)-l^(x + d^ + i,y + dy+ j) 


1 ^l^(x-\-i.y-\- jf • ^l2(x-\-d^-\-i,y-\-dy-\- jf 


CoVar 


+ + y))\l^{x + d^+i.y + dy + j)-I^{x + d^,y + dy)) 


\ ('■ J)^f/ 


CENSU 

S 


IC^ (x -yi,y-y j) 0 /Cj {x-yd^-y i, y-\-d^-\- j) 



Where: I ^ (x, y) , (x, y) , ICj^ {x, y) stand for intensity, mean intensity, and Cen- 

sus value for a k-th image at a point (x,y) in image coordinates, i and j are integer 
indices, d^, and disparity values for x and y direction, respectively, U defines a set 
of points of a local neighborhood of a point at (x,y), i.e. U=((iJ):p(x-¥i,y-¥j)£lJ, fi- 
nally, 0 denotes a Hamming operator. 

Census measure in our implementation has been computed as depicted in Fig. la. 



Input image 
(intensity values set for 
example) 



Image after Census transform 




Census measure 
for a point at (2,2) 
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Fig. 1. a - Computation of the Census measure for a pixel at position (2,2). b - pixel numbering 
when computing Census measure 



For a given central pixel at (i,j) and its n-th neighborhood, the corresponding Cen- 
sus measure IC(i,j) can be expressed as a series of bits: 
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IC(i,j) = b 2 j ’ where 

kG[o,...,n^ -l] / { }. 



( 1 ) 



Bit-pixel numbering in a neighborhood depicts Fig. lb. The parameter can be 
expressed as follows: 






1 , when I 
0 otherwise 



-I- k mod n 






( 2 ) 



Where: /(i,y) stands for an intensity value of an image at a point (ij) in image 
coordinates, \_k/ n jind k mod n denote integer and modulo divisions, respectively. 

Rank measure returns number of surrounding pixels in a neighborhood that are in 
certain relation to the central pixel, e.g. their intensity is less than intensity of the cen- 
tral pixel. For both. Rank and Census measures, the outcome of their computation in 
an n-th pixel neighborhood is a stream of n-1 bits (1). In practice, these measures 
become very useful for strongly noised or not equally lightened images. 



3 Structure of an Area-Based Stereo Algorithm 



Fig. 2 presents the overall block diagram of the stereo algorithm used in experiments. 
In practice, each of the data processing blocks differs due to the matching measure, 
algorithm peculiarities, as well as computational assumptions, such as a control Strat- 
egy- 
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Fig. 2. Block diagram of the stereo algorithm used in experiments. Optional blocks are grayed 



The purpose of the first module is to acquire a stereo pair at the same time and, 
possibly with the same acquisition parameters. Often used catadioptric systems can 
greatly help in this task. Second block is characteristic in the case of ordinal measures, 
such as Census or Rank, when new values have to be computed from intensity sam- 
ples. The most important is the third module for the area-based matching process. 
Details of its implementation follows in the next section. The output of this module 
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originates in so called left or right disparity map, based on choice of the left of right 
image as a reference for matching. The optional fifth step is devoted to the disparity 
map validation, in this case by a cross checking method [6]. Optional disparity map 
processing module can be placed after the fifth block for further disparity map im- 
provements. This can be achieved e.g. by means of a non-linear filtering such as me- 
dian [3]. 



4 Experimental Results 

In our experiments most of the metrics presented in Table 1 have been employed in 
real algorithms. More than dozen of stereo pairs have been used for testing, four of 
which are presented in this paper, see Fig. 3. 

Passage (Bonn University) - 256x256 Trees (SRI) - 256x233 



Left Right Left Right 




Renault Part (INRIA ) - 256x233 Ford (AGH) - 289x230 



Left Right Left Right 




Fig. 3. Stereo pairs used in experiments 



Depth maps for the aforementioned test images presents Fig. 4. All the disparity 
maps have been obtained by means of the methods described in Sect. 3. 



Passage Renault Trees Ford 
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Passage Renault Trees Ford 




Fig. 4. Depth maps for test images obtained from stereo software. Each row is devoted to a 
given comparison measure. Lighter places correspond to closer objects 



The matching area was chosen to be square of size 11x11 pixels during all experi- 
ments, so results can be compared. Execution times for the test images are shown in 
Fig. 5. Presented times have been obtained on IBM PC® computer, Pentium® III, 800 
MHz clock. 



It can be easily seen that for each testing pair distribution of execution times is al- 
most identical, what proves robustness of some algorithms over the other. The short- 
est execution times have been obtained for the SAD and SSD measures. As expected. 
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Fig. 5. Execution times for tested stereo pairs 



the worst times are for the measures that for each matching area have to compute 
average intensity value in that area. This is a case of ZSSD-N and CoVar measures. 

Based on the experimental results and another tests performed over stereo pairs the 
ranking list of algorithms has been created. Two factors have been taken into account: 
a quality of an output disparity map and an execution time. To assess the accuracy of 
each algorithm, subjective judgments have been made by comparing the computed 
disparity map with human perception. However, to gain more quantitative measure, 
additional disparity-checking has been performed by generating random points in an 
image and then comparing a computed disparity value at that place with disparity 
measured by a human. This method is similar to the one presented by Wei et.al. [11]. 
Results of this comparisons are available in Table 2. 



Table 2. Area-based stereo algorithms classification 



Place 


Quality 


Time 


Place 


Quality 


Time 


1 


SAD 


SAD 


5 


Rank 


SSD-N 


2 


SSD-N 


Rank 


6 


CoVar 


Census 


3 


SCP-N 


SSD 


7 


ZSSD-N 


ZSSD-N 


4 


Census 


SCP-N 


8 


SSD 


CoVar 



It can be surprising, but the best algorithm, due to its execution time and obtained 
quality, seems to be algorithm with the SAD measure employed. It is also very inter- 
esting that in the case of more sophisticated measures, such as ZSSD-N and CoVar, 
that subtract mean value for each matching area, not only performance time is very 
long, but also the quality of obtained disparity maps is rather questionable. 

Having this in mind, it is not surprising that many commercially available stereo 
systems use area-based algorithm with SAD metrics [7]. 

5 Conclusions and Future Work 

In this paper, we have presented our implementation and tests of the area-based stereo 
methods that employed broad range of image comparison measures. All of the men- 
tioned measures and many stereo pairs have been tested to obtain reliable results. Four 
testing pairs and eight measures have been presented in this paper. For each test, exe- 
cution time and quality of the output disparity map have been recorded and compared. 
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As a result, the ranking list of the area-based algorithms has been created, with the 
SAD measure at the top. 

Based on this work, a proper choice of a suitable measure for an area-based stereo 
method can be made. This is also true for other machine vision algorithms that use 
such measures. 

Future work on this subject should touch upon measuring robustness of the imple- 
mented algorithms against noise, image distortions and occlusions that are often de- 
tected in stereo images. This is especially important for stereo systems e.g. with sim- 
ple cameras that are mounted in robots, navigating in a real environment. In such 
applications fast and reliable response from the stereo module is of the utmost impor- 
tance. 

We also plan to compare other stereo methods with area-based algorithms, pre- 
sented in this paper. 
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Abstract. A new autocalibration algorithm has been recently presented 
by Mendonga and Cipolla which is both simple and nearly globally 
convergent. Analysis of convergence is missing in the original article. 
This paper hlls the gap, presenting an extensive experimental evaluation 
of the Mendoncja and Cipolla algorithm, aimed at assessing both 
accuracy and sensitivity to initialization. Results show that its accuracy 
is fair, and - remarkably - it converges from almost everywhere. This 
is very signihcant, because most of the existing algorithms are either 
complicated or they need to be started very close to the solution. 

Keywords: computer vision, self-calibration 



The classical approach to autocalihration (or self- calibration), in the case of a 
single moving camera with constant but unknown intrinsic parameters and un- 
known motion, is based on the recovery of the intrinsic parameters by solving 
the Kruppa equations PH, which have been found to be very sensitive to noise 
0. Recently new methods based on the stratification approach have appeared, 
which upgrade a projective reconstruction to an Euclidean one without solving 
explicitly for the intrinsic parameters (see 0 for a review). An algorithm has 
been recently presented by Mendonga and Cipolla 0, which, like the Kruppa 
equations, is based on the direct recovery of intrinsic parameters, but it is sim- 
pler. 

Apart from sensitivity to noise, the applicability of autocalibration techniques 
in the real world depends on the issue of initialization. Since a non-linear min- 
imization is always required, convergence to the global minimum is guaranteed 
only if the algorithm is initialized in the proper basin of attraction. Unfortu- 
nately, this issue was not addressed by Mendonga and Cipolla. 

This paper gives an account of the experimental evaluation of the Mendonga 
and Cipolla algorithm (in mine implementation), aimed at assessing its perfor- 
mances, especially the sensitivity to initialization. Results are quite interesting, 
as it turns out that the algorithm converges to the global minimum from almost 
everywhere. 

* This article has been written while the author was a Visiting Research Fellow at 
the Department of Computing and Electrical Engineering - Heriot-Watt University, 
supported by EPSRC (Grant GR/M40844). 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 71 7- T^ 2001. 
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1 Notation and Basics 



This section introduces the mathematical background on perspective projections 
necessary for our purposes. 

A pinhole camera is modeled by its 3 x 4 perspective projection matrix (or 
simply camera matrix) P, which can be decomposed into 

P = A[R|t], (1) 



The matrix A depends on the intrinsic parameters, and has the following form: 



A = 



Q-u 7 Wo 

0 Oiy VQ , 
0 0 1 



( 2 ) 



where a„, Uy are the focal lengths in horizontal and vertical pixels, respectively, 
(uo, Vo) are the coordinates of the principal point, given by the intersection of the 
optical axis with the retinal plane, and 7 is the skew factor. The camera position 
and orientation {extrinsic parameters), are encoded by the 3x3 rotation matrix 
R and the translation t. 

Let w = [x,y,z,l]^ be the homogeneous coordinates of a 3D point in the 
world reference frame (fixed arbitrarily) and m = [it,!), 1]^ the homogeneous 
coordinates of its pojection onto the image. The transformation from w to m is 
given by 

Kill = Pw, (3) 



where k is a scale factor. 

Let us consider the case of two cameras. A three-dimensional point w is 
projected onto both image planes, to points lii = Pw and lii' = P'w, which 
constitute a conjugate pair. It can be shown |S| that the following equation 
holds: 



lii'^Fm = 0, 



(4) 



where F is the fundamental matrix. The rank of F is in general two and, being 
defined up to a scale factor, it depends upon seven parameters. In the most 
general case, all the geometrical information that can be computed from pairs 
of images are encoded by the fundamental matrix. Its computation requires a 
minimum of eight conjugate points to obtain a unique solution 0j. It can be 
shown ^ that 

F = A'-^EA~b (5) 



where E is the essential matrix, which can be obtained from conjugate pairs 
when intrinsic parameters are known. The essential matrix encodes the rigid 
transformation between the two cameras, and, being defined up to a scale factor, 
it depends upon five independent parameters: three for the rotation and two for 
the translation up to a scale factor. Unlike the fundamental matrix, the only 
property of which is being of rank two, the essential matrix is characterized by 
the following Theorem (see jO] for a proof). 
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Theorem 11 A real matrix E 3 x 3 can be factorized as product of a nonzero 
skew-symmetric matrix and a rotation matrix if and only if E has two identical 
singular values and a zero singular value. 



2 Autocalibration 

In many practical cases, the intrinsic parameters are unknown and the only infor- 
mation that can be extracted from a sequence are point correspondences, which 
allow to compute a set of fundamental matrices. Autocalibration consist in com- 
puting the intrinsic parameters, or ~ in general - Euclidean information, starting 
from fundamental matrices (or, equivalently, from point correspondences). In this 
section we will see which constraints are available for the autocalibration. 



2.1 Two- Views Constraints 

As we saw in Section ^ the epipolar geometry of two views is described by 
the fundamental matrix, which depends on seven parameters. Since the five 
parameters of the essential matrix are needed to describe the rigid displacement, 
at most two independent constraints are available for the computation of the 
intrinsic parameters from the fundamental matrix. 

These two constraints come from the characterization of the essential matrix 
given by Theorem IllL Indeed, the condition that the matrix E has a zero sin- 
gular value and two non-zero equal singular values is equivalent to the following 
conditions, found by Huang and Faugeras j7j: 

det(E) = 0 and trace((EE^))^ - 2trace((EE^)^) = 0. (6) 

The first condition is automatically satisfied, since det(F) = 0, but the second 
condition can be decomposed |3 in two independent polynomial relations that 
are equivalent to the two equations found by Trivedi |^. 

This is an algebraic interpretation of the so-called rigidity constraint, namely 
the fact that for any fundamental matrix F there exist two intrinsic param- 
eters matrix A and A' and a rigid motion represented by t and R such that 
F = A'-T([t];,R)A~i. By exploiting this constraint. Hartley devised an algo- 
rithm to factorize the fundamental matrix that yields the five motion parameters 
and the two different focal lengths. He also pointed out that no more informa- 
tion could be extracted from the fundamental matrix without making additional 
assumptions (e.g. constant intrinsic parameters). 



2.2 N- Views Constraints 

The case of three views is not a straightforward generalization of the two-views 
case. The epipolar geometry can be described using the canonical decomposition 
P] or the trifocal tensor, both of which use the minimal number of parameters, 
that turns out to be 18. The rigid displacement is described by 11 parameters: 
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6 for 2 rotations, 4 for two directions of translation and 1 ratio of translation 
norms. Therefore, in this case there are seven constraints available on the intrin- 
sic parameters. If they are constant, three views are sufficient to recover all the 
five intrinsic parameters. 

In the general case of n views, Luong demonstrated that at least lln — 15 
parameters are needed to describe the epipolar geometry, using his canonical 
decomposition. The rigid displacement is described by 6n— 7 parameters: 3(n— 1) 
for rotations, 2(n— 1) for translations, and n— 2 ratios of translation norms. There 
are, thus, 5n — 8 constraints available for computing the intrinsic parameters. 
Let us suppose that Uk parameters are known and ric parameters are constant. 
Every view apart from the first one introduces 5 — — ric unknowns; the first 

view introduces 5 — Uk unknowns, therefore the unknown intrinsic parameters 
can be computed provided that 



As pointed out in jSj, the n{n— l)/2 fundamental matrices are not indepen- 
dent, hence the n(n — 1) constraints like (Eq. EJ that can be derived from them 
are not independent. Nevertheless they can be used for computing the intrinsic 
parameters, since redundancy improves stability, as mentioned in 

2.3 The Mendonga and Cipolla Algorithm 

Mendonga and Cipolla method for autocalibration is based on the exploitation 
Theorem rm A cost function is designed, which takes the intrinsic parameters as 
arguments, and the fundamental matrices as parameters, and returns a positive 
value proportional to the difference between the two non-zero singular value of 
the essential matrix. Let Fy be the fundamental matrix relating views i and j, 
and let A^ and Aj be the respective intrinsic parameters matrices. Let 
be the non zero singular values of = A^ Aj. The cost function is 



where Wij are normalized weight factors. 

3 Experiments 

In these experiments, intrinsic parameters were kept constant, hence the follow- 
ing cost function was actually used: 



5n — 8 > (n — 1)(5 — rife — ric) -|- 5 — n^, 
which is equivalent to the following equation reported in m- 

nuk + (n — l)ric > 8. 



(7) 



( 8 ) 




n n 



1 



9 




(10) 
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Fig. 1. Relative RMS error on intrinsic parameters versus image noise standard devi- 
ation (left) and number of views (right) . 



As customary it was assumed 7 = 0. The weight Wij was the residual of the 
estimation of F^- , as suggested by 0 . The minimum number of views required 
to achieve autocalibration in this case is three, according to (|H|). Fundamental 
matrices were computed using the linear 8-point algorithm with data normal- 
ization. 

The algorithm was tested on synthetic data, which consisted of 50 points 
randomly scattered in a sphere of radius 1 unit, centered at the origin. Ran- 
dom views were generated by placing cameras at random positions, at a mean 
distance from the centre of 2.5 units with a standard deviation of 0.25 units. 
The orientations of the cameras were chosen randomly with the constraint that 
the optical axis should point towards the centre. The intrinsic parameters were 
given a known value: au = cuv = 800, uq = vq = 256. Image points were (roughly) 
contained in a 512x512 image. 





Fig. 2. Reconstruction residual RMS pixel error versus image noise standard deviation 
(left) and number of views (right). 



I used the Nelder-Meads simplex method (implemented in the fmins function 
of MATLAb), to minimise the cost function. This methods does not use gradient 
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information and is less efficient than Newton methods, particularly if the function 
is relatively smooth as in our case. 

In order to determine the accuracy of the algorithm, Gaussian noise with vari- 
able standard deviation was added to image points. The algorithm was started 
from the true values of the intrinsic parameters and always converged to a nearby 
solution. Since the fundamental matrices are affected by the image noise, the 
minimum of the cost function does not coincide with the actual intrinsic param- 
eters. The relative RMS error is reported in Figure E Each point is the average 
of 70 independent trials. 




Fig. 3. Reconstruction RMS error versus image noise standard deviation (left) and 
number of views (right). 



Using the intrinsic parameters computed by autocalibration, and the fun- 
damental matrices, structure was recovered by first factorizing out the motion 
from the essential matrices, then recovering the projection matrices and finally 
computing 3-D structure from projection matrices and point correspondences by 
triangulation. More details and references can be found in Em. 

The pixel error is the distance between the actual image coordinates and the 
ones derived from the reconstruction. The reconstruction error is the distance 
between the actual and the reconstructed point locations. Figures 0 and 0 report 
RMS errors, averaged over 70 independent trials. 

In order to evaluate the sensitivity to the initialization, I ran an experiment in 
which the algorithm was initialized by perturbing the actual value of the intrinsic 
parameters with uniform noise with zero mean and increasing amplitude. For 
each standard deviation value I ran 70 independent trials and recorded how 
many times the algorithm converged to the correct solution, which was assumed 
to be the one to which it converged when initialized with the actual intrinsic 
parameters. Perturbation was obtained with the following formula (in MATLAB 
syntax) : 

aO = a_true + pert * a_true.* (rand (1,4) -0.5) 

where aO is the initialization, a_true is a vector containing the true intrinsic 
parameters, and pert is a value ranging from 0 to 10 (corresponding to 1000%!). 
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F igure |4 (a) | shows the result with 5 views and 1.0 pixels image noise. The same 
experiment with 15 views yielded very similar result, not shown here. In another 
experiments I used only positive uniform noise: 

aO = a_true + pert * a_true.* (rand (1,4)) 
and the results are shown in Fig |4(b)| 

Finally, the algorithm was initialized with a random point in the 4D cube 
[0,2000] X [0,2000] X [0,2000] x [0,2000] and it converged in the 86% of cases, 
with 5 views and 1.0 pixels image noise. 





(a) Zero-mean uniform noise 



(b) Positive uniform noise 



Fig. 4. Percentage of convergence vs initial value perturbation (percentage) for 5 views. 



On the average, it takes 5 seconds of CPU time on a Sun Ultra 10 running 
MATLAB to compute intrinsic parameters with 5 views. 

The MATLAB code used in the experiments is available on the web from 
http : //www . sci .univr . it/~fusiello/demo/mc. 

4 Discussion 

Intrinsic parameters are recovered with fair, but not excellent, accuracy. The 
error consistently increases with image noise and decreases with the number of 
views. With 1.0 pixel noise no appreciable improvement is gained by using more 
than seven views, but this number is expected to increase with the noise. It is 
not advisable to use the minimum number of views (three). 

As for the reconstruction, the residual pixel error depends only on the image 
noise and not sensibly on the number of views (excluding the three views case). 
The reconstruction error, consistently decreases with the number of views. With 

5 views and image noise of 1.0 pixel, the accuracy is about 30%. This figure 
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depends only partially on the computation of the intrinsic parameters. It also 
depends on the recovery of motion parameters and on the triangulation. In both 
cases linear algorithm were used. Improvements can be expected by using non- 
linear refinement. 

The algorithm shows excellent convergence properties. Remarkably, even 
when true values are perturbed with a relative error of 200% convergence is 
achieved in the 90% of the cases (Figure |4(a)| ). Results suggest that failure 
occurs when the sign of the parameters is changed. Indeed, figures improve dra- 
matically when perturbation is a positive uniform random variable: in this case 
the algorithm converges from almost everywhere (Figure |4(b)| ). 

In summary, the algorithm is fast and converges in a wide basin, but accuracy 
is not its best feature. If accuracy is a concern, it is advisable to run a bundle 
adjustment, which is known to be the most accurate method, but very sensitive 
to initialization. 
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Abstract. An application-oriented vision-based traffic scene sensor 
system is designed. Its most important vision modules are identified and 
their algorithms are described in details: the on-line auto-calibration 
modules and three optional modules for 2~D measurement tasks 
(i.e. quene length detection, license plate identification and vehicle 
classification). It is shown that all three tasks may be regarded as 
applications of an iconic image classification scheme. Such a general 
scheme is developed and it can be applied for the above mentioned tasks 
by exchanging the application-dependent modules for pre-segmentation 
and feature extraction. The practical backgronnd of described work 
constitntes the 1ST project OMNI, dealing with the development of 
a network-wide intersection-driven model that can take advantage 
from the existence of advanced sensors, i.e. video sensors and vehicles 
equipped with GPS/GSM. 

Keywords: computer vision, traffic sensor system 



1 Introduction 

The current solutions in the field of road traffic management are reaching their 
limits: new solutions are needed to further improvement of the performance of 
our road networks [2,4,9]. The current situation in traffic network technology 
is that it does not present standard interfacing for new applications or devices. 
Cities that already have traffic control systems find problems in the integration 
of new technology (surveillance applications, advanced sensors, real-time traffic 
information in WWW, fleet management) from different vendors. Therefore, the 
IST-project OMNI [5,3] concentrates its efforts on the development of a network- 
wide intersection-driven model that includes information flow from/to advanced 
sensors, i.e. video sensors [10,3,8] and vehicles equipped with GPS and GSM. 

In the context of road traffic control, in this work a vision-based sensor 
system is developed (sec. 2). The main vision modules are described: the auto- 
calibration task (sec. 3) and three 2-D measurement tasks, which can be seen as 
applications of a general iconic classification scheme (sec. 4), differing only by 
the use of application-specific feature extraction methods (sec. 5). 

* This work was supported by the EG project IST-11250: “Open Model For Network- 
Wide Heterogeneous Intersection-Based Transport Management (OMNI)”. 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 725-732, 2001. 
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Fig. 1. Using the GUI module for user- 
defined road environment [3]. 



Fig. 2. The on-line computation of current 
viewing direction ( (known focal length F, 
location over the road plane H). 




2 The Vision-Based Traffic Sensor System 

The proposed vision sensor system posseses a modular architecture, where each 
module is responsible for some (basic) control- or (optional) image analysis- 
functions. There are two basic modules and three (mostly obligatory) vision 
modules. The basic obligatory modules are: the control module which provides 
a GUI interface and control functions for the overall system (Fig. 1), and the 
communication module for the integration with the traffic information system. 
One particular vision module is usually obligatory - the auto- calibration of the 
vision system [12,7]. Other vision modules are optional and they can be classified 
by the type of delivered measurements as belonging to punctual (1-D), 2-D or 
2-D&T - measurements. 

2.1 Punctual Measurements 

This type of measurements means the detection of 1-D signals - due to a repeated 
analysis of single images. As an example the traffic ffow detection module (mod- 
ule 2) can be defined. The task is for each predefined lane of the road to detect 
and to estimate the average traffic ffow, i.e. the number of vehicles per minute. 
Usually the user pre-defines a rectangular area in the image, where vehicles 
should be counted. A popular method assumes, that a vehicle is detected if a 
histogram performed along a scan line in predefined area takes a characteristic 
shape [9]. 

2.2 Two-Dimensional Measurements 

The provided information entities are related to locations in the image. Again 
a repeated analysis of only single images (independently of each other) is per- 
formed. Three modules of this type are considered. 

Queue length detection (by space occupancy detection) - for each predefined 
lane of the road the current queue length and/or number of cars is detected ([3]). 
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Classification of vehicles - the front part of the vehicle in the lane can be 
detected or the overall sizes of the vehicle can be estimated and on the base of 
this measurements the detected vehicle can be classified into: small car, lorry, 
bus, van. [2,8]. 

Vehicle identification by license plate recognition ~ its task is to extract the 
license plate section of a previously detected vehicle and to identify the plate’s 
symbols [2,11]. 



2.3 2-D and T-Measurements 

This includes the average speed detection of vehicles in each lane, obtained due 
to a recursive analysis of a sequence of images in time. Particularly, a speed 
detection module can be considered Its task is for each road lane to estimate 
the average speed of moving vehicles [Fer94, KasOO]. In general, the shape of 
a vehicle may be modelled as a combination of two boxes, with equal width. 
For speed estimation it is sufficient to track the on-ground center point of the 
front/back area, which corresponds to the side face of lower model box . For the 
object tracking process in infinite image sequences usually a recursive estimator 
is required (for example an extended Kalman filter (EKF) or a tracking-error 
minimization filter can be used for this purpose). 



3 Functional Description of the Auto-Calibration Module 

Most of proposed image analysis methods depend critically on having an accu- 
rately calibrated camera. For a pin-hole camera model 6 geometric parameters 
(the position and orientation of the camera) and 4 intrinsic parameters (the 
focal length of the projection, the pixel size and the principal point in the im- 
age) are required. The intrinsic parameters (except focal length, which may be 
changed) are usually calibrated before the analysis system starts its operation, 
whereas the 6 geometric parameters should be modified on-line, in accordance 
with instantaneous, real position and orientation of the camera. 

Our auto-calibration procedure for traffic scene analysis assumes for simplic- 
ity (Fig. 2), that the height H over the road plane is known and it remains con- 
stant. In this way the camera direction angles have to be on-line computed. The 
auto-calibration procedure (inspired by [12,7]) consists of the following steps: 

1. It starts with edge detection, followed by linear segment detection. 

2. If (nearly) vertically elongated image lines correspond to road markings then 
they induce the set of vanishing - lines (VP-lines), from which the road’s 
vanishing point in the image plane is detected (Fig. 3(a)). 

3. From the VP point the two camera orientation angles (alpha, beta) can be 
computed. 

4. Then we set the focal length to some default value and made a back- 
projection of VP-lines onto the road’s plane (Fig. 3(b)). 




728 W. Kasprzak 




Fig. 3. Results of the auto-calibration procedure: (a) VP-detection due to density 
search in the VP-line image, (b) top view of VP-line segments back-projected to the 
road plane, (c) htting a road grid model to density peaks along the road’s cross section, 
(d) top view of the computed 3-lane grid (and ego-position). 



5. By projecting the above lines onto the cross line (parallel to the OX axis), 
with weights corresponding to the distance from the observer, we obtain a 
histogram of road markings. 

6. In the road histogram a known 1-D reference model - a grid corresponding to 
road lanes is placed. By changing the scale and position of this grid (expected 
focal length, camera position relative to road’s center line) a best fit of this 
grid to the histogram image of VP-lines is searched for (Fig. 3(c)). 

7. From the best fit of known grid with the densities in the histogram image, 
current focal length and camera positions are obtained immediately (Fig. 
3(d)). 

4 The Iconic Object Detection/Classification Scheme 

In the following we concentrate on the 2-D vision modules only. For them a 
common general iconic object detection scheme was developed, that consists of 
following subsequent processing steps (Fig. 4): 

1. application-dependent pre-segmentation (optional step), 

2. image scanning into a frame pyramid with different window sizes, 

3. frame normalization step (size- and shape-, light- and histogram-based win- 
dow normalization), 

4. an application-dependent feature extraction step - it performs a transforma- 
tion of the normalized window to a feature image (or vector) accordingly to 
the specific task. 

5. the window classification step - it performs object detection or classification. 

The classification network may take the form of a many-layer feed-forward 
network, of which the input corresponds to the feature vector. The classifier is 
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Fig. 4. The general iconic object detection/classification scheme. 




Fig. 5. Motion based image window generation: (a) a normalized image, (b) the motion 
mask image, (c) detected candidate windows with moving objects. 



trained with the inputs that have fixed size. The output indicates a class to 
which the input belongs. For locating an object in an input image of arbitrary 
size, one should scan the entire image. 

As mentioned, the classification step itself is based is on ANN (artificial 
neural networks). Hence, two operation modes are distinguished: the learning 
mode and the active working mode. In the active mode following detailed steps 
are possible, after an object of some class has been detected inside of some 
window: (1) assuming the exact front view position of the object is given , it 
allows further detection processes (for example license plate recognition), or (2) 
the original size of the window gives clues about the real size (width and height) 
of the object. 
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4.1 Example of Application-Dependent Pre-segmentation 

If moving objects have to be detected/classified only, then a preliminary pixel- 
based visual motion mask can be applied for a fast detection of important image 
windows during the generation of the image frame pyramid. It allows an image 
segmentation into moving and non-moving regions. Any visual motion detector 
can be applied to two or more consecutive images (Fig. 5). For example, a so 
called dynamic mask is generated by the method of adaptive difference image 
(Fig. 5(b)). The image pixels are then classified into ’’moving” or ’’stationary” 
pixels, which leads to the detection of important windows (with ’’moving ob- 
jects”) (Fig. 5(c)). 

4.2 Window Normalization 

The entire image or only selected image regions are scanned to variously located 
windows of different sizes. After size normalization to some predefined window 
size, iconic pre-processing steps, like light-correction (subtracting the estimated 
scene light) and histogram stretching can be performed. 

4.3 Image Window Classification by ANNs 

Let an image window of some normalized size is scanned to an input vector Y. 
A standard numeric approach to classification would be very time consuming, as 
the vector sizes are very large. The approach usually requires matrix inversion of 
matrices with sizes equal to the size of a cross-correlation matrix of input vector 
Y. An ANN-learning approach is preferred instead. In course of diploma works 
we have tested two ANNs: (a) the multi-layer perceptron with classical back- 
propagation algorithm and (b) a supervised LVQ method. A simple adaptive 
solution of the classification problem can be provided by means of the following 
supervised LVQ algorithm [8]: 

1. Every output neuron i represents a class label Ct. 

2. A learning sample p'^ consists of an input vector Xp and its class label d. 

3. Two winners are determined, the correct one k (which corresponds to the 
proper class label of the input sample) and the nearest incorrect one I (by 
distance measures between weights Wi of remaining i-th output neurons and 
the input x). 

4. In the learning rule the vector Wk corresponding to the correct label is moved 
towards the input vector, whereas the vector wi with the incorrect label, 
which may even be nearest the input, is moved away from it. 

5 Some Applications of the Iconic Classification Scheme 

5.1 Vehicle Detection in Many-Object Scenes 

Its task is to detect the vehicles in the lane and to estimate the queue length. A 
particular feature detection process may even not be required in this case, as well 
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(a) (b) (c) 



Fig. 6. White vehicle detection in a grey-scale image: (a) original image, (b) learned 
class pattern, (c) detected hypotheses. 



as the arbitration step may be simplified. In Fig. 6 an example of objects from 
class ’’white vehicle”, detected directly in the grey-scale image, is shown. The 
lane occupancy of even overlapping hypotheses may be relatively easy computed 
as the overlapping of windows from such a set. 



5.2 Car Identification by License Plate Recognition 

Its task is to extract the license plate section of a detected vehicle and to identify 
all characters, digits and eventually graphic patterns contained at the plate. For 
example, in [11] a Morphological Filter Neural Network is proposed for license 
plate character classification at the pixel level. In experimental studies, this 
morphological feature-based neural network (MFNN) system is applied among 
others to automatic recognition of vehicle license plates. 

In our system the detection of license plate is fitted into the iconic clas- 
sification scheme by using a specific feature extraction method. This method 
(inspired by [2]) consists of following subsequent steps: (1) local mean removal 
and binarization, (2) connected component detection, (3) filtering out small- and 
large-sized candidate components, (4) nearly-horizontal adjacency detection, (5) 
transforming the detected chain of components to a sequence of output windows, 
corresponding to single characters. 



5.3 Vehicle Classification 

Its task is to classify a detected vehicle object into: small car, lorry, bus, van, 
etc. [10,8]. Two general approaches are possible: a 2-D approach, assuming that 
only the front view is available, or a 3-D approach, assuming that the length 
of the vehicle is also detectable. Due to the earlier performed motion-based 
segmentation step, image windows with single cars are already available. In order 
to get the feature vector for the classifier, the 2-D or 3-D boundary boxes of 
the vehicle are searched for. This requires the detection and grouping of nearly 
horizontal and nearly vertical line segments in the image window. 
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6 Conclusions 

In the implementation of the sensor, each presented system module should be 
mapped onto a single process or multiple processes of a concurrently working 
computer system (for example under the operating system QNX) . Different hard- 
ware alternatives can be considered - starting from a single computer for all 
modules, and ending by many machines, where every module is executed on its 
own machine. 

In principle all the modules can be independently executed, except of their 
dependence from the image acquisition and the auto-calibration modules. The 
image acquisition module controls a critical section - the vision sensor. Other 
application modules are gaining access to image data via this image acquisi- 
tion module. Additionally, the sensor parameters must be on-line available and 
accessible by all modules. 
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Abstract. Active matching windows for matching in panoramic images 
taken by a catadioptric camera are proposed. The shape and the size 
of the windows vary depending on the position of an interest point. 

The windows size is then normalized and a standard correlation is used 
for measuring similarities of the points. A semi-iterative method based 
on sorting correspondences according to their similarity is suggested 
to remove possible outliers. It is experimentally shown that using this 
method the matching is successful for small and also big displacement 
of corresponding points. 

Keywords: image matching, catadioptric panoramic cameras, active 
windows 

1 Introduction 

The process of establishing correspondences between a pair of images is called 
image matching and it is a well established topic in computer vision, see 0 
or m for further references. The image matching consists of three main steps. 
First, points of interest have to be detected in both images. The Harris corner 
detector 0 is a commonly used algorithm for solving this task. Second, the 
interest points are mutually compared and the most similar ones are paired into 
the corresponding pairs, shortly correspondences. Some points are often matched 
incorrectly. These false matches, called outliers, have to be removed, which is 
the final stage of an image matching algorithm. 

In this work, we are interested in the second two steps of the matching algo- 
rithm. We show that fixed, rectangular windows, usually used for cameras with 
perspective projections, are no longer appropriate for catadioptric cameras with 
a nonlinear projection. Similar observation is stated in [Q and homogeneous 
filtering for viewsphere is proposed. We propose active windows for measur- 
ing similarities between points. Similarities between points are determined by 
computing by the standard 2D correlation. For removing outliers, we suggest a 
sequential method based on sorting correspondences. 

The text is organized as follows. Section 0 introduces appropriate match- 
ing windows for panoramic cameras. A method for removing false matches is 
explained in Section 0 Experiments with real cameras are shown in Section 0 

W. Skarbek (Ed.): CAIP 2001, LNCS 2124, pp. 733-^3 2001. 

© Springer- Verlag Berlin Heidelberg 2001 
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2 Windows for Panoramic Images 

2.1 Why Do Not Standard Windows Work? 

The crucial premise to a successful image matching is the fact that point sim- 
ilarities are measured on the projection of the same 3D scene planar patch. 
Rectangular windows commonly used for matching in perspective projections 
are no more adequate to the catadioptric cameras. The main reason may be a 
big camera rotation around its vertical axis, which however, is quite common 
case. The big camera rotation invoke large movement of corresponding points 
between consecutive frames. It is worse when the camera movement is combined 
with some significant translation. Let us consider a 3D point in the scene. Its 
projections in the cameras could not only change its azimuth but also the the 
distance from the image center. The standard rectangular window with fixed 
size and accordingly oriented w.r.t. the image axis clearly does not represent 
the same surroundings of the scene point. Hence, the main assumption of the 
successful matching is not fulfilled. 




Fig. 1. Central catadioptric camera with a hyperbolic mirror (left) and a catadioptric 
image (middle). Size of the optimal window depends on the point’s position (right). 
Parameters of the hyperbola are the same as for our real camera. For clarity, elevation 
range a is in the drawing enlarged to 12°. F denotes the focal point of the mirror and 
C is the projection center of the camera. 



2.2 Derivation of an Appropriate Window 

Suppose that the displacement of the catadioptric camera center is significantly 
smaller than the depth of the scene. It means that the scale of the point’s sur- 
roundings does not change as seen from these viewpoints, in other words, the 
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surroundings is seen under the same spatial angle. This spatial angle intersects 
the mirror creating a small patch that, projected to the image plane, gives us 
the desired optimal window for matching. Note that the matching window will 
be bigger if the point is close to the mirror’s periphery and smaller if the point 
is close to the image center, see Fig^ 

Statement 1 Optimal (under assumptions stated above) window is bounded by 
four eonics. 

Consider a surroundings of a space point bounded by lines. These lines project 
as conics in the image plane |5j- 

Practieal eonsiderations. Debate spatial cones with the rectangular cross section. 
The dimensions of the cones are then defined by the elevation and azimuth range. 
These ranges play the role of the height and the width of the usual rectangular 
window and are to be preset, i.e. they will not be modified by the matching algo- 
rithm. The ranges has to be set carefully. Too small cones give us low descriptive 
information and more points will be mutually similar. However, too large cones 
highly probably breaks the assumption of locally planar neighborhood of the 
scene point. Moreover, they are computationally expensive during the matching 
process. One can afford relatively large cones, since our camera moves within a 
man made environment with a lot of planar structures, like walls, floors, ceilings 
or cabinets. The computation of conics would be impractical for the implemen- 
tation. Let us put a constraint on the movements of cameras that is commonly 
satisfied in practice. We assume that the changes in the inclination of the cam- 
eras are neglectable. Therefore, we can assume that surroundings of the points 
are bounded by lines that are parallel and perpendicular to the common horizon 
of the cameras. Horizontal lines are projected to the conics with the common 
main axis, moreover, they can be approximated by the circles centered at the 
image center, since only small parts of the conics are used. Vertical lines project 
to the radial lines that intersect in the image center. Using this approximation, 
the points within the optimal window can be addressed by polar coordinates. 

Computation of the window parameters. Assume a point of interest, u, found by, 
e.g., the Harris detector. This point is projected to the mirror point x, see Fig[0 
We omit the transformation formulas here in order to keep the derivation lucid. 
Interested readers are referred to [ 8110 ] for details. The Cartesian coordinates, 
X = [a;, y, z]^ are transformed to the spherical coordinates x = [6, </?, r]^, where 
0 denotes the elevation, ip the azimuth, and r the distance of the point from 
the origin. Recall, that the origin is placed at the effective viewpoint, the focal 
point of the mirror. The corner points of the area made by the intersection of 
the spatial cone and the mirror surface are computed using the preset ranges of 
the azimuth and the elevation. Their radii r are computed from 

e sin p — a ' 



r = 



( 1 ) 
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which is the equation in polar coordinates of the hyperbola centered at the focal 
point of the mirror, where a, b are the parameters of the hyperbolic mirror, and 
e = \/a^ + . These corner points, after being projected back to the image plane, 

bound the window where the measure of similarity is to be computed. Note, that 
they do not bound a rectangular window but a part of an inter-circular area. 

2.3 Measure of Similarity 

Direct comparison of different windows is not possible because of their different 
size and non-integer coordinates of their boundaries. Differently sized windows 
would be normalized to some shape and size that enables direct measure of sim- 
ilarity, e.g. the correlation or sum of square differences. We re-map the irregular 
windows to rectangular shape, being the azimuth on the horizontal and the ra- 
dius on the vertical axis. The resolution of the transformed window is determined 
by the largest window that surrounds a point close to the periphery of the mirror. 
It means that the smaller window are mapped oversampled. No interpolation is 
used in this backward mapping. The normalized rectangular windows are then 
resampled to a smaller resolution using bicubic interpolation. These windows 
can then be fed into a standard algorithm that measures the similarity of points. 
We use the standard 2D correlation 

c ! _ = , (2) 

- jy 

where / and J are intensities in the image windows and / and J are average 
intensities in the windows. 

2.4 Pairing 

Mutual correlation coefficients of all points of interest in two images are com- 
puted and arranged in the matrix Cm,m where m and n denote the number of 
interest points in the first and the second image respectively. Maximal correla- 
tion coefficients are found in each row and column of the matrix. Consider that 
a maximum has been found in row r. Its position denotes a column c. If the 
maximum of this column lies in the row r then the points, indexed by r in the 
first and by c in the second image, are considered as 1-1 corresponding pair. 

3 Removing False Matches 

We exploit the properties of the essential matrix. Each pair of corresponding 
points has to satisfy the following equation 

xJExi = 0 , (3) 

where x are point coordinates on the mirror and E is the essential matrix. 
A derivation of m can be found in jH] for perspective cameras, and in HH for 
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catadioptric cameras. Equation 0 is a homogeneous linear equation in elements 
of E. It can be rearranged into the form 

Ae = 0. (4) 

Using the Singular Value Decomposition (SVD) g] of A, e is obtained as the 
right singular vector corresponding to the smallest singular value. To improve 
the conditionality of the estimation, all mirror points are normalized to unit 
length ||x|| = 1, see [H| for details. 

Many robust methods were proposed in the last two decades for solving 
since its form is the same for both calibrated and uncalibrated perspective cam- 
eras. Robust, RANSAC based methods are suggested in [II 211 3] . These methods 
are proved to be very robust but require to know the percentage of outliers a 
priori and they are computationally expensive. They are useful in the case that 
a lot of correspondences is provided, since their complexity does not depend on 
the total number of correspondences. 

Here, we propose a semi-iterative method that requires no assumptions about 
outliers. We assume that the higher correlated points make better pair than the 
less correlated points. This assumption may fail when highly repetitive patterns 
are presented in the scene. Thus, more constraints are necessary. Ranked cor- 
respondences are used to generate sample sets of the correspondences. Si. First 
set contains the 9 best correspondence^. Each set is then constructed 
as a union of Si with some (one or a few) best ranked correspondences not yet 
involved in Si. Maximally N — 9 sample sets can be constructed from N cor- 
respondences, yet practically, if N is large, 5 sets seem to be enough. Adding 
more correspondences, should generate better results than the set Si (only 
Gaussian noise is present) until the first outlier is included into the growing set. 

For each sample set of correspondences. Si, an essential matrix Ei is com- 
puted from (0 . The quality of Ei has to be measured with respect to its expected 
properties. The matrix E has, in the noise-free case, rank 2 and its nonzero sin- 
gular values are equal |3- We propose the difference of two largest singular values 
of Ei as a quality measure 

te = CTi - 0-2 , (5) 

where cti and tT 2 are the two biggest singular values of Ei. The correspondences 
that were used for computation the best Ei, i.e. Ei with the lowest qE, are 
denoted as inkers and the rest as outliers. A more detailed description of this 
outlier removal can be, with alternative methods for sorting correspondences, 
found in m- 



^ We do not need to compute E from the minimal set of correspondences. Instead of 
using 7 points, we use 9 that much is more robust in the presence of the Gaussian 
noise. 
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Fig. 2. The panoramic image is shown on the left. The point of interest is on the 
left, approximately in the middle of the image. Cropped surrounding around the point 
of interest. Four crosses denote boundary of the optimal window. The re-mapped and 
re-sampled normalized optimal window with a resolution of 25 x 25 pixels is shown on 
the right. 

4 Experiments 

An example of the optimal window is shown in FigEl The elevation and azimuth 
range are both equal to 5°. The point of interest was selected manually at the 
corner of one computer screen. 




Fig. 3. The pair of the panoramic image. The movement between viewpoints includes 
a huge rotation around the vertical axis. The displacement of the corresponding points 
is larger than the half of the image. Positions of corrects pairs are denoted by the thick 
points. Lines show their displacement. The point No 46, denoted by a cross, is clearly 
an outlier because of the incoherent displacement. 



In the following experiments, all interest points were located by the Harris 
corner detector The smoothing parameter cr for image derivatives is set to 
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6.5, the detector parameter k = 0.04 is taken from 0 and the local maxima of 
the filter’s response are searched in the 8-neighborhood of each point. The local 
maximum is considered as an interest point if it is greater then the threshold 
10"^. All detector parameters above follow from the experiments presented in p. 
Around 200 interest points were found in images. Many points had no counter- 
parts in the second image. Interest points lying outside the mirror and very close 
to its center (camera itself reflection) as well as points on the mirror holder were 
removed. The parameters of the active widows were 3° x 3° spatial cone and 
15 X 15 pixels normalized window size. 

FigEI shows the reliability of the matching when the camera undergoes sub- 
stantial rotation and the displacement of the corresponding points is very large. 
The amount of the rotation is best seen on the position of the window (very 
bright, saturated area). Points of interest are shown as small crosses. 

Possible 75 corresponding pairs were detected by the 1-1 pairing. The pairs 
were sorted according to their correlation coefflcients and the essential matrix E 
was estimated with increasing number of pairs, see Figure El Together 17 points 
were denoted as correct pairs until the point No 46 was detected as the first 
outlier. The correctness of this decision can be visually verified on Figure 0 

The experiments with smaller displacement are omitted here because of space 
restrictions. The results are similar. 




Fig. 4. Sorted correspondences on the left. Quality measure of the essential matrix on 
the right. 



5 Conclusions 

Active windows for matching in panoramic images were proposed. Active shape 
of the window yields, even with simple correlation, good matching results also in 
the case substantial displacement of the corresponding points. The performance 
of the active shape overcomes ones of the fixed, rectangular window mainly 
in the case of substantial rotation and of the changes in the distance of the 
point from the image center changes. A semi-iterative method based on sorting 
correspondences was suggested to remove outliers. 

Highly repetitive patterns in the scene may spoil the matching. Many pairs 
exhibit good similarity however, they can be mutually commuted. Alternative 
method for sorting correspondences were proposed in m- 
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